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end. 


“If you intend to print and/or print more than 200 copies, you are required to furnish 
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book to another electronic version you must provide a copy to the author of the new 
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Copyright ©2000,2001,2002 Free Software Foundation, Inc. 


51 Franklin St, Fifth Floor, Boston, MA 02110-1301 USA 


Everyone is permitted to copy and distribute verbatim copies of this license document, 
but changing it is not allowed. 


Preamble 


The purpose of this License is to make a manual, textbook, or other functional and 
useful document " free” in the sense of freedom: to assure everyone the effective free- 
dom to copy and redistribute it, with or without modifying it, either commercially or 
noncommercially. Secondarily, this License preserves for the author and publisher a way 
to get credit for their work, while not being considered responsible for modifications 
made by others. 

This License is a kind of "copyleft", which means that derivative works of 
the document must themselves be free in the same sense. It complements the GNU 
General Public License, which is a copyleft license designed for free software. 

We have designed this License in order to use it for manuals for free software, 
because free software needs free documentation: a free program should come with 
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manuals providing the same freedoms that the software does. But this License is not 
limited to software manuals; it can be used for any textual work, regardless of subject 
matter or whether it is published as a printed book. We recommend this License 
principally for works whose purpose is instruction or reference. 


APPLICABILITY AND DEFINITIONS 


This License applies to any manual or other work, in any medium, that contains a 
notice placed by the copyright holder saying it can be distributed under the terms of this 
License. Such a notice grants a world-wide, royalty-free license, unlimited in duration, 
to use that work under the conditions stated herein. The ” Document”, below, refers 
to any such manual or work. Any member of the public is a licensee, and is addressed 
as "you”. You accept the license if you copy, modify or distribute the work in a way 
requiring permission under copyright law. 

A "Modified Version” of the Document means any work containing the 
Document or a portion of it, either copied verbatim, or with modifications and/or 
translated into another language. 

A "Secondary Section” is a named appendix or a front-matter section of 
the Document that deals exclusively with the relationship of the publishers or authors of 
the Document to the Document’s overall subject (or to related matters) and contains 
nothing that could fall directly within that overall subject. (Thus, if the Document is 
in part a textbook of mathematics, a Secondary Section may not explain any mathe- 
matics.) The relationship could be a matter of historical connection with the subject or 
with related matters, or of legal, commercial, philosophical, ethical or political position 
regarding them. 

The "Invariant Sections” are certain Secondary Sections whose titles are 
designated, as being those of Invariant Sections, in the notice that says that the Doc- 
ument is released under this License. If a section does not fit the above definition of 
Secondary then it is not allowed to be designated as Invariant. The Document may con- 
tain zero Invariant Sections. If the Document does not identify any Invariant Sections 
then there are none. 

The "Cover Texts” are certain short passages of text that are listed, as 
Front-Cover Texts or Back-Cover Texts, in the notice that says that the Document 
is released under this License. A Front-Cover Text may be at most 5 words, and a 
Back-Cover Text may be at most 25 words. 

A " Transparent” copy of the Document means a machine-readable copy, 
represented in a format whose specification is available to the general public, that is 
suitable for revising the document straightforwardly with generic text editors or (for 
images composed of pixels) generic paint programs or (for drawings) some widely avail- 
able drawing editor, and that is suitable for input to text formatters or for automatic 
translation to a variety of formats suitable for input to text formatters. A copy made 
in an otherwise Transparent file format whose markup, or absence of markup, has been 
arranged to thwart or discourage subsequent modification by readers is not Transparent. 
An image format is not Transparent if used for any substantial amount of text. A copy 
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that is not " Transparent” is called ” Opaque”. 

Examples of suitable formats for Transparent copies include plain ASCII with- 
out markup, Texinfo input format, LaTeX input format, SGML or XML using a publicly 
available DTD, and standard-conforming simple HTML, PostScript or PDF designed 
for human modification. Examples of transparent image formats include PNG, XCF 
and JPG. Opaque formats include proprietary formats that can be read and edited only 
by proprietary word processors, SGML or XML for which the DTD and/or processing 
tools are not generally available, and the machine-generated HTML, PostScript or PDF 
produced by some word processors for output purposes only. 

The ” Title Page” means, for a printed book, the title page itself, plus such 
following pages as are needed to hold, legibly, the material this License requires to 
appear in the title page. For works in formats which do not have any title page as such, 
"Title Page” means the text near the most prominent appearance of the work's title, 
preceding the beginning of the body of the text. 

A section ” Entitled XYZ” means a named subunit of the Document whose 
title either is precisely XYZ or contains XYZ in parentheses following text that trans- 
lates XYZ in another language. (Here XYZ stands for a specific section name mentioned 
below, such as ” Acknowledgements”, ” Dedications”, ” Endorsements”, or ” His- 
tory”.) To ”Preserve the Title” of such a section when you modify the Document 
means that it remains a section "Entitled XYZ" according to this definition. 

The Document may include Warranty Disclaimers next to the notice which 
states that this License applies to the Document. These Warranty Disclaimers are 
considered to be included by reference in this License, but only as regards disclaiming 
warranties: any other implication that these Warranty Disclaimers may have is void and 
has no effect on the meaning of this License. 


2. VERBATIM COPYING 


You may copy and distribute the Document in any medium, either commer- 
cially or noncommercially, provided that this License, the copyright notices, and the 
license notice saying this License applies to the Document are reproduced in all copies, 
and that you add no other conditions whatsoever to those of this License. You may 
not use technical measures to obstruct or control the reading or further copying of the 
copies you make or distribute. However, you may accept compensation in exchange 
for copies. If you distribute a large enough number of copies you must also follow the 
conditions in section 3. 

You may also lend copies, under the same conditions stated above, and you 
may publicly display copies. 


3. COPYING IN QUANTITY 


If you publish printed copies (or copies in media that commonly have printed 
covers) of the Document, numbering more than 100, and the Document’s license notice 
requires Cover Texts, you must enclose the copies in covers that carry, clearly and legibly, 
all these Cover Texts: Front-Cover Texts on the front cover, and Back-Cover Texts on 
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the back cover. Both covers must also clearly and legibly identify you as the publisher 
of these copies. The front cover must present the full title with all words of the title 
equally prominent and visible. You may add other material on the covers in addition. 
Copying with changes limited to the covers, as long as they preserve the title of the 
Document and satisfy these conditions, can be treated as verbatim copying in other 
respects. 

If the required texts for either cover are too voluminous to fit legibly, you 
should put the first ones listed (as many as fit reasonably) on the actual cover, and 
continue the rest onto adjacent pages. 

If you publish or distribute Opaque copies of the Document numbering more 
than 100, you must either include a machine-readable Transparent copy along with each 
Opaque copy, or state in or with each Opaque copy a computer-network location from 
which the general network-using public has access to download using public-standard 
network protocols a complete Transparent copy of the Document, free of added material. 
If you use the latter option, you must take reasonably prudent steps, when you begin 
distribution of Opaque copies in quantity, to ensure that this Transparent copy will 
remain thus accessible at the stated location until at least one year after the last time 
you distribute an Opaque copy (directly or through your agents or retailers) of that 
edition to the public. 

It is requested, but not required, that you contact the authors of the Doc- 
ument well before redistributing any large number of copies, to give them a chance to 
provide you with an updated version of the Document. 


4. MODIFICATIONS 


You may copy and distribute a Modified Version of the Document under the 
conditions of sections 2 and 3 above, provided that you release the Modified Version 
under precisely this License, with the Modified Version filling the role of the Document, 
thus licensing distribution and modification of the Modified Version to whoever possesses 
a copy of it. In addition, you must do these things in the Modified Version: 


A. Use in the Title Page (and on the covers, if any) a title distinct from that of the 
Document, and from those of previous versions (which should, if there were any, 
be listed in the History section of the Document). You may use the same title as 
a previous version if the original publisher of that version gives permission. 


B. List on the Title Page, as authors, one or more persons or entities responsible for 
authorship of the modifications in the Modified Version, together with at least 
five of the principal authors of the Document (all of its principal authors, if it has 
fewer than five), unless they release you from this requirement. 


C. State on the Title page the name of the publisher of the Modified Version, as the 
publisher. 


D. Preserve all the copyright notices of the Document. 
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E. Add an appropriate copyright notice for your modifications adjacent to the other 
copyright notices. 


F. Include, immediately after the copyright notices, a license notice giving the public 
permission to use the Modified Version under the terms of this License, in the 
form shown in the Addendum below. 


G. Preserve in that license notice the full lists of Invariant Sections and required 
Cover Texts given in the Document’s license notice. 


H. Include an unaltered copy of this License. 


|. Preserve the section Entitled ” History’, Preserve its Title, and add to it an item 
stating at least the title, year, new authors, and publisher of the Modified Version 
as given on the Title Page. If there is no section Entitled " History” in the Docu- 
ment, create one stating the title, year, authors, and publisher of the Document 
as given on its Title Page, then add an item describing the Modified Version as 
stated in the previous sentence. 


J. Preserve the network location, if any, given in the Document for public access to 
a Transparent copy of the Document, and likewise the network locations given in 
the Document for previous versions it was based on. These may be placed in the 
History” section. You may omit a network location for a work that was published 
at least four years before the Document itself, or if the original publisher of the 
version it refers to gives permission. 


K. For any section Entitled " Acknowledgements” or " Dedications’, Preserve the 
Title of the section, and preserve in the section all the substance and tone of each 
of the contributor acknowledgements and/or dedications given therein. 


L. Preserve all the Invariant Sections of the Document, unaltered in their text and 
in their titles. Section numbers or the equivalent are not considered part of the 
section titles. 


M. Delete any section Entitled “Endorsements”. Such a section may not be included 
in the Modified Version. 


N. Do not retitle any existing section to be Entitled " Endorsements” or to conflict 
in title with any Invariant Section. 


O. Preserve any Warranty Disclaimers. 


If the Modified Version includes new front-matter sections or appendices that 
qualify as Secondary Sections and contain no material copied from the Document, you 
may at your option designate some or all of these sections as invariant. To do this, 
add their titles to the list of Invariant Sections in the Modified Version’s license notice. 
These titles must be distinct from any other section titles. 
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You may add a section Entitled " Endorsements”, provided it contains nothing 
but endorsements of your Modified Version by various parties—for example, statements 
of peer review or that the text has been approved by an organization as the authoritative 
definition of a standard. 

You may add a passage of up to five words as a Front-Cover Text, and a 
passage of up to 25 words as a Back-Cover Text, to the end of the list of Cover Texts 
in the Modified Version. Only one passage of Front-Cover Text and one of Back-Cover 
Text may be added by (or through arrangements made by) any one entity. If the 
Document already includes a cover text for the same cover, previously added by you 
or by arrangement made by the same entity you are acting on behalf of, you may not 
add another; but you may replace the old one, on explicit permission from the previous 
publisher that added the old one. 

The author(s) and publisher(s) of the Document do not by this License give 
permission to use their names for publicity for or to assert or imply endorsement of any 
Modified Version. 


5. COMBINING DOCUMENTS 


You may combine the Document with other documents released under this 
License, under the terms defined in section 4 above for modified versions, provided 
that you include in the combination all of the Invariant Sections of all of the original 
documents, unmodified, and list them all as Invariant Sections of your combined work 
in its license notice, and that you preserve all their Warranty Disclaimers. 

The combined work need only contain one copy of this License, and multiple 
identical Invariant Sections may be replaced with a single copy. If there are multiple 
Invariant Sections with the same name but different contents, make the title of each 
such section unique by adding at the end of it, in parentheses, the name of the original 
author or publisher of that section if known, or else a unique number. Make the same 
adjustment to the section titles in the list of Invariant Sections in the license notice of 
the combined work. 

In the combination, you must combine any sections Entitled " History” in the 
various original documents, forming one section Entitled " History”; likewise combine 
any sections Entitled " Acknowledgements”, and any sections Entitled ” Dedications’ . 
You must delete all sections Entitled ” Endorsements’ . 


6. COLLECTIONS OF DOCUMENTS 


You may make a collection consisting of the Document and other documents 
released under this License, and replace the individual copies of this License in the various 
documents with a single copy that is included in the collection, provided that you follow 
the rules of this License for verbatim copying of each of the documents in all other 
respects. 

You may extract a single document from such a collection, and distribute 
it individually under this License, provided you insert a copy of this License into the 
extracted document, and follow this License in all other respects regarding verbatim 
copying of that document. 
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7. AGGREGATION WITH INDEPENDENT WORKS 


A compilation of the Document or its derivatives with other separate and 
independent documents or works, in or on a volume of a storage or distribution medium, 
is called an “aggregate” if the copyright resulting from the compilation is not used to 
limit the legal rights of the compilation’s users beyond what the individual works permit. 
When the Document is included in an aggregate, this License does not apply to the other 
works in the aggregate which are not themselves derivative works of the Document. 

If the Cover Text requirement of section 3 is applicable to these copies of 
the Document, then if the Document is less than one half of the entire aggregate, the 
Document’s Cover Texts may be placed on covers that bracket the Document within 
the aggregate, or the electronic equivalent of covers if the Document is in electronic 
form. Otherwise they must appear on printed covers that bracket the whole aggregate. 


8. TRANSLATION 


Translation is considered a kind of modification, so you may distribute trans- 
lations of the Document under the terms of section 4. Replacing Invariant Sections 
with translations requires special permission from their copyright holders, but you may 
include translations of some or all Invariant Sections in addition to the original versions 
of these Invariant Sections. You may include a translation of this License, and all the 
license notices in the Document, and any Warranty Disclaimers, provided that you also 
include the original English version of this License and the original versions of those 
notices and disclaimers. In case of a disagreement between the translation and the 
original version of this License or a notice or disclaimer, the original version will prevail. 

If a section in the Document is Entitled " Acknowledgements” , ” Dedications” , 
or "History", the requirement (section 4) to Preserve its Title (section 1) will typically 
require changing the actual title. 


9. TERMINATION 


You may not copy, modify, sublicense, or distribute the Document except as 
expressly provided for under this License. Any other attempt to copy, modify, sublicense 
or distribute the Document is void, and will automatically terminate your rights under 
this License. However, parties who have received copies, or rights, from you under this 
License will not have their licenses terminated so long as such parties remain in full 
compliance. 


10. FUTURE REVISIONS OF THIS LICENSE 


The Free Software Foundation may publish new, revised versions of the GNU 
Free Documentation License from time to time. Such new versions will be similar 
in spirit to the present version, but may differ in detail to address new problems or 
concerns. See http: //www.gnu.org/copyleft/. 

Each version of the License is given a distinguishing version number. If the 
Document specifies that a particular numbered version of this License "or any later 
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version” applies to it, you have the option of following the terms and conditions either 
of that specified version or of any later version that has been published (not as a draft) 
by the Free Software Foundation. If the Document does not specify a version number 
of this License, you may choose any version ever published (not as a draft) by the Free 
Software Foundation. 


ADDENDUM: How to use this License for your documents 


To use this License in a document you have written, include a copy of the 
License in the document and put the following copyright and license notices just after 
the title page: 


Copyright QYEAR YOUR NAME. Permission is granted to copy, distribute 
and/or modify this document under the terms of the GNU Free Documenta- 
tion License, Version 1.2 or any later version published by the Free Software 
Foundation; with no Invariant Sections, no Front-Cover Texts, and no Back- 
Cover Texts. A copy of the license is included in the section entitled " GNU 
Free Documentation License” . 


If you have Invariant Sections, Front-Cover Texts and Back-Cover Texts, 
replace the "with... Texts.” line with this: 


with the Invariant Sections being LIST THEIR TITLES, with the Front- 
Cover Texts being LIST, and with the Back-Cover Texts being LIST. 


If you have Invariant Sections without Cover Texts, or some other combina- 
tion of the three, merge those two alternatives to suit the situation. 

If your document contains nontrivial examples of program code, we recom- 
mend releasing these examples in parallel under your choice of free software license, 
such as the GNU General Public License, to permit their use in free software. 


CONTRIBUTORS LIST 


How to contribute to this book 


As a copylefted work, this book is open to revisions and expansions by any interested 
parties. The only “catch” is that credit must be given where credit is due. This is a 
copyrighted work: it is not in the public domain! 

If you wish to cite portions of this book in a work of your own, you must 
follow the same guidelines as for any other GDL copyrighted work. 


Credits 


All entries have been arranged in alphabetical order of surname, hopefully. Major con- 
tributions are listed by individual name with some detail on the nature of the contribu- 
tion(s), date, contact info, etc. Minor contributions (typo corrections, etc.) are listed 
by name only for reasons of brevity. Please understand that when | classify a contribu- 
tion as " minor,” it is in no way inferior to the effort or value of a” major” contribution, 
just smaller in the sense of less text changed. Any and all contributions are gratefully 
accepted. | am indebted to all those who have given freely of their own knowledge, 
time, and resources to make this a better book! 


e Date(s) of contribution(s): 1999 to present 
e Nature of contribution: Original author. 


e Contact at: genick at potto.org 


Steven from artofproblemsolving.com 


e Date(s) of contribution(s): June 2005, Dec, 2009 


e Nature of contribution: LaTeX formatting, help on building the useful equation 
and important equation macros. 


e Nature of contribution: In 2009 creating the exEq macro to have different 
counter for example. 
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Dan H. Olson 


e Date(s) of contribution(s): April 2008 


e Nature of contribution: Some discussions about chapter on mechanics and 
correction of English. 


Richard Hackbarth 


e Date(s) of contribution(s): April 2008 


e Nature of contribution: Some discussions about chapter on mechanics and 
correction of English. 


John Herbolenes 


e Date(s) of contribution(s): August 2009 


e Nature of contribution: Provide some example for the static chapter. 


Eliezer Bar-Meir 


e Date(s) of contribution(s): Nov 2009, Dec 2009 
e Nature of contribution: Correct many English mistakes Mass. 


e Nature of contribution: Correct many English mistakes Momentum. 


Henry Schoumertate 


e Date(s) of contribution(s): Nov 2009 


e Nature of contribution: Discussion on the mathematics of Reynolds Transforms. 


Your name here 


e Date(s) of contribution(s): Month and year of contribution 


e Nature of contribution: Insert text here, describing how you contributed to the 
book. 


e Contact at: my_email@provider.net 


CREDITS xlili 
Typo corrections and other ” minor” contributions 


e R. Gupta, January 2008, help with the original img macro and other ( LaTeX 
issues). 


e Tousher Yang April 2008, review of statics and thermo chapters. 
e Corretion to equation (2.38) by Michal Zadrozny. (Nov 2010) 


e Corretion to wording in viscosity density Prashant Balan. (Nov 2010) 
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About This Author 


Genick Bar-Meir is a world—renowned and leading scientist who holds a Ph.D. in Me- 
chanical Engineering from University of Minnesota and a Master in Fluid Mechanics from 
Tel Aviv University. Dr. Bar-Meir was the last student of the late Dr. R. G. E. Eck- 
ert (the same one who Ec number bear is name.). Bar-Meir is responsible for major 
advancements in Fluid mechanics (Pushka equation (deep ocean pressure), ship sta- 
bility, etc.), particularly in the pedagogy of Fluid Mechanics curriculum. Currently, he 
writes books (there are already three very popular books), and provides freelance con- 
sulting of applications in various fields of fluid mechanics. According the Alexa(.com) 
and http://website-tools.net/ over 73% of the entire world download books are using 
Genick’s book. 

Bar-Meir also introduced a new methodology of Dimensional Analysis. Tra- 
ditionally, Buckingham’s Pi theorem is used as an exclusive method of Dimensional 
Analysis. Bar-Meir demonstrated that the Buckingham method provides only the min- 
imum number of dimensionless parameters. This minimum number of parameters is 
insufficient to understand almost any physical phenomenon. He showed that the im- 
proved Nusselt’s methods provides a complete number of dimensionless parameters and 
thus the key to understand the physical phenomenon. He extended Nusselt’s methods 
and made it the cornerstone in the new standard curriculum of Fluid Mechanics class. 

Recently, Bar-Meir developed a new foundation (theory) so that improved 
shock tubes can be built and utilized. This theory also contributes a new concept in 
thermodynamics, that of the pressure potential. Before that, one of the open question 
that remained in hydrostatics was what is the pressure at great depths. The previous 
common solution had been awkward and complex numerical methods. Bar-Meir pro- 
vided an elegant analytical foundation (Pushka Equation) to compute the parameters 
in this phenomenon. This solution has practical applications in finding depth at great 
ocean depths and answering questions of geological scale problems. 

In the latest version a new, more accurate and hopefully a simpler method 
to calculate the stability was developed by Bar—Meir. Additionally, Bar-Meir has shown 
that the potential method has limitations because stability is compartmental which the 
way the potential energy structure. Bar-Meir provided a way to improves this limitation. 

In the area of compressible flow, it was commonly believed and taught that 
there is only weak and strong shock and it is continued by the Prandtl—Meyer function. 
Bar—Meir discovered the analytical solution for oblique shock and showed that there is 
a “quiet” zone between the oblique shock and Prandtl—Meyer (isentropic expansion) 
flow. He also built analytical solution to several moving shock cases. He described 


xlv 


xlvi LIST OF FIGURES 


and categorized the filling and evacuating of chamber by compressible fluid in which he 
also found analytical solutions to cases where the working fluid was an ideal gas. The 
common explanation to Prandtl-Meyer function shows that flow can turn in a sharp 
corner. Engineers have constructed a design that is based on this conclusion. Bar-Meir 
demonstrated that common Prandtl—Meyer explanation violates the conservation of 
mass and therefore the turn must be a round and finite radius. The author's explanations 
on missing diameter and other issues in Fanno flow and “naughty professor's question” 
are commonly used in various industries. 

Earlier, Bar-Meir made many contributions to the manufacturing process and 
economy and particularly in the die casting area. This work is used as a base in many 
numerical works, in USA (for example, GM), British industries, Spain, and Canada. 
Bar-Meir’s contributions to the understanding of the die casting process made him the 
main leading figure in that area. Initially in his career, Bar-Meir developed a new 
understanding of Mass Transfer in high concentrations which are now standard building 
blocks for more complex situations. 

For some time Bar-Meir has worked on project like rain barrels design, ex- 
traction energy form breaking system, die casting design improvement for some private 
companies. While the extraction energy project provide interesting problems it will not 
be produce as much academic advancement because commercial secrecy. In fact, if 
you interested in developing these patents you can contact this author (for example 
extraction of energy from breaking system has estimated value of hundred of Billions). 
These hand-on projects where a great enjoyment and exposed various issues that oth- 
erwise were not on the radar of this author. These “strange” projects leads to new 
understanding in ship stability (floating bodies). For example, the stability of floating 
cylinder is for the first time was solved analytically. 

The author used to live with his wife and three children. Now his kids are 
in medical school or already pass that stage and are on medical career. This fact is a 
demonstration that while you can get your kids to understand calculus and do AP in 
elementary school, you still can fall their education. A past project of his was building a 
four stories house, practically from scratch. While he writes his programs and does other 
computer chores, he often feels clueless about computers and programming. While he is 
known to look like he knows about many things, the author just know to learn quickly. 
The author spent years working on the sea (ships) as a engine sea officer but now the 
author prefers to remain on solid ground. 


Prologue For This Book 


Version 0.4 April 6, 2020 
pages 749 size 11M 


What a change and what a strange experience was to write this book. | got many 
publishers who told me that | need to “hand over’ them the book copyright and in 
return they will allow me to use 50% even more of the book. The most bizarre “offer” 
was from University of Washington Seattle from mechanical engineering department. 
They told me that | must hand over the copyright and that | should be happy if they take 
over writing the book because they more qualify than me because they have a member 
in the national academy. Perhaps the strange of all was what occur in the following. 
The theory | developed on great depth pressure (Pushka’s equation) was taught to my 
relative for two or three lectures in a famous north Chicagoland private University. The 
instructor from mechanical engineering taught this material (Pushka’s Equation) and 
was using almost verbatim copy of the example including my nomenclature (from this 
book) without acknowledgment. While is flattering that the instructor was plagiarizing 
my material, it is disturbing that he and others like him violating the copyright of open 
content material. 


Version 0.3.2.0 March 18, 2013 
pages 617 size 4.8M 


It is nice to see that the progress of the book is about 100 pages per year. As usual, 
the book contains new material that was not published before. While in the near future 
the focus will be on conversion to php, the main trust is planed to be on add several 
missing chapters. potto.sty was improved and subUsefulEquaiton was defined. For the 
content point of view two main chapters were add. 


Version 0.3.0.5 March 1, 2011 
pages 400 size 3.5M 


A look on the progress which occur in the two and half years since the last time this 
page has been changed, shows that the book scientific part almost tripled. Three 
new chapters were added included that dealing with integral analysis and one chapter 
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on differential analysis. Pushka equation (equation describing the density variation in 
great depth for slightly compressible material) was added yet not included in any other 
textbook. While the chapter on the fluid static is the best in the world (according to 
many including this authotp, some material has to be expanded. 

The potto style file has improved and including figures inside examples. Be- 
side the Pushka equation, the book contains material that was not published in other 
books. Recently, many heavy duty examples were enhanced and thus the book quality. 
The meaning heavy duty example refers here to generalized cases. For example, showing 
the instability of the upside cone versus dealing with upside cone with specific angle. 


Version 0.1.8 August 6, 2008 
pages 189 size 2.6M 


When this author was an undergraduate student, he spend time to study the wave 
phenomenon at the interface of open channel flow. This issue is related to renewal 
energy of extracting energy from brine solution (think about the Dead Sea, so much 
energy). The common explanation to the wave existence was that there is always a 
disturbance which causes instability. This author was bothered by this explanation. 
Now, in this version, it was proven that this wavy interface is created due to the need to 
satisfy the continuous velocity and shear stress at the interface and not a disturbance. 
Potto project books are characterized by high quality which marked by pre- 
sentation of the new developments and clear explanations. This explanation (on the 
wavy interface) demonstrates this characteristic of Potto project books. The intro- 
duction to multi-phase is another example to this quality. While it is a hard work to 
discover and develop and bring this information to the students, it is very satisfying for 
the author. The number of downloads of this book results from this quality. Even in 
this early development stage, number of downloads per month is about 5000 copies. 


Version 0.1 April 22, 2008 
pages 151 size 1.3M 


The topic of fluid mechanics is common to several disciplines: mechanical engineering, 
aerospace engineering, chemical engineering, and civil engineering. In fact, it is also 
related to disciplines like industrial engineering, and electrical engineering. While the 
emphasis is somewhat different in this book, the common material is presented and 
hopefully can be used by all. One can only admire the wonderful advances done by the 
previous geniuses who work in this field. In this book it is hoped to insert, what and 
when a certain model is suitable than other models. 

One of the difference in this book is the insertion of the introduction to 
multiphase flow. Clearly, multiphase is an advance topic. However, some minimal 





1While this bragging is not appropriate in this kind of book it is to point the missing and additional 
further improvements needed. 
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familiarity can be helpful for many engineers who have to deal with non pure single 
phase fluid. 

This book is the third book in the series of POTTO project books. POTTO 
project books are open content textbooks so everyone are welcome to joint in. The 
topic of fluid mechanics was chosen just to fill the introduction chapter to compressible 
flow. During the writing it became apparent that it should be a book in its own right. 
In writing the chapter on fluid statics, there was a realization that it is the best chapter 
written on this topic. It is hoped that the other chapters will be as good this one. 

This book is written in the spirit of my adviser and mentor E.R.G. Eckert. 
Eckert, aside from his research activity, wrote the book that brought a revolution in 
the education of the heat transfer. Up to Egret’s book, the study of heat transfer 
was without any dimensional analysis. He wrote his book because he realized that the 
dimensional analysis utilized by him and his adviser (for the post doc), Ernst Schmidt, 
and their colleagues, must be taught in engineering classes. His book met strong 
criticism in which some called to “burn” his book. Today, however, there is no known 
place in world that does not teach according to Eckert’s doctrine. It is assumed that the 
same kind of individual(s) who criticized Eckert’s work will criticize this work. Indeed, 
the previous book, on compressible flow, met its opposition. For example, anonymous 
Wikipedia user name EMBaero claimed that the material in the book is plagiarizing, he 
just doesn't know from where and what. Maybe that was the reason that he felt that is 
okay to plagiarize the book on Wikipedia. These criticisms will not change the future 
or the success of the ideas in this work. As a wise person says “don't tell me that it is 
wrong, show me what is wrong”; this is the only reply. With all the above, it must be 
emphasized that this book is not expected to revolutionize the field but change some 
of the way things are taught. 

The book is organized into several chapters which, as a traditional textbook, 
deals with a basic introduction to the fluid properties and concepts (under construction). 
The second chapter deals with Thermodynamics. The third book chapter is a review 
of mechanics. The next topic is statics. When the Static Chapter was written, this 
author did not realize that so many new ideas will be inserted into this topic. As 
traditional texts in this field, ideal flow will be presented with the issues of added mass 
and added forces (under construction). The classic issue of turbulence (and stability) 
will be presented. An introduction to multi-phase flow, not a traditional topic, will 
be presented next (again under construction). The next two chapters will deals with 
open channel flow and gas dynamics. At this stage, dimensional analysis will be present 
(again under construction). 
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How This Book Was Written 


2021 Version 


Many of the programs that were used initially in the book matured like vim currently 
version 8 and up. Some other programs like tgif were replaced by other like ipe and 
blender. The main change is that the material comes more from the industry. There 
are more examples that originated from problems that were encounter in the industry. 
Well probably the engagement with one work reflects in its writing. It is a hope that 
this material will be well received as before. 


Initial 


This book started because | needed an introduction to the compressible flow book. 
After a while it seems that is easier to write a whole book than the two original planned 
chapters. In writing this book, it was assumed that introductory book on fluid mechanics 
should not contained many new ideas but should be modern in the material presentation. 
There are numerous books on fluid mechanics but none is open content. The approach 
adapted in this book is practical, and more hands-on approach. This statement really 
meant that the book is intent to be used by students to solve their exams and also 
used by practitioners when they search for solutions for practical problems. So, issue 
of proofs so and so are here only either to explain a point or have a solution of exams. 
Otherwise, this book avoids this kind of issues. 

The structure of Hansen, Streeter and Wylie, and Shames books were adapted 
and used as a scaffolding for this book. This author was influenced by Streeter and 
Wylie book which was his undergrad textbooks. The chapters are not written in order. 
The first 4 chapters were written first because they were supposed to be modified and 
used as fluid mechanics introduction in “Fundamentals of Compressible Flow.” Later, 
multi-phase flow chapter was written. The chapter on ideal flow was add in the later 
stage. 

The presentation of some of the chapters is slightly different from other 
books because the usability of the computers. The book does not provide the old style 
graphical solution methods yet provides the graphical explanation of things. 

Of course, this book was written on Linux (Micro$oftLess book). This book 
was written using the vim editor for editing (sorry never was able to be comfortable with 
emacs). The graphics were done by TGIF, the best graphic program that this author 
experienced so far. The figures were done by GLE. The spell checking was done by 
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ispell, and hope to find a way to use gaspell, a program that currently cannot be used 
on new Linux systems. The figure in cover page was created by Genick Bar-Meir, and 
is copyleft by him. 

Over the time the book introduced me to others and make me engaged in 
topics that | was not aware off. For example, the issue rain barrels design leads to 
several examples dimensional analyses in the book. Another example, work on how to 
convert the breaking energy of cars (consider the change of millage per gallon between 
the city and the highway). This brought to the realization the maximum temperature 
theory. Unfortunately the work finished before it complete due to lack of funding. 


Preface 





This book, Basics of Fluid Mechanics, describes the fundamentals of fluid me- 
chanics phenomena for engineers and others. This book is designed to replace all 
introductory textbook(s) or instructor’s notes for the fluid mechanics in undergraduate 
classes for engineering/science students but also for technical peoples. It is hoped that 
the book could be used as a reference book for people who have at least some basics 
knowledge of science areas such as calculus, physics, etc. 

The structure of this book is such that many of the chapters could be usable 
independently. For example, if you need information about, say, statics’ equations, 
you can read just chapter (4). | hope this approach makes the book easier to use as 
a reference manual. However, this manuscript is first and foremost a textbook, and 
secondly a reference manual only as a lucky coincidence. 

| have tried to describe why the theories are the way they are, rather than just 
listing “seven easy steps’ for each task. This means that a lot of information is presented 
which is not necessary for everyone. These explanations have been marked as such and 
can be skipped|?| Reading everything will, naturally, increase your understanding of the 
many aspects of fluid mechanics. Many in the industry, have called and emailed this 
author with questions since this book is only source in the world of some information. 
These questions have lead to more information and further explanation that is not found 
anywhere else. 

This book is written and maintained on a volunteer basis. Like all volunteer 
work, there is a limit on how much effort | was able to put into the book and its 
organization. Moreover, due to the fact that English is my third language and time 
limitations, the explanations are not as good as if | had a few years to perfect them. 
Nevertheless, | believe professionals working in many engineering fields will benefit from 
this information. This book contains many worked examples, which can be very useful 
for many. In fact, this book contains material that was not published anywhere else. 
As demonstration, some of the work was plagiarized in famous American universities. 

| have left some issues which have unsatisfactory explanations in the book, marked 
with a Mata mark. I hope to improve or to add to these areas in the near future. 





2To the power and glory of the mighty God. This book is only attempt to explain his power. 
3At the present, the book is not well organized. You have to remember that this book is a work in 
progress. 


liv LIST OF FIGURES 


Furthermore, | hope that many others will participate of this project and will contribute 
to this book (even small contributions such as providing examples or editing mistakes 
are needed). 

| have tried to make this text of the highest quality possible and am interested in 
your comments and ideas on how to make it better. Incorrect language, errors, ideas for 
new areas to cover, rewritten sections, more fundamental material, more mathematics 
(or less mathematics); | am interested in it all. | am particularly interested in the 
best arrangement of the book. If you want to be involved in the editing, graphic 
design, or proofreading, please drop me a line. You may contact me via Email at 
“barmeir@gmail.com” . 

Naturally, this book contains material that never was published before (sorry 
cannot avoid it). This material never went through a close content review. While close 
content peer review and publication in a professional publication is excellent idea in 
theory. In practice, this process leaves a large room to blockage of novel ideas and 
plagiarism. If you would like be “peer reviews” or critic to my new ideas please send 
me your comment(s). Even reaction/comments from individuals like David Marshal(*| 

Several people have helped me with this book, directly or indirectly. | would like 
to especially thank to my adviser, Dr. E. R. G. Eckert, whose work was the inspiration 
for this book. | also would like to thank to Jannie McRotien (Open Channel Flow 
chapter) and Tousher Yang for their advices, ideas, and assistance. 

The symbol META was added to provide typographical conventions to blurb as 
needed. This is mostly for the author's purposes and also for your amusement. There 
are also notes in the margin, but those are solely for the author’s purposes, ignore them 
please. They will be removed gradually as the version number advances. 

| encourage anyone with a penchant for writing, editing, graphic ability, ATEX 
knowledge, and material knowledge and a desire to provide open content textbooks and 
to improve them to join me in this project. If you have Internet e-mail access, you can 
contact me at “barmeir@gmail.com’” . 





4Dr. Marshall wrote to this author that the author should review other people work before he 
write any thing new (well, literature review is always good, isn’t it?). Over ten individuals wrote me 
about this letter. | am asking from everyone to assume that his reaction was innocent one. While 
his comment looks like unpleasant reaction, it brought or cause the expansion of the explanation for 
the oblique shock. However, other email that imply that someone will take care of this author aren’t 
appreciated. 


To Do List and Road Map 


This book isn't complete and probably never will be completed. There will always new 
problems to add or to polish the explanations or include more new materials. Also issues 
that associated with the book like the software has to be improved. It is hoped the 
changes in TEX and IATEX related to this book in future will be minimal and minor. It is 
hoped that the style file will be converged to the final form rapidly. Nevertheless, there 
are specific issues which are on the “table” and they are described herein. 

At this stage, some chapters are missing. Specific missing parts from every chap- 
ters are discussed below. These omissions, mistakes, approach problems are sometime 
appears in the book when possible. You are always welcome to add a new material: 
problem, question, illustration or photo of experiment. Material can be further illu- 
minate. Additional material can be provided to give a different angle on the issue at 
hand. 


Properties 


The chapter in beta stage and will be boosted in the future. 


Turbulence 


To add this chapter. 


Inviscid Flow 


To add the unsteady Bernoulli in moving frames To add K—J condition and Add prop- 
erties. 


Machinery 


To add this chapter. 


Internal Viscous Flow 


To add this Chapter. 
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Open Channel Flow 


The chapter isn't in the development stage yet. Some parts were taken from Funda- 
mentals of Die Casting Design book and are in a process of improvement. 
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Introduction to Fluid Mechanics 


1.1 What ts Fluid Mechanics? 


Fluid mechanics deals with the study of all fluids under static and dynamic situations. 
Fluid mechanics is a branch of continuous mechanics which deals with a relationship 
between forces, motions, and statical conditions in a continuous material. This study 
area deals with many and diversified problems such as surface tension, fluid statics, 
flow in enclose bodies, or flow round bodies (solid or otherwise), flow stability, etc. 
In fact, almost any action a person is doing involves some kind of a fluid mechanics 
problem. Furthermore, the boundary between the solid mechanics and fluid mechanics 
is some kind of gray shed and not a sharp distinction (see Figure [1.1] for the complex 
relationships between the different branches which only part of it should be drawn in 
the same time.). For example, glass appears as a solid material, but a closer look 
reveals that the glass is a liquid with a large viscosity. A proof of the glass “liquidity” is 
the change of the glass thickness in high windows in European Churches after hundred 
years. The bottom part of the glass is thicker than the top part. Materials like sand 
(some call it quick sand) and grains should be treated as liquids. It is known that these 
materials have the ability to drown people. Even material such as aluminum just below 
the mushy zond!| also behaves as a liquid similarly to butter. Furthermore, material 
particles that “behaves” as solid mixed with liquid creates a mixture that behaves as a 
compley| liquid. After it was established that the boundaries of fluid mechanics aren't 
sharp, most of the discussion in this book is limited to simple and (mostly) Newtonian 
(sometimes power fluids) fluids which will be defined later. 





1Mushy zone refers to aluminum alloy with partially solid and partially liquid phases. 
?It can be viewed as liquid solid multiphase flow. 
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something 
between 





Laminar 
Flow 


Fig. -1.1. Diagram to explain part of relationships of fluid mechanics branches. 
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The fluid mechanics study involve many fields that have no clear boundaries 
between them. Researchers distinguish between orderly flow and chaotic flow as the 
laminar flow and the turbulent flow. The fluid mechanics can also be distinguish between 
a single phase flow and multiphase flow (flow made more than one phase or single 
distinguishable material). The last boundary (as all the boundaries in fluid mechanics) 
isn't sharp because fluid can go through a phase change (condensation or evaporation) 
in the middle or during the flow and switch from a single phase flow to a multi phase 
flow. Moreover, flow with two phases (or materials) can be treated as a single phase 
(for example, air with dust particle). 


After it was made clear that the boundaries of fluid mechanics aren't sharp, the 
study must make arbitrary boundaries between fields. Then the dimensional analysis can 
be used explain why in certain cases one distinguish area/principle is more relevant than 
the other and some effects can be neglected. Or, when a general model is need because 
more parameters are effecting the situation. It is this author’s personal experience that 
the knowledge and ability to know in what area the situation lay is one of the main 
problems. For example, engineers in software company (EKK Inc, 
‘com/) ) analyzed a flow of a complete still liquid assuming a complex turbulent flow 
model. Such absurd analysis are common among engineers who do not know which 
model can be applied. Thus, one of the main goals of this book is to explain what 
model should be applied. Before dealing with the boundaries, the simplified private 
cases must be explained. 

There are two main approaches of presenting an introduction of fluid mechanics 
materials. The first approach introduces the fluid kinematic and then the basic gov- 
erning equations, to be followed by stability, turbulence, boundary layer and internal 
and external flow. The second approach deals with the Integral Analysis to be followed 
with Differential Analysis, and continue with Empirical Analysis. These two approaches 
pose a dilemma to anyone who writes an introductory book for the fluid mechanics. 
These two approaches have justifications and positive points. Reviewing many books 
on fluid mechanics made it clear, there isn't a clear winner. This book attempts to find 
a hybrid approach in which the kinematic is presented first (aside to standard initial four 
chapters) follow by Integral analysis and continued by Differential analysis. The ideal 
flow (frictionless flow) should be expanded compared to the regular treatment. This 
book is unique in providing chapter on multiphase flow. Naturally, chapters on open 
channel flow (as a sub class of the multiphase flow) and compressible flow (with the 
latest developments) are provided. 


1.2 Brief History 


The need to have some understanding of fluid mechanics started with the need to obtain 
water supply. For example, people realized that wells have to be dug and crude pumping 
devices need to be constructed. Later, a large population created a need to solve waste 
(sewage) and some basic understanding was created. At some point, people realized 
that water can be used to move things and provide power. When cities increased to 
a larger size, aqueducts were constructed. These aqueducts reached their greatest size 
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and grandeur in those of the City of Rome and China. 

Yet, almost all knowledge of the ancients can be summarized as application of 
instincts, with the exception Archimedes (250 B.C.) on the principles of buoyancy. For 
example, larger tunnels built for a larger water supply, etc. There were no calculations 
even with the great need for water supply and transportation. The first progress in fluid 
mechanics was made by Leonardo Da Vinci (1452-1519) who built the first chambered 
canal lock near Milan. He also made several attempts to study the flight (birds) and 
developed some concepts on the origin of the forces. After his initial work, the knowledge 
of fluid mechanics (hydraulic) increasingly gained speed by the contributions of Galileo, 
Torricelli, Euler, Newton, Bernoulli family, and D’Alembert. At that stage theory and 
experiments had some discrepancy. This fact was acknowledged by D’Alembert who 
stated that, “The theory of fluids must necessarily be based upon experiment.” For 
example the concept of ideal liquid that leads to motion with no resistance, conflicts 
with the reality. 

This discrepancy between theory and practice is called the “D’Alembert para- 
dox” and serves to demonstrate the limitationsof theory alone in solving fluid problems. 
As in thermodynamics, two different of school of thoughts were created: the first be- 
lieved that the solution will come from theoretical aspect alone, and the second believed 
that solution is the pure practical (experimental) aspect of fluid mechanics. On the 
theoretical side, considerable contribution were made by Euler, La Grange, Helmholtz, 
Kirchhoff, Rayleigh, Rankine, and Kelvin. On the “experimental” side, mainly in pipes 
and open channels area, were Brahms, Bossut, Chezy, Dubuat, Fabre, Coulomb, Dupuit, 
d'Aubisson, Hagen, and Poisseuille. 

In the middle of the nineteen century, first Navier in the molecular level and 
later Stokes from continuous point of view succeeded in creating governing equations 
for real fluid motion. Thus, creating a matching between the two school of thoughts: 
experimental and theoretical. But, as in thermodynamics, people cannot relinquish 
control. As results it created today “strange” names: Hydrodynamics, Hydraulics, Gas 
Dynamics, and Aeronautics. 

The Navier-Stokes equations, which describes the flow (or even Euler equa- 
tions), were considered unsolvable during the mid nineteen century because of the high 
complexity. This problem led to two consequences. Theoreticians tried to simplify the 
equations and arrive at approximated solutions representing specific cases. Examples 
of such work are Hermann von Helmholtz’s concept of vortexes (1858), Lanchester’s 
concept of circulatory flow (1894), and the Kutta—Joukowski circulation theory of lift 
(1906). The experimentalists, at the same time proposed many correlations to many 
fluid mechanics problems, for example, resistance by Darcy, Weisbach, Fanning, Gan- 
guillet, and Manning. The obvious happened without theoretical guidance, the empirical 
formulas generated by fitting curves to experimental data (even sometime merely pre- 
senting the results in tabular form) resulting in formulas that the relationship between 
the physics and properties made very little sense. 

At the end of the twenty century, the demand for vigorous scientific knowledge 
that can be applied to various liquids as opposed to formula for every fluid was created 
by the expansion of many industries. This demand coupled with new several novel 
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concepts like the theoretical and experimental researches of Reynolds, the development 
of dimensional analysis by Rayleigh, and Froude's idea of the use of models change 
the science of the fluid mechanics. Perhaps the most radical concept that effects the 
fluid mechanics is of Prandtl’s idea of boundary layer which is a combination of the 
modeling and dimensional analysis that leads to modern fluid mechanics. Therefore, 
many call Prandtl as the father of modern fluid mechanics. This concept leads to 
mathematical basis for many approximations. Thus, Prandtl and his students Blasius, 
von Karman, Meyer, and Blasius and several other individuals as Nikuradse, Rose, 
Taylor, Bhuckingham, Stanton, and many others, transformed the fluid mechanics to 
today modern science. 


While the understanding of the fundamentals did not change much, after World 
War Two, the way how it was calculated changed. The introduction of the computers 
during the 60s and much more powerful personal computer has changed the field. There 
are many open source programs that can analyze many fluid mechanics situations. To- 
day many problems can be analyzed by using the numerical tools and provide reasonable 
results. These programs in many cases can capture all the appropriate parameters and 
adequately provide a reasonable description of the physics. However, there are many 
other cases that numerical analysis cannot provide any meaningful result (trends). For 
example, no weather prediction program can produce good engineering quality results 
(where the snow will fall within 50 kilometers accuracy. Building a car with this ac- 
curacy is a disaster). In the best scenario, these programs are as good as the input 
provided. Thus, assuming turbulent flow for still flow simply provides erroneous results 
(see for example, EKK, Inc). 


1.3 Kinds of Fluids 


Some differentiate fluid from solid by the reaction to shear stress. The fluid continuously 
and permanently deformed under shear stress while the solid exhibits a finite deformation 
which does not change with time. It is also said that fluid cannot return to their original 
state after the deformation. This differentiation leads to three groups of materials: solids 
and liquids and all material between them. This test creates a new material group that 
shows dual behaviors; under certain limits; it behaves like solid and under others it 
behaves like fluid (see Fig. (1.1). The study of this kind of material called rheology and 
it will (almost) not be discussed in this book. It is evident from this discussion that 
when a fluid is at rest, no shear stress is applied. 

The fluid is mainly divided into two categories: liquids and gases. The main 
difference between the liquids and gases state is that gas will occupy the whole volume 
while liquids has an almost fix volume. This difference can be, for most practical pur- 
poses considered, sharp even though in reality this difference isn’t sharp. The difference 
between a gas phase to a liquid phase above the critical point are practically minor. But 
below the critical point, the change of water pressure by 1000% only change the volume 
by less than 1 percent. For example, a change in the volume by more 5% will required 
tens of thousands percent change of the pressure. So, if the change of pressure is sig- 
nificantly less than that, then the change of volume is at best 5%. Hence, the pressure 
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will not affect the volume. In gaseous phase, any change in pressure directly affects the 
volume. The gas fills the volume and liquid cannot. Gas has no free interface/surface 
(since it does fill the entire volume). 

There are several quantities that have to be addressed in this discussion. The 
first is force which was reviewed in physics. The unit used to measure is [NV]. It must 
be remember that force is a vector, e.g it has a direction. The second quantity discussed 
here is the area. This quantity was discussed in physics class but here it has an additional 
meaning, and it is referred to the direction of the area. The direction of area is perpen- 
dicular to the area. The area is measured in [m7]. Area of three—dimensional object 
has no single direction. Thus, these kinds of areas should be addressed infinitesimally 
and locally. 

The traditional quantity, which is force per area has a new meaning. This 
is a result of division of a vector by a vector and it is referred to as tensor. In this 
book, the emphasis is on the physics, so at this stage the tensor will have to be broken 
into its components. Later, the discussion on the mathematical meaning is presented 
(later version). For the discussion here, the pressure has three components, one in the 
area direction and two perpendicular to the area. The pressure component in the area 
direction is called pressure (great way to confuse, isn’t it?). The other two components 
are referred as the shear stresses. The units used for the pressure components is [V/m?]. 

The density is a property which requires that 
liquid to be continuous. The density can be changed v 
and it is a function of time and space (location) but -————— 
must have a continues property. It doesn't mean that 
a sharp and abrupt change in the density cannot oc- 
cur. It referred to the fact that density is independent 
of the sampling size. Figure|[1.2|shows the density as 
a function of the sample size. After certain sample log € 
size, the density remains constant. Thus, the density 
is defined as 





> 


Fig. -1.2. Density as a function of 
Am the size of sample. 

= lm —— 1.1 
P= AV ve AV — 

It must be noted that € is chosen so that the continuous assumption is not broken, 
that is, it did not reach/reduced to the size where the atoms or molecular statistical 
calculations are significant (see Figure [1.2] for point where the green lines converge to 
constant density). When this assumption is broken, then, the principles of statistical 
mechanics must be utilized. 


1.4 Shear Stress 
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The shear stress is part of the pressure tensor. 
However, here, and many parts of the book, it 
will be treated as a separate issue. In solid me- 
chanics, the shear stress is considered as the ra- 
tio of the force acting on area in the direction of 
the forces perpendicular to area (Note what the 
direction of area?). Different from solid, fluid 
cannot pull directly but through a solid surface. 
Consider liquid that undergoes a shear stress be- 
tween a short distance of two plates as shown in 
Fig. 


The upper plate velocity generally will be 








Fig. -1.3. Schematics to describe 
the shear stress in fluid mechanics. 


U = f (A, Fh) (1.2) 


Where A is the area, the F' denotes the force, h is the distance between the plates. 
In this discussion, the aim is to develop differential equation, thus the small distance 
analysis is applicable. From solid mechanics study, it was shown that when the force 
per area increases, the velocity of the plate increases also. Experiments show that the 
increase of height will increase the velocity up to a certain range. Moving the plate with 
a zero lubricant (h ~ 0) results in a large force or conversely a large amount of lubricant 
results in smaller force. For cases where the dependency is linear, the following can be 
written 


hF 
U «x —— 1.3 
oc (13) 
Equations (1.3) can be rearranged to be 
U F 
ee 14 
7 Xa (1.4) 
Shear stress was defined as 
F 


The index x represent the “direction of the shear stress while the y represent the 
direction of the area(perpendicular to the area). From equations and it 
follows that ratio of the velocity to height is proportional to shear stress. Hence, 
applying the coefficient to obtain a new equality as 


U 
Try = as (1.6) 


Where yu is called the absolute viscosity or dynamic viscosity which will be discussed 
later in this chapter in a great length. 
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In steady state, the distance the 


ito << ft </"tp <'ts 
upper plate moves after small amount of : 














+ ff4# A 
time, dt is » tt ee 
eae a 
dl =U dt (1.7) a 
: ; i ae 
From Figure[1.4]it can be noticed that for +4 





a small angle, 63 = sin G, the regular ap- 


proximation provides ; ; ; 
Fig. -1.4. The deformation of fluid due to shear 


geometry stress as progression of time. 


= 
dé=Ust= hop (1.8) 

From equation (1.8) it follows that 
68 


U x (1.9) 
Combining equation (1.9) with equation (1.6) yields 
6B 
ray = We (1.10) 


If the velocity profile is linear between the plate (it will be shown later that it is consistent 
with derivations of velocity), then it can be written for small a angel that 
68 dU 
ot dy 
Materials which obey equation (1.10) referred to as Newtonian fluid. For this kind of 
substance 


(1.11) 


dU 
roy = (1.12) 


Newtonian fluids are fluids which the ratio is constant. Many fluids fall into this category 
such as air, water etc. This approximation is appropriate for many other fluids but only 
within some ranges. 

Equation (1.9) can be interpreted as momentum in the « direction transferred 
into the y direction. Thus, the viscosity is the resistance to the flow (flux) or the 
movement. The property of viscosity, which is exhibited by all fluids, is due to the 
existence of cohesion and interaction between fluid molecules. These cohesion and 
interactions hamper the flux in y-direction. Some referred to shear stress as viscous 
flux of x-momentum in the y-direction. The units of shear stress are the same as flux 
per time as following 





Fl{kgm 1| mUjkg m 1 
A | sec? m2} ~=A_ | sec sec m? 
Thus, the notation of 7,,,, is easier to understand and visualize. In fact, this interpretation 


is more suitable to explain the molecular mechanism of the viscosity. The units of 
absolute viscosity are [N sec/m?]. 
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Example 1.1: 

A space of 1 [cm] width between two large plane surfaces is filled with glycerin. Calculate 
the force that is required to drag a very thin plate of 1 [m] at a speed of 0.5 m/sec. 
It can be assumed that the plates remains in equidistant from each other and steady 
state is achieved instantly. 


SOLUTION 
Assuming Newtonian flow, the following can be written (see equation (1.6)) 


— Aw 1x 1,069 x 0.5 


a i 0.01 





= 53.45[N] 
End Solution 


Example 1.2: 

Castor oil at 25°C fills the space between two concentric cylinders of 0.2[/m] and 0.1[m] 
diameters with height of 0.1 [m]. Calculate the torque required to rotate the inner 
cylinder at 12 rpm, when the outer cylinder remains stationary. Assume steady state 
conditions. 


SOLUTION 
The velocity is 
rps 
: — 
U =r0=2rr,rps=2x ax 0.1 x 12/60 = 0.477; 
Where rps is revolution per second. 


The same way as in Example [1.1] the moment can be calculated as the force 
times the distance as 


ri 2rrjh 


£ A pu 





M=Fl= 
To — Ti 
In this case rg — 7; = h thus, 
A A 
Me2™ One poss 04 O078[N m] 


End Solution 


1.5 Viscosity 


1.5.1 General Discussion 
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Viscosity varies widely with tem- 
perature. However, tempera- 
ture variation has an opposite 
effect on the viscosities of liq- 
uids and gases. The difference 
is due to their fundamentally dif- 
ferent mechanism creating vis- 
cosity characteristics. In gases, 
molecules are sparse and cohe- 
sion is negligible, while in the 
liquids, the molecules are more 
compact and cohesion is more 
dominate. Thus, in gases, the 
exchange of momentum between 
layers brought as a result of 
molecular movement normal to the general direction of flow, and it resists the flow. 
This molecular activity is known to increase with temperature, thus, the viscosity of 
gases will increase with temperature. This reasoning is a result of the considerations of 
the kinetic theory. This theory indicates that gas viscosities vary directly with the square 
root of temperature. In liquids, the momentum exchange due to molecular movement 
is small compared to the cohesive forces between the molecules. Thus, the viscosity is 
primarily dependent on the magnitude of these cohesive forces. Since these forces de- 
crease rapidly with increases of temperature, liquid viscosities decrease as temperature 
increases. 





Fig. -1.5. The different of power fluids families. 











(a) Nitrogen viscosity. (b) Argon viscosity. 


Fig. -1.6. Nitrogen (left) and Argon (right) viscosity as a function of the temperature and 
pressure after Lemmon and Jacobsen. 


Figure[1.6(a)]demonstrates that viscosity increases slightly with pressure, but this 
variation is negligible for most engineering problems. Well above the critical point, both 
phases are only a function of the temperature. On the liquid side below the critical point, 
the pressure has minor effect on the viscosity. It must be stress that the viscosity in 
the dome is meaningless. There is no such a thing of viscosity at 30% liquid. It simply 
depends on the structure of the flow as will be discussed in the chapter on multi phase 
flow. The lines in the above diagrams are only to show constant pressure lines. Oils 
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have the greatest increase of viscosity with pressure which is a good thing for many 
engineering purposes. 


1.5.2. Non—Newtonian Fluids 


In equation (1-5), the relationship between the 
velocity and the shear stress was assumed to be 
linear. Not all the materials obey this relation- 
ship. There is a large class of materials which 
shows a non-linear relationship with velocity for 
any shear stress. This class of materials can be shear rate [81 
approximated by a single polynomial term that is 
a = bx”. From the physical point of view, the co- 
efficient depends on the velocity gradient. This /Ié:-1.7. The shear stress as a function 
relationship is referred to as power relationship af the:shear rate, 

and it can be written as 

















Shear Stress [Pa] 





























viscosity 


———_. 
aS) aay 


The new coefficients (n, A’) in equation (1.13) are constant. When n = 1 equation 
represent Newtonian fluid and K becomes the familiar js. The viscosity coefficient is 
always positive. When n, is above one, the liquid is dilettante. When n is below one, 
the fluid is pseudoplastic. The liquids which satisfy equation are referred to as 
purely viscous fluids. Many fluids satisfy the above equation. Fluids that show increase 
in the viscosity (with increase of the shear) referred to as thixotropic and those that 
show decrease are called rheopectic fluids (see Figure[1.5). 

Materials which behave up to a certain shear stress as a solid and above it as 
a liquid are referred as Bingham liquids. In the simple case, the “liquid side” is like 
Newtonian fluid for large shear stress. The general relationship for simple Bingham flow 
is 





Tay = —b + T0 if |\Tyx| > To (1.14) 


dU, 
dy 





=0 “uF faa = (1.15) 


There are materials that simple Bingham model does not provide adequate explanation 
and a more sophisticate model is required. The Newtonian part of the model has to 
be replaced by power liquid. For example, according to Ferraris at e[?] concrete behaves 
as shown in Figure[1.7| However, for most practical purposes, this kind of figures isn't 
used in regular engineering practice. 





3C. Ferraris, F. de Larrard and N. Martys, Materials Science of Concrete VI, S. Mindess and J. 
Skalny, eds., 215-241 (2001) 
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1.5.3. Kinematic Viscosity 





The kinematic viscosity is another way to look at the 
viscosity. The reason for this new definition is that 
some experimental data are given in this form. These 
results also explained better using the new definition. 
The kinematic viscosity embraces both the viscosity 
and density properties of a fluid. The above equation 
shows that the dimensions of v to be square meter 
per second, [m/sec], which are acceleration units (a 
combination of kinematic terms). This fact explains 
the name “kinematic” viscosity. The kinematic viscosity is defined as 














Fig. -1.8. Air viscosity as a function 
of the temperature. 


ee (1.16) 
p 
The gas density decreases with the temperature. However, The increase of the ab- 
solute viscosity with the temperature is enough to overcome the increase of density and 
thus, the kinematic viscosity also increase with the temperature for many materials. 


1.5.4 Estimation of The Viscosity 


The absolute viscosity of many fluids relatively NS at 

doesn’t change with the pressure but very sensitive to a | 

temperature. For isothermal flow, the viscosity can 

be considered constant in many cases. The variations wl 

of air and water as a function of the temperature at ue 

atmospheric pressure are plotted in Figures [1.8] and 

Fig. -1.9. Water viscosity as a func- 
Some common materials (pure and mixture) tion temperature. 

have expressions that provide an estimate. For many 

gases, Sutherland’s equation is used and according to the literature, provides reasonable 

resultg4] for the range of —40°C' to 1600°C. 

















e 
2 





(1.17) 





0.555 Tio + Suth ( T 
= Ho 


0.555 Tin + Suth \ To 
Where 


Example 1.3: 
Calculate the viscosity of air at 800K based on Sutherland's equation. Use the data 


provide in Table{I.1| 


4This author is ambivalent about this statement. 
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coefficients | Chemical 2 
Material Biewide Sutherland | Tio[K] | po(N sec/m?) 
ammonia NH3 370 527.67 0.00000982 
standard air 120 524.07 0.00001827 
carbon dioxide CO, 240 527.67 0.00001480 
carbon monoxide CO 118 518.67 0.00001720 
hydrogen Ay 72 528.93 0.0000876 
nitrogen No 111 540.99 0.0001781 
oxygen Oz 127 526.05 0.0002018 
sulfur dioxide SO2 416 528.57 0.0001254 








Table -1.1. The list for Sutherland's equation coefficients for selected materials. 


























Substance relia ea Viscosity [TF] 

t— C4 Ai0 23 0.0000076 

CH, 20 0.0000109 

CO2 20 0.0000146 

Oxygen O2 20 0.0000203 

Mercury vapor Hg 380 0.0000654 

Table -1.2. Viscosity of selected gases. 
SOLUTION 


Applying the constants from Suthelnd’s table provides 


3 
0.555 x 524.07 + 120 ( 800 i; ~ 2.511075 |* = 
m 


= 0,00001827 
B= 00 * 9.555 x 800 + 120 524.07 





The viscosity increases almost by 40%. The observed viscosity is about ~ 3.7107 ° [ Ase¢] : 


End Solution 
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Table -1.3. Viscosity of selected liquids. 
































Chemical Chemical Temperature : os Wage 
component | formula T [°C] Viscosity raed 

(C2Hs)O 20 0.000245 

CoHe 20 0.000647 

Bro 26 0.000946 

C2H;s0OH 20 0.001194 

Hg 25 0.001547 

AySO4 25 0.01915 
Olive Oil 25 0.084 
Castor Oil 25 0.986 
Clucuse 25 5-20 
Corn Oil 20 0.072 

SAE 30 - 0.15-0.200 
SAE 50 ~ 25°C 0.54 
SAE 70 ~ 25°C 1.6 
Ketchup ~ 20°C 0,05 
Ketchup ~ 25°C 0,098 

Benzene ~ 20°C 0.000652 

Firm glass - ~1x 107 
Glycerol 20 1.069 

Liquid Metals uit Mel visi 





Liquid metal can be con- - = 
sidered as a Newtonian fluid for . 
many applications. Furthermore, 7 
many aluminum alloys are behav- pied 
ing as a Newtonian liquid until the all 


first solidification appears (assum- 
ing steady state thermodynamics Fig. -1.10. Liquid metals viscosity as a function of the 











properties). Even when there is a temperature. 

solidification (mushy zone), the metal behavior can be estimated as a Newtonian ma- 
terial (further reading can be done in this author's book “Fundamentals of Die Casting 
Design’ ). Figure|1.10]exhibits several liquid metals (from The Reactor Handbook, Vol. 
Atomic Energy Commission AECD-3646 U.S. Government Printing Office, Washington 
D.C. May 1995 p. 258.). 


The General Viscosity Graphs 
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Chemical Molecular N sec 
component Weight T.[K] Al Bat] Me [a2 
Ay 2.016 33.3 12.9696 3.47 
He 4.003 5.26 2.289945 2.54 
Ne 20.183 44.5 27.256425 15.6 
Ar 39.944 151 48.636 26.4 
XE 131.3 289.8 58.7685 49. 
Air “mixed” 28.97 132 36.8823 19.3 
CO2 44.01 304.2 73.865925 19.0 
O2 32.00 154.4 50.358525 18.0 
C2H¢ 30.07 305.4 48.83865 21.0 
CH, 16.04 190.7 46.40685 15.9 
Water 18.01528 647.096 K | 22.064 [MPa] ~ 11. 























Table -1.4. The properties at the critical stage and their values of selected materials. 


In case “ordinary” fluids where information is limit, Hougen et al suggested to use 
graph similar to compressibility chart. In this graph, if one point is well documented, 
other points can be estimated. Furthermore, this graph also shows the trends. In Figure 
[1.11] the relative viscosity 4, = [4/[- is plotted as a function of relative temperature, 
T;.. [te is the viscosity at critical condition and p is the viscosity at any given condition. 
The lines of constant relative pressure, P, = P/P. are drawn. The lower pressure is, 
for practical purpose, ~ 1[bar]. 

The critical pressure can be evaluated in the following three ways. The simplest 
way is by obtaining the data from Table [1.4] or similar information. The second way, if 
the information is available and is close enough to the critical point, then the critical 
viscosity is obtained as 

given 
—~ 
je = — (1.18) 
Mr 


Figure [LAI] 
The third way, when none is available, is by utilizing the following approximation 
te = JM T0878 (1.19) 
Where w, is the critical molecular volume and M is molecular weight. Or 
bic = VMP.2/3 7,18 (1.20) 


Calculate the reduced pressure and the reduced temperature and from the Figure 
obtain the reduced viscosity. 


Example 1.4: 
Estimate the viscosity of oxygen, O2 at 100°C and 20/Bar]. 
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SOLUTION 


The critical condition of oxygen are P. = 50.35[Bar], T. = 154.4 and therefor pp. = 
N 
18 | — | The value of the reduced temperature is 
m? 








The value of the reduced pressure is 


P, =. atid 
"50.35 


From Figure it can be obtained jz, ~ 1.2 and the predicted viscosity is 
Table 
= H\_ _ 2 
fb = Me | — ) = 18 x 1.2 = 21.6[Nsec/m’] 
[ec 
The observed value is 24[N sec/m?P| 


End Solution 








Viscosity of Mixtures 


In general the viscosity of liquid mixture has to be evaluated experimentally. Even 
for homogeneous mixture, there isn’t silver bullet to estimate the viscosity. In this book, 
only the mixture of low density gases is discussed for analytical expression. For most 
cases, the following Wilke’s correlation for gas at low density provides a result in a 
reasonable range. 


Lmin = Ye noe (1.21) 


j= 101 ® 


where ®;7 is defined as 


oo ai i+ ve (1 + (Efe) (1.22) 


Here, m is the number of the chemical components in the mixture. x; is the mole 
fraction of component i, and ju; is the viscosity of component 7. The subscript 7 should 
be used for the 7 index. The dimensionless parameter ®;; is equal to one when i = J. 
The mixture viscosity is highly nonlinear function of the fractions of the components. 





Example 1.5: 
Calculate the viscosity of a mixture (air) made of 20% oxygen, Oz and 80% nitrogen 
No for the temperature of 20°C. 





5Kyama, Makita, Rev. Physical Chemistry Japan Vol. 26 No. 2 1956. 
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Reduced Viscosity 
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Fig. -1.11. Reduced viscosity as function of the reduced temperature. 
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Fig. -1.12. Reduced viscosity as function of the reduced temperature. 
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SOLUTION 


The following table summarizes the known details 

































































i Component Mole tle Mole Viscosit 
P Weight, 14 Fraction, x nae 
1 Oz 32. 0.2 0.0000203 
2 No 28. 0.8 0.00001754 
i |j M;/M; Mili | Pag 
1 1 1.0 1.0 1.0 
2 1.143 1.157 | 1.0024 
2 1 0.875 .86 0.996 
2 1.0 1.0 1.0 
0.2 x 0.0000203 0.8 x 0.00001754 N sec 
“ 0.2 x 1.0+0.8 x 1.0024 " 0.2 x 0.996 +0.8 x 1.0 | m2 


N sec 
m2 | 


End Solution 





The observed value is ~ 0.0000182 | 


In very low pressure, in theory, the viscosity is only a function of the temperature 
with a “simple” molecular structure. For gases with very long molecular structure or 
complexity structure these formulas cannot be applied. For some mixtures of two liquids 
it was observed that at a low shear stress, the viscosity is dominated by a liquid with 
high viscosity and at high shear stress to be dominated by a liquid with the low viscosity 
liquid. The higher viscosity is more dominate at low shear stress. Reiner and Phillippoff 
suggested the following formula 








1 

Ho — Hoo 
dU, _ Loo + fe AZ 5) Try (1.23) 
dy 1+ (=) 


Where the term jig. Is the experimental value at high shear stress. The term suo 
is the experimental viscosity at shear stress approaching zero. The term 7, is the 
characteristic shear stress of the mixture. An example for values for this formula, for 
Molten Sulfur at temperature 120°C are 4, = 0.0215 (2), Lo = 0.00105 (As2), 


and 7, = 0.0000073 (24). This equation (1.23) provides reasonable value only up to 
r = 0.001 (£4). 


m2 





Figure can be used for a crude estimate of dense gases mixture. To esti- 
mate the viscosity of the mixture with n component Hougen and Watson’s method for 
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pseudocritial properties is adapted. In this method the following are defined as mixed 
critical pressure as 


P= Sy Ps (1.24) 
Mtr i=l u 
the mixed critical temperature is 
[= (1.25) 
Mt i=l a 
and the mixed critical viscosity is 
Me = S- Ti be (1.26) 
Mtr i=1 a 


Example 1.6: 


An inside cylinder with a radius of 0.1 [m] 
rotates concentrically within a fixed cylin- 
der of 0.101 [m] radius and the cylinders 
length is 0.2 [m]. It is given that a moment 
of 1 [N x m] is required to maintain an 
angular velocity of 31.4 revolution per sec- 
ond (these number represent only academic 





question not real value of actual liquid). Es- Fig. -1.13. Concentrating cylinders 
timate the liquid viscosity used between the with the rotating inner cylinder. 
cylinders. 

SOLUTION 


The moment or the torque is transmitted through the liquid to the outer cylinder. 
Control volume around the inner cylinder shows that moment is a function of the area 
and shear stress. The shear stress calculations can be estimated as a linear between the 
two concentric cylinders. The velocity at the inner cylinders surface is 


U; =rw =0.1 x 31.4[rad/second] = 3.14[m/s] (1.Vl.a) 


The velocity at the outer cylinder surface is zero. The velocity gradient may be assumed 


to be linear, hence, 
dU 0.1-0 


dr 0.101 —0.1 





= 100sec™* (1.VI.b) 


The used moment is 7 
Sd OK 1.VI.c) 
M=2arhyu i} ( eee 

Tr 
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or the viscosity is 


M 1 


ee 5 WW ~ Ixax012x 02% 100 (1.V1.d) 
27 752 h— 


dr 





End Solution 


Example 1.7: 

A square block weighing 1.0 [kN] with a side surfaces area of 0.1 [m?] slides down an 
incline surface with an angle of 20°C. The surface is covered with oil film. The oil 
creates a distance between the block and the inclined surface of 1 x 10~°|m]. What is 
the speed of the block at steady state? Assuming a linear velocity profile in the oil and 
that the whole oil is under steady state. The viscosity of the oil is 3 x 10~°[m?/sec]. 


SOLUTION 


The shear stress at the surface is estimated for steady state by 


dU _5 U 
— —: ee 1.VIl. 
r= i, 3 x 10 X Tx 9=8 30U ( a) 
The total fiction force is then 
f=TrA=0.1 x 30U =3U (1.VII.b) 


The gravity force that acting against the friction is equal to the friction hence 


mg sin 20° 
3 








Fy=f=3U =U (1.VIl.c) 


Or the solution is 
_ 1x 9.8 x sin 20° 


3 


End Solution 


U (1.VII.d) 





Example 1.8: 


Develop an expression to estimate of the | 
torque required to rotate a disc in a nar- 
row gap. The edge effects can be neglected. 
The gap is given and equal to 6 and the ro- \o 
tation speed is w. The shear stress can be Fig. -1.14. | 
assumed to be linear. state. 





lin a steady 


SOLUTION 


In this cases the shear stress is a function of the radius, r and an expression has to be 
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developed. Additionally, the differential area also increases and is a function of r. The 
shear stress can be estimated as 


IIe 


T 


U 
es 


=p (1.VIll.a) 
} 
This torque can be integrated for the entire area as 


ya dA 


R R € -™Ss LK 
| rrdA= | alee: (1.VIII.b) 
0 0 y) 
The results of the integration is 
4 
ee (1.VIll.c) 


26 


End Solution 








1.6 Fluid Properties 


The fluids have many properties which are similar to solid. A discussion of viscosity 
and surface tension should be part of this section but because special importance these 
topics have separate sections. The rest of the properties lumped into this section. 


1.6.1 Fluid Density 


The density is a property that is simple to analyzed and understand. The density is 
related to the other state properties such temperature and pressure through the equation 
of state or similar. Examples to describe the usage of property are provided. 


Example 1.9: 

A steel tank filled with water undergoes heating from 10°C to 50°C’. The initial pressure 
can be assumed to atmospheric. Due to the change temperature the tank, (strong steel 
structure) undergoes linear expansion of 8 x 10~® per °C. Calculate the pressure at the 
end of the process. E’ denotes the Young's modulus’ Assume that the Young modulus 
of the water is 2.15 x 10°(N/m?J] State your assumptions. 


SOLUTION 


The expansion of the steel tank will be due to two contributions: one due to the 
thermal expansion and one due to the pressure increase in the tank. For this example, 
it is assumed that the expansion due to pressure change is negligible. The tank volume 





©The definition of Young’s modulus is E = 2 where in this case o can be estimated as the pressure 


change. The definition of € is the ratio length change to to total length AL/L. 
'This value is actually of Bulk modulus. 
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Water Density As A Function of Temperature and Pressure 
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Fig. -1.15. Water density as a function of temperature for various pressure. This figure 
illustrates the typical situations like the one that appear in Example|1.9 


change under the assumptions state here but in the same time the tank walls remain 
straight. The new density is 


ne Eee Aa 
—_-_| ——— 


thermal expansion 


(1.1X.a) 
The more accurate calculations require looking into the steam tables. As estimated 


value of the density using Young's modulus and V2 x (L2) ie 


1 m 
p2 X ——z p2 


(Eo)" 7 (11 (: 7 ary) (1.1X.b) 


It can be noticed that p; = m/L1° and thus 








Pl = Pl 
(1+aAT)? ,_AP 5 (1.1X.c) 
E 
The change is then 
AP 
1+aAT=1—-—~ (1.1X.d) 
Thus the final pressure is 
Py =P, —-LEaAT (1.1X.e) 





8This leads E(L2 — L1) = APL. Thus, Lz = Ly (1— AP/E) 
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In this case, what happen when the value of P; —- Ea AT’ becomes negative or very 
very small? The basic assumption falls and the water evaporates. 

If the expansion of the water is taken into account then the change (increase) of 
water volume has to be taken into account. The tank volume was calculated earlier 
and since the claim of “strong” steel the volume of the tank is only effected by the 
temperature. 

V2 


baie =(1+aAT)* (1.1X.f) 
Yi tank 


The volume of the water undergoes also a change and is a function of the temperature 
and pressure. The water pressure at the end of the process is unknown but the volume 
is known. Thus, the density at end is also known 


Mwy 








p2= Toleans (1.1X.g) 
The pressure is a function volume and the temperature P = P(v,T) thus 
~Bov ~E 
TaP\. 7aPy (1.1X.h) 
dP = (=) dv + (Sr) dT 
As approximation it can written as 
AP = 6, Av+ EAT (1.1X.i) 
Substituting the values results for 
APS aon + 2.15 x 10° AT (1.1X.j) 


Notice that density change, Ap < 0. 


End Solution 








es Advice material can be skippl —,_ — — 


1.6.2 Bulk Modulus 


Similar to solids (hook’s law), liquids have a property that describes the volume change 
as results of pressure change for constant temperature. It can be noted that this 
property is not the result of the equation of state but related to it. Bulk modulus 
is usually obtained from experimental or theoretical or semi theoretical (theory with 
experimental work) to fit energy-volume data. Most (theoretical) studies are obtained 
by uniformly changing the unit cells in global energy variations especially for isotropic 
systems (where the molecules has a structure with cubic symmetries). The bulk modulus 
is a measure of the energy can be stored in the liquid. This coefficient is analogous to 
the coefficient of spring. The reason that liquid has different coefficient is because it is 
three dimensional verse one dimension that appear in regular spring. 
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The bulk modulus is defined as 


Br =-v ey (1.27) 


Using the identity of v = 1/p transfers equation (1.27) into 
OP 
Br=p (=) 1.28 
ls (1.28) 


The bulk modulus for several selected liquids is presented in Table [1.5 


Table -1.5. The bulk modulus for selected material with the critical temperature and pressure 
na —+ not available and nf —+ not found (exist but was not found in the literature). 























Chemical Bulk 

component oe Te Pe 
Acetic Acid 2.49 593K 57.8 [Bar] 
Acetone 0.80 508 K 48 [Bar] 
Benzene 1.10 562 K 4.74 [MPa] 
Carbon Tetrachloride 1.32 556.4 K 4.49 [MPa] 
Ethyl Alcohol 1.06 514 K 6.3 [Mpa] 
Gasoline 1.3 nf nf 
Glycerol 4.03-4.52 850 K 7.5 [Bar] 
Mercury 26.2-28.5 1750 K 172.00 [MPa] 
Methyl! Alcohol 0.97 Est 513 | Est 78.5 [Bar] 
Nitrobenzene 2.20 nf nf 
Olive Oil 1.60 nf nf 
Paraffin Oil 1.62 nf nf 
SAE 30 Oil 1.5 na na 
Seawater 2.34 na na 
Toluene 1.09 591.79 K | 4.109 [MPa] 
Turpentine 1.28 na na 
Water 2.15-2.174 | 647.096 K | 22.064 [MPa] 





In the literature, additional expansions for similar parameters are defined. The 
thermal expansion is defined as 


1 fOv 


This parameter indicates the change of volume due to temperature change when the 
pressure is constant. Another definition is referred as coefficient of tension and it is 
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defined as 


1 (OP 
a= 5 (Fr), — 


This parameter indicates the change of the pressure due to the change of temperature 
(where v = constant). These definitions are related to each other. This relationship 
is obtained by the observation that the pressure as a function of the temperature and 
specific volume as 


P = f(T, v) (1.31) 
The full pressure derivative is 
OP OP 
dP = {| ——) dT —]|d 1.32 
(ar), + (3), oO 
On constant pressure lines, dP = 0, and therefore equation (1.32) reduces 
OP OP 
=|— T —)d 1; 
0 (Sr) @ +(F). » (1.33) 


From equation (1.33) follows that 


(sr), 





du 
poe ee 1.34 
dT P=const oP ( ) 
Ov) p 
Equation (1.34) indicates that relationship for these three coefficients is 
G2 (1.35) 
Bp 


The last equation sometimes is used in measurement of the bulk modulus. 

The increase of the pressure increases the bulk modulus due to the molecules 
increase of the rejecting forces between each other when they are closer. In contrast, the 
temperature increase results in reduction of the bulk of modulus because the molecular 
are further away. 


Example 1.10: 
Calculate the modulus of liquid elasticity that reduced 0.035 per cent of its volume by 
applying a pressure of 5[Bar] in a s slow process. 


SOLUTION 


Using the definition for the bulk modulus 


OP re a 
° au Av” ~ 0.00035 


End Solution 


Br =— ~ 14285.714[Bar] 
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Example 1.11: 
Calculate the pressure needed to apply on water to reduce its volume by 1 per cent. 
Assume the temperature to be 20°C. 


SOLUTION 


Using the definition for the bulk modulus 


A 
AP ~ Bp — ~ 2.15 10°.01 = 2.15 10" [N/m?] = 215[Bar] 
U 
End Solution 


Example 1.12: 


Two layers of two different liquids are con- 
tained in a very solid tank. Initially the pres- 
sure in the tank is Py. The liquids are com- 
pressed due to the pressure increases. The 
new pressure is P,. The area of the tank 
is A and liquid A height is h, and liquid B 
height is hg. Estimate the change of the 
heights of the liquids depicted in the Figure 


State your assumptions. 


air (or gas) 





Fig. -1.16. Two liquid layers under 





SOLUTION pressure. 
The volume change in a liquid is 
AP 
Br = — 1.XIl. 
t— AVIV ou) 
Hence the change for the any liquid is 
AP hAP 
Ah = - 1.XIl.b 
ABr/V Br ( ) 
The total change when the hydrostatic pressure is ignored. 
hy he 
A = AP (| ——+4+—— 1.XIl. 
— t= . Bs) ( 9 


End Solution 


Example 1.13: 
In the Internet the following problem ( here with ATEX modification) was posted which 
related to Pushka equation. 
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A cylindrical steel pressure vessel with volume 1.31 m? is to be tested. The vessel 
is entirely filled with water, then a piston at one end of the cylinder is pushed in until 
the pressure inside the vessel has increased by 1000 kPa. Suddenly, a safety plug on the 
top bursts. How many liters of water come out? 

Relevant equations and data suggested by the user were: Br = 0.2 x 10'0N/m?, 
Pi, =Po+pgh, Pi = —BrAV/V with the suggested solution of 

“| am assuming that | have to look for AV as that would be the water that comes 
out causing the change in volume.” 


_ -VAP 


A 
V Br 


= —1.31(1000)/(0.2 x 10!°)AV = 6.55 * 1077 





Another user suggest that: 
We are supposed to use the bulk modulus from our textbook, and that one is 0.2 10!°. 
Anything else would give a wrong answer in the system. So with this bulk modulus, is 
0.655L right? 

In this post several assumptions were made. What is a better way to solve this 
problem. 


SOLUTION 


It is assumed that this process can be between two extremes: one isothermal and one 
isentropic. The assumption of isentropic process is applicable after a shock wave that 
travel in the tank. If the shock wave is ignored (too advance material for this book’]) 
the process is isentropic. The process involve some thermodynamics identities to be 
connected. Since the pressure is related or a function of density and temperature it 
follows that 








P= P(p,T) (1.Xlll.a) 
Hence the full differential is 
OP OP 
dP = —| d —| dT 
el, pt aT : (1.XIII.b) 
Equation (1.XIII.b) can be multiplied by p/P to be 
Br Bu 
dP 1 OP 1 OP 
p 
= — ——| dT 1.XIll. 
PP p Sea es car oe 


The definitions that were provided before can be used to write 


oe 2 5, Brdp + pb. dT (1.XIIL.d) 


°The shock wave velocity is related to square of elasticity of the water. Thus, the characteristic 
time for the shock is S/c when S is a typical dimension of the tank and c is speed of sound of the 
water in the tank. 
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The infinitesimal change of density will be then 
1 pdP 
— Br dp = —— — pf, aT 1.Xlll.e 
pvr p P pp ( ) 


or 
_ pdP pPB,dT 


Br Br 
Thus, the calculation that were provide on line need to have corrections by subtracting 
the second terms. 


dp 





(1.XlIL.F) 


End Solution 


1.6.2.1 Bulk Modulus of Mixtures 


In the discussion above it was assumed that the liquid is pure. In this short section a 
discussion about the bulk modulus averaged is presented. When more than one liquid 
are exposed to pressure the value of these two (or more liquids) can have to be added 


in special way. The definition of the bulk modulus is given by equation (1.27) or (1.28) 
and can be written (where the partial derivative can looks as delta A as 


VOP | VAP 


OV Br Br 








(1.36) 


The total change is compromised by the change of individual liquids or phases if two 
materials are present. Even in some cases of emulsion (a suspension of small globules 
of one liquid in a second liquid with which the first will not mix) the total change is the 
summation of the individuals change. In case the total change isn't, in special mixture, 
another approach with taking into account the energy-volume is needed. Thus, the 
total change is 














OV = OV, + O0V2+--- OV; = AV, + AV2 +--- AV; (1.37) 
Substituting equation (1.36) into equation (1.37) results in 
VY,oP V,0P ViOP  V,AP V,AP V; AP 
av=— ae Safes qe et (1.38) 
Bry Br Br; Bry Br2 Br; 


Under the main assumption in this model the total volume is comprised of the 
individual volume hence, 


V=a,Vt¢aiVt+---+a,V (1.39) 


Where 21, %2 and 2; are the fraction volume such as x; = V;/V. Hence, using this 
identity and the fact that the pressure is change for all the phase uniformly equation 
(1.39) can be written as 


v1 v2 Ty Ty Xr Li 
OV =VOP fee op )avar(gis sete ) 
(F Bro Br; Br, Bro Br; 


(1.40) 
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Rearranging equation (1.40) yields 














OP AP 1 
= = 1.41 
pe AS (Gi+ ge +3) ( ) 
Br, Bro Bo; 
Equation (1.41) suggested an averaged new bulk modulus 
1 
(Gotz es 5) 
Br, Bro Br; 
In that case the equation for mixture can be written as 
OP 
— = Brmi 1.43 
VU Ov Tmix ( ) 
— eee es Ed Advance material — —ax — 


1.6.2.2. When the Bulk Modulus is Important? and Hydraulics System 


There are only several situations in which the bulk modulus is important. These sit- 
uations include hydraulic systems, deep ocean (on several occasions), geology system 
like the Earth, Cosmology. The Pushka equation normally can address the situations 
in deep ocean and geological system. This author is not aware of any special issues 
that involve in Cosmology as opposed to geological system. The only issue that was 
not addressed is the effect on hydraulic systems. The hydraulic system normally refers 
to systems in which a liquid is used to transmit forces (pressure) for surface of moving 
object (normally piston) to another object. In theoretical or hypothetical liquids the 
moving one object (surface) results in movement of the other object under the condi- 
tion that liquid volume is fix. The movement of the responsive object is unpredictable 
when the liquid volume or density is a function of the pressure (and temperature due to 
the friction). In very rapid systems the temperature and pressure varies during the op- 
eration significantly. In practical situations, the commercial hydraulic fluid can change 
due to friction by 50°C’. The bulk modulus or the volume for the hydraulic oil changes 
by more 60%. The change of the bulk modulus by this amount can change the response 
time significantly. Hence the analysis has to take into account the above effects. 


1.7 Surface Tension 





10To be added in the future the effect of change of chemical composition on bulk modulus. 
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The surface tension manifested it- 

self by a rise or depression of the 2d py 
liquid at the free surface edge. Sur- 
face tension is also responsible for 2 d B2---.__ 
the creation of the drops and bub- 

bles. It also responsible for the break- 

age of a liquid jet into other medium/phase 
to many drops (atomization). The 
surface tension is force per length 
and is measured by [N/m] and is 
acting to stretch the surface. 


Surface tension results from 
a sharp change in the density be- Fig. -1.17. Surface tension control volume 


tween two adjoined phases or ma- analysis describing principles radii. 

terials. There is a common miscon- 

ception for the source of the surface tension. In many (physics, surface tension, and 
fluid mechanics) books explained that the surface tension is a result from unbalanced 
molecular cohesive forces. This explanation is wrong since it is in conflict with Newton's 
second law (see Example [1.14p. This erroneous explanation can be traced to Adam's 
book but earlier source may be found?#] 






Example 1.14: 


Surface 
In several books the following explana- C.V T tension 


tion is offered for surface tension. “The OonO@O@]0D 


cohesive forces between molecules down 
into a liquid are shared with all neighbor- 














ing atoms. Those on the surface have © © O 
no neighboring atoms above, and exhibit 

stronger attractive forces upon their near- 

est neighbors on the surface. This en- @ 


hancement of the intermolecular attrac- 
tive forces at the surface is called!2| " Ex- O ee) O 
plain the fundamental error of this expla- 


nation (see Figure[1.18). Fig. -1.18. Surface tension erroneous ex- 


planation. 
SOLUTION 


It amazing that this erroneous explanation is prevalent in physics and chemistry (check 
the standard books for general chemistry in any college). In fact, even in Wikipedia 
this erroneous explanation appears. The explanation based on the unbalance of the 





Finding the source of this error was a class project early 1990 in Chemical Engineering University 
of Minnesota. 

12This text and picture are taken from the web at the address of hyperphysics.phy- 
astr.gsu.edu/hbase/surten.html. 
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top layer of molecules. Consider the control volume shown in Figure [1.18] The control 
volume is made from a molecule thickness and larger width. If this explanation was to 
be believed it must obey Newton's Laws. However, as it will be shown, this explanation 
violates Newton's Laws and hence it is not valid. The entire liquid domain is in a static 
equilibrium and hence every element is static equilibrium including the control volume. 
The pulling on the left of control volume is balanced with forcing that pulling to the 
right. However, the control volume is pulled by the molecules below while there counter 
force to balance it. There are no molecules about to balance it. If this explanation 
was correct the top layer (control volume) was supposed to be balanced. According to 
Newton second Law this layer should move down and the liquid cannot be at rest ever. 
Obviously, the liquid is at rest and this explanation violates Newton second law. In the 
Dimensional Analysis Chapter, provide another reason why this explanation violate all 
what is known experimentally about the surface tension. 
End Solution 
The relationship between the surface tension and the pressure on the two sides 
of the surface is based on geometry. Consider a small element of surface. The pressure 
on one side is P; and the pressure on the other side is P,. When the surface tension 
is constant, the horizontal forces cancel each other because symmetry. In the vertical 
direction, the surface tension forces are puling the surface upward. Thus, the pressure 
difference has to balance the surface tension. The forces in the vertical direction reads 








(P; = P,) dt, dey = A Pde, dey = 2ode, sin 0} + 2o0dly sin Jo (1.44) 


For a very small area, the angles are very small and thus (sin 3 ~ 3). Furthermore, 
it can be noticed that dé; ~ 2 R; dG;. Thus, the equation (1.44) can be simplified as 


1 1 
AP= =o 1.45 
(E+E) (1.45) 
Equation (1.45) predicts that pressure difference increase with inverse of the radius. 
There are two extreme cases: one) radius of infinite and radius of finite size. The 
second with two equal radii. The first case is for an infinite long cylinder for which the 
equation (1.45) is reduced to 


AP=o (3) (1.46) 


Other extreme is for a sphere for which the main radii are the same and equation (1.45) 
is reduced to 


20 
AP=— 1.47 
. (1.47) 
Where R is the radius of the sphere. A soap bubble is made of two layers, inner and 
outer, thus the pressure inside the bubble is 


4o 
AP =— 1.48 
= (1.48) 
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Example 1.15: 
A glass tube is inserted into bath of mercury. It was observed that contact angle between 
the glass and mercury is 55°. 


The inner diameter is 0.02[m] and 
the outer diameter is 0.021[m]. Es- 
timate the force due to the surface 
tension (tube is depicted in Figure 
. It can be assume that the 
contact angle is the same for the 
inside and outside part of the tube. 
Estimate the depression size. As- 
sume that the surface tension for 
this combination of material is 0.5 Fig. -1.19. Glass tube inserted into mercury. 


[N/m] 





SOLUTION 


The mercury as free body that several forces act on it. 
F =027c0855° (D; + Do) (1.XV.a) 


This force is upward and the horizontal force almost canceled. However, if the inside 
and the outside diameters are considerable different the results is 


F =o0278in550 (Dy — Do) (1.XV.b) 


The balance of the forces on the meniscus show under the magnified glass are 





A 
PrP a=olmrt ee) 
or 
ter ere aie (1.XV.d) 
Or after simplification 
- (1.XV.e) 


End Solution 








Example 1.16: 

A Tank filled with liquid, which contains n bubbles with equal radii, r. Calculate the 
minimum work required to increase the pressure in tank by AP. Assume that the liquid 
bulk modulus is infinity. 


SOLUTION 
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The work is due to the change of the bubbles volume. The work is 
ry 
w= / AP(v)du (1.49) 
TO 


The minimum work will be for a reversible process. The reversible process requires very 
slow compression. It is worth noting that for very slow process, the temperature must 
remain constant due to heat transfer. The relationship between pressure difference and 
the radius is described by equation for reversible process. Hence the work is 


AP dv 
1} 99 ——— vy 
w= | — inrdr= sno | rdr =4mo (rs? — 107) (1.50) 
ro S ro 


Where, 7 is the radius at the initial stage and ry is the radius at the final stage. 
The work for n bubbles is then 47an (rf? — 107). It can be noticed that the 
work is negative, that is the work is done on the system. 


End Solution 


Example 1.17: 


Calculate the rise of liquid between two di- e 
mensional parallel plates shown in Figure 
Notice that previously a rise for circu- 
lar tube was developed which different from 
simple one dimensional case. The distance 
between the two plates is € and the and sur- ttt 
face tension is a. Assume that the contact 
angle is 0° (the maximum possible force). 
Compute the value for surface tension of 
0.05[N/m], the density 1000[kg/m?] and 
distance between the plates of 0.001[m]. 


Fig. -1.20. Capillary rise between two 
plates. 


SOLUTION 


In Figure [1.20] exhibits the liquid under the current study. The vertical forces acting on 
the body are the gravity, the pressure above and below and surface tension. It can be 
noted that the pressure and above are the same with the exception of the curvature on 
the upper part. Thus, the control volume is taken just above the liquid and the air part 
is neglected. The question when the curvature should be answered in the Dimensional 
analysis and for simplification this effect is neglected. The net forces in the vertical 
direction (positive upwards) per unit length are 


2 
20 cos rips fa (1.51) 
lpg 
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Inserting the values into equation (1.51) results in 


- 2 x 0.05 _ 
~ 0.001 x 9.8 x x1000 


End Solution 


(1.52) 











Example 1.18: 
Develop expression for rise of the liquid due to surface tension in concentric cylinders. 


SOLUTION 


The difference lie in the fact that “missing” cylinder add additional force and reduce the 
amount of liquid that has to raise. The balance between gravity and surface tension is 


a 2m (rj cos0; + 7.00804) = pgh (nro) — m(ri)) (1.XVIIL.a) 
Which can be simplified as 


_ 2a (rj; cosO; + 7p COS Oo) 
pg (To)? — (ri)?) 


The maximum is obtained when cos 6; = cos@, = 1. Thus, equation (1.XVIII.b) can 
be simplified 





(1.XVIIL.b) 


- 20 
pg (To — Ti) 


End Solution 


(1.XVIIl.c) 


1.7.1 Wetting of Surfaces 


To explain the source of the contact angle, con- 
sider the point where three phases became in con- 
tact. This contact point occurs due to free surface 
reaching a solid boundary. The surface tension 
occurs between gas phase (G) to liquid phase (L) 
and also occurs between the solid (S) and the liq- 
uid phases as well as between the gas phase and __ Fig. -1.21. Forces in Contact angle. 
the solid phase. In Figure[1.21] forces diagram is 

shown when control volume is chosen so that the masses of the solid, liquid, and gas 
can be ignored. Regardless to the magnitude of the surface tensions (except to zero) 
the forces cannot be balanced for the description of straight lines. For example, forces 
balanced along the line of solid boundary is 





Ogs — Fls — Clg cosB =0 (1.53) 
and in the tangent direction to the solid line the forces balance is 


Folid = Olg sin (1.54) 
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substituting equation (1.54) into equation (1.53) yields 








Psotid 
so ao 1.55 
og ol tan B ( ) 
For 8 = 1/2 tan @ = oo. Thus, the solid reaction force must be zero. The gas 


solid surface tension is different from the liquid solid surface tension and hence violating 
equation (1.53). 

The surface tension forces must be bal- 
anced, thus, a contact angle is created to bal- 
ance it. The contact angle is determined by 
whether the surface tension between the gas 
solid (gs) is larger or smaller then the surface 
tension of liquid solid (Is) and the local geom- 
etry. It must be noted that the solid boundary 
isn’t straight. The surface tension is a molec- Fig. -1.22. Description of wetting and 
ular phenomenon, thus depend on the locale "wetting fluids. 
structure of the surface and it provides the balance for these local structures. 

The connection of the three phases—materials—mediums creates two situations 
which are categorized as wetting or non-wetting. There is a common definition of 
wetting the surface. If the angle of the contact between three materials is larger than 
90° then it is non—-wetting. On the other hand, if the angle is below than 90° the 
material is wetting the surface (see Figure[1.22). The angle is determined by properties 
of the liquid, gas medium and the solid surface. And a small change on the solid surface 
can change the wetting condition to non-wetting. In fact there are commercial sprays 
that are intent to change the surface from wetting to non wetting. This fact is the 
reason that no reliable data can be provided with the exception to pure substances and 
perfect geometries. For example, water is described in many books as a wetting fluid. 
This statement is correct in most cases, however, when solid surface is made or cotted 
with certain materials, the water is changed to be wetting (for example 3M selling 
product to “change” water to non—wetting). So, the wetness of fluids is a function of 
the solid as well. 


Table -1.6. The contact angle for air, distilled water with selected materials to demonstrate 
the inconsistency. 




















Chemical Contact 
Source 
component Angle 
Steel 1/3.7 [1] 
Steel, Nickel 1 /4.74 [2] 
Nickel 1/4.74 to 1/3.83 [1] 
Nickel 1/4.76 to 7/3.83 [3] 
Chrome-Nickel Steel 1/3.7 [4] 
Continued on next page 
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Table -1.6. The contact angle for air, distilled water with selected materials to demonstrate 
the inconsistency. (continue) 








Chemical Contact S 

component Angle mN pose 
Silver 1/6 to 7/4.5 [5] 
Zink 1/34 [4] 
Bronze 1 /3.2 [4] 
Copper m/4 [4] 
Copper w/3 [7] 
Copper m/2 [8] 
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To explain the contour of the surface, and 
the contact angle consider simple “wetting” 
liquid contacting a solid material in two- 
dimensional shape as depicted in Fig. 
To solve the shape of the liquid surface, the 
pressure difference between the two sides of 
free surface has to be balanced by the sur- 
face tension. Fig. [1.23]describes the raising 
of the liquid as results of the surface tension. !g- -1.23. Description of the liquid surface. 
The surface tension reduces the pressure in 

the liquid above the liquid line (the dotted line in the Fig. (1.23). The pressure just 
below the surface is —g h(x) p (this pressure difference will be explained in more details 
in Chapter|4). The pressure, on the gas side, is the atmospheric pressure. This problem 
is a two dimensional problem and equation is applicable to it. Appalling equation 
and using the pressure difference yields 





gh(x) p= (1.56) 





The radius of any continuous function, h = h(x), is 


(1+ faeo]*) 


DS — 





(1.57) 


Where hi is the derivative of h with respect to x. 

Equation (1.57) can be derived either by forcing a circle at three points at (x, 
x+dx, and x+2dx) and thus finding the the diameter or by geometrical analysis of 
triangles build on points x and x+dx (perpendicular to the tangent at these points). 
Substituting equation (1.57) into equation (1.56) yields 


gh(x) p= = aE (1.58) 


(1+ [i@)]’) 








Equation (1.58) is non-linear differential equation for height and can be written as 


(1.59) 





With the boundary conditions that specify either the derivative h(a =r) = 0 (symme- 
try) and the derivative at ha = ( or heights in two points or other combinations. An 
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alternative presentation of equation (1.58) is 


oh 
(1 + i?) 
Integrating equation (1.60) transforms into 
gp h 
(1 + i?) 


The constant Lp = a /pgq is referred to as Laplace's capillarity constant. The units of 
this constant are meter squared. The differential dh is h. Using dummy variable and 
the identities h = € and hence, h = € = d€ transforms equation (1.61) into 


1 d 
1p Cae) 
After the integration equation (1.62) becomes 


h? 1 
— + constant = — 


2 Lp (1 +i?) 1/2 


At infinity, the height and the derivative of the height must by zero so constant + 0 = 
—1/1 and hence, constant = —1. 


(1.63) 


—_— 1 
= 2 1/2 
ad (1+ 42) 





(1.64) 


Equation (1.64) is a first order differential equation that can be solved by variables 
separatior’’| Equation (1.64) can be rearranged to be 


“5 1/2 1 
2Lp 





Squaring both sides and moving the one to the right side yields 


2 
‘ 1 
h? = (se ll (1.66) 
= 2Lp 


13This equation has an analytical solution which is « = Lp,/4 — (h/Lp)? — Lpacosh(2 Lp/h) + 
constant where Lp is the Laplace constant. Shamefully, this author doesn’t know how to show it in a 
two lines derivations. 
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The last stage of the separation is taking the square root of both sides to be 





or 


dh 








2 
aa — 
1 Sie 


Equation (1.68) can be integrated to yield 


dh 








h2 
2Lp 





—r) ai (1.67) 


= dx (1.68) 


= xX + constant 


(1.69) 


The constant is determined by the boundary condition at x = 0. For example if 
h(a — 0) = ho then constant = ho. This equation is studied extensively in classes on 
surface tension. Furthermore, this equation describes the dimensionless parameter that 
affects this phenomenon and this parameter will be studied in Chapter [9] This book is 
introductory, therefore this discussion on surface tension equation will be limited. 


1.7.1.1 Capillarity 


The capillary forces referred to the fact that sur- 
face tension causes liquid to rise or penetrate into 
area (volume), otherwise it will not be there. It 
can be shown that the height that the liquid raised 
in a tube due to the surface tension is 


_ 2acosB 


h= (1.70) 


gApr 
Where Ap is the difference of liquid density to 
the gas density and r is the radius of tube. 

But this simplistic equation is unusable and use- 





Fig. -1.24. The raising height as a func- 
tion of the radii. 


less unless the contact angle (assuming that the contact angel is constant or a repressive 
average can be found or provided or can be measured) is given. However, in reality there 
is no readily information for contact angld!4Jand therefore this equation is useful to show 
the treads. maximum that the contact angle can be obtained in equation when 


8 = 0 and thus cos = 1. This angle is obtained 


when a perfect half a sphere shape 


exist of the liquid surface. In that case equation (1.70) becomes 


1.7. SURFACE TENSION Al 


20 
gApr 
Figure[1.25]exhibits the height as a function of 
the radius of the tube. The height based on equation 
(1.71) is shown in Figure(1.24]as blue line. The actual 
height is shown in the red line. Equation pro- 
vides reasonable results only in a certain range. For 
a small tube radius, equation proved better i ae 
results because the curve approaches hemispherical pin 
sphere (small gravity effect). For large radii equa- 
tion (1.59) approaches the strait line (the liquid line) Fig. -1.25. The raising height as a 
strong gravity effect. On the other hand, for ex- function of the radius. 
tremely small radii equation (1.71) indicates that the 
high height which indicates a negative pressure. The liquid at a certain pressure will 
be vaporized and will breakdown the model upon this equation was constructed. Fur- 
thermore, the small scale indicates that the simplistic and continuous approach is not 
appropriate and a different model is needed. The conclusion of this discussion are shown 
in Figure [1.24] The actual dimension for many liquids (even water) is about 1-5 [mm]. 
The discussion above was referred to “wetting” contact angle. The depression of 
the liquid occurs in a “negative” contact angle similarly to “wetting.” The depression 
height, h is similar to equation (1.71) with a minus sign. However, the gravity is working 
against the surface tension and reducing the range and quality of the predictions of 
equation (1-71). The measurements of the height of distilled water and mercury are 
presented in Figure[1.25] The experimental results of these materials are with agreement 
with the discussion above. The surface tension of a selected material is given in Table 


Amax = 




















In conclusion, the surface tension issue is important only in case where the radius 
is very small and gravity is negligible. The surface tension depends on the two materials 
or mediums that it separates. 


Example 1.19: 
Calculate the diameter of a water droplet to attain pressure difference of 1000[N/m?]. 
You can assume that temperature is 20°C. 


SOLUTION 
The pressure inside the droplet is given by equation (1.47). 


220 4x 0.0728 7. 
= <p = —Io00 2.912 10~4[m] 


End Solution 





D=2R 











14 Actually, there are information about the contact angle. However, that information conflict each 
other and no real information is available see Table Table [1.6] 
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Example 1.20: 
Calculate the pressure difference between a droplet of water at 20°C’ when the droplet 
has a diameter of 0.02 cm. 


SOLUTION 


using equation 
20 2x 0.0728 2 
AP = ep 000o 728.0[N/m*] 


End Solution 





Example 1.21: 
Calculate the maximum force necessary to lift a thin wire ring of 0.04[m] diameter from 
a water surface at 20°C’. Neglect the weight of the ring. 


SOLUTION 


F =2(2mro)cosB 


The actual force is unknown since the contact angle is unknown. However, the maximum 
Force is obtained when 6 = 0 and thus cos 8 = 1. Therefore, 


F=4nro=4x7 x 0.04 x 0.0728 ~ .0366[N] 


In this value the gravity is not accounted for. 


End Solution 


Example 1.22: 

A small liquid drop is surrounded with the air and has a diameter of 0.001 [m]. The 
pressure difference between the inside and outside droplet is 1[kPa]. Estimate the surface 
tension? 


SOLUTION 


To be continue 


End Solution 


Table -1.7. The surface tension for selected materials at temperature 20°C’ when not men- 
tioned. 























Surface 
Chemical Tencion correction 
T mN 
component mN mK 
m 
Acetic Acid 27.6 20°C n/a 
Continued on next page 
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Table -1.7. The surface tension for selected materials (continue) 






































; Surface ; 

Chemical Tension T covtection 

component mN mK 
Acetone 25.20 - -0.1120 
Aniline 43.4 22°C -0.1085 
Benzene 28.88 - -0.1291 
Benzylalcohol 39.00 - -0.0920 
Benzylbenzoate 45.95 - -0.1066 
Bromobenzene 36.50 - -0.1160 
Bromobenzene 36.50 - -0.1160 
Bromoform 41.50 - -0.1308 
Butyronitrile 28.10 - -0.1037 
Carbon disulfid 32.30 - -0.1484 
Quinoline 43.12 - -0.1063 
Chloro benzene 33.60 - -0.1191 
Chloroform 27.50 - -0.1295 
Cyclohexane 24.95 - -0.1211 
Cyclohexanol 34.40 25°C -0.0966 
Cyclopentanol 32.70 - -0.1011 
Carbon Tetrachloride 26.8 - n/a 
Carbon disulfid 32.30 - -0.1484 
Chlorobutane 23.10 - -0.1117 
Ethyl Alcohol 22.3 - n/a 
Ethanol 22.10 - -0.0832 
Ethylbenzene 29.20 - -0.1094 
Ethylbromide 24.20 - -0.1159 
Ethylene glycol 47.70 - -0.0890 
Formamide 58.20 - -0.0842 
Gasoline ~ 21 - n/a 
Glycerol 64.0 - -0.0598 
Helium 0.12 —269°C n/a 
Mercury 425-465.0 - -0.2049 
Methanol 22.70 - -0.0773 
Methyl naphthalene 38.60 - -0.1118 
Methyl! Alcohol 22.6 - n/a 
Neon 5.15 —247°C n/a 
Nitrobenzene 43.90 - -0.1177 
Olive Oil 43.0-48.0 - -0.067 
Perfluoroheptane 12.85 - -0.0972 
Perfluorohexane 11.91 - -0.0935 








Continued on next page 
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Table -1.7. The surface tension for selected materials (continue) 





























; Surface 

Chemical Tension a ose 

component mN mK 
Perfluorooctane 14.00 - -0.0902 
Phenylisothiocyanate 41.50 - -0.1172 
Propanol 23.70 25°C -0.0777 
Pyridine 38.00 - -0.1372 
Pyrrol 36.60 - -0.1100 
SAE 30 Oil n/a - n/a 
Seawater 54-69 - n/a 
Toluene 28.4 - -0.1189 
Turpentine 27 - n/a 
Water 72.80 - -0.1514 
o-Xylene 30.10 - -0.1101 
m-Xylene 28.90 - -0.1104 








Review of Thermodynamics 


2.1 Introductory Remarks 


In this chapter, a review of several definitions of common thermodynamics terms is 
presented. This introduction is provided to bring the student back to current place with 
the material. 


2.2. Basic Definitions 


The following basic definitions are common to thermodynamics and will be used in this 
book. 
Work 


In mechanics, the work was defined as 


mechanical work = i: edf= pew (2.1) 


This definition can be expanded to include two issues. The first issue that must 
be addressed is the sign, that is the work done on the surroundings by the system 
boundaries is considered positive. Two, there is distinction between a transfer of energy 
so that its effect can cause work and this that is not. For example, the electrical current 
is a work while pure conductive heat transfer isn’t. 


System 


This term will be used in this book and it is defined as a continuous (at least 
partially) fixed quantity of matter. The dimensions of this material can be changed. 


45 
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In this definition, it is assumed that the system speed is significantly lower than that 
of the speed of light. So, the mass can be assumed constant even though the true 
conservation law applied to the combination of mass energy (see Einstein's law). In 
fact for almost all engineering purposes, this law is reduced to two separate laws of 
mass conservation and energy conservation. The system can receive energy, work, etc 
as long the mass remain constant the definition is not broken. 


2.3. Thermodynamics First Law 


This law refers to conservation of energy in a non accelerating system. Since all the 
systems can be calculated in a non accelerating systems, the conservation is applied to 
all systems. The statement describing the law is the following. 


Qi2 — Wia = En — Ey (2.2) 


The system energy is a state property. From the first law it directly implies that 
for process without heat transfer (adiabatic process) the following is true 


Wiz = Ey — Ey (2.3) 


Interesting results of equation (2.3) is that the way the work is done and/or intermediate 
states are irrelevant to final results. There are several definitions/separations of the kind 
of works and they include kinetic energy, potential energy (gravity), chemical potential, 
and electrical energy, etc. The internal energy is the energy that depends on the 
other properties of the system. For example for pure/homogeneous and simple gases it 
depends on two properties like temperature and pressure. The internal energy is denoted 
in this book as Ey and it will be treated as a state property. 

The potential energy of the system is depended on the body force. A common 
body force is the gravity. For such body force, the potential energy is mgz where g is 
the gravity force (acceleration), m is the mass and the z is the vertical height from a 
datum. The kinetic energy is 

_ mu? 


K.E.=— (2.4) 





Thus the energy equation can be written as 


(2.5) 


(2.6) 
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where q is the energy per unit mass and w is the work per unit mass. The “new” 
internal energy, £.,, is the internal energy per unit mass. 

Since the above equations are true between arbitrary points, choosing any point in 
time will make it correct. Thus differentiating the energy equation with respect to time 
yields the rate of change energy equation. The rate of change of the energy transfer is 

DQ; 
= 27 
a =a (2.7) 
In the same manner, the work change rate transferred through the boundaries of the 
system is 


DW. 
Sr = W (2.8) 


Since the system is with a fixed mass, the rate energy equation is 


DEv DU DByz 
ie oe oe 








Q-w= (2.9) 


For the case were the body force, By, is constant with time like in the case of gravity 


equation (2.9) reduced to 


(2.10) 





The time derivative operator, D/Dt is used instead of the common notation 
because it referred to system property derivative. 


2.4 Thermodynamics Second Law 


There are several definitions of the second law. No matter which definition is used 
to describe the second law it will end in a mathematical form. The most common 
mathematical form is Clausius inequality which state that 


6Q 
$= >0 (2.11) 


The integration symbol with the circle represent integral of cycle (therefor circle) in 
with system return to the same condition. If there is no lost, it is referred as a reversible 
process and the inequality change to equality. 


6Q 
‘= =0 (2.12) 


The last integral can go though several states. These states are independent of the 
path the system goes through. Hence, the integral is independent of the path. This 
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observation leads to the definition of entropy and designated as S and the derivative of 
entropy is 


Performing integration between two states results in 


2 2) 2 
S.-S,= ae = dS 2.14 
° , / ( T rev / ( ) 


One of the conclusions that can be drawn from this analysis is for reversible and 
adiabatic process dS = 0. Thus, the process in which it is reversible and adiabatic, the 
entropy remains constant and referred to as isentropic process. It can be noted that 
there is a possibility that a process can be irreversible and the right amount of heat 
transfer to have zero change entropy change. Thus, the reverse conclusion that zero 
change of entropy leads to reversible process, isn’t correct. 

For reversible process equation (2.12) can be written as 


6Q =TdS (2.15) 


and the work that the system is doing on the surroundings is 


dW = PdV (2.16) 
Substituting equations (2.15) (2.16) into (2.10) results in 
TdS =dEy + PdV (2.17) 


Even though the derivation of the above equations were done assuming that 
there is no change of kinetic or potential energy, it still remain valid for all situations. 
Furthermore, it can be shown that it is valid for reversible and irreversible processes. 


Enthalpy 


It is a common practice to define a new property, which is the combination of 
already defined properties, the enthalpy of the system. 


H=Ey+PV (2.18) 


The specific enthalpy is enthalpy per unit mass and denoted as, h. 
Or in a differential form as 


dH =dEy +dPV + Pdv (2.19) 


Combining equations (2.18) the (2.17) yields 





(2.20) 
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For isentropic process, equation (2.17) is reduced to dH = VdP. The equation (2.17) 


in mass unit is 
dP 
POE eee ae ue (2.21) 
when the density enters through the relationship of p = 1/v. 
Specific Heats 


The change of internal energy and enthalpy requires new definitions. The first 
change of the internal energy and it is defined as the following 


(2.22) 





And since the change of the enthalpy involve some kind of boundary work is defined as 


(2.23) 





The ratio between the specific pressure heat and the specific volume heat is called 
the ratio of the specific heat and it is denoted as, k. 


Specific Heats Ratio 
(0 
k= 

Cy 






(2.24) 





For solid, the ratio of the specific heats is almost 1 and therefore the difference 
between them is almost zero. Commonly the difference for solid is ignored and both are 
assumed to be the same and therefore referred as C’. This approximation less strong 
for liquid but not by that much and in most cases it applied to the calculations. The 
ratio the specific heat of gases is larger than one. 


Equation of state 


Equation of state is a relation between state variables. Normally the relationship 
of temperature, pressure, and specific volume define the equation of state for gases. 
The simplest equation of state referred to as ideal gas. And it is defined as 


P=pRT (2.25) 


Application of Avogadro’s law, that "all gases at the same pressures and temperatures 
have the same number of molecules per unit of volume,” allows the calculation of a 
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“universal gas constant.” This constant to match the standard units results in 























= kj 
=8. 2.2 
R=8 31457 ol K (2.26) 
Thus, the specific gas can be calculate as 
R 
= 2.2 
R u (2.27) 
The specific constants for select gas at 300K is provided in table [2.1] 
Table -2.1. Properties of Various Ideal Gases [300K] 
Gus Chemical Molecular R[ kj C kj C kj k 
Formula Weight Kok P| Kgk oak 
Air - 28.970 0.28700 1.0035 0.7165 1.400 
Argon Ar 39.948 0.20813 0.5203 0.3122 1.667 
Butane C19 58.124 0.14304 1.7164 1.5734 1.091 
carpon CO2 44.01 0.18892 0.8418 0.6529 1.289 
Dioxide 
Carbon CO 28.01 0.29683 1.0413 0.7445 1.400 
Monoxide 
Ethane CoH¢ 30.07 0.27650 1.7662 1.4897 1.186 
Ethylene CoH, 28.054 0.29637 1.5482 1.2518 1.237 
Helium He 4.003 2.07703 5.1926 3.1156 1.667 
Hydrogen Ay 2.016 4.12418 14.2091 10.0849 1.409 
Methane CH, 16.04 0.51835 2.2537 1.7354 1.299 
Neon Ne 20.183 0.41195 1.0299 0.6179 1.667 
Nitrogen No 28.013 0.29680 1.0416 0.7448 1.400 
Octane CeHig 114.230 0.07279 1.7113 1.6385 1.044 
Oxygen Oz 31.999 0.25983 0.9216 0.6618 1.393 
Propane C3Hg 44.097 0.18855 1.6794 1.4909 1.126 
Steam HzO 18.015 0.48152 1.8723 1.4108 1.327 








From equation (2.25) of state for perfect gas it follows 


d(Pv) =RdT (2.28) 
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For perfect gas 
dh = dE, + d(Pv) = dE, + d(RT) = f(T) (only) (2.29) 
From the definition of enthalpy it follows that 
d(Pv) = dh —- dE, (2.30) 
Utilizing equation (2.28) and subsisting into equation and dividing by dT yields 
Crp-Cy=R (2.31) 


This relationship is valid only for ideal/perfect gases. 
The ratio of the specific heats can be expressed in several forms as 


(2.32) 


(2.33) 





The specific heat ratio, k value ranges from unity to about 1.667. These values depend 
on the molecular degrees of freedom (more explanation can be obtained in Van Wylen 
“F. of Classical thermodynamics.” The values of several gases can be approximated as 
ideal gas and are provided in Table [2.1] 

The entropy for ideal gas can be simplified as the following 


2 
dh dP 

B36) = ee Se 2.34 

oe i ( T — 
Using the identities developed so far one can find that 

2 2 
dT RdP _ T P» 
aaa f Ore - | pel (2.35) 


Or using specific heat ratio equation (2.35) transformed into 


$27 $1 _ k in 2 
R k-1 TT Pi 





(2.36) 


For isentropic process, As = 0, the following is obtained 


kh 
In a =lIn (#) (2.37) 
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There are several famous identities that results from equation (2.37) as 


(2.38) 





The ideal gas model is a simplified version of the real behavior of real gas. The 
real gas has a correction factor to account for the deviations from the ideal gas model. 
This correction factor referred as the compressibility factor and defined as 


_— Z deviation from the Ideal Gas Model __, 






(2.39) 





Review of Mechanics 





3.1. Introductory Remarks 


This chapter provides a review of important definitions and concepts from Mechanics 
(statics and dynamics). These concepts and definitions will be used in this book and a 
review is needed. 


3.2 Kinematics of of Point Body 


A point body is location at time, t in a location, R. The velocity is derivative of 
the change of the location and using the chain role (for the direction and one for the 
magnitude) results, 





change in R . 
direction change in per- 
i pendicular to R 
= — W : 
dt dt | 


Notice that @ can have three dimensional components. It also can be noticed that this 
derivative is present derivation of any victory. The acceleration is the derivative of the 
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velocity 
ar — 
acceeftion _eeleston cee seeeleraben 
3 ae $$ —_ —acceration = 
dU aR = da B dR 
@=—= — Rx — 3x (Rx) 2 x 3.2 
di dt +( 7) +3 alae Or Ts is of 
Example 3.1: 


A water jet is supposed be used to extinguish the fire in a building as depicted in 
Figure [3. If] For given velocity, at what angle the jet has to be shot so that velocity 
will be horizontal at the window. Assume that gravity is g and the distance of the 
nozzle 

from the building is a and height 
of the window from the nozzle is 
b. To simplify the calculations, it 
proposed to calculate the velocity 
of the point particle to toward the 
window. Calculate what is the ve- 
locity so that the jet reach the win- 
dow. What is the angle that jet has 
to be aimed? 








Ucosé 






Usind, 


Fig. -3.1. Description of the extinguish nozzle 
aimed at the building window. 


SOLUTION 


The initial velocity is unknown and denoted as U which two components. The velocity 
at x is U, = Ucos@ and the velocity in y direction is U, = Usin@. There there 
are three unknowns, U, 6, and time, ¢ and three equations. The equation for the x 
coordinate is 

a=U cos6t (3.1.a) 


The distance for y equation for coordinate (zero is at the window) is 


t2 
0=-5-+U sinot—b (3.1.b) 


The velocity for the y coordinate at the window is zero 


u(t) =0=-—gt+U sind (3.1.c) 
These nonlinear equations (3.1.a), (3.1.b) and (3.1.c) can be solved explicitly. Isolating 
t from (3.1.a) and ee a ars rn 3.1.b) and @3.I-c) 
oe Laer, (3.1.d) 
2U? cos?6 





1While the simple example does not provide exact use of the above equation it provides experience 
of going over the motions of kinematics. 
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and equation (3.1.a)) becomes 








2 eee (3.L.e) 
U cosé cos 6 
Substituting (3.1.e) into (3.1.d) results in 
1 
ny eae (3.1.f) 
a 2 


End Solution 








3.3. Center of Mass 


The center of mass is divided into two sections, first, center of the mass and two, 
center of area (two-dimensional body with equal distribution mass). Additionally, the 
change of center of mass due to addition or subtraction of mass plus discrete areas are 
presented. 


3.3.1 Actual Center of Mass 


In many engineering problems, the knowledge of center of mass is required to make 
the calculations. This concept is derived from the fact that a body has a center of 
mass/gravity which interacts with other bodies and that this force acts on the center 
(equivalent force). It turns out that this concept is very useful in calculating rotations, 
moment of inertia, etc. The center of mass doesn't depend on the coordinate system 
and on the way it is calculated. The physical meaning of the center of mass is that if 
a straight line force acts on the body in away through the center of gravity, the body 
will not rotate. In other words, if a body will be held by one point it will be enough 
to hold the body in the direction of the center of mass. Note, if the body isn't be 
held through the center of mass, then a moment in additional to force is required (to 
prevent the body for rotating). It is convenient to use the Cartesian system to explain 
this concept. Suppose that the body has a distribution of the mass (density, rho) as 
a function of the location. The density “normally” defined as mass per volume. Here, 
the the line density is referred to density mass per unit length in the x direction. 

In 2 coordinate, the center will be defined 

as 


dm 
= a dona 86S) 
m Jv 


Here, the dV element has finite dimen- 
sions in y—z plane and infinitesimal dimen- 
sion in x direction see Figure[3.2| Also, the 
mass, m is the total mass of the object. It > 
can be noticed that center of mass in the 











Fig. -3.2. Description of how the center of mass 
is calculated. 
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x-direction isn't affected by the distribu- 
tion in the y nor by z directions. In same 
fashion the center of mass can be defined 
in the other directions as following 


(3.4) 





where 2; is the direction of either, x, y or z. The density, p(x;) is the line density as 
function of x;. Thus, even for solid and uniform density the line density is a function of 
the geometry. When finite masses are combine the total mass Equation (3.4) converted 
into 


Ly Mj 
dL tiMG (3.5) 
where 7 denotes every mass in the system. 


3.3.2 Approximate Center of Area 


In the previous case, the body was a three 
dimensional shape. There are cases where 
the body can be approximated as a two- 
dimensional shape because the body is 
with a thin with uniform density. Consider 
a uniform thin body with constant thick- 


ness shown in Figure|3.3]which has density, 
G3 





p. Thus, equation ) can be transferred 


into Fig. -3.3. Thin body center of mass/area 
dm schematic. 
pe ‘i otaA 6 G6) 
z= —— | zp ; 
EA ply 
Vv 


The density, p and the thickness, ¢, are constant and can be canceled. Thus equation 
(3.6) can be transferred into 


(3.7) 





when the integral now over only the area as oppose over the volume. Equation (3.7) 
can also be written for discrete areas as 
= ye x; Aj 
t= 3.8 
SA os 
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It must be noted that area A; can be positive or negative. The meaning of negative 
area in this context is subtraction of area. 


3.3.3. Change of Centroid Location Due to Added/Subtracted 
Area 


This section deals with a change centroid 
location when an area is add or subtracted 
from a given area with a know centroid (or 
unknown). This topic is important when 
a centroid of area was found or previously 
calculated. Furthermore, while the loca- 
tion can be recalculated for some problems 
the change or its direction has more impor- _ Fig. -3.4. Solid body with one area 





tance as it will be discussed in greater detail added and one area removed. The old 
in, section on stability of floating bodies on centroid marked “o” the new centroid 
page|l61 marked “n” and area removed ‘“r” and 


The centroid of body in Fig. [3.4]is area added “a.” 


soon 


denoted at point “o” (old). The centroid of the added and removed areas are at points 
“a” (added) and “r’ (removed), respectively. The point “n” (new) is the centroid after 
modification. A special case when the added area is equal to the subtracted area and 
its application will be discussed in an example below. It has to be noted that added 
and subtracted areas do not have to be continuous. Utilizing Equation for the 
identical areas reads for this case as 

Vo Ag + Xp Ay —IaAa 


= Ao + A, > Ag a 





In a special case where subtracted area is equal to added area (A, = A,) Equation (3.9) 
is reduced to 





A, Aa : 
Ln =Lot Lp Ge. 
Ao Ao (3.10) 
es (Lp — La) 
x Lo = Ao r a 


Finding the centroid location should be done in the most convenient coordinate system 
since the location is coordinate independent. There should be a sign convention to 
determine the centroid direction movement so that the direction should be immedi- 
ately expressed in the result. However, faults were found in several options that were 
considered’] 


"lf you have a good method/technique please consider discussing it with this author. 





Example 3.2: 
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A circle with a radius, r has a cut out from a larger circle 
with radius, R where R > r. The distance between the 
center of the larger circle and the small circle is x. Calculate 
the centroid of the circle that a smaller circle was cut out of JN 
it. Assume that x is small enough so that the small circle is € 
whole. 


SOLUTION 





Fig. -3.5. 
Subtraction of 
circle from a large 
circle for calculating 
the new center. 


The change in the centroid is only the direction of x. It 
should be noted that for x = 0, the centroid is at x = 0 
and y = 0 that is the centroid is at the center of the larger 
circle. For larger distance up to the x = R—r the centroid 
can be calculated utilizing Equation (3.9) reads 
r? r\2 

Notice that x is the distance between the two centers while Az is the change in the 
centroid location. Additionally, if the removed circle is not on the x coordinate then 
these calculations can be reused. For instance, if the cut is at angle, 0, the change 
will be along straight line from the center of the large circle at the distance that was 
obtained in eq. (3.1.ap. The conversion to a regular coordinate system could be done 
by utilizing simple trigonometric functions. 


End Solution 








Example 3.3: 


In some situations a rectangle shape is trans- 
ferred to a trapezoid shape while the area 
size remain constant. For example, a body 
floating (in liquid) has a rectangle shape. 
Rotation (hypothetical or real) of the float- 2 
ing body will result in a change to a trape- b 
zoid. This situation is used to check whether 
a body is stable. Assume that the rectan- L 2 
gle body is transferred into a trapezoid with 
the exact same area see Fig. [3.6 Calculate Fi AG. Tapercid crested Hoes . 
the change of the centroid in they andx .,. 
: . tilted rectangle shape. 

directions, the total change, and the angle 

of change a. Note that a is measured from 


point (a/2,b). 





a/2tan0 














SOLUTION 


The rectangular centroid is located at b/2, a/2 (see table|3.1). The two triangles must 
be identical to keep the condition of constant area. It also implies that two triangles 
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must start from the same point at the “center” (point « = a/2 and y = b to be 
called Point A). Equation (3.10) dictates that the change is due to the addition and 
subtraction of the triangles. The change can be expressed as 


Yy2 A Yi 

















‘@? tand 8\ ‘a? tan 8 (3.Il.a) 
a tan@\ a* tan a tan a* tan la 
A (A; yi) = 
(A; ys) (s+ = ) i (x ) rl 
It can be noticed that the two triangles contribute Y 9 
identical value in the direction of raising the center. WA 
After simplifications and canceling eq. (3.IIl.a)) reads a/2 
} 0\ a2 tand a8 tan?0 ee 
a tan a” tan a” tan Ag 
A(Ai ys) =2 | — = 5 
(3.1I1.b) Fig. -3.7._ Mass Center Mov- 
It can be observed that the net change in the y ing to New Location center. 
direction. is Notice that the actual size is 
exaggerated. 
ee ten 8 a\ tan? 0 
Ay = =a ( ) 
ab b/ 12 (3.IIl.c) 
YY 


total area 


The change depends on the rectangle width and the ratio of the height to the width. 
The change in the x direction is 


21=a—a/6 2 . x2=1/3xa/2 = A2 
5a a? tan@ a a? tan@ a? tan 0 
SS 4 6 4 xe 








A1=A2=A 
This change is to the left of the old centroid. Or the net change is 
1/A 
—s 
aetand 1 a tand (3.111.d) 


a lia a tome a 





Note that for small angle 0 ~ tan@ therefore 9 >> 0? and hence, Ax >> Ay. The 
total change Ar can expressed as a function of Ay and Az to read 


Ar = Ay? + Ax? 


a eee (3.lll.e) 
a a? a? 


or in a dimensionless form as 
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Substituting eq. (3.III.d) and eq. (3.III-c) into eq. (3.II-e) reads 


2 4 
Ar - (2) tan* 0 n ey tan* 0 (3.111.-f) 
a b 6? b 12? 
rearranging the eq. (3.III.f)) provides 


2 
Ap _ Gene fq tan? (3.Ill.g) 
a b 6 4 

















The angle is measured from a specific point. In this 

case the point is the connection between the two 

triangles. The reason for this selection is that this 

point will be used in stability issue. It can be noticed o 
that angle, a, of the new center can be obtained from Lt 5 
the straight triangle with one side of (b/2 — Ay) and Ax Ay 
Ax. ! iG ld 





1 Az : 

ba Ay (3.111.h) Fig. -3.8. Movement of area 

/2— Ay center to new location due to 
Substituting the the values for Az and Ay yields the change of shape. 


a= tan 


atan@ 
pa 


1 b 6 
b atan? 6 


a "bb 12 





a=tan- 





with additional simplifications 


aj tan 0 
7 5 ea (21m 


2a? 12 





i 





a=tan- 





It is interesting to point out that the a is related to the ratio of b/a and to the rotating 
angle, 9. For small angle, tan@ = @ and b/a > 1/8 (or even smaller) eq. (3.IIL.i) 
becomes 


2 tand 


a = tan7} 0 (8) ae © tan7} ee (=) ) (3.111,j) 
a 


Thus under the condition of (a/b)? = 3, the change in a is equal 0. This is a limiting 
case which determines in certain situations whether a floating body is stable and it will 


be discussed in Section |4.6.1.9}on page|161 


End Solution 








Example 3.4: 
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Triangle turns to a trapezoid as shown in 
Fig. Calculate the change in the cen- 
troid (in the directions of x, y, r, a) due 
to change of angle @. Hint due to the sym- 
metry, it does note matter rectangular turns 
to left or the right. 


SOLUTION 





The added and subtracted areas are shown 


in Fig. [3.9] 


The triangle AROQ is an isosceles triangle with 45°. The angle <RR’O is (180° — 
45° — 6). Law of sines can be written for ARR’O as 


Fig. -3.9. Triangle turns to trapezoid. 


RR ___a/v2 (3.1V.b) 
sinO —_sin(135° — @) 





sin(135° — @) according the trigonometry identies equal to (sin @ + cos @)/\/2 and for 
small angle of @ eq. (3.IV.b)) becomes 


RR - a/sf2 sin 8 7 a sind 
1/3 (sin?+cos@) coo + sino” ~° 





= asing (3.1V.c) 
6~0 





Note that for small @ the standard approximation for sin@ and cos@ were used. The 
height of AROR’ is a/2 (it is the same height as for AROQ line Q’O). Hence the 
area of AROR’ is 





RR'x a” sind 
Aaror' = 5 2 ; (3.1V.d) 





a, can be ascertained from ta- 


neem other data (geometry) from 
3.10 


Fig. The dashed lines in the 
Fig. are parallel to their respective triangle. Point "C” is the centroid lo- 
base. Further, these lines are at one cation. Line R’O’ is parallel to base 
third of the distance. The distance OR Line C" CG’. 


is OR = a/V2 (It can be verified by looking at an isosceles triangle that has OR 
against 7/2 angle and two 45° angle, one angle which is at R.). The distance OC’ = 
2/3 x OR = V2a/3. The distance C’C” = 2/3 x RR’. Hence, C’C” = 2a sin 0/3. 
The line R” O! split the line C’” C’ exactly in the middle (why? because C’’ C” is two 
third of RR’). Thus, 





‘ 
Fig. -3.10. The centroid of the small 


























62 CHAPTER 3. REVIEW OF MECHANICS 


—— asind 


/ — 
C= 3 


The triangle A C’C,,C is an isosceles triangle with a 7/2 angle. Hence, the line 
C'C, = CC; is asin 0/(3\/2). x2 can be found by 


(3.1V.e) 























ie OOO. = V2a_ asin (3.1V.f) 
3 3/2 
after simplification, eq. (3.IV.f) 
v2 : 
2a sin 2a 
= = S 3.1V. 


The distance in the y2 direction is Ay = —: With the values of v2 and yz the 
values of x and y; are also known. Utilizing eq. (3.10) it can be written that 





1 
1/ or 
a’ sind fa a’ sind 
A (Aim) =2 f )\38) > 32 
A 
(3.1V.h) 


The change in the x direction is 
_ 1 a®sind  V2a sin 6 


~ axa/2 3V2 A (3.1V.i) 
Sa SS Oa 
A A(A; 2) 





The other direction can be obtained in similar fashioned 





a’ sin@ \ a sind a® sin?@ 
A (Aj yi) = = 
(Ain) = 2 t 3V2.—«3BV2 (3.1Vj) 
—~—_— 
y 
A 


and the net change in Ay is 
2 a®sin?0 _ J/2a sin? 6 
az, 3/2 3 (3.1V.k) 


YY 
1/A 


Ay = 





As it was shown earlier, the change in angle, a is from a straight triangle with one side 


a 
is Az and the other side 
3V2 





— Ay which is 


a 


38 a eo a 





2 sin? 0) 
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The angle of the change is 


28. — 2 sin? 
1 ww" asus tance (a) (3.1V.1) 





a=tan- = 
2sin@ 


V2d sin 0 
5} 


For small angle @ eq. (3.IV.I|) becomes 
a & tan“! (5) (3.11) 
The total change is the same as in eq. 
2 ~0 \ 2 
Ar _ (4) _(2r (3.1V.m) 





a 3 3 


a 


and for small angle 0 << 1 


Ar = J/2 sind i J/20 (3 IV n) 
co - Be 


End Solution 





3.3.4 Change of Mass Centroid Due to Addition or Subtraction 
of Mass in 3D 


This innovative topic (as witting it) is extension of the previous topic of two dimensions 
change of centroid. All bodies are three dimensions thus when no symmetry or extru- 
datior|?| exist the full analysis has to be done. Furthermore, it is interesting to point to 
the phenomenon none symmetrical body the change and be in a third dimension. This 
topic to be discussed in stability issue. 

A centroid of slob is located in point “o” and additional mass depicted as “a” 


and the subtracted mass “r” and again the new location of centroid is at “n.” 


4. ee (3.12) 


Mo — Mq + Mr 


As before the special case of equal subtracted and added material eq. (3.12)) converted 
into 





Mo Lo +M (La — Lr) 








tn = (3.13) 
Mo 
when the density is uniform, eq. (3.13) can be written 
Ve (e) Vv a” Tr V 
In = Hack a tr > Ln —Lo = V; (fq — Ly) (3.14) 





?The word “extrudation” means same meaning it has in blender (software). 
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Example 3.5: 

Calculate the change in the centroid of cylinder with length d,that one wedge is added 
and one is removed. In Fig. describing only one wedge in additional to second side 
(which is not drawn in the figure.). Calculate the tiding angle, a from the center of the 
cylinder. 


SOLUTION 


First the centroid of the wedge has to calcu- 
lated and eq. (3.4) can be used as 


fyi 
mT av 


The ratio shown in eq. indicates that 
it is sufficient to ascertain over only half of 
wedge. The centroid of mass of cylinder wedge 
is not given in any table in this book and is not 
readily available other places. Hence, this work 
will be presented (a bit more than what should 
be presented in this book.). The volume of the 
wedge is 





(3.V.a) 











i 
V=2 | Adz (3.V.b) Fig. -3.11. Center mass of cylinder wedge 
0 with added wedge and subtracted wedge. 


Notice that instead to carry the integration from r to —r it is carried from 0 to r 
and multiplied by two. The circle equation is x? + y? = r?. The infinitesimal volume 
made from the triangle (the brown color) with a base of Vr? — x? and the height of 
Vr? — x? tan@ and infinitesimal thickness, dx, to be integrated as 


at Se 
r 2 _ ma 0 r 3.V. 
v-af eae)’ ae=tons | (r? — 2?) dax ome) 
0 0 


A new variable is defined as € = «/r when x = r —> p = 1, and equation eq. (3.V.c) 
can be transformed 


7" 2 1 3 
V =r? tand / (1 7 =) & _ 19 tend i: OF) 2 ava) 
0 r r 0 3 

The brown triangle with infinitesimal thickness has mass centroid at 2/3 of the length 
of the triangle (from the center or in other words cylinder center). The mass centroid 
can be calculated utilizing the similar approach but simpler in cylindrical coordinates 
with the boundaries of zero to 7/2. The integration of infinitesimal volume (similar to 
previous calculations where the base is r cos 7) can be carried as 


Yi 


a” uw" 


me tS (r cos . tan @ —~— (3.V.e) 
fuav=2 (3 os) een SI a _ 
0 
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The choice of the coordinate system base on convenience. Equation (3.V.e) can be 








written as 
2r4 tang (7/? 
‘i ndy = 77 tne | (cos)! db (3.V.4) 
0 
The integral is readily available and can be done by integration by part as 
[aw _ 2r4 tan@ /sinw cos? “ 3 cosy sin w ae 30 mie _ r+ 7 tand 
3 4 8 8 /\o 8 
(3.V.g) 


The first and the second terms vanished at the boundaries. Substituting the volumes 


of both integrals into eq. (3.V.al) provides 





r*o tand 
16 377 
7 2r? tand 8 ( ) 
3 


It is interesting to point out that x; is not a function of the angle 6. The total change 


based on eq. (3.14) is 











r2 
2*n tan) 
ees 2V xi _ 8 a r? tan 0 (3.V.i) 
Vo 4d 
wd 
The angle of change, a@ under assumption of small Ay can be obtained as 
r? tan 0 
Ax r? tand : 
a & tan-!—— = tan? | 44 | = tan“! ( ) (3.V.j) 
3 g 4d§ 


End Solution 


Example 3.6: 

In example(3.5| Ay was assumed to be zero. Is this assumption is correct or/and under 
what conditions it is correct. Hint: first calculate Ay and then use the results to the 
estimated results. 


3.3.4.1 A Small Change in Angle of Rotation 


This section is dealing with a special topic of change of area due to rotation when the 
area is constant that is important to stability. The change of the area in example [3.5] 
dealt with a specific geometry. This procedure can be generalized or even simplified the 
procedure. The process of calculating the change of the centroid can be converted for 
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small angle. 
= 
_ fadV — fartanOdA — tané fa2dA (3.15) 
av V ~ V 


The term in the nominator is called the Moment of Inertia and will be discussed in the 
following section. The Moment of Inertia symbolized by J... and eq. (3.15) by 


— tand [ee 


i= 3.16 
n= (3.16) 


Notice that I, is a function of the cross section only and is half of the cross section. 
Hence for the total moment of inertia double the half (see next section for explanation). 
The volume of the small wedge is calculated below. The total change is defined in 
eq. (3.14) 


221 
_——_— 
4 tan 6 Ip» Te 
Ag = — ——,— = tanéd — 3.17 
MW WV Vo on 


It is remarkable that the change location of centroid can be determined from know- 
ing/calculating the moment of inertia of the cross section and by the displaced volume. 


Example 3.7: 
Repeat example with using eq. (3.17). 


As a side kick, the integral that was canceled before can be calculated as following 
[we fe tanddA =tand f edA=tanér A (3.18) 


The value of tan @ is constant in the integration and the value Z is the average height 
of wedge. The value of z is a function of @ but not its location and the A cross area is 
not function of 6. Sometime of values % are tabulated and hence the integration can 
be readily available. 


3.4 Moment of Inertia 


As it was divided for the body center of mass, the moment of inertia is divided into 
moment of inertia of mass and area. 


3.4.1 Moment of Inertia for Mass 


The moment of inertia turns out to be an essential part for the calculations of ro- 
tating bodies. Furthermore, it turns out that the moment of inertia has much wider 
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applicability. Moment of inertia of mass is defined as 


Moment of Inertia 
Im = ff prtdm (3.19) 
m 


If the density is constant then equation (3.19) can be transformed into 
‘er | r? dV (3.20) 
V 


The moment of inertia is independent of the coordinate system used for the calculation, 
but dependent on the location of axis of rotation relative to the body. Some people 
define the radius of gyration as an equivalent concepts for the center of mass concept 
and which means if all the mass were to locate in the one point/distance and to obtain 
the same of moment of inertia. 
Im 
rr = 4/— 3.21 
k (3.21) 
The body has a different moment of inertia for every coordinate/axis and they are 
Inn = fy r2*dm = f(y? + 27) dm 
Tyy = fy ry?dm = f(a? + 27) dm (3.22) 


I,= iy r,-dm = jee +y7)dm 
Ge ly rp-dm = ee +27) dm 


Lyy = Ie ry?dm = lee? +27)dm (3.23) 





Lg fe r,2dm = iol +y)dm 


3.4.2 Moment of Inertia for Area 
3.4.2.1 General Discussion 


For body with thickness, ¢ and uniform density the following can be written 


moment of iner- 
tia for area 


Lee, =} r°dm = pt / r°dA (3.24) 
m A 


The moment of inertia about axis is x can be defined as 


Moment of Inertia 


L 
ie =| rdA = === 
A pt 









(3.25) 






where r is distance of dA from the axis x and ¢ is the thickness. 
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Any point distance can be calculated from 


axis Z as 
ga=Vy?+2? (3.26) 
Thus, equation (3.25) can be written as 
ao | (y2+22)dA (3.27) 
A 


In the same fashion for other two coordi- 
nates as Fig. -3.12. The schematic that explains the 


P ; summation of moment of inertia. 
i =|} (a? + 2*) dA (3.28) 
A 





a= | (e +y*) dA (3.29) 


3.4.2.2 The Parallel Axis Theorem 


The moment of inertial can be calculated for any axis. The knowledge about one axis 
can help calculating the moment of inertia for a parallel axis. Let J. the moment of 
inertia about axis 2a which is at the center of mass/area. 

The moment of inertia for axis 2 is 


fie [ras = I (v" @ Z”) dA= V (y+ Ay)? + (2+ Az)"] da (3.30) 


equation (3.30) can be expended as 


low =0 
=v ac 
on = (y? +2”) aA+2 | (yAy+2Az)d+ | ((Ay)? + (Az)”) dA (3.31) 
A A A 


The first term in equation (3.31) on the right hand side is the moment of inertia 
about axis x and the second them is zero. The second therm is zero because it integral 
of center about center thus is zero. The third term is a new term and can be written 
as 


constant r2 pas, 
a — 2 
i ((Ay)? + (A2)?) a = (Ay)? + (Az) I dA=r?A (3.32) 


Hence, the relationship between the moment of inertia at xx and parallel axis 
LX is 


Parallel Axis Equation 
lm = Ip + r2 A (3.33) 
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The moment of inertia of several areas is 
the sum of moment inertia of each area see y Z 


Figure and therefore, 


> ee (3.34) 
i=1 x 


If the same areas are similar thus Fig. -3.13. The schematic to explain 
the summation of moment of inertia. 


Lom YT leek (3.35) 
i=1 


calculation of the moment of inertia utiliz- 
ing the moment of inertia of known bod- 
ies. For example, the moment of inertial 
of half a circle is half of whole circle for 
axis a the center of circle. The moment of 
inertia can then move the center of area. 
of the 


ae 
Equation (3.35) is very useful in the Size 


Fig. -3.14. Cylinder with an element for calcu- 
lation moment of inertia. 


3.4.3. Examples of Moment of Inertia 


Example 3.8: 

Calculate the moment of inertia for the mass of the cylinder about center axis which 
height of h and radius, ro, as shown in Figure|3.14| The material is with an uniform 
density and homogeneous. 


SOLUTION 


The element can be calculated using cylindrical coordinate. Here the convenient element 
is a shell of thickness dr which shown in Figure as 


dV 
S TO ea 
Ipr =p | r°dm=p r° h2ardr=ph2n 
Vv 0 


$ mr” To 
Tk = —————— SS 
m J2 


End Solution 


ae 1 
on = sbharos = 5mT0 


2 


The radius of gyration is 








Example 3.9: 
Calculate the moment of inertia of the rectangular shape shown in Figure[3.15| around 
x coordinate. 
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y 
SOLUTION 


The moment of inertia is calculated utilizing 
equation (3.27) as following 





0 A Fig. -3.15. Description of rectangular in 
—— 2 ~~ a? xy plane for calculation of moment of in- 
Tex =} y? +27 aA= [ tds = 
A 


6 3 ertia. 


This value will be used in later examples. 


End Solution 








Example 3.10: 

To study the assumption of zero thickness, consider a simple shape to see the effects of 
this assumption. Calculate the moment of inertia about the center of mass of a square 
shape with a thickness, t compare the results to a square shape with zero thickness. 


SOLUTION 


The moment of inertia of transverse slice about y (see Figure mech:fig:squareEll) is 


Tox 
t ; 3 
“GN 
dlnnm = p ay a (3.36) 


The transformation into from local axis x 
. / . 
to center axis, x can be done as following 


Ize 


6a aaa>~_. 
dL! ym = pay + 2 .bea 
A 


r2 





Fig. -3.16. A square element for the calcula- 
tions of inertia of two-dimensional to three— 
dimensional deviations. 


(3.37) 


The total moment of inertia can be ob- 
tained by integration of equation (3.37) to 
write as 


t/2 (bq abt? +a°b 
Teo — 2 ba | dz = pt ——__ 3.38 
bh of (5 aes a) z=p a (3.38) 
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Comparison with the thin body results in 





Log pt ba? 1 us 
= = PhaLia _ ; 2 (3.39) 2 


a Sal 





It can be noticed right away that equa- ot 
tion (3.39) indicates that ratio approaches os 
one when thickness ratio is approaches zero, we sia ewe sia ee 
Iram(t + 0) — 1. Additionally it can : 
be noticed that the ratio a?/t? is the only 
contributor to the errof| The results are Fini 847. The iave of he moment or ier 


present in Figure 3.17] | can be noticed tj3 of two-dimensional to three-dimensional. 
that the error is significant very fast even 


for small values of t/a while the with of the 
box, 6 has no effect on the error. 





End Solution 








Example 3.11: 


Calculate the rectangular moment of Iner- 
tia for the rotation trough center in zz axis 
(axis of rotation is out of the page). Hint, 
construct a small element and build longer 2b 
build out of the small one. Using this method 
calculate the entire rectangular. + =e - 

Fig. -3.18. Rectangular Moment of 
SOLUTION inertia. 


dy 





The moment of inertia for a long element with a distance y shown in Figure is 


2 


p.;p=__ 9 3 24 3 
dT zzlay -| (y? +27) dydx = aC Mao FY (3.Xl.a) 


—a 


The second integration ( no need to use (3.33), why?) is 





b 9 2 3 
ae | ae) (3.XI.b) 
= 3 
Results in 
(2ab? + 2a3b) * / (20)? + (2b)? 
| ae a ao) of Ca Oey (3.Xl.c) 
a 12 
Or 


End Solution 











3This ratio is a dimensionless number that commonly has no special name. This author suggests 
to call this ratio as the B number. 
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Example 3.12: 


Calculate the center of area 
and moment of ile for the 
parabola, y = ax”, depicted 
in Figure[319 319] Hint, calculate 
the area first. Use this area 
to calculate moment of inertia. 
There are several ways to ap- 
proach the calculation (differ- 
ent infinitesimal area). 





Fig. -3.19. Parabola for calculations of moment 


SOLUTION of inertia. 


For y = b the value of x = \/b/a. First the area inside the parabola calculated as 
3 


7 dA/2 3 
A=2f (6 0€?)ag = 7B) (=)? 


a 
The center of area can be calculated utilizing equation (3.7). The center of every 


; b— aé? : 
element is at, 7 24 = the element area is used before and therefore 


a 


—ecmce—— dA 
(b— ag") 2)\\ ———— b 


The moment of inertia id the area about the center can be found using in equation 
(3.40) can be done in two steps first calculate the moment of inertia in this coordinate 
system and then move the coordinate system to center. Utilizing equation and 
doing the integration from 0 to maximum y ae 


rey =4 fo nes. a 





Utilizing equation (3.33) 





A 
Loo (A= 2.) 
407? 3-1 »\5 Bab \? 
4b a 9 a 
Ing = Lt — A Az? = ——= 
ae oT Ta 3 (2) (24) 


or after working the details results in 
vb (20d? — 140?) 


Loa —_ 
35 Ja 


End Solution 
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Example 3.13: 


Calculate the moment of inertia of strait angle tri- y 
angle about its y axis as shown in the Figure on the 
right. Assume that base is a and the height is h. 






What is the moment when a symmetrical triangle is 
attached on left? What is the moment when a sym- b 
metrical triangle is attached on bottom? What is the | dy 
moment inertia when a —> 0? What is the moment 

inertia when h —> 0? 


x 


— a—— 
Fig. -3.20. Triangle for exam- 
SOLUTION ple 


The right wedge line equation can be calculated as 


f= (0-3) 
== (1-§) 


Now using the moment of inertia of rectangle on the side (y) coordinate (see example 


3.9) 


or 





je (1-4) ay = ae h 
0 


3 4 


3 
: chante a’ h 
For two triangles attached to each other the moment of inertia will be sum as 3 


The rest is under construction. 


End Solution 








3.4.4 Product of Inertia 


In addition to the moment of inertia, the product of inertia is commonly used. Here 
only the product of the area is defined and discussed. The product of inertia defined as 


A 
For example, the product of inertia for « and y axis is 


l=) xydA (3.42) 
A 


Product of inertia can be positive or negative value as oppose the moment of 
inertia. The calculation of the product of inertia isn’t different much for the calculation 
of the moment of inertia. The units of the product of inertia are the same as for moment 
of inertia. 
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Transfer of Axis Theorem 


Same as for moment of inertia there is also similar theorem. 


Le =f yaa = | @+ As) ye Rayan (3.43) 


expanding equation (3.43) results in 


0) 0 
a—_s 


i 
Tey A A Aw AyA 
ti at et a 
or, -| rydA+ | rdyda+ | AvydA+ | Az AydA (3.44) 
A A A A 
The final form is 

Tyty = Iny + Ax Ay A (3.45) 

There are several relationships should be mentioned 
Ixy = Lyx (3.46) 


Symmetrical area has zero product of inertia because integration of odd function (asym- 
metrical function) left part cancel the right part. 


Example 3.14: 


Calculate the product of inertia of straight wedge 
triangle. Assume that body is two dimensional. 


SOLUTION 


The equation of the line is 





y= ,2ta ; 


x 
Fig. -3.21. Product of inertia 


The product of inertia at the center is zero. The : 
for triangle. 


total product of inertia is 


Re: Ay A 


~ oN 
ee eee: b fab\ — a?b? 
i a 3.2) 18 


End Solution 





w 


3.5. NEWTON’S LAWS OF MOTION 75 
3.4.5 Principal Axes of Inertia 
The inertia matrix or inertia tensor is 


Lex Tey —Iyz 
Tyo  Lyy  — —Lyz (3.47) 
—Ize —Iyy Laz 


In linear algebra it was shown that for some angle equation (3.47) can be transform 
into 


In (OO 0 
0 Lr, 0 (3.48) 


System which creates equation (3.48) referred as principle system. 


3.5 Newton's Laws of Motion 


These laws can be summarized in two statements one, for every action by body A on 
Body B there is opposite reaction by body B on body A. Two, which can expressed in 
mathematical form as 


_ D(mU) 
SOF= =a (3.49) 


It can be noted that D replaces the traditional d since the additional meaning 
which be added. Yet, it can be treated as the regular derivative. This law apply to any 
body and any body can “broken” into many small bodies which connected to each other. 
These small “bodies” when became small enough equation can be transformed 
to a continuous form as 


ere [Ae a (3.50) 


The external forces are equal to internal forces the forces between the “small” bodies 
are cancel each other. Yet this examination provides a tool to study what happened in 
the fluid during operation of the forces. 

Since the derivative with respect to time is independent of the volume, the deriva- 
tive can be taken out of the integral and the alternative form can be written as 


D 
F= — d 51 
S- my [Pua (3.51) 


The velocity, U is a derivative of the location with respect to time, thus, 


D? 
FS ap ferev (3.52) 
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where r is the location of the particles from the origin. 

The external forces are typically divided into two categories: body forces and 
surface forces. The body forces are forces that act from a distance like magnetic field 
or gravity. The surface forces are forces that act on the surface of the body (pressure, 
stresses). The same as in the dynamic class, the system acceleration called the inter- 
nal forces. The acceleration is divided into three categories: Centrifugal, wx(r x w), 
Angular, r x w, Coriolis, 2(U, x w). The radial velocity is denoted as U, 


3.6 Angular Momentum and Torque 
The angular momentum of body, dm, is defined as 
L=rxUdm (3.53) 


The angular momentum of the entire system is calculated by integration (summation) 
of all the particles in the system as 


i -| exten (3.54) 


The change with time of angular momentum is called torque, in analogous to the 
momentum change of time which is the force. 


DL_D 
T, = — ; 
Di Di (r x Udm) (3.55) 
where T, is the torque. The torque of entire system is 
DL D 
Lee Dt =i . (r x Udm) (3.56) 


It can be noticed (well, it can be proved utilizing vector mechanics) that 


D D Dr Dr 

Ee pt Gy ae) pe 

To understand these equations a bit better, consider a particle moving in x-y plane. 

A force is acting on the particle in the same plane (x-y) plane. The velocity can be 

written as U = ui+vj and the location from the origin can be written as r = zi +y). 

The force can be written, in the same fashion, as F = F,i + Fy}. Utilizing equation 
(3.53) provides 


(3.57) 





L=rxU= =(xv—yu)k (3.58) 


© 8 es» 
© << Sy 
oo = 


Utilizing equation (3.55) to calculate the torque as 


T, =rxF= = (a F,—yF,)k (3.59) 


oa RQ eo 
a Gy 
oo = 
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Since the torque is a derivative with respect to the time of the angular momentum it is 
also can be written as 


zk, — yF, = = [(av — yu) dm] (3.60) 


The torque is a vector and the various components can be represented as 
[ee i. x Ud (3.61) 
=ie—/r m : 
TE. Dt - 
In the same way the component in y and z can be obtained. 


3.6.1 Tables of geometries 


Th following tables present several moment of inertias of commonly used geometries. 
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Table -3.1. Moments of Inertia for various plane surfaces about their center of gravity (full 
shapes) 



































Shape Picture 
Ley c 
Name description - a Tow 
rectangle = b e 
g 239 : 12 
a ab ab? 
Triangl > a aR 
riangle 3 3 36 
b 1b? mb* 
Circl 7 ae aa 
ircle 5 1 64 
a b mab ab? 
Elli n= a. mar 
nae a2 64 
6a—2 
—3 * Vb (203-14 b? 
y = ax? ot (2)? a 
Parabola 
Y = 
Trapezoid h(2a—b) ee HE (Go+b) 
3(a+b) 
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Table -3.2. Moment of inertia for various plane surfaces about their center of gravity 
Shape Picture Les Y A I 
Name description ees vx 
4 2 
Quadrant x “— r4( =) 
of Circle 7 
4b b 
Ellipsoidal = a | ast(e-#) 
Quadrant os 
4 
Half of - | Beis 
Elliptic . 
Circular 0 Qar? | (a—4sin2a) 
Sector 
I 2 
Circular grsina | ar? 
Sector r (a+2 sin 2a) 
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Fluids Statics 


4.1. Introduction 


The simplest situation that can occur in the study of fluid is when the fluid is at rest or 
quasi rest. This topic was introduced to most students in previous study of rigid body. 
However, here this topic will be more vigorously examined. Furthermore, the student 
will be exposed to stability analysis probably for the first time. Later, the methods 
discussed here will be expanded to more complicated dynamics situations. 


4.2 The Hydrostatic Equation 


A fluid element with dimensions of DC, 
dy, and dz is motionless in the accel- 
erated system, with acceleration, a as 
shown in Figure [4.1] The system is in a 
body force field, gg(x, y, z). The com- 
bination of an acceleration and the body 
force results in effective body force which 
is 























Fig. -4.1. Description of a fluid element in accel- 
Zo — A = Gur (4.1) erated system under body forces. 


Equation can be reduced and simplified for the case of zero acceleration, 
a=0. 

In these derivations, several assumptions must be made. The first assumption 
is that the change in the pressure is a continuous function. There is no requirement 
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that the pressure has to be a monotonous function e.g. that pressure can increase 
and later decrease. The changes of the second derivative pressure are not significant 
compared to the first derivative (0P/On x dé >> 0?P/On7). where n is the steepest 
direction of the pressure derivative and dé is the infinitesimal length. This mathematical 
statement simply requires that the pressure can deviate in such a way that the average 
on infinitesimal area can be found and expressed as only one direction. The net pressure 
force on the faces in the x direction results in 


OP 


dF = — (=) dydx i (4.2) 


In the same fashion, the calculations of the three directions result in the total net 
pressure force as 





OP « OP x. OP's 
Fs (Seis Fis Dy i) (4.3) 


surface 


The term in the parentheses in equation referred to in the literature as 
the pressure gradient (see for more explanation in the Mathematics Appendix). This 
mathematical operation has a geometrical interpretation. If the pressure, P, was a 
two-dimensional height (that is only a function of « and y) then the gradient is the 
steepest ascent of the height (to the valley). The second point is that the gradient is a 
vector (that is, it has a direction). Even though, the pressure is treated, now, as a scalar 
function (there no reference to the shear stress in part of the pressure) the gradient is 
a vector. For example, the dot product of the following is 


> > OP 
i-gradP =1-VP = — 4.4 
g Aa (4.4) 
In general, if the coordinates were to “rotate/transform” to a new system which 
has a different orientation, the dot product results in 


_ _ OP 
in gradP =i,-VP= On (4.5) 


where i,, is the unit vector in the n direction and 0/On is a derivative in that direction. 

As before, the effective gravity force is utilized in case where the gravity is the only 
body force and in an accelerated system. The body (element) is in rest and therefore 
the net force is zero 


S°F= S>F+S OF (4.6) 


total surface body 
Hence, by utilizing the above derivations one can obtain 


—gradPdz dy dz + p gxdx dy dz = 0 (4.7) 
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Constant 
Pressure 
Lines 


Fig. -4.2. Pressure lines in a static fluid with a constant density. 


or 


Pressure Gradient 
gradP = VP = p gen 










Some refer to equation as the Fluid Static Equation. This equation can be 
integrated and therefore solved. However, there are several physical implications to this 
equation which should be discussed and are presented here. First, a discussion on a 
simple condition and will continue in more challenging situations. 


4.3. Pressure and Density in a Gravitational Field 


In this section, a discussion on the pressure and the density in various conditions is 
presented. 


4.3.1 Constant Density in Gravitational Field 


The simplest case is when the density, p, pressure, P, and temperature, T (in a way 
no function of the location) are constant. Traditionally, the z coordinate is used as the 
(negative) direction of the gravity!| The effective body force is 


Gen = —B ke (4.10) 


Utilizing equation (4.10) and substituting it into equation (4.8) results into three 
simple partial differential equations. These equations are 


dP _ oP 


ee ts 4.11 
Ox Oy : ( ) 





This situation were the tradition is appropriated, it will be used. There are fields where x or y are 
designed to the direction of the gravity and opposite direction. For this reason sometime there will be 
a deviation from the above statement. 
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and 
Pressure Change 


oP 







jcc ee (4.12) 
aE Ps 
Equations (4.11) can be integrated to yield 
P(x, y) = constant (4.13) 


and constant in equation (4.13) can be absorbed by the integration of equation (4.12) 
and therefore 


P(x, y,2) =—pg 2+ constant (4.14) 


The integration constant is determined from the initial conditions or another point. For 
example, if at point zo the pressure is Pp then the equation (4.14) becomes 





P(z) — Po = —pg(z- 20) (4.15) 


It is evident from equation that the 

pressure depends only on z and/or the con- 

stant pressure lines are in the plane of x 7 
and y. Figure [4.2] describes the constant 
pressure lines in the container under the 
gravity body force. The pressure lines are pgh 
continuous even in area where there is a 
discontinuous fluid. The reason that a 
solid boundary doesn't break the continu- 
ity of the pressure lines is because there is 
always a path to some of the planes. 

It is convenient to reverse the direc- 
tion of z to get rid of the negative sign and 
to define h as the dependent of the fluid Fig. -4.3. A schematic to explain the measure 
that is h = —(z — 29) so equation of the atmospheric pressure. 
becomes 

















(4.16) 





In the literature, the right hand side of the equation (4.16) is defined as piezo- 
metric pressure. 


Example 4.1: 
Two chambers tank depicted in Figure are in equilibration. If the air mass at 
chamber A is 1 Kg while the mass at chamber B is unknown. The difference in the 
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liquid heights between the two chambers rN 
is 2[m]. The liquid in the two chambers 
is water. The area of each chamber is 
1[m?]. Calculate the air mass in chamber he 
B. You can assume ideal gas for the air I 

and the water is incompressible substance 





with density of 1000[kg/m?]. The total h 

height of the tank is 4[m]. Assume that 1 1 

the chamber are at the same temperature Fig. -4.4. The effective gravity is for 
of 27°C. accelerated cart. 

SOLUTION 


The equation of state for the chamber A is 








RT 
= All. 
ma PaVa (4.1.a) 
The equation of state for the second chamber is 
RT 
= 4.1.b 
mp = 5 (4.1.6) 
The water volume is 
Viotal = hy A + (hi + hg)A = (2 hy + hg) A (4.L.c) 


The pressure difference between the liquid interface is estimated negligible the air density 
as 








Pa — Pp=AP=h2pg (4.1.d) 
combining equations (4.1.a)), (4.1.b) results in 
RT RT 1 hopgmaVa 
ma Va mp Vp ate mp VB RT ( e) 
ma Va 


In equation the only unknown is the ratio of mg/mza since everything else is known. 
Denoting X = mp/mza results in 








1 hepgmaVa 1 
xX RT be hapgma Va (4.1.f) 
RT 


End Solution 
The following question is a very nice qualitative question of understanding this 
concept. 








Example 4.2: 
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A tank with opening at the top to the at- 

mosphere contains two immiscible liquids 

one heavy and one light as depicted in Fig- | ae 
ure|4.5] (the light liquid is on the top of the 

heavy liquid). Which piezometric tube will cE 
be higher? why? and how much higher? : 
What is the pressure at the bottom of the Fig. -4.5. Tank and the effects different 
tank? liquids. 


hy 





hy 





SOLUTION 


The common instinct is to find that the lower tube will contain the higher liquids. For 
the case, the lighter liquid is on the top the heavier liquid the the top tube is the same 
as the surface. However, the lower tube will raise only to (notice that g is canceled) 


_ pt hy + pz he 
p2 


he (4.1l.a) 


Since p; > py, the mathematics dictate that the height of the second is lower. The 
difference is 











hy—-hp hy pi hy t+ p2he 

= 4.|l.b 
ho ho ( h,21 P2 ( ) 

It can be noticed that hy = hy +h— 2 hence, 
hu ht _ ithe (Antal) _ ft (1 a) (4.ll.c) 

he he he pe he p2 
or 
he hie (1-2) (4.1l.d) 
pP2 


The only way the fz to be higher of hz is if the heavy liquid is on the top if the stability 
allow it. The pressure at the bottom is 


P = Patmos + g (01 hi + p2 ha) (4.17) 


End Solution 








Example 4.3: 

The effect of the water in the car tank is more than the possibility that water freeze 
in fuel lines. The water also can change measurement of fuel gage. The way the 
interpretation of an automobile fuel gage is proportional to the pressure at the bottom 
of the fuel tank. Part of the tank height is filled with the water at the bottom (due to 
the larger density). Calculate the error for a give ratio between the fuel density to the 
water. 


SOLUTION 
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The ratio of the fuel density to water density is ¢ = pr/py and the ratio of the total 
height to the water height is © = hy/htotar Thus the pressure at the bottom when the 
tank is full with only fuel 


Prult = Pf heotal g (4.IIl.a) 
But when water is present the pressure will be the same at 
Prutt = (Pw + Ops) G htotal (4.1I1.b) 
and if the two are equal at 
pp lrctatg = (Pwr + > ps) Gp beotat (4.IIl-c) 
where ¢ in this case the ratio of the full height (on the fake) to the total height. Hence, 
~2£ pw 
ga Pt A Pw (4.lIl.d) 
Pf 


End Solution 


4.3.2 Pressure Measurement 
4.3.2.1 Measuring the Atmospheric Pressure 


One of the application of this concept is the idea of measuring the atmospheric pressure. 
Consider a situation described in Figure|4.3] The liquid is filling the tube and is brought 
into a steady state. The pressure above the liquid on the right side is the vapor pressure. 
Using liquid with a very low vapor pressure like mercury, will result in a device that can 
measure the pressure without additional information (the temperature). 


Example 4.4: 

Calculate the atmospheric pressure at 20°C’. The high of the Mercury is 0.76 [m] and 
the gravity acceleration is 9.82/m/sec]. Assume that the mercury vapor pressure is 
0.000179264[kPa]. The description of the height is given in Figure|4.3| The mercury 
density is 13545.85[kg/m?]. 


SOLUTION 


The pressure is uniform or constant plane perpendicular to the gravity. Hence, knowing 
any point on this plane provides the pressure anywhere on the plane. The atmospheric 
pressure at point a is the same as the pressure on the right hand side of the tube. 
Equation can be utilized and it can be noticed that pressure at point a is 


Pa = pgh+t Poapor (4.18) 
The density of the mercury is given along with the gravity and therefore, 
P, = 13545.85 x 9.82 x 0.76 ~ 101095.39[Pa] ~ 1.01[Bar] 


The vapor pressure is about 1 x 10~* percent of the total results. 


End Solution 
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The main reason the mercury is used be- 
cause of its large density and the fact that it 

















is in a liquid phase in most of the measure- 

ment range. The third reason is the low va- Gas 2 

por (partial) pressure of the mercury. The par- The pressure, P J 

tial pressure of mercury is in the range of the © 





valve 


0.000001793[Bar] which is insignificant com- 
pared to the total measurement as can be ob- 
served from the above example. : wo 











Example 4.5: 

A liquif?| a in amount H, and a liquid b in Fig. -4.6. Schematic of gas measurement 
amount Hy in to an U tube. The ratio of the utilizing the “U” tube. 

liquid densities is a = p1/p2. The width of the 

U tube is L. Locate the liquids surfaces. 


SOLUTION 


The question is to find the equilibrium point where two liquids balance each other. If 
the width of the U tube is equal or larger than total length of the two liquids then the 
whole liquid will be in bottom part. For smaller width, DL, the ratio between two sides 
will be as 

pi hy = poh2 > he =ah, 


The mass conservation results in 
A, +My =L+h, + he 
Thus two equations and two unknowns provide the solution which is 


_ Hat Hy -L 


h 
: l+a 


When H, > L and pq (Hq — L) > py (or the opposite) the liquid a will be on the two 
sides of the U tube. Thus, the balance is 


hy po + ha Pa = 3 Pa 


where hy is the height of liquid b where hg is the height of “extra” liquid a and same 
side as liquid b and where hg is the height of liquid b on the other side. When in this 
case hy is equal to Hy. The additional equation is the mass conservation as 


fo =hek bts 


The solution is 
(Ha — L) pa — Hops 


2 Pa 


End Solution 


ho = 








2This example was requested by several students who found their instructor solution unsatisfactory. 
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4.3.2.2 Pressure Measurement 


The idea describes the atmo- 
spheric measurement that can be 
extended to measure the pressure 
of the gas chambers. Consider a 
chamber filled with gas needed to 
be measured (see Figure/4.6). One 
technique is to attached “U" tube 
to the chamber and measure the 
pressure. This way, the gas is pre- 
vented from escaping and its pres- 
sure can be measured with a min- 
imal interference to the gas (some 
gas enters to the tube). 

The gas density is significantly lower than the liquid density and therefore can be 
neglected. The pressure at point “1” is 








Fig. -4.7. Schematic of sensitive measurement device. 


P, = Patmos + pgh (4.19) 


Since the atmospheric pressure was measured previously (the technique was shown 
in the previous section) the pressure of the chamber can be measured. 


4.3.2.3 Magnified Pressure Measurement 


For situations where the pressure difference is very small, engineers invented more sensi- 
tive measuring device. This device is build around the fact that the height is a function 
of the densities difference. In the previous technique, the density of one side was ne- 
glected (the gas side) compared to other side (liquid). This technique utilizes the 
opposite range. The densities of the two sides are very close to each other, thus the 
height become large. Figure [4.7] shows a typical and simple schematic of such an in- 
strument. If the pressure differences between P; and Py, is small this instrument can 
“magnified” height, hy and provide “better” accuracy reading. This device is based on 
the following mathematical explanation. 
In steady state, the pressure balance (only differences) is 


Pi +gpi(hi + ho) = Po + ghe po (4.20) 


It can be noticed that the “missing height” is canceled between the two sides. It can 
be noticed that h; can be positive or negative or zero and it depends on the ratio that 
two containers filled with the light density liquid. Additionally, it can be observed that 
hy is relatively small because A, >> Ag. The densities of the liquid are chosen so that 
they are close to each other but not equal. The densities of the liquids are chosen to 
be much heavier than the measured gas density. Thus, in writing equation the 
gas density was neglected. The pressure difference can be expressed as 


P, — Py = g[p2 ho — pi(hi + he)| (4.21) 
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If the light liquid volume in the two containers is known, it provides the relationship 
between hy and hg. For example, if the volumes in two containers are equal then 
ha Ag 


—hy, Aj = ho Ag > hy = A (4.22) 





Liquid volumes do not necessarily have to be equal. Additional parameter, the volume 
ratio, will be introduced when the volumes ratio isn't equal. The calculations as results 
of this additional parameter does not cause a significant complications. Here, this ratio 
equals to one and it simplify the equation (4.22). But this ratio can be inserted easily 
into the derivations. With the equation for height equation (4.20) becomes 


iene) 29 


or the height is 


P, — P, 





ho = 7 (4.24) 
g (pe — pi) + pi 4a 
For the small value of the area ratio, Ap/A,41, then equation (4.24) becomes 
P, —P. 
hg = — (4.25) 
9 (p2 — p1) 


Some refer to the density difference shown in equation (4.25) as “magnification factor” 
since it replace the regular density, po. 


Inclined Manometer 


One of the old methods of pressure 
measurement is the inclined manometer. 
In this method, the tube leg is inclined rel- 
atively to gravity (depicted in Figure|4.8). 
This method is an attempt to increase the 
accuracy by “extending” length visible of 
the tube. The equation is then 


Poutside 
dé 





Fig. -4.8. Inclined manometer. 


P, — Poutside = pgdt (4.26) 


If there is a insignificant change in volume (the area ratio between tube and inclined 
leg is significant), a location can be calibrated on the inclined leg as zerq?| 


Inverted U-tube manometer 





3This author's personal experience while working in a ship that use this manometer which is signifi- 
cantly inaccurate (first thing to be replaced on the ship). Due to surface tension, caused air entrapment 
especially in rapid change of the pressure or height. 
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The difference in the pressure of two different Zz 
liquids is measured by this manometer. This idea is 
similar to “magnified” manometer but in reversed. 
The pressure line are the same for both legs on line 
ZZ. Thus, it can be written as the pressure on left 
is equal to pressure on the right legs (see Figure 


9). : 


right leg left leg 
a a 
Py—po(b+h)g=Pi—pia—ph)g (4.27) @ 
Rearranging equation (4.27) leads to 
P2—-P,=p2(b+h)g—piag—phg (4.28) Fig. -4.9. | Schematic of inverted 
manometer. 














For the similar density of 1 = p2 and for a = b 
equation (4.28) becomes 


P,—-Pr=(p-p)gh (4.29) 


As in the previous “magnified” manometer if the density difference is very small the 
height become very sensitive to the change of pressure. 


4.3.3 Varying Density in a Gravity Field 


There are several cases that will be discussed here which are categorized as gases, 
liquids and other. In the gas phase, the equation of state is simply the ideal gas model 
or the ideal gas with the compressibility factor (sometime referred to as real gas). 
The equation of state for liquid can be approximated or replaced by utilizing the bulk 
modulus. These relationships will be used to find the functionality between pressure, 
density and location. 


4.3.3.1 Gas Phase under Hydrostatic Pressure 


Ideal Gas under Hydrostatic Pressure 


The gas density vary gradually with the pressure. As first approximation, the ideal gas 
model can be employed to describe the density. Thus equation (4.12) becomes 


OP gP 

ee ae 4.30 
Oz RT a) 
Separating the variables and changing the partial derivatives to full derivative (just a 


notation for this case) results in 


dP gdz 


= 4.31 
P RT ( ) 
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Equation (4.31) can be integrated from point “0” to any point to yield 


P g 
In — = —-— (z-— 4.32 
n P RT (z — 20) (4.32) 
It is convenient to rearrange equation (4.32) to the following 
P _ g(z—%o) 
—=@ ( ead ) (4.33) 
Po 


Here the pressure ratio is related to the height exponentially. Equation (4.33) can be 
expanded to show the difference to standard assumption of constant pressure as 





— Apes 
a ( ae : 
&— £0) 9 &— 20) g 
=1 es 4.34 
Po RT 6RT ( ) 


Or in a simplified form where the transformation of h = (z — zo) to be 
correction factor 


Equation (4.35) is useful in mathematical derivations but should be ignored for practical 
us¢* 
Real Gas under Hydrostatic Pressure 


The mathematical derivations for ideal gas can be reused as a foundation for the 
real gas model (P = ZpRT). For a large range of P/P. and T/T;, the value of the 
compressibility factor, Z, can be assumed constant and therefore can be swallowed into 


equations (4.33) and (4.34). The compressibility is defined in equation (2.39). The 


modified equation is 





P _ (9 @=20) 
B =€ ( a ) (4.36) 


Or in a series form which is 


P_,_@-*)9 (z—%)° 9 
Po ZRT 6ZRT 


Without going through the mathematics, the first approximation should be noticed that 
the compressibility factor, Z enter the equation as h/Z and not just h. Another point 
that is worth discussing is the relationship of Z to other gas properties. In general, the 
relationship is very complicated and in some ranges Z cannot be assumed constant. In 
these cases, a numerical integration must be carried out. 





ee (4.37) 





*These derivations are left for a mathematical mind person. These deviations have a limited practical 
purpose. However, they are presented here for students who need to answer questions on this issue. 
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4.3.3.2 Liquid Phase Under Hydrostatic Pressure 


The bulk modulus was defined in equation (1.28). The simplest approach is to assume 
that the bulk modulus is constant (or has some representative average). For these cases, 
there are two differential equations that needed to be solved. Fortunately, here, only 
one hydrostatic equation depends on density equation. So, the differential equation for 
density should be solved first. The governing differential density equation is 


= HP 
p= Brap (4.38) 


The variables for equation (4.38)) should be separated and then the integration can be 


carried out as 
P p 
i ap= Be (4.39) 
Po po p 


The integration of equation (4.39) yields 


Poh Shia (4.40) 
Po 


Equation (4.40) can be represented in a more convenient form as 


(4.41) 





Equation (4.41) is the counterpart for the equation of state of ideal gas for the liquid 
phase. Utilizing equation (4.41) in equation (4.12) transformed into 


OP aae 
on ~9 po€ (4.42) 


Equation (4.42) can be integrated to yield 





B i FO: 
=T@ Pr =z +4 Constant (4.43) 
9 Po 


It can be noted that Br has units of pressure and therefore the ratio in front of the 
exponent in equation has units of length. The integration constant, with units 
of length, can be evaluated at any specific point. If at z = 0 the pressure is Pp and the 
density is po then the constant is 


B 
Constant = — (4.44) 


J Po 
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This constant, Br/g po, is a typical length 
of the problem. Additional discussion 
will be presented in the dimensionless is- 
sues chapter (currently under construc- 
tion). The solution becomes 


B P-Po9 
eae (e ea 1) =z (4.45) be 
J Po 














rr 
I POz 
Br 


Or in a dimensionless form 


Fig. -4.10. Hydrostatic pressure when there is 
compressibility in the liquid phase. 


(4.46) 





The solution is presented in equation and is plotted in Figure The solution 
is a reverse function (that is not P = f(z) but z = f (P)) it is a monotonous function 
which is easy to solve for any numerical value (that is only one z corresponds to any 
Pressure). Sometimes, the solution is presented as 


P _ Br in ( 2202 
Po Po Br 





- 1) +1 (4.47) 


An approximation of equation (4.46) is presented for historical reasons and in 
order to compare the constant density assumption. The exponent can be expanded as 





piezometric corrections 

pressure ———— 

Pom _ Br (P=Po *. Ba PPP, Pfam. =zgpo (4.48) 
: 2 \ Br 6 \ Br 


It can be noticed that equation is reduced to the standard equation when the 
normalized pressure ratio, P/ Br is small (<< 1). Additionally, it can be observed that 
the correction is on the left hand side and not as the “traditional” correction on the 
piezometric pressure side. 

After the above approach was developed, new approached was developed to an- 
swer questions raised by hydraulic engineers. In the new approach is summarized by the 
following example. 


Example 4.6: 

The hydrostatic pressure was neglected in example[1.12| In some places the ocean depth 
is many kilometers (the deepest places is more than 10 kilometers). For this example, 
calculate the density change in the bottom of 10 kilometers using two methods. In one 
method assume that the density is remain constant until the bottom. In the second 
method assume that the density is a function of the pressure. 


SOLUTION 
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For the the first method the density is 


AP AP 
Br = ——— AV =V—— MI. 


The density at the surface is p = m/V and the density at point « from the surface the 


density is 
m 


y_vae (4.VI.b) 
Br 

In this Chapter it was shown (integration of equation (4.8)) that the change pressure 

for constant gravity is 


pe) = Gay = ala) = 


AP=q [ p(z)dz (4.Vl.c) 


Combining equation (4.VI.b) with equation (4.VI.c) yields 


m 











p(z) = Zz 
yg | Poe (4.VI.d) 
Br Jo 
Equation can be rearranged to be 
= plz) = e 


cal V (1 7 £ [ oe) (1 ee £ fF ove) (4.VLe) 


Equation (4.Vl.e) is an integral equation which is discussed in the appendiy>| It is 
convenient to rearrange further equation (4.VI.e) to 


g f° = Poe 
1- Bel; p(z)dz = ney (4.VLf) 


The integral equation (4.VI.f) can be converted to a differential equation form when 
the two sides are differentiated as 


po ad p(z) 
plz)? dz 








piace =0 (4.VL.g) 

Br 

equation (4.VI.g) is first order non-linear differential equation which can be transformed 
& 


into 











3 
g p(2) + d p(z) _~0 (4.VI.h) 
Br po dz 
The solution of equation (4.VI.h) is 
po Br 
oe =z+c (4.V1.i) 





5Under construction 
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_ | po Br : 
p= 2g(z@+0 (4.V1.j) 


The integration constant can be found by the fact that at z = 0 the density is po and 


hence 
po Br Br 
: \ 2g (c) 29 po 


Substituting the integration constant and opening the parentheses, the solution is 


or rearra nged as 





























(4.49) 
Or 
VY 4 
po’ Br 
p= |5 a ee 5 as mH (4.V1.) 
a+ 
ZCome+Br)  VOsme+Br 
Equation (4.VI.I)) further be rearranged to a final form as 
Be 
p p i 
(4.VI.m) 





po 29 po z po 29 poz 
Be (= * 41 i 
( Br 7 ) ( Br ’ ) 


2 
The parameter ene 





represents the dimensional length controlling the problem. For 


T 
small length the expression in (4.VI.m) is similar to 


1 ce 3a? 523 
= =] f dhe 4. 
Ma) =o .7 yo ae a0) 


hence it can be expressed as 








2 3 2,2 ,2 5 3.3 43 
P aie GP07 g te J Po bs (4.VI.n) 
Po 2Br 8 Br 16 Br 
End Solution 
— ee ee A vice material can be skipped —_—_«,» —  — 


Example 4.7: 
Water in deep sea undergoes compression due to hydrostatic pressure. That is the 
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density is a function of the depth. For constant bulk modulus, it was shown in “Fun- 
damentals of Compressible Flow” by this author that the speed of sound is given by 


pa (4.VIl.a) 
p 


Calculate the time it take for a sound wave to propagate perpendicularly to the surface 
to a depth D (perpendicular to the straight surface). Assume that no variation of 
the temperature exist. For the purpose of this exercise, the salinity can be completely 
ignored. 


SOLUTION 


The equation for the sound speed is taken here as correct for very local point. However, 
the density is different for every point since the density varies and the density is a 
function of the depth. The speed of sound at any depth point, z, can be expressed 


utilizing equation (4.VI.m) to obtain 


ity) Ey AERO sg (4.VII.b) 
Po Br 


The time the sound travel a small interval distance, dz is 


dz dz 
dr = = 
Cc B ANVIL. 
Br [29 p02 re ( c) 
Po De 


The time takes for the sound the travel the whole distance is the integration of infinites- 
imal time. The integration can be easly carried by changing to the dummy variable to 
u= ay pae +1. Under this transform equation (4.VIl.c) changes to 











Br 








du 
(oe (4.VII.d) 
ee ad 
Po 


Integrating equation (4.VIl.e)) when noticing that the boundary conditions change to 1 
and 2g p.D/Br +1 results in 


29 PoD 








t 41 

| de =i i VBr du (4.VIl.e) 
0 1 29,/po ul/4 

The integration results in 


29 PoD 
Br +! 








VBr 4 yp/4 


= (4.VIL-f) 
29./po 3 





1 
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Simplifycation of the equation (4.VII.f) which can obtain the form of 
2VB 3/4 
t= as | (22422 +1) -1 (4.VIl.g) 
39 \/Po . 


The time to travel according to the standard procedure is 


t= D_ _ Dvr 


(=  /Br (4.VII.h) 
Po 


The ratio between the corrected estimated to the standard calculation is 


2/Br | (22422 ae | 
Br! 
correction ratio = 39 Vo = (4.VIL.i) 


D Joo 
VBr 























F s 2Br 2 D 3/4 , 
t tio = ife= 4 1) 1 4.VIl. 
correction ratio er ( be ( j) 


End Solution 

In Example|4.6] ratio of the density was expressed by equations while here 
the ratio is expressed by different equations. The difference between the two equations 
is the fact that Example [4.6] use the integral equation without using any “equation of 
state.” The method described in the Example [4.6] is more general which provided a 
simple solution| The equation of state suggests that OP = g po f(P) dz while the 
integral equation is AP = g [ pdz where no assumption is made on the relationship 
between the pressure and density. However, the integral equation uses the fact that the 
pressure is function of location. 














4.3.4 The Pressure Effects Due To Temperature Variations 


4.3.4.1 The Basic Analysis 


There are situations when the main change of the density results from other effects. 
For example, when the temperature field is not uniform, the density is affected and thus 
the pressure is a location function (for example, the temperature in the atmosphere is 
assumed to be a linear with the height under certain conditions.). A bit more complicate 
case is when the gas is a function of the pressure and another parameter. Air can be a 
function of the temperature field and the pressure. For the atmosphere, it is commonly 
assumed that the temperature is a linear function of the height. 





6This author is not aware of the “equation of state” solution or the integral solution. If you know 
of any of these solutions or similar, please pass this information to this author. 
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Here, a simple case is examined for which the temperature is a linear function of 
the height as 


dT 


Be ene 4.51 
ah (4.51) 


where fh here referred to height or distance. Hence, the temperature—distance function 
can be written as 


T = Constant —C,h (4.52) 


where the Constant is the integration constant which can be obtained by utilizing the 
initial condition. For h = 0, the temperature is Ty and using it leads to 





(4.53) 


Combining equation (4.53) with (4.12) results in 


OP | gP 
dh R(T —Cyh) ae!) 





Separating the variables in equation (4.54) and changing the formal 0 to the informal 
d to obtain 


dP gdh 


P ~ RUb—Gsh) 8) 





Defining a new variabld’| as € = (Ty — C,,h) for which €) = To — Cy ho and d/dé = 
—C, d/dh. Using these definitions results in 
dP g dé 


PRC, & 





(4.56) 


After the integration of equation (4.55) and reusing (the reverse definitions) the variables 
transformed the result into 





P g To = Cr h 
l = l 4. 
oa ee ee en) 
Or in a more convenient form as 
(4.58) 








7A colleague asked this author to insert this explanation for his students. If you feel that it is too 
simple, please, just ignore it. 
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It can be noticed that equation iS a monotonous function which decreases with 
height because the term in the brackets is less than one. This situation is roughly 
representing the pressure in the atmosphere and results in a temperature decrease. 
It can be observed that C’, has a “double role” which can change the pressure ratio. 
Equation can be approximated by two approaches/ideas. The first approximation 
for a small distance, h, and the second approximation for a small temperature gradient. 
It can be recalled that the following expansions are 





gh po ; 
“Po correction factor 
on™ 
P C, .\RG gh (RgCz—g?) 
ria ar Re (4.59) 
Po h->0 To To R 2T)° R 


Equation shows that the first two terms are the standard terms (negative sign is 
as expected i.e. negative direction). The correction factor occurs only at the third term 
which is important for larger heights. It is worth to point out that the above statement 
has a qualitative meaning when additional parameter is added. However, this kind of 
analysis will be presented in the dimensional analysis chaptet’| 

The second approximation for small C,, is 


g 


g 
P i RC, =r h2 Cr p—- 
#2 jee 1} -e RT 9% Cra RTo _... (4.60) 
Po C,—>0 To 27)° R 





Equation shows that the correction factor (lapse coefficient), C,, influences at 
only large values of height. It has to be noted that these equations and 
are not properly represented without the characteristic height. It has to be inserted to 
make the physical significance clearer. 

Equation (4.58) represents only the pressure ratio. For engineering purposes, it 
is sometimes important to obtain the density ratio. This relationship can be obtained 
from combining equations and (4.53). The simplest assumption to combine these 
equations is by assuming the ideal gas model, equation (2.25), to yield 


P 




















Po Fo 
——_—va-~ T 
a 
g 
PPT _(,_ Cgh\R)Y Gah (4.61) 
po Pot Ty T 
—[— — Advance material can be skipped —= 
4.3.4.2. The Stability Analysis 

8These concepts are very essential in all the thermo-fluid science. | am grateful to my adviser 


E.R.G. Eckert who was the pioneer of the dimensional analysis in heat transfer and was kind to show 
me some of his ideas. 
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It is interesting to study whether this 
solution is stable and if so under 
what conditions. Suppose that for some 
reason, a small slab of material moves @ 4 
from a layer at height, h, to layer at 
height h + dh (see Figure |4.11) What Fig. -4.11. Two adjoin layers for stability 
could happen? There are two main pos- analysis. 
sibilities one: the slab could return to 
the original layer or two: stay at the new layer (or even move further, higher heights). 
The first case is referred to as the stable condition and the second case referred to as 
the unstable condition. The whole system falls apart and does not stay if the analysis 
predicts unstable conditions. A weak wind or other disturbances can make the unstable 
system to move to a new condition. 

This question is determined by the net forces acting on the slab. Whether these 
forces are toward the original layer or not. The two forces that act on the slab are 
the gravity force and the surroundings pressure (buoyant forces). Clearly, the slab 
is in equilibrium with its surroundings before the movement (not necessarily stable). 
Under equilibrium, the body forces that acting on the slab are equal to zero. That is, 
the surroundings “pressure” forces (buoyancy forces) are equal to gravity forces. The 
buoyancy forces are proportional to the ratio of the density of the slab to surrounding 
layer density. Thus, the stability question is whether the slab density from layer h, p (h) 
undergoing a free expansion is higher or lower than the density of the layer h + dh. If 
p (h) > p(h+dh) then the situation is stable. The term p (h) is slab from layer h that 
had undergone the free expansion. 

The reason that the free expansion is chosen to explain the process that the slab 
undergoes when it moves from layer h to layer h + dh is because it is the simplest. In 
reality, the free expansion is not far way from the actual process. The two processes 
that occurred here are thermal and the change of pressure (at the speed of sound). 
The thermal process is in the range of [cm/sec] while the speed of sound is about 
300 [m/sec]. That is, the pressure process is about thousands times faster than the 
thermal process. The second issue that occurs during the “expansion” is the shock (in 
the reverse case [h + dh] — h). However, this shock is insignificant (check book on 
Fundamentals of Compressible Flow Mechanics by this author on the French problem). 

The slab density at layer h+dh can be obtained using equation (4.61) as following 





p(h+dh) PT) _ Cai\ \aee) C, dh 
ph) PoT (: To ) (14 P ee) 














The pressure and temperature change when the slab moves from layer at h to layer 
h-+dh. The process, under the above discussion and simplifications, can be assumed to 
be adiabatic (that is, no significant heat transfer occurs in the short period of time). The 
little slab undergoes isentropic expansion as following for which (see equation (2.25)) 





pi(h+dh) _ (re + dh) Hh aes 


p(h) P(h) 
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When the symbol ’ denotes the slab that moves from layer h to layer h + dh. The 
pressure ratio is given by equation (4.58) but can be approximated by equation (4.59) 
and thus 











k 
pera). ( gah y (4.64) 
pth) T(h) R 
Again using the ideal gas model for equation (4.65) transformed into 
Jk 
p'(h + dh) ( pad 
=(1 4.65 
Uh) P oe) 
Expanding equation (4.65) in Taylor series results in 
_ egah _ gpdh  (g? p?k— g? p”) dh? (4.66) 
P Pk 2 P? k? 


The density at layer h + dh can be obtained from (4.62) and then it is expanded 
in taylor series as 








ae ( coat (Re) (, , Gath) (4 Gh) adh 
(4.67) 


The comparison of the right hand terms of equations (4.67) and (4.66) provides 
the conditions to determine the stability. From a mathematical point of view, to keep 


the inequality for a small dh only the first term need to be compared as 

g gp Cex 
—— > - — 4.68 
After rearrangement of the inequality (4.68) and using the ideal gas identity, it trans- 
formed to 


z| > 


Cy < —— 5 (4.69) 


The analysis shows that the maximum amount depends on the gravity and gas 
properties. It should be noted that this value should be changed a bit since the & should 
be replaced by polytropic expansion n. When lapse rate C,, is equal to the right hand 
side of the inequality, it is said that situation is neutral. However, one has to bear in 
mind that this analysis only provides a range and isn't exact. Thus, around this value 
additional analysis is needed 





°The same issue of the floating ice. See example for the floating ice in cup. 
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One of the common question this author has been asked is about the forces 
of continuation. What is the source of the force(s) that make this situation when 
unstable continue to be unstable? Supposed that the situation became unstable and 
the layers have been exchanged, would the situation become stable now? One has to 
remember that temperature gradient forces continuous heat transfer which the source 
temperature change after the movement to the new layer. Thus, the unstable situation 
is continuously unstable. 


4.3.5 Gravity Variations Effects on Pressure and Density 


Until now the study focus on the change of density 
and pressure of the fluid. Equation (4.12) has two 
terms on the right hand side, the density, p and 
the body force, g. The body force was assumed 
until now to be constant. This assumption must be 
deviated when the distance from the body source 
is significantly change. At first glance, the body 
force is independent of the fluid. The source of 
the gravity force in gas is another body, while the 
gravity force source in liquid can be the liquid itself. 
Thus, the discussion is separated into two different 
issues. The issues of magnetohydrodynamics are 
too advance for undergraduate student and therefore,will not be introduced here. 





Fig. -4.12. The varying gravity effects 
on density and pressure. 


4.3.5.1 Ideal Gas in Varying Gravity 


In physics, it was explained that the gravity is a function of the distance from the center 
of the plant/body. Assuming that the pressure is affected by this gravity/body force. 
The gravity force is reversely proportional to r?. The gravity force can be assumed that 
for infinity, 7 — oo the pressure is about zero. Again, equation can be used 
(semi one directional situation) when r is used as direction and thus 


oP G 


where G' denotes the general gravity constant. The regular method of separation is 


employed to obtain 
P r 
dP G d 
i = / - (4.71) 
p, P RT J,, 7 


where the subscript b denotes the conditions at the body surface. The integration of 


equation (4.71) results in 








P G 1 1 
In BRT (= -) (4.72) 


Or in a simplified form as 
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2? emi (4.73) 
po Py 
Equation demonstrates that the pressure is reduced with the distance. It can be 
noticed that for r — rz, the pressure is approaching P + P,. This equation confirms 
that the density in outer space is zero p(oo) = 0. As before, equation can be 
expanded in Taylor series as 





standard correction factor 
P —<——— 
Sao =, G(r—m) (2GRT+G? 1%) (r—m)? (4.74) 
an RT 2rpy (RT) 


Notice that G isn't our beloved and familiar g and also that Gr,/RT is a dimensionless 
number (later in the Chapter (9) a discution about the definition of the dimensionless 
number and its meaning was added). 

4.3.5.2 Real Gas in Varying Gravity 


The regular assumption of constant compressibility, Z, is employed. It has to remember 
when this assumption isn't accurate enough, numerical integration is a possible solution. 
Thus, equation (4.71) is transformed into 


P r 
dP G dr 
[, P zat | re oe) 


With the same process as before for ideal gas case, one can obtain 





P iG _ rrp 
p ~@° ZRT rr, (4.76) 


po Pe 
Equation (4.73) demonstrates that the pressure is reduced with the distance. It can be 


observed that for r + ry, the pressure is approaching P + P,. This equation confirms 
that the density in outer space is zero p(oo) = 0. As before Taylor series for equation 


(4.73) is 





standard correction factor 
—————_ SS ”~ 
pP P 2 2 
2 Bol G (r— 1») (2GZRT+G Tb) (r — Tp) ieee (4.77) 
Pb b ZRT 2ry(ZRT)* 


It can be noted that compressibility factor can act as increase or decrease of the ideal 
gas model depending on whether it is above one or below one. This issue is related to 
Pushka equation that will be discussed later. 


4.3.5.3. Liquid Under Varying Gravity 


For comparison reason consider the deepest location in the ocean which is about 11,000 
[m]. If the liquid “equation of state” (4.41) is used with the hydrostatic fluid equation 
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results in 
Pa®, 
OP an 
aS =4€ Br gS (4.78) 
which the solution of equation (4.78) is 
Po—P B 
@ Br = Constant — —T 2° (4.79) 
r 


Since this author is not aware to which practical situation this solution should be applied, 
it is left for the reader to apply according to problem, if applicable. 


4.3.6 Liquid Phase 


While for most practical purposes, the Cartesian coordinates provides sufficient treat- 
ment to the problem, there are situations where the spherical coordinates must be 
considered and used. 

Derivations of the fluid static in spherical coordinates are 


Pressure Spherical Coordinates 





1d [(r?dP 
See ie eS. AgGoa=® (4.80) 
a%(5 =) + at 
Or in a vector form as 
1 
Ve (ve) +47Gp=0 (4.81) 
p 


4.4 Fluid in a Accelerated System 


Up to this stage, body forces were considered as one-dimensional. In general, the 
linear acceleration have three components as opposed to the previous case of only 
one. However, the previous derivations can be easily extended. Equation can 
be transformed into a different coordinate system where the main coordinate is in the 
direction of the effective gravity. Thus, the previous method can be used and there 
is no need to solve new three (or two) different equations. As before, the constant 
pressure plane is perpendicular to the direction of the effective gravity. Generally the 
acceleration is divided into two categories: linear and angular and they will be discussed 
in this order. 


4.4.1 Fluid in a Linearly Accelerated System 
For example, in a two dimensional system, for the effective gravity 


gesp =ait+gh (4.82) 
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where the magnitude of the effective gravity is 


Igert] = Vg? +? (4.83) 


and the angle/direction can be obtained from 
tanB = = (4.84) 
g 


Perhaps the best way to explain the linear acceleration is by examples. Consider 
the following example to illustrate the situation. 


Example 4.8: 





A tank filled with liquid is accelerated at 
a constant acceleration. When the accel- 
eration is changing from the right to the 
left, what happened to the liquid surface? 
What is the relative angle of the liquid 
surface for a container in an accelerated 
system of a = 5[m/sec]? 





Fig. -4.13. The effective gravity is for 
accelerated cart. 


SOLUTION 


This question is one of the traditional question of the fluid static and is straight forward. 
The solution is obtained by finding the effective angle body force. The effective angle 
is obtained by adding vectors. The change of the acceleration from the right to left is 
like subtracting vector (addition negative vector). This angle/direction can be found 


using the following 


tan! 6 =tan-!° = = OTOL 
g F 


The magnitude of the effective acceleration is 


lgers| = V5? + 9.812 = 11.015[m/sec?| 


End Solution 


Example 4.9: 
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A cart partially filled with liquid and is sliding 
on an inclined plane as shown in Figure [4.14] 
Calculate the shape of the surface. If there is a 


resistance, what will be the angle? What hap- Z © 

pen when the slope angle is straight (the cart is q® 

dropping straight down)? (e) 

SOLUTION a\ 
Fig. -4.14. A cart slide on inclined 
plane. 


(a) 
The angle can be found when the acceleration of the cart is found. If there is no 
resistance, the acceleration in the cart direction is determined from 


a=gsinf (4.85) 


The effective body force is acting perpendicular to the slope. Thus, the liquid surface 
is parallel to the surface of the inclination surface. 


(b) 

In case of resistance force (either of friction due to the air or resistance in the 
wheels) reduces the acceleration of the cart. In that case the effective body moves 
closer to the gravity forces. The net body force depends on the mass of the liquid and 
the net acceleration is 





Fine 
a (4.86) 
m 
The angle of the surface, a < 6, is now 
Fret 
g — Fine 
t = 4.87 
ana ee ( ) 


(c) 

In the case when the angle of the in- 
clination turned to be straight (direct 
falling) the effective body force is zero. 
The pressure is uniform in the tank and 
no pressure difference can be found. So, 
the pressure at any point in the liquid is 
the same and equal to the atmospheric 
pressure. 





g 
Fig. -4.15. Forces diagram of 
cart sliding on inclined plane. 


End Solution 
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Calculation of 
|the correction Rog 





























Fig. -4.17. Schematic angular angle to explain example|4. 10 


4.4.2 Angular Acceleration Systems: Constant Density 


For simplification reasons, the first case deals with a rotation in a perpendicular to the 
gravity. That effective body force can be written as 


Serf = -—gk+u?r? (4.88) 


The lines of constant pressure are 
not straight lines but lines of parabolic center of . 
. circulation —_ unit 
shape. The angle of the line depends on mass 


the radius as os 







Seff 





Ms (4.89) 


drow? r 
Equation (4.89) can be integrated as 


w? r? Fig. -4.16. Schematic to explain the angular 


29 (4.90) angle. 





2-20 => 


Notice that the integration constant 
was substituted by zo. The constant pres- 
sure will be along 


Angular Acceleration System 
mee 
IP 1) = ag) [(-2)+ | 







(4.91) 





2g 


To illustrate this point, example is provided. 


Example 4.10: 

A “U” tube with a length of (1+2)L is rotating at angular velocity of w. The center of 
rotation is a distance, L from the “left” hand side. Because the asymmetrical nature of 
the problem there is difference in the heights in the U tube arms of S as shown in Figure 
Expresses the relationship between the different parameters of the problem. 
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SOLUTION 


It is first assumed that the height is uniform at the tube (see for the open question on 
this assumption). The pressure at the interface at the two sides of the tube is same. 
Thus, equation (4.90) represents the pressure line. Taking the “left” wing of U tube 


change in r direction 





change in z direction — 
eos w? L? 
Zl — 20 = 
29 
The same can be said for the other side 
w? o? L? 
Zp — 29 = ———— 
r 0 2g 


Thus subtracting the two equations above from each each other results in 


2 (1 _ m2 
oe ee : x”) 





It can be noticed that this kind equipment can be used to find the gravity. 


End Solution 








Example 4.11: 

Assume that the diameter of the U tube is R;. What will be the correction factor if the 
curvature in the liquid in the tube is taken in to account. How would you suggest to 
define the height in the tube? 


SOLUTION 


In Figure [4.17] shows the infinitesimal area used in these calculations. The distance of 
the infinitesimal area from the rotation center is ?. The height of the infinitesimal area 
is ?. Notice that the curvature in the two sides are different from each other. The 
volume above the lower point is ? which is only a function of the geometry. 


End Solution 








Example 4.12: 

In the U tube in example[4. 10| is rotating with upper part height of £. At what rotating 
velocity liquid start to exit the U tube? If the rotation of U tube is exactly at the center, 
what happen the rotation approach very large value? 


A ice material can be skipped —_ —  — 


4.4.3 Fluid Statics in Geological System 


This author would like to express his gratitude to 
Ralph Menikoff for suggesting this topic. 
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Fig. -4.18. Earth layers not to scale|"| 


In geological systems such as the Earth provide cases to be used for fluid static 
for estimating pressure. It is common in geology to assume that the Earth is made of 
several layers. If this assumption is accepted, these layers assumption will be used to 
do some estimates. The assumption states that the Earth is made from the following 
layers: solid inner core, outer core, and two layers in the liquid phase with a thin crust. 
For the purpose of this book, the interest is the calculate the pressure at bottom of the 
liquid phase. Earth layers not to scale. This explanation is provided to understand 
how to use the bulk modulus and the effect of rotation. In reality, there might be an 
additional effects which affecting the situation but these effects are not the concern of 
this discussion. 

Two different extremes can recognized in fluids between the outer core to the 
crust. In one extreme, the equator rotation plays the most significant role. In the other 
extreme, at the north-south poles, the rotation effect is diminished since the radius 
of rotation is relatively very small (see Figure (4.19). In that case, the pressure at the 
bottom of the liquid layer can be estimated using the equation (4.46) or in approximation 
of equation (4.VI.j). In this case it also can be noticed that g is a function of r. 





10The image was drawn by Shoshana Bar-Meir, inspired from image made by user Surachit 
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If the bulk modulus is assumed con- 
stant (for simplicity), the governing equation 
can be constructed starting with equation 
(1.28). The approximate definition of the 
bulk modulus is 


pAP pAP 
Br = —— Ap = —— 4.92 
alae ==> Ap Br (4.92) 


“a Using equation to express the pressure dif- 


ference (see Example|4.6]for details explana- 








tion) as 
PO 
Fig. -4.19. Illustration of the effects of 1 | IPIOMT) dr 
the different radii on pressure on the Ro Br(r) 
solid core. 


In equation it is assumed that Br is 
a function of pressure and the pressure is a 
function of the location. Thus, the bulk modulus can be written as a function of the 
location radius, r. Again, for simplicity the bulk modulus is assumed to be constant. 
Hence, 





p(t) =r" (4.94) 
1- sf alr)e(r)ar 
T JRo 


The governing equation (4.94) can be written using the famous relation for the gravity") 
as 


Po L 

— =1-— Gr p(r) dr 4.95 

pr) Br Jr, — 
Equation (4.95) is a relatively simple (Fredholm) integral equation. The solution of this 
equation obtained by differentiation as 


po dp 

+—+Grp=0 4.96 

pap ore (4.96) 
Under variables separation technique, the equation changes to 


p r 
Po 
/ —{dp=- Grdr (4.97) 
po P Ro 


The solution of equation (4.97) is 
iL 1 G 
7 ( =) = (Ro'—*) (4.98) 


po? p 








The solution for the field with relation of 1/r? was presented in the early version. This solution 
was replaced with a function of gravity g «x r. The explanation of this change can be found at 


http://www. physicsforums.com/showthread.php?t=203955 
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or 








1 p 1 
p= == 
1 G 2 2 
(<5 - (ro? -19)) Po (1 G Ro (1 “)) 
Po Po PO Ro 


These equations, (4.98) and (4.99), referred to as the expanded Pushka equation. The 
pressure can be calculated since the density is found and using equation (1.28) as 





(4.99) 











r r a(r) r 
AP= P(r) g(r) dr = | pGrpdr= | pe’ Grdr (4.100) 
Ro Ro Ro 
or explicitly 
po’ Grdr 
AP = ( 1 2G ( 1 ~) (4.101) 
po? = po \Ro rr 


Ro 
The integral can evaluated numerically or analytically as 


4 po! G? Ro® log (r (Ro — 2 po G) + 2 p90 G Ro) 


_ 2 Ro? — 6 po G Ro? + 12 p02 G2 Ro — 8 po? G3 
a ie r? (po? Ro” — 2 po? G Ro) — 4r po? G Ro” eg) 


2 Ra? — 8po G Ro + 8 po? G? 








The related issue to this topic is, the pressure at the equator when the rotation is 
taken into account. The rotation affects the density since the pressure changes. Thus, 
mathematical complications caused by the coupling creates additionally difficulty. The 
integral in equation (4.95) has to include the rotation effects. It can be noticed that 
the rotation acts in the opposite direction to the gravity. The pressure difference is 


AP =| p (g(r) —wr?) dr (4.103) 
Ro 
Thus the approximated density ratio can be written as 
1 rT 
mii | p(pGr—wr?) dr (4.104) 
p Br Ro 


Taking derivative of the two sides with respect to r results in 


po ap 1 
dp a (oGr—wr?) (4.105) 
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Integrating equation (4.105) 


Po 1 ({-G wr 
a 05 





Where the pressure is obtained by integration as previously was done. The conclusion is 
that the pressure at the “equator” is substantially lower than the pressure in the north 
or the south “poles” of the solid core. The pressure difference is due to the large radius. 
In the range between the two extreme, the effect of rotation is reduced because the 
radius is reduced. In real liquid, the flow is much more complicated because it is not 
stationary but have cells in which the liquid flows around. Nevertheless, this analysis 
gives some indication on the pressure and density in the core. 


eu 2 Advance materi — —  — 





4.5 Fluid Forces on Surfaces 


The forces that fluids (at static conditions) extracts on surfaces are very important for 
engineering purposes. This section deals with these calculations. These calculations are 
divided into two categories, straight surfaces and curved surfaces. 


4.5.1 Fluid Forces on Straight Surfaces 


A motivation is needed before going through the routine of derivations. Initially, a 
simple case will be examined. Later, how the calculations can be simplified will be 
shown. 


Example 4.13: 

Consider a rectangular shape gate as shown in Figure |4.20, Calculate the minimum 
forces, F, and F2 to maintain the gate in position. Assuming that the atmospheric 
pressure can be ignored. 


SOLUTION 


The forces can be calculated by looking at 
the moment around point “O.” The ele- 
ment of moment is ad€ for the width of 
the gate and is 


dF 
dM = P adé(€+€) 
dA 





The pressure, P can be expressed as a 
function € as the following Fig. -4.20. Rectangular area under pressure. 


P=gp(l+ €)sinB 
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The liquid total moment on the gate is 


b 
M= gp(€+€)sin Badé(l+ €) 
0 


The integral can be simplified as 


b 
M=gap sing [ (0 + £)*dé (4.107) 
0 


The solution of the above integral is 





rs 


M=gpasing ( 3 


This value provides the moment that F, and F should extract. Additional equation is 
needed. It is the total force, which is 


b 
Frota = f gp (€+8) sin Badg 
0 


The total force integration provides 


: ; 2bL4+0 
Fro =goasin8 | (€+ €)d& = gpasin$ a) 
0 


The forces on the gate have to provide 


a 


Fi+Fa=gpasing ( 5 


Additionally, the moment of forces around point “O” is 





3077430714063 
Fil+ Fall+b) = gpa sing ( a os ) 
The solution of these equations is 


(324+) abgp sing 
6 





Fi = 


(32+2b) abgp sing 


Fy = 6 





End Solution 
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The above calculations are time con- y 
suming and engineers always try to make : 
life simpler. Looking at the above calcu- 
lations, it can be observed that there is 
a moment of area in equation and 
also a center of area. These concepts have Fig. -4.21. Schematic of submerged area to 
been introduced in Chapter[3] Several rep- explain the center forces and moments. 
resented areas for which moment of inertia 
and center of area have been tabulated in 
Chapter [3] These tabulated values can be used to solve this kind of problems. 





Symmetrical Shapes 

Consider the two-dimensional symmetrical area that are under pressure as shown 
in Figure [4.21] The symmetry is around any axes parallel to axis x. The total force and 
moment that the liquid extracting on the area need to be calculated. First, the force is 


a h(€) 
F= | PdA= [Pam +pgh)dA=A Patmos + pg / (€ + 9) sinBdA 
A Lo 


(4.108) 


In this case, the atmospheric pressure can include any additional liquid layer above 
layer “touching” area. The “atmospheric” pressure can be set to zero. 

The boundaries of the integral of equation refer to starting point and 
ending points not to the start area and end area. The integral in equation can 
be further developed as 


re A 


Ly 
Frotal =A Patmos ze Pg sin B Lo A + / EdA (4.109) 


In a final form as 





The moment of the liquid on the area around 
point “O” is 


é1 
M,= | P()édA (4.111) 
£0 
€ € sinB 
1 ~~ 
M, = [ (Patmos +.9p h(€) dA (4.112) 


Fig. -4.22. The general forces acting 
on submerged area. 
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Or separating the parts as 


tTcA Dr! 
ores or ieee 
1 1 
NM Pies / édA+gp sing e7dA (4.113) 
£0 £0 


The moment of inertia, J”, is about the axis through point “O” into the page. 


Ha 


Equation (4.113) can be written in more compact form as 


(4.114) 





Example|4.13}can be generalized to solve any two forces needed to balance the area/gate. 
Consider the general symmetrical body shown in figure which has two forces that 


balance the body. Equations (4.110) and (4.114) can be combined the moment and 


force acting on the general area. If the “atmospheric pressure” can be zero or include 
additional layer of liquid. The forces balance reads 


F,+ Fo =A [Patmos + pg sinB (fo + £c)] (4.115) 
and moments balance reads 
Fiat Fob = Patmoste A+ 9p sin BL, ,! (4.116) 
The solution of these equations is 
(6 sin B — Fe | tetlopsinB+ ae bA— I," p sinB 
° g(b—a) 





(4.117) 


and 


Lt _! p sin B — (6 sin B — Patan) e+ lop sin B + Patmos! g A 
Fy = sh ss (4.118) 
g (b—a) 

In the solution, the forces can be negative or positive, and the distance a or b can 
be positive or negative. Additionally, the atmospheric pressure can contain either an 
additional liquid layer above the “touching” area or even atmospheric pressure simply 
can be set up to zero. In symmetrical area only two forces are required since the 
moment is one dimensional. However, in non—symmetrical area there are two different 
moments and therefor three forces are required. Thus, additional equation is required. 
This equation is for the additional moment around the « axis (see for explanation in 
Figure|4.23). The moment around the y axis is given by equation and the total 
force is given by (4.110). The moment around the x axis (which was arbitrary chosen) 
should be 





Mz = f y PdA (4.119) 
A 
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Substituting the components for the pressure transforms equation (4.119) into 


Mz =) y (Patmos + pg €& sin B) dA (4.120) 
A 


The integral in equation (4.119) can be written as 


AYe ly! 
Mz = nino | yates sing [ eyaa (4.121) 
A A 


The compact form can be written as 


(4.122) 





The product of inertia was presented 
in Chapter These equations y 
(4.110), (4.114) and provide € 

the base for solving any problem for 

straight area under pressure with uni- 

form density. There are many combi- ie y 
nations of problems (e.g. two forces 
and moment) but no general solution 
is provided. Example to illustrate the 
use of these equations is provided. 








Fig. -4.23. The general forces acting on non sym- 
metrical straight area. 


Example 4.14: 
Calculate the forces which required to balance the triangular shape shown in the Figure 
424 


SOLUTION 


The three equations that needs to be solved are 


Pi t+ Fo + F3 = Frotal (4.123) 

The moment around = axis is 
F,b=M, (4.124) 

The moment around y axis is 
Fy e, + Fo (at 0) + F3 lo = Mz (4.125) 


The right hand side of these equations are given before in equations (4.110), (4.114) 
and (4.122). 
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The moment of inertia of the triangle around x is made of two triangles (as shown 
in the Figure (4.24) for triangle 1 and 2). Triangle 1 can be calculated as the moment of 
inertia around its center which is 9 + 2* (€; —0)/3. The height of triangle 1 is (€; — 0) 
and its width b and thus, moment of inertia about its center is In. = b(¢; — 0)3/36. 
The moment of inertia for triangle 1 about y is 
Ai Ax? 

L _ b(41—£0)* b(s—£0) lo ata 2(€1—£0) 
x2xn1 — 36 + 3 a 


The height of the triangle 2 is a — (€, — 9) and its width b and thus, the moment of 
inertia about its center is 





Agr? 
—m 


bla—(€1—Lo)}®_, “bla—(€1—L0)] [a—(£1—20)] \? 
Love = * ae 7 + e 3 o (4 + 3 o ) 


Ag 





and the total moment of inertia 


£ 
Leg = way + Tea Ly y b | 
The product of inertia of the triangle can 

: : : la 
be obtain by integration. It can be no- Fy 
ticed that upper line of the triangle is 
y= ae + 9. The lower line of the Fo yx 
triangle is y = = fo—a}e +lo +a. 





Fig. -4.24. The general forces acting on a non 
(€1—£—a) symmetrical straight area. 


° Tae 2ab7 £,4+2ab7 lo+a? b? 
— — a 1 a ora 
Loy = | (£1 Lo) F ry dx dy _ 24 
0 





The solution of this set equations is 


























os 
ae =| (g (64, +3a)+6 90) psinB+ 8 Paimos 
3 24 : 
(ea 14a)—£o ‘ee 27) 120") gp sing 
I (aot 
: = 
((« i) +£o (27 ah) 12 to") gp sin B 
FP; 72 





ab 
[] ( (742424) +8822) Pasmes 
| 


: 72 


End Solution 
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4.5.1.1 Pressure Center 


In the literature, pressure centers are commonly defined. These definitions are math- 
ematical in nature and has physical meaning of equivalent force that will act through 
this center. The definition is derived or obtained from equation and equation 
(4.122). The pressure center is the distance that will create the moment with the 
hydrostatic force on point “O.” Thus, the pressure center in the x direction is 


1 
Lp = pf ere (4.126) 


In the same way, the pressure center in the y direction is defined as 


1 
Yp = pf yPaa (4.127) 


To show relationship between the pressure center and the other properties, it can be 
found by setting the atmospheric pressure and £9 to zero as following 








gpsinBly 
= a 4.128 
ame pg sinB x, ( ) 
Expanding I,,",,, according to equation (3.30) results in 
aes (4.129) 
lp = Le ‘ 
Pa. A 
and in the same fashion in y direction 
=a (4.130) 
Yp = yoA Yc : 


It has to emphasis that these definitions are useful only for case where the atmospheric 
pressure can be neglected or canceled and where 9 is zero. Thus, these limitations 
diminish the usefulness of pressure center definitions. In fact, the reader can find that 
direct calculations can sometimes simplify the problem. 


4.5.1.2 Multiply Layers 


In the previous sections, the density was assumed to be constant. For non constant 
density the derivations aren't “clean” but are similar. Consider straight/flat body that 
is under liquid with a varying density] If density can be represented by average density, 
the force that is acting on the body is 


Fi = f gphdA~p f ghaa (4.131) 
A A 





12This statement also means that density is a monotonous function. Why? Because of the buoyancy 
issue. It also means that the density can be a non-continuous function. 
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In cases where average density cannot be represented reasonably] the integral has be 
carried out. In cases where density is non—continuous, but constant in segments, the 
following can be said 


Fiat = | gphaa = [ gprhdA+ | gpahdAa+ + f dpa had (4.132) 
A Ai Ag An 


As before for single density, the following can be written 


Le, A Boo Ag Len An 
— 
Frotaa = 9 SinB |p: | EdA+p2 | EdA+--++ pn | EdA (4.133) 
Ai Ag An 


Or in a compact form and in addition considering the “atmospheric” pressure can be 
written as 


(4.134) 


where the density, p; is the density of the layer 7 and A; and x,; are geometrical 
properties of the area which is in contact with that layer. The atmospheric pressure can 
be entered into the calculation in the same way as before. Moreover, the atmospheric 
pressure can include all the layer(s) that do(es) not with the “contact” area. 

The moment around axis y, M, under the same considerations as before is 


M, = [ gp? snBdA (4.135) 
A 


After similar separation of the total integral, one can find that 
nm 
My, = 9 sinB So ply a!; (4.136) 
i=1 


If the atmospheric pressure enters into the calculations one can find that 


(4.137) 





In the same fashion one can obtain the moment for x axis as 


(4.138) 








13{ qualitative discussion on what is reasonably is not presented here, However, if the variation of 
the density is within 10% and/or the accuracy of the calculation is minimal, the reasonable average 
can be used. 
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To illustrate how to work with these equations the following example is provided. 


Example 4.15: 

Consider the hypothetical Figure The last layer is made of water with den- 
sity of 1000[kg/m*]. The densities are p, = 500[kg/m?3], po = 800[kg/m], p3 = 
850[kg/m?], and ps = 1000[kg/m?3]. Calculate the forces at points a, and b. Assume 
that the layers are stables without any movement between the liquids. Also neglect all 
mass transfer phenomena that may occur. The heights are: h,; = 1[m], ho = 2[ml, 
hg = 3[m],and ha = 4[m]. The forces distances are a, = 1.5[m], ag = 1.75[m], and 
b; = 4.5[m]. The angle of inclination is is B = 45°. 


SOLUTION 


Since there are only two un- 
knowns, only two equations are 
needed, which are and 
(4.134). The solution method of 
this example is applied for cases 
with less layers (for example by 
setting the specific height dif- 
ference to be zero). Equation 
can be used by modifying 
it, as it can be noticed that in- 
stead of using the regular atmo- Fig. -4.25. The effects of multi layers density on static 
spheric pressure the new “atmo- forces. 

spheric” pressure can be used as 








Patmos = Patmos + P1 ghy 


The distance for the center for each area is at the middle of each of the “small” 
rectangular. The geometries of each areas are 





3 
he e( sf3—a ) 
a27 sinB “? 2 
Ley = sin B Aj =f (#25 = a2) te = 3 + (1) Aj 
ho+h e &(h3—h2)3 2 
Teg = 2 sing Ag = sin B (hs — ha) tts = Sea = (ea) Ae 

















+ &(ha—hs)? 2 
%3 = fae A3 = an (ha — hg) Ly a! 3 = ae + (Xe3)” As 


After inserting the values, the following equations are obtained 
Thus, the first equation is 


Atotal 


), — 3 
F, + Fo = Patmos €(b2 — a2) +g sin B So pits Lei Ai 


i=1 
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The second equation is (4.137) to be written for the moment around the point “O” as 


Lc Atotal 


! (be + az) 
2 





3 
l(b az) t g sinB Spit Lit 


i=1 


Fy ay + Fo by = Patmos 


The solution for the above equations is 


2b, g sinB wey Pit1 eo, Ai—2g sinB ~, PiLs De! ‘ 











2b;—2a, 
Fl= 
(ba? —2 by bo +2 ag bj —a2”)l Patmos 
2b,—2 a1 
2g sin 73_, pi4a Ly! 72019 sin B Wher Pitt Bei As 
2b, —2 al + 
F2= 


(b27+2 ay bg+a27—2 a4 ay )e Patmos 
2b,-—2a, 





The solution provided isn't in the complete long form since it will makes things messy. 
It is simpler to compute the terms separately. A mini source code for the calculations is 
provided in the the text source. The intermediate results in SI units ([m], [m7], [m*]) 


are: 
Ley = 2.2892 Leq = 3.5355 Le3 = 4.9497 


A, = 2.696 Ag = 3.535 A3 = 3.535 
Dytaty = 14.215 I prytg = 44.292 Tyr gg = 86.718 
The final answer is 
F, = 304809.79[N] 


and 
Fy = 958923.92[N] 


End Solution 


4.5.2 Forces on Curved Surfaces 


The pressure is acting on surfaces perpen- 
dicular to the direction of the surface (no 
shear forces assumption). At this stage, 
the pressure is treated as a scalar function. 
The element force is 





dF =—PadA (4.139) 


. ee Fig. -4.26. The forces on curved area. 
Here, the conventional notation is used 


which is to denote the area, dA, outward 
as positive. The total force on the area will be the integral of the unit force 


F= -{ Pada (4.140) 
A 
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The result of the integral is a vector. So, if the y component of the force is needed, 
only a dot product is needed as 


dF, =dF ej (4.141) 


From this analysis (equation (4.141)) it can be observed that the force in the direction 
of y, for example, is simply the integral of the area perpendicular to y as 


F, = I PdAy (4.142) 


The same can be said for the x direction. 
The force in the z direction is 


r= | hg pdA, (4.143) 
A 


The force which acting on the z di- 
rection is the weight of the liquid above the 
projected area plus the atmospheric pres- 
sure. This force component can be com- 
bined with the other components in the 
other directions to be 





Frotal = (Pe+he +h? ee) eee 
And the angle in “a z” plane is oan 
F, the body 
tan 0x2 = 5 (4.145) 
and the angle in the other plane, “yz” is 
tan 024 = a (4.146) Fig. -4.27. Schematic of Net Force on floating 


fy body. 

The moment due to the curved surface require integration to obtain the value. There 
are no readily made expressions for these 3-dimensional geometries. However, for some 
geometries there are readily calculated center of mass and when combined with two 
other components provide the moment (force with direction line). 


Cut—Out Shapes Effects 

There are bodies with a shape that the vertical direction (z direction) is “cut— 
out” aren't continuous. Equation implicitly means that the net force on the 
body is z direction is only the actual liquid above it. For example, Figure [4.27] shows a 
floating body with cut—out slot into it. The atmospheric pressure acts on the area with 
continuous lines. Inside the slot, the atmospheric pressure with it piezometric pressure 
is canceled by the upper part of the slot. Thus, only the net force is the actual liquid 
in the slot which is acting on the body. Additional point that is worth mentioning is 
that the depth where the cut-out occur is insignificant (neglecting the change in the 
density). 
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Example 4.16: 


Calculate the force and the moment around 
point “O” that is acting on the dam (see 
Figure (4.28)). The dam is made of an 
arc with the angle of 89 = 45° and radius 
of r = 2|m]. You can assume that the liq- 
uid density is constant and equal to 1000 
[kg/m3]. The gravity is 9.8[m/sec”] and 
width of the dam is b = 4[m]. Compare 
the different methods of computations, di- 
rect and indirect. 








x direction 





Fig. -4.28. Calculations of forces on a 
circular shape dam. 


SOLUTION 


The force in the x direction is 
dA, 
_ 
Fy = | Pr cos@dé 
A 


Note that the direction of the area is taken into account (sign). The differential area 
that will be used is, br d@ where b is the width of the dam (into the page). The pressure 
is only a function of 6 and it is 


P= Patmos + pgrsin8é 


The force that is acting on the x direction of the dam is A, x P. When the area A,, 
is br d@ cos@. The atmospheric pressure does cancel itself (at least if the atmospheric 
pressure on both sides of the dam is the same.). The net force will be 


P dA, 
60 iar ~ ow — 
r= | pgr sin@ br cos6 dé 
0 
The integration results in 





b 2 
F, = a = (1 — cos? (80)) 
Alternative way to do this calculation is by cal- 
culating the pressure at mid point and then 
multiply it by the projected area, A, (see Fig- 


ure|4.29)) as 





Be 
pa Bae Soy be Fig. -4.29. Area above the dam arc sub- 
F,, = pg brsin 4 5 Des a sin? 0 tract triangle. 
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Notice that dA,(cos@) and A, (sin @) are different, why? 
The values to evaluate the last equation are provided in the question and simplify 
subsidize into it as 


_ 1000 x 9.8 x 4 x 2 


Fy 
2 





sin(45°) = 19600.0[N] 


Since the last two equations are identical (use the sinuous theorem to prove it 
sin? 9 + cos? = 1), clearly the discussion earlier was right (not a good proof Low). 
The force in the y direction is the area times width. 








Vv 
A 
Oyr2 — r2sin 0 cos 4 
F,= > —_ — © | bgp ~ 22375.216[N] 


The center area ( purple area in Figure|4.29) should be calculated as 


= Ye A oss — Ue Airiacaite 
Ye A 





The center area above the dam requires to know the center area of the arc and triangle 
shapes. Some mathematics are required because the shift in the arc orientation. The 
arc center (see Figure|4.30) is at 


4rsin? (4) 


Yearc = 36 


All the other geometrical values are obtained from 
Tables|3.1]and[3.2] and substituting the proper values 











results in 4r sin (8) cos (8) 
30 
Ye Ve Airiangle 
Aare ——— a WW 
72 4rsin($)cos($) 2r cos sin@r? 
— : 30 3 2 
c —_ . 
. Or? rr? sin @ cos 6 
2 2 
eS 
Aare Atpiangleé 





This value is the reverse value and it is 
Fig. -4.30. Area above the dam arc 
Ye, = 1.65174[m] calculation for the center. 





14Well, it is just a demonstration! 
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The result of the arc center from point “O” (above 
calculation area) is 


Ye =T — Yep = 2— 1.65174 ~ 0.348[m] 
The moment is 


My = Yc Fy ~ 0.348 x 22375.2 ~ 7792.31759[N x ml] 


The center pressure for x area is 








Ion 
B (r cos 00)° 
Tex r cos8y 36 5rcos 4 
a z.A 2 r cos0o = 9 
7 B(r cos) 
KN” 


Le 
The moment due to hydrostatic pressure is 


57 cosOy 


9 Fe © 15399.21[N x m] 


Mn = Ip F, = 
The total moment is the combination of the two and it is 
Mtotat = 23191.5[|N x m] 


For direct integration of the moment it 
is done as following 


90 
ap =PdA= [ pg sin@ br dé 
0 


and element moment is 


£ 





0 6 
dM =dF x €=dF2r sin (5) cos (5) 
and the-fotalmomentis Fig. -4.31. Moment on arc element around 
00 Point “O.” 
M= dM 
0 


or 


a 6 0 
ua f pg sin@br2r sin (5) cos (5) dé 
0 2 2 
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The solution of the last equation is 


ua ore Peo — sin (P00) 





The vertical force can be obtained by 


00 
A PdA, 
0 
or 


ee ae ee 
Fy -| pgr sin@rdé cosé 
0 





2 
Ee 5 . (1 — cos (00)”) 
Here, the traditional approach was presented first, and the direct approach second. 
It is much simpler now to use the second method. In fact, there are many programs 
or hand held devices that can carry numerical integration by inserting the function and 
the boundaries. 
End Solution 
To demonstrate this point further, consider a more general case of a polynomial 
function. The reason that a polynomial function was chosen is that almost all the 
continuous functions can be represented by a Taylor series, and thus, this example 
provides for practical purposes of the general solution for curved surfaces. 








Example 4.17: 


For the liquid shown in Figure [4.32| ,cal- 
culate the moment around point “O” and 
the force created by the liquid per unit 
depth. The function of the dam shape is 
y = iL, 4:2" and it is a monotonous 
function (this restriction can be relaxed 
somewhat). Also calculate the horizontal 
and vertical forces. 





Fig. -4.32. Polynomial shape dam de- 
scription for the moment around point 


“O” and force calculations. 
SOLUTION 


The calculations are done per unit depth (into the page) and do not require the actual 
depth of the dam. 
The element force (see Figure |4.32) in this case is 


P 


_—_ 
h dA 


— 


NS 
dF = (b—y) gp Vdax? + dy? 
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The size of the differential area is the square root of the dx? and dy? (see Figure 4.32). 
It can be noticed that the differential area that is used here should be multiplied by the 
depth. From mathematics, it can be shown that 


2 
V dx? + dy? = dx4/1+ (2) 
dx 


The right side can be evaluated for any given func- 
tion. For example, in this case describing the dam func- 
tion is 


a (4) - ay (Soiaw so) 


i=l 





The value of x» is where y = b and can be obtained by 
finding the first and positive root of the equation of 











n 
0= S- a;x*—b Fig. -4.33. The difference be- 
i=1 tween the slop and the direction 
angle. 


To evaluate the moment, expression of the distance and 

angle to point “O” are needed (see Figure |4.33). The 

distance between the point on the dam at x to the point “O” is 
Ua) = V(b—y)? + (a — 2)? 


The angle between the force and the distance to point “O” is 


1 (dy - b-y 
_ 1 1 
O(a) = tan (3) tan (= “| 


The element moment in this case is 








dF 
aoa ee 


dy\2 
dM = 0(x) (b—y)gp4f/1t (2) cos (x) dx 
C 
To make this example less abstract, consider the specific case of y = 2°. In this case, 
only one term is provided and zy can be calculated as following 
r= \/- 
ea 
Notice that /2 is measured in meters. The number “2” is a dimensional number with 


units of [1/m°]. The derivative at « is 


dy 
—* =1207° 
dx a‘: 
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and the derivative is dimensionless (a dimensionless number). The distance is 


= | (b 2a (4 °) 


The angle can be expressed as 








b— 22% 


6/b 
ie-= 


Vo 
uf £(a) cos 6(x) (b— 22°) gpV1+ 122° dx 
0 


6=tan! (12 Z| —tan7! 


The total moment is 


This integral doesn't have a analytical solution. However, for a given value 0 this integral 
can be evaluate. The horizontal force is 








b  pgb? 
F; = b = = 
h Pg 2 5) 
The vertical force per unit depth is the volume above the dam as 
vA 7 
5b 
B= | (b— 22°) pgdx =pg - 
0 


In going over these calculations, the calculations of the center of the area were not 
carried out. This omission saves considerable time. In fact, trying to find the center of 
the area will double the work. This author find this method to be simpler for complicated 
geometries while the indirect method has advantage for very simple geometries. 


End Solution 











4.6 Buoyancy and Stability : 


One of the oldest known scientific re- 

search on fluid mechanics relates to buoy- a 
ancy due to question of money was car- 

ried by Archimedes. Archimedes princi- 

ple is related to question of density and b 

volume. While Archimedes did not know 

much about integrals, he was able to cap- Fig. -4.34. Schematic of Immersed Cylinder. 
ture the essence. Here, because this ma- 

terial is presented in a different era, more advance mathematics will be used. While the 
question of the stability was not scientifically examined in the past, the floating vessels 
structure (more than 300 years ago) show some understanding] 


ho 
wy 











This topic was the author’s high school class name (ship stability). It was taught by people like 
these, 300 years ago and more, ship builders who knew how to calculate GM but weren't aware of 
scientific principles behind it. If the reader wonders why such a class is taught in a high school, perhaps 
the name can explain it: Sea Officers High School ( or Acco Nautical College) 
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The total net forces the liquid and gavity exact on a body are considered as 
a buoyancy issue while the moment these force consided as a stability issue. The 
buoyancy issue was solved by Archimedes and for all practical pupuses is realy solved 
issue. Furthermore, as a derivative, the stability in the perpendicular direction liquid 
surface is a solved problem did not give to any real question (like oscillating of body is 
solved problem). While there are recent papers which deal the issue but they do solve 
any issue in this respect. However, the rotation stability is issue that continue to be 
evolved even after this work. There three approaches that deal with issue which are in 
historical order are Metacenter, potential, and moment examinatior|®| 

To understand this issue, consider a cubical and a cylindri- 
cal body that is immersed in liquid and center in a depth of, ho 


as shown in Figure The force to hold the cylinder at the ho 
place must be made of integration of the pressure around the 
surface of the square and cylinder bodies. The forces on square ral 


geometry body are made only of vertical forces because the two 
sides cancel each other. However, on the vertical direction, the 
pressure on the two surfaces are different. On the upper surface 
the pressure is pg (ho — a/2). On the lower surface the pressure 
is pg (ho +a/2). The force due to the liquid pressure per unit 
depth (into the page) is 


F = pg ((ho — a/2) — (ho + a/2)) £6 = —pgabl=—pgV 
(4.147) 


Fig. -4.35. The float- 
ing forces on Immersed 
Cylinder. 


In this case the @ represents a depth (into the page). Rearranging equation (4.147) to 
be 


F 
— = 4.148 
Pg ( ) 


The force on the immersed body is equal to the weight of the displaced liquid. This 
analysis can be generalized by noticing two things. All the horizontal forces are canceled. 
Any body that has a projected area that has two sides, those will cancel each other 
in the perpendicular to surface direction. Another way to look at this point is by 
approximation. For any two rectangle bodies, the horizontal forces are canceling each 
other. Thus even these bodies are in contact with each other, the imaginary pressure 
make it so that they cancel each other. 

On the other hand, any shape is made of many small rectangles. The force on 
every rectangular shape is made of its weight of the volume. Thus, the total force is 
made of the sum of all the small rectangles which is the weight of the sum of all volume. 

In illustration of this concept, consider the cylindrical shape in Figure [4.34] The 
force per area (see Figure [4.35) is 


P dAvertica 
a ess 
dF = pg (ho—r sin@) sin@r dé (4.149) 





16The first method was developed 300 years ago, the potential was developed about 30 years ago 
and moment examination if present here for the first time. 
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The total force will be the integral of the equation (4.149) 


r= [os (ho — r sin 6) r dé sind (4.150) 
Rearranging equation (4.149) transforms it to 
r=roef (ho — r sin @) sin 6 dO (4.151) 
The solution of equation is 
F=-nrr’pg (4.152) 


The negative sign indicate that the force acting upwards. While the horizontal force is 


20 
Fy = | (ho — r sin @) cos 0 dO = 0 (4.153) 
0 


Example 4.18: 
To what depth will a long log with radius, r, a length, £ and density, pw in liquid with 
density, pj. Assume that p; > Pw. You can provide that the angle or the depth. 


Typical examples to explain the buoyancy are 
of the vessel with thin walls put upside down into 
liquid. The second example of the speed of the 
floating bodies. Since there are no better examples, 
these examples are a must. 





Example 4.19: 

A cylindrical body, shown in Figure|4.36], is floating 
in liquid with density, p,. The body was inserted 
into liquid in a such a way that the air had remained 
in it. Express the maximum wall thickness, t, as a Fig. -4.36. Schematic of a thin wall 
function of the density of the wall, ps liquid density, floating body. 

p, and the surroundings air temperature, T\ for the 

body to float. In the case where thickness is half the maximum, calculate the pressure 
inside the container. The container diameter is w. Assume that the wall thickness is 
small compared with the other dimensions (t << w andt << h). 











SOLUTION 


The air mass in the container is 


V Pair 


Patmos 


RT 


Meir = Tw h 
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The mass of the container is 


A 
A 


2 
Meontainer = | Two +2rw h t Ps 


The liquid amount enters into the cavity is such that the air pressure in the cavity equals 
to the pressure at the interface (in the cavity). Note that for the maximum thickness, 
the height, h; has to be zero. Thus, the pressure at the interface can be written as 


On the other hand, the pressure at the interface from the air point of view (ideal gas 
model) should be 
ir RT; 
Pin = Mair > 
hin TW 
~ 


Vv 


Since the air mass didn’t change and it is known, it can be inserted into the above 
equation. 


p 
—_—GN 


(mw h) “nes RT, 


hin 7 w2 





PLY hin + Patmos = Pe = 
The last equation can be simplified into 


h Patmos 


PLY hin + Puinioes = h 
an 


And the solution for hj, is 





Primos ote V4g h Patmos Pl + Piiges 


hin = 
29 pI 





and 





ae /4 gh Patmos Pl + Poag = Patmos 
‘i 29 pI 


The solution must be positive, so that the last solution is the only physical solution. 





End Solution 








ee A ice material can be skipped —_—«» —  — 


Example 4.20: 
Calculate the minimum density an infinitely long equilateral triangle (three equal sides) 
has to be so that the sharp end is in the water. 
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SOLUTION 


The solution demonstrates that when h —+ 0 then h;,, —> 0. When the gravity 
approaches zero (macro gravity) then 
h2 2h? p;2 g2 5 h* p;? q? 
Bey A PLG a: Pl z Pug 
PLY Patmos Patmos 





Hig Patmos 
i 3 
Patmos 


This “strange” result shows that bodies don't float in the normal sense. When the 
floating is under vacuum condition, the following height can be expanded into 


his, = h Patmos a Patmos aie 
9 pl 29 pl 


which shows that the large quantity of liquid enters into the container as it is expected. 
Archimedes theorem states that the force balance is at displaced weight liquid (of 
the same volume) should be the same as the container, the air. Thus, 





net displayed 





water container a 
caf FT or P 
nw? (h— hin) g = (tw? +2rwh) tpatmuth ( wot) 
1 


If air mass is neglected the maximum thickness is 





2ghw pi + Parca = s/ 49h Pass Pl Spite gar 
(2gwt+4gh) pips 





tmax = 


The condition to have physical value for the maximum thickness is 





2 g h Pl + Patmos = 4 gh Preis Pl + Peas 


The full solution is 





(w R/4Ggh Patmos pit Patmos?—29 hw Rpi~Patmos w R) Tr+2.gh Patmos W Pl 
tmax = (2Qgwt4gh)RpipsTi 





In this analysis the air temperature in the container immediately after insertion 
in the liquid has different value from the final temperature. It is reasonable as the 
first approximation to assume that the process is adiabatic and isentropic. Thus, the 
temperature in the cavity immediately after the insertion is 


T,  (P; 
ps: Sab 


The final temperature and pressure were calculated previously. The equation of state is 


Mair R T; 


P= 
V; 
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The new unknown must provide additional equation which is 


V; =7wh; 


Thickness Below The Maximum 





For the half thickness ¢ = Fare the general solution for any given thickness below 
maximum is presented. The thickness is known, but the liquid displacement is still 
unknown. The pressure at the interface (after long time) is 


2 } Patmos 
aTwrh RT RT, 


(hin + hy) Tw? 





PLY hin + Prtniee = 


which can be simplified to 


h Patmos 


PLY hin + Patmos = hin a hi 


The second equation is Archimedes’ equation, which is 





Patmos 
mw (h— hin — hi) = (tw? +27wh)tpsg) +rw7h ( a )s 
1 


End Solution 


— Ed) Advance materia — —  — 


Example 4.21: 

A body is pushed into the liquid to a distance, ho and left at rest. Calculate acceleration 
and time for a body to reach the surface. The body's density is ap; , where a is ratio 
between the body density to the liquid density and (0 < a < 1). Is the body volume 
important? 


SOLUTION 


The net force is 
liquid body 
weight weight 
—— aN 
F= Vop —Vgap =Vgpi(l—a) 
But on the other side the internal force is 


SN 
F=ma=Vap,a 


Thus, the acceleration is 
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If the object is left at rest (no movement) thus time will be (h = 1/2at?) 


2ha 


= i —a) 


If the object is very light (a —> 0) then 





3 5 7 
_ 2D NaGmo? _38v2gha2  dsV2gha2 | 
T 89 


tmin = t posse 
g 29 169 


From the above equation, it can be observed that only the density ratio is important. 
This idea can lead to experiment in “large gravity” because the acceleration can be 
magnified and it is much more than the reverse of free falling. 


End Solution 


Example 4.22: 

In some situations, it is desired to find equivalent of force of a certain shape to be 
replaced by another force of a “standard” shape. Consider the force that acts on a half 
sphere. Find equivalent cylinder that has the same diameter that has the same force. 


SOLUTION 


The force act on the half sphere can be found by integrating the forces around the 
sphere. The element force is 


dA, 
cas OOO 
h dA 


"~~. —_—Sa 
dF = (pz — ps) g r cos cos cos6 cos ¢ r? do dd 


The total force is then 
F, = | | (pL — ps) g cos ¢cos* Or? do dd 
o Jo 
The result of the integration the force on sphere is 


_ 1 (pr — ps)r? 


Fs 
4 





The force on equivalent cylinder is 
F. =r (pr —ps)h 


These forces have to be equivalent and thus 


Eee OI ah gypsy 
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Thus, the height is 
h 


r 4 


End Solution 


Example 4.23: 

In the introduction to this section, it was assumed that above liquid is a gas with 
inconsequential density. Suppose that the above layer is another liquid which has a bit 
lighter density. Body with density between the two liquids, p, < ps < rhop, is floating 
between the two liquids. Develop the relationship between the densities of liquids and 
solid and the location of the solid cubical. There are situations where density is a 
function of the depth. What will be the location of solid body if the liquid density 
varied parabolically. 


SOLUTION 


In the discussion to this section, it was shown that net force is the body volume times 
the the density of the liquid. In the same vein, the body can be separated into two: 
one in first liquid and one in the second liquid. In this case there are two different 
liquid densities. The net force down is the weight of the body p.h A. Where h is the 
height of the body and A is its cross section. This force is balance according to above 
explanation by the two liquid as 


pckA = AN (api + (1 — a@)pn) 
Where a is the fraction that is in low liquid. After rearrangement it became 
= Pc — Ph 
Pl — Ph 
the second part deals with the case where the density varied parabolically. The density 
as a function of x coordinate along fh starting at point pp is 


v\2 
p(x) = pr - (F) (pn — pi) 
Thus the equilibration will be achieved, A is canceled on both sides, when 


peh= i lo = ee (Pn — ) dx 


1 


After the integration the equation transferred into 
391 —3pn) 217+ (3h p, —3hpn) 21 +h? py + 2h? pp, 

3h 
And the location where the lower point of the body (the physical), 71, will be at 
_ V3 VS 38h? pi? + (4 pe — 6h? pa) pr + 3h? pr? — 12 pepn+ 3h —3hpn 
7 6 pr —2 pi 





ie 








Xx) 
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For linear relationship the following results can be obtained. 


= hp +hpn—6 pe 
2p. — 2 Ph 





Ty 


In many cases in reality the variations occur in small zone compare to the size of the 
body. Thus, the calculations can be carried out under the assumption of sharp change. 
However, if the body is smaller compare to the zone of variation, they have to accounted 
for. 


End Solution 


Example 4.24: 

A hollow sphere is made of steel (ps/pw “= 7.8) with a t wall thickness. What is the 
thickness if the sphere is neutrally buoyant? Assume that the radius of the sphere is 
R. For the thickness below this critical value, develop an equation for the depth of the 
sphere. 


SOLUTION 


The weight of displaced water has to be equal to the weight of the sphere 








4n R8 4nR? 4x (R-t) 
s = Pw 4.XXIV. 
psf —s ( 3 3 ( a) 
after simplification equation (4.XXIV.al) becomes 
3 
Psi _3iR?-3PR+8 (4.XXIV.b) 
Pw 


Equation (4.XXIV.b) is third order polynomial equation which it’s solution (see the 
appendix) is 








F 3 3 
ty = ( v3i 3) (Ar n) zee 7 
a 
to = (4-3) (2 e Rm) +R (4.XXIV.c) 
Pw 


tj; = R ( [2 -1+1) 
Pw 


The first two solutions are imaginary thus not valid for the physical world. The last 
solution is the solution that was needed. The depth that sphere will be located depends 
on the ratio of t/R which similar analysis to the above. For a given ratio of t/R, the 
weight displaced by the sphere has to be same as the sphere weight. The volume of a 
sphere cap (segment) is given by 

= cr ORM (4.XXIV.d) 
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Where h, is the sphere height above the water. The volume in the water is 
4nR® wh? (3R—h) 40 (R8—3 Rh? +h’) 
3 3 7 3 


When V.yater denotes the volume of the sphere in the water. Thus the Archimedes law 
is 


(4.XXIV.e) 


Vater — 





pun (R2-3Rh?+h3) peda (8th? -3°R+2) 




















(4.XXIV.f) 
3 3 
or 
(R° -3.Rh2 +3) = 2" (3tR?-32R+2°) (4.XXIV.g) 
The solution of (4.XXIV.g) is 
1 
_ (= (4R3—fR) fR— 2) 3 
5 2 
R?2 
+ i 
J—fR(4R3—fR) fR—-2R3\3 
( 2 2 
(4.XXIV.h) 


Where —fR = R3 — PY (3t R? — 3t? R+t°) There are two more solutions which 
p 


Ss 
contains the imaginary component. These solutions are rejected. 


End Solution 


Example 4.25: 

One of the common questions in buoyancy is the weight with variable cross section and 
fix load. For example, a wood wedge of wood with a fix weight/load. The general 
question is at what the depth of the object (i.e. wedge) will be located. For simplicity, 
assume that the body is of a solid material. 


SOLUTION 


It is assumed that the volume can be written as a function of the depth. As it was 
shown in the previous example, the relationship between the depth and the displaced 
liquid volume of the sphere. Here it is assumed that this relationship can be written as 


Vy = f(d, other geometrical parameters) (4.XXV.a) 

The Archimedes balance on the body is 
PeVa = Pw Vw (4.XXV.b) 
d= poupeva (4.XXV.c) 


Pw 


End Solution 
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Example 4.26: 
In example [4.25] a general solution was provided. Find the reverse function, f—! for 
cone with 30° when the tip is in the bottom. 


SOLUTION 


First the function has to built for d (depth). 





d 2 
he nd (a) _ = (4.XXVI.a) 


fe pada (4.XXVI.b) 
Pe Va 


End Solution 


Thus, the depth is 


4.6.1 Stability 


Simplistically, the stability of floating 
body is divided into three categories. 
When moments/forces are such that 
they returned the immerse body to its 
original position state is referred to as 
the stable body and vice versa. The 
third state is when the couple forces 
do have zero moment, it is referred 
to as the neutral stable. An example 
of such situation is a rounded body, like a marble, on flat surface. 

Floating uniform density bodies are, as it can be observed, are inherently “un- 
stable.” Only at extreme case where liquid density is almost equal to the density of 
solid body it will be neutral stability. Bodies with none uniform densities can be both 
situations, in stable and none stable. The bodies with none uniform density can arrange 
the center of mass in lower position. This fact can be illustrated by Fig. [4.41] where 
the center of the mass/gravity can be at lower point than the buoyant center. The 
discussion here will be focused on uniformed bodies as they provide more complicated 
situations. The none uniformed bodies are like uniform bodies but with a different 
center of gravity. To understand the unstable zone consider Fig. [4.37] which shows a 
body made of a hollow balloon and a heavy sphere connected by a thin and light rod in 
three different configurations. The left one (a) shows the sphere just under the balloon 
in middle (b) there is a slight deviation from the previous case. Case 3 depicts (right 
side) almost opposite to case (a). This arrangement has mass centroid close to the 
middle of the sphere. The buoyant centroid is below the middle of the balloon. If this 
arrangement is inserted into liquid and will be floating, the balloon will be on the top 
and sphere on the bottom Fig. [4.37p. Tilting the body with a small angle from its 





Fig. -4.37. Schematic of floating bodies. 
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resting position creates a shift in the forces direction to return original state (examine 
Fig. [4.37p). These forces create a moment which wants to return the body to the 
resting (original) position. When the body is at the position shown in Fig. [4.37E, the 
body is unstable and any tilt from the original position creates moment that will further 
continue to move the body from its original position. This analysis doesn’t violate the 
second law of thermodynamics because it takes energy to move the body to the unstable 


situation. 


4.6.1.1 Centroid of Floating Body or Buoyancy Centroid 


To carry this analysis a new concept has to in- 
troduce, the center or centroid of floating body 
or Buoyancy Centroid denoted “B.” The pres- 
sure center discussed in Section |4.5.1.]]in this 
section expanded to deals with the equivalents 
force that acting on the floating bodies. To il- 


a> 


Fig. -4.38. Center of mass arbitrary float- 
ing body. 


lustrate this point consider an arbitrary shape floats on liquid shown in Fig. [4.38] It was 
shown, in this book, that the force acting on floating body must be only in the vertical 
direction. Furthermore, the liquid pressure must be balanced the displaced liquid. The 
equivalent force of the pressure acting on the body in equilibrium can be obtained from 
calculating the center mass of the displaced liquid. Note that the above statement is 
correct for arbitrary density (for example, if the density, = f(h)). If the body is not in 
equilibrium with the floating force does not act at the center of mass. The location and 
direction of the force is some distance from the center of the mass yet in the vertical 


direction. 


4.6.1.2 History of the Stability Analysis 


The history of the stability analysis is re- 
flective of general physics and fluid me- 
chanics science. A good summary is given 
by [1] but lacking major developments that 
occurred in the last 30 years. The high- 
lights of stability analysis research show 
that it was important topic for a long time. 
Clearly having ship that do not flipped in 
the sea (or other water body) was impor- 
tant since the early time. The test was 
done by some individuals moving on the 
floating body to examine how the stable 
is the ship. The real understanding of the 
stability is tied to more advance mathe- 








Fig. -4.39. Bouguer Showing Metacenter. 


matics and fluid mechanics there was no ability to examine this issue. For example, 
Archimedes did not know about the concept of pressure hence he lack a major tool in 
his understanding. The early work was done by Huygens by that time the concept 
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of pressure and some knowledge of early calculus was available. Even the concept of 
“specific gravity” (specific density) was introduced by that time (density was introduced 
1586 by Simon Stevin). Stevin also discover that the forces (gravity and buoyancy) have 
to act in the same line as prerequisite for stability. French mathematics Paul Hoste, 
(1652-1700) made attempt to tackle the stability problem but fail because did know 
about the calculus. 

In Euler was requested by the Russian (at the time he was Russian Tzer kids tutor, 
what a lucky students) to review the work of La Croixs work [3] [4]. As usual money was 
the reason pushing the science forward. That was the age of discovery and ability to 
project power especially with a marine power was essential. During that era the ship's 
gunport was developed The need to find the water line and maximum turning point 
before water get into the ship were important. Hence the importance of developing the 
science behind the stability. 

Pierre Bouguer French Hydrologist (fluid mechanics) got his father royal professor 
post at age of 15 after his father pass away (must be very smart kid). He improved the 
numerical integration methods (trapezoid method}*"| Later he derived the Metacenter 
concept see Fig. This Metacenter method is the most used method today. 
Yet, when one tries to use it, it is found to be complicated and graphical representation 
(or numerical modeling) is commonly required. If the conversion to moment of inertia 
is utilized then the body must be smooth. 

As results, another method namely rr _ 
the potential/energy principle is or could qi ) @y 
be used. In this method the energy or the — Cae 
potential of the system is written and uti- - - 
lized to find stability points. This tech- nS — 
nique was first proposed by Huygens and y o ee a 
again because lack of calculus developed OT side view 
at that time he failed to work it out the irae 
technical details. 

Paul Erdés et al was the first (this 
author is not aware other who work the 
details) to have used this approach successfully [6]. Amazingly the authors were not 
aware the centroid calculations are well established topic and used complex integral 
calculations to find the centroid of trapezoid (and these calculations were done 1992!). 
Additionally they have made some nonessential assumptions which Mohammad Abol- 
hassani was able to fix. The calculations of centroid were not explained in the last 
paper [7]. The potential method will be explain briefly later on. This approach utilizes 
mathematics without the ability to see or examine what cause what and why. In way the 
methods abstract the physics and convert it a pure mathematical creation. The method 
is seeking to find the angle(s) for which the shortest vertical distance between buoyancy 
centroid and the gravity/mass centroid. Numerous mathematical papers (dealing with 
the mathematics) where published later dealing with abstract. It is the opinion of this 


Fig. -4.40. Typical rotation of ship/floating 
body. 





17This method is widely used in stability study even though there are simpler and better methods 
like Simpson's rule 
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undersign that many of these papers are without any real meaning to the stability of 
floating body. It is interesting to point out that because lack of physical observation 
ability or because the underline the equilibrium analysis it was assume that it is a di- 
mensional compartmental. In stability of floating bodies the stability is compartmental 
under very unique cases where the body is symmetrical and extruded body. For ex- 
ample, using marine terminology, roll rotation creates yaw rotations because change of 
Centroid location in x,y, and z directions. 

The newest approach is Direct Examination approach and it is suggested by this 
undersign. The Metacenter method is probably the closest to the Direct Examination. 


Example 4.27: 
In the illustration [4.38| depict G above B. Explain why at equilibrium stage the G and 
B must be in same vertical action line. 


SOLUTION 


On of the favorite question that this undersign bring to engineers. Assume that G is 
not the same vertical action line as the B. In that case, a moment is created and the 
body will rotate until G and B will on the vertical action line. 


End Solution 








4.6.1.3. Introduction to Direct Examination Method 





A cubic (for example made of pine) is in- 
serted into liquid. In this specific case, half 
the block floats above liquid line. The cu- Q 
bic mass (weight) is in the middle of the = 


cubic (assuming uniform density). However 
the buoyancy center is the middle of the vol- Vo 
ume under the water (see Fig. |4.41). This Fig 4 AL. Schematioof Cuble show 


situation is similar to Fig. . However, ing the body center (G) and lift center 
any experiment of this cubic shows that the (G). 


cubic is stable only under special conditions. 

Small amount of tilting of the cubic results 

in immediate returning away from the original position. For example, under the con- 
ditions where wood (solid) density is half of the liquid, the distance between GB (also 
AB) is exactly quarter of the side (a/4) as it can be observed from the drawing. The 
location of center of gravity is constant and centroid of the immersed part is a/4 and 
hence a/2 — a/4 = a/4. The buoyancy force will be the weight of the cubic. When 
the centroid is exactly under the center of mass of the cubic it can be in equilibrium. 
What happen when the buoyancy force and gravity force are slightly deviate from the 
equilibrium? This question is the question of stability. 
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The stability can be answered by looking 
in what direction the moment created. If 
the moment trys to return it to “original” 
and trys to keep the two forces in the same 
line then the situation is stable. This topic 
innovative (for now) and therefore it would 
be explained in stages with some material 
that can be omitted for mathematically in- 
cline individual. In example[3.3]examination 
of the change angle to change of “centroid 
angle.” Fig. describes the new loca- 
tion of the inclination of the body by purple 
line. When the centroid point appears right to the purple line the body is stable and 


conversely (to be on the right hand side of the purple line a < 6). 
In Example it was shown that 


a=tan! ane ‘Ol ~tan7! Gy (4.154) 


In this case a/b = 2 and hence eq. reads 4/3 > 1 and thus a > @ because @ is 
a monotonic linear increase function. Thus, this situation is unstable and the cubic will 
tilted away. 

When the cubic is floating at 45 degree the mass center is still in the same 
location. Yet, the immersed volume (area) is now an isosceles triangle with two 45 
degree angles. To keep the same volume (area) the base is at the corner of the cubic 
shown in Fig. [4.43] Under the same procedure shown in example [3.4] the relationship 
between the a is given as by eq. (3.11). For the sake of explanation, the equation is 
copied to here 


a/2tand 











~ 





~« > 





a 
Fig. -4.42. The Change Of Angle Due 
Tilting. 





a & tan“! (5) (4.155) 


It clear that in this situation, a@ is always smaller than 8. That means that the moment 
will return to the body back and therefore the body is stable in this situation. It has to 
emphasis that it referred to specific density (in other words that body density is half of 
the liquid). 

From geometrical consideration (see Ta- 
ble page |78) center is 1/3 of the height. The 
height is a/./2 and hence the GB (more impor- 
tantly AB) is a/3,/2. It can be noticed that in this 
case the value GB is smaller than the GB distance 
in the upright situation, that is a/4 > a/3V2. 
The value of GB (or AB) in the upright is about 
0.01429774a larger than the tilted case but any 
other configuration. Yet for both cases the forces 
are identical (why? because body has the same Fig. -4.43. Cubic on the side (45°) 
mass yet the moment is smaller due to a small stability analysis. 





144 CHAPTER 4. FLUIDS STATICS 


leverage.). This point is actually the base for the energy method. 

In this case, all the situations are “unstable” (the term unstable is used because 
G is above B and therefor forces are pointing to each other) yet the case with the 45 
degree is the least “unstable” (shown in Fig. [4.37f) because when turned the moment 
turns body to the original state. Hence, the (45 degree) location is the most stable. 
Also note body has the smallest moment (the force is the same). This topic is related 
to curve of dynamical stability and Moseley’s formula (for stability not rays). Yet, this 
topic will not be covered in this book. 

In other geometries and/or other densities of liquid and floating body, this kind of 
analysis has to done to determine the least “unstable” situation. This analysis can be 
done in a conventional way which will presented first and in new innovative approach. 
The conventional method introduces a new geometrical location which used to describe 
the stability while this location is physical it requires calculations and it is not “visible.” 
While the conventional approach is used by many, now this undersign recommends 
to utilize the new direct examination method. The potential method is simpler and 
practical but requires some theoretical understanding and abstraction of the physics. 


4.6.1.4 The Direct Examination 


In the introduction was provided to 2—-D examina- 
tion of a square body under two situations. First, 
upright square is examination and it and the tran- 
sitional point was found (a = 0). Second, 45° 
tilted square at half point found to be stable. In 
this section the general principles of the direct 
examination are described. As it was shown, the 
critical point a = 6 determines where limit point 
where body is stable. Hence, the position un- Fig. -4.44. Arbitrary body ro- 

der investigation is given small tilting angle the tates in 0 and the buoyancy cen- 
analysis has to check the relationship of @ and _ troid rotates in a. The brown a 

6. If a > 6 then the body in position under in- shows the case of stable scenario. 
vestigation is unstable vice versa. The examples The purple depicts the large a 
provided earlier are in three dimensions that could 9t stable case. 

be represented in 2-D i.e. a long square. In real- 

ity, the body are not symmetrical. Thus, even a body is given a tiles in one direction the 
buoyancy centroid can move in 3-D. However, in most cases the change in the “minor” 
directions can be ignored. The quantitative test is the ratio 4 (it must be noted that 
this ratio really does not require finding either 6 or a. The value of this ratio indicts 
how much stable the body at a specific position. Most of the calculations would have 
to done numerically. 

This core of the idea mentioned in the introduction and it will be expanded here. 
There are two possibilities one with a < @ shown in brown in Fig. [4.44] and two with 
a@ > 6 shown in purple in Fig. [4.44] The old coordinate system represents the arbitrary 
body before the rotation and new coordinate system present the situation after the 
rotation. The center of both coordinate is the same location that is point A which is 
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the intersection of the liquid surface and the vertical line from old buoyancy centroid. 
After the rotation, the gravity will be in the new coordinate system pointing to negative 
y ordinate. In that case the buoyancy for small a will rotate the body to restore to the 
original location. For large a the buoyancy center will rotate the body further from the 
original state. 


Example 4.28: 
What are the minimum conditions for 3D effects. 


SOLUTION 


The cause of 3D effect is the asymmetry in two directions “opposite to the motion at 
question.” That is a ship that perfectly symmetrical along the length of the ship but 
“front” ( bow) and “back” (stern) are asymmetrical (for various reasons) the centroid 
of the ship move along back and forth (between the bow and the stern) as result ship 
has yaw rotation. (that is for example, roll creates yaw). 


End Solution 


It was shown that eq. (3.17) the relationship is 








tan 0~6@ 





tan@ ye 7 cs 
a = tan’ AB? oe a (4.156) 


Where point A is the location of the intersection of the vertical line that goes through 
the buoyancy centroid and intersect with liquid surface/plane. 

Equation eq. is written for very small angle 6 when the change of y is 
very small. And for practical application the stability condition is 


Lex 
BAS (4.157) 
0 





Fig. -4.45. Rectangular body floating in a liquid for stability analysis. 


Example 4.29: 
What are the conditions that extruded rectangular shape will be floating stable in a 
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liquid (see Fig. (4.45). Assume that the dimensions of the rectangular are s >> b long 
and the crosse section is b the width and D the height are same magnitude. The 
example is repeat one of the previous example. 


SOLUTION 


The governing equation eq. (4.157) determines the stability conditions. In this case, 
BA is given by D/2—d/2 the moment of inertia given in the book b? 5/12. The volume 
is Vo =dbs. 











b2 
D d - (4.XXIX.a) 
Ye 12. : : 
2° 2: d b 
fx 
rearrange eq. (4.XXIX.al) reads 
b2 
6 (D-d)< a (4.XXIX.b) 
The relation between the different heights (Archimedes’ law) is 
ped =p, D (4.XXIX.c) 
Substituting eq. (4.XXIX.c) into eq. (4.XXIX.al) reads 
D D D D 
62 po |2r 36" (v = Jer (4.XXIX.d) 
Pe Pe Pe Pe 
Equation (4.XXIX.e}) can be rearrange to be written as 
os gee (1 es) (4.XXIX.e) 
D pe pe 


The results of eq. (4.XXIX.e) are depicted in Fig. It can be noticed that (as 


expected) for large values of b/.D the body is stable. However, when the densities ratios 
are very small (4° —+ 0) or very large (£ —+ 1) (solid density is close to liquid 
density) even for small value the ratio of geometries the body is stable (not intuitive). 
In the mid range of densities requires a larger ratio of b/D. Note that edge close range 


ps/pe —> 0 or p;/pe — 1 this analysis is not applied. 
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Fig. -4.46. Extruded rectangular body stability analysis. 


End Solution 








1, 2, and 3 corners in the liquid 


This topic should not be fluid mechanics book but the stability book. Neverthe- 
less, it is add to here as a temporary place holder. 

This discussion deals with uniform density. When extruded rectangular floating 
body in liquid there is two regimes. These two regimes are separated by half point 
(ps; = 0.5p¢). At this limiting case when a square turning to 45° there are three corners 
(or one if half corner is considered to be out) in the liquid. Otherwise, there are two 
corners in the liquid at all time. When (ps, > 0.5p¢) then there are situations where two 
corners or three corners inside the liquid. There are no situation with only one corner. 
Conversely, in the case (ps < 0.5p¢) there are only one corner or two corners in the 
liquid. 


Example 4.30: 
A long extruded isosceles triangle is placed up side down in a liquid (shown in Fig.|4.47| 
Analyze the stability for this case. Assume that the base and the height of the triangle 
are provided. 











SOLUTION 


The mass centroid of the triangle is 1/3 of 
the height. The location of buoyancy cen- 
troid is 1/3 of the immersed part for case 
of the tip in the liquid. Archimedes’s law 
combined with the geometrical identities 
ha/D =ra/b provides 








Fig. -4.47. Floating upside down triangle in liq- 
hata bD p ra ha uid. The Points A and B are representation to 
Pe g = Ps Z > a = actual location which is at the center. 


pe b D 
(4.XXX.a) 
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The governing equation requires that 
Lox 
BA< = (4.XXX.b) 
Vo 
Substituting the value for the various parameters 
ee 
2D 2ha 2 


3 3 ~ rahafg 
2 


Utilizing the identities in equations eq. (4.XXX.a)) provides 


ra? 


Es a ye _ ra (4.XXX.d) 
3 Pe ~ 6raha 6 ha 


Moving all the geometrical terms to the right and densities to left yields 





(4.XXX.c) 








Ta 


i 


5 
Pig (4.XXX.e) 
‘-/f)s Wa 


VE0-J2)<3 (4.29%) 


Equation has significance which was not explored in this section. The rela- 
tionship is different from those obtained in a rectangular extrusion shape. In “regular” 
rectangular extrusion does not have a singular point as in triangle extrusion. In the 
“regular” rectangular and cylinder the relationship was with the densities ratio while 
here it is with square root and this factor was not examined yet. 





Or in a cleaner form as 








End Solution 


Example 4.31: 

A cylinder is floating on a liquid when z coordinate is upright. Under what conditions 
the cylinder is stable. Is 3—D effects appears in the stability analysis of the cylinder 
under the condition in this question. 


SOLUTION 


There is no 3-D effects because the cylinder is symmetrical in both directions around 
the x axis and the y axis. The condition for stability is 


BA< = (4.XXXI.a) 
0 
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The moment of inertia of circle is given in table [3.1] J = rr*/4. The volume of 
the submerged part is tr2d. The location of point A A = D/2 and the location of 
B=d/2. The last part is to related between submerged volume to total volume as 


dpe=Dps (4.XXXI.b) 


Armed with all the components eq. (4.XXXI.al) can be written as 


which can be rearranged as 








4 
Pe 
and finally get the form as 
ae as (1 es) (4.XXXI.c) 
D pe pe 


It can be observed that the smallest possible value of the eq. when the ratio 
(ps/pe = 0.5) and in that case, r > 2D. The results are presented in Fig. [4.48] The 
strange fact is the stability line appears symmetrical as the rectangular shape in regard 
to densities ratio. 


End Solution 





Cylinder Stability Graph 


7h Siable Stable | 







Unstable 








0.0 





0.0 ta a2 03 wi 05 06 oF 08 08 1.0 
pe 
Fig. -4.48. Cylinder in upright position stability line. 


Example 4.32: 
Repeat example[4.30| when the base is in the liquid. 
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Fig. -4.49. Cone stability calculations showing various parameters. 


Example 4.33: 
Calculable the requirements for symmetrical cone which base on the bottom to be stable 
floating on liquid. 


SOLUTION 
The cone has several properties that are well documented which include volume: V = 
mr? D/3 the centroid: D/4 The location of A is independent of the liquid and is at the 
centroid which is at D/4. The location of the buoyancy center (centroid of truncated 
cone) conical frustum is at 


Qra 9 (Pay? 
Ce : a =O) (4.XXXIIl.a) 


The centroid is similar to complete cone with a correction factor. The ratio of rg/r can 
be in The ratio of rg/r = 1 —d/D results in 


8d d\? 
5 ° (o- al (>) aie (5) (4.XXXIII.b) 


(re) 


The volume is the same 


Y= == (1 ! < ! (“)") =¢,() (4.XXXIII.c) 











or substituting rg/r = 1 — d/D results in 


a Dr? d d\? d 
w= (2 a (5) = C2 (5) (4.XXXII1.d) 
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The correction factors, C and C3, approach zero when rg —> 0. The cone weight and 
the displaced liquid are identical hence 


Ps Veoiie = peVo (4.XXXIIl.e) 


aD aD d ee 
E = 4.XXXIIL.-f 
area EBX (a »5+($) } ( ) 
which can be manipulated to be 
A ps 
es eer (4.XXXIIL.g) 


or explicitly 








D 2 


when p, —> 0 then d = 0 which was expected. The solution with the negative sign 
was rejected for physical reasons. This value is actually the value of point A. 
The condition for stability expressed in eq. (4.156) can simplified as 


Lox 


AG = 
a 


(4.XXXIII.h) 


These two last equations related the densities to the displacement. 


Sa gigarees r ma" 
ee 9 ( ) = —_4 (4.XXXIIL.i) 
2 D C. d 

(5) 
The solution of equations provide the relationship between r and D and 
densities ratio so limiting case of stability is established. For this chapter this point is 
a stopping point. The relationships found here can be drawn. 
The examination up to this point was whether the body is stable or not. The question 
in which angle the body is stable was not discussed. The trial and error and methods 
can be used however, another methods can be used. Equation (4.156) suggests that the 
terms that multiply tan 6 change with the angle @. It can be noticed that Vo is constant 
and has no effect angle which minimum or maximum occur. Hence, the locations are 
the focus here and should be found as 


Iox(0 
d (489) 
OO 0 


For example the cubic body has moment of inertia of rectangular that depends on the 
angle. Specifically, the length is constant but the width change about 1/cos@. The 
moment of inertia is strong function of the angle. On the other hand, the AB is a 
weaker function of the angle for most geometries. 














(4.158) 


152 CHAPTER 4. FLUIDS STATICS 


Example 4.34: 

Express the moment of inertia for rectangular body as a function of the inclination. 
Start with complete vertical position. Assume that the trapezoid shape remains through 
process. Note that the moment of inertia of rectangular is bh? /12. 


SOLUTION 


The surface has depth of s into the page and the width of the surface is b/ cos@. The 
location of A is independent of inclination. The buoyancy centroid at B can 











2 2 
Afi) ee (4.XXXIV.a) 
b d 12 
Ay b\ tand 
= (3) 5 (4.XXXIV.b) 
of 2 tand 
a = tan —FaN Re (4.XXXIV.c) 
6 (5) — tan? 6 
b 
The location of buoyancy centroid is at 
4 2 
Mies (5 a Av) + (Az)? (4.XXXIV.d) 
The critical length AB” is obtained by 
AB" = AB’ cos |a — 0| (4.XXXIV.e) 
The moment of inertia can be expressed as 
sb3 
ee 4.XXXIV.F 
fea 12 cos? 0 ( ) 


End Solution 








4.6.1.5 Potential Energy Approach 


This method was suggested by Erdos at el and was slightly improved by Abolhassani. 
This method based on the idea that a derivative of potential can provide a location 
or locations where a system has minimum (or maximum) and thus it is potential of 
stability point | The energy used in this scenario is the gravitational energy that is 
expressed as 


Usys = (M + m) g hutm =J9 (m hm + M hu) (4.159) 





18 This topic should be discussed elementary physics class and not fluid mechanics textbook. However, 
if there will be a significant request it will be briefly discussed. 
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Where subscript sys referred to the entire system. The m is referred to floating body 
and M is referred to the displaced liquid in other words to the mass if the liquid was 
filling the submerged volume. The logic to the last definition is that it represents the 
potential of the buoyancy force acting in the center immersed part. The change in the 
potential is due to the change in the angle 


dW sys 
dé 





=0 (4.160) 


The condition that angle, @ is by checking the second derivative if it positive or negative. 
In away doing example it will repetitive of the moment method converting it to potential 
and going over the mathematics. This book is more focus on the physics and therefore 
it not presented. 





Fig. -4.50. T shape floating to demonstrate the 3D effect The rolling creates yaw. 
To correct the energy method, it suggested that a new stability potential energy should 
build similar to velocity potential that is discussed in this book on potential flow. The 
following definition should be adapted. The stability potential is defined as 


Vp = Frei + Fry} + Freak (4.161) 


Where Phif is the stability function. Fy, and Fy, are the components in the x (yaw) y 
(pitch). The main component which roll is Fy, and the difference that this main/mostly 
movement that cause the movement in the other two directions. Fig. [4.50] depicts a 
body in a shape of the T that is symmetrical along it length. However the body is not 
symmetrical in any other direction. The top (out stretch segment) is thin enough so 
that it just at the liquid level. If there any roll the material suddenly at the thin section 
will enter the liquid. In fact under this configuration, the force and the moment will be 
the largest at thin segment. Since the force acting on the body from non symmetrical 
location. That is, there are two different moments one the roll direction and one in the 
yaw direction. 


4.6.1.6 Standard Approach 
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Fig. -4.51. Stability analysis of floating body. 

The two methods that previously discussed are very direct (moving examination) and 
the abstract (potential energy). This method is based on the difference between the 
body's local positions rather than the “absolute” stability. These points are results 
from the buoyant force and can be obtained by following analysis. Assuming general 
body floating and it is at a certain configuration. To check if the body is stable at this 
situation the body is tilted at a small angle, 8, and the force (momentum) is examined. 
The immersed part of the body center changes to a new location, B’ as shown in Figure 
The center of the mass (gravity) is still in the same old location since the body 
did not change. 

The body, shown in Figure [4.51] when given a tilted position, move to a new buoyant 
center, B’. This deviation of the buoyant center from the old buoyant center location, B, 
is calculated. This analysis is based on the difference of the displaced liquid. The right 
brown area (volume) in Figure|4.51jis displaced by the same area (really the volume) on 
left since the weight of the body didn't changq"*fo the total immersed area (volume) is 
constant. For small angle, 6, the moment is calculated as the integration of the small 
force shown in the Figure [4.51] as AF. The displacement of the buoyant center can 
be calculated by examining the moment these forces creates. The body weight creates 
opposite moment to balance the moment of the displaced liquid volume. 


BB’W=M (4.162) 


Where M is the moment created by the displaced areas (volumes), BB’ is the distance 
between points B and point B’, and, W referred to the weight of the body. It can 





19|t is correct to state: area only when the body is extruded. However, when the body is not extruded, 
the analysis is still correct because the volume and not the area should be used. 
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be noticed that the distance BB’ is an approximation for small angles (neglecting the 
vertical component.). So the perpendicular distance, BB’, should be 








M 
BB’ == 4.163 
~ (4.163) 
The moment M can be calculated as 
oF 
fl . 2 
M= | Ga eoddhe=an0 | 2 dA (4.164) 
dV 


The integral in the right side of equation (4.164) is referred to as the area moment 
of inertia and was discussed in Chapter [3] The distance, BB’ can be written from 


equation (4.164) as 





VWNn Lox 
BB’ = a (4.165) 
's Vbody 


The point where the gravity force direction is intersecting with the center line of the 
cross section is referred as metacentric point, M. The location of the metacentric point 
can be obtained from the geometry as 


_ Be 
~ sind 
And combining equations (4.165) with (4.166) yields 


pi = (4.167) 


9 Ps Sin. 8 Vioay ps Voody 


BM (4.166) 


BM= 





For small angle (0 ~ 0) 


sin 0 





lim 


lim ~1 (4.168) 


It is remarkable that the results is independent of the angle. Looking at Fig. the 
geometrical quantities can be related as 





-B (4.169) 


Example 4.35: 

A solid cone floats in a heavier liquid (that is p;/p- > 1). The ratio of the cone density 
to liquid density is a. For a very light cone p./p, ~ 0, the cone has zero depth. At 
this condition, the cone is unstable. For middle range, 1 > p-/p, > 0 there could be a 
range where the cone is stable. The angle of the cone is 8. Analyze this situation. 
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SOLUTION 


adr? 





The floating cone volume is and the center of gravity is D/4. The distance BG 


depend on d as 
BG = D/4—-4/4 (4.XXXV.a) 


Where D is the total height and d is the height of the submerged cone. The moment 
of inertia of the cone is circle shown in Table [3.1] The relationship between the radius 
the depth is 

r=dtand (4.XXXV.b) 


Tex 
—$“—— 


m (d tand)* — 
2 2 — a, D d 
GM = —_ ( ) (4.XXXV.c) 
md (d tané) 
Ps ————— 


3 
SS 


Voody 


Equation (4.XXXV.cl) can be simplified as 


= tan? 6 D d 
GM = ae = (4 7) (4.XXXV.d) 








The relationship between D and d is determined by the density ratio ( as displaced 
volume is equal to cone weight | 











pd? = p. D? => D=de/™ (4.XXXV.e) 
Pe 
Substituting equation (4.XXXV.el) into (4.XXXV.d} yield the solution when GM = 0 
3/ Pb 
2 2 
is pid tan* 6 Po a = pi tan 0 _ ,/ pl 1 (4.XXXV.F) 
Ds 192 4 4 548 De 


Since pj > Pc this never happened. 


End Solution 


Principle Main Axises 


Any body has infinite number of different axises around which moment of inertia 
can be calculated. For each of these axises, there is a different moment of inertia. With 
the exception of the circular shape, every geometrical shape has an axis in which the 
moment of inertia is without the product of inertia. This axis is where the main rotation 





20Only the dimension is compared, why? 
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Fig. -4.52. Cubic body dimensions for stability analysis. 


of the body will occur. Some analysis of floating bodies are done by breaking the rotation 
of arbitrary axis to rotate around the two main axises. For stability analysis, it is enough 
to find if the body is stable around the smallest moment of inertia. For example, a square 
shape body has larger moment of inertia around diagonal. The difference between the 
previous calculation and the moment of inertia around the diagonal is 


I diagonal axis 


7 ~ “normal” axis 





3 zw 
a 
AL _v20(48) a 0.07 a4 


Which show that if the body is stable at main axises, it must be stable at the “diagonal” 
axis. Thus, this problem is reduced to find the stability for principle axis. 


Unstable Bodies 


What happen when one increases the height ratio above the maximum height 
ratio? The body will flip into the side and turn to the next stable point (angle). 
This is not a hypothetical question, but rather practical. This happens when a ship is 
overloaded with containers above the maximum height. In commercial ships, the fuel is 
stored at the bottom of the ship and thus the mass center (point G) is changing during 
the voyage. So, the ship that was stable (positive GM) leaving the initial port might 
became unstable (negative G'/) before reaching the destination port. 


Example 4.36: 

One way to make a ship to be a hydrodynamic is by making the body as narrow as 
possible. Suppose that two opposite sides triangle (prism) is attached to each other 
to create a long “ship” see Figure {4.53} Supposed that a/h —+ 0 the body will be 
unstable. On the other side if the a/h —> oo the body is very stable. What is the 
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minimum ratio of a/h that keep the body stable at half of the volume in liquid (water). 
Assume that density ratio is p;/ps = p. 


SOLUTION 


a 


Fig. -4.53. Stability of two triangles put 





The answer to the question is that the lim- 
iting case where GM = 0. To find this 
ratio equation terms in (4.169) have to be 
found. The Volume of the body is 


2 
yaa (St) aan 


The moment of inertia is triangle (see ex- tougher. 


planation in example (3.13) is 






Za 


2 


2 2 
_ 8 a 5, | la 
Voody = @ ee en 1-ta 


The point B is a function of the density ratio of the solid and liquid. Denote the liquid 
density as p; and solid density as ps. The point B can be expressed as 

GPs 

2 pi 


And the volume is 





And thus the distance BG is 


The limiting condition requires that GM = 0 so that 





Pl Lox = BG 
Ps Voody 
Or explicitly 
ah® 
pl _4a (1 es) 
1 a? 2 Pl 
saz7hyf1—-—— 
is 4h? 


After rearrangement and using the definitions of € = h/a fp;/p, results in 


pe =(1 ) 
e p 
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The solution of the above solution is obtained by squaring both sides and defining a 
new variable such as x = €7. After the above manipulation and selecting the positive 
value and to keep stability as 











1 


v/64 4-64 p3+p2—-2p+1 | 4 
p p 
w< 


2V2p 


End Solution 











4.6.1.7 Stability of Body with Shifting Mass Centroid 





Fig. -4.54. The effects of liquid movement on the GM. 

Ships and other floating bodies carry liquid or have a load which changes the mass 
location during tilting of the floating body. For example, a ship that carries wheat 
grains where the cargo is not properly secured to the ship. The movement of the load 
(grains, furniture, and/or liquid) does not occur in the same speed as the body itself 
or the displaced outside liquid. Sometimes, the slow reaction of the load, for stability 
analysis, is enough to be ignored. Exact analysis requires taking into account these 
shifting mass speeds. However, here, the extreme case where the load reacts in the 
same speed as the tilting of the ship/floating body is examined. For practical purposes, 
it is used as a limit for the stability analysis. There are situations where the real case 
approaches to this extreme. These situations involve liquid with a low viscosity (like 
water, alcohol) and ship with low natural frequency (later on the frequency of the ships). 
Moreover, in this analysis, the dynamics are ignored and only the statics is examined 
(see Figure [4.54). 

A body is loaded with liquid “B” and is floating in a liquid “A” as shown in Figure/4.54] 
When the body is given a tilting position the body displaces the liquid on the outside. 
At the same time, the liquid inside is changing its mass centroid. The moment created 
by the inside displaced liquid is 


Note that I. isn't the same as the moment of inertia of the outside liquid interface. 
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The change in the mass centroid of the liquid “A” then is 


7 9 VB pre Vp 


Inside 
liquid 
weight 





Equation (4.171) shows that GG’ is only a function of the geometry. This quantity, 
GG‘, is similar for all liquid tanks on the floating body. 
The total change of the vessel is then calculated similarly to center area calculations. 


I ™Mtotal GG! = gingsag”? m G1 Gi (4.172) 


For more than one tank, it can be written as 





n 
g Lexi 
Wrotal j=1 Voi 





OG = —2 -SG.GinuVi = 


= 4.173 
Wrotal j=1 ( ) 


A new point can be defined as G,. This point is the intersection of the center line with 
the vertical line from G’. 








Coes sin 0 





(4.174) 


The distance that was used before GM is replaced by the criterion for stability by G. M 
and is expressed as 


GM = GPA A BG b 


4.175 
Ps Voody Metotal Vy ( ) 





If there are more than one tank partially filled with liquid, the general formula is 


n 


Tnx —— 1 Lex; 
Gu=2 4 Be l (4.176) 
Ps Voody Metotal j=1 Vox 








One way to reduce the effect of the 
moving mass center due to liquid is 
done by substituting a single tank with 
several tanks. The moment of inertial 
of the combine two tanks is smaller 
than the moment of inertial of a sin- 
gle tank. Increasing the number of 
tanks reduces the moment of inertia. 
The engineer could design the tanks — Fig. -4.55. Measurement of GM of floating body. 
in such a way that the moment of inertia is operationally changed. This control of the 
stability, GM, can be achieved by having some tanks spanning across the entire body 
with tanks spanning on parts of the body. Movement of the liquid (mostly the fuel and 
water) provides way to control the stability, GM, of the ship. 
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4.6.1.8 Metacentric Height, Gi, Measurement 


The metacentric height can be measured by finding the change in the angle when a 
weight is moved on the floating body. 
Moving the weight, T’ a distance, d then the moment created is 


Mweignt =Td (4.177) 
This moment is balanced by 
Mrighting = WrotalGM new 0 (4.178) 


Where, Wiotai, iS the total weight of the floating body including measuring weight. 
The angle, 9, is measured as the difference in the orientation of the floating body. The 
metacentric height is 


— Td 
GM new = 
Wrotal 6 


If the change in the GM can be neglected, equation (4.179) provides the solution. The 
calculation of GM can be improved by taking into account the effect of the measuring 
weight. The change in height of G is 





(4.179) 


IMeotal Grew = IMship Gactual 1 gT h (4.180) 
Combining equation (4.180) with equation (4.179) results in 

Aar Air ota T 

GM actual = GM new 2 — h (4.181) 





Mship Mship 


The weight of the ship is obtained from looking at the ship depth. 


4.6.1.9 Stability of Submerged Bodies 


The analysis of submerged bodied is different from the stability when the body lays 
between two fluid layers with different density. When the body is submerged in a single 
fluid layer, then none of the changes of buoyant centroid occurs. Thus, the mass 
centroid must be below than buoyant centroid in order to have stable condition. 
However, all fluids have density varied in some degree. In cases where the density 
changes significantly, it must be taken into account. For an example of such a case is 
an object floating in a solar pond where the upper layer is made of water with lower 
salinity than the bottom layer(change up to 20% of the density). When the floating 
object is immersed into two layers, the stability analysis must take into account the 
changes of the displaced liquids of the two liquid layers. The calculations for such cases 
are a bit more complicated but based on the similar principles. Generally, this density 
change helps to increase the stability of the floating bodies. This analysis is out of the 
scope of this book (for now). 


4.6.1.10 Stability of None Systematical or “Strange” Bodies 
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a 


<> 
q 


While most floating bodies are symmet- 
rical or semi-symmetrical, there are sit- 
uations where the body has a “strange” 
and/or un-symmetrical body. Consider the 
first strange body that has an abrupt step 
change as shown in Figure[4.56] The body 
weight doesn't change during the rotation 
that the green area on the left and the | 
green area on right are the same (see Fig- a 
ure (4.56). There are two situations that 
can occur. After the tilting, the upper part 
of the body is above the liquid or part of Fig. -4.56. Calculations of GM for abrupt 
the body is submerged under the water. shape body. 

The mathematical condition for the border 

is when b = 3a. For the case of b < 3a 

the calculation of moment of inertia are similar to the previous case. The moment 

created by change in the displaced liquid (area) act in the same fashion as the before. 

The center of the moment is needed to be found. This point is the intersection of 

the liquid line with the brown middle line. The moment of inertia should be calculated 

around this axis. 

For the case where b < 3a x some part is under the liquid. The amount of area under 

the liquid section depends on the tilting angle. These calculations are done as if none 

of the body under the liquid. This point is intersection point liquid with lower body 

and it is needed to be calculated. The moment of inertia is calculated around this point 

(note the body is “ended” at end of the upper body). However, the moment to return 

the body is larger than actually was calculated and the bodies tend to be more stable 

(also for other reasons). 


AF 











4.6.1.11 Neutral frequency of Floating Bodies 


This case is similar to pendulum (or mass attached to spring). The governing equation 
for the pendulum is 


t6—g0=0 (4.182) 


Where here @ is length of the rode (or the line/wire) connecting the mass with the 


rotation point. Thus, the frequency of pendulum is x ¢ which measured in Hz. 


The period of the cycle is 27 ./€/g. Similar situation exists in the case of floating 
bodies. The basic differential equation is used to balance and is 


rotation rotating moment 


16 — Vp,GM6 =0 (4.183) 
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In the same fashion the frequency of the floating body is 


1 3GM 
any reed (4.184) 
27 Lboay 
ve 
D7 (4.185) 
V psGM 


In general, the larger GM the more stable the floating body is. Increase in GM increases 
the frequency of the floating body. If the floating body is used to transport humans 
and/or other creatures or sensitive cargo it requires to reduce the GM so that the 
traveling will be smoother. 


and the period time is 
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Fig. -4.57. A heavy needle is floating on a liquid. 


4.0.1 Surface Tension 


The surface tension is one of the mathematically complex topic and related to many 
phenomena like boiling, coating, etc. In this section, only simplified topics like constant 
value will be discussed. 

In one of the early studies of the surface tension/pressure was done by Torricell[?*] In 
this study he suggest construction of the early barometer. In barometer is made from 
a tube sealed on one side. The tube is filled with a liquid and turned upside down into 
the liquid container. The main effect is the pressure difference between the two surfaces 
(in the tube and out side the tune). However, the surface tension affects the high. This 
effect is large for very small diameters. 


Example 4.37: 
In interaction of the molecules shown in Figure ? describe the existence of surface 
tension. Explain why this description is erroneous? 


SOLUTION 


The upper layer of the molecules have unbalanced force towards the liquid phase. New- 
ton’s law states when there is unbalanced force, the body should be accelerate. However, 
in this case, the liquid is not in motion. Thus, the common explanation is wrong. 


End Solution 








Example 4.38: 

Needle is made of steel and is heavier than water and many other liquids. However, 
the surface tension between the needle and the liquid hold the needle above the liquid. 
After certain diameter, the needle cannot be held by the liquid. Calculate the maximum 
diameter needle that can be inserted into liquid without drowning. 


SOLUTION 


Under Construction 








2lEvangelista Torricelli October 15, 1608 October 25, 1647 was an Italian physicist best known for 
his invention of the barometer. 
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4.1 Rayleigh-Taylor Instability 


Rayleigh-Taylor instability (or RT instability) is named after Lord Rayleigh and G. I. 
Taylor. There are situations where a heavy liquid layer is placed over a lighter fluid 
layer. This situation has engineering implications in several industries. For example in 
die casting, liquid metal is injected in a cavity filled with air. In poor designs or other 
situations, some air is not evacuated and stay in small cavity on the edges of the shape 
to be casted. Thus, it can create a situation where the liquid metal is above the air but 
cannot penetrate into the cavity because of instability. 

This instability deals with a dense, heavy fluid that is being placed above a lighter 
fluid in a gravity field perpendicular to interface. Example for such systems are dense 
water over oil (liquid-liquid), or water over air(gas—liquid). The original Rayleigh’s 
paper deals with the dynamics and density variations. For example, density variations 
according to the bulk modulus (see section are always stable but unstable of 
the density is in the reversed order. 

Supposed that a liquid density is arbitrary function of the height. This distortion 
can be as a result of heavy fluid above the lighter liquid. This analysis asks the question 
of what happen when a small amount of liquid from the above layer enter into the 
lower layer? Whether this liquid continue and will grow or will it return to its original 
conditions? The surface tension is the opposite mechanism that will returns the liquid 
to its original place. This analysis is referred to the case of infinite or very large surface. 
The simplified case is the two different uniform densities. For example a heavy fluid 
density, 97, above lower fluid with lower density, pq. 

For perfectly straight interface, the heavy fluid will stay above the lighter fluid. If 
the surface will be disturbed, some of heavy liquid moves down. This disturbance can 
grow or returned to its original situation. This condition is determined by competing 
forces, the surface density, and the buoyancy forces. The fluid above the depression 
is in equilibrium with the sounding pressure since the material is extending to infinity. 
Thus, the force that acting to get the above fluid down is the buoyancy force of the 
fluid in the depression. 





The depression is returned to its Fe 
original position if the surface forces are | 
large enough. In that case, this situation > Z x” 
is considered to be stable. On the other " 





hand, if the surface forces (surface ten- 

sion) are not sufficient, the situation is Fig. -4.58. Description of depression to explain 
unstable and the heavy liquid enters into the Rayleigh-Taylor instability. 

the liquid fluid zone and vice versa. As 

usual there is the neutral stable when the forces are equal. Any continues function can 

be expanded in series of cosines. Thus, example of a cosine function will be exam- 

ined. The conditions that required from this function will be required from all the other 

functions. The disturbance is of the following 


20x 


L 





h = —hmaz COS (4.186) 
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where hmngx is the maximum depression and L is the characteristic length of the de- 
pression. The depression has different radius as a function of distance from the center 
of the depression, «. The weakest point is at 2 = 0 because symmetrical reasons the 
surface tension does not act against the gravity as shown in Figure (4.58). Thus, if the 
center point of the depression can “hold” the intrusive fluid then the whole system is 
stable. 

The radius of any equation is expressed by equation (1.57). The first derivative 
of cos around zero is sin which is approaching zero or equal to zero. Thus, equation 


(1.57) can be approximated as 





1 dh 
Ro de ae 
For equation (4.186) the radius is 
1 4 “ hmax 
ae (4.188) 


R L? 


According to equation (1.46) the pressure difference or the pressure jump is due to the 
surface tension at this point must be 


ARmax OT 


Pu —- Pr = T2 





(4.189) 


The pressure difference due to the gravity at the edge of the disturbance is then 


Py — Py =@ (pH — pt) hmaz (4.190) 
Comparing equations (4.189} and (4.190) show that if the relationship is 
don? 
za > 9 (pH — pt) (4.191) 


It should be noted that Anas is irrelevant for this analysis as it is canceled. The point 
where the situation is neutral stable 


4 2 
ay eee a (4.192) 
9 (PH — PL) 


An alternative approach to analyze this instability is suggested here. Consider the 
situation described in Figure [4.59] If all the heavy liquid “attempts” to move straight 
down, the lighter liquid will “prevent” it. The lighter liquid needs to move up at the 
same time but in a different place. The heavier liquid needs to move in one side and the 
lighter liquid in another location. In this process the heavier liquid “enter” the lighter 
liquid in one point and creates a depression as shown in Figure [4.59] 
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To analyze it, considered two con- 
trol volumes bounded by the blue lines in 
Figure The first control volume is 
made of a cylinder with a radius r and 
the second is the depression below it. The 
“extra” lines of the depression should be 
ignored, they are not part of the control 
volume. The horizontal forces around the 
control volume are canceling each other. 
At the top, the force is atmospheric pres- Fig. -4.59. Description of depression to explain 
sure times the area. At the cylinder bot- the instability. 
tom, the force is pgh x A. This acts 
against the gravity force which make the 
cylinder to be in equilibrium with its surroundings if the pressure at bottom is indeed 


pgh. 





For the depression, the force at the top is the same force at the bottom of the 
cylinder. At the bottom, the force is the integral around the depression. It can be 
approximated as a flat cylinder that has depth of r7a/4 (read the explanation in the 
example|4.22) This value is exact if the shape is a perfect half sphere. In reality, the error 
is not significant. Additionally when the depression occurs, the liquid level is reduced a 
bit and the lighter liquid is filling the missing portion. Thus, the force at the bottom is 


a 
Poottom eS ur (= = h) (pL — pa) g =e Pesca (4.193) 
The net force is then 
Tr 
Fhottom ~ mr (=) (PL _ pa) g (4.194) 


The force that hold this column is the surface tension. As shown in Figure the 
total force is then 


Fe =2nro cosé (4.195) 


The forces balance on the depression is then 


Qnracos6~ rr? (+) (pL — pa) g (4.196) 


The radius is obtained by 


2 0 
(i (4.197) 
(pL — pa) g 


The maximum surface tension is when the angle, @ = 1/2. At that case, the radius is 


270 
iP ——_ = 4.198 
(pL — pa) g ( ) 
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Fig. -4.60. The cross section of the interface. The purple color represents the maximum heavy 
liquid raising area. The yellow color represents the maximum lighter liquid that “goes down.” 


The maximum possible radius of the depression depends on the geometry of the 
container. For the cylindrical geometry, the maximum depression radius is about half 
for the container radius (see Figure (4.60). This radius is limited because the lighter 
liquid has to enter at the same time into the heavier liquid zone. Since the “exchange” 
volumes of these two process are the same, the specific radius is limited. Thus, it can 
be written that the minimum radius is 


270 
Tmintube = 2 4.199 
a V5 (pL — pa) 198) 


The actual radius will be much larger. The heavier liquid can stay on top of 
the lighter liquid without being turned upside down when the radius is smaller than 
the equation This analysis introduces a new dimensional number that will be 
discussed in a greater length in the Dimensionless chapter. In equation (4.199) the 
angle was assumed to be 90 degrees. However, this angle is never can be obtained. 
The actual value of this angle is about 2/4 to 2/3 and in only extreme cases the 
angle exceed this value (considering dynamics). In Figure [4.60| it was shown that the 
depression and the raised area are the same. The actual area of the depression is only 
a fraction of the interfacial cross section and is a function. For example,the depression 
is larger for square area. These two scenarios should be inserting into equation 4.168 
by introducing experimental coefficient. 


Example 4.39: 

Estimate the minimum radius to insert liquid aluminum into represent tube at temper- 
ature of 600|K]. Assume that the surface tension is 400[mN/m]. The density of the 
aluminum is 2400kg/m?. 


SOLUTION 


The depression radius is assume to be significantly smaller and thus equation (4.198) 
can be used. The density of air is negligible as can be seen from the temperature 
compare to the aluminum density. 
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Fig. -4.61. Three liquids layers under rotation with various critical situations. 


pre 
8a 0.4 
2400 x 9.81 


The minimum radius is r ~ 0.02[m] which demonstrates the assumption of h >> r 
was appropriate. 





End Solution 








Open Question by April 15, 2010 


The best solution of the following question will win 18 U.S. dollars and your name 
will be associated with the solution in this book. 


Example 4.40: 

A canister shown in Figure|4.61| has three layers of different fluids with different densities. 
Assume that the fluids do not mix. The canister is rotate with circular velocity, w. 
Describe the interface of the fluids consider all the limiting cases. Is there any difference 
if the fluids are compressible? Where is the maximum pressure points? For the case 
that the fluids are compressible, the canister top center is connected to another tank 
with equal pressure to the canister before the rotation (the connection point). What 
happen after the canister start to be rotated? Calculated the volume that will enter or 
leave, for known geometries of the fluids. Use the ideal gas model. You can assume 
that the process is isothermal. Is there any difference if the process is isentropic? If so, 
what is the difference? 


4.2. Qualitative questions 


These qualitative questions are for advance students and for those who would like to 
prepare themselves preliminary examination (Ph. D. examinations). 


1. The atmosphere has different thickness in different locations. Where will be atmo- 
sphere thickness larger in the equator or the north pole? Explain your reasoning for 
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the difference. How would you estimate the difference between the two locations. 


. The author's daughter (8 years old) stated that fluid mechanics make no sense. 


For example, she points out that warm air raise and therefore the warm spot in 
a house is the top floor (that is correct in a 4 story home). So why when there 
is snow on high mountains? It must be that the temperature is below freezing 
point on the top of the mountain (see for example Mount Kilimanjaro, Kenya). 
How would you explain this situation? Hint, you should explain this phenomenon 
using only concepts that were developed in this chapter and dimensional analysis. 


The surface of the ocean has spherical shape. The stability analysis that was 
discussed in this chapter was based on the assumption that surface is straight. 
How in your opinion the effect of the surface curvature affects the stability analysis. 


If the gravity was changing due to the surface curvature what is the effect on the 
stability. 


A car is accelerated (increase of velocity) in an include surface upwards. Draw the 
constant pressure line. What will constant pressure lines if the car will be driven 
downwards. 


A symmetrical cylinder filled with liquid is rotating around its center. What are 
the directions of the forces that acting on cylinder. What are the direction of the 
force if the cylinder is not symmetrical? 


A body with a constant area is floating in the liquid. The body is pushed down of 
the equilibrium state into the liquid by a distance @. Assume that the body is not 
totally immersed in the liquid. What are simple harmonic frequency of the body. 
Assume the body mass is m its volume is, V. Additionally assume that the only 
body motion is purely vertical and neglect the add mass and liquid resistance. 


Part | 


Integral Analysis 
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The Control Volume and Mass Conservation 


5.1. Introduction 


This chapter presents a discussion on the control volume and will be focused on the 
conservation of the mass. When the fluid system moves or changes, one wants to find 
or predict the velocities in the system. The main target of such analysis is to find 
the value of certain variables. This kind of analysis is reasonable and it referred to in 
the literature as the Lagrangian Analysis. This name is in honored J. L. Langrange 
(1736-1813) who formulated the equations of motion for the moving fluid particles. 
Even though this system 
looks reasonable, the Lagrangian 





system turned out to be difficult ams 
to solve and to analyze. This —_ 
method applied and used in very 

. “co . control 
few cases. The main difficulty lies volunieé—" 


in the fact that every particle has 
to be traced to its original state 
Leonard. Euler (1707-1783) sug- 
gested an alternative approach. 
In Euler's approach the focus is on a defined point or a defined volume. This methods 
is referred as Eulerian method. 

The Eulerian method focuses on a defined area or location to find the needed 
information. The use of the Eulerian methods leads to a set differentiation equations 


Fig. -5.1. Control volume and system before and after 
motion. 
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that is referred to as Navier-Stokes equations which are commonly used. These differ- 
ential equations will be used in the later part of this book. Additionally, the Eulerian 
system leads to integral equations which are the focus of this part of the book. The 
Eulerian method plays well with the physical intuition of most people. This methods has 
its limitations and for some cases the Lagrangian is preferred (and sometimes the only 
possibility). Therefore a limited discussion on the Lagrangian system will be presented 
(later version). 

Lagrangian equations are associated with the system while the Eulerian equation 
are associated with the control volume. The difference between the system and the 
control volume is shown in Figure The green lines in Figure represent the 
system. The red dotted lines are the control volume. At certain time the system and 
the control volume are identical location. After a certain time, some of the mass in the 
system exited the control volume which are marked “a” in Figure [5.1] The material 
that remained in the control volume is marked as “b”. At the same time, the control 


gains some material which is marked as “c’. 


5.2. Control Volume 


The Eulerian method requires to define a control volume (some time more than one). 
The control volume is a defined volume that was discussed earlier. The control volume 
is differentiated into two categories of control volumes, non—deformable and deformable. 





In the case where no mass crosses the bound- 
aries, the control volume is a system. Every control 
volume is the focus of the certain interest and will 
be dealt with the basic equations, mass, momen- 
tum, energy, entropy etc. 

Two examples of control volume are pre- 
sented to illustrate difference between a deformable 
control volume and non-deformable control vol- 
ume. Flow in conduits can be analyzed by looking 
in a control volume between two locations. The Fig. -5.2. Control volume of a moving 
coordinate system could be fixed to the conduit. piston with in and out flow. 

The control volume chosen is non-deformable con- 
trol volume. The control volume should be chosen so that the analysis should be simple 
and dealt with as less as possible issues which are not in question. When a piston 
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pushing gases a good choice of control volume is a deformable control volume that is a 
head the piston inside the cylinder as shown in Figure [5.2| 


5.3 Continuity Equation 


In this chapter and the next three chapters, the conservation equations will be applied 
to the control volume. In this chapter, the mass conservation will be discussed. The 
system mass change is 


Dmsys — D 
Dt = =DtJy 


sys 





pdV =0 (5.1) 


The system mass after some time, according Figure [5.1| is made of 
Msys = Mev. + Ma — Me (5.2) 


The change of the system mass is by definition is zero. The change with time (time 
derivative of equation (5.2) results in 


_— Dmsys _ AMey, | dMq dM, 





0= = 5.3 
Dt dt = dt dt ee) 
The first term in equation (5.3) is the derivative of the mass in the control volume and 
at any given time is 
dmMe.y.(t) d 
= — dV 5.4 
dt dt / a (5-4) 


and is a function of the time. 

The interface of the control volume can move. 
The actual velocity of the fluid leaving the control vol- a 7 
ume is the relative velocity (see Figure |5.3). The rela- : pe 
tive velocity is 





Control Volum: 


> — > 
U, =U; —Uy (5.5) 
Where Uf is the liquid velocity and Uy, is the boundary Fig. -5.3. Schematics of veloci- 
velocity (see Figure|5.3). The velocity component that _ ties at the interface. 

is perpendicular to the surface is 


Urn = —fi Un =U, cos (5.6) 


Where 7 is an unit vector perpendicular to the surface. The convention of direction 
is taken positive if flow out the control volume and negative if the flow is into the 
control volume. The mass flow out of the control volume is the system mass that is 
not included in the control volume. Thus, the flow out is 

dma 


e 
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Fig. -5.4._ Schematics of flow in in pipe with varying density as a function time for example 


It has to be emphasized that the density is taken at the surface thus the subscript s. In 
the same manner, the flow rate in is 
dm, 
t Bou, 


It can be noticed that the two equations (5.8) and (5.7) are similar and can be combined, 
taking the positive or negative value of U,,. with integration of the entire system as 
dma dm | 
— - —= Urn dA 5.9 
dt dt Ss Ps or ( ) 


applying negative value to keep the convention. Substituting equation (5.9) into equa- 


tion (5.3) results in 


Continuity 
p.dV = -f pUrm aA 
Ss 


cu 






d 


dt Jo. 





(5.10) 





Equation is essentially accounting of the mass. Again notice the negative sign in 
surface integral. The negative sign is because flow out marked positive which reduces 
of the mass (negative derivative) in the control volume. The change of mass change 
inside the control volume is net flow in or out of the control system. 

The next example is provided to illustrate this concept. 


Example 5.1: 
The density changes in a pipe, due to temperature variation and other reasons, can be 
approximated as 





t 2 t 
ple, t) = (1 =) cos —. 
Po L to 
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The conduit shown in Figure[5.4| length is L and its area is A. Express the mass flow 
in and/or out, and the mass in the conduit as function of time. Write the expression 
for the mass change in the pipe. 


SOLUTION 


Here it is very convenient to choose a non-deformable control volume that is inside the 
conduit dV is chosen as 7 R? dx. Using equation (5.10), the flow out (or in) is 


p(t) a 


d d t\? i Vo 
ai f pv =F fm (1-=) COs (F)aR dx 


The density is not a function of radius, r and angle, 9 and they can be taken out the 


integral as 
d 2d z\? t 
=. - - 1-— —|d 
gem e a foo (t- 5) eo (7) 


which results in 


A 
abe Aa ioe 2 ¢ RL t 
Flow ou= Teo | Po (1 =) COs j=" si sin ( ) 
0 0 





dt 3to to 





A 
ae ae i 2 ¢ RL t 
Flow Our= ae Sf Po (1 =) oe, a is 3 Io PO sin (=) 


The flow out is a function of length, L, and time, ¢, and is the change of the mass in 
the control volume. 
End Solution 


5.3.1 Non Deformable Control Volume 


When the control volume is fixed with time, the derivative in equation (5.10) can enter 
the integral since the boundaries are fixed in time and hence, 


(5.11) 





Equation (5.11) is simpler than equation (5.10). 


5.3.2 Constant Density Fluids 


Further simplifications of equations (5.10) can be obtained by assuming constant density 
and the equation (5.10) become conservation of the volume. 
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5.3.2.1 Non Deformable Control Volume 


For this case the volume is constant therefore the mass is constant, and hence the mass 
change of the control volume is zero. Hence, the net flow (in and out) is zero. This 
condition can be written mathematically as 


=0 
Tt fy d 0 (5.12) 


or in a more explicit form as 


(5.13) 





Notice that the density does not play a role in this equation since it is canceled out. 
Physically, the meaning is that volume flow rate in and the volume flow rate out have 
to equal. 


5.3.2.2 Deformable Control Volume 


The left hand side of question (5.10) can be examined further to develop a simpler 
equation by using the extend Leibniz integral rule for a constant density and result in 


thus, =0 


=0 


d d 
al pav =| aie av +p | fi-UsdA=p | Usn dA (5.14) 
dt Cv. C.v. dt Seca, Sec. 


where Uy, is the boundary velocity and Up, is the normal component of the boundary 
velocity. 


(5.15) 





The meaning of the equation (5.15) is the net growth (or decrease) of the Control 
volume is by net volume flow into it. Example [5.2] illustrates this point. 


Example 5.2: 

Liquid fills a bucket as shown in Figure[5.5| The average velocity of the liquid at the 
exit of the filling pipe is U, and cross section of the pipe is A,. The liquid fills a 
bucket with cross section area of A and instantaneous height is h. Find the height as 
a function of the other parameters. Assume that the density is constant and at the 
boundary interface A; = 0.7 Ay. And where A; is the area of jet when touching the 
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Fig. -5.5. Filling of the bucket and choices of the deformable control volumes for example[5.2| 


liquid boundary in bucket. The last assumption is result of the energy equation (with 
some influence of momentum equation). The relationship is function of the distance of 
the pipe from the boundary of the liquid. However, this effect can be neglected for this 
range which this problem. In reality, the ratio is determined by height of the pipe from 
the liquid surface in the bucket. Calculate the bucket liquid interface velocity. 


SOLUTION 


This problem requires two deformable control volumes. The first control is around the 
jet and second is around the liquid in the bucket. In this analysis, several assumptions 
must be made. First, no liquid leaves the jet and enters the air. Second, the liquid in 
the bucket has a straight surface. This assumption is a strong assumption for certain 
conditions but it will be not discussed here since it is advance topic. Third, there are 
no evaporation or condensation processes. Fourth, the air effects are negligible. The 
control volume around the jet is deformable because the length of the jet shrinks with 
the time. The mass conservation of the liquid in the bucket is 


boundary change flow in 


i i 
Jf Umaa =| Urn dA 


where U;,, is the perpendicular component of velocity of the boundary. Substituting 
the known values for U,.,, results in 


ae 
/ Uyaa = | (Uj; +U,) dA 


The integration can be carried when the area of jet is assumed to be known as 


UA= Aj (U; + Up) (5.ll.a) 
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To find the jet velocity, U;, the second control volume around the jet is used as the 
following 


flow flow boundary 
i h 
” —— as (5.11.b) 


oN aa 
Up Ay — Aj (Up + U;) = —A; Up 


The above two equations (5.II.a)) and (5.II.b) are enough to solve for the two unknowns. 
Substituting the first equation, (5.II.a) into (5.1I.b) and using the ratio of Aj = 0.7 A, 
results 


U, Ap — U, A= —0.7 Ay Up (5.1l.c) 
The solution of equation (5.II.c) is 
Ap 
amar 0.7 Ap 


It is interesting that many individuals intuitively will suggest that the solution is U,A,/A. 
When examining solution there are two limits. The first limit is when A, = A/0.7 which 
is 
U, = — =o 
70 


The physical meaning is that surface is filled instantly. The other limit is that and 
A,/A —> 0 then 


which is the result for the “intuitive” solution. It also interesting to point out that if 
the filling was from other surface (not the top surface), e.g. the side, the velocity will 
be Uz, = U, in the limiting case and not infinity. The reason for this difference is that 
the liquid already fill the bucket and has not to move into bucket. 


End Solution 








Example 5.3: 
Balloon is attached to a rigid supply in which is supplied by a constant the mass rate, 
m,. Calculate the velocity of the balloon boundaries assuming constant density. 


SOLUTION 


The applicable equation is 


7 Unda = [ Urn dA 


The entrance is fixed, thus the relative velocity, U;,, is 


U.. = —U, @ the valve 
ate 0 every else 
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Assume equal distribution of the velocity in balloon surface and that the center of the 
balloon is moving, thus the velocity has the following form 


Up =U, & + Vor? 


Where & is unit coordinate in x direction and U, is the velocity of the center and where 
f is unit coordinate in radius from the center of the balloon and U;,. is the velocity in 
that direction. The right side of equation (5.15) is the net change due to the boundary 
is 


center movement net boundary change 
————_—____—— SN 


| (Un8+ UF) ada = | (Una) -ada+ f (Usp #) AadA 
Sev. Se.v. Ss 


c.v. 


The first integral is zero because it is like movement of solid body and also yield this 
value mathematically (excises for mathematical oriented student). The second integral 
(notice i = 7) yields 


| (Ur?) dA = 4Anr? Up, 
Sev. 


Substituting into the general equation yields 
A 
os 


p Anr? Upp = pUp Ap = mj 
Hence, 
™4 


Uy, = ——> 
parr? 


The center velocity is (also) exactly U;,. The total velocity of boundary is 


(+7) 


M4 


Ut 





~ parr? 


It can be noticed that the velocity at the opposite to the connection to the rigid pipe 
which is double of the center velocity. 


End Solution 








5.3.2.3. One—Dimensional Control Volume 


Additional simplification of the continuity equation is of one dimensional flow. This 
simplification provides very useful description for many fluid flow phenomena. The 
main assumption made in this model is that the proprieties in the across section are 
only function of « coordinate . This assumptions leads 


d 
re At dt Jy (a) 
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Fig. -5.6. Height of the liquid for example 


When the density can be considered constant equation (5.16) is reduced to 


j iad} Dead 5 [ Awae (5.17) 
As Ay dt 


For steady state but with variations of the velocity and variation of the density reduces 
equation (5.16)) to become 


Ag At 


For steady state and uniform density and velocity equation (5.18) reduces further to 
P1 A, U, = po Ao U2 (5.19) 


For incompressible flow (constant density), continuity equation is at its minimum form 
of 


U; Ay = A» U2 (5.20) 
The next example is of semi one-dimensional example to illustrate equation (5.16). 


Example 5.4: 

Liquid flows into tank at a constant mass flow rate of a. The mass flow rate out is 
function of the height. First assume that dout = bh second Assume a5 dour = bVh. 
For the first case, determine the height, h as function of the time. Is there a critical 
value and then if exist find the critical value of the system parameters. Assume that 
the height at time zero is hj. What happen if the hy = 0? 
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SOLUTION 


The control volume for both cases is the same and it is around the liquid in the tank. 
It can be noticed that control volume satisfy the demand of one dimensional since the 
flow is only function of x coordinate. For case one the right hand side term in equation 


(5.16) is 
dh 
pif tae Lea 


Substituting into equation equation (5.16) is 


flow out : 
flow in 


h —~ 


solution is 


homogeneous solution __ private solution 
t 
™m. ie pea 
h= — e Be + Cy e ee 


The solution has the homogeneous solution (solution without the m,;) and the solution 
of the m, part. The solution can rearranged to a new form (a discussion why this form 
is preferred will be provided in dimensional chapter). 

wa Z = a oF crt 

My 
With the initial condition that at h(t = 0) = ho the constant coefficient can be found 
as 

ho b1 ho by 


=l-e>c=1- 
My M4 








which the solution is 





hor _eGL of 1 - a erL 


my M4 


It can be observed that if 1 = % ot is the critical point of this solution. If the term oe ba 


is larger than one then the solution reduced to a negative number. However, negative 
number for height is not possible and the height solution approach zero. If the reverse 
case appeared, the height will increase. Essentially, the critical ratio state if the flow in 
is larger or lower than the flow out determine the condition of the height. 

For second case, the governing equation (5.16)) is 


flow out sicin 
h °% . —— 
pL — d bVh — “m; 


dt 
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with the general solution of 


vhb mil , Vhb vhb 
m|( : m a ars; 





Mi Mi 
The constant is obtained when the initial condition that at h(t = 0) = ho and it left as 
exercise for the reader. 


End Solution 


5.4 Reynolds Transport Theorem 


It can be noticed that the same derivations carried for the density can be carried for 
other intensive properties such as specific entropy, specific enthalpy. Suppose that g is 
intensive property (which can be a scalar or a vector) undergoes change with time. The 
change of accumulative property will be then 


D d 
cs = d ond A 1 
BLS = HL FO + | Fo (620 


This theorem named after Reynolds, Osborne, (1842-1912) which is actually a three 
dimensional generalization of Leibniz integral ruld?] To make the previous derivation 
clearer, the Reynolds Transport Theorem will be reproofed and discussed. The ideas 
are the similar but extended some what. 

Leibniz integral ruld’]is an one dimensional and it is defined as 


d x2(y) x2(y) of 


dxy dx, 
= F(e,y) de = [ — dx + f (x2, y) — — f(a, y) — 5.22 
ay ge ag 


Initially, a proof will be provided and the physical meaning will be explained. Assume 
that there is a function that satisfy the following 


Gey) = | erer ee (5.23) 


Notice that lower boundary of the integral is missing and is only the upper limit of the 
function is present] For its derivative of equation (5.23) is 


OG 


flew) => (5.24) 





1 These papers can be read on-line at http: //www.archive.org /details /papersonmechanicO1reynrich. 

2This material is not necessarily but is added her for completeness. This author find material just 
given so no questions will be asked. 

3There was a suggestion to insert arbitrary constant which will be canceled and will a provide 
rigorous proof. This is engineering book and thus, the exact mathematical proof is not the concern 
here. Nevertheless, if there will be a demand for such, it will be provided. 
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differentiating (chain rule duv = udv + udu) by part of left hand side of the Leibniz 
integral rule (it can be shown which are identical) is 

3 4 
WO On 
OGdzx, OG 


d [G( )- G( ) ree OG 
22,y) — G(a1, x 
= = _ (r2,y) (259) (5.25) 
Ox, dy Oy 


dy ~ Ox dy 7 Oy 


The terms 2 and 4 in equation (5.25) are actually (the x2 is treated as a different 
variable) 





r2(y) 
/ d f(x,y) dex (5.26) 
r1(y) oy 
The first term (1) in equation (5.25) is 
OG dxz dx 
po ee —— 2 
Sa? = eau) F (5.27) 


The same can be said for the third term (3). Thus this explanation is a proof the Leibniz 
rule. 

The above “proof” is mathematical in nature and physical explanation is also 
provided. Suppose that a fluid is flowing in a conduit. The intensive property, f is in- 
vestigated or the accumulative property, F’. The interesting information that commonly 
needed is the change of the accumulative property, F’, with time. The change with time 
is 

DF D 


i 2 
Dt ~ Di Ioyg pfdv (5.28) 


For one dimensional situation the change with time is 


DF D 


If two limiting points (for the one dimensional) are moving with a different coordinate 
system, the mass will be different and it will not be a system. This limiting condition 
is the control volume for which some of the mass will leave or enter. Since the change 
is very short (differential), the flow in (or out) will be the velocity of fluid minus the 
boundary at 21, Up», = U; — Uy. The same can be said for the other side. The 
accumulative flow of the property in, F’,, is then 


Fi ae 
oS 

The accumulative flow of the property out, F’, is then 
F ae 


——~ GN 
Fout = fo p Urn (5.31) 
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The change with time of the accumulative property, Ff’, between the boundaries is 


<f p(x) f A(x) dA (5.32) 
dt c.v. 
When put together it brings back the Leibniz integral rule. Since the time variable, ¢, 
is arbitrary and it can be replaced by any letter. The above discussion is one of the 
physical meaning the Leibniz rule. 

Reynolds Transport theorem is a generalization of the Leibniz rule and thus the 
same arguments are used. The only difference is that the velocity has three components 
and only the perpendicular component enters into the calculations. 


Reynolds Transport 


D d 
——— = A 
pp f.,fav af fet f feUmd 








(5.33) 





5.5 Examples For Mass Conservation 


Several examples are provided to illustrate the topic. 


Example 5.5: 

Liquid enters a circular pipe with a linear velocity profile as a function of the radius 
with maximum velocity of Umax. After magical mixing, the velocity became uniform. 
Write the equation which describes the velocity at the entrance. What is the magical 
averaged velocity at the exit? Assume no-slip condition. 


SOLUTION 


The velocity profile is linear with radius. Additionally, later a discussion on relationship 
between velocity at interface to solid also referred as the (no) slip condition will be 
provided. This assumption is good for most cases with very few exceptions. It will 
be assumed that the velocity at the interface is zero. Thus, the boundary condition is 
U(r = R) =0 and U(r = 0) = Umax Therefore the velocity profile is 


U(r) = Umax (1 - =) 


Where R is radius and r is the working radius (for the integration). The magical 
averaged velocity is obtained using the equation (5.13). For which 


R 
| Umar (1-5) 2ardr =Uave t R? (5.V.a) 
0 R 
The integration of the equation (5.V.a)) is 
2 
Umax T = => ave TR? (5.V.b) 
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Fig. -5.7. Boundary Layer control mass. 


The solution of equation (b) results in average velocity as 


Use = ae (5.V.c) 


End Solution 


Example 5.6: 

Experiments have shown that a layer of liquid that attached itself to the surface and it 
is referred to as boundary layer. The assumption is that fluid attaches itself to surface. 
The slowed liquid is slowing the layer above it. The boundary layer is growing with x 
because the boundary effect is penetrating further into fluid. A common boundary layer 
analysis uses the Reynolds transform theorem. In this case, calculate the relationship 
of the mass transfer across the control volume. For simplicity assume slowed fluid has 
a linear velocity profile. Then assume parabolic velocity profile as 


can = 20 [8-43 (8) 


and calculate the mass transfer across the control volume. Compare the two different 
velocity profiles affecting on the mass transfer. 


SOLUTION 


Assuming the velocity profile is linear thus, (to satisfy the boundary condition) it will 
be 


U 
U,(y) = 2% 


The chosen control volume is rectangular of LD x 6. Where 6 is the height of the 
boundary layer at exit point of the flow as shown in Figure|[5.7] The control volume has 
three surfaces that mass can cross, the left, right, and upper. No mass can cross the 
lower surface (solid boundary). The situation is steady state and thus using equation 
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(5.13) results in 


x direction 


in out y direction 
SS io ee 


5 8 Uy L 
7 Udy [ hay = f Uadx 
0 0 9 0 


It can be noticed that the convention used in this chapter of “in” as negative is not 
“followed.” The integral simply multiply by negative one. The above integrals on the 
right hand side can be combined as 


fva-¥) ay = [Vous 


the integration results in 
or for parabolic profile 
or 


the integration results in 


U; L 
ef Uxda 
2 0 


End Solution 








Example 5.7: 

Air flows into a jet engine at 5kg/sec while fuel flow into the jet is at 0.1kg/sec. 
The burned gases leaves at the exhaust which has cross area 0.1m? with velocity of 
500 m/sec. What is the density of the gases at the exhaust? 


SOLUTION 


The mass conservation equation (5.13) is used. Thus, the flow out is (5 + 0.1 ) 
5.1 kg/sec The density is 


om 5.1 kg/sec 
~ AU 0.01 m? 500 m/sec 





p = 1.02kg/m? 
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es 6) 90010 
The mass (volume) flow rate is given by direct quantity like « kg/sec. However 
sometime, the mass (or the volume) is given by indirect quantity such as the effect of 
flow. The next example deal with such reversed mass flow rate. 


Example 5.8: 

The tank is filled by two valves which one filled tank in 3 hours and the second by 6 
hours. The tank also has three emptying valves of 5 hours, 7 hours, and 8 hours. The 
tank is 3/4 fulls, calculate the time for tank reach empty or full state when all the valves 
are open. Is there a combination of valves that make the tank at steady state? 


SOLUTION 


Easier measurement of valve flow rate can be expressed as fraction of the tank per hour. 
For example valve of 3 hours can be converted to 1/3 tank per hour. Thus, mass flow 
rate in is 


Min = 1/3 + 1/6 = 1/2tank/hour 


The mass flow rate out is 


131 
280 





Mout = 1/5 1/7 t 1/8 = 


Thus, if all the valves are open the tank will be filled. The time to completely filled the 
tank is 


1 
4 — ee 


1 131 159 
2 280 


The rest is under construction. 


End Solution 








Example 5.9: 

Inflated cylinder is supplied in its center with constant mass flow. Assume that the gas 
mass is supplied in uniformed way of m, [kg/m/sec]. Assume that the cylinder inflated 
uniformly and pressure inside the cylinder is uniform. The gas inside the cylinder obeys 
the ideal gas law. The pressure inside the cylinder is linearly proportional to the volume. 
For simplicity, assume that the process is isothermal. Calculate the cylinder boundaries 
velocity. 


SOLUTION 
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The applicable equation is 


increase pressure boundary velocity — in or out flow rate 
cr 


d 
i Pav + : pikaVv. = | pUpn dA 
v,, at 3 . 


c.u. c.v. 


Every term in the above equation is analyzed but first the equation of state and volume 
to pressure relationship have to be provided. 


P 


P= RF 


and relationship between the volume and pressure is 
P=frR,’ 


Where R, is the instantaneous cylinder radius. Combining the above two equations 
results in 

_ fa.” 

RT 





Where f is a coefficient with the right dimension. It also can be noticed that boundary 
velocity is related to the radius in the following form 


dR. 
U, = 
oe dt 





The first term requires to find the derivative of density with respect to time which is 








U 
; b 
dp d(/(fxR-\ 2fnR. dR. 
a da RP jf BY oi 
Thus the first term is 
d 27 Re of R 27 Re dR. 4f 2p 3 
ao Whee. eae mT Re 
ae: [ nr snr * 


The integral can be carried when Uj is independent of the Raf The second term is 


ss : 2 A 3 2 
fake ———~N fa Re 
U,dA = U,27k, = (ee 
[ ° e Rr." RT ? 








*The proof of this idea is based on the chain differentiation similar to Leibniz rule. When the 
derivative of the second part is dU;/dR- = 0. 
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substituting in the governing equation obtained the form of 


fre Re? | Af Tm? Re? 
RT °' 3RT 
The boundary velocity is then 





Un =m 


7TfmeRo  7fntR? 
3RT 


End Solution 





Up = 


Example 5.10: 

A balloon is attached to a rigid supply and is supplied by a constant mass rate, m,. 
Assume that gas obeys the ideal gas law. Assume that balloon volume is a linear function 
of the pressure inside the balloon such as P = f, V. Where f, is a coefficient describing 
the balloon physical characters. Calculate the velocity of the balloon boundaries under 
the assumption of isothermal process. 


SOLUTION 


The question is more complicated than Example The ideal gas law is 


me 
CRE 
The relationship between the pressure and volume is 
A f, « Ry? 
P=f,V= A fun Ret 


3 


The combining of the ideal gas law with the relationship between the pressure and 
volume results 


_ AfyaR,° 
a SRP 


The applicable equation is 
d 
[. ae p Uca +Uyf)aa = [ DU rn dA 


The right hand side of the above equation is 


| PU rn, dA= My 
Ss. 


The density change is 
Up 
9. 
dp 12 f,7 Ry” dR, 
dt RT dt 
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The first term is 


Af(r) 


— SS, dV 
fr 12 fy 7 Ry” U,ine dr _ 16 fy 0? Ry? 
0 


RT SRT e 


The second term is 


A 
A fut Re° 4 fot Ry”, 7 3 _ 8 for? Ry 
| f wei U, dA = f ues Th dee OE i a) b 
A 


3RT 3RT 3RT 
Subsisting the two equations of the applicable equation results 


fae 
' 8 fy x2 Ry? 


Notice that first term is used to increase the pressure and second the change of the 
boundary. 


End Solution 








Open Question: Answer must be received by April 15, 2010 


The best solution of the following question will win 18 U.S. dollars and your name 
will be associated with the solution in this book. 


Example 5.11: 

Solve example [5.10] under the assumption that the process is isentropic. Also assume 
that the relationship between the pressure and the volume is P = f,, V2. What are the 
units of the coefficient fy in this problem? What are the units of the coefficient in the 
previous problem? 


5.6 The Details Picture — Velocity Area Relationship 


The integral approach is intended to deal 
with the “big” picture. Indeed the method 
is used in this part of the book for this 
purpose. However, there is very little writ- 
ten about the usability of this approach to 
provide way to calculate the average quan- 
tities in the control system. Sometimes 
it is desirable to find the averaged veloc- 
ity or velocity distribution inside a control 
volume. There is no general way to pro- 
vide these quantities. Therefore an exam- 
ple will be provided to demonstrate the use Fig. -5.8. Control volume usage to calculate 
of this approach. local averaged velocity in three coordinates. 
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Consider a container filled with liq- 
uid on which one exit opened and the liquid flows out as shown in Figure [5.8] The 
velocity has three components in each of the coordinates under the assumption that 
flow is uniform and the surface is straight?| The integral approached is used to calculate 
the averaged velocity of each to the components. To relate the velocity in the z direc- 
tion with the flow rate out or the exit the velocity mass balance is constructed. A similar 
control volume construction to find the velocity of the boundary velocity (height) can 
be carried out. The control volume is bounded by the container wall including the exit 
of the flow. The upper boundary is surface parallel to upper surface but at Z distance 
from the bottom. The mass balance reads 


d 
aw | Um padA+ | Urn pdA =0 (5.34) 
v dt A A 


For constant density (conservation of volume) equatior|®] and (h > z) reduces to 








| i. pre (5.35) 
A 
In the container case for uniform velocity equation becomes 
Ae 
U,A=U, Ae U, —G Ue (5.36) 


It can be noticed that the boundary is not moving and the mass inside does not change 
this control volume. The velocity U, is the averaged velocity downward. 

The x component of velocity is ob- deenicaan =: 
tained by using a different control volume. irae : Ax sonatas 

pag 

The control volume is shown in Figure[5.9} Nd \ 
The boundary are the container far from Ay _— 
the flow exit with blue line projection into y—_—* \x y 
page (area) shown in the Figure The RA 
mass conservation for constant density of Ue e 


this control volume is . 
Fig. -5.9. Control volume and system before 


-| Us pas | Urn pdA = 0 and after the motion. 
A A 
(5.37) 


Usage of control volume not included in the previous analysis provides the velocity at 
the upper boundary which is the same as the velocity at y direction. Substituting into 
(5.37) results in 


Ae 
7 “U,pdA+ f U, pdA=0 (5.38) 
Az- A 


yz 





5 The liquid surface is not straight for this kind of problem. However, under certain conditions it is 
reasonable to assume straight surface which have been done for this problem. 
©The point where (z = h) the boundary term is substituted the flow in term. 
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Where A, is the area shown the Figure under this label. The area A,, referred to 
area into the page in Figure [5.9] under the blow line. Because averaged velocities and 
constant density are used transformed equation (5.38) into 


Ayz 
Ae —— 
GAs Uet+Us ¥(2)h=0 (5.39) 


Where Y (x) is the length of the (blue) line of the boundary. It can be notice that the 
velocity, U;, is generally increasing with x because A, increase with x. 

The calculations for the y directions are similar to the one done for x direction. 
The only difference is that the velocity has two different directions. One zone is right 
to the exit with flow to the left and one zone to left with averaged velocity to right. 
If the volumes on the left and the right are symmetrical the averaged velocity will be 
zero. 


Example 5.12: 
Calculate the velocity, U, for a cross section of circular shape (cylinder). 

Ax 
SOLUTION Y(x) es 





The relationship for this geometry needed to be ex- 
pressed. The length of the line Y(z) is 


Uel~ Ac 


a\2 

Y(x) =2r4/1— (1 = =) (5.Xll.a) 

, Fig. -5.10. Circular cross section 

This relationship also can be expressed in the term of for finding Uz and various cross 
qa as sections. 


Y(x) = 2r sina (5.XIl.b) 


Since this expression is simpler it will be adapted. When the relationship between radius 
angle and x are 
x =r(1-sina) (5.XIl.c) 


The area A, is expressed in term of a as 


1 
A, = (0 — 5sin(2a) r? (5.XII.d) 
Thus the velocity, U,. is 
Ae ae . . 
AN\%- 35 sin(2a) } r°U. + U,2r snah =0 (5.XIL.e) 


Gee Aer (a— § sin(2a)) U, (5.XIL-f) 
Ah sin a 
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Averaged velocity is defined as 


= al uds (5.Xll.g) 
S Js 


Where here S' represent some length. The same way it can be represented for angle 
calculations. The value dS is rcosa. Integrating the velocity for the entire container 
and dividing by the angle, a provides the averaged velocity. 


—_ 1 f™ A,r (a—% sin(2a)) 


o> Uerd 5.Xll.h 
2rjJo Ah tan a ie ( ) 





which results in 


—— T + 
= eae 5.Xll. 
U, = 2 Sr. (5.XIl.) 


End Solution 








Example 5.13: 
Calculate the velocity, U, for a cross 

, 7 x y) seh 
section of circular shape (cylinder). 
What is the averaged velocity if only i oe 
half section is used. State your assump- » (r= x) 
tions and how it similar to the previous Ay~ | 
example. Uel Ae 


ion Fig. -5.11. y velocity for a circular shape 


The flow out in the x direction is zero because symmetrical reasons. That is the flow 
field is a mirror images. Thus, every point has different velocity with the same value in 
the opposite direction. 

The flow in half of the cylinder either the right or the left has non zero averaged 
velocity. The calculations are similar to those in the previous to example [5.12] The 
main concept that must be recognized is the half of the flow must have come from one 
side and the other come from the other side. Thus, equation (5.39)) modified to be 


Aye 
Ae a 
“Ap Ue + Uz ¥(2)h=0 (5.40) 


The integral is the same as before but the upper limit is only to 7/2 








Lif? Avy (a — } sin(2a)) 
T= 2 rd 5.Xlll.a 
al Ah tana verde ( ) 
which results in 
qi Oe eT (5.Xlll.b) 





End Solution 
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5.7 More Examples for Mass Conservation 


Typical question about the relative velocity that appeared in many fluid mechanics 
exams is the following. 


Example 5.14: 


A boat travels at speed of 10m/sec upstream in a U, = 5{m/sec} 


river that flows at a speed of 5m/s. The inboard 
engine uses a pump to suck in water at the front and, 
Ain = 0.2m? and eject it through the back of the 


boat with exist area of Aj,; = 0.05m?. The wa- 

ter absolute (relative to the ground) velocity leaving Fig. -5.12. Schematic of the 
the back is 50m/sec, what are the relative velocities boat for example|5.14| 
entering and leaving the boat and the pumping rate? 


SOLUTION 


The boat is assumed (implicitly is stated) to be steady state and the density is constant. 
However, the calculations have to be made in the frame of reference moving with the 
boat. The relative jet discharge velocity is 

U, 


Tout 


= 504+ 10 = 60[m/sec] 
The volume flow rate is then 
Qout = Aout Uro,, = 60 x 0.05 = 3m3/sec 


The flow rate at entrance is the same as the exit thus, 


Aou 
tp = eS 15.0m/sec 


Orin = Ain Tout 0.2 





In this case (the way the question is phrased), the velocity of the river has no relevance. 


End Solution 


Example 5.15: 

The boat from Example[5. 14] travels downstream with the same relative exit jet speed 
(60m/s). Calculate the boat absolute velocity (to the ground) in this case, assume that 
the areas to the pump did not change. Is the relative velocity of the boat (to river) the 
same as before? If not, calculate the boat relative velocity to the river. Assume that 
the river velocity is the same as in the previous example. 


SOLUTION 
The relative exit velocity of the jet is 15m/sec hence the flow rate is 


Qout = Aout Uro,, = 60 x 0.05 = 3m3/sec 
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The relative (to the boat) velocity into boat is same as before (15m/sec). The absolute 
velocity of boat (relative to the ground) is 


Upoat = 15+ 5 = 20m/sec 
The relative velocity of boat to the river is 
Uselative to river = 20 — 5 = 15m/sec 
The relative exit jet velocity to the ground 
Uin = 60 — 15 = 45m/sec 


The boat relative velocities are different and depends on the directions. 


End Solution 








Example 5.16: 

Liquid A enters a mixing device depicted in at 0.1 [kg/s]. In same time liquid B enter 
the mixing device with a different specific density at 0.05 [kg/s]. The density of liquid A 
is 1000[kg/m*] and liquid B is 800[kg/m?3]. The results of the mixing is a homogeneous 
mixture. Assume incompressible process. Find the average leaving velocity and density 
of the mixture leaving through the 20 [cm] diameter pipe. If the mixing device volume 
is decreasing (as a piston pushing into the chamber) at rate of .002 [m?/s], what is the 
exit velocity? State your assumptions. 


SOLUTION 


In the first scenario, the flow is steady state and equation (5.11) is applicable 
ma + me = Qmnie Pmic =>= 0.14 0.05 = 0.15[m] (5.XVI.a) 
Thus in this case, since the flow is incompressible flow, the total volume flow in is equal 
to volume flow out as 
ma ma, 0.10 0.05 


' IB = aie => = 
@atQ@p=Q oa” pa 1000 800 





Thus the mixture density is 


ma+tm 





—— Bo_ 3 
Pmia = ma, mp 923.07[kg/m”| (5. XVI.b) 
PA PB 
The averaged velocity is then 
MA 4 mB 
_ Qmia _ pa pp _ 1.625 (5.XVI.c) 


Umia = — = 
Aout mt 0.012 T 





[m/s] 
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In the case that a piston is pushing the exit density could be changed and fluctuated 
depending on the location of the piston. However, if the assumption of well mixed is 
still holding the exit density should not affected. The term that should be added to the 
governing equation the change of the volume. So governing equation is (5.15). 


—Qb Pmix in out 


——_—_T XVI. 
Ubon A Pb = ma +MB-Mmix (5 A) 


That is the mixture device is with an uniform density 


—0.002[m/ sec] 923.7[kg/m*] = 0.1 + 0.05 — meeit (5.XVl.e) 


Mexit = 1.9974[kg/s] 


End Solution 








Example 5.17: 

A syringe apparatus is being use to withdrawn blood’| If the piston is withdrawn at 
0.01 [m/s]. At that stage air leaks in around the piston at the rate 0.000001 [m*/s]. 
What is the average velocity of blood into syringe (at the tip)? The syringe radios is 
0.005[m] and the tip radius is 0.0003 [m]. 


SOLUTION 


The situation is unsteady state (in the instinctive c.v. and coordinates) since the mass 
in the control volume (the syringe volume is not constant). The chose of the control 
volume and coordinate system determine the amount of work. This part of the solution is 
art. There are several possible control volumes that can be used to solve the problem. 
The two “instinctive control volumes” are the blood with the air and the the whole 
volume between the tip and syringe plunger (piston). The first choice seem reasonable 
since it provides relationship of the total to specific material. In that case, control 
volume is the volume syringe tip to the edge of the blood. The second part of the 
control volume is the air. For this case, the equation (5.15) is applicable and can be 
written as 

Utip Atip p6 = Up As p6 (5.XVIl.a) 


In the air side the same equation can used. There several coordinate systems that can 
used, attached to plunger, attached to the blood edge, stationary. Notice that change of 
the volume do not enter into the calculations because the density of the air is assumed 
to be constant. In stationary coordinates two boundaries are moving and thus 


moving b.c. in/out 


—— ee (5.XVII.b) 
Uptunger As Pa — Up As Pb = PaQin 





‘The author still remember his elementary teacher that was so appalled by the discussion on blood 
piping which students in an engineering school were doing. He gave a speech about how inhuman these 
engineering students are. | hope that no one will have teachers like him. Yet, it can be observed that 
bioengineering is “cool” today while in 40 years ago is a disgusting field. 
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Fig. -5.13. Water jet Pump. 


In the case, the choice is coordinates moving with the plunger, the relative plunger 
velocity is zero while the blood edge boundary velocity is Upiunger — Up. The air 
governing equation is 


blood b. velocity in/out 


(Uptunger ad Up) As Pb = PaQin 


In the case of coordinates are attached to the blood edge similar equation is obtained. 
At this stage, there are two unknowns, U; and Uzi, and two equations. Using equations 


(5.XVIl.a) and (5.XVII.c) results in 


(5.XVIl.c) 








Us = Uptenger ~ Pee 
Pa Qin (5.XVII.d) 
U, unger” "yj As 
U,. a, (& " a 
me Atip Atip 


End Solution 


Example 5.18: 

The apparatus depicted in Figure [5.13 is referred in the literature sometime as the 
water—jet pump. In this device, the water (or another liquid) is pumped throw the inner 
pipe at high velocity. The outside pipe is lower pressure which suck the water (other 
liquid) into device. Later the two stream are mixed. In this question the what is the 
mixed stream averaged velocity with U,; = 4.0[m/s] and Uz = 0.5[m/s]. The cross 
section inside and outside radii ratio is r,/rg = 0.2. Calculate the mixing averaged 
velocity. 


SOLUTION 


The situation is steady state and which density of the liquid is irrelevant (because it is 
the same at the inside and outside). 


U; A, + U2 Ay = U3 Az (5.XVIIl.a) 
The velocity is A3 = A; + Ao and thus 


_ U, A; + U2 Ag = Aj Aj 
(y= BA 2 +t ( ) 


End Solution 


(5.XVIII.b) 
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Example 5.19: 


A centrifugal pump is a device that con- 
vert external energy to increase of pres- 
sure (energy). For simplicity assume 
that the centrifugal pump is a disk with 
thickness of of d, = 0.03[m]. The liq- 
uid enter to impeller eye at rate of 0.002 \ 
[m3/sec]. For this example ignore the eis —_ 

structure (impeller volume) inside the 

pump. What is the average velocity of Fig. -5.14. Schematic for a centrifugal 
along the radial direction as function of pump. to be replaced 

r see Fig. at specific time a dye is 

introduced at impeller eye. Calculate the time it takes to the dye to travel to from the 
edge of the inlet of impeller eye to outlet. 








SOLUTION 











For the solution, it is assumed that the 
velocity has only component in the radial 
direction. This assumption is really not re- 
quired if there is no circulation and eddy 
flow. The conservation of the mass re- 
quires that the flow into every cross section 
must be the same. The mass conservation 
can be written as 





(5.XIX.a) Fig. -5.15. schematic of single stage centrifugal 
pump. 

where r is any radius in pump as the velocity will be 

"lar dpp nrdy 


m= pAU, = p2ar dp 





(5.XIX.b) 


The flow rate through pump eye is constant and hence it can be written as the following 
Q = AUy = To" Us (5.X1X.c) 


where Uy is the (average) entrance velocity to the pump at the pump eye. The velocity 
inside the pump is 
dr 
U = — 
dt 
Where r is the distance from the center of the pump which starts from ro. Notice that 


this equation is not valid inside the pump’s eye. Rearranging the velocity definition as 


_ dr 


dt 
U 


(5.XIX.d) 
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Inside the pump, the velocity is defined as a function of the radius Equation (5.XIX.b). 
As usual, Equation (5.XIX.d)) is integrated to be 


r 


" dr dr md, [" 
dt -| ar dr _ dy fo, (5.XIX.e) 
[ To U Q Q TO 
277 dp 
To 


the results of the integration is 


At = * (r? — 192) (5.XIX.f) 


The time increases parabolically with the radius. This question was originated from 
industrial process where the time to create a specific color was important. 





mums Advance material can be skippl —_—~ 





This discussion appears here because the size of Dimensional Analysis chapter. 
This solution can be written as 


Att) — tdyTo? | r? 
=> 1 
a O a (5.X1IX.g) 


R2 





Where 79 is characteristic time is defined as Ar/Uy or (R— 1) /Us. This parameter 
represents the time which elapsed when the liquid velocity pump eye would continue 
throughout the pump. Equation (5.XIX.g) can further rearranged as 


2 2 
At T dy 19 (R? 1) = Zo VE (Re 1) 








2 
TO QT Fe? Ar UF (5.X1X.h) 
Tro? UF 
which can be written as d 
— —P (R?_1 5.XIX.i 
fae <4) ee 


At 


Where here 7 = = is the relative time 


— Ed) Advance material ——— —  — 


End Solution 








Example 5.20: 

As opposed to example this question was originated from the medical field 
(ophthalmology) and yet the similar idea appear. Assume that an eye can be approxi- 
mated as a sphere (very rough approximation yet it provide reasonable approximation). 
For this model, it is assumed that tears are originated at the center of the eye and 
leave at the surface (not a proper assumption just for practice the concepts. It is better 
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assumption if medication is injected at the center). The dimension of the ey¢| 23[mm]. 
If the velocity of tears at the surface is 0.00001 [m/sec] what is flow rate supply. If 
medicine/or dye is injected at the center of the eye how long it will take to reach to the 
eye surface. 


SOLUTION 
The mass conservation of the flow rate and assuming the density is constant as 
Q=AU =47r°U (5.XX.a) 
The flow can easily can be calculated as 
Q=4n R?U =4x 2 x 0.0115 x 0.00001 = 1.662 x e~8[m3/sec] — (5.XX.b) 


Equation (5.XX.a)) can be rearranged and the velocity can be expressed as 





dr Q 
U=-=—= 5.XX.c 
dt 4nr? ( ) 
?? is valid after certain range where velocity can does not have any component of 
the injection. For practical purposes, it is assume to be zero because there is no clear 
boundary. ?? is written as 
dr An r? dr 
dt = a 
Q Q (5.XX.d) 


Anr2 








?? is integrated to be 
_ An r? _ Veye 


3Q Q 
The results are simply could guess from the question and no complicate analysis was 
required. The analysis provide only the velocity in the eye. 


(5.XX.e) 








End Solution 











8Inessa Bekerman, Paul Gottlieb, and Michael Vaima, "Variations in Eyeball Diameters of the 
Healthy Adults”, Journal of Ophthalmology Volume 2014, ID 503645. 


Momentum Conservation for Control 
Volume 


6.1 Momentum Governing Equation 
6.1.1 Introduction to Continuous 


In the previous chapter, the Reynolds Transport Theorem (RTT) was applied to mass 
conservation. Mass is a scalar (quantity without magnitude). This chapter deals with 
momentum conservation which is a vector. The Reynolds Transport Theorem (RTT) is 
applicable to any quantity and the discussion here deals with forces that acting on the 
control volume. Newton's second law for a single body is as the following 


d(mU) 
dt 


It can be noticed that bold notation for the velocity is U (and not U) to represent that 
the velocity has a direction. For several bodies (n), Newton's law becomes 


eine Pea (62) 


i=l 


F= 





(6.1) 





The fluid can be broken into infinitesimal elements which turn the above equation (6.2) 
into a continuous form of small bodies which results in 


element mass 


ee U oaVv (6.3) 
= OG J aps . , 
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Note that the notation D/Dt is used and not the regular operator d/dt to signify that 
the operator refers to a derivative of the system. The Reynold's Transport Theorem 
(RTT) has to be used on the right hand side of eq. (6.3). 


6.1.2 External Forces 


First, the terms on the left hand side, or the forces, have to be discussed. The forces, 
excluding the external forces, are divided to the body forces, and the surface forces as 
the following 


Frotal = F, +Fs (6.4) 


In this book (at least in this discussion), the main body force is the gravity. The gravity 
acts on all the system elements. The total gravity force is 


element mass 


oN 
SoF,=| g pdv (6.5) 

sys 
which acts through the mass center towards the center of earth. After infinitesimal time 
the gravity force acting on the system is the same for control volume, hence, 


/ goav= | gpav (6.6) 
sys cv 


The integral yields a force trough the center mass which has to be found separately. 
In this chapter, the surface forces are 

divided into two categories: one perpendi- with the [i 

cular to the surface and one with the sur- Surface | perpendicular 

face direction (in the surface plane see Fig- —te the surface 


ure[6.1]). Thus, it can be written as [as 


SOF. = / Sn dA + / rdA (6.7) Fig. -6.1. The explanation for the direction rel- 
c.vU. c.v. 


ative to surface perpendicular and with the sur- 


face. 
Where the surface “force’, Sp, is in the 


surface direction, and 7 are the shear stresses perpendicular to the surface. The surface 
“force”, Sy, is made out of two components, one due to the viscosity (solid body see 
also discussion page number [285) and two consequence of the fluid pressure. Here for 
simplicity, only the pressure component is used which is reasonable for most situations. 
Thus, 


~0 
eg ES 
S,=—-Pnrt+ S, (6.8) 
Where S, is perpendicular stress due to viscosity. Again, % is an unit vector outward 


of element area and the negative sign is applied so that the resulting force acts on the 
body. 
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6.1.3 Momentum Governing Equation 


The right hand side, according Reynolds Transport Theorem (RTT), is 


D t 

— UdV = — vav + | UU ,,dA 6.9 

Dt iz i dt [. ‘ C.v. . o ( ) 

The liquid velocity, U, is measured in the frame of reference and U,,, is the liquid 

relative velocity to boundary of the control volume measured in the same frame of 
reference. 

Thus, the general form of the momentum equation without the external forces is 


Integral Momentum Equation 


i eee ie haa ie Tete (6.10) 


-</ pU aves / DU av 











With external forces equation (6.10) is transformed to 


Integral Momentum Equation & External Forces 
Dd Peat + | gpdV— | P.dA+ | 7r-dA= 
C.U. a 





VU, C.U. 


(6.11) 


=f puav + [ pU UpndV 





The external forces, F..+, are the forces resulting from support of the control volume 
by non-fluid elements. These external forces are commonly associated with pipe, ducts, 
supporting solid structures, friction (non-fluid), etc. 

Equation (6.11) is a vector equation which can be broken into its three com- 
ponents. In Cartesian coordinate, for example in the x coordinate, the components 
are 


Det f (9-1) pav [ PeostedA + | T, dA= 


.U. 


t 
=f pu, + | pU,-Ur,dA (6.12) 


C.U. C.U. 


where 0, is the angle between 7 and 7 or the resulting of (7 7). 


6.1.4 Momentum Equation in Acceleration System 
For accelerate system, the right hand side has to include the following acceleration 
Qace = WX (rXw)+2U xwt+rxw-—ag (6.13) 


Where r is the distance from the center of the frame of reference and the add force is 


Face =i Gace PAV (6.14) 
Vv. 


c.v. 
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6.1.5 Momentum Equation For Steady State and Uniform Flow 


The momentum equation can be simplified for the steady state condition as it was 
shown in example [6.3] The unsteady term (where the time derivative) is vanished. 


(6.15) 





6.1.5.1 Momentum Equation for Constant Pressure and Frictionless Flow 


Another important sub category of simplification deals with flow under approximation 
of the frictionless flow and uniform pressure. These kind of situations raised when 
the friction (forces) is small compared to the kinetic momentum change. Additionally, 
in these situations, the flow is exposed to the atmosphere and thus (almost) uniform 
pressure surrounding the control volume. In this situation, the mass flow rate in and 
out are equal. Thus, equation is further reduced to 


Urn Urn 
r= | puw-nyaa— | pU(U-fdA (6.16) 
out in 


In situations where the velocity is provided and known (remember that the density is 
constant) the integral can be replaced by 


F=nU,-—muU; (6.17) 


The average velocity is related to the velocity profile by the following integral 
==2 1 2 
U =— | (U(r) dA (6.18) 
AJa 


Equation (6.18) is applicable to any velocity profile and any geometrical shape. 


Example 6.1: 
Calculate the average velocity for the given parabolic velocity profile for a circular pipe. 


SOLUTION 
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The velocity profile is 


r r\2 
U (5) =Umos i - (5) | (6.l.a) 
Substituting equation into equation (6.18) 
—s_ [ [U(r)|? 2ardr (6.1.b) 
27 R2 0 
results in ; 
= 1 
uw = (Crate) | (1 = Pr)? rdr = 6 (Ces) (6.I.c) 
0 
Thus, 
7 = me 
V6 


End Solution 














Fig a. Schematics of area impinged by a jet Fig b. Schematics of maximum angle for 
for example[6.2] impinged by a jet. 


Fig. -6.2. Schematics of area impinged by a jet and angle effects. 


Example 6.2: 

A jet is impinging on a stationary surface by changing only the jet direction (see Figure 
(6.2). Neglect the friction, calculate the force and the angle which the support has to 
apply to keep the system in equilibrium. What is the angle for which maximum force 
will be created? 


SOLUTION 


Equation (6.11) can be reduced, because it is a steady state, to 


Urn Urn 
Gaon @ dA = wht. — 9 (6.ll.a) 
=| puT ayaa f pUO-Abda = iid, — rid aye 
out in 
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It can be noticed that even though the velocity change direction, the mass flow rate 
remains constant. Equation can be explicitly written for the two coordinates. 
The equation for the x coordinate is 


F,, = m (cos 6U, — U;) 
or since U; = U, 

F,, = mU; (cos6 — 1) 
It can be observed that the maximum force, F,, occurs when cos@ = 7. It can be 
proved by setting dF, /d@ = 0 which yields 9 = 0 a minimum and the previous solution. 
Hence, 

Fel man = 2m Uy 
and the force in the y direction is 
Fy =mU; sin@ 


the combined forces are 


Frotal = \/ Fy? + ie = rin Ui (cos 8 — iy + sin? 6 





Which results in 
Frotal =m U; sin (0/2) 
with the force angle of 


F a @ 
tangd=n7—-—~=_-- 
Fy 2 2 
For angle between 0 < 6 < 7 the maximum occur at @ = 7 and the minimum at 6 ~ 0. 
For small angle analysis is important in the calculations of flow around thin wings. 


End Solution 


Example 6.3: 
Liquid flows through a symmetrical nozzle as shown in the Figure|6.3) with a mass 
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flow rate of 0.01 [gk/sec]. The 
entrance pressure is 3[Bar] and 
the entrance velocity is 5 [m/sec]. P2= 
The exit velocity is uniform but 
unknown. The exit pressure is 
1[Bar]. The entrance area is 
0.0005/m?] and the exit area is 
0.0001[em?]. What is the exit ve- 





locity? What is the force acting the Al | i 1 | | 1 | | | i | 1 {" 

nozzle? Assume that the density Uy =5[m/sec] 

is constant p = 1000[kg/m*] and 

the volume in the nozzle is 0.0015 Fig. -6.3. Nozzle schematic for the discussion 
[m3 i} on the forces and for example[6.3} 
SOLUTION 


The chosen control volume is shown in Figure [6.3] First, the velocity has to be found. 
This situation is a steady state for constant density. Then the mass conservation requires 
that 


Aj Uj, = Ag U2 


and after rearrangement, the exit velocity is 
A 0.0005 
*U, = x 


~ Ay’ 0.0001 
Equation (6.12) is applicable but should be transformed into the z direction which is 


vet | g-kpav + | Post. dA+ | T,dA= 


c.u VU. 


=0 


t 
val pu.av+ | pU,-UpndA 


The control volume does not cross any solid body (or surface) there is no external 
forces. Hence, 


U2 





5 = 25[m/sec] 


liquid 
=0 surface 


GN . 
vet f g-kpav + | Pcos0,dA+ 


c.u 
forces on 
the nozzle 
Prozzle 


SSS 


solid 
surface 


J Poose.dA+ | r.dA= | pU,-Uy,dA (6.19) 
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All the forces that act on the nozzle are combined as 


DY Frosste + f g-kpav + | Peost.dA = [ pU,-UrmdA  (6.lll.a) 


Cc. 


The second term or the body force which acts through the center of the nozzle is 


Fy -- | g:-npdvV = —G PVnozzle 


Notice that in the results the gravity is not bolded since only the magnitude is used. 
The part of the pressure which act on the nozzle in the z direction is 


-| paA= [ paa— | paa- PA|, — PAl, 
C.U. 1 2 


The last term in equation is 


[ eU.- Ura = Us (U2)dA— | U,(U;)dA 
Cv. A2 Al 


which results in 


/ pu, -Up,dA = p (U2? Az — Uy? Ay) 


Combining all transform eq. into 


F. = — 9 pVnozzle + PA|, — PA|, +p (U2?A2 — U1? A1) (6.III.b) 


F, = 9.8 x 1000 


End Solution 








6.2. Momentum Equation Application 


Momentum Equation Applied to Propellers 


The propeller is a mechanical devise that is used to increase the fluid momentum. Many 
times it is used for propulsion purposes of airplanes, ships and other devices (thrust) as 
shown in Figure [6.4] The propeller can be stationary like in cooling tours, fan etc. The 
other common used of propeller is mostly to move fluids as a pump. 

The propeller analysis of unsteady is complicated due to the difficulty in under- 
standing the velocity field. For a steady state the analysis is simpler and used here to 
provide an example of steady state. In the Figure [6.4] the fluid flows from the left to 
the right. Either it is assumed that some of the fluid enters into the container and fluid 
outside is not affected by the propeller. Or there is a line (or surface) in which the fluid 
outside changes. only the flow direction This surface is called slip surface. Of course it 
is only approximation but is provided a crude tool. Improvements can be made to this 
analysis. Here, this analysis is used for academic purposes. 
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As first approximation, 
the pressure around control 
volume is the same. Thus, 
pressure drops from the cal- 
culation. The one dimen- 
sional momentum equation is 
reduced 


F = p(U2” —U,”) (6.20) 


Combining the control 
volume between points 1 and 
3 with (note that there are no 
external forces) with points 4 
and 2 results in 


— 





Fig. -6.4. Propeller schematic to explain the change of mo- 
mentum due to velocity. 


p (U2" — U,”) = Py — P3 (6.21) 


This analysis provide a way to calculate the work needed to move this propeller. Note 
that in this analysis it was assumed that the flow is horizontal that 21 = z2 and/or the 


change is insignificant. 


Jet Propulsion 


Jet propulsion is a mechanism in which the airplanes and other devices are pro- 
pelled. Essentially, the air is sucked into engine and with an addition heating (burning 
fuel) the velocity is increased. Further increase of the exit area with the increased of 
the burned gases further increase the thrust. The analysis of such device in complicated 
and there is a whole class dedicated for such topic in many universities. Here, a very 
limited discussion related to the steady state is offered. 

The difference between the jets propulsion and propellers is based on the energy 
supplied. The propellers are moved by a mechanical work which is converted to thrust. 
In Jet propulsion, the thermal energy is converted to thrust. Hence, this direct conver- 
sion can be, and is, in many case more efficient. Furthermore, as it will be shown in 
the Chapter on compressible flow it allows to achieve velocity above speed of sound, a 


major obstacle in the past. 


The inlet area and exit area are different for most jets and if the mass of the fuel 


is neglected then 


F =p (Ag U2? — Ai U1?) (6.22) 


An academic example to demonstrate how a steady state calculations are done 


for a moving control volume. 


Example 6.4: 


A sled toy shown in Figure|6.5|is pushed by liquid jet. Calculate the friction force on the 
toy when the toy is at steady state with velocity, Uj. Assume that the jet is horizontal 
and the reflecting jet is vertical. The 
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velocity of the jet is uniform. Neglect i 





the friction between the liquid (jet) and =— contro = 
the toy and between the air and toy. ee oe SG 
, Uj i j Vo 
Calculate the absolute velocity of the di Fr 
jet exit. Assume that the friction be- Pr 


tween the toy and surface (ground) is 
relative to the vertical force. The dy- 
namics friction is |ta. 


Fig. -6.5. Toy Sled pushed by the liquid 
jet in a steady state for example[6.4] 


SOLUTION 


The chosen control volume is attached to the toy and thus steady state is obtained. The 
frame of reference is moving with the toy velocity, Ug. The applicable mass conservation 
equation for steady state is 


AU, = AgU2 


The momentum equation in the x direction is 


P+ | goav — [ paA+ | rdA= [ pUU p,dV (6.IV.a) 


The relative velocity into the control volume is 
U1; = (U; — Uo) & 
The relative velocity out the control volume is 
U2; = (U; — Uo) 9 
The absolute exit velocity is 
U2 = Upt + (U; — Uo) 9 


For small volume, the gravity can be neglected also because this term is small 
compared to other terms, thus 


/ gpdV ~0 


The same can be said for air friction as 


/ TdA~0 


The pressure is uniform around the control volume and thus the integral is 


| PdA=0 
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The control volume was chosen so that the pressure calculation is minimized. 
The momentum flux is 


| pU, UirndA = ApU,;” (6.1V.b) 
Ss. 


c.v. 


The substituting into equation yields 
F, = ApU,;” (6.1V.c) 

The friction can be obtained from the momentum equation in the y direction 

Moy 9 + ApU1;" = Fearth 
According to the statement of question the friction force is 

Fy = pa (meoy 9 + Ap U1;”) 
The momentum in the x direction becomes 

Ma (Mtoy 9 + Ap U1;") = ApU,,;? = Ap (U; — Uo)" 

The toy velocity is then 


Ld Metoy g 


0 = V5 Ap (= pa) 





Increase of the friction reduce the velocity. Additionally larger toy mass decrease the 
velocity. 


End Solution 


6.2.1 Momentum for Unsteady State and Uniform Flow 


The main problem in solving the un- 
steady state situation is that the con- 
trol volume is accelerating. A possible 
way to solve the problem is by express- 
ing the terms in an equation (6.10). 
This method is cumbersome in many 
cases. Alternative method of solution 
is done by attaching the frame of ref- 
erence to the accelerating body. One 
such example of such idea is associ- 
ated with the Rocket Mechanics which — Fig. -6.6. A rocket with a moving control volume. 
is present here. 


UR 
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6.2.2 Momentum Application to Unsteady State 


Rocket Mechanics 


A rocket is a devise similar to jet propulsion. The difference is the fact that the oxidant 
is on board with the fuel. The two components are burned and the gases are ejected 
through a nozzle. This mechanism is useful for specific locations because it is indepen- 
dent of the medium though which it travels. In contrast to other mechanisms such as 
jet propulsion which obtain the oxygen from the medium which they travel the rockets 
carry the oxygen with it. The rocket is accelerating and thus the frame for reference is 
moving the with the rocket. The velocity of the rocket in the rocket frame of reference 
is zero. However, the derivative with respect to time, dU/dt # 0 is not zero. The 
resistance of the medium is Denote as Fp. The momentum equation is 


FR 0 
a a_—_—— 


[reat | gpav + [ PaA— | pagdV = 


d 
Tf euyavs | pyindA (6.23) 
dt Ved: CU. 


There are no external forces in this control volume thus, the first term F’p, vanishes. 
The pressure term vanish because the pressure essentially is the same and the difference 
can be neglected. The gravity term is an instantaneous mass times the gravity times 
the constant and the same can be said for the acceleration term. Yet, the acceleration 
is the derivative of the velocity and thus 


dU 
i dV = ae (mR +mf) (6.24) 


The first term on the right hand side is the change of the momentum in the rocket 
volume. This change is due to the change in the volume of the oxidant and the fuel. 


d d 
a . pU,dV = a [((mr+my) U] (6.25) 


Clearly, the change of the rocket mass can be considered minimal or even neglected. 
The oxidant and fuel flow outside. However, inside the rocket the change in the velocity 
is due to change in the reduction of the volume of the oxidant and fuel. This change is 
minimal and for this analysis, it can be neglected. The last term is 


/ Uy Upnd A = th (Uy — UR) (6.26) 


Combining all the above term results in 


dU : 
Fr-(mpap+mp) gH er (mp +mys) =m (Ug — UR) (6.27) 
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Denoting Mr = mp+my, and thus d9N/dt = rh and U. = U, — UR. As first approx- 
imation, for constant fuel consumption (and almost oxidant), gas flow out is constant 
as well. Thus, for constant constant gas consumption equation (6.27) transformed to 








dU . 
FrR-Mrg+ di Mr = Mr Ue (6.28) 
Separating the variables equation (6.28) yields 
akin Ue FR 
dU = dt 6.29 
( Nix We 7 (6.29) 


Before integrating equation (6.29), it can be noticed that the friction resistance F'p, is a 
function of the several parameters such the duration, the speed (the Reynolds number), 
material that surface made and the medium it flow in altitude. For simplicity here the 
part close to Earth (to the atmosphere) is assumed to be small compared to the distance 
in space. Thus it is assume that Fp = 0. Integrating equation with limits of 
U(t = 0) = 0 provides 


U , t dt t 
| = Mets | -f gdt (6.30) 
0 0 Mr 0 


the results of the integration is (notice M = Mo — tM) 


U=U.-ln (a) —gt (6.31) 
Mop —tM 


The following is an elaborated example which deals with an unsteady two dimen- 
sional problem. This problem demonstrates the used of control volume to find method 
of approximation for not given velocity profiled? 


Example 6.5: 


A tank with wheels is filled with liquid is de- 
picted in Figure|6.7| The tank upper part is 
opened to the atmosphere. At initial time 
the valve on the tank is opened and the liq- 
uid flows out with an uniform velocity pro- 
file. The tank mass with the wheels (the Fig. -6.7. Schematic of a tank seating 

solid parts) is known, mz. Calculate the on wheel for unsteady state discussion 

tank velocity for two cases. One the wheels 

have a constant resistance with the ground and two the resistance linear function of the 
weight. Assume that the exit velocity is a linear function of the height. 








TA variation of this problem has appeared in many books in the literature. However, in the past 
it was not noticed that a slight change in configuration leads to a constant x velocity. This problem 
was aroused in manufacturing industry. This author was called for consultation and to solve a related 
problem. For which he noticed this “constant velocity.” 
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SOLUTION 


This problem is similar to the rocket mechanics with a twist, the source of the propulsion 
is the potential energy. Furthermore, the fluid has two velocity components verse one 
component in the rocket mechanics. The control volume is shown in Figure [6.7] The 
frame of reference is moving with the tank. This situation is unsteady state thus 
equation for two dimensions is used. The mass conservation equation is 





d 
— / pdVv +f pdA = 0 (6.V.a) 
dt Jy... an 
Equation (6.V.a) can be transferred to 
d c.U 
re = 9 Uy Ap = 9 (6.V.b) 
dt 
Where Mo is mass flow rate out. Equation (6.V.b)) 


can be further reduced due to constant density to 
Uy 








d (Ah) 
dt 


It can be noticed that the area of the tank 
is almost constant (A = constant) thus 





+ Up Ap =0 (6.V.c) 





dh dh Up Ao 
AY Ag es 
di + Uo Ao => di 





A Fig. -6.8. A new control volume to find the 
(6.32) velocity in discharge tank for example[6.5} 


The relationship between the height and 
the flow now can be used. 
Uj =Bh (6.V.d) 


Where B is the coefficient that has the right units to mach equation (6.V.d) that 
represent the resistance in the system and substitute the energy equation. Substituting 


equation (6.V.d) into equation (6.V.c) results in 
dh | BhAg 
dt A 

Equation is a first order differential equation which can be solved with the initial 

condition h(t = 0) = ho. The solution (see for details in the Appendix ) is 


t Ap B 
hi=fe Al 





=0 (6.V.e) 





(6.V.f) 


To find the average velocity in the x direction a new control volume is used. The 
boundary of this control volume are the tank boundary on the left with the straight 
surface as depicted in Figure [6.8] The last boundary is variable surface in a distance 
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x from the tank left part. The tank depth, is not relevant. The mass conservation for 
this control volume is 


dh _ 
wa, = 3h (6.V.g) 


Where here w is the depth or width of the tank. Substituting (6.V.f) into (6.V.g) results 
An KB oe ApoB 
Tile) — LA0PoY p> 4 _. LAO (6.V.h) 
cs eye A 


The average x component of the velocity is a linear function of «. Perhaps surprising, 
it also can be noticed that U,,(x) is a not function of the time. Using this function, the 
average velocity in the tank is 





L 
7 oy xAyB  LAgB (6.Vi) 
0 


7 L A 2A 
It can be noticed that U, is not function of height, h. In fact, it can be shown that 
average velocity is a function of cross section (what direction?). 
Using a similar control volumd?] the average velocity in the y direction is 


t Ao B 
Geo a2 ee A (6.V.j) 
dt A 
It can be noticed that the velocity in the y is a function of time as oppose to the x 
direction. 
The applicable momentum equation (in the tank frame of reference) is 
which is reduced to 








acceleration 


(6.V.k) 





d 
[(me + my) U,] + Up mo 


—Fr—(m+mys)g—a(me+ my) = Pr 


Where U, is the relative fluid velocity to the tank (if there was no tank movement). mf 
and m, are the mass of the fluid and the mass of tank respectively. The acceleration of 
the tank is a = —7ag or 1-a = —a. And the additional force for accelerated system is 


=]. / apdV = Mev, a 
V. 


c.v. 


The mass in the control volume include the mass of the liquid with mass of the solid 
part (including the wheels). 


Meu, = MF + mr 


because the density of the air is very small the change of the air mass is very small as 
well (pa << p). 





?The boundaries are the upper (free surface) and tank side with a y distance from the free surface. 
f UondA = f UrndA => Upgn = Urn. 


220 CHAPTER 6. MOMENTUM CONSERVATION 


The pressure around the control volume is uniform thus 
i Pcos@,dA ~ 0 
Sev. 


and the resistance due to air is negligible, hence 


/ TdA~0 
Ss. 


C.u. 


The momentum flow rate out of the tank is 


i pUz Up dA = pUo* Ap = Mo US (6.33) 
Ss 


c.v. 


In the x coordinate the momentum equation is 


d 
—F, + (me +my)a= i [(mz + my) Uz] + Uo tre (6.V.1) 


Where F,, is the x component of the reaction which is opposite to the movement 
direction. The momentum equation in the y coordinate it is 


Fy —(m+myp) 9 = 5 [ (mz + my) Uy] (6.V.m) 
There is no mass flow in the y direction and U,, is component of the velocity in the y 
direction. 

The tank movement cause movement of the air which cause momentum change. 
This momentum is function of the tank volume times the air density times tank velocity 
(ho x A X pa X U). This effect is known as the add mass/momentum and will be 
discussed in the Dimensional Analysis and Ideal Flow Chapters. Here this effect is 
neglected. 

The main problem of integral analysis approach is that it does not provide a way 
to analysis the time derivative since the velocity profile is not given inside the control 
volume. This limitation can be partially overcome by assuming some kind of average. It 
can be noticed that the velocity in the tank has two components. The first component 
is downward (y) direction and the second in the exit direction (x). The velocity in the y 
direction does not contribute to the momentum in the x direction. The average velocity 
in the tank (because constant density and more about it later section) is 


1 
= — U,dV 


t JV; 


S| 


Because the integral is replaced by the average it is transferred to 


| pP U,dV ~~ Mev. i 
V5 
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Thus, if the difference between the actual and averaged momentum is neglected 





then 
~0 
aetna 
d d ay es, A (6.V.n) 
dt V; pu, dV ~ dt eee U7) = dt Uz + dt Mev. 


Noticing that the derivative with time of control volume mass is the flow out in equation 


(6.V.n}) becomes 














mass 

rate 
_—_ out (6.V.0) 

dt xz dt Mev, = ™oq x = —™Mog 2A 
Combining all the terms results in 
LAj B 
—F, +a (mp +m) = —mo A —Upmo (6.V.p) 
Rearranging and noticing that a = dU;/dt transformed equation (6.V.p)) into 
F, LA 2A 
a= 6 ( oB+ Uo mrs) (6.V.q) 
mp +m 2A(my +m) 


If the Fi, > mo (2e08 + Uo) the toy will not move. However, if it is the opposite the 
toy start to move. From equation (6.V.d) the mass flow out is 


Uo 
re oT 


= << (6.V.r) 
tAo B 
mo(t)=Bho@ A” Aop 


The mass in the control volume is 


Vv 
——$—— 


_tAoB (6.V.s) 
mp=pAhe A 


The initial condition is that Ur(t = 0) = 0. Substituting equations (6.V.r) and (6.V.s) 


into equation (6.V.q) transforms it to a differential equation which is integrated if R, 
is constant. 
For the second case where R, is a function of the Ry as 





The y component of the average velocity is function of the time. The change in the 


accumulative momentum is 


d _ dma dUy 6.V.t 
a Looms) Uy] = rUy + Gems (6.V.t) 
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The reason that my is used because the solid parts do not have velocity in the y 
direction. Rearranging the momentum equation in the y direction transformed 


ey 


— 


t Ao B he Ac2 B2\" _ tAoB 
Fy = | me + pAhoe™ A g+2 (Peo) eA (6.V.u) 





The actual results of the integrations are not provided since the main purpose of this 
exercise to to learn how to use the integral analysis. 


End Solution 














xample. 6.6; 
5 Barge ring (hollow piston) pushes a liquid Aout | Uout |F 
ui 

in a cylinder as depicted in Figure|6.9 As- =a 
sume that the velocity is uniform at the exit oe | | 1 
and entrance of the ring. The hollow area | 

‘ h Uy; 
and piston area are known and denoted as a 
A and A,,, respectively. All the geometri- AY HH 




















cal quantities along with the initial condition 


: ; ; Fp, P 
are known. Write a governing equation as ye 
a function of the height and other parame- Fig. -6.9. A large Ring pushing liquid 
ters that affecting the problem. State any inside cylinder assembly. 


assumption that you made. 


SOLUTION 


The liquid is pushed by the ring can be divided into two zones plus the ring free body. 
The first zone is the volume within the ring and second is the volume under the ring see 
Figure[6.9| It reasonable to separate the problem into two control volumes because the 
first zone is accelerating in the Earth frame of reference while the second control volume 
has a constant velocity (zero) with an accelerating upper boundary. The first control 
volume shown in Figure [6.9 has the same flow in and out (regardless the selection of 
the coordinates system). 


cv. 1 


The continuity equation in coordinate system moving with the ring reads 


I, 


Where U;,, and Ujuz are the absolute velocities in the Earth coordinate system. The 
right hand side term vanishes because the amount of liquid in the control volume does 
not change. The density is constant which leads to 


d 
p (Uin +h Uring) dA -| P (Uout + Uring) dA= al pdV (6.VI.a) 
A dt Jy 


in out 


i ies (6.VI.b) 
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That is, the velocities in and out of the ring are the same but are a strong function of 
the time. This fact also means that these velocities are identical in any other coordinate 
systems. The momentum conservation has to account for the acceleration of the control 
volume (see the first term) as 


few-a ave f 


P;,, dA — / Patmos A + | TdA= 
out A 


in 


= puav+ | puurnaa (6.VI.c) 


Where the velocities are taken in a coordinate system attached to the ring. In that 
case, ring is accelerating in the direction of the gravity, hence, the acceleration has be 
subtracted from the gravity. Notice that the gravity is reduced by the absolute value 


of the acceleration. The different terms of above equation have to be examined. The 
ah 


acceleration according to the definition is a = —y. Hence, the first term can be 
written as 
d*h 
p (g _ a) dV = P Aout hring gt de (6.VI.d) 


The second and third terms can be combined and simplified, under the assumption of 
uniform pressure in the cross section. Hence, these terms can be written as 


/ Pen dA — / PdA= CE anak —#P,; ) Acta (6.VI.e) 
an out 


The shear stresses in the ring surface could be better analyzed utilizing the differential 
analysis. Here for this discussion, it is assumed that the shear stresses are a function 
of the velocity square F’snear = C U?. Where C is assumed to be constant (indirectly 
also assuming that the flow does not undergoes flow region change e.g. laminar to 
turbulent or other complications). The velocity refers to the relative velocity to ring 
surface. Some identities can be observed from the definition of height, h. 


dh 


oa (6.VI.f) 


Uring — 
The negative sign is to signify that the height change direction is positive upward. The 
relative liquid velocity to the ring surface is the summation of the velocity, Uouz plus 
ring velocity, Uring. The relative velocity (in or out) further can be combined with 


equation (6.VI.f) as 


dh 
U5 = Ua 6.VI. 
th ( g) 


The assumption mentioned above, the resistance based on the the absolute velocity, 


translates to 
2 
; TdA=C (Go _ =) (6.VI.h) 
A dt 
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The first term on the right hand side represents the change of the momentum in the 
control volume in the coordinate system attached to the body. The change in the 
velocity in the equation refers to the change of relative velocity thus 


Miiquid 


: ay a) Wout Fh\ (6 ML) 
gf PU AY = DVeinn (out — Ge) = Pring ( dt - a) 


The last term is based on two similar velocities U;,, and U. The relative liquid velocity 
in the frame of reference of the ring is defined by equation (6.VI-g). The velocity, U 
is identities to (6.VI.g) because the control volume size is fixed. Yet, it can be noticed 
that the amount momentum enter to the control volume as the leaving amount. The 
last term can be written as 


dh\? 0 
[ouurnaa =p (Gon = a) (A 2) 20 (6.VI.j) 





Yet, the flows in and out are the same and hence the last term also vanished. Finally, 
the momentum equation get the form of 


d*h 
Pp g errs Aout hring + (Patmos = Pin) Aoutt 


dt2 
dh\? Wo @h 
oa Romer = pVring —~——) (61k) 





dt 


dt dt? 


cv. 2 


The second control volume is stationary (with 
respect to Earth coordinates) with the exception of 
the upper surface. On the second control volume, 
the liquid velocity inside control volume is zero in 
the frame of reference attached the control volume. 
The mass and momentum equations can be ascer- 
tained after the velocity at the interface and relative 
velocity established. The velocity of the liquid at 
the boundary is not defined. On one side of the 
boundary the velocity is zero yet the velocity at the other side the velocity is finite (see 
Figure (6.10). If a small control volume is constructed around this boundary (see the 
green line) it will result in a mass source within the control volume. Clearly, there is 
no mass source in that control volume. Thus, the alternative approach adapted here is 
to move the control volume just € in the opening of the ring. This small change allows 
continue the uniform velocity and uniform pressure assumptions to be used. However, 
the payment is that equations such Bernoulli equation can not be used across this jump. 
In that case the velocity of at the velocity at boundary is Ujuz. The continuity equation 


reads 
0 
_@ _d __, ah (6.VI.!) 
[vrcia-[ vavas= [nav 4 (pAh)=pA Tt 





Fig. -6.10. Jump in the velocity across 
the control volume boundary. 


6.2. MOMENTUM EQUATION APPLICATION 225 


Consequently 
A dh 


Aout dt 


The shear stresses zero in this control volume because the velocity field is zero. The 
momentum balance reads 


0 
[ovav ~(Pn—P) A+ [r= 4 | pudv+ | pUUmaa (6.VI.n) 
Vv A 


Every term in equation (6.VI.n) has to be examined here. The first term can be expres- 
sively written as 


Vout = — (6.VI.m) 


Javav =pgha (6.VI.0) 


The first term in the right hand side represents the change of momentum, since in the 
control volume the velocity is always zero, the total change is zero. There is no change 
with respect to time. 


0 
d 

al pUdv =0 (6.VI.p) 
dt Jy 


U is Uout — dh/dt and the relative velocity, Upn = Aout. Thus, 


dh 
i pU Urn, dA = p Aout (Con — =) (6.VI.q) 
A dt 
Again the assembly of the components results in 
dh 
pghA-— (Pin — Ph) A= pAout | Vout — a (6.VL.r) 


Combining with equation (6.VI.m) with equation (6.VI.r) results in 


A dh dh dh ( A 
hA-(Pn—P;) A= pA = ie : 
ROA Ae ou ( Aout dt t) pe at oF ° 





Ring Free Body or c.v.3 Around the Ring 


The third control volume is around the ring. The forces balance reads 
dh 
mg + F = , TdA = (Pin = PrGinos) (A = Ain) = Mring a= Mring ae (6.VI.t) 


It was assumed that the friction force can be expressed by equation (6.VI.h)) so 





mg+F+o% (= . i) (P= Pie A= (6.VI.u) 
out 
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These four equations have four unknowns, P,, Fy, Uoyz, h along with the initial 
conditions can be solved. Rearranging equation (6.VI.k)) and combining with equation 


(6.VI.m) yields 


dh Veing dh? A 
Pin = fatmos — hpi ane 1 6.VI. 
t p hring (0+ =) +07 ap ( +z) (6.VI.v) 


Substituting equation (6.VI.v) into equation (6.VI.u) provides second order differential 
equation for h. The initial conditions can be assumed that initial velocity is zero and 
the initial height is specific height. 








h(0) = ho 
dh 
“wo; ? 


End Solution 


(6.VI.w) 


Averaged Velocity! Estimates 


In example relationship between momentum of maximum velocity to average 
velocity was presented. Here, relationship between momentum for the average velocity 
to the actual velocity is presented. There are situations where actual velocity profile 
is not known but is function can be approximated. For example, the velocity profile 
can be estimated using the ideal fluid theory but the actual values are not known. For 
example, the flow profile in example [6.5] can be estimated even by hand sketching. 

For these cases a correction factor can be used. This correction factor can be 
calculated by finding the relation between the two cases. The momentum for average 
velocity is 


Ma = ™e1U = pV / UdV (6.35) 
The actual momentum for control volume is | 
M.= i, pU,dV (6.36) 
These two have to equal thus, 7 
cov | uw = | pU,dV (6.37) 


If the density is constant then the coefficient is one (C = 1). However, if the density is 
not constant, the coefficient is not equal to one. 


6.3. Conservation Moment Of Momentum 


The angular momentum can be derived in the same manner as the momentum equation 
for control volume. The force 


D 
F pUdV (6.38) 


~ Dt Ways 
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The angular momentum then will be obtained by calculating the change of every element 
in the system as 


D 


Marx k= 5 ee (6.39) 
Now the left hand side has to be transformed into the control volume as 
d 
=— p (rx U) av+ | p(rxU)U,,dA (6.40) 
dt Jy... Sev 


The angular momentum equation, applying equation (6.40) to uniform and steady state 
flow with neglected pressure gradient is reduced to 


m= m (re x U2 + rg X U;) (6.41) 


Introduction to Turbo Machinery 


The analysis of many turbomachi- 
nary such as centrifugal pump is funda- 
mentally based on the angular momentum. 
To demonstrate this idea, the following 
discussion is provided. A pump impeller 
is shown in Figure[6.11]commonly used in 
industry. The impeller increases the ve- 
locity of the fluid by increasing the radius 
of the particles. The inside particle is ob- 
tained larger velocity and due to centrifugal forces is moving to outer radius for which 
additionally increase of velocity occur. The pressure on the outer side is uniform thus 
does not create a moment. The flow is assumed to enter the impeller radially with 
average velocity U;. Here it is assumed that fluid is incompressible (9 = constant). 
The height of the impeller is h. The exit liquid velocity, U2 has two components, one 
the tangential velocity, Uzg and radial component, U;2. The relative exit velocity is 
Uj,2 and the velocity of the impeller edge is U,,2. Notice that tangential liquid velocity, 
Uzz is not equal to the impeller outer edge velocity U2. It is assumed that required 
torque is function U2, r, and h. 





Fig. -6.11. The impeller of the centrifugal pump 
and the velocities diagram at the exit. 


M = mMreUie (6.42) 
Multiplying equation (6.42) results in 


Um2 
Mw =m row Ury (6.43) 


The shaft work is given by the left side and hence, 
W = mU m2 Ure (6.44) 


The difference between U;,2 to Uz2 is related to the efficiency of the pump which will 
be discussed in the chapter on the turbomachinary. 
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Example 6.7: 

A centrifugal pump is pumping 600 2|m?/hour]. The thickness of the impeller, h is 
2[cm] and the exit diameter is 0.40[m]. The angular velocity is 1200 r.p.m. Assume 
that angle velocity is leaving the impeller is 125°. Estimate what is the minimum energy 


required by the pump. 


6.4 More Examples on Momentum Conservation 


Example 6.8: 


A design of a rocket is based on the idea that density increase of the leaving jet increases 


the acceleration of the rocket see Figure 
Assume that this idea has a good en- 
gineering logic. Liquid fills the lower part 
of the rocket tank. The upper part of the 
rocket tank is filled with compressed gas. 
Select the control volume in such a way that 
provides the ability to find the rocket ac- 
celeration. What is the instantaneous ve- 
locity of the rocket at time zero? Develop 
the expression for the pressure (assuming no 
friction with the walls). Develop expression 
for rocket velocity. Assume that the gas is 
obeying the perfect gas model. What are 
the parameters that effect the problem. 


SOLUTION 





hypotherical 
volume 
height 


| Vexit 


Fig. -6.12. Nozzle schematics water 
rocket for the discussion on the forces 


for example[6.8] 


Under construction for time being only hints°| 


In the solution of this problem several assumptions must be made so that the 


integral system can be employed. 


e The surface remained straight at the times and no liquid residue remains behind. 


The gas obeys the ideal gas law. 


e The process is isothermal (can be isentropic process). 


e No gas leaves the rocket. 


e The mixing between the liquid and gas is negligible. 


e The gas mass is negligible in comparison to the liquid mass and/or the rocket. 





3This problem appeared in the previous version (0.2.3) without a solution. Several people ask to 


provide a solution or some hints for the solution. 
approach how to treat this problem. 


The following is not the solution but rather the 
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e No resistance to the rocket (can be added). 
e The cross section of the liquid is constant. 


In this problem the energy source is the pressure of the gas which propels the 
rocket. Once the gas pressure reduced to be equal or below the outside pressure the 
rocket have no power for propulsion. Additionally, the initial take off is requires a larger 


pressure. 
The mass conservation is similar to the rocket hence it is 
om cA. (6.Vill.a) 


The mass conservation on the gas zone is a byproduct of the mass conservation of the 
liquid. Furthermore, it can be observed that the gas pressure is a direct function of the 
mass flow out. 

The gas pressure at the initial point is 


Per the assumption the gas mass remain constant and is denoted as m,. Using the 
above definition, equation (6.VIII.b)) becomes 


RT 
R= (6.VIIl.c) 
Vog 





The relationship between the gas volume 
Va = hg A (6.VIII.d) 


The gas geometry is replaced by a virtual constant cross section which cross section of 
the liquid (probably the same as the base of the gas phase). The change of the gas 
volume is 


dV, _ydhg dhe 


dt dt dt 
The last identify in the above equation is based on the idea what ever height concede 
by the liquid is taken by the gas. The minus sign is to account for change of “direction” 
of the liquid height. The total change of the gas volume can be obtained by integration 
as 


(6.VIll.e) 





V, =A (go — Ahe) (6.VIILF) 


It must be point out that integral is not function of time since the height as function 
of time is known at this stage. 
The initial pressure now can be expressed as 


mg RT 


P, — 
tg 





(6.VIll.g) 


230 CHAPTER 6. MOMENTUM CONSERVATION 


The pressure at any time is 








P= . . 
h, A (6.VIII.h) 
Thus the pressure ratio is 
P hg | hgo = 1 
Po hg igo Abe, Ale (6.VIIL.i) 
hgo 
Equation (6.VIII.a)) can be written as 
t 
me(t) = meg -f U. Aedt (6.VIII.j) 
0 
From equation (6.VIIl.a) it also can be written that 
dhe U-. Ae 
—_— = VIILK 
dt pe A (6 ) 


According to the assumption the flow out is linear function of the pressure inside thus, 
U. = f(P)+gherhos f(P)=¢P (6.VIII.1) 
Where ¢ here is a constant which the right units. 
The liquid momentum balance is 


=0 
i 


d 
di (mR t me) U tbc 4 (Up + Uc) me 


Where bc is the change of the liquid mass due the boundary movement. 


(6.VIII.m) 





—g(mr+me)—a(me+me) = 


End Solution 


Example 6.9: 

A rocket is filled with only compressed gas. At a specific moment the valve is opened 
and the rocket is allowed to fly. What is the minimum pressure which make the rocket 
fly. What are the parameters that effect the rocket velocity. Develop an expression for 
the rocket velocity. 


Example 6.10: 
In Example [6.5] it was mentioned that there are only two velocity components. What 
was the assumption that the third velocity component was neglected. 


6.4.1 Qualitative Questions 


Example 6.11: 
For each following figures discuss and state force direction and the momentum that act 
on the control volume due to . 
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Situations Explanations 


F n Uout 
_ 


Flow in and out of Angle 








Flow in and out at angle from a tank 


Example 6.12: 


A similar tank as shown in Figure is 
built with a exit located in uneven distance 
from the the right and the left and is filled 
with liquid. The exit is located on the left 
hand side at the front. What are the direc- 
tion of the forces that keep the control vol- 
ume in the same location? Hints, consider 
the unsteady effects. Look at the directions Fig. -6.13. Flow out of un symmetri- 


which the unsteady state momentum in the cal tank for example[6.1 
tank change its value. 





Example 6.13: 

A large tank has opening with area, A. In front and against the opening there a block 
with mass of 50[kg]. The friction factor between the block and surface is 0.5. Assume 
that resistance between the air and the water jet is negligible. Calculated the minimum 
height of the liquid in the tank in order to start to have the block moving? 


SOLUTION 


The solution of this kind problem first requires to know at what accuracy this solution 
is needed. For great accuracy, the effect minor loss or the loss in the tank opening have 
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taken into account. First assuming that a minimum accuracy therefore the information 
was given on the tank that it large. First, the velocity to move the block can be obtained 
from the analysis of the block free body diagram (the impinging jet diagram). 
The control volume is attached to = _eccenneaie 

the block. It is assumed that the two | 
streams in the vertical cancel each other. verte 
The jet stream has only one component in } a 
the horizontal component. Hence, 


P= pAU ent (6.XIll.a) 
Fig. -6.14. Jet impinging jet surface perpendi- 


The minimum force the push the block is cular and with the surface. 








m 
pAU cenit? = mg 1p => Vent ae (6.XIll.b) 
And the velocity as a function of the height is U = \/pgh and thus 
m LL 
= A (6.XIII.c) 


It is interesting to point out that the gravity is relevant. That is the gravity has no effect 
on the velocity (height) required to move the block. However, if the gravity was in the 
opposite direction, no matter what the height will be the block will not move (neglecting 
other minor effects). So, the gravity has effect and the effect is the direction, that is 
the same height will be required on the moon as the earth. 

For very tall blocks, the forces that acts on the block in the vertical direction is 
can be obtained from the analysis of the control volume shown in Figure |6.14| The 
jet impinged on the surface results in out flow stream going to all the directions in the 
block surface. Yet, the gravity acts on all these “streams” and eventually the liquid flows 
downwards. In fact because the gravity the jet impinging in downwards sled direction. 
At the extreme case, all liquid flows downwards. The balance on the stream downwards 
(for steady state) is 


—, 

PUou = PViiquiag+mg (6.XIII.d) 
Where Viiquia is the liquid volume in the control volume (attached to the block). The 
pressure is canceled because the flow is exposed to air. In cases were pViiquiag > 


PU out * the required height is larger. In the opposite cases the height is smaller. 


End Solution 








Energy Conservation 


7.1 The First Law of Thermodynamics 


This chapter focuses on the energy conservation which is the first law of thermodynam- 
icq! The fluid, as all phases and materials, obeys this law which creates strange and 
wonderful phenomena such as a shock and choked flow. Moreover, this law allows to 
solve problems, which were assumed in the previous chapters. For example, the rela- 
tionship between height and flow rate was assumed previously, here it will be derived. 
Additionally a discussion on various energy approximation is presented. 

It was shown in Chapter [2] that the energy rate equation for a system is 


D Ey is D(mU?) a D(mqz) 





2-W= ca 
@ Dt Dt Dt ee) 
This equation can be rearranged to be 
: : D U? 


Equation (7.2) is similar to equation (6.3) in which the right hand side has to be 
interpreted and the left hand side interpolated using the Reynold’s Transport Theorem 


(RTTFI 


1 Thermodynamics is the favorite topic of this author since it was his major in high school. Clearly this 
topic is very important and will be extensively discussed here. However, during time of the constructing 
this book only a simple skeleton by Potto standards will be build. 

2Some view the right hand side as external effects while the left side of the equation represents the 
internal effects. This simplistic representation is correct only under extreme conditions. For example, 
the above view is wrong when the heat convection, which is external force, is included on the right 
hand side. 
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The right hand side is very complicated and only some of the effects will be 
discussed (It is only an introductory material). 

The energy transfer is carried (most by heat transfer to the system or the 
control volume. There are three modes of heat transfer, conduction, convectior]*] and 
radiation. In most problems, the radiation is minimal. Hence, the discussion here 
will be restricted to convection and conduction. Issues related to radiation are very 
complicated and considered advance material and hence will be left out. The issues 
of convection are mostly covered by the terms on the left hand side. The main heat 
transfer mode on the left hand side is conduction. Conduction for most simple cases is 
governed by Fourier’s Law which is 


T 
dq = i aa (7.3) 
dn 


Where dq is heat transfer to an infinitesimal small area per time and kr is the heat 
conduction coefficient. The heat derivative is normalized into area direction. The total 
heat transfer to the control volume is 


. dT 
= k—dA 7.4 
Q=f 5 (7.4) 
The work done on the system is poy nt. ms 
more complicated to express than the heat ( Ge) 
transfer. There are two kinds of works that (| 
the system does on the surroundings. The see Leos om 
first kind work is by the friction or the shear C ‘* 
System at t+dt 


stress and the second by normal force. As 
in the previous chapter, the surface forces 
are divided into two categories: one per- 
pendicular to the surface and one with the 
surface direction. The work done by sys- 
tem on the surroundings (see Figure[7.1) is 


Fig. -7.1. The work on the control volume is 
done by two different mechanisms, Sn and T. 


dF dV 
—— -——s~ 
dw = —SdA-dé = — (Sn + 7)- dédA (7.5) 


The change of the work for an infinitesimal time (excluding the shaft work) is 


d 3 
W 
a = (Sat 7): q (A= — (Sn +7) UdA (7.6) 


The total work for the system including the shaft work is 


W= -| (Sn +7) UdA— Wenaft (7.7) 
Ac.v. 





3There are other methods such as magnetic fields (like microwave) which are not part of this book. 
4When dealing with convection, actual mass transfer must occur and thus no convection is possible 
to a system by the definition of system. 
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The energy equation (7.2) for system is 


4 
| ay an | (Sn +7) dV 
A dn A 

sys sys (7.8) 


+W. -z/ Ey + vs dV 
shaft = Dy Boe UTM 5 gz 


Equation (7.8) does not apply any restrictions on the system. The system can 
contain solid parts as well several different kinds of fluids. Now Reynolds Transport 
Theorem can be used to transformed the left hand side of equation (7.8) and thus 
yields 


Energy Equation 








T ; 
fo wDaas fo G47) dA + Wonose = (7.9) 
Ate dn A 


aur ue 

eas, Be —— 

af, o( +m +92) qv 
2 


cv 


ar (E. +m +02) pUpndA 
Hes 2 








From now on the notation of the control volume and system will be dropped since all 
equations deals with the control volume. In the last term in equation the velocity 
appears twice. Note that U is the velocity in the frame of reference while U,.,, is the 
velocity relative to the boundary. As it was discussed in the previous chapter the normal 
stress component is replaced by the pressure (see equation for more details). The 
work rate (excluding the shaft work) is 


flow work 
——a 


we f pa-uaa—[7-vnda (7.10) 

s s 
The first term on the right hand side is referred to in the literature as the flow 

work and is 
Urn 

——— 

[ravaa= | p@—)raas [ PU nda (7.11) 
s s s 


Equation (7.11) can be further manipulated to become 


work due to 
work due to boundaries 
the flow movement 


jj pauaa= [ = pUmdA+ | PUindA (7.12) 
S SP S 
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The second term is referred to as the shear work and is defined as 


Wien = -| 7-UdA 
Ss 


(7.13) 


Substituting all these terms into the governing equation yields 


Q Wehear— Wshaft = 


dt 


P U? 
[ (e+t+ S402) Umpda+ | PUrmdA 
S p 2 S 


U2 
(e.+D +42) dV+ 


3 (7.14) 


The new term P/p combined with the internal energy, E., is referred to as the enthalpy, 
h, which was discussed on page [48] With these definitions equation (7.14) transformed 





dt 


: ; ; d U2 
Q — Weheart Wshaft =n lip ie 2 +92) pdV+ 
Vv 





Simplified Energy Equation 


U2 
i (n+ Ftv Urn pdA + 
g ) 





(7.15) 






/ PUpndA 
S 





Equation (7.15) describes the energy conservation for the control volume in stationary 
coordinates. Also note that the shear work inside the the control volume considered as 


shaft work. 


The example of flow from a tank or container is presented to demonstrate how 


to treat some of terms in equation (7.15). 


Flow Out From A Container 


In the previous chapters of this book, 
the flow rate out of a tank or container 
was assumed to be a linear function of 
the height. The flow out is related to the 
height but in a more complicate function 
and is the focus of this discussion. The en- 
ergy equation with mass conservation will 
be utilized for this analysis. In this anal- 
ysis several assumptions are made which 
includes the following: constant density, 
the gas density is very small compared to 
liquid density, and exit area is relatively 
small, so the velocity can be assumed uni- 





Fig. -7.2. Discharge from a Large Container 
with a small diameter. 


form (not a function of the opening height }?| surface tension effects are negligible and 





5Later a discussion about the height opening effects will be discussed. 
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the liquid surface is straigh{| Additionally, the temperature is assumed to constant. 
The control volume is chosen so that all the liquid is included up to exit of the pipe. 
The conservation of the mass is 


& [av + | pUmdA =o (7.16) 


which also can be written (because ae = 0) as 
/ Un dA +f UrndA = 0 (7.17) 
A A 


Equation (7.17) provides the relationship between boundary velocity to the exit velocity 
as 


AU, = A. Ue (7.18) 


Note that the boundary velocity is not the averaged velocity but the actual velocity. 
The averaged velocity in z direction is same as the boundary velocity 


dh Ae 


dt A 





Uy = Uz = ie (7.19) 


The x component of the averaged velocity is a function of the geometry and was 
calculated in Example|5.12|to be larger than 


ae 2r Ae — _2r 
Uz h Ave Uz h 


In this analysis, for simplicity, this quantity will be used. 

The averaged velocity in the y direction is zero because the flow is symmetrical’ 
However, the change of the kinetic energy due to the change in the velocity field isn't 
zero. The kinetic energy of the tank or container is based on the half part as shown in 
Figure [7.3] Similar estimate that was done for x direction can be done to every side of 
the opening if they are not symmetrical. Since in this case the geometry is assumed to 
be symmetrical one side is sufficient as 


_ 2r dh 
h dt 











RA 


Us (7.20) 


(7 — 2)r dh 
8h dt 


Ile 


(7.21) 


y 





6This assumption is appropriated only under certain conditions which include the geometry of the 
tank or container and the liquid properties. A discussion about this issue will be presented in the 
Dimensional Chapter and is out of the scope of this chapter. Also note that the straight surface 
assumption is not the same surface tension effects zero. 

Also notice that the surface velocity is not zero. The surface has three velocity components which 
non have them vanish. However, in this discussion it is assumed that surface has only one component 
in z direction. Hence it requires that velocity profile in 2 y to be parabolic. Second reason for this 
exercise the surface velocity has only one component is to avoid dealing with Bar-Meir’s instability. 

‘For the mass conservation analysis, the velocity is zero for symmetrical geometry and some other 
geometries. However, for the energy analysis the averaged velocity cannot be considered zero. 
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The energy balance can be expressed 


by equation (7.15) which is applicable to 
this case. The temperature is constant] TT. 





In this light, the following approximation Jf eye yh 
can be written 
i Buy y = O 
Q= rs hin — Rout = 0 (7.22) 
t [Ue 


The boundary shear work is zero because 
the velocity at tank boundary or walls is 
zero. Furthermore, the shear stresses at 
the exit are normal to the flow direction 
hence the shear work is vanished. At the 
free surface the velocity has only normal componen?pnd thus shear work vanishes there 
as well. Additionally, the internal shear work is assumed negligible. 


Fig. -7.3. How to compensate and estimate the 
kinetic energy when averaged Velocity is zero. 


Wehear = Wehaft =0 (7.23) 


Now the energy equation deals with no “external” effects. Note that the (exit) velocity 
on the upper surface is zero U;, = 0. 
Combining all these information results in 


energy flow out 





internal energy change energy in and out upper surface work 


d U7? P.  U-? 
— —+ 92 pav+ | ~f4-* | pdA— [ Pateaa =0 (7.24) 
dt Jy \ 2 A\P 2 A 


Where U, is the upper boundary velocity, P, is the external pressure and P, is the exit 
pressur 
The pressure terms in equation (7.24) are 


Pe 
[= wpdA-f Prurda=P, f uda—P, | Ueda (7.25) 
AP A A A 


It can be noticed that P, = P. hence 





=0 


Te 
P, (/ U. aa | Usda) = (7.26) 
A A 


8This approach is a common approximation. Yet, why this approach is correct in most cases is not 
explained here. Clearly, the dissipation creates a loss that has temperature component. In this case, 
this change is a function of Eckert number, Ec which is very small. The dissipation can be neglected 
for small Hc number. Ec number is named after this author’s adviser, E.R.G. Eckert. A discussion 
about this effect will be presented in the dimensional analysis chapter. Some examples how to calculate 
these losses will be resent later on. 

9lt is only the same assumption discussed earlier. 

10|t is assumed that the pressure in exit across section is uniform and equal surroundings pressure. 
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The governing equation (7.24) is reduced to 


d Uy? US 
ah (Zre)ev- [5 


The minus sign is because the flow is out of the control volume. 

Similarly to the previous chapter which the integral momentum will be replaced 
by some kind of average. The terms under the time derivative can be divided into two 
terms as 





) U. pdA = 0 (7.27) 





d ue d L? d 
me oui = | 2 
Ti ( 9 +92) pdV jy 2 dV a | 920av (7.28) 


The second integral (in the r.h.s) of equation (7.28) is 


dV 
a dV a : dzdA (7.29) 
5 [920 =005, | [ 2@ 
Where fh is the height or the distance from the surface to exit. The inside integral can 
be evaluated as 
h 2 
h 
| zdz = — (7.30) 
0 2 


Substituting the results of equation (7.30) into equation (7.29) yields 


d h? d dh 


dA ha Ah 7.31 
90 fo A= 99 | 5 = 9p Ah—- (7.31) 





A discussion on the correction factor is presented to provide a better “averaged” velocity. 
A comparison between the actual kinetic energy and the kinetic energy due to the 
“averaged” velocity (to be called the averaged kinetic energy) provides a correction 
coefficient. The first integral can be estimated by examining the velocity profile effects. 
The averaged velocity is 


ee | UdV (7.32) 
V Vv 


The total kinetic energy for the averaged velocity is 


2 2 
pUne V =p (Ff uv) V=p (/ uv) (7.33) 
Vv Vv Vv 
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The general correction factor is the ratio of the above value to the actual kinetic energy 
as 


—_ ([ eve) 4 6 Wave)” V G25 


[ evra [ pera 
Vv Vv 


Here, Cr is the correction coefficient. Note, the inequality sign because the density 
distribution for compressible fluid. The correction factor for a constant density fluid is 


Cp = (fev) (+ fvev) _ Vays? V 


[ evra p | wav [ew 
V V V 


This integral can be evaluated for any given velocity profile. A large family of velocity 
profiles is laminar or parabolic (for one directional flow] For a pipe geometry, the 
velocity is 








(7.35) 


U ($=) =U (7) = Umax (1—F?) = 2U ave (1 — F”) (7.36) 
It can be noticed that the velocity is presented as a function of the reduced radiug?| 
The relationship between Ung, to the averaged velocity, Ugye is obtained by using 
equation (7.32) which yields 1/2. 

Substituting equation (7.36) into equation (7.35) results 





Uice V Caos V Cae Vv 3 
| U? dV i (QUee(t=r")) ay cteve Be. 
V V 3 


The correction factor for many other velocity profiles and other geometries can be 
smaller or larger than this value. For circular shape, a good guess number is about 
1.1. In this case, for simplicity reason, it is assumed that the averaged velocity indeed 
represent the energy in the tank or container. Calculations according to this point can 
improve the accurately based on the above discussion. 








MLaminar flow is not necessarily implies that the flow velocity profile is parabolic. The flow is 
parabolic only when the flow is driven by pressure or gravity. More about this issue in the Differential 
Analysis Chapter. 

12The advantage is described in the Dimensional Analysis Chapter. 
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The unsteady state term then obtains the form 











e 
d U2 d {|W gh| —~ 
— — dV & hA 7.38 
a fe (F +90) Pal\lo2t9 Cs) 
The relationship between the boundary velocity to the height (by definition) is 
dh 
U= a (7.39) 
Therefore, the velocity in the z directior] is 
dh 
U, = = 7.40 
ai (7.40) 
A dh dh 


Combining all the three components of the velocity (Pythagorean Theorem) as 

















y 2 a0, eu. (7.42) 
2 ((m—2)rdh\* | ((m—1)rdh\* | (dh\? 
- = 8h a) +( 4h dt) ° \ dt ee) 
t(G) 
>>] SGMonNNTSnn’-"”>-"0T—-—-"0#+*LDKM—oMm-T".-™ 
ge ah (7 —2)r a” (x —1)r er (7.44) 
~ dt 8h 4h 


It can be noticed that f(G) is a weak function of the height inverse. Analytical solution 
of the governing equation is possible including this effect of the height. However, the 
mathematical complication are enormoug"and this effect is assumed negligible and the 
function to be constant. 

The last term is 








Ue iS 1 (dh A\? 
e dA = e Ae=-= ea e Ae 4 
[ ee 9 UeP 5 (Fa) Mee () 





13 similar point was provided in mass conservation Chapter [5] However, it easy can be proved by 
construction the same control volume. The reader is encouraged to do it to get acquainted with this 
concept. 

M4 The solution, not the derivation, is about one page. It must be remembered that is effect extremely 
important in the later stages of the emptying of the tank. But in the same vain, some other effects 
have to be taken into account which were neglected in construction of this model such as upper surface 
shape. 
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Combining all the terms into equation (7.27) results in 


a ([Foa]) 26) fern 0 


taking the derivative of first term on I.h.s. results in 


2 2 
ae" (3) (=) U.Ae=0 (7.47) 


Tw gh 
2 2 











2 
U gh 
2 » 2 


Te gh 


2 


d 
dt 





yee dt dt Ae 














Equation (7.47) can be rearranged and simplified and combined with mass con- 
servation [25] 








_ eum A dance material can be skipped —:_ —  — 
Dividing equation (7.46) by U. Ae and utilizing equation (7.40) 
A Ae U, 
AU 
a1 gal RA 1e cah) (oe aS 
i eel U-Az =0 
dt | 2 2 | U.Ae 2 2 dt 2 \ dt As 











(7.48) 


Notice that U = U; f(G) and thus 


L(G)Un 
—<— dU hA , gdh hA 


di UzAg | 2d UsAsz 








z2 2 2 
U gh|_ 1(dh A\" 
rat) 2 (8) (Ay a0 cy 


Further rearranging to eliminate the “flow rate” transforms to 


rsp en BA, 0 (a a8) 108 (4) 




















(7.50) 
dh gh | f(G)2 (dh\? gh| 1 /(dh\? (AY? 
2 ; i 
GE 5h 5 (=) - a 5 (3) (=) a 
— ec Ed) Adince rior —»«€ — — 


Combining the gh terms into one yields 


dh 1 (dh\” A\? 
apn Ge tans (Z) ror (=) 


15This part can be skipped to end of "advanced material” . 


=0 (7.52) 
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Defining a new tank emptying parameter, T., as 


This parameter represents the characteristics of the tank which controls the emptying 
process. Dividing equation (7.52) by f(G)? and using this parameter, equation (7.52) 
after minor rearrangement transformed to 


@h gA\ 1 (dh\? 
n( 1*) Ps ($) [1 — Te] =0 (7.54) 


The solution can either of these equationg!4| 


dh 
(ky T. eee) cee ae ee (7.55) 
(Te — 2) f(G) 


dh 


(Aa Ti oooh) eT + 29h? _ t+ by (7.56) 
Te 2) £(G) 














or 











The solution with the positive solution has no physical meaning because the height 
cannot increase with time. Thus define function of the height as 


dh 
(ky T. = mT ky) th) ae + 2g h? (7.57) 
Te 5) f(G) 


The initial condition for this case are: one the height initial is 











h(0) = ho (7.58) 
The initial boundary velocity is 
dh 
oa 7.59 
di (7.59) 





16A discussion about this equation appear in the mathematical appendix. 
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This condition pose a physical limitatior|*”| which will be ignored. The first condition 
yields 


ko = —f (ho) (7.60) 


The second condition provides 








h ky Te — 2k,) el(ro) Te + 2g ho? 
SC er ce ac = (7.61) 
dt ho (Te — 2) f(G) 
The complication of the above solution suggest a simplification in which 
d*h gAe* 


which reduces equation (7.54) into 


AS yi fan 
n( 25) +5 (4) i= =0 (7.63) 


While equation (7.63) is still non linear equation, the non linear element can be removed 
by taking negative branch (height reduction) of the equation as 


dh\? 2Qgh 
(Gr) . a a 
=i ( = ) 
It can be noticed that 7. “disappeared” from the equation. And taking the “positive” 
branch 











dh 2gh (7.65) 


dt 2 
1- (4) 
The nature of first order Ordinary Differential Equation that they allow only one initial 
condition. This initial condition is the initial height of the liquid. The initial velocity 
field was eliminated by the approximation (remove the acceleration term). Thus it is 
assumed that the initial velocity is not relevant at the core of the process at hand. It is 
correct only for large ratio of h/r and the error became very substantial for small value 


of h/r. 
Equation (7.65) integrated to yield 


(-(2)) ft 


1”For the initial condition speed of sound has to be taken into account. Thus for a very short time, 
the information about opening of the valve did not reached to the surface. This information travel 
in characteristic sound speed which is over 1000 m/sec. However, if this phenomenon is ignored this 
solution is correct. 
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The initial condition has been inserted into the integral which its solution is 
A\?\ b= he 
1 =i 7.67 
( (z.) Vv2gh ca 


dh A J2gh — 2gh 


_ _ g A gh 
~ dt A. (ay * i — (42)" 








Ue (7.68) 





1 


If the area ratio A./A << 1 then 


U~./2gh (7.69) 


Equation is referred in the literature as Torricelli’s equatior|">] 

This analysis has several drawbacks which limits the accuracy of the calculations. 
Yet, this analysis demonstrates the usefulness of the integral analysis to provide a 
reasonable solution. This analysis can be improved by experimental investigating the 
phenomenon. The experimental coefficient can be added to account for the dissipation 
and other effects such 


dh 
= ZO V2Gh (7.70) 


The loss coefficient can be expressed as 


o=xi(%) an) 


A few loss coefficients for different configuration is given following Figure[7.4| 


7.2 Limitation of Integral Approach 


Some of accuracy issues to enhance the quality and improvements of the integral method 
were suggested in the analysis of the emptying tank. There are problems that the integral 
methods even with these enhancements simply cannot tackle. 

The improvements to the integral methods are the corrections to the estimates 
of the energy or other quantities in the conservation equations. In the calculations 
of the exit velocity of a tank, two such corrections were presented. The first type 
is the prediction of the velocities profile (or the concentration profile). The second 
type of corrections is the understanding that averaged of the total field is different 
from the averaged of different zooms. In the case of the tank, the averaged velocity 





18Evangelista Torricelli (October 15, 1608 October 25, 1647) was an Italian physicist and mathe- 
matician. He derived this equation based on similar principle to Bernoulli equation (which later leads to 
Bernoulli's equation). Today the exact reference to his work is lost and only “sketches” of his lecture 
elude work. He was student (not formal) and follower of Galileo Galilei. It seems that Torricelli was an 
honest man who gave to others and he died at young age of 39 while in his prime. 
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(a) Projecting (b) Sharp (c) Rounded in- 
pipe K=1. edge pipe let pipe K=0.04. 
connection 
K=0.5. 


Fig. -7.4. Typical resistance for selected outlet configuration. 


in x direction is zero yet the averaged velocity in the two zooms (two halves) is not 
zero. In fact, the averaged energy in the x direction contributes or effects the energy 
equation. The accuracy issues that integral methods intrinsically suffers from no ability 
to exact flow field and thus lost the accuracy as was discussed in the example. The 
integral method does not handle the problems such as the free surface with reasonable 
accuracy. Furthermore, the knowledge of whether the flow is laminar or turbulent (later 
on this issue) has to come from different techniques. Hence the prediction can skew 
the actual predictions. 

In the analysis of the tank it was 
assumed that the dissipation can be ig- 
nored. In cases that dissipation play major 
role, the integral does not provide a suf- 
ficient tool to analyze the issue at hand. 
For example, the analysis of the oscillating lowest level 
manometer cannot be carried by the inte- for the liquid 
gral methods. A liquid in manometer is 
disturbed from a rest by a distance of Ho. 
The description H(t) as a function of time 
requires exact knowledge of the velocity 
field. Additionally, the integral methods is 
too crude to handle issues of free interface. Fig. -7.5. Flow in an oscillating manometer. 
These problem were minor for the empty- 
ing the tank but for the oscillating manometer it is the core of the problem. Hence 
different techniques are required. 

The discussion on the limitations was not provided to discard usage of this method 
but rather to provide a guidance of use with caution. The integral method is a powerful 
and yet simple method but has has to be used with the limitations of the method in 
mind. 
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7.3. Approximation of Energy Equation 


The emptying the tank problem was complicated even with all the simplifications that 
were carried. Engineers in order to reduce the work further simplify the energy equation. 
It turn out that these simplifications can provide reasonable results and key understand- 
ing of the physical phenomena and yet with less work, the problems can be solved. The 
following sections provides further explanation. 


7.3.1 Energy Equation in Steady State 


The steady state situation provides several ways to reduce the complexity. The time 
derivative term can be eliminated since the time derivative is zero. The acceleration 
term must be eliminated for the obvious reason. Hence the energy equation is reduced 
to 


(7.72) 





If the flow is uniform or can be estimated as uniform, equation (7.72) is reduced to 


(7.73) 





It can be noticed that last term in equation for non-deformable control volume 
does not vanished. The reason is that while the velocity is constant, the pressure is dif- 
ferent. For a stationary fix control volume the energy equation, under this simplification 
transformed to 


F : U2 
Q — Wshear — Wsnaft = (» ele > + 92) Urn PAout— 


U2 
(» + > + y2) Urn pAin (7.74) 


Dividing equation the mass flow rate provides 


(7.75) 
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7.3.2 Energy Equation in Frictionless Flow and Steady State 


In cases where the flow can be estimated without friction or where a quick solution is 
needed the friction and other losses are illuminated from the calculations. This imaginary 
fluid reduces the amount of work in the calculations and Ideal Flow Chapter is dedicated 
in this book. The second low is the core of “no losses” and can be employed when 
calculations of this sort information is needed. Equation which can be written as 


ddrey = I ds = dE, + P dv (7.76) 
Using the multiplication rule change equation (7.76) 


P 
ddrev = db, +d(Po)—vdP = a8, +4(2) —vdP (7.77) 


integrating equation (7.77) yields 


[Haver = [atu fa (<) - [ vaP (7.78) 


P dP 
drev = Ey + (=) — / =. (7.79) 
p p 


Integration over the entire system results in 


h 


a 
a= [er ow-[([)on om 


Taking time derivative of the equation (7.80)) becomes 


h 


——c——_. 
Ore = < 7 (z.+ (=)) pdVv — af, (/< =) pdV (7.81) 


Using the Reynolds Transport Theorem to transport equation to control volume results 











in 
. d 
V 
As before equation (7.81) can be simplified for uniform flow as 
. dP dP 
Qrev =m | Nou hin (/ / )| 7.83 
p out p im ( ) 
or 





: dP 
drev = (Rout hin) (/ 
p 





i dP 
out p 





) (7.84) 
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Subtracting equation (7.84) from equation (7.75) results in 














change 
in change change 
pressure in kinetic in po- 
energy energy tential 
7 paP dP| \ U2? -U2> —~— 
0 = Wshast + (/ . ) c + 4-9 (22 — 1) (7.85) 
P i|2 P\y 2 
Equation (7.85) for constant density is 
P=-P UA -U? 
0= Wshaft + as p : + : 2 + g (z2 — 21) (7.86) 
For no shaft work equation (7.86) reduced to 
Py—P, . U2? -—U7? 
0= =~ + 42 +9 (»- a) (7.87) 





p 2 


7.4 Energy Equation in Accelerated System 


In the discussion so far, it was assumed that the control volume is at rest. The only 
acceptation to the above statement, is the gravity that was compensated by the gravity 
potential. In building the gravity potential it was assumed that the gravity is a conserva- 
tive force. It was pointed earlier in this book that accelerated forces can be translated to 
potential force. In many cases, the control volume is moving in accelerated coordinates. 
These accelerations will be translated to potential energy. 

The accelerations are referring to two kinds of acceleration, linear and rotational. 
There is no conceptional difference between these two accelerations. However, the 
mathematical treatment is somewhat different which is the reason for the separation. 
General Acceleration can be broken into a linear acceleration and a rotating acceleration. 


7.4.1. Energy in Linear Acceleration Coordinate 


The potential is defined as 
2 
pe.=— | F-de (7.88) 
ref 


In Chapter [3] a discussion about gravitational energy potential was presented. For 
example, for the gravity force is 


GMm 
2 





— (7.89) 


r 


Where G is the gravity coefficient and M is the mass of the Earth. r and m are the 
distance and mass respectively. The gravity potential is then 





Cie 
ee / = ar (7.90) 
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The reference was set to infinity. The gravity force for fluid element in small distance 
then is gdzdm. The work this element moving from point 1 to point 2 is 


2 
/ gdzdm = g (22 —2)dm (7.91) 
1 


The total work or potential is the integral over the whole mass. 


7.4.2 Linear Accelerated System 


The acceleration can be employed in similar fashion as the gravity force. The linear 
acceleration “creates” a conservative force of constant force and direction. The “po- 
tential” of moving the mass in the field provides the energy. The Force due to the 
acceleration of the field can be broken into three coordinates. Thus, the element of the 
potential is 


dPE, =a-dldm (7.92) 
The total potential for element material 
(1) 
PE, = | a-dldm = (az (x1 — Xo) dy (y1 — Yo) az (21 — Z)) dm (7.93) 
(0) 
At the origin (of the coordinates) « =0, y= 0, and z = 0. Using this trick the notion 


of the a, (x1 — 0) can be replaced by a, 2. The same can be done for the other two 
coordinates. The potential of unit material is 


PEatotal = / (dz %+ayyta,z) pdV (7.94) 
sys 
The change of the potential with time is 
D D 
Dit Latotal = Fi i (dz %+ayy+a,z) dm (7.95) 
Equation can be added to the energy equation as 
ewes OO Li? 
Q-W = Ey += +4n0+0a,y+ (a, +9)2| pdV (7.96) 
DET sia 2 


The Reynolds Transport Theorem is used to transferred the calculations to control 
volume as 


(7.97) 
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7.4.3. Energy Equation in Rotating Coordinate System 


The coordinate system rotating around fix axises creates a similar conservative potential 
as a linear system. There are two kinds of acceleration due to this rotation; one is the 
centrifugal and one the Coriolis force. To understand it better, consider a particle which 
moves with the our rotating system. The forces acting on particles are 


centrifugal Coriolis 
—oGN 
F=| wr? +2Uxw| dm (7.98) 
The work or the potential then is 
PE = (wr? +2U x w) + dédm (7.99) 
The cylindrical coordinate are 
dé = dr?i+rd06+dzk (7.100) 


where 7, 6, and k are units vector in the coordinates r, @ and z respectively. The 
potential is then 


PE = (w* rf +2U x w)- (dre +rd06-+dzk) dm (7.101) 


The first term results in w?r? (see for explanation in the appendix for vector 
explanation). The cross product is zero of 


UxwxU0U=Uxwxw=0 


because the first multiplication is perpendicular to the last multiplication. The second 
part is 


(2U x w)-dédm (7.102) 


This multiplication does not vanish with the exception of the direction of U. However, 
the most important direction is the direction of the velocity. This multiplication creates 
lines (surfaces ) of constant values. From a physical point of view, the flux of this 
property is important only in the direction of the velocity. Hence, this term canceled 
and does not contribute to the potential. 

The net change of the potential energy due to the centrifugal motion is 


2 2 ( 2 2 
WIT, — 72 ) 
2 m2 
PEcentrifugal = -{ wr? dr dm = ————+ 
1 


5 dm (7.103) 
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Inserting the potential energy due to the centrifugal forces into the energy equation 
yields 


(7.104) 





7.4.4 Simplified Energy Equation in Accelerated Coordinate 
7.4.4.1. Energy Equation in Accelerated Coordinate with Uniform Flow 


One of the way to simplify the general equation (7.104) is to assume uniform flow. In 
that case the time derivative term vanishes and equation (7.104) can be written as 





(7.105) 


Further simplification of equation (7.105) by assuming uniform flow for which 


2 
w 2 


ee U = 
Q-W= (14 Face tent lot) 2 . ) Bmp 





2 
2 / PUimdA (7.106) 


Note that the acceleration also have to be averaged. The correction factors have to 
introduced into the equation to account for the energy averaged verse to averaged 
velocity (mass averaged). These factor make this equation with larger error and thus 
less effective tool in the engineering calculation. 


7.4.5 Energy Losses in Incompressible Flow 


In the previous sections discussion, it was assumed that there are no energy loss. How- 
ever, these losses are very important for many real world application. And these losses 


7.4. ENERGY EQUATION IN ACCELERATED SYSTEM 253 


have practical importance and have to be considered in engineering system. Hence 
writing equation (7.15) when the energy and the internal energy as a separate identity 
as 


p d U? 
Wshaft = ah (5 +92) pdV+ 


| PT +92) Umeda | PUindAt 
ge ee ne (7.107) 


energy loss 


| By pav + | 2 Un pal O — Woe 
dt Jy A 
Equation (7.107)) sometimes written as 
. d ve 
shaft =— TZ a dV 
Wehaft sf (Fs) p — 


PU? 
—+—++ 92z)U > pdA+ | PUsndA + energy loss 
A\P 2 A 


(7.108) 


Equation can be further simplified under assumption of uniform flow and steady 


state as 
(+79) 
=. a a gz 
out p 2 


Equation (7.109) suggests that term h + ie + gz has a special meaning (because it 
remained constant under certain conditions). This term, as will be shown, has to be con- 
stant for frictionless flow without any addition and loss of energy. This term represents 
the “potential energy.” The loss is the combination of the internal energy/enthalpy 
with heat transfer. For example, fluid flow in a pipe has resistance and energy dissipa- 
tion. The dissipation is lost energy that is transferred to the surroundings. The loss is 
normally is a strong function of the velocity square, U?/2. There are several categories 
of the loss which referred as minor loss (which are not minor), and duct losses. These 
losses will be tabulated later on. 

If the energy loss is negligible and the shaft work vanished or does not exist 
equation reduces to simple Bernoulli's equation. 


+ energy loss _— (7.109) 


wn 








ieee 
Wshaft = p 2 gZ% 


(7.110) 





Equation (7.110) is only a simple form of Bernoulli's equation which was developed by 
Bernoulli's adviser, Euler. There also unsteady state and other form of this equation 
that will be discussed in differential equations Chapter. 
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7.5 Examples of Integral Energy Conservation 


Example 7.1: 

Consider a flow in a long straight pipe. Initially the flow is at a rest. At time, to the 
a constant pressure difference is applied on 
the pipe. Assume that flow is incompress- 
ible, and the resistance or energy loss is f. 
Furthermore assume that this loss is a func- 





tion of the velocity square. Develop equa- Fig. -7.6. Flow in a long pipe when 
tion to describe the exit velocity as a func- exposed to a jump in the pressure dif- 
tion of time. State your assumptions. ference. 

SOLUTION 


The mass balance on the liquid in the pipe results in 


=0 
i 


=0 

v Ot A A 
There is no change in the liquid mass inside pipe and therefore the time derivative is 
zero (the same mass resides in the pipe at all time). The boundaries do not move and 
the second term is zero. Thus, the flow in and out are equal because the density is 
identical. Furthermore, the velocity is identical because the cross area is same. 

It can be noticed that for the energy balance on the pipe, the time derivative can 
enter the integral because the control volume has fixed boundaries. Hence, 


aN u? 
— Ws hear + Ws haft = [ Eu +—— + dV+ 
Q I haft } at ( 5) 1°) p (7.1.b) 
U 
i (n+ — 0) Urn pdA+ | PUpndA 
s 2 s 


The boundaries shear work vanishes because the same arguments present before (the 
work, where velocity is zero, is zero. In the locations where the velocity does not 
vanished, such as in and out, the work is zero because shear stress are perpendicular to 
the velocity). 

There is no shaft work and this term vanishes as well. The first term on the right 
hand side (with a constant density) is 


Lar? 
d U2 constant d U -asN d 
| Ey ++ “gz dV = pU —~ Vpine +P : — (E.,) dV 
View, Gb Win, at 


pipe 2 dt pipe 
(7.1.c) 
where L is the pipe length, r is the pipe radius, U averaged velocity. 
In this analysis, it is assumed that the pipe is perpendicular to the gravity line and 


thus the gravity is constant. The gravity in the first term and all other terms, related to 
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the pipe, vanish again because the value of z is constant. Also, as can be noticed from 
equation (7.1.a), the velocity is identical (in and out). Hence the second term becomes 


nstant 


v2 ES 
i n+ | 492) | pUmdA = | (z, me =) pUmndA (7.1.d) 
A A p 


Equation (7.I.d) can be further simplified (since the area and averaged velocity are 
constant, additionally notice that U = U;,,) as 


P 
| (, + =) pU,»,»dA= APUA +f pEyUpn dA (7.1.e) 
A p A 
The third term vanishes because the boundaries velocities are zero and therefore 
| PU,,dA=0 (7.1.f) 
A 


Combining all the terms results in 


Lrr? 
: dU <—s— 
Vpi A 





dt bes 
equation (7.1.g) can be rearranged as 
_xy 
nn —n— ees 
: d(Ex dU 7.1.h 
Q-p | ( Lav — [ pEyUaa=piarU + (Poy Pow) U ny 
at , dt 


‘pipe 
The terms on the LHS (left hand side) can be combined. It common to assume (to 
view) that these terms are representing the energy loss and are a strong function of 
velocity squar”9]. Thus, equation (7.I.h) can be written as 

2 


d : 
-K > = pLrr?U + (Pin — Pout) U (7.1.i) 


Dividing equation (7.1.i) by K U/2 transforms equation (7.1.i)) to 
2QpLar?dU — 2(Pin — Pout) (7.1) 
K dt K 7 


Equation (7.1.j) is a first order differential equation. The solution this equation is 
described in the appendix and which is 


( tk ( th (ae) 
i (pee Sco tala aE 
y-e Qrr2 pL 2 (Pin — Pout) © Qrr2 pL ; e K 


K Cc 


U+ 








(7.1.k) 


19T he shear work inside the liquid refers to molecular work (one molecule work on the other molecule). 
This shear work can be viewed also as one control volume work on the adjoined control volume. 
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Applying the initial condition, U(t = 0) = 0 results in 


-( tk 
py = 2 Pin — Pow} 1-e Qrr2 pL (7.1.1) 





The solution is an exponentially approaching the steady state solution. In steady state 
the flow equation (7.1.j) reduced to a simple linear equation. The solution of the linear 
equation and the steady state solution of the differential equation are the same. 


2 (P; — Pout) 


aS K 


(7.1.m) 





Another note, in reality the resistance, K, is not constant but rather a strong 
function of velocity (and other parameters such as temperaturg~| velocity range, ve- 
locity regime and etc.). This function will be discussed in a greater extent later on. 
Additionally, it should be noted that if momentum balance was used a similar solution 
(but not the same) was obtained (why? hint the difference of the losses accounted 
for). 

End Solution 


The following example combined the above discussion in the text with the above 


example (7-1). 


Example 7.2: 

A large cylindrical tank with a diameter, D, contains liquid to height, h. A long 
pipe is connected to a tank from which the liquid is emptied. To analysis this situation, 
consider that the tank has a constant pres- 
sure above liquid (actually a better assump- 
tion of air with a constant mass.). The pipe 
is exposed to the surroundings and thus the 
pressure is Patmos at the pipe exit. De- 
rive approximated equations that related the 
height in the large tank and the exit velocity 
at the pipe to pressure difference. Assume 
that the liquid is incompressible. Assume 
that the resistance or the friction in the pipe Fig. -7.7. Liquid exiting a large tank 
is a strong function to the velocity square trough a long tube. 

in the tank. State all the assumptions that 

were made during the derivations. 











SOLUTION 





20V/ia the viscosity effects. 
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D 





This problem can split into two control vol- 
umes; one of the liquid in the tank and one 3 
of the liquid in pipe. Analysis of control al 

volume in the tank was provided previously 




















and thus needed to be sewed to Example h L1 

Note, the energy loss is considered N id Uy 

(as opposed to the discussion in the text). ' 

The control volume in tank is depicted in 

Figure Fig. -7.8. Tank control volume for Example|7.2| 


Tank Control Volume 


The effect of the energy change in air side was neglected. The effect is negligible 
in most cases because air mass is small with exception the “spring” effect (expan- 
sion/compression effects). The mass conservation reads 


- 
[vs | evinaa+ | pUmaA =o 
v Ot A A 


The first term vanishes and the second and third terms remain and thus equation (/7.II.a) 
reduces to 


(7.ILa) 


Atank Atank 
> dh ~~ (7.11.b) 
= 2 _ 2 
PU, Apipe = pus TR “Pa TR 
It can be noticed that Uz; = dh/dt and D = 2 R and d = 2r when the lower case refers 
to the pipe and the upper case referred to the tank. Equation (7.II.b) simply can be 
written when the area ratio is used (to be changed later if needed) as 


2 dh 
dt 


dh R 
U, Apipe >= dt Atank = U, = (=) 


(7.II.c) 
The boundaries shear work and the shaft work are assumed to be vanished in the 
tank. Therefore, the energy conservation in the tank reduces to 


. — pa d U,? 
Q — Wshear = Wshaft = ait ‘i (z, + ae + a2) pdV+ 
Vi 


2 
i: (n+ +02) Umeda + | PUy dA 
re 2 As 


Where U; denotes the (the upper surface) liquid velocity of the tank. Moving all 
internal energy terms and the energy transfer to the right hand side of equation (7.II.d) 


(7.1l.d) 
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to become 
d Ge PUP pe 
= +92 pav+ [ — 4+ +92) Um pdA+ 
dt Vi 2 Ai pP 2 
K ute (7.111) 


2 


Us c 
PU. aa=—= | E,pdV+ | Ey pUrndA—Q 
Vi 


A3 Aj 


Similar arguments to those that were used in the previous discussion are applicable to 
this case. Using equation (7.38), the first term changes to 


d U? d 
5 fe (S40) dV =0a 


Where the velocity is given by equation (7.44). That is, the velocity is a derivative of 
the height with a correction factor, U = dh/dt x f(G). Since the focus in this book 
is primarily on the physics, f(G) = 1 will be assumed. The pressure component of the 
second term is 


= 2 
U; gee 


V 
hA 
2 2 





(7.ILe) 








P 
i: = Urn pdA = p P; U; Ay (7.11) 
Ap 
It is assumed that the exit velocity can be averaged (neglecting the velocity distribution 


effects). The second term can be recognized as similar to those by equation (7.45). 
Hence, the second term is 


uy? eS 1 (dh A3\? 1 (dh R\? 
ae Fy a ey eile Aa As zi: 
LG ++ i=) Urn p 5 (Fa) U;, pA, 5 (G5) U; p A; (7.I1g) 


The last term on the left hand side is 
h 
i) Pip ad= PAC” (7.11.h) 
bh dt 


The combination of all the terms for the tank results in 
-\ 1 (dh\? (Ag\? K, (dh\” (Ps — Pi) 
3 t = 
A —. 
= tz) (2) A ec, p 
(7.11.i) 


d 


a (|te gh 
dt 


2 2 














Pipe Control Volume 


The analysis of the liquid in the pipe is similar to Example[7.1] The conservation of the 
liquid in the pipe is the same as in Example[7.1] and thus equation (7..a)) is used 


U, = Up (7.11,j) 
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ApLar* dU, _ 2(Pi— P2) 


7.1Lk 
Ky, dt Kp aa 


Up + 





where K, is the resistance in the pipe and U, is the (averaged) velocity in the pipe. 
Using equation (7.II.c) eliminates the U, as 








dh ApLar@h _ R\? 2(P, — P2) (7.111) 
dt kK dt? \r Ky _ 
Equation (7.II.I) can be rearranged as 
Kp (Z) dh  4pLar?d*h\ (Pi — Ps) (7.11.m) 
2p\R dt’ K dt) p a 


Solution 

The equations and provide the frame in which the liquid velocity in tank 
and pipe have to be solved. In fact, it can be noticed that the liquid velocity in the 
tank is related to the height and the liquid velocity in the pipe. Thus, there is only 
one equation with one unknown. The relationship between the height was obtained by 


substituting equation (7.Il.c) in equation (7.I|.m). The equations (7.II.m) and (7.I1.i) 


have two unknowns (dh/dt and P,) which are sufficient to solve the problem. It can 
be noticed that two initial conditions are required to solve the problem. 


The governing equation obtained by from adding equation (7.II.m) and (7.II.i) as 


+ ( -a\ 1 /dh\? /As\? K, (dh\? 
i hE) 3 (Sr) (Gt) +35 (Gi) 


aes dh ApLar?d?h\ _ (P3— P2) 
R dt K dt?) | p 

The initial conditions are that zero initial velocity in the tank and pipe. Additionally, 
the height of liquid is at prescript point as 


Te gh 
2 2 











| 


"2p 





h(0) = Ao a 
dh 7.1Lo 


The solution of equation can be obtained using several different numerical techniques. 
The dimensional analysis method can be used to obtain solution various situations which 
will be presented later on. 


End Solution 


7.6 Qualitative Questions 


1. A liquid flows in and out from a long pipe with uniform cross section as single 
phase. Assume that the liquid is slightly compressible. That is the liquid has a 
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constant bulk modulus, By. What is the direction of the heat from the pipe or 
in to the pipe. Explain why the direction based on physical reasoning. What kind 
of internal work the liquid performed. Would happen when the liquid velocity is 
very large? What it will be still correct. 


. A different liquid flows in the same pipe. If the liquid is compressible what is the 


direction of the heat to keep the flow isothermal? 


. A tank is full of incompressible liquid. A certain point the tank is punctured 


and the liquid flows out. To keep the tank at uniform temperature what is the 
direction of the heat (from the tank or to the tank)? 


Part Il 


Differential Analysis 


Differential Analysis 


8.1 Introduction 


The integral analysis has a limited accuracy, which leads to a different approach of dif- 
ferential analysis. The differential analysis allows the flow field investigation in greater 
detail. In differential analysis, the emphasis is on infinitesimal scale and thus the analysis 
provides better accuracy| This analysis leads to partial differential equations which are 
referred to as the Navier-Stokes equations. These equations are named after Claude— 
Louis Navier—Marie and George Gabriel Stokes. Like many equations they were indepen- 
dently derived by several people. First these equations were derived by Claude—Louis— 
Marie Navier as it is known in 1827. As usual Simeon—Denis Poisson independently, 
as he done to many other equations or conditions, derived these equations in 1831 for 
the same arguments as Navier. The foundations for their arguments or motivations are 
based on a molecular view of how stresses are exerted between fluid layers. Barré de 
Saint Venant (1843) and George Gabriel Stokes (1845) derived these equation based 
on the relationship between stress and rate—of-strain (this approach is presented in this 
book). 

Navier-Stokes equations are non-linear and there are more than one possible 
solution in many cases (if not most cases) e.g. the solution is not unique. A discussion 
about the “regular” solution is present and a brief discussion about limitations when 
the solution is applicable. Later in the Chapters on Real Fluid and Turbulence, with 
a presentation of the “non-regular” solutions will be presented with the associated 
issues of stability. However even for the “regular” solution the mathematics is very 
complex. One of the approaches is to reduce the equations by eliminating the viscosity 





lWhich can be view as complementary analysis to the integral analysis. 
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effects. The equations without the viscosity effects are referred to as the ideal flow 
equations (Euler Equations) which will be discussed in the next chapter. The concepts 
of the Add Mass and the Add Force, which are easier to discuss when the viscosity 
is ignored, and will be presented in the Ideal Flow chapter. It has to be pointed 
out that the Add Mass and Add Force appear regardless to the viscosity. Historically, 
complexity of the equations, on one hand, leads to approximations and consequently to 
the ideal flow approximation (equations) and on the other hand experimental solutions 
of Navier-Stokes equations. The connection between these two ideas or fields was done 
via introduction of the boundary layer theory by Prandtl which will be discussed as well. 

Even for simple situations, there are cases when complying with the boundary 
conditions leads to a discontinuity (shock or choked flow). These equations cannot 
satisfy the boundary conditions in other cases and in way the fluid pushes the boundary 
condition(s) further downstream (choked flow). These issues are discussed in Open 
Channel Flow and Compressible Flow chapters. Sometimes, the boundary conditions 
create instability which alters the boundary conditions itself which is known as Interfacial 
instability. The choked flow is associated with a single phase flow (even the double 
choked flow) while the Interfacial instability associated with the Multi—Phase flow. This 
phenomenon is presented in Multi-phase chapter and briefly discussed in this chapter. 


8.2. Mass Conservation 


Fluid flows into and from a three 
dimensional infinitesimal control 
volume depicted in Figure(8.1| At 
a specific time this control vol- 
ume can be viewed as a system. 
The mass conservation for this in- 
finitesimal small system is zero 
thus 





Dt j. paV = =f) (8.1) Fig. -8.1. The mass balance on the infinitesimal control 
volume. 
However for a control volume us- 
ing Reynolds Transport Theorem (RTT), the following can be written 


D 
A= 2 
ai fev = ai if ev + ff Urn pa 0 (8.2) 


For a constant control volume, the ea ets can enter into the integral (see also for 
the divergence theorem in the appendix[A.1.2) on the right hand side and hence 


de av 
pees 


d 
[gue] Urn pdA =0 (8.3) 
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The first term in equation (8.3) for the infinitesimal volume is expressed, neglecting 
higher order derivatives, as 


~0 
ia 
——“_—- dp 
i vee Tait (£2 BY to (8.4) 


The second term in the LHS of equation (8.2) is expresseq?| as 


dAyz 
— 
= dAzz dAz-z 
dedz [(pUy)ly- (PUvdlysay| + 4edy [(0U2)|, — (Uz leas] 


(8.5) 


The difference between point x and x + dz can be obtained by developing Taylor series 
as 


(PUs)lezax = (Uz), + 28) 





dx (8.6) 





x 


The same can be said for the y and z coordinates. It also can be noticed that, for 
example, the operation, in the x coordinate, produces additional dx thus a infinitesimal 
volume element dV is obtained for all directions. The combination can be divided by 
dx dy dz and simplified by using the definition of the partial derivative in the regular 
process to be 





_ _ [A(eUz) | A(pUy) | A(pUz) 
[ bmn ota = | ot ae (8.7) 


Combining the first term with the second term results in the continuity equation 
in Cartesian coordinates as 


Continuity in Car 


(8.8) 





Cylindrical Coordinates 
The same equation can be derived in cylindrical coordinates. The net mass 
change, as depicted in Figure|8.2| in the control volume is 
dv 


. 00 
dm = ay a der dO (8.9) 


2Note that sometime the notation dAyz also refers to dAy. 
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(» Uzrt+ eae) dé dr 
Oz 





Fig. -8.2. The mass conservation in cylindrical coordinates. 


The net mass flow out or in the f direction has an additional term which is the area 
change compared to the Cartesian coordinates. This change creates a different differ- 
ential equation with additional complications. The change is 








flux in r OpU,r 
= dd a r a 
Gane ) ade (rout (rou - Or ar)) et) 
The net flux in the r direction is then 
net flux in the) _ Op U,r 
& direction ) mite Or ae en) 


Notd] that the r is still inside the derivative since it is a function of r, e.g. the change 
of r with r. In a similar fashion, the net flux in the z coordinate be written as 


O(pU,z 
net flux in z direction = r dé dr MeO a, (8.12) 
z 
The net change in the @ direction is then 
Op Uo 


net flux in 6 direction = dr dz 





7 (8.13) 


Combining equations (8.11)—(8.13) and dividing by infinitesimal control volume, 
dr r d@ dz, results in 








10(pU,r OpUzr  dOpU 
hae ) _ (eU,r) g Ota a. BENE (8.14) 
net flux r Or Oz 00 
3The mass flow is pU; r d@ dz at r point. Expansion to Taylor serious pU, rd dz|,.4. ap is obtained 


by the regular procedure. The mass flow at r+ dr is pU,rd@dz|,, + d/dr(pU,rd6dz) dr+.---. 
Hence, the r is “trapped” in the derivative. 
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Combining equation (8.14) with the change in the control volume (8.9) divided 
by infinitesimal control volume, dr r d@ dz yields 


(8.15) 





Carrying similar operations for the spherical coordinates, the continuity equation 
becomes 


(8.16) 





The continuity equations (8.8), (8.15) and (8.16) can be expressed in different coor- 
dinates. It can be noticed that the second part of these equations is the divergence 


(see the Appendix page|664). Hence, the continuity equation can be written in a 
general vector form as 


_ Continuity Equation _ 











(8.17) 






Op | re 
ar Sh (pu) =0 






eum A ance material can be skipped — 








The mass equation can be written in index notation for Cartesian coordinates. 
The index notation really does not add much to the scientific understanding. However, 
this writing reduce the amount of writing and potentially can help the thinking about 
the problem or situation in more conceptional way. The mass equation (see in the 
appendix for more information on the index notation) written as 
dp , A(eU); _ 4 (8.18) 
Ot Ox; 
Where i is is of the i, 7, and Compare to equation (8.8). Again remember that the 
meaning of repeated index is summation. 


End Advance materia — 











The use of these equations is normally combined with other equations (momentum 
and or energy equations). There are very few cases where this equation is used on its 
own merit. For academic purposes, several examples are constructed here. 


8.2.1 Mass Conservation Examples 


Example 8.1: 
A layer of liquid has an initial height of Ho with an uniform temperature of To. At 





‘notice the irony the second ¢ is the direction and first 7 is for any one of direction x(i), y(j), and 


z(k). 
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time, to, the upper surface is exposed to temperature T, (see Figure|8.3). Assume that 


the actual temperature is exponentially 
approaches to a linear temperature profile 
as depicted in Figure|8.3| The density is a 
function of the temperature according to 


las 


Ty 





Ho(t) 





Ae 


To 
T-7 = 
oO =a (4 .) (8.1.a) — 
Ti — To Pi — po | 
a 


where ~, is the density at the surface and PEO) Lie >) TE = 00) 
where po is the density at the bottom. As- Pi Be Wass flow date remperative 


sume that the velocity is only a function difference for example|&-1| 
of the y coordinate. Calculates the veloc- 


ity of the liquid. Assume that the velocity 
at the lower boundary is zero at all times. Neglect the mutual dependency of the 
temperature and the height. 











SOLUTION 


The situation is unsteady state thus the unsteady state and one dimensional continuity 
equation has to be used which is 
dp , a(pU,) 


lee, Sie aN Lb 
eee (8.1.b) 


with the boundary condition of zero velocity at the lower surface U,(y = 0) =0. The 
expression that connects the temperature with the space for the final temperature as 
T —To Ho —y 
=a 
T, — To Ho 





(8.1.c) 


The exponential decay is (1 - eft) and thus the combination (with equation (8.1-a)) 
is 


P— Po Ho —y pt 
=a l-—e 8.1.d 
Pi — Po Ao ( ) (8.1.4) 





Equation relates the temperature with the time and the location was given in 
the question (it is not the solution of any model). It can be noticed that the height Ho 
is a function of time. For this question, it is treated as a constant. Substituting the 
density, p, as a function of time into the governing equation results in 











dpUy 
ap oy 
DE rc 
_ = 
a —. | 0 (Uyo Meu (l-e +)) (8.1.e) 








7 
a ( ot) et 3 =0 
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Equation is first order ODE with the boundary condition U,(y = 0) = 0 which 
can be arranged as 








0 (Uyo Ha (1-e-#4)) ae (4) enBt (8.1.f) 
Oy Ao 


U, is a function of the time but not y. Equation holds for any time and thus, it 
can be treated for the solution of equation asa constant] Hence, the integration 
with respect to y yields 


Ao—y = 2Hp-y\ — 


Utilizing the boundary condition U,(y = 0) = 0 yields 








(uy ae y (1 a e*')) =-af (A) e Bt (y—1) (8.1.h) 

or the velocity is 
_ 2Ho-—y Ee” t . 
we (; ea, (1 — e- Ft) (1—y) (8.1.i) 


It can be noticed that indeed the velocity is a function of the time and space y. 
End Solution 


8.2.2 Simplified Continuity Equation 


A simplified equation can be obtained for a steady state in which the transient term is 
eliminated as (in a vector form) 


V -(pU) =0 (8.19) 
If the fluid is incompressible then the governing equation is a volume conservation as 
V-U=0 (8.20) 
Note that this equation appropriate only for a single phase case. 


Example 8.2: 
In many coating processes a thin film is created by a continuous process in 
which liquid injected into a moving belt which carries the material out as 


exhibited in Figure|8.4| 





5Since the time can be treated as a constant for y integration. 
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The temperature and mass transfer taking 
place which reduces (or increases) the thick- “fl 
ness of the film. For this example, assume 
that no mass transfer occurs or can be ne- 
glected and the main mechanism is heat 
transfer. Assume that the film temperature 
is only a function of the distance from the Fig. -8.4. Mass flow in coating process 
extraction point. Calculate the film veloc- for example[8.2| 

ity field if the density is a function of the 

temperature. The relationship between the density and the temperature is linear as 


PS Pee, ug (=) (8.II.a) 
P0 — Poo 0 ~~ 400 








State your assumptions. 


SOLUTION 


This problem is somewhat similar to Example however it can be considered as 
steady state. At any point the governing equation in coordinate system that moving 


with the belt is 8(pUs)  d(pU,) 
P Ue PUy 
=0 8.11.b 
Ox Oy ( ) 
At first, it can be assumed that the material moves with the belt in the x direction 
in the same velocity. This assumption is consistent with the first solution (no stability 


issues). If the frame of reference was moving with the belt then there is only velocity 
component in the y directior]"| Hence equation can be written as 
Op = _o (p Uy) 

Ox Oy 





Uz (8.II.c) 
Where U,, is the belt velocity. 

See the resembles to equation (8.1-b). The solution is similar to the previous 
Example|8.1] for a general function T = F(x). 


Op a OF(z) 
Ox U, Ox 


Substituting this relationship in equation into the governing equation results in 


OUy,p a oENET 
Oy Uy, Ox pO Pee 


©The presentation of one dimension time dependent problem to two dimensions problems can be 
traced to heat and mass transfer problems. One of the early pioneers who suggest this idea is Higbie 
which Higbie’s equation named after him. Higbie’s idea which was rejected by the scientific establish- 
ment. He spend the rest of his life to proof it and ending in a suicide. On personal note, this author 
Master thesis is extension Higbie’s equation. 

In reality this assumption is correct only in a certain range. However, the discussion about this 
point is beyond the scope of this section. 





(po — Peo) (8.11.4) 





(8.1l.e) 
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The density is expressed by equation and thus 
_ @ OF(z) 
~ pU, Oz 





Uy (Po — Po) yt+e (8.11) 
Notice that p could “come” out of the derivative (why?) and move into the RHS. 
Applying the boundary condition U,(t = 0) = 0 results in 


a  OF(«) 


End Solution 











Example 8.3: 

The velocity in a two dimensional field is assumed to be in a steady state. Assume 
that the density is constant and calculate the vertical velocity (y component) for the 
following x velocity component. 


Uz, =az?+by? (8.IIl.a) 
Next, assume the density is also a function of the location in the form of 
p=mer™ (8.111.b) 


Where m is constant. Calculate the velocity field in this case. 


SOLUTION 


The flow field must comply with the mass conservation (8.20) thus 


dart SY =0 (8.1II.c) 


Equation (8.III.c) is an ODE with constant coefficients. It can be noted that 2 should 
be treated as a constant parameter for the y coordinate integration. Thus, 


Uy=- [tart fla) =—2ey+ fle) (8.III.d) 


The integration constant in this case is not really a constant but rather an arbitrary 
function of x. Notice the symmetry of the situation. The velocity, U, has also arbitrary 
function in the y component. 

For the second part equation (8.19) is applicable and used as 


d (ax? + by?) (me**¥) me OU, (me*t) 
Ox Oy 


Taking the derivative of the first term while moving the second part to the other side 
results in 





=i) (8.1I1.e) 


a (2 +a 4+ ° i?) ere a = (eT) (3 + U, (8.111.-f) 
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The exponent can be canceled to further simplify the equation and switching 


sides to be ae ; 
y = pd 4 2 
( Dy +t) =-a (22 ta 4 =") (8.1I.g) 


Equation (8.III.g) is a first order ODE that can be solved by combination of the ho- 
mogeneous solution with the private solution (see for an explanation in the Appendix). 
The homogeneous equation is 











(3 + U;) = (8.111.h) 


The solution for (8.III.h) is U, = ce ¥ (see for an explanation in the appendix). The 
private solution is 


Uy| private = (—b (y? — 2y +2) —ax* —2azx) (8.1IL.i) 
The total solution is 
Uy =ce¥ + (—b (y? —2y 42) —axz? —2az) (8.111,j) 


End Solution 


Example 8.4: 
Can the following velocities co-exist 


Uy =(at)z Uy=(at)+(yt)+(zt) Uz, =(at)+(yt)+ (zt) (8.1V.a) 


in the flow field. Is the flow is incompressible? Is the flow in a steady state condition? 


SOLUTION 


Whether the solution is in a steady state or not can be observed from whether the 
velocity contains time component. Thus, this flow field is not steady state since it 
contains time component. This continuity equation is checked if the flow incompressible 
(constant density). The derivative of each component are 

OU, 2 Oy OU, 


Hence the gradient or the combination of these derivatives is 
VU = 2+2t (8.1V.c) 


The divergence isn’t zero thus this flow, if it exist, must be compressible flow. This flow 
can exist only for a limit time since over time the divergence is unbounded (a source 
must exist). 


End Solution 
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Example 8.5: 
Find the density as a function of the time for a given one dimensional flow with U;, = 
xe°*Y (cos(at)). The initial density is p(t = 0) = po. 


SOLUTION 


This problem is one dimensional unsteady state and for a compressible substance. 
Hence, the mass conservation is reduced only for one dimensional form as 
Op , (Ux) 
Ot Ox 
Mathematically speaking, this kind of presentation is possible. However physically there 
are velocity components in y and z directions. In this problem, these physical compo- 
nents are ignored for academic reasons. Equation (8.V.a) is first order partial differential 
equation which can be converted to an ordinary differential equations when the velocity 
component, U,,, is substituted. Using, 


Ue 
Ox 


Substituting equation (8.V.b) into equation (8.V.a)) and noticing that the density, p, is 


a function of x results of 





=0 (8.V.a) 


=e? (cos (at)) (8.V.b) 


O 5 Op - 
f= —pxe?*¥ (cos(at)) — oP ebay (cos (a t)) (8.V.c) 
ot Ox 
Equation (8.V.c) can be separated to yield 
f(t) f(y) 
1 Op cay OF Say (8.V.d) 
——__ — =-pze —- re 
cos (at) Ot Ox 


A possible solution is when the left and the right hand sides are equal to a constant. In 
that case the left hand side is 


1 Op 
aie AV. 
cos (at) Ot ie ove) 
The solution of equation (8.V.el) is reduced to ODE and its solution is 
ro asin(at) nf, (8.V.f) 


The same can be done for the right hand side as 


; Op s 
prov 4 Paya (8.V.g) 


The term e°°¥ is always positive, real value, and independent of y thus equation 


(8.V.g) becomes 


pr+ = = 63 (8.V.h) 
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Equation (8.V.h) is a constant coefficients first order ODE which its solution discussed 
extensively in the appendix. The solution of (8.V.h) is given by 


impossible solution 


—— 
2 


pse= Jn ic3erf (45) (8.V.i) 
Cc 
«fa 
which indicates that the solution is a complex number thus the constant, c3, must 


be zero and thus the constant, c; vanishes as well and the solution contain only the 
homogeneous part and the private solution is dropped 





2 


p=a@e = (8.V.j) 
The solution is the multiplication of equation (8.V.j) by (8.V.f) transferred to 
Ps } t 
p=ce-® —— +e) (8.V.k) 
a 


Where the constant, cg, is an arbitrary function of the y coordinate. 


End Solution 


8.3 Conservation of General Quantity 
8.3.1 Generalization of Mathematical Approach for Derivations 


In this section a general approach for the derivations for conservation of any quantity 
e.g. scalar, vector or tensor, are presented. Suppose that the property ¢ is under a 
study which is a function of the time and location as (x, y, z,t). The total amount of 
quantity that exist in arbitrary system is 


= d . 
® | V (8.21) 


Where ® is the total quantity of the system which has a volume V and a surface area 
of A which is a function of time. A change with time is 


D& D 
cere 22 
aE Pi Re (8.22) 


Using RTT to change the system to a control volume (see equation (5.33) yields 
= | cw) w=] 6 av+ | eU-dA (8.23) 
Dt sys P 7 dt cv . ra , 


The last term on the RHS can be converted using the divergence theorem (see the 
appendix°) from a surface integral into a volume integral (alternatively, the volume 





8These integrals are related to RTT. Basically the divergence theorem relates the flow out (or) in 
and the sum of the all the changes inside the control volume. 
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integral can be changed to the surface integral) as 


[ cou-da= | V-(poU) dv (8.24) 
A V 
Substituting equation (8.24) into equation (8.23) yields 

D d 

ni [00 = 5 | ooav + | v-(@owav (8.25) 


Since the volume of the control volume remains independent of the time, the derivative 
can enter into the integral and thus combining the two integrals on the RHS results in 


wf eeav =f (SGP +v- won) dV (8.26) 


The definition of equation (8.21) LHS can be changed to simply the derivative 
of &. The integral is carried over arbitrary system. For an infinitesimal control volume 
the change is 





dV 


~ a (so +V- (p60) da dy dz (8.27) 





8.3.2 Examples of Several Quantities 


8.3.2.1. The General Mass Time Derivative 


. . : . : D 
Using ¢ = 1 is the same as dealing with the mass conservation. In that case oe = 7? 
which is equal to zero as 

aN 
dV 
d 1 p % pas Seaee 
= dx dy dz = 0 (8.28) 
+V-{p 1 U 
dt 
Using equation (8.21) leads to 
Dp Op 
—"=0 —~—+V-(pU)=0 8.29 
Ta eee (8.29) 
Equation (8.29) can be rearranged as 
) 
a tUV p+ pV-U=0 (8.30) 


Equation (8.30) can be further rearranged so derivative of the density is equal the 
divergence of velocity as 
substantial derivative 
Lo 
= p =-V-U (8.31) 
LT Ve 
p\ at . 
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Equation (8.31) relates the density rate of change or the volumetric change to the 
velocity divergence of the flow field. The term in the bracket LHS is referred in the 
literature as substantial derivative. The substantial derivative represents the change 
rate of the density at a point which moves with the fluid. 

Acceleration Direct Derivations 


One of the important points is to find the fluid particles acceleration. A fluid 
particle velocity is a function of the location and time. Therefore, it can be written that 


U(z, Y, z,t) = Ux (ayy; x, t)i+ U, (zx, Y, z,t)j+ U,(2, Y, z,t)k (8.32) 


Therefor the acceleration will be 





DU dUg> dUy~ dUz> 
Bo a” ae (8.93) 


The velocity components are a function of four variables, (xz, y, z, and t), and hence 


= Uy z 
DU, _ OUy dt OU, dx OU, dy OU, dz 
Dt at dt dx dt ' dy dt dz dt 





(8.34) 


The acceleration in the x can be written as 


DUz _ Os | OU, OU, OU, _ OU; 


Dt Ot Us bee vue Oz Ot 


aes +(U-V)U, (8.35) 








The same can be developed to the other two coordinates which can be combined (in a 
vector form) as 


dU aU 








Gig tUvu (8.36) 
or in a more explicit form as 
local convective 
acceleration acceleration 
dU 0U “au au au 


The time derivative referred in the literature as the local acceleration which vanishes 
when the flow is in a steady state. While the flow is in a steady state there is only 
convective acceleration of the flow. The flow in a nozzle is an example to flow at 
steady state but yet has acceleration which flow with a very low velocity can achieve a 
supersonic flow. 
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8.4 Momentum Conservation 


The relationship among the shear stress various components have to be established. 
The stress is a relationship between the force and area it is acting on or force divided 
by the area (division of vector by a vector). This division creates a tensor which the 
physical meaning will be explained here (the mathematical explanation can be found in 
the mathematical appendix of the book). The area has a direction or orientation which 
control the results of this division. So it can be written that 


7 =f(PF,A) (8.38) 


It was shown that in a static case (or in better words, when the shear stresses are 
absent) it was written 


T=-Ph (8.39) 


It also was shown that the pressure has to be continuous. However, these stresses 
that act on every point and have three components on every surface and depend on 
the surface orientation. A common approach is to collect the stress in a “standard” 
orientation and then if needed the stresses can be reorientated to a new direction. The 
transformation is available because the “standard” surface can be transformed using 
trigonometrical functions. In Cartesian coordinates on surface in the x direction the 
stresses are 


7! = Txx Try Txz (8.40) 


where Tz, is the stress acting on surface x in the x direction, and Tz, is the stress 
acting on surface x in the y direction, similarly for T;2. The notation 7‘%) is used 
to denote the stresses on x; surface. It can be noticed that no mathematical symbols 
are written between the components. The reason for this omission is that there is no 
physical meaning for if?| Similar “vectors” exist for the y and z coordinates which can 
be written in a matrix form 


Trex Tay Taz 
T= Tye Tay “Tye (8.41) 


Tzx Tzy Tzz 





9lt can be argue that there is physical meaning that does not significant to the understanding of 
the subject. 
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Suppose that a straight angle tetrahedron 
is under stress as shown in Figure[8.5| The 
forces balance in the x direction excluding 
the slanted surface is 


Fy = —Tyx0 Ay — Tax0 Ag — Tzx0 Az 
(8.42) 





where dA, is the surface area of the tetrahe- 

dron in the y direction, 6A, is the surface Fig. -8.5. Stress diagram on a tetra- 
area of the tetrahedron in the x direction hedron shape. 

and 6A, is the surface area of the tetrahe- 

dron in the z direction. The opposing forces which acting on the slanted surface in the 
x direction are 


F, = 6Ap, (Ton a= Tne = Taw ‘i) (8.43) 


Where here &, @ and 7 are the local unit coordinates on n surface the same can be 
written in the x, and z directions. The transformation matrix is then 


F, Ai OF RG 
Fy J=| #7 0-5 NF | 6A, (8.44) 
Fy Ak Ck NK 


When the tetrahedron is shrunk to a point relationship of the stress on the two sides 
can be expended by Taylor series and keeping the first derivative. If the first derivative 
is neglected (tetrahedron is without acceleration) the two sides are related as 


—Ty,0Ay — Trx0 Ag — Tzz0Az = 6An cS Ai Tne 43 Taw i) (8.45) 


The same can be done for y and z directions. The areas are related to each other through 
angles. These relationships provide the transformation for the different orientations 
which depends only angles of the orientations. This matrix is referred to as stress 
tensor and as it can be observed has nine terms. 


The Symmetry of the Stress Tensor 


A small liquid cubical has three possible rotation axes. Here only one will be dis- 
cussed the same conclusions can be drown on the other direction. The cubical rotation 
can involve two parts: one distortion and one rotatior|">| A finite angular distortion of 
infinitesimal cube requires an infinite shear which required for infinite moment. Hence, 
the rotation of the infinitesimal fluid cube can be viewed as it is done almost as a solid 
body rotation. Balance of momentum around the z direction shown in Figure [8.6] is 

dé 


M, = Liz 8.46 
dt ( ) 


10For infinitesimal change the lines can be approximated as straight. 
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Where M, is the cubic moment around the cubic center and re | is the moment of 
inertia around that center. The momentum can be asserted by the shear stresses which 
act on it. The shear stress at point 2 is Tz. However, the shear stress at point x + dx 
is 








dr, 
The same can be said for Tyz for y A - 
direction. The clarity of this analysis can y yy * 
be improved if additional terms are taken, x 
yet it turn out that the results will be the om on 
same. The normal body force (gravity) dy we) = 
acts through the cubic center of gravity. T aed 
The moment that created by this action 
. . . Ts 
can be neglected (the changes are insignif- YE Ty 
icant). However, for cases that body force, 4— ys 
such as the magnetic fields, can create dx 
x 


torque. For simplicity and generality, it is 
assumed that the external body force ex- 
erts a torque Gp per unit volume at the Fig. -8.6. Diagram to analysis the shear stress 
specific location. The body force can exert — tensor. 

torque is due to the fact that the body force is not uniform and hence not act through 
the mass center. 


mum Advance material can be sipped ——~ —  — 





The shear stress in the surface direction potentially can result in the torque due 
to the change in the shear stresq!?| 





See for the derivations in Example |3.11] for moment of inertia. 

12This point bother this author in the completeness of the proof. It can be ignored, but provided to 
those who wonder why body forces can contribute to the torque while pressure, even though varied, 
does not. This point is for self convincing since it deals with a “strange” and problematic “animals” 
of integral of infinitesimal length. 
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For example, T;, at 2 can be expended as a linear function 


AT xx, 


dy 





(8.48) 





Trea = Tray + 


where 7 is the local coordinate in the y _ direction’ stating at 
y and “mostly used” between y <n <y + dy. 

The moment that results from this shear 
force (clockwise positive) is 


[00 (0-8) oo 


Substituting (8.48) into (8.49) results 


ytdy Tre dy 
/ ( a dy |y 2 


(8.50) 


The integral of isn’t zero (non sym- 

metrical function around the center of in- — Fig. -8.7. The shear stress creating torque. 
tegration). 

The reason that this term is neglected because on the other face of the cubic contributes 
an identical term but in the opposing direction (see Figure|8.7). 


— ee En) Advance materia —— —=- — 











The net torque in the z-direction around the particle's center would then be 


ae z OTry x z ae z 
CP ar me (Tye + ee) Segpde + (ry) gpd 
- (8.51) 
(ay + oan | du dy dz = pdx dy dz ((da)? + (dy)*) ao 


The actual components which contribute to the moment are 





a 2 2 
ou ((da)* + (dy)*) 
Gr +7, Tey + O (Tye = Tey) _ = a (8.52) 
i Oy = 12 dt 


which means since that dx —+ 0 and dy —> 0 that 
Grt+ Txy = Tye (8.53) 


This analysis can be done on the other two directions and hence the general conclusion 
is that 


Gr + Tig = Thi (8.54) 
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a) 
Tan + Tt ag 





Oz 


4 





Fig. -8.8. The shear stress at different surfaces. All shear stress shown in surface x and x +dz. 


where 7 is one of x,y, z and the 7 is any of the other z, y, For the case of Gr = 0 
the stress tensor becomes symmetrical. The gravity is a body force that is considered 
in many kind of calculations and this force cause a change in symmetry of the stress 
tensor. However, this change, for almost all practical purposes, can be neglected™| The 
magnetic body forces on the other hand are significant and have to be included in the 
calculations. If the body forces effect is neglected or do not exist in the problem then 
regardless the coordinate system orientation 


Tig = Tye (i #9) (8.55) 


8.5 Derivations of the Momentum Equation 


Previously it was shown that equation (6.11) is equivalent to Newton second law for 
fluids. Equation (6.11) is also applicable for the small infinitesimal cubic. One direction 
of the vector equation will be derived for x Cartesian coordinate (see Figure|8.8). Later 
Newton second law will be used and generalized. For surface forces that acting on the 
cubic are surface forces, gravitation forces (body forces), and internal forces. The body 
force that acting on infinitesimal cubic in 2 direction is 


i fp = fp, dx dy dz (8.56) 





13The index notation is not the main mode of presentation in this book. However, since Potto 
Project books are used extensively and numerous people asked to include this notation it was added. It 
is believed that this notation should and can be used only after the physical meaning was “digested.” 
M41n the Dimensional Analysis a discussion about this effect hopefully will be presented. 
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The dot product yields a force in the directing of x. The surface forces in x direction 
on the x surface on are 


dA, dA, 
aN ———GN 
i Rice lactale x dydz— Tza|, x dy dz (8.57) 


The surface forces in x direction on the y surface on are 


dAy dAy 
———a aN 
a= Tyely+dy x dx dz— Tyzly x dx dz (8.58) 


The same can be written for the z direction. The shear stresses can be expanded into 
Taylor series as 


O (Tix) 





i 
to latex latex section where 7 in this case is x, y, or z. Hence, the total net surface 
force results from the shear stress in the a direction is 





OTrx  OTyx | OTzx 
= + + dx dy d 8.60 
fe ( Oz" dy | dz J” eae) 
after rearrangement equations such as and (8.58) transformed into 
internal forces surface forces 


body forces 


je 
OTwa 4 Oye OT za ca oT 
= (% ig Te) A gate + fa, pat dg dé (8.61) 


D 








equivalent equation (8.61) for y coordinate is 

















DU, OTry  OTyy | OTzy 

= 8.62 

pot = (Sar a  ) ofa, (8.62) 

The same can be obtained for the z component 

DU, OTaz | OTyz  OTzz 

= 8.63 

pe = (Fe Te | tote. (8.63) 

eo A nice material can be skipped ——-—~€ —  — 
Generally the component momentum equation is as 

DU; OT; OT OTR: 

= 8.64 

pape = (Git GE + FE) + ole. (8.64) 


cE) Advance materid] —»_—~ 
Where 2 is the balance direction and j and k are two other coordinates. Equation 
(8.64) can be written in a vector form which combined all three components into one 
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equation. The advantage of the vector from allows the usage of the different coordinates. 
The vector form is 


bu 


=V-7® 8.65 
Di tT” + ofa (8.65) 


p 


where here 
7 = Tigi + Tiyd = Tizk 
is part of the shear stress tensor and 7 can be any of the x, y, or z. 
Or in index (Einstein) notation as 


DU; OT;4 
= . 8.66 
Oe ae. + p fa; (8.66) 








— ee et nant — 
Equations (8.61) or or requires that the stress tensor be defined 
in term of the Eee Reeechicn, a relationship between the stress tensor and 
deformation depends on the classes of materials the stresses acts on. Additionally, the 
deformation can be viewed as a function of the velocity field. As engineers do in general, 
the simplest model is assumed which referred as the solid continuum model. In this 
model the relationship between the (shear) stresses and rate of strains are assumed to be 
linear. In solid material, the shear stress yields a fix amount of deformation. In contrast, 
when applying the shear stress in fluids, the result is a continuous deformation. Further- 
more, reduction of the shear stress does not return the material to its original state as 
in solids. The similarity to solids the increase shear stress in fluids yields larger deforma- 
tions. Thus this “solid” model is a linear relationship with three main assumptions: 


a. There is no preference in the orientation 
(also call isentropic fluid), 


b. there is no left over stresses (In other 
words thewhen the “no shear stress” 
situation exist therate of deformation 
or strain is zero), and 


c. a linear relationship exist between the 
shear stress and the rate of shear strain. 








At time t, the control volume is at 
a square shape and at a location as de- 
picted in Figure[8.9] (by the blue color). At 
time ¢ + dt the control volume undergoes 8. -8.9. Control volume at t and t + dt un- 


three different changes. The control vol- der continuous angle deformation. Notice the 
ine iOves tide. new lacation -rotatecand three combinations of the deformation shown 


is b le col lative to bl lor. 
changes the shape (the purple color in in Renee eg neg, ne ae 
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Figure (8.9). The translational movement 

is referred to a movement of body without change of the body and without rotation. 
The rotation is the second movement that referred to a change in of the relative ori- 
entation inside the control volume. The third change is the misconfiguration or control 
volume (deformation). The deformation of the control volume has several components 
(see the top of Figure [8.9). The shear stress is related to the change in angle of the 
control volume lower left corner. The angle between x to the new location of the control 
volume can be approximate for a small angle as 


. U, + «dex — U, dU. dU, 
dy. = ton ( yt dx xe t) = tan ( ) = y (8.67) 








dt da dx dx 


The total angle deformation (two sides x and y) is 


D yxy = dUy dU, 
T dy 





8.68 
Dt dx ( ) 


ee ate dU, : 
In these derivatives, the symmetry —* 4 we was not assumed and or required because 
rotation of the control volume. However, under isentropic material it is assumed that 


all the shear stresses contribute equally. For the assumption of a linear fluid™| 


Dy xy dU, | dU, 
a = 8.69 
Txy =H = Ht ( a a dy (8.69) 











where, js is the “normal” or “ordinary” viscosity coefficient which re- 
lates the linear coefficient of proportionality and shear stress. This de- 
formation angle coefficient is assumed to be a property of the fluid. 
In a similar fashion it can be written to other directions for xz as 





Dye: (dU, dy 
ae 9g (= = =) ery) 


and for the directions of y z as 





Dyyz dU, dU, 
~ (S + (8.71) 











Te => 

Ue aE TG 
Note that the viscosity coefficient (the linear co- 
efficient?°) is assumed to be the same regardless he 
of the direction. This assumption is referred as AN Ns 
isotropic viscosity. It can be noticed at this stage, S\ ZF 


the relationship for the two of stress tensor parts 
was established. The only missing thing, at this 
stage, is the diagonal component which to be 
dealt below. 


Fig. -8.10. Shear stress at two co- 
ordinates in 45° orientations. 





15While not marked as important equation this equation is the source of the derivation. 
16The first assumption was mentioned above. 
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Advance material can be skipped 








In general equation (8.69) can be written as 


_ Di; = dU; dU; 
ED (¢ ar 








(8.72) 


where i #7 andi=2zoryor z. 


eu 2 Advance material ——: —  — 





Normal Stress 


The normal stress, 7;; (where i is either ,2, y, 2) appears in the shear matrix 
diagonal. To find the main (or the diagonal) stress the coordinates are rotate by 45°. 
The diagonal lines (line BC and line AD in Figure |8.9) in the control volume move 
to the new locations. In addition, the sides AB and AC rotate in unequal amount 
which make one diagonal line longer and one diagonal line shorter. The normal shear 
stress relates to the change in the diagonal line length change. This relationship can be 
obtained by changing the coordinates orientation as depicted by Figure[8.10| The dz is 
constructed so it equals to dy. The forces acting in the direction of 2’ on the element 
are combination of several terms. For example, on the “2” surface (lower surface) and 
the “y” (left) surface, the shear stresses are acting in this direction. It can be noticed 
that “da” surface is \/2 times larger than da and dy surfaces. The force balance in the 
x is 

. 2s Fe me Be SS 
“dy Tex a + de Tyy a + de Tye Se + dy Tey ez = dV? Tew (8.73) 
My Tee Tt Oe Tan ae a aa Y Tey Ty = Sigh : 


dividing by dx and after some rearrangements utilizing the identity 7, = Ty results in 


5) + Tyx = Tata’ (8.74) 


Setting the similar analysis in the y results in 


2 oe = Tye = Tyy (8.75) 
Subtracting (8.75) from (8.74) results in 
2 Tyx = Tra — Tyy (8.76) 


or dividing by 2 equation (8.76) becomes 


(Twa — Tyy) (8.77) 


Nl] re 


Tyo = 


Equation (8.76) relates the difference between the normal shear stress and the 
normal shear stresses in x’, y' coordinates) and the angular strain rate in the regular (x, y 
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b 
ie 
d+a 
y y 
4 > \45° 
ref 4 ii 
> > 
x x 
(a) Deformations of the isosceles (b) Deformation of the straight angle 
triangular. triangle. 


Fig. -8.11. Different triangles deformation for the calculations of the normal stress. 


coordinates). The linear deformations in the x and y directions which is rotated 45° 
relative to the x and y axes can be expressed in both coordinates system. The angular 
strain rate in the (z, y) is frame related to the strain rates in the (a, y) frame. Figure 
[8.11(a)] depicts the deformations of the triangular particles between time t and t + dt. 
The small deformations a , b, c, and d in the Figure are related to the incremental linear 
strains. The rate of strain in the x direction is 


de, = — 8.78 
: dx ee) 
The rate of the strain in y direction is 
a 
dey = — 8.79 
€y dz ( ) 


The total change in the deformation angle is related to tan 9, in both sides (d/da+b/dy) 
which in turn is related to combination of the two sides angles. The linear angular 
deformation in xy direction is 


b+d 


a (8.80) 


dy2y = 
Here, de,, is the linear strain (increase in length divided by length) of the particle 
in the x direction, and de, is its linear strain in the y-direction. The linear strain in the a’ 


direction can be computed by observing Figure|8.11(b)| The hypotenuse of the triangle 
is oriented in the 2 direction (again observe Figure|8.11(b)). The original length of the 





hypotenuse \/2dx. The change in the hypotenuse length is V(c+ b)*?+(a+d)*. It 
can be approximated that the change is about 45° because changes are infinitesimally 
small. Thus, cos 45° or sin 45° times the change contribute as first approximation to 
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change. Hence, the ratio strain in the 2 direction is 














~0 
(O48) AO) ore 
V(e+s)? + (a+ 4)? a a + f (dz) 
dey = ~ (8.81) 
J/2dx J/2dx 
Equation (8.81) can be interpreted as (using equations (8.78), (8.79), and (8.80)) as 
1 fat+b+c+d 1 
dey = 5 ( TF ) = (dey + dey + dYxy) (8.82) 
In the same fashion, the strain in y coordinate can be interpreted to be 
1 
dey = 5 (dey + dey — dyzy) (8.83) 


Notice the negative sign before dy. Combining equation (8.82) with equation (8.83) 
results in 


déx — déy = dyay (8.84) 
Equation (8.84) describing in Lagrangian coordinates a single particle. Changing it to 
the Eulerian coordinates transforms equation (8.84) into 
Dey Dey _ Dy xy 
Di Di DE oa 


From (8.69) it can be observed that the right hand side of equation (8.85) can be 
replaced by Tz,/pu to read 





Dey Dey — Try 
Di he (8.86) 
From equation (8.76) 7, be substituted and equation (8.86) can be continued 


and replaced as 





Dey Dey 1 
= 7 8.87 
De DE 8G (Tra — Tyy) (8.87) 


Figure depicts the approximate 




















linear deformation of the element. The lin- 7 
ear deformation is the difference between 
the two sides as 
Dey Oy 
ae (8.88) 
Dt Ox 
The same way it can written for the y’ co- 
ordinate. Fig. -8.12. Linear strain of the element pur- 
Dey Oy ple denotes t and blue is for t+ dt. Dashed 
Dt = “Oy (8.89) squares denotes the movement without the lin- 


ear change. 
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Equation (8.88) can be written in the y and is similar by substituting the coordinates. 
The rate of strain relations can be substituted by the velocity and equations (8.88) and 
(8.89) changes into 


OU, 20) (8.90) 


Tx —Tyy = 2 — — 
aa yy u( ax Oy 
Similar two equations can be obtained in the other two plans. For example in y'—z' plan 
one can obtained 

















OU, OU: 
ve —Tee =2 _ 8.91 
ee ae ( Ox’ Oz ) ae 
Adding equations (8.90) and (8.91) results in 
2 4 
——~ ——> OU; OU, OU, 
(f=) eae Tyy — T22 = (6-2) py ax 2h ( By ae ) (8.92) 
rearranging equation (8.92) transforms it into 
OUy OU, Oy | OUz 
te Tae Ta lee Og (& me + Se) (8-99) 
Dividing the results by 3 so that one can obtained the following 
“mechanical” pressure 
ce OO 
Tea + Tyy + T22 OUy 2 OUy Oy OU» 
val = +2 8.94 
a 3 ag ~ 3° \ On Oy Oz ( ) 


The “mechanical” pressure, Pm, is defined as the (negative) average value of pressure 
in directions of x-y-z. This pressure is a true scalar value of the flow field since 
the propriety is averaged or almos{""| invariant to the coordinate transformation. In 
situations where the main diagonal terms of the stress tensor are not the same in all 
directions (in some viscous flows) this property can be served as a measure of the local 
normal stress. The mechanical pressure can be defined as averaging of the normal stress 
acting on a infinitesimal sphere. It can be shown that this two definitions are “identical” 
in the limit¢| With this definition and noticing that the coordinate system 2’—-y has no 
special significance and hence equation (8.94) must be valid in any coordinate system 
thus equation can be written as 


OU, 
Ox 
Again where P,,, is the mechanical pressure and is defined as 





2 
+ 5uV-U (8.95) 


(8.96) 








It identical only in the limits to the mechanical measurements. 
18G_ K. Batchelor, An Introduction to Fluid Mechanics, Cambridge University Press, 1967, p.141. 
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It can be observed that the non main (diagonal) terms of the stress tensor are represented 
by an equation like (8.72). Commonality engineers like to combined the two difference 
expressions into one as 

















=0 
2 —“— OU. Ou. 
ey =— (Prt suv -U) bay 4 “ “ 8.97 
or 
2 AN (dU, , ov. 
== (Py Save | be, 4 74+ —4 8.98 
— eum A vance material can be skipped —, —  — 
or index notation 
2 OU; | OU; 
ge==| Pee nV | ie4 ~4+—4 8.99 
—_— End Advance material — — — 





where 6;, is the Kronecker delta what is 6;; = 1 wheni = 7 and 6,; = 0 otherwise. While 
this expression has the advantage of compact writing, it does not add any additional 
information. This expression suggests a new definition of the thermodynamical pressure 
is 


(8.100) 





Summary of The Stress Tensor 


The above derivations were provided as a long mathematical explanatior|"| To 
reduced one unknown (the shear stress) equation (8.61) the relationship between the 
stress tensor and the velocity were to be established. First, connection between T,,, and 
the deformation was built. Then the association between normal stress and perpendicu- 
lar stress was constructed. Using the coordinates transformation, this association was 
established. The linkage between the stress in the rotated coordinates to the deforma- 
tion was established. 


Second Viscosity Coefficient 


The coefficient 2/3: is experimental and relates to viscosity. However, if the 
derivations before were to include additional terms, an additional correction will be 
needed. This correction results in 


P=P,,+ AV -U (8.101) 





19Since the publishing the version 0.2.9.0 several people ask this author to summarize conceptually 
the issues. With God help, it will be provided before version 0.3.1. 
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The value of X is obtained experimentally. This coefficient is referred in the literature 
by several terms such as the “expansion viscosity” “second coefficient of viscosity” and 
“bulk viscosity.” Here the term bulk viscosity will be adapted. The dimension of the 
bulk viscosity, A, is similar to the viscosity .According to second law of thermodynamic 
derivations (not shown here and are under construction) demonstrate that 4 must be 
positive. The thermodynamic pressure always tends to follow the mechanical pressure 
during a change. The expansion rate of change and the fluid molecular structure through 
X control the difference. Equation can be written in terms of the thermodynamic 
pressure P, as 








Tj =— [P+ (Fu-a) v-o| a5 +0 (Fe + 52) (8.102) 
The significance of the difference between the thermodynamic pressure and the 
mechanical pressure associated with fluid dilation which connected by V-U. The 
physical meaning of V -U represents the relative volume rate of change. For simple gas 
(dilute monatomic gases) it can be shown that A vanishes. In material such as water, 
d is large (3 times 1) but the net effect is small because in that cases V-U —> 0. 
For complex liquids this coefficient, A, can be over 100 times larger than jz. Clearly for 
incompressible flow, this coefficient or the whole effect is vanished? In most cases, 
the total effect of the dilation on the flow is very small. Only in micro fluids and small 
and molecular scale such as in shock waves this effect has some significance. In fact 
this effect is so insignificant that there is difficulty in to construct experiments so this 
effect can be measured. Thus, neglecting this effect results in 


OU; 205) 





Ox; * Ox; 


To explain equation (8.103), it can be written for specific coordinates. For example, for 
the Tz, it can be written that 





ny = PB +n ( (8.103) 








OU, 
ne = -P+2 .104 
T, + au (8.104) 
and the y coordinate the equation is 
OU, 
Tyy = —P+2—4 8.105 
yy Oy ( ) 
however the mix stress, Tzy, iS 
OU, Oz 
ny = Tyr = | —2 8.106 
T, y Ty ( Ox + Oy ) ( ) 


For the total effect, substitute equation (8.102) into equation (8.61) which results 
in 
DU, d(P + (u-A)V-U) O Up. O Ue) 0 Uz 
e ( Dt ) Ox 7 Oat tT Oy? ary thee 
(8.107) 














20The reason that the effect vanish is because V -U = 0. 
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or in a vector form as 


N-S in stationary Coordinates 


-vP+(iu+a)v (V-U)+pV'U + fa 









DU 
ie 





(8.108) 





For in index form as 


Di. 0 ee a OU; | OU;\\ | 
p De Ae (P+ (Fu r)V U) +e (.(2 t a) ) + f Bj 


(8.109) 











For incompressible flow the term V -U vanishes, thus equation (8.108) is reduced to 


Momentu 








(8.110) 
or in the index notation it is written 
DU; | OP O?U 
= ; 8.111 


The momentum equation in Cartesian coordinate can be written explicitly for x coor- 
dinate as 








WU, We, We ate 7 
at “oe eg ni ~ 


ae 2U,\ | 
oe tH oe aye op) ee 


Where g,, is the the body force in the x direction (i: g). In the y coordinate the 
momentum equation is 


(8.112) 

















OU, Fa 4, LU. OU, 
can ai oy a4) : 
Oy Ox2 * Oy2 ° Oz?) - nee 


in z coordinate the momentum equation is 





OU, , OU, ,, Wz, Uz\ _ 
0 (S UR og ay Poe 
OP | 0 ( OU, | PU; 


(8.114) 
Oz Ox? t Oy? * a) + Pa: 
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8.6 Boundary Conditions and Driving Forces 
8.6.1 Boundary Conditions Categories 


The governing equations that were developed earlier requires some boundary conditions 
and initial conditions. These conditions described physical situations that are believed 
or should exist or approximated. These conditions can be categorized by the velocity, 
pressure, or in more general terms as the shear stress conditions (mostly at the interface). 
For this discussion, the shear tensor will be separated into two categories, pressure (at 
the interface direction) and shear stress (perpendicular to the area). A common velocity 
condition is that the liquid has the same value as the solid interface velocity. In the 
literature, this condition is referred as the “no slip” condition. The solid surface is 
rough thus the liquid participles (or molecules) are slowed to be at the solid surface 
velocity. This boundary condition was experimentally observed under many conditions 
yet it is not universal true. The slip condition (as oppose to “no slip” condition) exist in 
situations where the scale is very small and the velocity is relatively very small. The slip 
condition is dealing with a difference in the velocity between the solid (or other material) 
and the fluid media. The difference between the small scale and the large scale is that 
the slip can be neglected in the large scale while the slip cannot be neglected in the small 
scale. In another view, the difference in the velocities vanishes as the scale increases. 
Another condition which affects 

whether the slip condition ex- z 

ist is how rapidly of the velocity n 


change. The slip condition can- 
not be ignored in some regions, f(D) flow 


when the flow is with a strong direction 
velocity fluctuations. Mathemat- y La 
+f “ae Lf ” i 8 . > 

ically the “no slip” condition is xX 

written as 


t- (U fiuia = U cadedaes) —(0 Fig. -8.13. 1-Dimensional free surface describing n and 
(8.115) © 


where ni is referred to the area direction (perpendicular to the area see Figure |8.13). 
While this condition (8.115) is given in a vector form, it is more common to write this 
condition as a given velocity at a certain point such as 


U(t) =U; (8.116) 


Note, the “no slip” condition is applicable to the ideal fluid (“inviscid flows” ) because 
this kind of flow normally deals with large scales. The "slip” condition is written in 


similar fashion to equation (8.115) as 
t- (UU piwia — Utoundary) = f(Q, scale, etc) (8.117) 


As oppose to a given velocity at particular point, a requirement on the accel- 
eration (velocity) can be given in unknown position. The condition (8.115) can be 
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mathematically represented in another way for free surface conditions. To make sure 
that all the material is accounted for in the control volume (does not cross the free sur- 
face), the relative perpendicular velocity at the interface must be zero. The location of 
the (free) moving boundary can be given as f (r,t) = 0 as the equation which describes 
the bounding surface. The perpendicular relative velocity at the surface must be zero 
and therefore 


D 
Le 

Dt 
This condition is called the kinematic boundary condition. For example, the free surface 
in the two dimensional case is represented as f(t,x,y). The condition becomes as 


of of of 
Ot Ox ye Oy 


The solution of this condition, sometime, is extremely hard to handle because the 
location isn't given but the derivative given on unknown location. In this book, this 
condition will not be discussed (at least not plane to be written). 

The free surface is a special case of moving surfaces where the surface between 
two distinct fluids. In reality the interface between these two fluids is not a sharp 
transition but only approximation (see for the surface theory). There are situations 
where the transition should be analyzed as a continuous transition between two phases. 
In other cases, the transition is idealized an almost jump (a few molecules thickness). 
Furthermore, there are situations where the fluid (above one of the sides) should be 
considered as weightless material. In these cases the assumptions are that the transition 
occurs in a sharp line, and the density has a jump while the shear stress are continuous 
(in some cases continuously approach zero value). While a jump in density does not 
break any physical laws (at least those present in the solution), the jump in a shear 
stress (without a jump in density) does break a physical law. A jump in the shear 
stress creates infinite force on the adjoin thin layer. Off course, this condition cannot 
be tolerated since infinite velocity (acceleration) is impossible. The jump in shear stress 
can appear when the density has a jump in density. The jump in the density (between 
the two fluids) creates a surface tension which offset the jump in the shear stress. This 
condition is expressed mathematically by equating the shear stress difference to the 
forces results due to the surface tension. The shear stress difference is 


on the surface f(r, t) =0 (8.118) 


0= + Uy 





(8.119) 


Ar”) =0= Ar upper = AT lower (8.120) 


surface surface 


where the index (n) indicate that shear stress are normal (in the surface area). If the 
surface is straight there is no jump in the shear stress. The condition with curved 
surface are out the scope of this book yet mathematically the condition is given as 


without explanation as 
1 1 
aA-7T™ = Sage 8.121 
n-T a (z x) ( ) 


#.7 =-#-Vo (8.122) 
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where i is the unit normal and f is a unit tangent to the surface (notice that direction 
pointed out of the “center” see Figure [8.13) and R, and Ro are principal radii. One 
of results of the free surface condition (or in general, the moving surface condition) is 
that integration constant is unknown). In same instances, this constant is determined 
from the volume conservation. In index notation equation is writer] as 


(1) 1 1 7) 
Ng ton; + 8.123 
Tj Ny ton (z m)> Tig 3 ( ) 
where 1 is the upper surface and 2 is the lower surface. For example in one dimensional”| 


(—f'(a), 1) 


ide 
V1+(F(@)) (8.124) 


(1, f'(@) 
1+ (fi(2))? 


the unit vector is given as two vectors in x and y and the radius is given by equation 
(1.57). The equation is given by 


of af 
ay 1 Usage = Uy (8.125) 


3) 
lI 


ae 


t 


I 





The Pressure Condition 


The second condition that commonality prescribed at the interface is the static 
pressure at a specific location. The static pressure is measured perpendicular to the 
flow direction. The last condition is similar to the pressure condition of prescribed shear 
stress or a relationship to it. In this category include the boundary conditions with issues 
of surface tension which were discussed earlier. It can be noticed that the boundary 
conditions that involve the surface tension are of the kind where the condition is given 
on boundary but no at a specific location. 


Gravity as Driving Force 


The body forces, in general and gravity in a particular, are the condition that 
given on the flow beside the velocity, shear stress (including the surface tension) and 
the pressure. The gravity is a common body force which is considered in many fluid 
mechanics problems. The gravity can be considered as a constant force in most cases 
(see for dimensional analysis for the reasons). 


Shear Stress and Surface Tension as Driving Force 





21There is no additional benefit in this writing, it just for completeness and can be ignored for most 
purposes. 

2A one example of a reference not in particularly important or significant just a random example. 
Jean, M. Free surface of the steady flow of a Newtonian fluid in a finite channel. Arch. Rational Mech. 
Anal. 74 (1980), no. 3, 197-217. 
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If the fluid was solid material, pulling the side 
will pull all the material. In fluid (mostly liquid) 
shear stress pulling side (surface) will have limited 
effect and yet sometime is significant and more 
rarely dominate. Consider, for example, the case 
shown in Figure The shear stress carry the 
material as if part of the material was a solid mate- 
rial. For example, in the kerosene lamp the burning 
occurs at the surface of the lamp top and the liquid 
is at the bottom. The liquid does not move up due Fig. -8.14. Kerosene lamp. 
the gravity (actually it is against the gravity) but 
because the surface tension. 

The physical conditions in Figure are 
used to idealize the flow around an inner rode to 
understand how to apply the surface tension to the 
boundary conditions. The fluid surrounds the rode 





and flows upwards. In that case, the velocity at the bea 
surface of the inner rode is zero. The velocity at U(r) -0 

the outer surface is unknown. The boundary con- —~__# meen 
dition at outer surface given by a jump of the shear aU ao 


constant 
T 


stress. The outer diameter is depends on the sur- 
face tension (the larger surface tension the smaller 
the liquid diameter). The surface tension is a func- 
tion of the temperature therefore the gradient in 
surface tension is result of temperature gradient. 
In this book, this effect is not discussed. However, somewhere downstream the temper- 
ature gradient is insignificant. Even in that case, the surface tension gradient remains. 
It can be noticed that, under the assumption presented here, there are two principal 
radii of the flow. One radius toward the center of the rode while the other radius is 
infinite (approximatly). In that case, the contribution due to the curvature is zero in 
the direction of the flow (see Figure (8.15). The only (almost) propelling source of the 
flow is the surface gradient (32). 


or Oh, 


Fig. -8.15. Flow in a kendle with a 
surfece tension gradient. 


8.7 Examples for Differential Equation (Navier-Stokes) 


Examples of an one-dimensional flow driven by the shear stress and pressure are pre- 
sented. For further enhance the understanding some of the derivations are repeated. 
First, example dealing with one phase are present. Later, examples with two phase are 
presented. 


Example 8.6: 
Incompressible liquid flows between two infinite plates from the left to the right (as 
shown in Figure (8.16). The distance between the plates is €. The static pressure per 
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Fig. -8.16. Flow between two plates, top plate is moving at speed of Ue to the right (as 
positive). The control volume shown in darker colors. 


length is given as AF? | The upper surface is moving in velocity, Ue (The right side is 
defined as positive). 


SOLUTION 


In this example, the mass conservation yields 


=0 
d 
i pdV = — pU,,dA = 0 (8.126) 


The momentum is not accumulated (steady state and constant density). Further be- 
cause no change of the momentum thus 


| p Uz UmndA =0 (8.127) 
A 


Thus, the flow in and the flow out are equal. It can concluded that the velocity 
in and out are the same (for constant density). The momentum conservation leads 


-| paa+ | TrydA =0 (8.128) 


The reaction of the shear stress on the lower surface of control volume based on New- 
tonian fluid is 


dU 
Tay = tae (8.129) 
On the upper surface is different by Taylor explanation as 
~0 
dU dU aU 
rig = dy + dy? +--- (8.130) 





dy dy? dy? 





23 The difference is measured at the bottom point of the plate. 
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The net effect of these two will be difference between them 





d a 
( 2 av) a ad (8.131) 


= d 
dy ” dy? My B dy? y 


The assumptions is that there is no pressure difference in the z direction. The only 
difference in the pressure is in the x direction and thus 
dP dP 

P—|P+4+—dz| =-—-—dz (8.132) 
dx dx 


A discussion why ~ 0 will be presented later. The momentum equation in the x 
direction (or from equation (8.112)) results (without gravity effects) in 


dP aU 


ie a 
de dy ete) 


Equation (8.133) was constructed under 


several assumptions which include the di- 
rection of the flow, Newtonian fluid. No 
assumption was imposed on the pressure 
distribution. Equation (8.133) is a partial 
differential equation but can be treated as 
ordinary differential equation in the z di- 
rection of the pressure difference is uni- 
form. In that case, the left hand side is : 
equal to constant. The “standard” bound- ned “7° 
ary conditions is non-vanishing pressure Oaher 2010 

gradient (that is the pressure exist) and 
velocity of the upper or lower surface or 
both. It is common to assume that the 
“no slip” condition on the boundaries con- 
ditior24] The boundaries conditions are 















































Fig. -8.17. One dimensional flow with a shear 
between two plates when WV change value be- 
tween -1.75 green line to 3 the blue line. 


Uz(y = 0) =0 


U.(y= 9 =U ets) 


The solution of the “ordinary” differential equation (8.133) after the integration be- 
comes 
1dP 


Us=—5 7 ¥ teaytes (8.135) 





24 discussion about the boundary will be presented later. 
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Fig. -8.18. The control volume of liquid element in cylindrical coordinates. 


Applying the boundary conditions, equation (8.134) / results in 





=U 
y (2, dP y y 
Us) = 6 | Ton de ( a) eee) 


For the case where the pressure gradient is zero the velocity is linear as was discussed 
earlier in Chapter] (see Figure|8.17). However, if the plates or the boundary conditions 
do not move the solution is 


v= (sg 0-H)+E a 


What happen when o ~ 0? 





End Solution 


Cylindrical Coordinates 


Similarly the problem of one dimensional flow can be constructed for cylindrical 
coordinates. The problem is still one dimensional because the flow velocity is a function 
of (only) radius. This flow referred as Poiseuille flow after Jean Louis Poiseuille a 
French Physician who investigated blood flow in veins. Thus, Poiseuille studied the 
flow in a small diameters (he was not familiar with the concept of Reynolds numbers). 

Rederivation are carried out for a short cut. 
The momentum equation for the control volume depicted in the Figure |8.18p is 


- [paa+ [ rid= | pv, Uyn dA (8.138) 


The shear stress in the front and back surfaces do no act in the z direction. The shear 
stress on the circumferential part small dark blue shown in Figure |8.18b is 


qu, —* 
pra =p oardz (8.139) 
Tr 
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The pressure integral is 


OP 


[Psa (P.,2 — Pz) tres (P. + De 


OP 
dz — P.) rr = yur (8.140) 
The last term is 


[vemdA=o | U, Urn dA = 


p (/ Ua dA. = [urea) =p | (Uz4az” — Uz”) dA 
zt+dz Zz z 


The term Uae _ U,? is zero because U,4qa, = Uz because mass conservation con- 
servation for any element. Hence, the last term is 


(8.141) 


[ou: Urn dA = 0 (8.142) 
Substituting equation (8.139) and (8.140) into equation (8.138) results in 
dU, OP 
p29 de = — Fae (8.143) 
dr Oz 


Which shrinks to 
2u4dU, OP 





(8.144) 


r dr Oz 


Equation (8.144) is a first order differential equation for which only one boundary 
condition is needed. The “no slip” condition is assumed 


U.(r = R) =0 (8.145) 
Where R is the outer radius of pipe or cylinder. Integrating equation (8.144) results in 
10P 4 
2=--Sz 14 
U, ll ae r+ C4 (8 6) 


It can be noticed that asymmetrical elemen?>| was eliminated due to the smart short 
cut. The integration constant obtained via the application of the boundary condition 
which is 





10P 
a= Bes ti (8.147) 
pb Oz 
The solution is 
10P 5 r\2 
U.=25,8 (1 (F) ) (8.148) 


While the above analysis provides a solution, it has several deficiencies which include the 
ability to incorporate different boundary conditions such as flow between concentering 
cylinders. 





25 Asymmetrical element or function is — f(x) = f(—2) 
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Example 8.7: 


A liquid with a constant density is flow- 
ing between concentering cylinders as 
shown in Figure[8.19, Assume that the 
velocity at the surface of the cylinders is 
zero calculate the velocity profile. Build 
the velocity profile when the flow is one 
directional and viscosity is Newtonian. 





Calculate the flow rate for a given pres- Fig. -8.19. Liquid flow between concentric 
sure gradient. cylinders for example[8.7| 
SOLUTION 


After the previous example, the appropriate version of the Navier-Stokes equation will 
be used. The situation is best suitable to solved in cylindrical coordinates. One of 
the solution of this problems is one dimensional solution. In fact there is no physical 
reason why the flow should be only one dimensional. However, it is possible to satisfy 
the boundary conditions. It turn out that the “simple” solution is the first mode that 
appear in reality. In this solution will be discussing the flow first mode. For this mode, 
the flow is assumed to be one dimensional. That is, the velocity isn’t a function of the 
angle, or z coordinate. Thus only equation in z coordinate is needed. It can be noticed 
that this case is steady state and also the acceleration (convective acceleration) is zero 





Ff (t) =0 U.¢f(¢) =0 
DU, 0U, Us BU OU 
z z Co) z z 
f 7 f 2 = 14 
Con oP oe oe Og oe | ean) 


The steady state governing equation then becomes 


p (8) =0= Ea ( g (“) =) + pgs (8.VIl.a) 





Oz r Or Or 


The PDE above (8.VII.a)) required boundary conditions which are 
U, (r = ri) = 0 





Leas 0 (8.VII.b) 
Integrating equation (8.VII.al) once results in 
OU, 1 OP 4 
Se VII. 
"ar 2p Oz _—< cen lbe) 


Dividing equation (8.VII.c) and integrating results for the second times results 


OU, 1 OP |. Cy 
Or = Qs Oz r 





(8.VIl.d) 
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Integration of equation (8.VII.d) results in 


1 OP 
U, = ——r’?4+q mr+ee (8.VIl.e) 
4p Oz 


Applying the first boundary condition results in 


1 OP 
0= “oe + cy Inr; + C2 (8.VILFf) 


applying the second boundary condition yields 





1 OP 
0= foe +c Inrg + C2 (8.VIl-g) 
The solution is 
1 ro \ OP, 4 2 
qa = Zp In (=) Ae (To Ti ) 
(8.VII.h) 
1 o \ OP 
Co = ii In (%) ay (In(r;) To” — In(ro) te) 


The solution is when substituting the constants into equation (8.VIl.e) results in 


Uz (r) ore | : in (™) OF (eee r;”) Inr 











~ 4 Oz Ay ry) dz 
(8.VII.i) 
1 5 P 
ro In (=) a (In(r;) ro” — In(ro) 7:7) 
The flow rate is then : 
Q -| U.(r)dA (8.VII.j) 
Or substituting equation (8.VII.i) into equation (8.VII.j) transformed into 
1 OP 1 4 P 
Q =| a a. In(* 2 (rae re") Inr 
A (4p Oz Au ry) dz 
(8.VII.k) 





‘Aw YT; 


Din (72) er (1(ra) ro? —In(ro) ni) dA 


A finite integration of the last term in the integrand results in zero because it is constant. 
The integration of the rest is 


Q= ao / , [ + In (=) (To" — rj”) In | 2arrdr (8.VII.1) 
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The first integration of the first part of the second square bracket, (r*), is 
1/4(ro4 —1;*). The second part, of the second square bracket, (—a x rlnr) can 


be done by parts to be as 
2 2 
i ee log (r) 
4 2 


Applying all these “techniques” to equation (8.VII.I|) results in 
_ nz OP to he 
7 2 Oz 4 4}? 
2 2 2 ) 
To 2,2) (To In(ro) _ To re In(ri) | Ti 
in (=) ( ri) ( 5 1 5 + A 


The averaged velocity is obtained by dividing flow rate by the area Q/A. 
Q 





(8.VII.m) 














a ae 4 
in which the identity of (a+ — b*) /(a? — b?) is b? + a? and hence 
1 OP Tor Ta 

co ae 
VILn 

mn 72 ro-In(ro) ro? rizln(ri) . ri? 

nH ae 
Ti 2 4 2 4 


End Solution 








Example 8.8: 
For the conteraic veloicty profile, at what radius the maximum velocity obtained. Draw 
the maximum velocity location as a funciton of the ratio r;/To. 


The next example deals with the gravity as body force in two dimensional flow. 
This problem study by Nussel{?6] which developed the basics equations. This problem is 
related to many industrial process and is fundamental in understanding many industrial 
processes. Furthermore, this analysis is a building bloc for heat and mass transfer 


understanding?”| 


Example 8.9: 
In many situations in nature and many industrial processes liquid flows downstream 





26 German mechanical engineer, Ernst Kraft Wilhelm Nusselt born November 25, 1882 September 1, 
1957 in Munchen 

27Extensive discussion can be found in this author master thesis. Comprehensive discussion about 
this problem can be found this author Master thesis. 


8.7. EXAMPLES FOR DIFFERENTIAL EQUATION (NAVIER-STOKES) 303 


on inclined plate at @ as shown in Figure 

For this example, assume that the |_| 

gas density is zero (located outside the liq- 1 / 
uid domain). Assume that “scale” is large 


enough so that the “no slip” condition pre- le ~~ & 


vail at the plate (bottom). For simplicity, 

assume that the flow is two dimensional. sane 

Assume that the flow obtains a steady state eas > 
after some length (and the acceleration van- | y 
ished). The dominate force is the gravity. 

Write the governing equations for this situa- pump = 
tion. Calculate the velocity profile. Assume 

that the flow is one dimensional in the x Fig. -8.20. Mass flow due to temper- 
direction. ature difference for example[8. 1] 


A 


SOLUTION 


This problem is suitable to Cartesian coordinates in which x coordinate is pointed in 
the flow direction and y perpendicular to flow direction (depicted in Figure|8.20). For 
this system, the gravity in the x direction is gsin@ while the direction of y the gravity 
is gcos@. The governing in the x direction is 





Ff (t) =0 
aU. BU, <0, dU, 
= U, —-+ U, — U, —|= 
Pl a ip 8 Be 
o - “e (8.1X.a) 
<= eure: re: gsind 
OP OUs Oe. OU, —~ 





Ox oH Ox? - Oy? = Oz? +P 9s 


The first term of the acceleration is zero because the flow is in a steady state. The 
first term of the convective acceleration is zero under the assumption of this example 
flow is fully developed and hence not a function of x (nothing to be “improved” ). The 
second and the third terms in the convective acceleration are zero because the velocity 
at that direction is zero (Uy = U, = 0). The pressure is almost constant along the x 
coordinate. As it will be shown later, the pressure loss in the gas phase (mostly air) is 
negligible. Hence the pressure at the gas phase is almost constant hence the pressure 
at the interface in the liquid is constant. The surface has no curvature and hence the 
pressure at liquid side similar to the gas phase and the only change in liquid is in the 
y direction. Fully developed flow means that the first term of the velocity Laplacian is 
zero (@ = 0). The last term of the velocity Laplacian is zero because no velocity in 
the z direction. 
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Thus, equation (8.1X.a) is reduced to 


2 


OU, 
cael ae +pgsind (8.1X.b) 


With boundary condition of “no slip” at the bottom because the large scale and steady 
state 





U.(y = 0) =0 (8.1X.c) 
The boundary at the interface is simplified to be 
OU, 
= Tair (~ 0) (8.1X.d) 
Oy |y=0 


If there is additional requirement, such a specific velocity at the surface, the governing 
equation can not be sufficient from the mathematical point of view. Integration of 


equation (8.1X.b) yields 


OU, p 
Gg 
Oy pt 
The integration constant can be obtain by applying the condition (8.1X.d)) as 





sindy +c, (8.1X.e) 


y 


“Gs 
Tair = Ub Us = —pgsiné h +c, iv (8.1X.f) 
Oy |, 


Solving for c, results in 
Tai 1 
cq = ““ 4+ —gsinbh 
Lb Vv 
i 
o 


(8.1X.g) 


The second integration applying the second boundary condition yields cz = 0 results in 


Uz 





= yn (8.1X.h) 
v ht 


When the shear stress caused by the air is neglected, the velocity profile is 


g siné 
=o 


oe 2hy —y) (8.1X.i) 


The flow rate per unit width is 


Q | [ (2 sin 0 2 Tair ) E 
—= | U,dA= 2h d (8.1X.j) 
Ww A 0 Lv ( 2 ) Lb ” 


Where W here is the width into the page of the flow. Which results in 





Q _ gsinO02h> ~ Taiprh 
Ww vp 3 bb 





(8.1X.k) 
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The average velocity is then 


_9 sinO2h? = Tar (8.1X.1) 


U,= 
v 3 [i 





=R|0 


Note the shear stress at the interface can be positive or negative and hence can increase 

or decrease the flow rate and the averaged velocity. 

End Solution 
In the following following example the issue of driving force of the flow through 

curved interface is examined. The flow in the kerosene lamp is depends on the surface 

tension. The flow surface is curved and thus pressure is not equal on both sides of the 

interface. 








Example 8.10: 

A simplified flow version the kerosene lump is of liquid moving up on a solid core. 
Assume that radius of the liquid and solid core are given and the flow is at steady state. 
Calculate the minimum shear stress that required to operate the lump (alternatively, 
the maximum height). 


8.7.1 Interfacial Instability 


In Example [8.9] no requirement was made 
as for the velocity at the interface (the up- 
per boundary). The vanishing shear stress 
at the interface was the only requirement 
was applied. If the air is considered two 
governing equations must be solved one 
for the air (gas) phase and one for water 
(liquid) phase. Two boundary conditions 
must be satisfied at the interface. For 
the liquid, the boundary condition of “no 
slip” at the bottom surface of liquid must 
be satisfied. Thus, there is total of three 
boundary conditiong®]to be satisfied. The 
solution to the differential governing equations provides only two constants. The second 
domain (the gas phase) provides another equation with two constants but again three 
boundary conditions need to satisfied. However, two of the boundary conditions for 
these equations are the identical and thus the six boundary conditions are really only 4 
boundary conditions. 





Fig. -8.21. Flow of liquid in partially filled duct. 





28 The author was hired to do experiments on thin film (gravity flow). These experiments were to 
study the formation of small and big waves at the interface. The phenomenon is explained by the fact 
that there is somewhere instability which is transferred into the flow. The experiments were conducted 
on a solid concrete laboratory and the flow was in a very stable system. No matter how low flow 
rate was small and big occurred. This explanation bothered this author, thus current explanation was 
developed to explain the wavy phenomenon occurs. 
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The governing equation solution] for the gas phase (h > y > ah) is 


_ gsind 
2 2Vg 





Us y? +c1y+ ce (8.151) 


Note, the constants c; and cz are dimensional which mean that they have physical units 
(c, —> [1/sec] The governing equation in the liquid phase (0 > y > h) is 


gsind 


Ure = y? +ce3y tea (8.152) 





21% 


The gas velocity at the upper interface is vanished thus 

Uz, |(1 +4) A] =0 (8.153) 
At the interface the “no slip” condition is regularly applied and thus 

Urg(h) = Ure(h) (8.154) 


Also at the interface (a straight surface), the shear stress must be continuous 














Lg “eS = pe a (8.155) 
Assuming “no slip” for the liquid at the bottom boundary as 
Uz,(0) = 0 (8.156) 
The boundary condition results in 
9 = LEE +a beh ba) +64 (8.157) 
The same can be said for boundary condition which leads 
ca = 0 (8.158) 
Applying equation yields 
Pa pe 
Ys gsinOh+c1 fg = ee g sin bh + cz pe (8.159) 
Vg VE 
Combining boundary conditions equation(8.154) with results in 
SE eae he (8.160) 
Vg 2V¢ 





29This equation results from double integrating of equation (8.1X.b) and subtitling v = p/p. 
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Advance material can be skipped 


The « solution of equation and (8.160) is obtained by computer 
algebra (see in the code) to be 








sin® (gh pg (2 pg Ve pe +1) t+aghr) 











Cc => 
: Pq (2ave +202) 
ae sin 6 (gh? pg (2 pg pe +1) — gh? %) (8.161) 
2 2 Pg Ve 
7 sin@ (gh pg (2apg% pe —1) -—aghre) 
: g (2arvy + 2%) 
— es En) Advice matcrid — —  — 


When solving this kinds of mathematical problem the engineers reduce it to min- 
imum amount of parameters to reduce the labor involve. So equation (8.157) trans- 
formed by some simple rearrangement to be 














Cy C2 
2Vg C1 2c2V 
1+a)? = —# 8.162 
ie) gh ag ae sin 0 ( ) 
And equation (8.159) 
5 Oy 3 ae C3 
Vg C Pe HeVvg © 
g fl g &3 
= 8.163 
ghsin@O py, pUgghsind ( ) 
and equation (8.160) 
14 Qua her 2Vg C2 _Y%y 2u,hics (8.164) 
ht g sin8 hgsind 1% g hé sind 
Or rearranging equation (8.164) 
C1 C2 C3 
oO ON 
oti 2g Cy 2Vg C2 2Vg C3 (8.165) 
Ve hgsin@ h?gsin@ ghsind 


This presentation provide similarity and it will be shown in the Dimensional anal- 
ysis chapter better physical understanding of the situation. Equation (8.162) can be 
written as 


(1+a)*=CGi+Ce (8.166) 
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Further rearranging equation (8.163) 





C C: 
A ise (8.167) 
Pg 2 Mg 2 
and equation (8.165) 
i an ooo (8.168) 
Zi 


This process that was shown here is referred as non-dimensionalizatior|)| The ratio of 
the dynamics viscosity can be eliminated from equation (8.168) to be 


a a eee ce eee (8.169) 
Mé Pg 


The set of equation can be solved for the any ratio of the density and dynamic viscosity. 
The solution for the constant is 


C=" 49 400 2452 (8.170) 
Pe He He 


mea aee (2tt-2) +3 +0? (4-1) -2 
Le Me Le 





Qa 2 im (8.171) 
Me 

(ps Es Age (8.172) 
Me Pg 


The two different fluidg?*| have flow have a solution as long as the distance is finite 
reasonable similar. What happen when the lighter fluid, mostly the gas, is infinite long. 
This is one of the source of the instability at the interface. The boundary conditions of 
flow with infinite depth is that flow at the interface is zero, flow at infinite is zero. The 
requirement of the shear stress in the infinite is zero as well. There is no way obtain 
one dimensional solution for such case and there is a component in the y direction. 
Combining infinite size domain of one fluid with finite size on the other one side results 
in unstable interface. 





30| ater it will be move to the Dimensional Chapter 
31This topic will be covered in dimensional analysis in more extensively. The point here the under- 
standing issue related to boundary condition not per se solution of the problem. 





Dimensional Analysis 








9.1 Introductory Remarks 


Dimensional analysis refers to techniques dealing with units or conversion to a unitless 
system. The definition of dimensional analysis is not consistent in the literature which 
span over various fields and times. Possible topics that dimensional analysis deals with 
are consistency of the units, change order of magnitude, applying from the old and 
known to unknown (see the Book of Ecclesiastes), and creation of group parameters 
without any dimensions. In this chapter, the focus is on the applying the old to unknown 
as different scales and the creation of dimensionless groups. These techniques gave birth 
to dimensional parameters which have a great scientific importance. Since the 19404" 
the dimensional analysis is taught and written in all fluid mechanics textbooks. The 
approach or the technique used in these books is referred to as Buckingham—z-theory. 
The a-theory was coined by Buckingham. However, there is another technique which 
is referred to in the literature as the Nusselt’s method. Both these methods attempt 
to reduce the number of parameters which affect the problem and reduce the labor in 





1The history of dimensional analysis is complex. Several scientists used this concept before Buck- 
ingham and Nusselt (see below history section). Their work culminated at the point of publishing the 
paper Buckingham's paper and independently constructed by Nusselt. It is interesting to point out 
that there are several dimensionless numbers that bear Nusselt and his students name, Nusselt number, 
Schmidt number, Eckert number. There is no known dimensionless number which bears Buckingham 
name. Buckingham’s technique is discussed and studied in Fluid Mechanics while almost completely 
ignored by Heat and Mass Transfer researchers and their classes. Furthermore, in many advance fluid 
mechanics classes Nusselt’s technique is used and Buckingham's technique is abandoned. Perhaps this 
fact can be attributed to tremendous influence Nusselt and his students had on the heat transfer field. 
Even, this author can be accused for being bias as the Eckert’s last student. However, this author 
observed that Nusselt’s technique is much more effective as it will demonstrated later. 
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solving the problem. The key in these techniques lays in the fact of consistency of the 
dimensions of any possible governing equation(s) and the fact that some dimensions 
are reoccurring. The Buckingham—m goes further and no equations are solved and even 
no knowledge about these equations is required. In Buckingham's technique only the 
dimensions or the properties of the problem at hand are analyzed. This author is aware 
of only a single class of cases were Buckingham’s methods is useful and or can solve 
the problem namely the pendulum class problem (and similar). 

The dimensional analysis was independently developed by Nusselt and improved by his 
students/co—workers (Schmidt, Eckert) in which the governing equations are used as 
well. Thus, more information is put into the problem and thus a better understanding 
on the dimensionless parameters is extracted. The advantage or disadvantage of these 
similar methods depend on the point of view. The Buckingham—z technique is simpler 
while Nusselt’s technique produces a better result. Sometime, the simplicity of Buck- 
ingham's technique yields insufficient knowledge or simply becomes useless. When no 
governing equations are found, Buckingham’s method has usefulness. It can be argued 
that these situations really do not exist in the Thermo—Fluid field. Nusselt’s technique 
is more cumbersome but more precise and provide more useful information. Both tech- 
niques are discussed in this book. The advantage of the Nusselt’s technique are: a) 
compact presentation, b)knowledge what parameters affect the problem, c) easier to ex- 
tent the solution to more general situations. In very complex problems both techniques 
suffer from in inability to provide a significant information on the effective parameters 
such multi-phase flow etc. 

It has to be recognized that the dimensional analysis provides answer to what group of 
parameters affecting the problem and not the answer to the problem. In fact, there are 
fields in thermo-fluid where dimensional analysis, is recognized as useless. For example, 
the area of multiphase flows there is no solution based on dimensionless parameters 
(with the exception of the rough solution of Martinelli). In the Buckingham’s approach 
it merely suggests the number of dimensional parameters based on a guess of all parame- 
ters affecting the problem. Nusselt’s technique provides the form of these dimensionless 
parameters, and the relative relationship of these parameters. 


9.1.1 Brief History 


The idea of experimentation with a different, rather than the actual, dimension was 
suggested by several individuals independently. Some attribute it to Newton (1686) 
who coined the phrase of “great Principle of Similitude.” Later, Maxwell a Scottish 
Physicist played a major role in establishing the basic units of mass, length, and time 
as building blocks of all other units. Another example, John Smeaton (8 June 1724-28 
October 1792) was an English civil and mechanical engineer who study relation between 
propeller/wind mill and similar devices to the pressure and velocity of the driving forces. 
Jean B. J. Fourier (1768-1830) first attempted to formulate the dimensional analysis 
theory. This idea was extend by William Froude (1810-1871) by relating the modeling 
of open channel flow and actual body but more importantly the relationship between 
drag of models to actual ships. While the majority of the contributions were done 
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by thermo-fluid guys the concept of the equivalent or similar propagated to other 
fields. Aiméem Vaschy, a German Mathematical Physicist (1857-1899), suggested 
using similarity in electrical engineering and suggested the Norton circuit equivalence 
theorems. Rayleigh probably was the first one who used dimensional analysis (1872) to 
obtain the relationships between the physical quantities (see the question why the sky 
is blue story). 

Osborne Reynolds (1842-1912) was the first to derive and use dimensionless parameters 
to analyze experimental data. Riabouchunsky| proposed of relating temperature by 
molecules velocity and thus creating dimensionless group with the byproduct of compact 
solution (solution presented in a compact and simple form). 

Buckingham culminated the dimensional analysis and similitude and presented it in a 
more systematic form. In the about the same time (1915, Wilhelm Nusselt (November 
25, 1882 - September 1, 1957), a German engineer, developed the dimensional analysis 
(proposed the principal parameters) of heat transfer without knowledge about previous 
work of Buckingham. 


9.1.2 Theory Behind Dimensional Analysis 


In chemistry it was recognized that there are fundamental elements that all the material 
is made from (the atoms). That is, all the molecules are made from a combination of 
different atoms. Similarly to this concept, it was recognized that in many physical 
systems there are basic fundamental units which can describe all the other dimensions 
or units in the system. For example, isothermal single component systems (which does 
not undergo phase change, temperature change and observed no magnetic or electrical 
effect) can be described by just basic four physical units. The units or dimensions 
are, time, length, mass, quantity of substance (mole). For example, the dimension or 
the units of force can be constructed utilizing Newton's second law i.e. mass times 
acceleration —> ma = M L/t?. Increase of degree of freedom, allowing this system 
to be non-isothermal will increase only by one additional dimension of temperature, 
0. These five fundamental units are commonly the building blocks for most of the 
discussion in fluid mechanics (see Table of basic units (9.1). 


Table -9.1. Basic Units of Two Common Systems 


Standard System Old System 
[Name | Letter | units | Name | Letter |__Unit 


Continued on next page 








?Riabouchunsky, Nature Vol 99 p. 591, 1915 


312 CHAPTER 9. DIMENSIONAL ANALYSIS 


Table -9.1. Basic Units of Two Common Systems (continue) 


Standard System Old System 


Name Units Name Units 
Temperature [°C] Temperature [°C] 
Additional Basic Units for Magnetohydrodynamics 


Electric 
Current 


Electric 


A 
Ea pene Current 


[A]mpere 
Luminous lec) cones Luminous 
Intensity Intensity 


Chemical Reactions 
Quantity of a Quantity of anat 
substance substance 


The choice of these basic units is not unique and several books and researchers suggest 
a different choice of fundamental units. One common selection is substituting the mass 
with the force in the previous selection (F, t, L, mol, Temperature). This author is not 
aware of any discussion on the benefits of one method over the other method. Yet, 
there are situations in which first method is better than the second one while in other 
situations, it can be the reverse. In this book, these two selections are presented. Other 
selections are possible but not common and, at the moment, will not be discussed here. 


[cd] candle 





Example 9.1: 

What are the units of force when the basic units are: mass, length, time, temperature 
(M, L, t, 0)? What are the units of mass when the basic units are: force, length, 
time, temperature (F, L, t, T)? Notice the different notation for the temperature in the 
two systems of basic units. This notation has no significance but for historical reasons 
remained in use. 


SOLUTION 


These two systems are related as the questions are the reversed of each other. The 
connection between the mass and force can be obtained from the simplified Newton's 
second law Ff = ma where F is the force, m is the mass, and a is the acceleration. 
Thus, the units of force are 





ML 
F = P (9.1.a) 
For the second method the unit of mass are obtain from Equation as 


oe 
ae & 


M (9.1.b) 
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End Solution 

The number of fundamental or basic dimensions determines the number of the 
combinations which affect the physical?| situations. The dimensions or units which 
affect the problem at hand can be reduced because these dimensions are repeating or 
reoccurring. The Buckingham method is based on the fact that all equations must be 
consistent with their units. That is the left hand side and the right hand side have to have 
the same units. Because they have the same units the equations can be divided to create 
unitless equations. This idea alludes to the fact that these unitless parameters can be 
found without any knowledge of the governing equations. Thus, the arrangement of the 
effecting parameters in unitless groups yields the affecting parameters. These unitless 
parameters are the dimensional parameters. The following trivial example demonstrates 
the consistency of units 








Example 9.2: 

Newton's equation has two terms that related to force F = ma+mU. Where F 
is force, m is the mass, a is the acceleration and dot above m indicating the mass 
derivative with respect to time. In particular case, this equation get a form of 


F=ma+7 (9.II.a) 
where 7 represent the second term. What are the requirement on equation ? 


SOLUTION 


Clearly, the units of [F'], ma and 7 have to be same. The units of force are [NV] which 

is defined by first term of the right hand side. The same units force has to be applied 

to 7 thus it must be in [NV]. 

End Solution 
Suppose that there is a relationship between a quantity a under the question 

and several others parameters which either determined from experiments or theoretical 

consideration which is of the form 











D= f(a, a2,°++ ,Qi,+++ 5 An) (9.1) 
where D is dependent parameters and a1, d@2,--- ,@;,°** ,@y are have independent di- 
mensions. From these independent parameters a,,a@2,--- ,a@; have independent di- 
mensions (have basic dimensions). This mean that all the dimensions of the param- 
eters @j41,°°* ,@, can be written as combination of the the independent parameters 
@1,@2,°*: ,a;. In that case it is possible to write that every parameter in the later set 

can written as dimensionless 

ay : ‘ 
oe = dimensionless (9.2) 
Q1P1, AgP2, see » a;Pi 


The “non-basic” parameter would be dimensionless when divided by appropriately and 
selectively chosen set of constants p1,p2,°-- , Di. 





3The dimensional analysis also applied in economics and other areas and the statement should 
reflect this fact. However, this book is focused on engineering topics and other fields are not discussed. 
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Example 9.3: 
In a experiment, the clamping force is measured. It was found that the clamping force 
depends on the length of experimental setup, velocity of the upper part, mass of the 
part, height of the experimental setup, and leverage the force is applied. Chose the 
basic units and dependent parameters. Show that one of the dependent parameters can 
be normalized. 


SOLUTION 


The example suggest that the following relationship can be written. 
F = f(L,U, H,7,m) (9.1I1.a) 


The basic units in this case are in this case or length, mass, and time. No other basic 
unit is need to represent the problem. Either L, H, or 7 can represent the length. 
The mass will be represented by mass while the velocity has to be represented by the 
velocity (or some combination of the velocity). Hence a one possible choice for the 
basic dimension is L, m, and U. Any of the other Lengths can be represented by simple 
division by the ZL. For example 


ef 
Normalize parameter = TZ (9.1I1.b) 


Or the force also can be normalized as 


Another Normalize parameter = (9.1I1.c) 


mU? L-1 
The acceleration can be any part of acceleration component such as centrifugal accel- 
eration. Hence, the force is mass times the acceleration. 


End Solution 


The relationship (9.1) can be written in the light of the above explanation as 








D 
G11, agP2, a , A4P1 











Qi+1 an, 
ayzPitit, AgPi+1,2, rey a,Pithé AnP™ 1, AnP™?, ens ApPr# 


where the indexes of the power p on the right hand side are single digit and the double 
digits on the on the right hand side. While this “proof” shows the basic of the Buck- 
ingham's method it actually provides merely the minimum number of the dimension 
parameters. In fact, this method entrenched into the field while in most cases pro- 
vides incomplete results. The fundamental reason for the erroneous results is because 
the fundamental assumption of equation (9.1). This method provides a crude tool of 
understanding. 
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9.1.3. Dimensional Parameters Application for Experimental 
Study 


The solutions for any situations which are controlled by the same governing equations 
with same boundary conditions regardless of the origin the equation. The solutions are 
similar or identical regardless to the origin of the field no matter if the field is physical, or 
economical, or biological. The Buckingham’s technique implicitly suggested that since 
the governing equations (in fluid mechanics) are essentially are the same, just knowing 
the parameters is enough the identify the problem. This idea alludes to connections 
between similar parameters to similar solution. The non—dimensionalization i.e. opera- 
tion of reducing the number affecting parameters, has a useful by-product, the analogy 
in other words, the solution by experiments or other cases. The analogy or similitude 
refers to understanding one phenomenon from the study of another phenomenon. This 
technique is employed in many fluid mechanics situations. For example, study of com- 
pressible flow (a flow where the density change plays a significant part) can be achieved 
by study of surface of open channel flow. The compressible flow is also similar to traffic 
on the highway. Thus for similar governing equations if the solution exists for one case 
it is a solution to both cases. 

The analogy can be used to conduct experiment in a cheaper way and/or a safer 
way. Experiments in different scale than actual dimensions can be conducted for cases 
where the actual dimensions are difficult to handle. For example, study of large air 
planes can done on small models. On the other situations, larger models are used to 
study small or fast situations. This author believes that at the present the Buckingham 
method has extremely limited use for the real world and yet this method is presented in 
the classes on fluid mechanics. Thus, many examples on the use of this method will be 
presented in this book. On the other hand, Nusselt’s method has a larger practical use 
in the real world and therefore will be presented for those who need dimensional analysis 
for the real world. Dimensional analysis is useful also for those who are dealing with 
the numerical research/calculation. This method supplement knowledge when some 
parameters should be taken into account and why. 


Fitting a rod into a circular hole (see 
Figure|9.1) is an example how dimensional 
analysis can be used. To solve this prob- 


lem, it is required to know two parameters; 
1) the rode diameter and 2) the diameter 


of the hole. Actually, it is required to have \ \ 
only one parameter, the ratio of the rode 

diameter to the hole diameter. The ratio 

is a dimensionless number and with this \ 


number one can tell that for a ratio larger 
than one, the rode will not enter the hole; 
and a ratio smaller than one, the rod is too 
small. Only when the ratio is equal to one, 
the rode is said to be fit. This presenta- 
tion allows one to draw or present the situation by using only one coordinate, the radius 


Fig. -9.1. Fitting rod into a hole. 
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ratio. Furthermore, if one wants to deal with tolerances, the dimensional analysis can 
easily be extended to say that when the ratio is equal from 0.99 to 1.0 the rode is fitting, 
and etc. If one were to use the two diameters description, further significant information 
will be needed. In the preceding simplistic example, the advantages are minimal. In 
many real problems this approach can remove clattered views and put the problem into 
focus. Throughout this book the reader will notice that the systems/equations in many 
cases are converted to a dimensionless form to augment understanding. 


9.1.4 The Pendulum Class Problem 


The only known problem that dimensional analysis can solve (to some degree) is the 
pendulum class problem. In this section several examples of the pendulum type problem 
are presented. The first example is the classic Pendulum problem. 


Example 9.4: 


Derive the relationship for the gravity [g], frequency 
[w] and length of pendulum [¢]. Assume that no 
other parameter including the mass affects the prob- 
lem. That is, the relationship can be expressed as 


w= f (£9) (9.IV.a) 


Notice in this problem, the real knowledge is pro- 
vided, however in the real world, this knowledge is Fin: Fini tor essinile 


not necessarily given or known. Here it is provided (0.4) 
because the real solution is already known from 3 nde classes|*| 


SOLUTION 





The solution technique is based on the assumption that the indexical form is the ap- 
propriate form to solve the problem. The Indexical form 


w= C, x b%g° (9.1V.b) 


The solution functional complexity is limited to the basic combination which has to be in 
some form of multiplication of 2 and g in some power. In other words, the multiplication 
of £g have to be in the same units of the frequency units. Furthermore, assuming, for 
example, that a trigonometric function relates 2 and g and frequency. For example, if 
a sin function is used, then the functionality looks like w = sin(¢g). From the units 
point of view, the result of operation not match i.e. (sec 4 sin (sec)). For that reason 
the form in equation (9.IV.b) is selected. To satisfy equation (9.IV.b) the units of every 
term are examined and summarized the following table. 





4The reader can check if the mass is assumed to affect the problem then, the result is different. 
°The reader can check if the mass is assumed to affect the problem then, the result is different. 
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Table -9.2. Units of the Pendulum Parameters 


| Parameter | Units | Parameter | Units | Parameter | Units 


ae ed a ee 





Thus substituting of the Table |9.2] in equation results in 
Paty (t)” (L iy — pathy—2b (9.1V.c) 
after further rearrangement by multiply the left hand side by L® results in 
Pit =Cie (9.1V.d) 


In order to satisfy equation (9.IV.d)), the following must exist 


O=at+b and -1==— (9.1V.e) 


The solution of the equations is a= —1/2 and b = —1/2. 
es £11) S| (1!) sss 

What was found in this example is the form of the solution’s equation and fre- 
quency. Yet, the functionality e.g. the value of the constant was not found. The 
constant can be obtained from experiment for plotting w as the abscissa and JSe/g as 
ordinate. 

According to some books and researchers, this part is the importance of the di- 
mensional analysis. It can be noticed that the initial guess merely and actually determine 
the results. If, however, the mass is added to considerations, a different result will be 
obtained. If the guess is relevant and correct then the functional relationship can be 
obtained by experiments. 


9.2 Buckingham-1—Theorem 


All the physical phenomena that is under the investigation have n physical effecting 
parameters such that 


F(a, 92, 935°°° +In) =9 (9.4) 


toon 


where q; is the “2” parameter effecting the problem. For example, study of the pressure 
difference created due to a flow in a pipe is a function of several parameters such 


In this example, the chosen parameters are not necessarily the most important parame- 
ters. For example, the viscosity, js can be replaced by dynamic viscosity, v. The choice 
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is made normally as the result of experience and it can be observed that v is a function 
of yw and p. Finding the important parameters is based on “good fortune” or perhaps 
intuition. In that case, a new function can be defined as 


F(AP,L, D, u,p,U) = 0 (9.6) 


Again as stated before, the study of every individual parameter will create incredible 
amount of data. However, Buckingham’}| methods suggested to reduce the number of 
parameters. If independent parameters of same physical situation is m thus in general 
it can be written as 


F4(m1, 72,73, °°° Tm) =0 (9.7) 


If there are n variables in a problem and these variables contain m primary dimensions 
(for example M, L, T), then the equation relating all the variables will have (n-m) 
dimensionless groups. 

There are 2 conditions on the dimensionless parameters: 


1. Each of the fundamental dimensions must appear in at least one of the m variables 


2. It must not be possible to form a dimensionless group from one of the variables 
within a recurring set. A recurring set is a group of variables forming a dimen- 
sionless group. 


In the case of the pressure difference in the pipe (Equation (9.6)) there are 6 
variables or n = 6. The number of the fundamental dimensions is 3 that is m = 3 ([M], 
[L], [t]) The choice of fundamental or basic units is arbitrary in that any construction 
of these units is possible. For example, another combination of the basic units is time, 
force, mass is a proper choice. According to Buckingham’s theorem the number of 
dimensionless groups is n — m = 6 — 3 = 3. It can be written that one dimensionless 
parameters is a function of two other parameter such as 


TM = f (m2, 73) (9.8) 


If indeed such a relationship exists, then, the number of parameters that control the 
problem is reduced and the number of experiments that need to be carried is considerably 
smaller. Note, the 7—theorem does not specify how the parameters should be selected 
nor what combination is preferred. 


9.2.1 Construction of the Dimensionless Parameters 


In the construction of these parameters it must be realized that every dimensionless 
parameters has to be independent. The meaning of independent is that one dimen- 
sionless parameter is not a multiply or a division of another dimensional parameter. In 
the above example there are three dimensionless parameters which required of at least 





SE, Buckingham, “Model Experiments and the Forms of Empirical Equations,” Transactions of the 
American Society of Mechanical Engineers, Vol. 37, 1915. 


9.2. BUCKINGHAM-1r-THEOREM 319 


one of the physical parameter per each dimensionless parameter. Additionally, to make 
these dimensionless parameters independent they cannot be multiply or division of each 
other. 

For the pipe problem above, £ and D have the same dimension and therefore 
both cannot be chosen as they have the same dimension. One possible combination 
is of D, U and p are chosen as the recurring set. The dimensions of these physical 
variables are: D = [L+], velocity of U = [Lt~+] and density as p = [M L~*]. Thus, 
the first term D can provide the length, [LZ], the second term, U, can provide the time 
[t], and the third term, p can provide the mass [M/]. The fundamental units, L, t, and 
M are length, time and mass respectively. The fundamental units can be written in 
terms of the physical units. The first term LD is the described by D with the units of 
[L]. The time, [¢], can be expressed by D/U. The mass, [M], can be expressed by 
p D3. Now the dimensionless groups can be constructed by looking at the remaining 
physical parameters, AP, D and ys. The pressure difference, AP, has dimensions of 
[M L~'t~?] Therefore, AP M~! Lt? is a dimensionless quantity and these values were 
calculated just above this line. Thus, the first dimensionless group is 





[M~+] [t?] unitless 
[ML +t?) pA [LL] NOS 
<> 1 ~sS D AP 
p D8 U2 pU? 
The second dimensionless group (using D) is 
(p] [£7] 
——N oir D 
m= D C= 7 (9.10) 


The third dimensionless group (using jz dimension of [MM L't~"]) and therefore dimen- 
sionless is 





[M~*] [¢] 
aie [L] a 

13 = ph D a 2 (9.11) 
D3 p U DUp 


This analysis is not unique and there can be several other possibilities for selecting 
dimensionless parameters which are “legitimately” correct for this approach. 

There are roughly three categories of methods for obtaining the dimensionless 
parameters. The first one solving it in one shot. This method is simple and useful for 
a small number of parameters. Yet this method becomes complicated for large number 
of parameters. The second method, some referred to as the building blocks method, is 
described above. The third method is by using dimensional matrix which is used mostly 
by mathematicians and is less useful for engineering purposes. 

The second and third methods require to identification of the building blocks. 
These building blocks are used to construct the dimensionless parameters. There are 
several requirements on these building blocks which were discussed on page [318] The 
main point that the building block unit has to contain at least the basic or fundamental 
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unit. This requirement is logical since it is a building block. The last method is mostly 
used by mathematicians which leads and connects to linear algebra. The fact that this 
method used is the hall mark that the material was written by mathematician. Here, 
this material will be introduced for completeness sake with examples and several terms 
associated with this technique. 


9.2.2. Basic Units Blocks 


In Thermo-—Fluid science there are several basic physical quantities which summarized 
in Table [9.1] In the table contains two additional physical/basic units that appear in 
magnetohydrodynamics (not commonly use in fluid mechanics). Many (almost all) of 
the engineering dimensions used in fluid mechanics can be defined in terms of the four 
basic physical dimensions M, L ,t and @. The actual basic units used can be S.I. such as 
kilograms, meters, seconds and Kelvins/Celsius or English system or any other system. 
In using basic new basic physical units, M, D, t, and @ or the old system relieves the 
discussion from using particular system measurements. The density, for example, units 
are Mass/Length? and in the new system the density will be expressed as M/L* while 
in S.I. kg/m and English system it slug/ft?. A common unit used in Fluid Mechanics 
is the Force, which expressed in SI as Newton [NV]. The Newton defined as a force which 
causes a certain acceleration of a specific mass. Thus, in the new system the force it 
will be defined as M Lt~?. There are many parameters that contains force which is 
the source reason why the old (or alternative) system use the force instead the mass. 

There many physical units which are dimensionless by their original definition. 
Examples to “naturally” being dimensionless are the angle, strains, ratio of specific 
heats, k, friction coefficient, f and ratio of lengths. The angle represented by a ratio 
of two sides of a triangle and therefor has no units nor dimensions. Strain is a ratio of 
the change of length by the length thus has no units. 

Quantities used in engineering can be reduced to six basic dimensions which are 
presented in Table [9.1] The last two are not commonly used in fluid mechanics and 
temperature is only used sometimes. Many common quantities are presented in the 


following Table [9.3 


Table -9.3. Physical units for two common systems. Note the second (time) in large size units 
appear as “s” while in small units as “sec.” 


Standard System Old System 
[Letter | Units | Name | Letter [Units 


Area [m?] Area 


Volume [m3] Volume 





Continued on next page 
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Table -9.3. Basic Units of Two Common System (continue) 


Standard System Old System 
[Name | Letter | Units | Name | Letter |_Units_| 


Angular 
velocity 


Acceleration 


Angular 
acceleration 


Force 


Density 


Momentum 


Angular 
Momentum 


Torque 
Absolute 
Viscosity 


Kinematic 
Viscosity 


Volume 
Flow Rate 


Mass 
flow rate 
Pressure 
Surface 


Tension 


Work or 
Energy 


Continued on next page 





Angular 
velocity 


Acceleration 


Angular 
acceleration 


Mass 


Density 


Momentum 


Angular 
Momentum 


Torque 
Absolute 
Viscosity 


Kinematic 
Viscosity 


Volume 
Flow Rate 


Mass 
flow rate 
Pressure 
Surface 


Tension 


Work or 
Energy 
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Table -9.3. Basic Units of Two Common System (continue) 


Standard System Old System 
[Name | Letter | Units | Name | Letter | Units_| 


2 
Power Power 


Thermal Thermal 
Conductivity Conductivity 


Specific Specific 
Heat Heat 


Entropy Entropy 


Specific Specific 
Entropy Entropy 
Molar Molar 

Specific ay te Specific 
Entropy Entropy 





Enthalpy Enthalpy 


Specific Specific 
Enthalpy Enthalpy 





Thermodyna 
Force 


sec? fy 


Catalytic Catalytic 
Activity Activity 


Gravity Gravity 
Constant Constant 


Heat Heat 
Transfer Transfer 
Rate Rate 
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9.2.3 Implementation of Construction of Dimensionless Parame- 
ters 


9.2.3.1 One Shot Method: Constructing Dimensionless Parameters 


In this method, the solution is obtained by assigning the powers to the affecting variables. 
The results are used to compare the powers on both sides of the equation. Several 
examples are presented to demonstrate this method. 


Example 9.5: 


An infinite cylinder is submerged and ex- 
posed to an external viscous flow. The re- 
searcher intuition suggests that the resis- 
tance to flow, R is a function of the radius 
r, the velocity U, the density, p, and the 
absolute viscosity t1. Based on this limited 





information construct a relationship of the Fig. -9.3. Resistance of infinite cylin- 
variables, that is der. 

R= f(r,U,p,p) (9.V.a) 
SOLUTION 


The functionality should be in a form of 
R= f(r*v? ou") (9.V.b) 


The units of the parameters are provided in Table [9.3] Thus substituting the data from 
the table into equation (9.V.b)) results in 


U b p c m d 
ME my I M M 
qa Constant | L = a = (9.V.c) 
From equation (9.V.c)) the following requirements can be obtained 
tame, t —2 = -b-d 
mass, M 1 = ec+d (9.V.d) 
length, L 1 = a+b—3c-—d 


In equations (9.V.c) there are three equations and 4 unknowns. Expressing all the three 
variables in term of d to obtain 


a = 2-d 
b = 2-d (9.V.e) 
c = 1l-d 
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Substituting equation (9.V.e) into equation (9.V.c) results in 
d 
R = Constant r2-4 U?~4 p14 4 = Constant (p U? rT) (+) (9.V.f) 
pUr 


Or rearranging equation yields 


a 
pU? r2 





d 
= Constant (5) (9.V.g) 


The relationship between the two sides in equation (9.V.g}) is related to the two dimen- 
sionless parameters. In dimensional analysis the functionality is not clearly defined by 
but rather the function of the parameters. Hence, a simple way, equation can 
be represented as 
R 
pU? r? 


where the power of d can be eliminated. 





2, Le 
= Constant f (+) (9.V.h) 


End Solution 


Example 9.6: 

Example of large scale problem of Oscillating star. Use Buckingham’s method to find 
the dimensional parameters that control the oscillation of a star. Assume reasonable 
relevant physical variables that the problem. Build the dimensionless parameters. 


SOLUTION 


It can be assumed that the density, the radius, and gravitational constant, G control 
the problem. If this case, the following can be written The solution is a = c = 1/2, b 
= 0, so that 


w = Constant f (VGo) (9.VI.a) 


where C’ is a constant. This selection simply suggests that if indeed this selection 
affects the question at hand then this is the functionality form. However, this example 
demonstrates the short coming of the Buckingham’s method. If instead the star mass, 
Msg, is selected instead of density and radius (which determine the star mass any way) 
then 








LP |° 
=p b b 
=f (M =(M 9.VI.b 
w= f(M., RG) =(Mp Ey || (9.V.b) 
Equation (9.VI.b) leads to a = c = 1/2 and b = —3/2. Thus, the relationship can be 
written 
Ms 
w = Constant f ( ie) (9.VI.c) 


The relationship dim:eq:starOscillationSol2 and (9.VI.a) are similar since p x M,/R?. 
Some suggested that first equation is better (more correct) to used less parameters 
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appear. This suggestion is not correct but depend on the circumstances. Only if the 

governing equations were written, this situation can be analyzed. 

End Solution 
An example of a shid’Jis be a typical example were more than one dimensionless 

is to constructed. Also introduction of dimensional matrix is presented. 








Example 9.7: 

The modern ship today is equipped with a propeller as the main propulsion mechanism. 
The thrust, T is known to be a function of the radius, r, the fluid density, p, relative 
velocity of the ship to the water, U, rotation speed, rpm or N, and fluid viscosity, 
js. Assume that no other parameter affects the thrust, find the functionality of these 
parameters and the thrust. 


SOLUTION 
The general solution under these assumptions leads to solution of 
Par p UN a (9.VIl.a) 


It is convenient to arrange the dimensions and basic units in table. This table is referred 
in the literature as the Dimensional matrix. 


Table -9.4._ Dimensional matrix 





Using the matrix results in 
M Lt~? = L* (Lt)’ (ML~)° (t-*)? (ML“t-*)° (9.VII.b) 
This matrix leads to three equations. 
Mass, 1= ct+e 


Length,D l= a+b+-—c—e (9.VIl.c) 


time,t -—2= -c—d-e 





‘This author who worked as ship engineer during his twenties likes to present material related to 
ships. 
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The solution of this system is 





a= 2+d-e 
b= 2-d-e (9.VII.d) 
c= l-e 
Substituting the solution (9.VII.d)) into equation yields 
PaO pe te eat (9.VIl.e) 
Rearranging equation provides 
T=Cpr?r Cone (9.VII.f) 


From dimensional analysis point of view the units under the power d and e are dimen- 
sionless. Hence, in general it can be written that 


T Ur rN 
clan (E(B) om 


where f and g are arbitrary functions to be determined in experiments. Note the rpm 
or N refers to the rotation in radian per second even though rpm refers to revolution 
per minute. 

It has to be mentioned that these experiments have to constructed in such way 
that the initial conditions and the boundary conditions are somehow “eliminated.” In 
practical purposes the thrust is a function of Reynolds number and several other pa- 
rameters. In this example, a limited information is provided on which only Reynolds 
number with a additional dimensionless parameter is mentioned above. 





End Solution 


Example 9.8: 

The surface wave is a small disturbance propagating in a liquid surface. Assume that 
this speed for a certain geometry is a function of the surface tension, o, density, p, and 
the wave length of the disturbance (or frequency of the disturbance). The flow-in to 
the chamber or the opening of gate is creating a disturbance. The knowledge when this 
disturbance is important and is detected by with the time it traveled. The time control 
of this certain process is critical because the chemical kinetics. The calibration of the 
process was done with satisfactory results. Technician by mistake releases a chemical 
which reduces the surface tension by half. Estimate the new speed of the disturbance. 


SOLUTION 
In the problem the functional analysis was defined as 


U = f(a, p, A) (9.VIII.a) 
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Equation (9.VIIl.a} leads to three equations as 


U p a o b 





i M M ~e : 
ae ‘ L 9.VIII.b 
b L2 t2 ( ) 


Mass, M a+b= 0 
Length,L —2a+c= 1 (9.VIIl.c) 
time, t —2b= -1 
The solution of equation set (9.VIII.c) results in 





oO 
Us (9.VIII.d) 


Hence reduction of the surface tension by half will reduce the disturbance velocity by 
1/V2. 


End Solution 








Example 9.9: 
Eckert number represent the amount of dissipation. Alternative number represents the 
dissipation, could be constructed as 


(a) (ey 
Oo Geer ie 
Diss = Le = ue 


pU2 pU3 (9.1X.a) 
L 


U 








Show that this number is dimensionless. What is the physical interpretation it could 
have? Flow is achieved steady state for a very long two dimensional channel where 
the upper surface is moving at speed, Uy», and lower is fix. The flow is pure Couette 
flow i.e. a linear velocity. Developed an expression for dissipation number using the 
information provided. 


SOLUTION 


The numerator and denominator have to have the same units. 


(4)? 3 
ey p 
m~N 7 -— 

M FS MOK 





Zi 2 B= BE (9.1X.b) 


~A» M_M 


BB 
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The averaged velocity could be a represented (there are better methods or choices) 
of the energy flowing in the channel. The averaged velocity is U/2 and the velocity 
derivative is dU/dé = constant = U/€. With these value of the Diss number is 





U 2 
“(F) @ 
Ding ee See (9.1X.c) 
U plu 
aoa 


The results show that Dissipation number is not a function of the velocity. Yet, the 
energy lost is a function of the velocity square F x Diss wU. 


End Solution 


9.2.3.2 Building Blocks Method: Constructing Dimensional Parameters 


Note, as opposed to the previous method, this technique allows one to find a single 
or several dimensionless parameters without going for the whole calculations of the 
dimensionless parameters. 


Example 9.10: 
Assume that the parameters that effects the centrifugal pumps are 


Q Pump Flow Rate rpm or N angular rotation speed 
D rotor diameter p liquid density (assuming liq- 
uid phase) 
Br — Liquid Bulk Modulus Lb liquid viscosity 
€ Typical Roughness of pump g gravity force (body force) 
surface 


AP Pressure created by the 
pump 


Construct the functional relationship between the variables. Discuss the physical mean- 
ing of these numbers. Discuss which of these dimensionless parameters can be neglected 
as it is known reasonably. 


SOLUTION 
The functionality can be written as 
0= f(D, N, P; Q, Br, by €, YJ, AP) (9.X.a) 


The three basic parameters to be used are D [L], p [M], and N [t]. There are nine (9) 
parameters thus the number of dimensionless parameters is 9 — 3 = 6. For simplicity 
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the RPM will be denoted as N. The first set is to be worked on is Q, D, p, N as 











b N c 
D a 
L os M “1° 
—={ L — = (9.X.b) 
t D3 t 
Length,Z a-—3b= 3 5 
Mass, M b= 0 = aaa (9.X.c) 
time, t -c= —-l 
For the second term Br it follows 
af bh\>fN\S 
ee ae \t ae 
=|! L — — 9.X.d 
Lt? [3 t ( ) 
Mass, M b= 1 - 
T 
Length,L a—3b= —-1 T= oN? D2 (9.X.e) 
time, t -—c= -2 
The next term, iu, 
7 és p b N c 
Me ey Fe | a 
ae a — 9.X.f 
Mass, b= 1 oe 
p 
Length,L a—3b= -1 73 = 7 (9.X.g) 
time, t -—c= -1l 
The next term, e, 
p\®7N\S 
Be JV fae) (a 
~L=({tL aie = (9.X.h) 
Ds t 
Mass, M b= 0 
E . 
Length,L a—3b= 1 m4 =F (9.X.i) 





time, t —-c= 0 
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The next term, g, 
p\S7N\¢ 





a ae) ae 
= ania - 9.X.j 
t2 L L3 t ( j) 
Mass, M b= 0 
g 
Length,L a—3b= 1 => 15 = FN (9.X.k) 
time, t —c= -2 
The next term, AP, (similar to Br) 
AP p b N c 
rf) |e) ia 
pT L a 7 (9.X.1) 
Mass, b= 1 
= (9.X.m) 
= ™% = x. 
Length,lb a—3b= —-1 6 aN? D2 
time, f -—c= -2 


The first dimensionless parameter 77, represents the dimensionless flow rate. The second 
number represents the importance of the compressibility of the liquid in the pump. Some 
argue that this parameter is similar to Mach number (speed of disturbance to speed 
of sound. The third parameter is similar to Reynolds number since the combination 
N D can be interpreted as velocity. The fourth number represents the production 
quality (mostly mode by some casting procesg°). The fifth dimensionless parameter is 
related to the ratio of the body forces to gravity forces. The last number represent the 
“effectiveness” of pump or can be viewed as dimensionless pressure obtained from the 
pump. 

In practice, the roughness is similar to similar size pump and can be neglected. 
However, if completely different size of pumps are compared then this number must 
be considered. In cases where the compressibility of the liquid can be neglected or the 
pressure increase is relatively insignificant, the second dimensionless parameter can be 
neglected. 

A pump is a device that intends to increase the pressure. The increase of the 
pressure involves energy inserted to to system. This energy is divided to a useful 
energy ( pressure increase) and to overcome the losses in the system. These losses 
has several components which includes the friction in the system, change order of the 
flow and “ideal flow” loss. The most dominate loss in pump is loss of order, also know 
as turbulence (not covered yet this book.). If this physical phenomenon is accepted 





8The modern production is made by die casting process. The reader is referred to “Fundamentals 
of die casting design,” Genick Bar—Meir, Potto Project, 1999 to learn more. 
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than the resistance is neglected and the fourth parameter is removed. In that case the 
functional relationship can be written as 


AP Q 
N?, pe! (xs) oa 


End Solution 








9.2.3.3. Mathematical Method: Constructing Dimensional Parameters 





mum Advance material can be sipped —_~@ —  — 
under construction please ignore for time being 

In the progression of the development of the technique the new evolution is the 
mathematical method. It can be noticed that in the previous technique the same matrix 
was constructed with different vector solution (the right hand side of the equation). This 
fact is the source to improve the previous method. However, it has to be cautioned 
that this technique is overkill in most cases. Actually, this author is not aware for any 
case this technique has any advantage over the “building block” technique. 

In the following hypothetical example demonstrates the reason for the reduction 
of variables. Assume that water is used to transport uniform grains of gold. The total 
amount grains of gold is to be determined per unit length. For this analysis it is assumed 
that grains of gold grains are uniformly distributed. The following parameters and their 
dimensions are considered: 


Table -9.5. Units and Parameters of gold grains 


sues fate Bret 


grains amount total grains per unit length 


cross section area pipe cross section 


grains per volume J count of grain per V 


grain weight } count of grain per V 





Notice that grains and grain are the same units for this discussion. Accordingly, the 
dimensional matrix can be constructed as 
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Table -9.6. gold grain dimensional matrix 





In this case the total number variables are 4 and number basic units are 3. Thus, the 
total of one dimensional parameter. 
End ignore section 


— cs En) Advance materia — — — 


9.2.4 Similarity and Similitude 


One of dimensional analysis is the key point is the concept that the solution can be ob- 
tained by conducting experiments on similar but not identical systems. The analysis here 
suggests and demonstrateg)| that the solution is based on several dimensionless num- 
bers. Hence, constructing experiments of the situation where the same dimensionless 
parameters obtains could, in theory, yield a solution to problem at hand. Thus, knowing 
what are dimensionless parameters should provide the knowledge of constructing the 
experiments. 

In this section deals with these similarities which in the literature some refer as 
analogy or similitude. It is hard to obtain complete similarity. Hence, there is discussion 
how similar the model is to the prototype. It is common to differentiate between 
three kinds of similarities: geometric, kinetics, and dynamic. This characterization 
started because historical reasons and it, some times, has merit especially when applying 
Buckingham’s method. In Nusselt’s method this differentiation is less important. 


Geometric Similarity 


One of the logical part of dimensional analysis is how the experiences should be 
similar to actual body they are supposed to represent. This logical conclusion is an add— 
on and this author is not aware of any proof to this requirement based on Buckingham's 
methods. Ironically, this conclusion is based on Nusselt’s method which calls for the 
same dimensionless boundary conditions. Again, Nusselt’s method, sometimes or even 
often, requires similarity because the requirements to the boundary conditions. Herd! 
this postulated idea is adapted. 





°This statement is too strong. It has to be recognized that the results are as good as the guessing 
which in most cases is poor. 

l0Because this book intend to help students to pass their exams, this book present what most 
instructors required. It well established that this over—strict requirement and under Nusselt’s method 
it can be overcome. 
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Under this idea the prototype area has to be square of the actual model or 


Ap _ (Syctetue _ ey (9 12) 
Am C1 model lom 
where @; and £5 are the typical dimensions in two different directions and subscript p 
refers to the prototype and m to the model. Under the same argument the volumes 
change with the cubes of lengths. 
In some situations, the model faces inability to match two or more dimensionless 
parameters. In that case, the solution is to sacrifice the geometric similarity to minimize 


the undesirable effects. For example, river modeling requires to distort vertical scales 
to eliminate the influence of surface tension or bed roughness or sedimentation. 





Kinematic Similarity 


The perfect kinetics similarity is obtained when there are geometrical similarity 
and the motions of the fluid above the objects are the same. If this similarity is not 
possible, then the desire to achieve a motion “picture” which is characterized by ratios 
of corresponding velocities and accelerations is the same throughout the actual flow 
field. It is common in the literature, to discuss the situations where the model and 
prototype are similar but the velocities are different by a different scaling factor. 

The geometrical similarity aside the shapes and counters of the object it also can 
requires surface roughness and erosion of surfaces of mobile surfaces or sedimentation 
of particles surface tensions. These impose demands require a minimum on the friction 
velocity. In some cases the minimum velocity can be Umin = \/Tw/p. For example, 
there is no way achieve low Reynolds number with thin film flow. 

Dynamics Similarity 

The dynamic similarity has many confusing and conflicting definitions in the lit- 
erature. Here this term refers to similarity of the forces. It follows, based on Newton's 
second law, that this requires similarity in the accelerations and masses between the 
model and prototype. It was shown that the solution is a function of several typical 
dimensionless parameters. One of such dimensionless parameter is the Froude number. 
The solution for the model and the prototype are the same, since both cases have the 
same Froude number. Hence it can be written that 


(si),,- Gi), (ox) 


It can be noticed that t ~ @/U thus equation (9.13) can be written as 


(2). (8), ws 
).-( es 


and noticing that a x U/t 


334 CHAPTER 9. DIMENSIONAL ANALYSIS 
and a x F/m and m = pé? hence a = F'/p€?. Substituting into equation (9.15) yields 


3 
eee (016) 
POY on pes p Fn (P23) in 

In this manipulation, it was shown that the ratio of the forces in the model and 
forces in the prototype is related to ratio of the dimensions and the density of the same 
systems. While in Buckingham's methods these hand waiving are not precise, the fact 
remains that there is a strong correlation between these forces. The above analysis was 
dealing with the forces related to gravity. A discussion about force related the viscous 

forces is similar and is presented for the completeness. 


The Reynolds numbers is a common part of Navier-Stokes equations and if the 
solution of the prototype and for model to be same, the Reynolds numbers have to be 


same. 
Rem = Rep => () = () (9.17) 
m p 








Lb 
Utilizing the relationship U x ¢/t transforms equation (9.17) into 


(68), - (8), em 


multiplying by the length on both side of the fraction by €Uas 


ee 7 es _ (pPEU/t),, — (ulU) mn (0.19) 
(elu } uteu }, (p 8 U/t), (ulU), 
Noticing that U/t is the acceleration and p£ is the mass thus the forces on the right 
hand side are proportional if the Re number are the same. In this analysis/discussion, 
it is assumed that a linear relationship exist. However, the Navier-Stokes equations 
are not linear and hence this assumption is excessive and this assumption can produce 
another source of inaccuracy. 

While this explanation is a poor practice for the real world, it common to provide 
questions in exams and other tests on this issue. This section is provide to this purpose. 











Example 9.11: 

The liquid height rises in a tube due to the surface tension, o is h. Assume that 
this height is a function of the body force (gravity, g), fluid density, p, radius, r, 
and the contact angle 0. Using Buckingham's theorem develop the relationship of the 
parameters. In experimental with a diameter 0.001 [m] and surface tension of 73 milli- 
Newtons/meter and contact angle of 75° a height is 0.01 [m] was obtained. In another 
situation, the surface tension is 146 milli-Newtons/meter, the diameter is 0.02 [m] and 
the contact angle and density remain the same. Estimate the height. 


SOLUTION 
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It was given that the height is a function of several parameters such 


h=f(o,p,9,9,7) (9.Xl.a) 


There are 6 parameters in the problem and the 3 basic parameters [L, MM, t]. Thus the 
number of dimensionless groups is (6-3=3). In Buckingham's methods it is either that 
the angle isn’t considered or the angle is dimensionless group by itself. Five parameters 
are left to form the next two dimensionless groups. 

One technique that was suggested is the possibility to use three parameters which 
contain the basic parameters [M, L, t] and with them form a new group with each of 
the left over parameters. In this case, density, o for [M] and d for [L] and gravity, g for 
time [t]. For the surface tension, o it becomes 








Gres | fol [are | = M? 1949 (9.X\.b) 
Equation leads to three equations which are 
Mass, M a+1l= 0 
Length,L -3a+b+c= 0 (9.Xl.c) 
time, t —2c-2= 0 
the solution is@=—1 b=—2 c=-—1 Thus the dimensionless group is oe a The 


third group obtained under the same procedure to be h/r. 
In the second part the calculations for the estimated of height based on the new 
ratios. From the above analysis the functional dependency can be written as 


" =f ( 0) (9.XI.d) 





preg’ 
which leads to the same angle and the same dimensional number. Hence, 
hy ho Oo 
— — 0 Xl. 
dy dy i ) a =) 


Since the dimensionless parameters remain the same, the ratio of height and radius 
must be remain the same. Hence, 


hidy 0.01 x 0.002 
hiss: - = 0.002 9.XI.f 
a ah 0.001 One ( ) 


End Solution 











Example 9.12: 

Use the Buckingham's methods and attempt to find functionality of various parameters 
that affect the stability of floating bodies. For this question assume that the parameters 
that affect the solution are the density and others parameters that seem reasonable. In 
Chapter [4] a discussion on floating bodies stability was presented. Assume that the 
solution is unknown and no prior knowledge exist. 
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SOLUTION 

The stability is an old problem that have been around for more than 600 years. While 
the actual solution was presented in this book for the first time, no dimensional analysis 
was carried on this stability that the undersign is aware of it. The gravity and the typical 
dimension of the geometry are reasonable to assume that affect the stability. Assume 
that the tilding angle indicating the stability as the body will rotate until reach a stable 
point. As it was discussed earlier, the large size of the floating body reduce role the 
surface tension. Additionally, the speed of the rolling is not in question but rather the 
location of rest hence the viscosity does not play a role. With the illumination of these 
factors, the only possible factors with Buckingham’s logic are 


6 = f(p,d,V,g) (9.Xll.a) 


In written eq. it is assumed that the area with some kind modifier (projected 
area, etc) is extraneous parameter. It also can be assumed for the argument can be said 
for the volume. This inability to find what should be considered is a major weakness of 
the 7 theory. Utilizing the standard procedure yields 


i a d Vv g 1 
ier rho tm | = M° Lt (9.XII.b) 


Equation (??) leads to three equations which are 


Mass, M a= 0 
Length,o -—3a+b6+38c-—2= 0 (9.XIl.c) 
time, ¢ -2= 0 


This set (9.XIl.c) has solution that does not make sense. It suggest that gravity does 
not play role (accidentally) is true. However, it suggest that density does not play 
role which is not true. It can be noticed that if the volume will be used the same 
results are obtained. At the time, just before publishing version 0.4 it is habit to 
do last minute literature review to check for items could be missing. A paper “Simple 
Computational Platform of Ship Stability for Engineering Education” by Amin etc in 3"¢ 
IUGRC International Undergraduate Research Conference, Military Technical College, 
Cairo, Egypt, July 30-August 2, 2018 was discovered. Several points that made in the 
discussion earlier are relavent to this paper as well. One important point of the paper 
while not exacly related to dimensional analysis is the rotation point of the ship. And 
kudos for pointing to the possibilty that it could be around Metacenter point. This 
possible view is reverse of the common preseption that the buoyancy centroid vertically 
points or under to Metacenter. It is possibley important obsrvation. 


9.3 Nusselt's Technique 


The Nusselt’s method is a bit more labor intensive, in that the governing equations with 
the boundary and initial conditions are used to determine the dimensionless parameters. 
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In this method, the boundary conditions together with the governing equations are taken 
into account as opposed to Buckingham’s method. A common mistake is to ignore the 
boundary conditions or initial conditions. The parameters that results from this process 
are the dimensional parameters which control the problems. An example comparing the 
Buckingham's method with Nusselt’s method is presented. 

In this method, the governing equations, initial condition and boundary conditions 
are normalized resulting in a creation of dimensionless parameters which govern the 
solution. It is recommended, when the reader is out in the real world to simply abandon 
Buckingham's method all together. This point can be illustrated by example of flow 
over inclined plane. For comparison reasons Buckingham’'s method presented and later 
the results are compared with the results from Nusselt’s method. 


Example 9.13: 

Stability analysis of boating bodies is determined by geometrical parameters. On of 
these parameters is number of corners in the liquid. For example, a rectangular extruded 
floating body can be in either of 1, 2, and 3 corners (see Biran, Adrian, and Ruben Lopez 
Pulido. Ship hydrostatics and stability. Butterworth-Heinemann, 2013. 2nd edition p. 
73). Use Nusselt’s methods to find dimensionless which affecting the problem. Assume 
that Archimedes’s law applied to floating bodies is known in this analysis. 


SOLUTION 


If the rectangular is floating then there three distinct cases there can be 1, 2, and 3 
corner. When the rectangular standing upright there are two corners. It can be observed 
that the buoyancy centroid is determined by Archimedes equation i.e. 


pe2B=p,2G (9.XIll.a) 


where B is the distance from bottom (at upright position) to the center (centroid) of 
the displaced liquid. Archimedes’ law determine that the some volume (area in 2D 
case) has to be maintained. When p, = 0.5 pe then it is a special case that the gravity 
center is fixed to liquid surface and the body rotates around this fix point. In that, the 
extreme case where there is two corners at all time. At 45° is the controversial point 
there could be said that there is one corner with two “half” corners. These two “half” 
corners can be said to be either 3 corners in the liquid or one. Another option is that 
two halves can be combine one and in that case continuously two corners scenario. It 
has to be emphasized that it does not mater if the body is square or rectangle. In any 
case, when solid density about or lower than the extreme case determine the range in 
which point B can be. For the case where B upright is below 1/4 than the maximum 
corner can be only 2 (and 1 on the most cases). Thus the location of B is determined 
by Archimedes’ law. Hence, the density ratio determine the number of corners in the 
liquid. In fact, defining the number of corners in the liquid as the average number of 
corner as a function of the angle. This number approach to one as the p,/py —> 0 
and when p,/p¢ —> 1 the number of corner approach to 3. 


End Solution 
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Example 9.14: 

Utilize the Buckingham’s method to analyze a two dimensional flow in incline plane. 
Assume that the flow infinitely long and thus flow can be analyzed per width which is 
a function of several parameters. The potential parameters are the angle of inclination, 
0, liquid viscosity, v, gravity, g, the height of the liquid, h, the density, p, and liquid 
velocity, U. Assume that the flow is not affected by the surface tension (liquid), 0. You 
furthermore are to assume that the flow is stable. Develop the relationship between the 
flow to the other parameters. 


SOLUTION 
Under the assumptions in the example presentation leads to following 
m= f (0,v,9,p,U) (9.20) 


The number of basic units is three while the number of the parameters is six thus the 
difference is 6 — 3 = 3. Those groups (or the work on the groups creation) further 
can be reduced the because angle @ is dimensionless. The units of parameters can be 
obtained in Table [9.3] and summarized in the following table. 


Table -9.7. Units of the Pendulum Parameters 


VY 





L't—2 U iat 
m none p ML 


The basic units are chosen as for the time, U, for the mass, p, and for the length g. 
Utilizing the building blocks technique provides 





m p\@ g\° UU y.f 
M M L L 
—=l—5 = = (9.XIV.a) 
tL LS (Af t 
The equations obtained from equation (9.XIV.a}) are 
Mass, MZ a= 1 ; 
mg 
Length,L -—3a+b+c= -1 (—7™> ou (9.XIV.b) 


time, t —2b-—c= -1 
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Vv p a g b U Cc 
L? M L L 
= = (9.XIV.c) 
t LS t? t 
The equations obtained from equation (9.XIV.a}) are 
Mass, M a= 0 
vg 
Length,Z -—3a+b+c= 2 —= 12 = us (9.XIV.d) 
time, t —2b-—c= -l 
Thus governing equation and adding the angle can be written as 
mg vg 
=7 a4 173° 4.0) (9.XIV.e) 


The conclusion from this analysis are that the number of controlling parameters totaled 
in three and that the initial conditions and boundaries are irrelevant. 
End Solution 

A small note, it is well established that the combination of angle gravity or effective 
body force is significant to the results. Hence, this analysis misses, at the very least, 
the issue of the combination of the angle gravity. Nusselt’s analysis requires that the 
governing equations along with the boundary and initial conditions to be written. While 
the analytical solution for this situation exist, the parameters that effect the problem 
are the focus of this discussion. 

In Chapter[8} the Navier-Stokes equations were developed. These equations along 
with the energy, mass or the chemical species of the system, and second laws governed 
almost all cases in thermo-fluid mechanics. This author is not aware of a compelling 
reason that this fact|should be used in this chapter. The two dimensional NS equation 


can obtained from equation (8.IX.a)) as 
































(& Ue ag oO ay +052) = 
OP, (PUs Us PUs\ . sing oe 
dx Y\ Ox? Oy? Oz? tae 

and 
aU, OU, aU, OUy\ _ 

o( He og oy oe) a 
oP n PU, PU, PU, ee: , 
dn \ Oa2 dy? ° Az? cai 





111n economics and several other areas, there are no governing equations established for the field nor 
there is necessarily concept of conservation of something. However, writing the governing equations 
will yield dimensionless parameters as good as the initial guess. 
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With boundary conditions 


Us(y = 0) = Vor f(x) 


wo (y= h) = rola) 


(9.23) 





The value Upx and 79 are the characteristic and maximum values of the velocity or the 
shear stress, respectively. and the initial condition of 


Ux(x = 0) = Uoy f(y) (9.24) 


where Uo, is characteristic initial velocity. 

These sets of equations (9.21)-(9.24) need to be converted to dimensionless 
equations. It can be noticed that the boundary and initial conditions are provided in a 
special form were the representative velocity multiply a function. Any function can be 
presented by this form. 

In the process of transforming the equations into a dimensionless form associated 
with some intelligent guess work. However, no assumption is made or required about 
whether or not the velocity, in the y direction. The only exception is that the y com- 
ponent of the velocity vanished on the boundary. No assumption is required about the 
acceleration or the pressure gradient etc. 

The boundary conditions have typical velocities which can be used. The velocity 
is selected according to the situation or the needed velocity. For example, if the effect 
of the initial condition is under investigation than the characteristic of that velocity 
should be used. Otherwise the velocity at the bottom should be used. In that case, the 
boundary conditions are 








Uz(y = 0 
Vely =) _ F(a) 
Ox 
(9.25) 
OU, 
u(y = h) = 70 9(2) 
x 
Now it is very convenient to define several new variables: 
Te U;(Z) 
Uox 
9.26 
where : ( ) 
z- 2 7 <2 
h h 


The length h is chosen as the characteristic length since no other length is provided. 
It can be noticed that because the units consistency, the characteristic length can be 
used for “normalization” (see Example|9.15). Using these definitions the boundary and 
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initial conditions becomes 














Vox 
9.27 
nh eG =1)=n9'@) oe 
Vox OF a ae 
It commonly suggested to arrange the second part of equation (9.27) as 
OU, — T( Vow Ape 
=(9=1)=— g(a) (9.28) 
Ox hp 
Where new dimensionless parameter, the shear stress number is defined as 
= To Vow 
= —— 2 
p= (9.29) 
With the new definition equation (9.28) transformed into 
OU sj: Ss Tye 
ag 9 = 1) = 709 (2) (9.30) 
C 


Example 9.15: 
Non-dimensionalize the following boundary condition. What are the units of the coef- 
ficient in front of the variables, x. What are relationship of the typical velocity, Ug to 
Umax ? 

Uz, (y = h) = Up (ax” +b exp(z)) (9.XV.a) 


SOLUTION 


The coefficients a and b multiply different terms and therefore must have different units. 
The results must be unitless thus a 


2 


L°=a L? so-|5| 
in 


(9.XV.b) 


From equation (9.XV.b) it clear the conversion of the first term is U, = ah?z. The 
exponent appears a bit more complicated as 


0 Ves Eas exp (E 
LY =b exp (n = ) = b exp (h) exp (") b exp (h) exp () (9.XV.c) 
Hence defining 


1 


—s 
exp h 


(9.XV.d) 


With the new coefficients for both terms and noticing that y = h —> Y¥ = 1 now can 
be written as 


ceo _ 
= ah? 2? +b exp(h) exp (Z) = az" + bexp® (AV .¢) 
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Where @ and b are the transformed coefficients in the dimensionless presentation. 
End Solution 

After the boundary conditions the initial condition can undergo the non- 
dimensional process. The initial condition utilizing the previous definitions trans- 
formed into 











U,(@ = 0) _ Uo a, 
a = ra) (9.31) 


Notice the new dimensionless group of the velocity ratio as results of the boundary 
condition. This dimensionless number was and cannot be obtained using the Buck- 
ingham's technique. The physical significance of this number is an indication to the 
“penetration” of the initial (condition) velocity. 

The main part of the analysis if conversion of the governing equation into a di- 
mensionless form uses previous definition with additional definitions. The dimensionless 
time is defined as £ = tUoz/h. This definition based on the characteristic time of 
h/Uoxz. Thus, the derivative with respect to time is 


U. 


i 





























Vor —_ 
OU, O Uz Uox Uox* OUz 
= é — — 9.32 
ot 0.4, h Ot ee) 
SH Vow 
tUoe 
h 
Notice that the coefficient has units of acceleration. The second term 
Ug 
Ug Vor 
AX 9. Uns Von? Us 
OU, TT x Ox Oz FT x 
Ux = U, Uox — — U, = 9.33 
Ox oa Eh h Of ( ) 
YS 


The pressure is normalized by the same initial pressure or the static pressure as 
(P — Ps.) / (Po — Px.) and hence 











Po -— Poo 
P ( ) OP 
OP 0 P Po a Poo 
On Oah F0~ Poo) = ~~ ae a 
The second derivative of velocity looks like 
ge? d(UUo8 2 Uz 


da2 O(Eh) O(Eh) h2 OF 


The last term is the gravity g which is left for the later stage. Substituting all terms 
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and dividing by density, ¢ result in 



































Ue (OUR. OU a OU . a0, 
— Uz U, U,——— = 
oe ( oe oy =) 
Py — Poo IP , Uoop (OUz , PU, , PUr\ . fg . 
0 
hop O@  h?p \ dx? Oy? T Oz? r p = 
(9.36) 
Dividing equation (9.36) by Uo..7/h yields 
Oy, 22400, 00s . 200, 
(5 + Cage +0, Ge +0 =) = 
Po — Px, OP re 07U, m O?U, & OU, gh sap 
t 1 
Uoz?p O&  Uozhp \ dx? Oy? 02? Vee” 
(9.37) 
Defining “initial” dimensionless parameters as 
Rea Ppa By = (9.38) 
ue Vgh Vox p 
Substituting definition of equation (9.38) into equation (9.37) yields 
ou. <-0U,. .-0U, .. =.00, 
= U, EU, Pi | 
( CO" an! Oy Oz ) 
_ (9.39) 
Bu OP 4 1 (0?U, 4 OU, es O7?Uz a sin @ 
Ot Re \ Oz? Oy? Oz? Fr? 


Equation show one common possibility of a dimensionless presentation of gov- 
erning equation. The significance of the large and small value of the dimensionless 
parameters will be discuss later in the book. Without actually solving the problem, 
Nusselt’s method provides several more parameters that were not obtained by the block 
method. The solution of the governing equation is a function of all the parameters 
present in that equation and boundaries condition as well the initial condition. Thus, 
the solution is 


U 
Us=f (z. J, Bu, Re, Pr,0,7; fu: fr: a) (9.40) 
Ox 


The values of %, 7 depend on h and hence the value of fh is an important parameter. 

It can be noticed with Buckingham’s method, the number of parameters obtained 
was only three (3) while Nusselt’s method yields 12 dimensionless parameters. This is 
a very significant difference between the two methods. In fact, there are numerous 
examples in the literature that showing people doing experiments based on Bucking- 
ham's methods. In these experiments, major parameters are ignored rendering these 
experiments useless in many cases and deceiving. 


344 CHAPTER 9. DIMENSIONAL ANALYSIS 


Common Transformations 


Fluid mechanics in particular and Thermo-—Fluid field in general have several com- 
mon transformations that appear in boundary conditions, initial conditions and equa- 
tiong??] It recognized that not all the possibilities can presented in the example shown 
above. Several common boundary conditions which were not discussed in the above 
example are presented below. As an initial matter, the results of the non dimensional 
transformation depends on the selection of what and how is nondimensionalization car- 
ried. This section of these parameters depends on what is investigated. Thus, one of 
the general nondimensionalization of the Navier-Stokes and energy equations will be 
discussed at end of this chapter. 

Boundary conditions are divided into several categories such as a given value to 
the functior| | given derivative (Neumann b.c.), mixed condition, and complex condi- 
tions. The first and second categories were discussed to some degree earlier and will 
be expanded later. The third and fourth categories were not discussed previously. The 
non—dimensionalization of the boundary conditions of the first category requires finding 
and diving the boundary conditions by a typical or a characteristic value. The second 
category involves the nondimensionalization of the derivative. In general, this process 
involve dividing the function by a typical value and the same for length variable (e.g. 
x) as 


av 09(&) cov 





dx Uy O(%) ~~ Up OF ere 
In the Thermo-Fluid field and others, the governing equation can be of higher order 
than second ordef!4] It can be noticed that the degree of the derivative boundary 
condition cannot exceed the derivative degree of the governing equation (e.g. second 
order equation has at most the second order differential boundary condition.). In general 
“nth” order differential equation leads to 


aru ye (2) _ Uy aU 
age Le B(e\" - a on 





(9.42) 


The third kind of boundary condition is the mix condition. This category includes 
combination of the function with its derivative. For example a typical heat balance at 
liquid solid interface reads 


aT 
h(To — T) = —k— (9.43) 





12Many of these tricks spread in many places and fields. This author is not aware of a collection of 
this kind of transforms. 

13The mathematicians like to call Dirichlet conditions 

14This author aware of fifth order partial differential governing equations in some cases. Thus, the 
highest derivative can be fifth order derivative. 
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This kind of boundary condition, since derivative of constant is zero, translated to 








9 ( T-To ) 
To — T k Ti max “~ Amax 
h(Do—Prcc} ( 0 _ horas} \To=T (9.44) 
To _ T maz e O (=) 
£ 
or 
9 ( T —To ) 
To —T k To — Tnex 1 00 
= => 0 = — _ 9.45 
(5) he a(5) Nu 0& ( ) 
£ 
Where Nusselt Number and the dimensionless temperature are defined as 
he T —To 
Nu=— eee 4 
. k To i Tina 2 2 


and Tinaz is the maximum or reference temperature of the system. 
The last category is dealing with some non-linear conditions of the function with 
its derivative. For example, 





1 ~)= 204 (9.47) 


ap ~o( + 


ry r2 Ty r2 


Where r; and rz are the typical principal radii of the free surface curvature, and, a, is 
the surface tension between the gas (or liquid) and the other phase. The surface geom- 
etry (or the radii) is determined by several factors which include the liquid movement 
instabilities etc chapters of the problem at hand. This boundary condition can 
be rearranged to be 

BET EO es ggg I PO (9.48) 


oO T2 T2 





Where Av is Avi number . The Avi number represents the geometrical characteris- 
tics combined with the material properties. The boundary condition (9.48) can be 
transferred into 

APr, 


on 





= Av (9.49) 


Where AP is the pressure difference between the two phases (normally between the 
liquid and gas phase). 

One of advantage of Nusselt’s method is the Object-Oriented nature which allows 
one to add additional dimensionless parameters for addition “degree of freedom.” It 
is common assumption, to initially assume, that liquid is incompressible. If greater 
accuracy is needed than this assumption is removed. In that case, a new dimensionless 
parameters is introduced as the ratio of the density to a reference density as 


pat (9.50) 
Po 
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In case of ideal gas model with isentropic flow this assumption becomes 


_ Pp oy 
=-f.=(2 9.51 
=", (4 (9.51) 


The power n depends on the gas properties. 


Characteristics Values 


Normally, the characteristics values are determined by physical values e.g. The 
diameter of cylinder as a typical length. There are several situations where the char- 
acteristic length, velocity, for example, are determined by the physical properties of 
the fluid(s). The characteristic velocity can determined from Uy = \/2Po/p. The 
characteristic length can be determined from ratio of = AP/o. 


Example 9.16: 

One idea of renewable energy is to use and to utilize the high concentration of of brine 
water such as in the Salt Lake and the Salt Sea (in Israel). This process requires analysis 
the mass transfer process. The governing equation is non-linear and this example pro- 
vides opportunity to study nondimensionalizing of this kind of equation. The conversion 
of the species yields a governing nonlinear equatior{}>| for such process is 


OCA  O Dap OCA 
Ox Oy (1— Xa) Oy 





Us (9.XVL.a) 


Where the concentration, C', is defended as the molar density i.e. the number of moles 
per volume. The molar fraction, X 4 is defined as the molar fraction of species A divide 
by the total amount of material (in moles). The diffusivity coefficient, Dap is defined 
as penetration of species A into the material. What are the units of the diffusivity 
coefficient? The boundary conditions of this partial differential equation are given by 


a, Y=) = (9.XVI.b) 


Ca(y=0)=C. (9.XVI.c) 
Where C,. is the equilibrium concentration. The initial condition is 
Ca(x = 0) = Cp (9.XVI.d) 


Select dimensionless parameters so that the governing equation and boundary and initial 
condition can be presented in a dimensionless form. There is no need to discuss the 
physical significance of the problem. 


SOLUTION 





15More information how this equation was derived can be found in Bar—-Meir (Meyerson), Genick 
“Hygroscopic absorption to falling films: The effects of the concentration level” M.S. Thesis Tel-Aviv 
Univ. (Israel). Dept. of Fluid Mechanics and Heat Transfer 12/1991. 
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This governing equation requires to work with dimension associated with mass transfer 
and chemical reactions, the “mole.” However, the units should not cause confusion or 
fear since it appear on both sides of the governing equation. Hence, this unit will be 
canceled. Now the units are compared to make sure that diffusion coefficient is kept 
the units on both sides the same. From units point of view, equation can be 
written (when the concentration is simply ignored) as 








ac a AaB 9c 
U Ox By G—-xX) oy 
t LL 1 L 


It can be noticed that X is unitless parameter because two same quantities are divided. 


ae Dirk (9.XVL-f) 

¢ 7 T2748 = YAB>= = : : 
Hence the units of diffusion coefficient are typically given by [m?/sec] (it also can be 
observed that based on Fick’s laws of diffusion it has the same units). 

The potential of possibilities of dimensionless parameter is large. Typically, di- 
mensionless parameters are presented as ratio of two quantities. In addition to that, in 
heat and mass transfer (also in pressure driven flow etc.) the relative or reference to 
certain point has to accounted for. The boundary and initial conditions here provides 
the potential of the “driving force’ for the mass flow or mass transfer. Hence, the 


potential definition is 
_ Ca-—Co 





® = —_ 9.XVI. 
=e ( g) 
With almost “standard” transformation 
t= 2 y ? (9.XVI.h) 
Hence the derivative of ® with respect to time is 
Ona (ca- 26") 
oO O(Ca- 
0 _ —C.-GQ __ # a 6 _ _ & ra (9.XVL.i) 
Or a C. — Co Ox C.—Co Ox 
£ 


In general a derivative with respect to % or ¥ leave yields multiplication of @. Hence, 


equation (9.XVI.a}) transformed into 





& Oe  * Oy(1—X,y) e Oy 
A» 008 10 Dap d® Reed) 


0x )= Oy¥(1— X4) OY 





Equation (9.XVI.j} like non—dimensionalized and proper version. However, the term X 4, 
while is dimensionless, is not proper. Yet, X 4 is a function of ® because it contains 
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C'4. Hence, this term, X.4 has to be converted or presented by ®. Using the definition 
of X44 it can be written as 
~ COC 


Ca—Co 1 
Co-lo C 





XA = (Ce — Co) (9.XVI.k) 


Thus the transformation in equation (9.XVI.k}) another unexpected dimensionless pa- 
rameter as C C 
X,=0 a (9.XVI.1) 


Thus number, was not expected and it represent ratio of the driving force to the 
height of the concentration which was not possible to attend by Buckingham’s method. 


Ce—Co 
Cc 
End Solution 


9.4 Summary of Dimensionless Numbers 


This section summarizes all the major dimensionless parameters which are commonly 
used in the fluid mechanics field. 


Table -9.8. Common Dimensionless Parameters of Thermo—Fluid in the Field 


[Name | Symbol Application 


A 3 
Archimede Ar gt Pf (p = pf) in nature and force 
Number pe convection 
in stability of liq- 
Atwood A (Pa a Po) uid layer a over b 
RayleighTaylor in- 
Number Pa ie Pb stability etc. 
(a i 
Bond Pg in open channel 
Number oO flow, thin film flow 


Brinkman 


2 
pU during dissipation 
Number KAT 


problems 


For small Re and 
surface tension in- 
volve problem 


Capillary 
Number 


Number 


volve problem 


pressure difference 
to vapor pressure 
to the potential 
of phase change 
(mostly to gas) 


Cavitation 
Number 


= 

PA 
Cauchy p For large Re and 
Cau E surface tension in- 


Continued on next page 





9.4. SUMMARY OF DIMENSIONLESS NUMBERS 349 


Table -9.8. Common Dimensionless Parameters of Fluid Mechanics (continue) 


Standard System 


Symbol Aoplication 


requirement 
AtU ) in numerical 
Ax schematic to 
achieve stability 
related to radius of 
€ 
——- channel with width 
A /R/ h stability 
the ratio of the 
te fluidity of mate- 
t rial primary used in 
iv rheology 
D 
1 
2 
U2 
Ce 
V 
26? w 


Courant 
Number 


Dean 
Number 


Deborah 
Num- 


bed!>] 


Drag Co- 
efficient 


Eckert 
Number 
Froude 
Number 


Galileo 
Number 


Q 
S) 


Ss 
® 


Q 


h 
Aerodynamics, hy- 
drodynamics, note 

al 2 this coefficient has 
pu A many definitions 

during dissipation 

T processes 
geophysical flow 
like — atmospheric 
flow 


pressure 
potential 


a 


effects potential of resis- 


inertia effects Helnge (elias 


& 
= 


open channel flow 
and two phase flow 


3 


open channel flow 
and Stokes flow 


Q 
8 


Grashof 
Number 


Q 
= 


natural convection 


length of mean 
free path, LMFP, 
to characteristic 
length 


Knudsen 
Number 


x 
3 


ere et Pea 


liquid raise, 
surface tension 
problem, also 
ref: Capillary 
constant 


Laplace 
Constant 


tS 





Continued on next page 
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Table -9.8. Common Dimensionless Parameters of Fluid Mechanics (continue) 


Standard System 


Equation Interpretation Application 


Aerodynamics, hy- 
drodynamics, note 
a) 2 this coefficient has 
2 pU A many definitions 


Symbol 


Lift Coef- 
ficient 


compressibility 
and propagation 
of disturbances 


OER) 


Marangoni do LAT surface tension 
— — —— caused by thermal 
Number dT va gradient 


4 
Morton F gue Ap bubble and drop 
Number p2a3 Hoey 
Ozer 
Number 


Prandtl 
Number 


supply and = de- 
mand analysis 
such pump & pipe 
system, economy 


& 


Prandtl number is 
fluid property im- 
portant in flow due 
to thermal forces 


V 
Pr = 
a 


In most fluid me- 
chanics issues 


Reynolds 
Number 


Rossby 
Number 
Shear 
Number 
particle . in aerosol flow 
Stokes EP! relaxation time dealing with 
Number Kolmogorov time pandietiion Gif 
particles 


The effects of 
natural or forced 
frequency in all 
the field that is 
how much the 
“unsteadiness” of 
the flow is 


cc) 


In rotating fluids 


& 
Sls =| 
Oo 


o 
ie) 


W 


shear flow 


A 


Strouhal 
Number 


Continued on next page 
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Fig. -9.4. Oscillating Von Karman Vortex Street. 


Table -9.8. Common Dimensionless Parameters of Fluid Mechanics (continue) 


Standard System 


[Name | Symbol Application 


Stability of rotat- 
Taylor Ta ing cylinders No- 


Number tice & has special 
definition 


Weber For large Re and 
e surface tension in- 


Number volve problem 





The dimensional parameters that were used in the construction of the dimension- 
less parameters in Table [9.8] are the characteristics of the system. Therefore there are 
several definition of Reynolds number. In fact, in the study of the physical situations 
often people refers to local Re number and the global Re number. Keeping this point 
in mind, there several typical dimensions which need to be mentioned. The typical body 
force is the gravity g which has a direction to center of Earth. The elasticity & in case 
of liquid phase is By, in case of solid phase is Young modulus. The typical length is 
denoted as @ and in many cases it is referred to as the diameter or the radius. The 
density, p is referred to the characteristic density or density at infinity. The area, A in 
drag and lift coefficients is referred normally to projected area. 

The frequency w or f is referred to as the “unsteadiness” of the system. Generally, 
the periodic effect is enforced by the boundary conditions or the initial conditions. In 
other situations, the physics itself instores or forces periodic instability. For example, flow 
around cylinder at first looks like symmetrical situation. And indeed in a low Reynolds 
number it is a steady state. However after a certain value of Reynolds number, vortexes 
are created in an infinite parade and this phenomenon is called Von Karman vortex 
street (see Figure |9.4) which named after Von Karman. These vortexes are created 
in a non-symmetrical way and hence create an unsteady situation. When Reynolds 
number increases, these vortexes are mixed and the flow becomes turbulent which, can 





16This number is named by Reiner, M. (1964), “The Deborah Number’, Physics Today 17 (1): 62, 
doi:10.1063/1.3051374. Reiner, a civil engineer who is considered the father of Rheology, named this 
parameter because theological reasons perhaps since he was living in Israel. 
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be considered a steady statq””| 

The pressure P is the pressure at infinity or when the velocity is at rest. c is the 
speed of sound of the fluid at rest or characteristic value. The value of the viscosity, js 
is typically some kind averaged value. The inability to define a fix value leads also to 
new dimensionless numbers which represent the deviations of these properties. 


9.4.1 The Significance of these Dimensionless Numbers 


Reynolds number, named in the honor of Reynolds, represents the ratio of the momen- 
tum forces to the viscous forces. historically, this number was one of the first numbers 
to be introduced to fluid mechanics. This number determines, in many cases, the flow 
regime. 


Example 9.17: 

Eckert numbeF | determines whether the role of the momentum energy is transferred 
to thermal energy is significant to affect the flow. This effect is important in situations 
where high speed is involved. This fact suggests that Eckert number is related to Mach 
number. Determine this relationship and under what circumstances this relationship is 
true. 


SOLUTION 


In Table [9.8] Mach and Eckert numbers are defined as 
U2 


BO Ger 


U 
baer y= (9.XVIl.a) 
p 


The material which obeys the ideal flow mode|"9| (P/p = RT and P = C; p*) can be 


written that 
P U 
M=U 2 9.XVII.b 
i Vp VERT 


For the comparison, the reference temperature used to be equal to zero. Thus Eckert 
number can be written as 


a oe U VRE 
VE aa eam VERT eal 








k-1 
es 
Cp 


(9.XVII.c) 


The Eckert number and Mach number are related under ideal gas model and isentropic 
relationship. 





This is an example where the more unsteady the situation becomes the situation can be analyzed 
as a steady state because averages have a significant importance. 

18This example is based on Bird, Lightfoot and Stuart “Transport Phenomena’. 

19See for more details http://www.potto.org/gasDynamics/node70.html 
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End Solution 

Brinkman number measures of the importance of the viscous heating relative the 
conductive heat transfer. This number is important in cases when a large velocity 
change occurs over short distances such as lubricant, supersonic flow in rocket mechan- 
ics creating large heat effect in the head due to large velocity (in many place it is a 
combination of Eckert number with Brinkman number. The Mach number is based on 
different equations depending on the property of the medium in which pressure distur- 
bance moves through. Cauchy number and Mach number are related as well and see 


Example for explanation. 








Example 9.18: 

For historical reason some fields prefer to use certain numbers and not other ones. 
For example in Mechanical engineers prefer to use the combination Re and We number 
while Chemical engineers prefers to use the combination of Re and the Capillary number. 
While in some instances this combination is justified, other cases it is arbitrary. Show 
what the relationship between these dimensionless numbers. 


SOLUTION 


The definitions of these number in Table [9.8] 











_ purrs _ pue Se 
We a mae maa (9.XVIII.a) 

m 

Dividing Weber number by Reynolds number yields 
pues 
We oa ae 
Re ~ pUt =~ 7 = Ca (9.XVIII.b) 
m M 


End Solution 

Euler number is named after Leonhard Euler (1707 1783), a German Physicist 
who pioneered so many fields that it is hard to say what and where are his greatest 
contributions. Eulers number and Cavitation number are essentially the same with 
the exception that these numbers represent different driving pressure differences. This 
difference from dimensional analysis is minimal. Furthermore, Euler number is referred 
to as the pressure coefficient, C,,. This confusion arises in dimensional analysis because 
historical reasons and the main focus area. The cavitation number is used in the study 
of cavitation phenomena while Euler number is mainly used in calculation of resistances. 








Example 9.19: 
Explained under what conditions and what are relationship between the Mach number 
and Cauchy number? 
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SOLUTION 


Cauchy number is defined as 


2 
Cau = e (9.XIX.a) 





The square root of Cauchy number is 


re | 
—— Ae (9.XIX.b) 
p 


In the liquid phase the speed of sound is approximated as 


c= — (9.XIX.c) 


Using equation (9.XIX.b) transforms equation (9.XIX.a}) into 
Sow 
VCau=—=M (9.52) 
c 


Thus the square root of Cau is equal to Mach number in the liquid phase. In the solid 
phase equation is less accurate and speed of sound depends on the direction 
of the grains. However, as first approximation, this analysis can be applied also to the 
solid phase. 


End Solution 


9.4.2 Relationship Between Dimensionless Numbers 


The Dimensionless numbers since many of them have formulated in a certain field 
tend to be duplicated. For example, the Bond number is referred in Europe as Eotvos 
number. In addition to the above confusion, many dimensional numbers expressed the 
same things under certain conditions. For example, Mach number and Eckert Number 
under certain circumstances are same. 


Example 9.20: 
Galileo Number is a dimensionless number which represents the ratio of gravitational 
forces and viscous forces in the system as 


2 73 
Go= 5 (9.XX.a) 
Lb 


The definition of Reynolds number has viscous forces and the definition of Froude 
number has gravitational forces. What are the relation between these numbers? 
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Example 9.21: 

Laplace Number is another dimensionless number that appears in fluid mechanics which 
related to Capillary number. The Laplace number definition is 
Rey cca! 

= oe 

Show what are the relationships between Reynolds number, Weber number and Laplace 
number. 


La (9.XXl.a) 


Example 9.22: 
The Rotating Froude Number is a somewhat a similar number to the regular Froude 
number. This number is defined as 


2 
hg (9.XXIl.a) 
g 


What is the relationship between two Froude numbers? 
Example 9.23: 


Ohnesorge Number is another dimensionless parameter that deals with surface tension 
and is similar to Capillary number and it is defined as 





Oh = at (9.XXIll.a) 


Defined Oh in term of We and Re numbers. 


9.4.3. Examples for Dimensional Analysis 


Example 9.24: 

The similarity of pumps is determined by comparing several dimensional numbers among 
them are Reynolds number, Euler number, Rossby number etc. Assume that the only 
numbers which affect the flow are Reynolds and Euler number. The flow rate of the 
imaginary pump is 0.25 [m°/sec] and pressure increase for this flow rate is 2 [Bar] with 
2500 [kw]. Due to increase of demand, it is suggested to replace the pump with a 4 
times larger pump. What is the new estimated flow rate, pressure increase, and power 
consumption? 


SOLUTION 


It provided that the Reynolds number controls the situation. The density and viscosity 
remains the same and hence 
Dm 


Rem = Rey = Um Dm U, Dy U, ppUm (9.XXIV.a) 
P 








It can be noticed that initial situation is considered as the model and while the new 
pump is the prototype. The new flow rate, Q, depends on the ratio of the area and 
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velocity as 
Qp Ap Up Ap Up Dy’ Up 
Qm Am Um @p @ Am Um @ De Uns ( ) 
Thus the prototype flow rate is 
DEY? 3 
Qn = Qm (=) = 0.25 x 43 = 16 =| (9.XXIV.c) 
Din SEC 
The new pressure is obtain by comparing the Euler number as 
E Eun => ( aol ) ( ae ) (9.XXIV.d) 
Up = Eum —— } =| —— ; 
° 3pU? Pp 5P e m 


Rearranging equation (9.XXIV.d) provides 


(AP), (6U*), (0), (9.XXIV.e) 


AP YO (Cn 


Utilizing equation (9.XXIV.a) 





D 





2 
AP, = APm ( : ) (9.XXIV.f) 


The power can be obtained from the following 


W= “ =FU=PAU (9.XXIV.g) 


In this analysis, it is assumed that pressure is uniform in the cross section. This as- 
sumption is appropriate because only the secondary flows in the radial direction (to be 
discussed in this book section on pumps.). Hence, the ratio of power between the two 
pump can be written as 











We = we (9.XXIV.h) 
Wm (PA he 
Utilizing equations above in this ratio leads to 
Pp/Pm Ap/Am Up/Um 
: ¢ eo -—~ F 
We. (Dev (DEY D, \ Ta (9.XXIV.i) 


End Solution 


Example 9.25: 
The flow resistance to flow of the water in a pipe is to be simulated by flow of air. 
Estimate the pressure loss ratio if Reynolds number remains constant. This kind of study 
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appears in the industry in which the compressibility of the air is ignored. However, the 
air is a compressible substance that flows the ideal gas model. Water is a substance that 
can be considered incompressible flow for relatively small pressure change. Estimate the 
error using the averaged properties of the air. 


SOLUTION 


For the first part, the Reynolds number is the single controlling parameter which affects 
the pressure loss. Thus it can be written that the Euler number is function of the 
Reynolds number. 





Eu = f(Re) (9.XXV.a) 
Thus, to have a similar situation the Reynolds and Euler have to be same. 
Re, = Rem Lum = Eup (9.XXV.b) 
Hence, i 
Um p P bp 
= 9.XXV.c 
Up lm Pm Lm ( ) 
and for Euler number AP iT 
m Pm Um 
—- = 9.XXV.d 
AP, Pp Up ( ) 


and utilizing equation (9.XXV.c}) yields 


2 2 
AP», _ ( Ly ) (4) ( Pp ) (9.XXV.e) 
AP, Lins Lp Pm 


Inserting the numerical values results in 


AP, 
AP, 








= 1x 1000 (9.XXV.f) 


It can be noticed that the density of the air changes considerably hence the 
calculations produce a considerable error which can render the calculations useless (a 
typical problem of Buckingham’s method). Assuming a new variable that effect the 
problem, air density variation. If that variable is introduced into problem, air can be 
used to simulate water flow. However as a first approximation, the air properties are 
calculated based on the averaged values between the entrance and exit values. If the 
pressure reduction is a function of pressure reduction (iterative process). 

to be continue 


End Solution 








Example 9.26: 

A device operating on a surface of a liquid to study using a model with a ratio 1:20. 
What should be ratio of kinematic viscosity between the model and prototype so that 
Froude and Reynolds numbers remain the same. Assume that body force remains the 
same and velocity is reduced by half. 
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SOLUTION 


The requirement is that Reynolds 


Ue Ue 
Rem = Rp => (=*) = (=) (9.XXVI.a) 
D m 


Vv 


The Froude needs to be similar so 


U Ue 
Le, = Lt > (3) = (=) 9.XXVI.b 
7 Vgt Dp K m ( ) 


dividing equation (9.XXVI.al) by equation (9.XXVI.b) results in 


().(B)-()./Ga), ame 


or 
lVge LVge 
(2) - (2) (9.XXVI.d) 
a v an 

If the body forced] g, The kinematic viscosity ratio is then 

Vy Cr 

—?=(—™) = (1/20)°” (9.XXVI.e) 

Um lp 


It can be noticed that this can be achieved using Ohnesorge Number like this presenta- 
tion. 


End Solution 


Example 9.27: 

In AP physics in 2005 the first question reads “A ball of mass M is thrown vertically 
upward with an initial speed of Ug. Does it take longer for the ball to rise to its 
maximum height or to fall from its maximum height back to the height from which it 
was thrown? It also was mentioned that resistance is proportional to ball velocity (Stoke 
flow). Justify your answer.” Use the dimensional analysis to examine this situation. 


SOLUTION 


The parameters that can effect the situation are (initial) velocity of the ball, air resis- 
tance (assuming Stokes flow e.g. the resistance is function of the velocity), maximum 
height, and gravity. Functionality of these parameters can be written as 


t = f(U, k, H, m, 9) (9.XXVIl.a) 


The time up and/or down must be written in the same fashion since fundamental 
principle of Buckingham’'s 7 theorem the functionally is unknown but only dimensionless 





20The body force does not necessarily have to be the gravity. 


9.4. SUMMARY OF DIMENSIONLESS NUMBERS 359 


parameters are dictated. Hence, no relationship between the time up and down can be 
provided. 
However, Nusselt’s method provides first to written the governing equations. The 
governing equation for the ball climbing up is 
m © =—mg—kU (9.XXVII.b) 
when the negative sign indicates that the positive direction is up. The initial condition 
is that 
U(0) = Uo (9.XXVII.c) 


The governing equation the way down is 


d 
m ag kO (9.XXVII.d) 
with initial condition of 
U(0) =0 (9.XXVILe) 


Equation (9.XXVII.d)) has no typical velocity (assuming at this stage that solution was 


not solved ever before). Dividing equation (9.XXVII.d) by mg and inserting the gravi- 
tation constant into the derivative results in 


dU kU 
S—[- O.XXVIL.F 
a(t a ( ) 





The gravity constant, g, could be inserted because it is constant. Equation suggests that 
velocity should be normalized by as dimensionless group, kU/mg. Without solving 
the equations, it can be observed that value of dimensionless group above or below 
one change the characteristic of the governing equation (positive slop or negative slop). 


Non—dimensioning of initial condition (9.XXVII.c) yields 
kU(0) — kU 


mg mg 


(9.XXVIL.g) 


In this case, if the value k Up/ mq is above one change the characteristic of the situation. 
This exercise what not to solve this simple Physics mechanics problem but rather to 
demonstrate the power of dimensional analysis power. So, What this information tell 


us? In the case the supper critical initial velocity, the ball can be above critical velocity 


kU, 
os 4on the up. However the ball never can be above the critical velocity and 
m 


g 
hence the time up will shorter the time done. For the initial velocity below the critical 
velocity, while it is know that the answer is the same, the dimensional analysis does not 
provide a solution. On the way up ball can start 


End Solution 


Example 9.28: 
Two boats sail from the opposite sides of river (see Figure [9.5). They meet at a 
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Fig. -9.5. Description of the boat crossing river. 


distance ¢; (for example 1000) meters from bank A. The boats reach the opposite side 
respectively and continue back to their original bank. The boats meet for the second 
time at C2 (for example 500) [m] from bank B. What is the river width? What are the 
dimensional parameters that control the problem? 


SOLUTION 


The original problem was constructed so it was suitable to the 11 years old author’s 
daughter who was doing her precalculus. However, it appears that this question can 
be used to demonstrate some of the power of the the dimensional analysis. Using the 
Buckingham’s method it is assumed that diameter is a function of the velocities and 
lengths. Hence, the following can be written 


D= f(&i, €2, Ua, Up) (9.XXVIII.a) 


Where D is the river width. Hence, according basic idea the following can be written 


Dad Peeurun (9.XXVIII.b) 
The solution of equation (9.XXVIII.c)) requires that 
c d 
L L 
D=([L)*{/L)® |= — 9.XXVIII.c 
[Z]* [L] =| =| ( ) 


The time has to be zero hence it requires that 
O=c+d (9.XXVIII.d) 
The units length requires that 
l=a+b+c+d (9.XXVIII.e) 


Combined equation (9.XXVIII.d) with equation (9.XXVIII.e) results in 


l=atb (9.XXVIILf) 
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It can noticed that symmetry arguments require that a and b must be identical. Hence, 
a = b = \/1/2 and the solutions is of the form D = f(./é; 2). From the analytical 
solution it was found that this solution is wrong. 

Another approach utilizing the minimized Buckingham's approach reads 


D= f(€1, Ua) (9.XXVIII.g) 
In the standard form this leads to 
Lie 
D=(L\* =| (9.XXVIIL.h) 


Which leads to the requirements of b = 0 and a = 1. Which again conflict with the 
actual analytical solution. 

Using Nusselt’s method requires to write the governing equation. The governing 
equations are based equating the time traveled to first and second meeting as the 
following 








Ly D-t : 
= 9.XXVIII. 
At the second meeting the time is 
De 2 Se (9.XXVIIL.j) 


Us, Up 


Equations (9.XXVIIL.i) and (9.XXVIII.j) have three unknowns D, U4 and Ug. The 


non—dimensioning process can be carried by dividing governing equations by D and 


multiply by Ug to become 
Us 


f= (1-&) a (9.XXVIII.k) 
B 
1+ = (2-4) - (9.XXVIIL1) 


Equations (9.XXVIII.k) and (9.XXVIII.I)) have three unknowns. However, the velocity 


ratio is artificial parameter or dependent parameter. Hence division of the dimensionless 
governing equations yield one equation with one unknown as 


& = 1-G 
ih 2-5 


Equation |9.XXVIII.m| determines that 2; is a function of @. It can be noticed that D, 
€, and £y are connected. Hence, knowing two parameters leads to the solution of the 


missing parameter. From dimensional analysis it can be written that the 


(9.XXVIII.m) 








fi 4 
.. se 
Ay 


fe 
LG 





(9.XXVIII.n) 
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It can be concluded that river width is a function of implicit of 2; and £2. Clearly the 
Nusselt’s technique provided write based to obtain the dimensionless parameters. A 
bit smarter selection of the normalizing parameter can provide explicit solution. An 
alternative definition of dimensionless parameters of D = D/€, and ly = 9/1 can 
provide the need path. Equation (9.XXVIII.m) can be converted quadratic equation for 
Das 


ft . e4 
Dak 20k 
Equation (9.XXVIII.o) is quadratic which can be solved analytically. The solution can 
be presented as 





(9.XXVIII.0) 


D=4f (2) (9.XXVIII.p) 


End Solution 


Example 9.29: 

Lumped Capacity System refers to a systems were the heat conduction is faster then 
the heat convection process. This situation is typical when to small metal is placed into 
cooling air. This situations can be approximated by Newton Law of cooling. Assume 
that dimensional analysis indeed show that the situation for Newton law of cooling. The 
temperature of the metal object is measured at two different times and the temperature 
was recorded. Find what parameters effect the temperature ratio by using the two 
methods: Buckingham and Nusselt. 


SOLUTION 


The Buckingham method requires that the parameters should be guessed. In this 
situation some knowledge of the problem can be helpful. It is logical to assume that the 
heat conduction coefficient, k, surface area, A, volume, V, density, p, heat capacity, Cy, 
the convection coefficient, h and temperature difference are the effecting parameters of 
the time. Thus it can be written that 


t = f(k, A, V, p, Cy, h, AT) (9.XXIX.a) 


Later it can be shown that these parameters are indeed affecting the time. The number 
of basic parameters in this problem is four which are, length, L, M, t, and 0. 








ML M L? DL? 
unfinished. 
End Solution 
Example 9.30: 


Repeat Example [9.12] using Nusselt’s technique assuming the body are with uniform 
density. 


SOLUTION 
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Fig. -9.6. Floating body showing alpha and other dimensions. 


The governing equation for the stability of floating body is 
d=a (9.53) 


where @ is the arbitrary turning angle and a is the angle resulting from change of the 
centroid of submerge volume due to the change in 0. The relationship between the 
various geometrical parameters is determined connection according to eq. (9.53). That 
relationship requires look at the component of triangle at Fig. The base of the 
triangle is determined by 





AL = %p—%o = “ (La — Zr) (9.XXX.a) 
Vo 
and x, and 2, is related to ratio 
dA 
GN 
_ fadV — fa(xtané)d(x)dx _ tané fa? d(a) dx (9.XXX.b) 
=e faye V ~ V 

or using the definition of moment of inertia eq. (9.XXX.b) can be transferred into 

fq = nee (9.XXX.c) 


After the opposite side calculation, adjacent side (GB center of (B) buoyancy (G) center 
of gravity ) thus (G-B). The weight can be estimated as m = pp AB = p, AG. When 
A is typical cross section, thus 


GB=G (1 = ms) (9.XXX.d) 
Pe 
Combining equations (9.XXX.c) and (9.XXX.d}) results in 
tan 0 Ina 
a (9.XXX.e) 


e (1 = as ) 
Pe 
Observation of eq. (9.XXX.e}) so dimensional group a and ite While the analysis was 


clumsy and rough it provides dimensionless parameters while Buckingham's method fails 
dramatically. 





End Solution 
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9.5 Abuse of Dimensional Analysis 


Buckingham's method while simple can produce significant errors. Recently (2020) 
Wuhan Corona Virus (WCV) was propagated from China to the many places around 
the world. To analysis many researchers utilize Buckingham’s method and mistakenly 
referring to it as Dimensional Analysis. While this book has no intention to criticize 
people in this case, it has to make exception and single case demonstrate how Buck- 
ingham's methods produce errors because the wrong parameters are used. As it was 
discussed earlier in this Chapter, Buckingham is useful when main if not all parameters 
are used. For example Contreras at el 71] suggest the following parameters as control- 
ling the spread of Wuhan Coronavirus. Because the caparison with these research their 
nomenclature is adapted in this section only. These parameters include the following, 
ambient temperature 0, air currents (Ca), air humidity H (absolute humidity), rainfall 
Pr. Additionally, Contreras at el mentioned several parameters that might effect the 
spread such as social structure E’)f's, seasonal changes of behavior Ce and pre-existing 
immunity Ip. The spread velocity is denoted as V,. According Contreras at el. the 
suggested relationship is 


Ce x Ca? x Efs x Ip 
Pr3 





Vp=ax S501 +bx (9.54) 
where a and b are constants that set so that units match and math some figures. This 
method has the logic that units has to match. This logic is proper and of coarse the 
model has to match the data. Thus,to this extend this approach has some logical 
consistency. However, dimensional analysis is not panacea. The dimensional provides 
consistency but not solution. Supposed that there is another parameter that effect the 
spread and the mortality which totally change the model. For example, in New York the 
politicians like Andrew Cuomo sent sick people to nursing homes by spread WCV. On 
the other hand, president Trump by closing the boarder with China reduced and/or slow 
down the spread. Clearly these factors did not enter into the equations that suggested 
by this researchers group. Hence, none of the model predict the results are close to 
reality. For example, none of the models predict the following waves that appeared 
in Spain and else where. Furthermore, none of the models utilizing this approach can 
predict the reduction due to the vaccination because none of them can predict the 
Trump's actions will create vaccination. None of the models can predict that China 
will allow and encourage to fly to Italy and create a nucleus for spread. No dimensional 
analysis can help these models. 


9.6 Summary 


The two dimensional analysis methods or approaches were presented in this chapter. 
Buckingham’s 7 technique is a quick “fix approach” which allow rough estimates and 
relationship between model and prototype. Nusselt’s approach provides an heavy duty 





21Contreras, G. Sanglier, M. Robas Mora, and P. Jimenez Gmez. "Use of Quantitative Forecasting 
Methods and Error Calculation for Better Adaptability to the Application of a Mathematical Model to 
Determine the Speed of Spread of a Coronavirus Infection (COVID-19) in Spain.” 
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approach to examine what dimensionless parameters effect the problem. It can be shown 
that these two techniques in some situations provide almost similar solution. In other 
cases, these technique proves different and even conflicting results. The dimensional 
analysis technique provides a way to simplify models (solving the governing equation by 
experimental means) and to predict effecting parameters. 


9.7 Appendix summary of Dimensionless Form of Navier— 
Stokes Equations 


In a vector form Navier-Stokes equations can be written and later can be transformed 
into dimensionless form which will yield dimensionless parameters. First, the typical 
or characteristics values of scaling parameters has to be presented and appear in the 
following table 


Parameter Symbol Parameter Description Units 
h characteristic length [L] 
ae : L 
Uo characteristic velocity . 
ae 1 
f characteristic frequency Fi 
23 M 
Po characteristic density a 
: ; M 
Py ise PS maximum pressure drive LP 


Basic non-dimensional form of the parameters 


i= ft F=5 f= 

_— e (9.55) 
- ~Po ¢ 2? 
P= ——_ V=AhV = — 

Pmazx — Poo a Po 


For the Continuity Equation (8.17) for non—compressible substance can be trans- 
formed into 
0 


oy. (pu) =0 (9.56) 


For the N-S equation, every additive term has primary dimensions m!L~?t-?. 
To non nondimensionalization, we multiply every term by L/(V2), which has primary 
dimensions m—!L?t?, so that the dimensions cancel. 
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Using these definitions equation (8.111) results in 


frROU te e\e  — (Pmar—Po\any, 1 2 ee 
eat (O-v)0-- (Pe) ve G+ vt (9.57) 


Or after using the definition of the dimensionless parameters as 


OU ~~ \ ~ = 1 = 1 ~2- 
StS +(0-V)U0=-mwWP+ 55 hte V0 (9.58) 
The definition of Froude number is not consistent in the literature. In some places Fr 
is defined as the square of F'r = U?/gh. 
The Strouhal number is named after Vincenz Strouhal (1850 1922), who used 
this parameter in his study of “singing wires.” This parameter is important in unsteady, 
oscillating flow problems in which the frequency of the oscillation is important. 


Example 9.31: 

A device is accelerated linearly by a constant value B. Write a new N-S and continuity 
equations for incompressible substance in the a coordinate system attached to the body. 
Using these equations developed new dimensionless equations so the new “Froude num- 
ber” will contain or “swallow” by the new acceleration. Measurement has shown that 
the acceleration to be constant with small sinusoidal on top the constant such away as 


a=B+esin (5) (9.XXXI.a) 
27 


Suggest a dimensionless parameter that will take this change into account. 


9.8 Supplemental Problems 


1. An airplane wing of chord length 3 [m] moves through still air at 15°Cand 1 [Bar] 
and at at a speed of 15 [m/sec]. What is the air velocity for a 1:20 scale model 
to achieve dynamic similarity between model and prototype? Assume that in the 
model the air has the same pressure and temperature as that in prototype. If the 
air is considered as compressible, what velocity is required for pressure is 1.5[bar] 
and temperature 20°C? What is the required velocity of the air in the model test 
when the medium is made of water to keep the dynamic similarity? 


2. An airplane 100[m] long is tested by 1 [m] model. If the airplane velocity is 
120 [m] and velocity at the wind-tunnel is 60 [m], calculate the model and the 
airplane Reynolds numbers. You can assume that both model and prototype 
working conditions are the same (1[Bar] and 60°C). 


3. What is the pipe diameter for oil flowing at speed of 1[m/sec] to obtain dynamic 
similarity with a pipe for water flowing at 3 [m/sec] in a 0.02[m] pipe. State your 
assumptions. 
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4. The pressure drop for water flowing at 1 [m/sec] in a pipe was measured to be 
1 [Bar]. The pipe is 0.05 [m] diameter and 100 [m] in length. What should be 


velocity of Castor oil to get the same Reynolds number? What would be pressure 
drop in that case? 
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External Flow 


10.1. Introduction 


The external flow refers to flow around immersed bodies. In this analysis, the ap- 
proached adapted is to start from from close proximity to body and increase the size 
gradualy. Several geological shape will be introduced. In the extreme case when the 
Boundary Layer ecomposes the whole field it refered as the Stokes’s problem which will 
be introduced. Stokes’s problem is a special class problem that Boundary Layer is very 
thick and ecompose the whole field. 





Fig. -10.1. Boundary layer schamatics to show region of influence. 
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10.2. Boundary Layer Theory 


The boundary layer was introudced by Prandtl in 1904 to connect between the exper- 
imantal or imperical and the theoritical or analytical work. Many, if not most, of the 
analytical work was based on Euler equaion (inviscid fluid) to experimanl work (mostly) 
which was on viscous flow. The basic idea is that most of the domain of the flow is 
not affected by the viscous effects while in the close proximity to boundareis of the 
(moslty) solid bodeis the viscouse effects are dominate. This idea based on dimensional 
analysis of the Navier-Stokes equation. That is, the local Reynolds number based on 
the Boundary Layer is much smaller the general Reynolds number based on the entire 
dimension. In these boundaries the transfer of the momentum occurs (see Figure[10.1). 

A very thin layer around the solid body shown in Figure[10.1]is refered as boundary 
layer. The velocity profile in the boundary layer has several requirements which will be 
discussed. The limit of the Boundary Layer is where the relative velocity U/U.. is about 
one. For practical purpuse the value that is taken for relative velocity is U/Ux ~ 0.99. 
The velocity of the boundry layer is not known and it turn with resonable dempand 
provide similar restusls. The velocity profile in the Boundary Layer is unknown and it 
turned out that with a resnalbe velocity profile appeared have less effects on the resutls. 
These conditions include, at minimum, zero velocity at the solid object and the velocity 
at Boundary Layer edge to be same as the far away from the body, U.. Once, the 
velocity profile is guessed, the momomentum transfer can be examined. As the simplist 
senario is a flow of along flat flate as depicted in Figure [10.2| The flow of fluid over 
the plate plat starting the leading edge. The mass conseration reads 


, 
LL “Lx 


a a 5 
mou(o)=| f ouly)dy~ f pty] = fp Ux —u)) dy (10.1 


a a 


- | Ty dx = b Poway f pt? ay + (10.2) 
0 


10.2.1 Non—Circular Shape Effect 


The discussion until now was focused on the circular or pipe shape. The conduit shape 
has significant effect on the velocity profile. Thus, it strongly affects the resistence to 
the flow. The closer actual shape to a circular shape the smaller the resistence is. For 
example, square cross section shape or even equiangular triangle are close enough to 
circular shape and hence utilize the information that was developed for the circualr pipe. 
For this reason the hydraulic diameter has to be defined or established. It was found 
that the following equation produce a resonable results 
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xx 







Uly) 


Fig. -10.2. General discribtion of boundry layer. 
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Internal Flow or Conduit Flow 


11.1 Introduction 


A flow of fluid through a pipe or conduit has a significant applicability and importance 
for many engineering processes. In the Chapters [13] and |14}| a discussion about the 
compressible substance and several models discussing flow in conduits were introduced. 
These models were introduced based on pure analytical consideration with the exception 
of the friction factor, f. In this chapter the emphasis is on the “experimental” data 
of the flow in a constant cross section although other configurations will be presented. 
Additionally, various connections of the conduits or pipes will be included. These kinds 
of flow are referred as “Internal Flows” as opposed to “External Flows” that were 
discussed in the previous Chapter. The Internal Flow is different in the sense that the 





1Notice the way this book is written, these Chapters appeared earlier. Thus, the reference to these 
chapters appear here. 


P, Boundary Layer P, 

















Entry Length 


Fig. -11.1. Simple Entry length into a pipe under laminar flow. 
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boundary conditions for the other side (the side wall) affects the entire flow field. The 
entry region length is discussed later in this chapter (see Figure 11.1] for entry length). 

This discussion is focused on the incompressible flow to simplify the analysis. 
The dimensional analysis will be used in this discussion to guide for a direction. Flow 
in pipe can be considered undergoing several stages or regions, roughly speaking, which 
including entry length, in intermediate, and a fully developed flow (see Figure (11.2). 
The flow is referred to as fully developed when the flow profile is the same for every 
consecutive cross section. The fully developed flow is depicted in Figure [11.2| The 
connection of the shear stress and the pressure loss is to be established. Consider the 
element and the control volume shown in Figure[11.2| The momentum conservation of 
the control volume reads 


L dA 
(P.-P) A- f tw Dade = f pUUmdA (11.1) 
0 


Notice that the infinitesimal areas, dAs, are different. In the first integral, infinitesimal 
area, dA, refers to the tangential area while the second infinitesimal area refers to cross 
section area. The shear forces represent the total of the local shear stress. In this case, 
the shear stress value is constant because the velocity profile is constant for every cross 
section. Hence, this shear stress value (7,,) can be taken out the integration. It can be 
also noticed that the shear stress is opposite to the flow direction. The right hand side 
term in equation is the net momentum flux which is zero in this case due to the 
basis assumptions of the uniform profile (uniform flow). Equation (11.1) transitions to 


(P, —P2) A=APA=1%7DL (11.2) 


The relationship between the velocity (profile) and the shear stress has to be established. 
If the velocity profile is known, then the shear stress can be calculated regardless to the 
flow regime. 


Example 11.1: 
Consider a fluid with an hypothetical velocity profile given by 


iy ated (1 ee (5) ’) (11.3) 


What is the relationship between the velocity profile (parameters of the velocity profile) 
and the shear stress . 


SOLUTION 


The shear stress is given by 


OU 
= —p— 11.l.a 
Tw = He (11.1.a) 
Using the given velocity profile 
r 2b U max 
w 2U max 5. = 11.1.b 
Tw = bl Rl, —n R (11.1.b) 
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Since the maximum velocity is twice the average velocity equation (11.1.b) it can be 


written as Au. 
Lt Vave 
— 11.l.c 
o R vane) 


End Solution 

It has to emphasize that for the fully developed flow the shear stress is constant 
regardless where or not the flow is laminar or turbulent. Hence, the fully developed 
flow, the shear stress can be written as 








Tw = Tw = constant (11.4) 


For unknown velocity profile, this shear stress is needed to be obtained from experimental 
investigation. The list of major researchers who contribute to this relationship includes 
Chézy, Weisbach, Darcy, Poiseuille, Hagen, Prandtl, Blasius, von Karman, Nikuradse, 
Colebrook, White, Rouse and Moody/?| The diagram named after Moody, even though 
this diagram was just simple representation of Rouse’s work] It was found that several 
parameters affect the shear stress which include the following: viscosity ju, density p, 
velocity U, diameter D, and roughness ¢«. When the effective parameters are known 
from experimental evidence, then the 7 theorem can be used to obtain the general 
relationship. The general relationship can be written as 


Tw = f (p, bs, U, D,€) (11.5) 


Notice that the units of shear stress are the identical to units of pressure. Using the 
Dimensional Analysis three dimensional groups control the flow which include the fol- 
lowing 


(11.6) 


The first group is referred as Reynolds number and the second is the relative roughness. 
So according the Dimensional Analysis, the relationship can be written in the form of 























Ti E 
=f(R =) ree, 

icin Gar (11.7) 

P. Pi 

element 
—- C.V. D — 
——,) = 
—< dx > 





Fig. -11.2. Fully developed and steady state 
flow in a conduit. 





?Excellent article about this topic is provided by Brown [4]. Moody contributed the lest and got 
the most of the honor. 

3Apparently Microsoft did not invent the concept of embraced, extend and extinguish scheme of 
purloin ideas from others. 
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Fig. -11.3. Moody diagram by Tom Davis see for more copyright details at http: //www. 


mathworks. com/matlabcentral/fileexchange/7747-moody-diagram 


place holder until a cleaner diagram will be build without the strange units. 
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The left hand side is a dimensionless group which is commonly referred as the 
frictional factor. In the literature there are two different friction factors known as 
Fanning friction factor, f (seldom also denoted by 2) which is four times of the Darcy 
friction factor. To make things more complicated, both factors most times are denoted 
as f. In this book unless otherwise noted, Darcy factor is used. From equation (11.2), 
the shear stress can be rearranged as 

Ty a DL 


Ap = “7 — (11.8) 


From equation (11.7) 7 = f pU? and substituting into equation (11.8) 


_ fpU*rDL _ fpU?rDL _4fb i 
= 7 = = 


a 7D? pD?? 
4 


(11.9) 





It is common to define a new parameter which referred as the head loss which represents 
the change normalized pressure loss as 








A, = — 11.10 
Pg ( ) 





H,=4f— (11.11) 


or 
fi, 

Uae” \ (L 
(Sr) (3) 
This relation is exhibited by Figure [11.3] The velocity profile given in Example [11.1] 
represents laminar flow. For laminar velocity profile, the relationship between the friction 


factor and Reynolds number can be derived based on the velocity profile which was 
shown earlier. The velocity profile was 


AP D? ar\? 
= 1 11.1 
v= (Sear) [-G) | ae 
It was shown that the averaged velocity is half of the maximum velocity for parabolic 
profil? Hence, the conservation of the mass requires that 


U(r)dr APD? 
Uave = it A = 32 L (11.14) 
YY H 


a D?/4 


4f = (11.12) 














4The reader should attempt to work this part to verify correctness of this statement 
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Rearranged equation (11.14) reads 
_ 32U ave wL 


AP = (11.15) 


Dividing equation by Sp Ume provides 


32 wave L 
D 


AP 
mo 2 (11.16) 
5? ave 5 PU ave 





which can be rearranged to be 


AP u ED) 64:72 
: 5 = 64 = (11.17) 
ae pUweD)\D)~ Re \D 


or ultimately to become 





1 . L 
AP = = pUwer —(= 11.1 
5 PU, Re ‘D? (11.18) 


which means that f = 64/Re Darcy factor (or f = 16/Re Fanning factor) for laminar 
flow . For other flow regimes there are no exact analytical expression. The laminar 
flow appears in low Reynolds number range. It is common to assume that this range 
of Reynolds number is smaller than 2000 and that turbulent flow appears for Reynolds 
number larger than 4000. The region between these two zones referred as transitional 
region. If the velocity profile is unknown, the experimental data provides the needed 
relationship. This data is plotted in Moody's diagram (Figure (11.3). It can be ob- 
served from Moody diagram that for high value of roughness, ¢/D, the friction factor 
become constant for large Reynolds number. This zone is where the flow is “completely 
turbulent.” This information is depicted in Figure [11.3| 

The friction factor for smooth pipe with turbulent flow region has been suggested 
to be 

1 

— = 1.930 In (Re Vf) = 0. 111 

FF = 1.930 Re \/f ) — 0.537 (11.19) 
The accuracy was reported to be around 1% for the range of 300,000 > Re > 
13.6 10°. 

In general, Moody diagram is only suggestive what are regions and friction factor 
value might be in reality. In general, these values are correlated with for situations that 
are under steady state and do not have Entry problem or Entry issue becomes negligible. 
Moody diagram is used for the most situations in reality. Nikuradse suggested that 
the velocity profile in a smooth pipe can be written by 


a - (1 = Es (11.20) 
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where n is a function of the Reynolds number. Thus, the velocity distribution is related 
to Reynolds number and provides some information, if needed, for engineering purposes. 
This information is provided in a Table All these powers and correlations suggest 





Re n Umax/Uave | Re n Umax /Uave 
410% | 6.0 1.26 2.3104 | 6.6 1.24 
1.110° | 7.0 1.22 1.1108 | 8.8 1.18 
2.010° | 10.0 1.16 3.210° | 10.0 1.16 


Table -11.1. Nikuradse’s suggestion for velocity profiles. 


that very near the wall the velocity is relatively very small and therefore the flow is 
laminar in parts of the pipe. Also from the boundary condition, the velocity must be 
zero at the wall. These facts suggest that very close to the wall the flow should be 
considered laminar. The shear stress at the wall is 


OU 
Tw = (Sr). (11.21) 


If the velocity is expend in Taylor series then the first term is linear so that the velocity 
near the wall can be given by 


Tw 


m 


U= (11.22) 
from dimensional analysis point of view, the ratio 7,,/ p units are m?/sec? or the units 


of \/Tw/ p are m/sec. The term \/ Tw/ p is traditionally referred as “Friction velocity” 
and is denoted as U*. Normalizing equation (11.22) by dividing the velocity yields 


Tw 


U__ wt _y Te (11.23) 
V Tw/ Pp VTw ne 
With the new definition, equation (11.23) is converted to 


U U* 
mo pl (11.24) 
While this sub region (close to the wall) is considered to be laminar the flow structure 
is not simple. The zone between the turbulent core and the laminar flow is referred as 
the buffer zone. These three zones are drown in Figure ??. 
The size of these subregions will be provided later on. It is common to use for 
the velocity (profile) in the turbulent core region the following expression 





eG ue 
= 5.5+5.75 log (=) (11.25) 
U* V 
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The velocity profile for the buffer zone has been proposed to be represented by 
*y 


a = —3.05 + 11.5 log (=) (11.26) 
U* V 


It was proposed that these ranges limits to be as following. 


e Equation (11.24) in the range of 


0= av y> 5 (11.27) 

e Equation in the range of 
5 a y> 70 (11.28) 

e Equation in the range of 
70 > - y (11.29) 


To analysis the practical applications of the these equations consider a water flow in a 
pipe of 5[em] with Reynolds number of 10° and viscosity 0.001N s/m?. The density 
of the water roughly is about 1000[kg/m°]. The laminar subregion will be based the 
equation (11.27). The averaged velocity will be 


10° x 0.001 
ry a Hee _ 0° x 0.00 = 20 |] 
Dp 0.05 x 1000 





sec 
From Figure for Re = 10° and smooth pipe friction factor is 


oe. 2Ue 


~ pU2 ~~ U2 





Afnw 


Hence, the friction velocity is 


Af 0.0115 ' 
i 308 = a6 | 
Ut = Uy = 20 x : 0.76 | 


The thickness of the laminar zone (11.27) is 


_5xp 5x 0.001 
~ U*p 0.75 x 1000 





~ 0.000067 [m] 


This value demonstrates that the shear size of the laminar region is very small and the 
turbulent core is the vast majority of the pipe. All these equations plus experimental 


results are presented in Figure|11.5(a) 
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(a) Velocity Regions in pipes. (b) Roughness parameter as a function 





Vv 


Fig. -11.5. The left Figure exhibits the various subregions of the flow in a pipe with their 
equations. The right Figure exhibits the coefficient for the turbulence and the range of these 
coefficients. 


The relationship between the laminar sublayer size and the roughness present a 
new issue. 
The velocity profile for rough pipe with turbulence has analytical expression 


(11.25) which the general form is 
U 


— = Constant + 5.75 log : (11.30) 
U* € 
When the constant is a function of the wall roughness and diameter. 
It was demonstrated that the laminar sublayer is very small size. When the 


roughness exceeds the laminar sublayer thickness then it said the flow region to be 
in complete rough flow. In that case, the Constant value is 8.50 (see Figure (11.13). 
For roughness smaller than the laminar sublayer the contestant varies according to the 
Exhibit [11.5(b)] When the € < . are referred as hydraulically smooth and the constant 
can be approximated by 





Constant = 5.50 + 5.75 log U* ev (11.31) 
Substituting equation (11.31) into equation (11.30) provides 
U* 
— =5.5+5.75log —” (11.32) 


Ux V 
Equation (11.32) is identical to equation (11.25) as it would be expected for smooth 
pipe. 

Generally speaking, the laminar flow can be related as log 47 = logU while 
the turbulent flow can be treated as log aL =a logU. When a is coefficient in this 
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relationship which value is between 1.7 < a < 2.0. Thus it can be written that 


Laminar AP «U 
Turbulent AP «xU*% 


(11.33) 


These equations are supported by experimental relationships, however, these relation- 
ships do not provide a direct information on the shear stress at the wall 7,, for a particular 
fluid. Yet, knowing the shear Stress, 7,,, could come from the balance of momentum 
equation. 


11.1.1 Colebrook-White equation for Friction Factor, f 


Colebrook and White did a large number of experiments on commercial pipes. Their 
work with some important theoretical work by von Karman and Prandtl resulted in an 
equation named after them as the Colebrook—White equation: 





1 E 2.51 
TF = —2 log (sm + a7) (11.34) 


This equation is implicit where f has to appear on both sides and it is solved 
by numerical methods. 

In the literature there is a reference to Colebrook—White equation that is based 
on the pipe material. This equation roughness is replaced by pipe material (for typical 
commercial material) when this coefficient is given as 


kg 1.26 
= hy 11:35 
ae on as ant Eee) 





The coefficient k, is given in a table 


Table -11.2. Typical value for material roughness 
Pipe Material 
Asbestos Cement 
Bitumen-lined Ductile lron 
Brass, Copper, Glass, Perspex 
Galvanized Iron 
Plastic 


Slimmed Concrete Sewer 


Continued on next page 
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Table -11.2. [continue] Typical value for material roughness 


Pipe Material 
Spun Concrete lined ductile Iron 





Wrought Iron | 06 | 


According to More there is no analytical solution to Colebrook—White equa- 
tion. The solution for f is obtained by numerical methods. In the literature there are 
several method to approximate the solution of Colebrook—White equation by explicit 
equation. The Swamee—Jain equation is more simple explicate approximation to solve 
directly the friction factor, f for a fully developed circular pipe 





























E 5.74 \]~? 
or more sophisticate by Haaland (1983) [9] which is defined as: 
1 e \" 68 
— =-181 11.37 
VF 2 (stm) Re ane) 
11.2 Entry Problem 
The steady state, which was discussed P, Boundary Layer Py 
above, appears after a certain length in be BS ¢ D 
which the fluid either accelerate or decel- ee \ na 
erate or both. This question whether the by ° ES Fi 
flow accelerate or accelerate depends on the L =U | 
flow initial condition (the entrance condi- Hany Length 


tions or geometrical configurations) of the 
pipe. The relationship between the accel- 
eration and the momentum or energy loss 
depends on the Entry length. At one extreme if somehow miraculously the flow enters 
to the pipe at the steady state profile then the entry length is zero since it is already at 
steady state condition. The amount of acceleration (or decelerating) is determined by 


the velocity profile at the entrance. 
The following discussion refers to fluid entering the pipe with a uniform flow. It also 


noteworthy to point the difference of flow regime (laminar to turbulence flow) can 
change outcome. The basic idea of Entry Length is based on grow of the boundary 
layer to the pipe center line. As was discussed before, the boundary layer rate growth 
depends on the flow regime. Consider flow with Reynolds number less than 2000, the 
flow should be laminar. In that case, the boundary layer should be also laminar thus it 
can be according the laminar boundary layer. A typical laminar boundary is depicted in 
Figure [11.6] This boundary layer can be described by smooth growth. 


Fig. -11.6. Boundary Layer creating 
the Entry Length. 
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The flow is turbulent when the 


LaminarBoundary Layer 
Reynolds number is above 4000 and the Pa K cad Pi 


























flow is at steady state. The turbulence = Turbulent [—)) 
is results of an instability (to be covered IU, mea - = 
later). Thus, the flow start as laminar (at = Tim 
least at the boundary layer) and at one J] 
point, the flow (especially at the boundary i Entry Length 


layel’) changes to turbulent. At that the 

point, the boundary layer growth rate in- Fig. -11.7. Boundary Layer creating the Entry 
creases and the Entry Length is shorter. Length for turbulent flow. 

The specific point, where the transition 

from laminar to turbulent occur, depends on the initial condition and the Reynolds 
number at steady state. However, as all the turbulence phenomenon the transition can 
not be predicted precisely only the trends can. Hence, it can be said that the boundary 
turbulent Entry Length is shorter than the laminar Entry Length. Furthermore, it can 
be said that the increase of Reynolds number tend to shorten the entry length. The 
turbulent entry length depicted in Figure [11.7] which shows the change in the rate of 
growth in the boundary layer. 


Initial Conditions 

The initial conditions into the pipe are determined mostly by the immediate geom- 
etry before the entrance to the pipe. Hence, clearly the entry length must be influenced 
by these conditions. Furthermore these conditions can introduce another velocity com- 
ponent (two dimensional verse one dimensional) that further complicate the analysis. 
The practical point is that these conditions experimentally where investigated and the 
results in data given Figure [11.8] 

The analysis of the actual length size of the entry length is beyond the scope this 
book. However, experimental and analytical studies showed that it can be expressed as 
= = 0.06 ee 


A (11.38) 


where in this case L refers to the entry length. For turbulent entrance length size is 
has different functionally with Reynolds number as 


1/6 
* =44 (=) (11.39) 
Lb 


These equations (11.38) and (11.39) depended on the initial conditions (geomet- 


rical conditions) at the pipe entrance. However, from practical point of view, these 
equations provide adequate accuracy for many engineering calculations regardless to 
the initial conditions. 

Earlier the discussion dealt with the feeding or sourcing pipes with fluids entering 
from a upstream with a larger area to the pipe (at the extreme even “infinite” large 





5The turbulence commonly starts at the core and transfer to the boundary. 
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Large tank 


Inward-Projected Pipe 


Square-corner Inlet 









(a) Pipe with an inward connection. (b) Pipe with a squared connection. 


Large tank 


SS Inlet 


K ~ 0.23 — 0.25 


Large tank 
Rounded Inlet 





(c) Pipe with a chamfered connection. (d) Pipe with a round connection. 


—— Several Sources 





.0 
0.0 0.025 0.05 0.075 O01 0.125 0.15 0.175 0.2 0.225 0.25 0.275 03 


(e) Pipe with a round connection. 


Fig. -11.8. These figures exhibiting the entry loss into pipe from a large tank based on the 
initial condition (geometrical configuration). In the literature there is a dispute on the exact 
values. For example, Crane Co. contents that inward connection is k = 0.78 while Kotowski 
et al found that K = 1. Any value in this range seems reasonable. See at the end of the 
Chapter for references. Any increase of r/ D beyond the value of 0.15 seem fruitless. 
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source). The attention has to be turned to the case where the feeding source area is 
smaller than the pipe area. In addition, this configuration can also viewed as something 
that can occur in the middle of pipe system as well. Hence, this category is a special case 
and referred as abrupt expansion or sudden enlargement. As many things in thermofluid 
field, opposite to our instinct, there is approximate analytical solution for turbulent flow 
while for the laminar flow regime requires a complicate numerical simulation. The 
turbulent flow is depicted by Figure [11.9] The flow enters a from a smaller pipe to a 
larger pipe (at the extreme to a reservoir). The discussion about the geometry (a sharp 
square or chamfered corner) will be presented later. 

Consider the control volume de- 
picted in Figure[11.9] Note while this flow 
is not one-dimensional, it is treated as a 
quasi one dimensional flow. For this anal- 
ysis it is assumed that the pressure across 
sections (1 and 2) remains constant. This 
assumption is closer to reality as pipe get 
smaller and flow rate faster. The accurate 
analysis requires complicated dimensional 
analysis. It was found that the eddy zone 
depicted in deeper blue in Figure [11.9] are Fig. -11.9. Abrupt expansion for turbulent flow. 
stagnant. These two zones are responsible 
for the energy losses that occurred. These two triangles create situations were the static 
pressure does not vary across the enlargement that is from point 1 to point 2. Utilizing 
the momentum equation for steady state leads to 


(P, — Po) Ao + fi—s2 = pU2” Ay — pUY? Ay (11.40) 


Control 











where f;__59 is the friction force. Or 
(Pi — P2) Ao + fi—s2 = m (U2 — U;) = pur Apo (U2 — U1) (11.41) 


for the basic analysis the friction force, f;—2,is traditionally assumed negligible. This 
assumption is appropriate for incompressible flow (and some compressible flow situ- 
ations) for large range of Reynolds number and relative smaller ratio of expansion. 
Otherwise the analysis is applicable for a free jet entering to a large medium. Hence, 


equation (11.41) can be written as 
(Pi — Ps) Ag = p U2 Ag (U2 — U1) (11,42) 


When the area, Ag, is canceled in combination with neglecting of the friction force. 
The conservation of the energy reads 


A, 
PR U2? PF UU? —_s, 
= = 4 4 tb head loss (11.43) 
pg 29 «pg 2g 
Hence the head loss can be expressed as 
_P,-P,  U,?-U,? 


pg 29 








fi, (11.44) 
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Substituting equation (11.42) into equation |11.44| results in 

















1 U,? — U2? 
Hy 5 (u. eal — 5 Z ) (11.45) 
or 
ee oe 
1 Uy" — lt 4 
M=< se ae rece a = (Uy? —2U, U2 + U2”) (11.46) 
Finally, 
1 2 UP Uz \” 
A, = — (U;, — U2)* = — (1-—= 11.47 
‘2g oe 29 ( Ui ( ) 
The mass conservation of the control volume reads 
Uz, Ay 
A, U, — ApU2z =0 =S + = — 11.48 
1U4 2U2 U, A ( ) 
Substituting equation (11.48) into equation (11.47) results in 
— Sudden Expantion Turbulent Flow = 
One An 
A, = — {1- — 11.4 
29 ( Ag ( °) 





This approximate analysis provides reasonable equation to calculate the head loss 
which also provided in a figure form (see Figure [11.10(a)). However, the minimum 
distance for this sudden Expantion is not discussed. 

For the laminar flow the expression in (11.49) is not correct and it is recommended 


to use 


19.2 


= Reo 


— 2.55 + 2.87 log Re — 0.542 (log Re)” (11.50) 


It is import to allude to an interesting point in regard to gradual change. Rosa 
with others shown that the resistance of the of gradual change can be larger and abrupt 
change. The deviation is summarized in figure for wide range of Reynolds number as 
shown in Figure[11.10(b)| It can be notice up 17-18 degrees the resistance is reduced 
while any angle above this value will increase the the resistance. Unless small angle 
is possible to build, the transition should be trough abrupt expansion. Nevertheless, 
analysis of this Figure show that it better to design the transition with small angle 
and then to change for abrupt transition. In that case the resistance can change very 
significantly. 
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(a) Sudden expansion loss coefficient. (b) Relationship of gradual expansion to 


abrupt expansion 


Fig. -11.10. The left Exhibit show resistance to the abrupt expansion while right Exhibit 
demonstrate the relative resistance of gradual change to abrupt transition. The zone where 
gradual transition is evident from the Figure. 


11.2.1 Non—Circular Shape Effect 


The discussion until now was focused on the circular or pipe shape. The conduit 
shape has significant effect on the velocity profile. Thus, the shape strongly affects 
the resistance to the flow. The closer actual shape to a circular shape the smaller the 
resistance is. For example, square cross section shape or even equiangular triangle are 
close enough to circular shape and hence utilize the information that was developed for 
the circular pipe. For this reason the hydraulic diameter has to be defined or established. 
It was found that the following equation produce a reasonable results 




















D= 11.51 
wetted perimeter of the cross-section ( ) 








Some equations contain a definition of the hydraulic radius which is different than 
the current definitior|9| This diameter can be used to calculate Reynolds number and 
roughness ratio based in this diameter. Several shapes are tabulated and presented in 
the following table. 





lt must be noted that hydraulic diameter diameter is not double the hydraulic radius but 4 times 
the radius. 
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Table -11.3. Basic hydraulic diameter for various shapes 


Regular 
Diameter 
2a 
Half length 
| 





(/ 


/ 


y, 


eo} 


11.3 Losses in Conduits Connections and Other Devices 


=< 
—— 


\, 
\ 


Most conduits or tubes are connected trough a network pipes which can be in different 
sizes. These connections are made between conduits of the same size or different sizes. 
These connections exhibit increased of the resistance to the flow. In addition to these 
connections there are valves to regulate the flow and other devices which increases the 
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the flow. These additional resistances are referred to as minor losses. The reason that 
the term “minor” attached to it because under long conduits these resistances are rel- 
atively small or in other words the pipe resistance is considered the main resistance. 
However, for small pipe or tube these minor resistances are considerable. The repre- 
sentation of these minor resistances represented in the same fashion as conduits. The 
two main reasons for this representation are: convenience and the dimensional analysis 
suggests that it is appropriated way of representation. Hence, the resistance of the 
minor loss is represented as 
2 
A= K a (11.52) 
2g 
where IC is loss coefficient that depend on Reynolds number and and geometrical con- 
figuration. Thus the total loss can be written as 


2 


N 
L 
H, = (g pee + exit os) Dy (11.53) 


The first term on the right hand side is the familiar loss due the flow in the conduits. 
The second term represents all the minor losses and the last term represent all due to 
the exit. The common approach is to assume that the sudden expansion can describe 
this head loss. At the extreme case when the exit is connected to the very large tank 
or reservoir for which the maximum lost occur which is one (1). Kotowski et al 
have pointed out that the lost at the pipe can be larger than one for turbulent flow 
especially when there is energy difference between energy measured by U?/2g and the 
actual energy. This energy difference is due to the liquid movement perpendicular to 
flow direction and can be described by 


ia 47 10 \* 10 \" 
Keeit = 1 11 —0.1 101 11.54 
eaee tis (Rs) pane (Re) eee (sae) LSD) 


However, for most practical calculations, this correction can be neglected. 











11.3.1 Minor Loss 


The head lost in the bend depends on the relative roughness but primarily on the ratio 
of the radius of bending and the pipe diameter. This information is exhibited in Figure 
[11.11] for various ratio of the roughness. Generally, the resistance is larger for very mall 
ratios of the r/ D. at about ratio of about 7 this value (K) reaches a minimum and 
increase thereafter. It can be noticed that between the range of r/D = 2 tor/D =5.5 
the resistance, kK decrease mildly. while before it is strong function. The roughness 
increase the resistance as can be expected. Another connection that commonalty appear 
in the pipe network is the Tee. This connection has two possible configurations. In one 
configuration, the flow is in a straight line with a connection from the side. In another 
possible configuration the flow split to two branches at 90°. The “Y" connection is 
actually extension of the tee branching with various angles. 
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Fig. -11.11. The resistance in 90° bend with relative roughness. 


i— —3 ——" Ct 


=. * 


(a) Tee connection inline (b) Standard “Y”  con- (c) Bend connec- 
flow. nection. tion. 


Fig. -11.12. Various connections for conduits network. The “tee” connections on the right can 
have two configurations. One as depicted in the figure (in line) and one that flow starts at 
point 2 and going to 1 and 3 (branch flow). The middle exhibit depicts the typical improved 
tee connection (branch flow) which referred as “Y” connection. The figure on the right depicts 
the bend transition with different angle than 90°. 
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The typical network configuration contain a switch which referred in fluid me- 
chanics as the valve. There several configuration of the valves which include globe 
valve, angle value and gate valve. 

























































































Oj Silke) 
pS 
i! 
(a) Globe value exhibits two (b) Angle valve (c) Gate valve no direc- 
changes of flow direction. with one diction tion change. 
change. 





(d) Metso Butterfly (e) Ball Valve. 
Valve. 


Fig. -11.13. Possible “switches” valves of pipe network are exhibit. The various design of valve 
creates different resistance for the switching and regulation. The gate value is typically design 
to on or off mode (an improved design is a ball valve) while the other two are used in addition 
for regulation (flow control). Clearly, the resistance in the gate value is less because there is 


change in the flow direction. The Figures|11.13(d)|and|11.13(e)| represent additional design of 
no change of flow direction. 


In addition to the above connec- 


tion the pipe network can contain cou- 

pling connection (see Figurej11.14). The 

quality of these auxiliary connections is 

not uniform because differences in the i 
design and the installation. Hence it im- =a '"- 
possible to determine universal value for 


the coupling. Yet, because the relative 
small value of resistance of this device is 





Fig. -11.14. Coupling connection in a network. 
about 0.06. This connection is create mostly to extend the 
segment of pipes or tubes. 
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Fitting Loss Typical 
Coefficient | % Error 


Regular 90° elbow (bend) 


Regular 45° elbow {eae te 





0.19 








Example 11.2: 

The pressure at the entrance to a piping system for delivering water is 4[Bar]. The 
piping system is made from 15[m|] horizontal pipe and 90° elbow (bend). The elbow 
is followed by 5[m] vertical line. The vertical is followed by 90° elbow and a 8[m] 
horizontal pipe. At the exit there is restricting device before entering to atmospheric 
pressure. Assume that pipe is made from galvanized pipe. Estimate the water flow rate 
when the water temperature is 20°C. 


SOLUTION 


Denoting the entrance as point 1 and exit as point 2. The energy conservation between 
point 1 and point 2 reads 
Pi. Ui? PU»? 
7 Ege gy Se eg (11.1l.a) 
2g pg 2g 
The water, under the pressure and temperature presented in this problem, can be as- 
sumed to incompressible fluid. Hence, for constant cross section, the velocity can be 
assumed to be constant as 





U; =U, (11.11.b) 
Equation (11.Il.a)) can be simplified if z, is denoted zero as 
P. P. 
2 ag a (11.11.c) 
PG PY 


But on the other side, the energy lost is made from the lost at the entrance, pipe flow, 
minor loss, and exit. 
U2 


a 7 29 (Kentrance 7 Kpipe 1 Koends + Kezit) (11.II.d) 
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The resistance in the entrance, exit, and elbow can be assumed to be relatively small 
compared to the residence of the pipe. The resistance of the pipe is 4 f L/ D However, 
the Reynolds number and/or the velocity (profile) are unknowns at this stage. The 
solution is obtained by applying the following the procedure. 


1. The roughness ratio can be calculated because the material of the pipe is known. 
For galvanized pipe the the roughness is obtained from Table for which is 
0.15[mm]. The roughness ratio is obtained (pipe diameter is 30mm) as 





€ 0.015 

dD = 11.11. 

D 5 0006 ( e) 
With this value the friction coefficient is obtained as 4f = 0.032. The resistance 
is then 

3 
Af) Li 
ee 2 _ 0.032 x (15 + 5 + 8) avery (11.11.-f) 
oo 0.025 sia 


The velocity can be obtained from equation (11.II.c)) and hence 





—— 
ies a (11.11.g) 
Kentrance st Kpipe + Kobends + Kewit 





Since the other resistances are neglected then 


2 (A# - 224) 
a 


Kpipe 











400000 — 100000 
1000 
39.84 





5x 9.8 
) = 3.74[m]  (11.11.h) 


The friction coefficient was based on the assumption that the flow is fully turbu- 
lent. However, this friction coefficient has to be checked and verified by looking 
at Reynolds number. The Reynolds number, which can be obtained using tem- 
perature of 20°C’, with this assumption becomes 

_ pUD _ 1000 x 3.74 x 0.025 


R = = 92315 LLL 
= a 1.002 x 10-3 ey 





with this Reynolds number a new estimate of the friction coefficient has to be 
made. From the Figure it can be observed that the change is not significant 
and the new value is 0.0325. The change is not significant enough to repeat 
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the calculations in practice. 


397 


However, the improve accuracy will required that 


recalculating the improve velocity estimate. It can be pointed out that taking into 
account the minor resistance will more the accuracy than the improved friction 


coefficient. 


The flow rate can be calculated by multiply the area by the velocity as 


qg=UA=3.74x 


nm x 0.025? 


m? 
= 0.000018359 =| (11.11,j) 
SEC 


End Solution 


11.3.2 Flow Meters (Flow Measurements) 


The flow meters are devices that are used to measure flow rate for various reasons to 
find the amount of material passing through. The flow can be measured by that uses 
different effects. In this section, some of these effects are demonstrated. Like all the 
measurements, these measurements themself affect the flow. These methods include 
direct measurement (filling a fixed volume of fluid and then count the number of times 
the volume is filled), while other methods based on measurement of the pressures/forces 
created by the fluid streams as it overcomes a designed obstacle. In general the flow 
rate is measure by know combination measuring the velocity with a given area. 


11.3.2.1 Orifice Metering 


In this simple method, a plate with given 
hole is inserted into the pipe. This device 
that constructed from inserting orifice ob- 
stacle into the pipe. Experimentally it was 
found that the following parameters affects 
the flow rate 


Q = f(AP,p;0.D1,D2) (11.55) 


In the cases where the effecting parame- 
ters is determined, then untiling the di- 
mensional analysis. Denoting the area, A 
for this case as 


1 Dp? 
4 


A= (11.56) 


Orifice 
Plate 








_4 





Contracta 
Diameter 


Fig. -11.15. Orifice Plate inserted into pipe to 
be used measurement of flow rate. 


The analysis provides a possible solution of (notice 1/2 was inserted for convenience) 





il 
3?P, Q? 
N= 


“Ape | 


pGZPr  De 
a D, 





(11.57) 
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Fig. -11.16. The resistance due to the Orifice data taken from NACA Report TM 952 by 
g3data. 


Thus the relationship can be written as 


ae =f (242: ) (11.58) 








A2 AP — wp > Dy 


Rearranging equation (11.58) leads to 





2 . 2p 
ee 2A oP, (24 i >) (aai68) 


p wo” Dy 


Or 

















2p [APi 2D, D 
O=A Pay (28 LB) aa = af (8 De (11.60) 
a 


The right hand side expression over the underbrace is dimensionless and experimental 
work was carried on this point which is presented in Figure {11.16} For large Reynolds 
number, the Figure[11.16] exhibits that this coefficient is only function of the diameters 
ratio. For Reynolds numbers the resistance increases with the decreasing of the Reynolds 
number. 
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This resistance at for the large Reynolds num- ors 
ber, is presented in Figure}11.17/| This Figure pro- hed 








vides a way to calculate the flow rate. The flow rate SO 7 
can be obtained as 0.675 





0.65 





0.625 


APi 06 
Q=AC (11.61) 5 678910" 2 3.4 5678 
] p A2/ AL 


Where the constant, C’ is obtained from Figure Fig. -11.17. The resistance due to 
in:fig:nacaOrifficeSummury for large Reynolds num- Orifice in high Reynolds number. 


ber or more general from Figure}11.16 























11.3.3. Nozzle Flow Meter 


While the orifice flow measure- 
ment is simple to construct it has 
a major flaw. The orifice causes 
considerable energy loss or pres- 
sure loss which is not desirable. 
Basically the orifice is device that 
cheap to produce but expensive bie tee cakes 
to maintain. This cost consider- Tp ae 
ation lead engineers to search to 

alternative. The orifice is similar 

to a pipe with a squared connec- 

tion (see Figure [11.8(b)). It is logical to look at Figure [11.8] to draw idea to where 
the next step in the design should be. The rounded connection looks as reduction 
of the pressure loss and hence the cost reduction of operation. Practically, the con- 
struction of the rounded connection is done by the converging nozzle (see Figure ?7). 
This configuration, the nozzle, as well other configurations also have been tested and 
tabulated. Similarly, to the orifice configuration the experience has shown that to the 
same equation is obtained on the same ground and the same parameters affects the 
flow. However, as opposed to the orifice, the nozzle is employed in situations where 
the density is varied. In that case the experimental evidence and dimensionless analysis 
shows that equation is 





Cy Ar 2AP 
= 7 ge Ba ig. “A118. Nozzle flow meter. 


where Q is the flow rate, Cg is the discharge coefficient, 6 is the diameters ratio of 
D»2/ D1, Ar is the throat area, and other parameters such the pressure difference, and 
density are the same as before. 

Additional reduction the nozzle flow 
meter could be achieved by extending the 
converging nozzle in smooth way to the 


Q 





(11.62) 











Fig. -11.19. Venturi meter schematic shown the 
head in different location. 
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original size. This extension is similar to 
the diverging part of nozzle. It combined 
nozzle, that is the converging and deverg- 
ing part also referred in the literature as 
Venturi meter as shown in figure 
This configuraiton is also used for the com- 
pressible substance and hence new dimen- 


sionless parameter is added 
ArY |/2AP 
jae (11.63) 
Jl-Bt\ ep 


Y is the compressiblity factor (or it is refered as the expannsion factor) which is defind 
as the presssure ratio due the change of the area ratio (more on this topic in the 
compressible flow chapters). 





Example 11.3: 

The pressure of gas flows through venturi at the entrance is 6.5 [Bar] and the tem- 
perature is 350K. The messurement of the pressure at the throat shows 5 [Bar]. The 
diameter of the inlet is 0.05[m] while the diameter at the throat is 0.025|m]. Estimate 
the volume flow rate of the gas. Assumet that universal constat is R = 0.287Kj/kg K. 


SOLUTION 


The flow rate is determined by equaiton (11.63) since it was build for the venturi meter. 
The density at the entrace can be evaluted by ideal gas law as 
RT, 





PL 


The discharge coefficient can be found by trial and error using Figure ??. In this case 
the pressure ratio is r = 4 = os = 0.77 The area ratio is 6 = 0.025/ 0.05. From the 
Figure ?? it can be observed with the values of 3 and pressure ratio and the value that 
is obtained Y = 0.86. The ratio can be 
i eo eS ae 

Pi P; 





P. P. 
2 RT =1—— RF, (11.II1.a) 
P, 


End Solution 


11.4 Flow Network 


Fluid system constructed in different configurations which have different specifications. 
However, in analyzing it common to differentiate between two different connections. 
Generally, connections categorized as a series and parallel connection. These connec- 
tions are not unique and several more complex situations are possible. Yet understanding 
these conditions provides the building blocks to analysis more complex situations. 
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(a) Parallel connections. (b) Series Connections. 


Fig. -11.20. The left Figure exhibits parallel connections with different flow rate. The right 
Figure demonstrate the series connection include the tank itself. The flow goes from “A” to 
“B” but it include the flow in the tank from the fluid surface. 


11.4.1 Series Conduits Systems 


The series connection is characterized by the fact that the flow rate is constant through- 
out the pipe at least in steady state situations. The flow rate along the pipe is same 
while the velocity might be different at various cross sections. This constant flow rate is 
simple result of mass conservation. The typical questions that categorized into different 
classes. These classes are summarized as 


Class I: 
Flow rate, Q and pipe diameter, D, are known, loss head, hy 42 is unknown. 
The knowledge of flow rate also mean that velocity at various cross section is known. 


a. Using the velocity at various cross section calculate the energy losses. By using mass 
conservation (Q = AU). 


b. Identify all the terms that make up energy losses, such as pipe losses, and minor 
losses. 


c. Using the velocity, U determine the Reynolds number, Re, and calculate the needed 
loss coefficients, K;. 


d. By using the Reynolds number, Re, and relative roughness, ¢/ D, determine Darcy 
friction coefficient. 


e. Apply the energy equation to the two end sides 


P U2 P Ue" 
Spay ts = tert St _s (11.64) 
g 29 g 29 


f. Solve for the unknown or required output 


Class II: 


Pipe diameter, D, and pressure drop, AP,, are known, while flow rate, Q, is 
unknown. This class requires iterative procedure. 
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a. Use the energy equation (11.64) as the governing equation. 
b. Express the terms in (11.64) as a function of the unknown velocity, U. 
c. Express the energy losses as a function of the unknown velocity, U. 


d. Express the friction coefficient, f, as a function of the velocity. Or use Moody 
diagram to estimate the friction coefficient for the given roughness ratio, ¢/ D. 


e. Use equation (11.64) to calculate the velocity, U to determine the Reynolds number, 
Re, and determine a new f value. 


f. Calculate the new velocity, U 


g. In most cases this state is iterative process in which the new velocity is check against 
the friction factor. 


Class III: 


Pressure drop, AP, and flow rate, Q, are known, the diameter, D is unknown. 
It probably the most applicable question facing engineers. This procedure is iterative 
because the implicit nature of the problem. It can be noticed that the relationship 
between the flow rate and the velocity isn’t known. 

The procedure is as the following 


a. Use the energy equation (11.64) as the governing equation. Notice that the velocity 
has to be inserted as Q/ A. 


b. Separate known variables from the unknown variables. Put the known variables on 
the left hand side of the equation, and the unknowns on the right side as shown in 


equation (11.66). 











ae 2 z= Qo 5 Q1 at 
g g 2gA2” 2g At 
N 2 
4fL Qi 
+ Ki + Kena joints Aa 11.65 
\ 
f(D) 
Or 
P. 
Braco 
a 
ass 7 7 (11.66) 





+ f(D)—>3 
DgAs” 2gAs" Pl aye 


Where simple A in the last term in the denominator refers to the specific area the 
devices and pipes area. 
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c. Identify all the devices and contribute the energy loss in equation (11.66). 


d. Equation (11.66) can be solved by various numerical method The boundaries for 
which the solution can be found are very small pipe diameter and very large. The 
relative roughness can be estimated from the diameter. 


e. An internal adjustment (iterations) must be made for friction factor, f depending 
for the Reynolds number. 


11.4.2 Parallel Pipe Line Systems 


In this configuration, the pressure drop for every branch is similar to other branch, 
yet, the flow rate are different. There are typical question that associate with this 
configuration. 


Class | 


Two branches, total flow rate, Q, and diameter, D, are known (or required). 
Total pressure drop (or total head) and the flow rates are needed. 


a. Determine all the energy loss for each branch. 
b. Express each energy loss as a function of the velocity in each branch. 


c. Express the flow rate for each branch, Q;, as a function of the diameter and the 
velocity in each branch. 


d. The pressure loss in each branch is the same. Hence the pressure loss in each branch 
should be equated in terms of velocity, Uj and U2 and the respected friction factors. 


e. Expressed the velocity at one of the branch as a function of the velocity of the other 
branch utilizing the relationship mass conservation of 


Qtotal = Q1 + Qo (11.67) 
Or since the diameters are know, the velocity utilizing equation (11.67). 


f. The initial guess value for f; and f2 (between 0.005 and 0.1), and by using equation 


(11.67) to find U, and U2, 


g. Determine Re; and Rez, D1/el and D2/e2, and find f; and fo. 
h. Repeat previous steps until f; and f2 converge to steady values. 


i. Finally, determine flow rate Q, and Q2. 


Class I 


Two branches, total pressure drop for every branch and the diameters are known. 
Total flow rate and individual branch flow rates are unknown. 
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a. This similar to class Il of series flow for every branch. Calculate the flow rate for 
each branch. 


b. Combine the total flow rate utilizing equation (11.67). 
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Inviscid Flow or Potential Flow 


12.1 Introduction 


The mathematical complication of the Naiver-Stokes equations suggests that a sim- 
plified approached can be employed. N-S equations are a second non-linear partial 
equations. Hence, the simplest step will be to neglect the second order terms (second 
derivative). From a physical point of view, the second order term represents the vis- 
cosity effects. The neglection of the second order is justified when the coefficient in 
front of the this term, after non—dimensionalzing, is approaching zero. This coefficient 
in front of this term is 1/Re where Re is Reynold’s number. A large Reynolds num- 
ber means that the coefficient is approaching zero. Reynold’s number represents the 
ratio of inertia forces to viscous forces. There are regions where the inertia forces are 
significantly larger than the viscous flow. 

Experimental observations show that when the flow field region is away from a 
solid body, the inviscid flow is an appropriate model to approximate the flow. In this 
way, the viscosity effects can be viewed as a mechanism in which the information is 
transferred from the solid body into depth of the flow field. Thus, in a very close 
proximity to the solid body, the region must be considered as viscous flow. Additionally, 
the flow far away from the body is an inviscid flow. The connection between these 
regions was proposed by Prandtl and it is referred as the boundary layer. 

The motivations or benefits for such analysis are more than the reduction of 
mathematical complexity. As it was indicated earlier, this analysis provides an adequate 
solution for some regions. Furthermore the Potential Flow analysis provides several 
concepts that obscured by other effects. These flow patterns or pressure gradients re- 
veal several “laws” such as Bernoulli's theorem, vortex/lift etc which will be expanded. 
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There are several unique concepts which appear in potential flow such as Add Mass, 
Add Force, and Add Moment of Inertia otherwise they are obscured with inviscid flow. 
These aspects are very important in certain regions which can be evaluated using di- 
mensional analysis. The determination of what regions or their boundaries is a question 
of experience or results of a sophisticated dimensional analysis which will be discussed 
later. 

The inviscid flow is applied to incompressible flow as well to compressible flow. 
However, the main emphasis here is on incompressible flow because the simplicity. The 
expansion will be suggested when possible. 


12.1.1  Inviscid Momentum Equations 


The Naiver-Stokes equations (equations (8.112), (8.113) and (8.114)) under the dis- 


cussion above reduced to 


(12.1) 





These equations (12.1) are known as Euler's equations in Cartesian Coordinates. Euler 
equations can be written in a vector form as 

DU 

——— =-VP-Vopgeé 12.2 

PD ps (12.2) 

where € represents the distance from a reference point. Where the DU/ Dt is the 
material derivative or the substantial derivative. The substantial derivative, in Cartesian 
Coordinates, is 
DU, (= OU, OU, =) 


= Uz U. U, 
De on "be Sy Fe 











Py: oe, = SO. 2 OY 
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ou ou. ou, ou, 
k z z Z LU, z 12. 
2: (5 + Us 3S + yas +U =) (12.3) 


In the following derivations, the identity of the partial derivative is used 


OU, _ 190i)’ 
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(12.4) 
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where in this case 7 is x, y, and z. The convective term (not time derivatives) in a 
direction of equation (12.3) can be manipulated as 


aU, We , 77 Ue _1 A(U,)° 























Ox ” Oy Oz 2 Ox 
a OU; Wy au 7 OU, OU; 
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1 (Uy) Uy .,, We , 1 O(Uz) aU, , ,, We 
2 Ox Uy Ox uy Oy 15 Ox Ua Ox Us Oz oe) 
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It can be noticed that equation several terms were added and subtracted 
according to equation (12.4). These two groups are marked with the underbrace and 
equal to zero. The two terms in blue of equation can be combined (see for the 
overbrace). The same can be done for the two terms in the red—violet color. Hence, 
equation by combining all the “green” terms can be transformed into 


2 2 2 
yy, U« +0, 2u2 | Ws _l 0 (Uz) : 1 0(Uy) ie 1 O(Uz) | 
Ox Oy Oz 2 Ox 2 Ox 2 Ox 


OU, Oy, OU, OU, 
-—.4 y - 12.6 
U4 (& me) +0: ( =) aay 
The, “green” terms, all the velocity components can be combined because of the 
Pythagorean theorem to form 
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Hence, equation can be written as 
aU, au, aU, — a(U)’ 
Ogg. tg? Be GR 
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+ Uy ( Dy x) + U, ( ae =) (12.8) 


In the same fashion equation for y direction can be written as 
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and for the z direction as 


aU, OU. _,, WU, _ a(U)’ 
+ UF t U.S = Dy 


+ Uz (= a + Uy (= =) (12.10) 
Hence equation (12.3}) can be written as 
DU _, (= i a(uy LU, (wu vs) = (mu =) 
Dt at Ox dy Ox dz Ox 
*) (Se = ae exe (Fe Te) ue (S =) 
ie (= . 2wy Ur, (%: a -U, (2: ) | oa 


All the time derivatives can be combined also the derivative of the velocity square 
(notice the color coding) as 


Us Ox 
































Oy Ox Oz Ox 
; Wy A, Uy aU, 
+ (o (S2- me) +: (S2- By )) 
OU, OU, \ , dU, Wy 
+k (u. ( - =) cu, ( a )) (12.12) 


Using vector notation the terms in the parenthesis can be represent as 


DU ou ae OU, OUy\ _,, (Oz WW, 
pra tT VY) + (a, ( )+0.( )) 




















- @ fauy. OU, , (OU, OU, 
cul =v x U =i (52 - Fe) 45 (Fe - 5) 


aU, OU. 
a eae Sh (ie 
( Ox Oy ) —— 
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With the identity in (12.13) can be extend as 
UxVxU=-i («, (= =] LU. (= 7 =) | 
-i(v. aaa oe) 
-k («. (= a) + Uy (= 5) (12.14) 


The identity described in equation (12.14) is substituted into equation (12.12) to obtain 


the form of 

















DU _ ou 
Dit at 


Finally substituting equation (12.15) into the Euler equation to obtain a more convenient 
form as 


+V(U)/)-UxVxU (12.15) 


p (SE +V (0) -Ux Vv xU) =-vP-vpee (12.16) 


A common assumption that employed in an isothermal flow is that density, p, is 
a mere function of the static pressure, p = p(P). According to this idea, the density is 
constant when the pressure is constant. The mathematical interpretation of the pressure 
gradient can be written as 


_ dP 
dn 
where n is an unit vector normal to surface of constant property and the derivative 


d/dn refers to the derivative in the direction of H. Dividing equation (12.17) by the 
density, p, yields 


VP a (12.17) 


zero 
net 
effect 


VP 1 dP 1 dP d dP dP 
= n= af n= / av | — (12.18) 
p dn p dn p dn p p 


It can be noticed that taking a derivative after integration cancel both effects. The 
derivative in the direction of n is the gradient. This function is normal to the constant 


of pressure, P, and therefore [ (dP/ p) is function of the mere pressure. 
each 


Substituting equation (12.18) into equation (12.16) and collecting all terms under 
the gradient yields 


2 
B+¥ (5 res [(2))-oxvxu (12.19) 
Ot 2 p 
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The quantity V x U is referred in the literature as the vorticity and it represents the 
rotation of the liquid. 


Q=VxU (12.20) 
The definition (12.20) substituted into equation (12.19) provides 


aU U? dP 
B+ (F+es [(Z)) -ux0 (12.21) 


One of the fundamental condition is referred to as irrotational flow. In this flow, 
the vorticity is zero in the entire flow field. Hence, equation (12.21) under irrotational 
flow reduced into 











(12.22) 





For steady state condition equation (12.24) is further reduced when the time derivative 
drops and carry the integration (to cancel the gradient) to became 





(12.23) 


It has to be emphasized that the symbol @ denotes the length in the direction of the 
body force. For the special case where the density is constant, the Bernoulli equation 
is reduced to 


(12.24) 





The streamline is a line tangent to velocity vector. For the unsteady state the 
streamline change their location or position. The direction derivative along the stream- 
line depends the direction of the streamline. The direction of the tangent is 


~ U 
l= (12.25) 


Multiplying equation (12.21) by the unit direction of the streamline as a dot product 


results in 
U oU U Oia dP U 
; 4 aa. ener Q 122 
a mew (S «+ [()) 7 Ux (12.26) 
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The partial derivative of any vector, Y, with respect to time is the same direction as 
the unit vector. Hence, the product of multiplication of the partial derivative with an 
unit vector is 





ay /YT\ ar 
al (=) ~ ae een) 


where Y is any vector and YT its magnitude. The right hand side of equation (12.26) 
U x Gis perpendicular to both vectors U and Q. Hence, the dot product of vector U 
with a vector perpendicular to itself must be zero. Thus equation (12.26) becomes 








dU - U? dP U é 
or 
au sod (U’ dP 
a(S ees f (2) <0 (12.29) 


The first time derivative of equation (12.28) can be manipulated as it was done before 
to get into derivative as 


av _ a fou 
at dl} ot 
Substituting into equation (12.28) writes 


d (au UW dP 
«(5 a vers { (2) <0 (12.31) 


The integration with respect or along stream line, “¢” is a function of time (similar 
integration with respect x is a function of y.) and hence equation (12.28) becomes 


dé (12.30) 





(12.32) 





In these derivations two cases where analyzed the first case, for irrotational 
Bernoulli's equation is applied any where in the flow field. This requirement means 
that the flow field must obey U x Y. The second requirement regardless whether the 
flow is irrotational or not, must be along a streamline where the value is only function of 
the time and not location. The confusion transpires because these two cases are referred 
as the Bernoulli equation while they refer to two different conditions or situationg!| For 
both Bernoulli equations the viscosity must be zero. 





lit is interesting to point out that these equations where developed by Euler but credited to the last 
D. Bernoulli. A discussion on this point can be found in Hunter's book at Rouse, Hunter, and Simon 
Ince. History of hydraulics. Vol. 214. Ann Arbor, MI: lowa Institute of Hydraulic Research, State 
University of lowa, 1957. 
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12.2. Potential Flow Function 


The two different Bernoulli equations suggest that some mathematical manipulations 
can provide several points of understating. These mathematical methods are known as 
potential flow. The potential flow is defined as the gradient of the scalar function (thus 
it is a vector) is the following 


U=V¢ (12.33) 


The potential function is three dimensional and time dependent in the most expanded 
case. The vorticity was supposed to be zero for the first Bernoulli equation. According 
to the definition of the vorticity it has to be 


Q=VxU=Vx Ve (12.34) 


The above identity is shown to be zero for continuous function as 

















ve 
aSa_—_—_—__—OOOOOO 
Od 0% ,06\ _. (Fo Fo 
Ye (i? +192 Kg) (Fe OzOy 
(Pb a6 Po Pb 
v (= 7 at) os (Fs 7 a) ee) 


According to Clairaut’s theorem (or Schwarz's theorem }}| the mixed derivatives are 
identical Ozy = Oyz. Hence every potential flow is irrotational flow. On the reverse 
side, it can be shown that if the flow is irrotational then there is a potential function 
that satisfies the equation which describes the flow. Thus, every irrotational 
flow is potential flow and conversely. In these two terms are interchangeably and no 
difference should be assumed. 


Substituting equation (12.33) into (12.24) results in 





2 
dP 
YS og (SE vers {(*)) =0 (12.36) 
ot 2 p 
It can be noticed that the order derivation can be changed so 
OVO  _0¢ 
“oY Oe tea) 
Hence, equation (12.36) can be written as 
2 
dP 
V (g + “®) +ee+ [ (2) =0 (12.38) 
ot 2 p 





2Hazewinkel, Michiel, ed. (2001), “Partial derivative,” Encyclopedia of Mathematics, Springer, 
ISBN 978-1-55608-010-4 
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The integration with respect the space and not time results in the 


(12.39) 





Example 12.1: 
The potential function is given by ¢ = x? — y+ +5. Calculate the velocity component 
in Cartesian Coordinates. 


SOLUTION 


The velocity can be obtained by applying gradient on the potential U = V¢ as 


Oe 
do 
Uy = oy = —4y3 (12.1.a) 
_ oo _ 
Uz=3 =0 


End Solution 


12.2.1 Streamline and Stream function 


The streamline was mentioned in the earlier section and now the focus is on this issue. 
A streamline is a line that represent the collection of all the point where the velocity is 
tangent to the velocity vector. Equation represents the unit vector. The total 
differential is made of three components as 





ian +U, oe Uy a U, > dx > dy ~ dz 
faa i a ae ae i240) 


It can be noticed that dx /dé is x component of the unit vector in the direction of x. 
The discussion proceed from equation (12.40) that 
U, Uy U, 
dx dy dz 
Equation (12.41) suggests a system of three ordinary differential equations as a way 


to find the stream function. For example, in the 2—-y plane the ordinary differential 
equation is 


(12.41) 


dy Uy, 
7 = 9 12.42 
dx U, ( ) 


Example 12.2: 
What are stream lines that should be obtained in Example 
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SOLUTION 


Utilizing equation (12.42) results in 


49 
dy _ Uy _ ~4y (12.11.a) 
dx Uy, 22 
The solution of the non-linear ordinary differential obtained by separation of variables 


as 





d d 
eas (12.11.b) 
2Qy> 2a 
The solution of equation streamLineSimple:separation is obtained by integration as 
1 


TT  §1C S0| TiO 

From the discussion above it follows that streamlines are 
continuous if the velocity field is continuous. Hence, several 
streamlines can be drawn in the field as shown in Figure[12.1| If 
two streamline (blue) are close an arbitrary line (brown line) can 
be drawn to connect these lines. A unit vector (cyan) can be 
drawn perpendicularly to the brown line. The velocity vector is 
almost parallel (tangent) to the streamline (since the streamlines 
are very close) to both streamlines. Depending on the orientation 
of the connecting line (brown line) the direction of the unit vector 
is determined. Denoting a stream function as ¢ which in the two 





Fig. -12.1. Streamlines 
to explain stream func- 


tion. 
dimensional case is only function of x,y, that is 
O O 
b= fey d= det Bey (12.43) 
Ox Oy 


In this stage, no meaning is assigned to the stream function. The differential of stream 
function is defied as 


dy) =U - $de (12.44) 


The term , dé refers to a small straight element line connecting two streamlines close 

to each other. It could be viewed as a function as some representing the accumulative 
of the velocity. The physical meaning is needed to be connected with the previous 
discussion of the two dimensional function. If direction of the @ is chosen in a such 
away that it is in the direction of x as shown in Figure In that case the $ in 
the direction of -j as shown in the Figure [12.2(a)| In this case, the stream function 
differential is 


de 
_ OY OW 4. fs 3 Cae: 
dy = Gr de +5" dy = (iV. + {Uy) - dc =—U,dx (12.45) 


uo} . 
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In this case, the conclusion is that 


Op _ 


a -U, (12.46) 





(a) Streamlines with element in (b) Streamlines with straight 
X direction. in Y direction. 


Fig. -12.2. Streamlines with different element in different direction to explain the stream 
function. 


On the other hand, if dé in the y direction as shown in Figure|12.2(b)|then $= 
as shown in the Figure. 


s dé 


_ Ow Op, 3 3 ee ale etn, 
dy = Fo de + dy = (iU. +jUy)- i | “dy =U, dy (12.47) 
In this case the conclusion is the 
Ow 
ee 5 12.48 
i (12.48) 
Thus, substituting equation (12.46) and (12.48) into (12.43) yields 
U,dy—U,dz =0 (12.49) 


It follows that the requirement on U;, and U, have to satisfy the above equation which 
leads to the conclusion that the full differential is equal to zero. Hence, the function 
must be constant 7 = 0. 

It also can be observed that the continuity equation can be represented by the 
stream function. The continuity equation is 


WU, Wy — 
uta (12.50) 


Substituting for the velocity components the stream function equation (12.46) and 
(12.46) yields 





Ow _ mal 0 
dxdy dydx 








(12.51) 
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In addition the flow rate, Q can be calculated across a line. It can be noticed 
that flow rate can be calculated as the integral of the perpendicular component of the 
velocity or the perpendicular component of the cross line as 


2 
q= | U - sd (12.52) 
1 


According the definition dy it is 


2 2 
a= | u-sae= [ dip = 2 — v1 (12.53) 


Hence the flow rate is represented by the value of the stream function. The 
difference between two stream functions is the actual flow rate. 
In this discussion, the choice of the coordinates orientation was arbitrary. Hence 


equations (12.46) and (12.48) are orientation dependent. The natural direction is the 


shortest distance between two streamlines. The change between two streamlines is 


dy =U -fidn = dy =Udn “ U (12.54) 
TY 








where dn is dé perpendicular to streamline (the shortest possible dé. 

The stream function properties can be summarized to satisfy the continuity equa- 
tion, and the difference two stream functions represent the flow rate. A by-product of 
the previous conclusion is that the stream function is constant along the stream line. 
This conclusion also can be deduced from the fact no flow can cross the streamline. 


12.2.2 Compressible Flow Stream Function 


The stream function can be defined also for the compressible flow substances and steady 
state. The continuity equation is used as the base for the derivations. The continuity 
equation for compressible substance is 


OpU,  OpUy 
=0 
dx r dy 








(12.55) 


To absorb the density, dimensionless density is inserted into the definition of the stream 
function as 





Op pu, 
a 12.56 
dy Po ( ) 
and 
Ow puy 
a 12. 
de - (12.57) 


Where fo is the density at a location or a reference density. Note that the new stream 
function is not identical to the previous definition and they cannot be combined. 
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The stream function, as it was shown earlier, describes (constant) stream lines. 
Using the same argument in which equation and equation (12.48) were devel- 
oped leads to equation and there is no difference between compressible flow 
and incompressible flow case. Substituting equations and into equation 
yields 





Op , | Op Po _ Po 
(> dy 4 Fa ax) rie dy) (12.58) 


Equation suggests that the stream function should be redefined so that similar expres- 
sions to incompressible flow can be developed for the compressible flow as 


dip = a U-sde (12.59) 


With the new definition, the flow crossing the line 1 to 2, utilizing the new definition 


of (12.59) is 
2 2 
1 1 


12.2.2.1 Stream Function in a Three Dimensions 


Pure three dimensional stream functions exist physically but at present there is no known 
way to represent then mathematically. One of the ways that was suggested by Yih in 
1957)| suggested using two stream functions to represent the three dimensional flow. 
The only exception is a stream function for three dimensional flow exists but only for 
axisymmetric flow i.e the flow properties remains constant in one of the direction (say 
z axis). 





es Advice material can be skippl —,_ 

The three dimensional representation is based on the fact the continuity equation 

must be satisfied. In this case it will be discussed only for incompressible flow. The 
VU = 0 and vector identity of V- VU = 0 where in this case U is any vector. As 
opposed to two dimensional case, the stream function is defined as a vector function as 


B=wVé (12.61) 


The idea behind this definition is to build stream function based on two scalar functions 
one provide the “direction” and one provides the the magnitude. In that case, the 
velocity (to satisfy the continuity equation) 


U=V x (Ww Vx) (12.62) 





3 


1. C.S. Yih “Stream Functions in Three—Dimensional Flows,” La houille blanche, Vol 12. 3 1957 


2. Giese, J.H. 1951. “Stream Functions for Three—Dimensional Flows”, J. Math. Phys., Vol.30, 
pp. 31-35. 
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where w and y are scalar functions. Note while w is used here is not the same stream 
functions that were used in previous cases. The velocity can be obtained by expanding 


equation (12.62) to obtained 
= 
U=Vuwx Vxtv V x (Vx) (12.63) 


The second term is zero for any operation of scalar function and hence equation (12.63) 
becomes 


U =Vw x Vx (12.64) 


These derivations demonstrates that the velocity is orthogonal to two gradient vectors. 
In another words, the velocity is tangent to the surfaces defined by w = constant and 
x = constant. Hence, these functions, yw and y are possible stream functions in three 
dimensions fields. It can be shown that the flow rate is 


Q = (v2 — ¥1) (x — x1) (12.65) 


The answer to the question whether this method is useful and effective is that in some 
limited situations it could help. In fact, very few research papers deals this method and 
currently there is not analytical alternative. Hence, this method will not be expanded 
here. 


— Fd Advance material — —<_ — 


12.2.3 The Connection Between the Stream Function and the 
Potential Function 


For this discussion, the situation of two dimensional incompressible is assumed. It was 
shown that 


(12.66) 


and 


(12.67) 





These equations (12.66) and (12.67) are referred to as the Cauchy—Riemann equations. 
Definition of the potential function is based on the gradient operator as U = V@ 
thus derivative in arbitrary direction can be written as 


dp _ 


—=V¢-s=U:-s (12.68) 
ds 
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where ds is arbitrary direction and & is unit vector in that direction. If s is selected in 
the streamline direction, the change in the potential function represent the change in 
streamline direction. Choosing element in the direction normal of the streamline and 
denoting it as dn and choosing the sign to possible in the same direction of the stream 
function it follows that 


_ dé 


, 


(12.69) 


If the derivative of the stream function is chosen in the direction of the flow then as in 
was shown in equation (12.54). It summarized as 


do db 


ds dn 

There are several conclusions that can be drawn 
from the derivations above. The conclusion from equa- 
tion (12.70) that the stream line are orthogonal to poten- 
tial lines. Since the streamline represent constant value of 
stream function it follows that the potential lines are con- 
stant as well. The line of constant value of the potential are 
referred as potential lines. 

Figure[12.4]describes almost a standard case of stream 
lines and potential lines. 





Fig. -12.3. Constant Stream 
lines and Constant Potential 
lines. 

Example 12.3: 

A two dimensional stream function is given as y = x*—y?. Calculate the expression for 

the potential function @ (constant value) and sketch the streamlines lines (of constant 

value). 


SOLUTION 
Utilizing the differential equation (12.66) and (12.67) to 
06 _ OW 
— => =-2 12.111. 
i Oy y ( a) 
Integrating with respect to x to obtain 
@g=—-2ry+ fly) (12.111.b) 


where f(y) is arbitrary function of y. Utilizing the other relationship ((12.66)) leads 


Op _afty) Ov 3 
pf et pe (12.71) 








4This Figure was part of a project by Eliezer Bar-Meir to learn GLE graphic programing language. 
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Fig. -12.4. Stream lines and potential lines are drawn as drawn for two dimensional flow. The 
green to green-turquoise color are the potential lines. Note that opposing quadrants (first 
and third quadrants) have the same colors. The constant is larger as the color approaches 
the turquoise color. Note there is no constant equal to zero while for the stream lines the 
constant can be zero. The stream line are described by the orange to blue lines. The orange 
lines describe positive constant while the purple lines to blue describe negative constants. The 
crimson line are for zero constants 
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Fig. -12.5. Stream lines and potential lines for Example|12.3| 


Therefore 


d 
LY) 95493 (12.72) 
dy 
After the integration the function @ is 
o= (2x—-42°) yt+e (12.1I1.c) 


The results are shown in Figure 


End Solution 
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12.2.3.1  Existences of Stream Functions 


The potential function in order to exist has to have demised vorticity. For two dimen- 
sional flow the vorticity, mathematically, is demised when 
OU, OU; 
- =0 12.73 
Oy Ox ( ) 


The stream function can satisfy this condition when 








Stream Function Requirements 








O (Ow 0 (Ow Pp Ay 
=0 — += =0 12.74 
Oy ( Oy ) Ox ( Ox ) = Oy? Ou? ( ) 
Example 12.4: 
Is there a potential based on the following stream function 
y=3a°-2y (12.1V.a) 


SOLUTION 


Equation (12.74) dictates what are the requirements on the stream function. According 
to this equation the following must be zero 


- as ee es (12.1V.b) 

In this case it is ; 
02046023 (12.IV.c) 
Since «° is only zero at 2 = 0 the requirement is fulfilled and therefore this function 


cannot be appropriate stream function. 


End Solution 








12.3. Potential Flow Functions Inventory 


This section describes several simple scenarios of the flow field. These flow fields will 
be described and exhibits utilization of the potential and stream functions. These flow 
fields can be combined by utilizing superimposing principle. 


Uniform Flow 


The trivial flow is the uniform flow in which the fluid field moves directly and 
uniformly from one side to another side. This flow is further simplified, that is the 
coordinates system aligned with to flow so the x—coordinate in the direction of the flow. 
In this case the velocity is given by 


Uy =U 
Uy =0 


(12.75) 
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and according to definitions in this chapter 


_ 0G Oy _ 
Us= Fo FH (12.76) 


Hence, it can be obtained that 


w=Upat fr(x) 


where f,(y) is arbitrary function of the y and f,(x) is arbitrary function of x. In the 
same time these function have to satisfy the condition 








Oo Ow 
= - = 12. 
Uy bg ant — Be 9 vet) 
These conditions dictate that 
d fy(y) _~¢0 
dy 12.79 
dfal) _ es 
dx 
Hence 
fy(y) = constant = ¢ = Up x + constant (12.80a) 
f(x) = constant => y) = Up y + constant (12.80b) 





These lines can be exhibits for various constants as shown in Figure below. 


Line Source and Sink Flow 


Another typical flow is a flow from a point or a line in a two dimensional field. 
This flow is only an idealization of the flow into a single point. Clearly this kind of flow 
cannot exist because the velocity approaches infinity at the singular point of the source. 
Yet this idea has its usefulness and is commonly used by many engineers. This idea can 
be combined with other flow fields and provide a more realistic situation. 

The volumetric flow rate (two di- 
mensional) @ denotes the flow rate out 9.ot 
or in to control volume into the source or 
sink. The flow rate is shown in Figure[12.7| 
is constant for every potential line. The 
flow rate can be determined by 

: "9.0 7.0 5.0 3.0 AKON. 3. 7.0 9.0] 


Q=2nruU, (12.81) 











Where Q is the volumetric flow rate, r 
is distance from the origin and U,, is the 


@ = cons 














Fig. -12.7. Streamlines and Potential lines due 
to Source or sink. 
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Fig. -12.6. Uniform Flow Streamlines and Potential Lines. 


velocity pointing out or into the origin 

depending whether origin has source or 

sink. The relationship between the poten- 

tial function to velocity dictates that 

@ r (12.82) 
27T 





Vo=U=UTr= 
Explicitly writing the gradient in cylindrical coordinate results as 


0b. 10g, 00. Q « 
a POO Be" arr 


Equation (12.83) the gradient components must satisfy the following 





+00+02 (12.83) 








0¢_ Q . 
Or lQnr 7 
(12.84) 
09 0b _4 
Oz 00 
The integration of equation results in 
fade in (12.85) 
27r =o 


where ro is the radius at a known point and @g Is the potential at that point. The stream 
function can be obtained by similar equations that were used or Cartesian coordinates. 
In the same fashion it can be written that 


diy = U-Fde (12.86) 
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Where in this case dé = rd (the shortest distance between two adjoining stream lines 
is perpendicular to both lines) and hence equation (12.86) is 


Q 


dy = U-r dét = 
27T 





_ Q 
rd =~ dd (12.87) 


Note that the direction of U and fF is identical. The integration of equation (12.87) 
yields 
Q 


277T 





y— v= (0 — 4) (12.88) 
It traditionally chosen that the stream function Wo is zero at 6 = 0. This operation is 
possible because the integration constant and the arbitrary reference. 

In the case of the sink rather than the source, the velocity is in the opposite 
direction. Hence the flow rate is negative and the same equations obtained. 








o-b= In (12.89) 
27Tr =o 

v— Yo =— 5% (8~ 60) (12.90) 
Tr 


Free Vortex Flow 


As opposed to the radial flow direction (which 
was discussed under the source and sink) the flow 
in the tangential direction is referred to as the free vi $= ~8 
vortex flow. Another typical name for this kind 6 
of flow is the potential vortex flow. The flow is 
circulating the origin or another point. The velocity 

















is only a function of the distance from the radius @ = const 
as 
w = const 
Us = f(r) (12.91) 
Fig. -12.8. Two dimensional Vortex 
And in vector notation the flow is free flow. In the diagram exhibits part 
the circle to explain the stream lines 
U= 0 f(r) (12.92) and potential lines. 


The fundamental aspect of the potential flow is that this flow must be irrotational flow. 
The gradient of the potential in cylindrical coordinates is 


0¢. 1 06 
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Hence, equation (12.93) dictates that 


— a, = f(r) 
cae (12.94) 
29 
Or 
From these equations it can be seem that 
b= $(8) (12.95) 
and 
Ob | 
30 7 r f(r) (12.96) 


Equation (12.96) states that the potential function depends on the angle, 6 while it 
also a function of the radius. The only what the above requirement is obtained when 
the derivative of gand the equation are equal to a constant. Thus, 


c 
ri)=o= IN=* 
(12.97) 
O 
ao =o $ ~ bo = 01 (0-6) 
It can be observed from equation (12.96) that the velocity varies inversely with the 
radius. This variation is referred in the literature as the natural vortex as oppose to 
forced vortex where the velocity varies in any different functionality. It has to be noted 
that forced vortex flow is not potential flow. 
The stream function can be found in the “standard” way as 


dy =U-sdr 


It can observed, in this case, from Figure that $= —0 hence 


db = 6— -(-6) dr = at (12.98) 


Thus, 





b—o =—c1 In (Z ) (12.99) 
0 


The source point or the origin of the source is a singular point of the stream function and 
there it cannot be properly defined. Equation dictates that velocity at the origin 
is infinity. This similar to natural situation such as tornadoes, hurricanes, and whirlpools 
where the velocity approaches a very large value near the core. In these situation the 
pressure became very low as the velocity increase. Since the pressure cannot attain 
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negative value or even approach zero value, the physical situation changes. At the core 
of these phenomenon a relative zone calm zone is obtained. 


The Circulation Concept 


In the construction of the potential flow or the inviscid flow researchers discover 
important concept of circulation. This term mathematically defined as a close path 
integral around area (in two dimensional flow) of the velocity along the path. The 
circulation is denoted as I’ and defined as 


T= gu. ds (12.100) 


Where the velocity U, represents the velocity component in the direction of the 
path. The symbol ¢ indicating that the integral in over a close path. 


Mathematically to obtain the integral the velocity 
component in the direction of the path has to be chosen 
and it can be defined as 


p= 4 U-ds (12.101) 
Cc 





Substituting the definition potential function into equation 


(12.101) provides Fig. -12.9. Circulation path 


to illustrate varies calcula- 
ds tions. 


<—_ 
[T= ~ Vo: sds (12.102) 
And using some mathematical manipulations yields 


Ve-s 
— 
dp 


r= — as= 4 do (12.103) 
c ds C 
The integration of equation (12.103) results in 


T= ¢ dob = $2(starting point) — (starting point) (12.104) 
Cc 


Unless the potential function is dual or multi value, the difference between the two 
points is zero. In fact this what is expected from the close path integral. However, in a 
free vortex situation the situation is different. The integral in that case is the integral 
around a circular path which is 


2 C1 
T= ~U-irdéds= § —rdd=c27 (12.105) 
r 


In this case the circulation, [is not vanishing. In this example, the potential function 
@ is a multiple value as potential function the potential function with a single value. 
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Example 12.5: 
Calculate the circulation of the source on the path of the circle around the origin with 
radius a for a source of a given strength. 


SOLUTION 


The circulation can be carried by the integration 


=0 
aN 
p= $Uirdgds=0 (12.V.a) 


Since the velocity is perpendicular to the path at every point on the path, the integral 
identically is zero. 
mes F=11() S| (21) ms 

Thus, there are two kinds of potential functions one where there are single value 
and those with multi value. The free vortex is the cases where the circulation add the 
value of the potential function every rotation. Hence, it can be concluded that the 
potential function of vortex is multi value which increases by the same amount every 
time, c, 27. In this case value at 6 = O is different because the potential function 
did not circulate or encompass a singular point. In the other cases, every additional 
enclosing adds to the value of potential function a value. 


For the free vortex the integration constant can be found if the circulation is 
known as 


. 


~ On 


C1 (12.106) 


In the literature, the term T' is, some times, referred to as the “strength” of the vortex. 
The common form of the stream function and potential function is in the form of 


o= = (8 — 60) + do (12.107a) 
T r 

y= s—-In (=) + Wo (12.107b) 
27 To 


Superposition of Flows 
For incompressible flow and two dimensional the continuity equation reads 
Pp Pb _ 


V-U=V-V¢=V'o oe oe (12.108) 
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The potential function must satisfy the Laplace's equation which is a linear partial 
differential equation. The velocity perpendicular to a solid boundary must be zero 
(boundary must be solid) and hence it dictates the boundary conditions on the potential 
equation. From mathematical point of view this boundary condition as 

de 
Un= dn 
In this case, n represents the unit vector normal to the surface. 

A solution to certain boundary condition with certain configuration geometry and 
shape is a velocity flow field which can be described by the potential function, ¢. If 
such function exist it can be denoted as ¢;. If another velocity flow field exists which 
describes, or is, the solutions to a different boundary condition(s) it is denoted as do. 
The Laplacian of first potential is zero, V2¢1 = 0 and the same is true for the second 
one V2¢2 = 0. Hence, it can be written that 


Ven =0 (12.109) 


pes =0 
V*o1 + V7¢2 =0 (12.110) 


Since the Laplace mathematical operator is linear the two potential can be combined 
as 


V? (¢1 + $2) =0 (12.111) 


The boundary conditions can be also treated in the same fashion. On a solid boundary 
condition for both functions is zero hence 


dd, _ doz 
Ti — 4 =9 12.112 
dn dn ( ) 
and the normal derivative is linear operator and thus 
d 
(G1 + 2) _ 0 (12.113) 
dn 


It can be observed that the combined new potential function create a new velocity field. 
In fact it can be written that 


U=V(¢1 + $2) =Vo1 + Vb2 = U1 + U2 (12.114) 


The velocities U; and U2 are obtained from ¢1 and ¢2 respectively. Hence, the super- 
position of the solutions is the characteristic of the potential flow. 


Source and Sink Flow or Doublet Flow 

In the potential flow, there is a special case where the source and sink are combined 
since it represents a special and useful shape. A source is located at point B which is 
ro from the origin on the positive « coordinate. The flow rate from the source is Qo 
and the potential function is 


Oy = “Oth (2) (12.115) 


ln To 
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The sink is at the same distance but 
at the negative side of the x coordinate 
and hence it can be represented by the po- 
tential function 


so (=) (12.116) 


The description is depicted on Figure 
The distances, r4 and rp are de- 
fined from the points A and B respectively. Fig. -12.10. Combination of the Source and 
The potential of the source and the sink is Sink located at a distance ro from the origin on 
Qo the x coordinate. The source is on the right. 


o= a (Inr4 —Inrg) (12.117) 








In this case, it is more convenient to represent the situation utilizing the cylindrical 
coordinates. The Law of Cosines for the right triangle (OBR) this cases reads 





rp? =r? +ro? —2rrocosb (12.118) 


In the same manner it applied to the left triangle as 








ra? =r? +797 +2r7r9 cosd (12.119) 
Therefore, equation (12.117) can be written as 
r2 ie ro? 

Qo 1 2rro cosé 
= l 12.120 
$ 27 2 " r? + 792 ( ) 

2rro cosé 
es Clition: mathematical details which can be skippl —,_ —« — 

It can be shown that the following the identity exist 

1 €4+1 
th7'(€) = =In ( >— 12.121 
coth™'(6) = 5n ($*>) (12.121) 


where € is a dummy variable. Hence, substituting into equation (12.120) the identity 


of equation (12.121) results in 
Qo 


¢=—-— coth* ( (12.122) 


2rro cosé 


r2 + 72 
27 


The several following stages are more of a mathematical nature which provide 
minimal contribution to physical understanding but are provide to interested reader. 
The manipulations are easier with an implicit solution and thus 


270 re + ro? 
th = 12.123 
_ ( Q ) 2rro cosé ( ) 
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Equation (12.123), when noticing that the cos @ coth(—a) = — coth(), can be written 
as 
2 
—2ror cos@coth (=) =r +79" (12.124) 


In Cartesian coordinates equation (12.124) can be written as 
r cos@ 
—~ 2 
-2rq “x coth (-75*) =a +y* +70" (12.125) 


Equation (12.125) can be rearranged by the left hand side to right as and moving ro? 
to left side result in 











r cos@ 
—— 2 
—ro? =27r9 “x coth (7) +a7%+y? (12.126) 
; r 927 ; 
Add to both sides rp* coth transfers equation (12.126) 
0 
r cos@ 
2 2 ~~ 2 
ro” coth? 1 —1ro” = ro” coth? cv +2r9 “x coth (=) +a7%+y? 
0 0 
(12.127) 
The hyperbolic identity)| can be written as 
2 ro r cos@ @ 


2 —— 2 
To" ee ol = ro? coth? —— +2ro9 ~“z~ coth (=) +e7+y? (12.128) 
Qo Qo Q 


mums End Caution: mathematical details —_—« —=_ — 
It can be noticed that first three term on the right hand side are actually quadratic 
and can be written as 








2 7 . 
ro? csch? ue = (ro coth aig + c) +y? (12.129) 
Qo Qo 


2 
equation (12.129) represents a circle with a radius 79 csch a 
0 


2 
tro coth ( ae). The potential lines depicted on Figure|12.11 
0 


For the drawing purposes equation (12.129) is transformed into a dimensionless 
form as 





and a center at 














2 2 
(cots = =) (4) = csch? = (12.130) 


TO ro 0 
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Fig. -12.11. Stream and Potential line for a source and sink. It can be noticed that stream 
line (in blue to green) and the potential line are in orange to crimson. This figure is relative 
distances of x/ro and y/ro. The parameter that change is 27 6/Qo and 27W/Qo. Notice 
that for give larger of ¢ the circles are smaller. 


Notice that the stream function has the same dimensions as the source/sink flow rate. 

The stream lines can be obtained by utilizing similar procedure. The double 
stream function is made from the combination of the source and sink because stream 
functions can be added up. Hence, 


vatith=2 
T 


The angle 6; and 62 shown in Figure|12.11}related other geometrical parameters as 


(0, — 02) (12.131) 

















6, =tan-! 7 (12.132) 
w— To 
and 
= y 
62 = tan! 12.133 
2 an £+fro ( ) 
The stream function becomes 
Qo 1 -1 Y 
=.=—{t —t ——§$— 12.134 
. 27 a r—To - L+T9 ( ) 
2 2 +2 
Scoth? (a) 1 ae (2) = Se ea (2) and since by the definitions 
sinh? (a) sinh? (a) 


cosh? (a) — sinh? (2) = 1 the identity is proved. 
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ee Ction: mathematical details which can be skipped ——~ —= — —_ 
Rearranging equation (12.134) yields 
27 
Ug Mo eet (12.135) 
Qo r—T9 r+T9 


Utilizing the identity tan~! u+tan7!v = tan7! (ts, Equation (12.135) transfers 
to 








2 see 
2 = 
ig = 0 eet (12.136) 
Qo 14—Y 
x? — rT? 


As in the potential function cases, Several manipulations to convert the equation 
(12.136) form so it can be represented in a “standard” geometrical shapes are done 
before to potential function. Reversing and finding the common denominator provide 


a? — ry? +y? 




















2 —2 DF oD 2 
ee cca A Ses ee (12.137) 
Qo y(et+ro)-y(@—-Tro)  y(a@+ro)+y(z—10) 
—S 
i= To" 2yTo 
or 
Pita sega (12.138) 
0 
_ mum End Caution: mathematical details —_« —=_ — 
Equation (12.138) can be rearranged, into a typical circular representation as 
Qarwy? Qaw\? 
e+ (ur cot ~) = (ro ose *) (12.139) 
Qo Qo 


2 
Equation (12.139) describes circles with center on the y coordinates at y = ro cot a 
0 


It can be noticed that these circles are orthogonal to the the circle that represents the 
the potential lines. For the drawing it is convenient to write equation (12.139) in 
dimensionless form as 


2 2 2 
L y =x) ( ==") 
a= + | — — cot = | csc 12.140 
(=) (2 Qo Qo ( ) 
tana+tan B 
1—tanatan #8 














®This identity is derived from the geometrical identity of tan(a + 8) = by simple 


defining that wu = tan~! a and v = tan~! £. 
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Dipole Flow 
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It was found that when the distance between the sink and source shrinks to zero 


a new possibility is created which prov 
combination is referred to as the dipole 
to a single location (as the radius is red 
as opposed to the scalar characteristics 


ides benefits to new understanding. The new 
. Even though, the construction of source/sink 
uced to zero) the new “creature” has direction 
of source and sink. First the potential function 


and stream function will be presented. The potential function is 


Qo 1 


r? +197 —2rro cos 





lim ¢= 


ro—0 


27 2 


To determine the value of the quantity 
used. First the appropriate form will be 
wu Caution: mathematical 


Multiplying and dividing equation 





In 





: (12.141) 


( ) 


in equation (12.141) the L’Hpital’s rule will be 


derived so the technique can be used. 





r2 +79? +2rro cosé 


details which can be skipped —_—« 


(12.141) by 276 yields 








1°* part 2r4 nart 
2 1 24 792-2 30 
lim ¢ = 2 = ae (5 a — =) (12.142) 
To + 
0 T To r To9* + 2717p COs 
4 


Equation (12.142) has two parts. The 


Qo and ro and the second part which i 
the flow increases in such way that the 


first part, (Qo 279)/27, which is a function of 
s a function of r9. While reducing ro to zero, 
combination of Qo ro is constant. Hence, the 


second part has to be examined and arranged for this purpose. 


r? 4 


L ro? —2rro cos 








2 


in ( 
r 


lim 


) 


L 792 +2r7ro cosd (12.143) 





ro—0 


It can be noticed that the ratio in the 
L’Hopital’s rule can be applied because 
can be found using a short cut] 


— es Fd Cation: 





L(g) 


9(§) 
The general form of this derivative is 


T In general the derivative In 


d, f(§) 


4ro 


natural logarithm approach one ro — 0. The 
the situation of nature of 0/0. The numerator 


mathematical dettals —_«, — — 


is done by derivative of the natural logarithm with fraction inside. 


_ 9(§) a ( f(§) 





dé" g(€) 


The internal derivative is done by the quotient 


f(§) 


£(§) ag (a) 


rule and using the prime notation as 


"ge (F(a) -9©(F0) 





(» i) ~ 7® 


(a(@))” 
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at 
0 0 
276— 2r cos 2467+ 2r cos 
0 0 0 0 
lm +20 pps coe (i + poe + ree cKO _ cos 0 (12.144) 
Tr 


ro—0 








Combining the first and part with the second part results in 


Qo ro cosé 








o=- (12.145) 


Tv r 


After the potential function was established the attention can be turned into the 
stream function. To establish the stream function, the continuity equation in cylindrical 
is used which is 





1/OrU, OUs 
V-U = 
( or | 00 ) 
The transformation of equations (12.46) and (12.48) to cylindrical coordinates results 
in 
1 du 
He aii 12.14 
" r 06 ( 2) 
Gat (12.146b) 
Or 


The relationship for the potential function of the cylindrical coordinates was determined 
before an appear the relationship (12.66)) and (12.67) in cylindrical coordinates to be 


U, = ug and (12.147a) 
Or 
_ 10¢ 
Up = - = (12.147b) 


Thus the relationships that were obtained before for Cartesian coordinates is written in 
cylindrical coordinates as 


dd 10 
Orr 00 
by canceling the various parts (notice the color coding). First canceling the square (the red color) 


and breaking to two fractions and in the first one canceling the numerator (green color) second one 
canceling the denominator (cyan color), one can obtain 


(12.148a) 





(1 10)" oe (£6(9©) -s@(F) ) (9)  (@) 
g(&) I (over)" g9(§) f(€) 
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10¢ Ow 
ipl ae 12.148b 
r 00 Or ( Bp) 
In the case of the dipole, the knowledge of the potential function is used to obtain 
the stream function. The derivative of the potential function as respect to the radius is 


Od — Qo cosA1 0 











= 12.14 
Or Qn r? r OO ( 9) 
And 
10¢ Qo sin@ dW 
= 12.1 
r00 2x7 r? Or ( at) 
From equation (12.149) after integration with respect to one can obtain 
sic OO i a2 hs (12.151) 
27Tr 
and from equation (12.150) one can obtain that 
5M) DO gg f(r) (12.152) 


Or nr? 


The only way that these conditions co-exist is f(r) to be constant and thus f’(r) is 
zero. The general solution of the stream function is then 


Qo sin 6 


27T 





y= (12.153) 


es Cition: mathematical details which can be skippl ——_—_ 
The potential function and stream function describe the circles as following: In 
equation (12.153) it can be recognized that r = \/x? + y? Thus, multiply equation 


(12.153) by r and some rearrangement yield 


r2 





r sind 











2 auntie 
A gt | (12.154) 
Qo 
Further rearranging equation (12.154) provides 
—————_ 
—“ r sind 2 2 
Pap |= Qo cn Qo a Qo (12.155) 
27 yw 27y 27 


and converting to the standard equation of circles as 














2 2 
yp- v+( Qo ) +27 = ( Qo ) (12.156) 
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Fig. -12.12. Stream lines and Potential lines for Doublet. The potential lines are in gold color 
to crimson while the stream lines are cyan to green color. Notice the smaller value of the 
stream function translates the smaller circle. The drawing were made for the constant to be 
one (1) and direct value can be obtained by simply multiplying. 














_— mums End Caution: mathematical deta —_— —x« — 
The equation (12.153) (or (12.156) represents a circle with a radius of ear 
with location at x =O and y=+ mo . The identical derivations can be done for the 


potential function. It can be noticed that the difference between the functions results 
from difference of r sin @ the instead of the term is r cos 0. Thus, the potential functions 
are made from circles that the centers are at same distance as their radius from origin 
on the x coordinate. It can be noticed that the stream function and the potential 
function can have positive and negative values and hence there are family on both sides 
of coordinates. Figure [12.12] displays the stream functions (cyan to green color) and 
potential functions (gold to crimson color). Notice the larger the value of the stream 
function the smaller the circle and the same for the potential functions. 

It must be noted that in the derivations above it was assumed that the sink is 
on the left and source is on the right. Clear similar results will obtained if the sink and 
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source were oriented differently. Hence the dipole (even though) potential and stream 
functions are scalar functions have a direction. In this stage this topic will not be treated 
but must be kept in question form. 


Example 12.6: 

This academic example is provided mostly for practice of the mathematics. Built the 
stream function of dipole with angle. Start with a source and a sink distance r from 
origin on the line with a angle GB from x coordinates. Let the distance shrink to zero. 
Write the stream function. 


12.3.1 Flow Around a Circular Cylinder 


After several elements of the potential flow were built earlier, the first use of these 
elements can be demonstrated. Perhaps the most celebrated and useful example is the 
flow past a cylinder which this section will be dealing with. The stream function made 
by superimposing a uniform flow and a doublet is 


Qo sin@ Qo r sind 











= — = sin 8 + — 12.1 
w Vout a— Uor sin ton 72 ( 57) 
Or after some arrangement equation (12.157) becomes 
Ww =Uor sind {1+ _@o (12.158) 
2Ug mr? 
Denoting sit as —a? transforms equation (12.158) to 
42 
yw =Uor sind (1 - = (12.159) 
| fa 
The stream function for w = 0 is 
a? 
0 =Uor sind (1 - =) (12.160) 


This value is obtained when 0 = 0 or 06 = 7 and/or r = a. The stream line that is 
defined by radius r = a describes a circle with a radius a with a center in the origin. 
The other two lines are the horizontal coordinates. The flow does not cross any stream 
line, hence the stream line represented by r = a can represent a cylindrical solid body. 

For the case where 7 # 0 the stream function can be any value. Multiplying 
equation by r and dividing by Up a? and some rearranging yields 


2 

mae (=) sin @ — sin 0 (12.161) 
aaUg a 

It is convenient, to go through the regular dimensionalzing process as 


i r—1=0 (12.162) 





Fw = (F)? sind—sin@ or F-- 


sin 0 
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The radius for other streamlines can found or calculated for a given angle and 
given value of the stream function. The radius is given by 


2 


oo. vy 
sinO (=) aie 


C= 12.1 
T : (12.163) 














It can be observed that the plus sign must be used for radius with positive values (there 
are no physical radii which negative absolute value). The various value of the stream 
function can be chosen and drawn. For example, choosing the value of the stream 
function as multiply of w = 2n (where n can be any real number) results in 


2n a 2n “RA 
sinO sin 6 


T= 5 = ncsc(@) + \/n? csc?(9) + 1 (12.164) 














The various values for of the stream function are represented by the ratios n. For 
example for n = 1 the (actual) radius as a function the angle can be written as 


r=a (csc() + v/csc?() + 1) (12.165) 


The value csc(@) for 6 = 0 and @ = 7 is equal to infinity (00) and for values of 
csc(O = 7/2) = 1. Similar every line can be evaluated. The lines are drawn in Figure 
12.13 

The velocity of this flow field can be found by using the equations that were 
developed so far. The radial velocity is 


10 . 
U~= = Up cosé (1 = ==) (12.166) 
The tangential velocity is 
ra) 2 


Example 12.7: 
A sink is placed in a uniform flow field from the left to right. Describe flow field by the 
stream lines. Find the shape of the solid body described by this flow. 


SOLUTION 


The stream function for uniform flow is given by equation (12.80b)) and the stream by 
equation (12.90) (with positive sign because it is source). Hence the stream function is 


w= Uor sind+ 2 6 (12.VIl.a) 
T 
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Fig. -12.13. Stream function of uniform flow plus doublet results in solid body with flow around 
it. Stream function (n and not wy) starts from -2.0 (green line) to 3 the (purple line). The 
negative streamlines lines are inside the solid body. The arrows are calculated by trapping 
the y for given w around the end points. Hence, the slight difference between the arrow and 
the line. The more negative the stream function the smaller the counter. The larger positive 
stream function the further away the line form the x coordinate. It can be noticed closer the 
“solid body” the lines are more curved. The GLE code is attached in the source code to this 


book. The value of n is the bubbles. 
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For w = 0 equation (12.VIl.al) becomes 


_ Qo 12.VII.b 
0 "Da Up sind cy 


or in for any value of stream function, ~ as 


p= ae (12.Vll.c) 
Up sind = 27Up sind 





The long cigar shape resulted from the combination of the uniform flow with the 
source is presented in Figure{12.14| The black line represents the solid body that created 
and show two different kind of flows. The exterior and the interior flow represent the 
external flow outside and the inside the black line represents the flow on the enclosed 
body. 

The black line divides the streamline, which separates the fluid coming from the 
uniform source the flow due to the inside source. Thus, these flows represent a flow 
around semi-infinite solid body and flow from a source in enclosed body. 

The width of the body at 
infinity for incompressible flow 
can be determined by the condi- 
tion that the flow rate must be 
the same. The velocity can be ob- 
tained from the stream function. 


Substituting into (12.VII.b) 


as 


r sind : 
~~ _ QP (42.Mil.d) 
27 Up 


An noticing that at 9 = 7 is on 
the right hand side (opposite to 
your the intuition) of the solid 
body (or infinity). Hence equa- 
tion (12.VII.d) can be written as 





Or _ Q (12.Vil.e) Fig. -12.14. Source in the Uniform Flow. 





a Ga, 2 

It can be noticed that sign in front of y is accounted for and thus removed from 
the equation. To check if this analysis is consistent with the continuity equation, the 
velocity at infinity must be U = Up because the velocity due to the source is reduced as 
~ 1/r. Hence, the source flow rate must must be balanced (see for the integral mass 
conservation) flow rate at infinity hence 


Q=Un2y= 22% = Qo (12.VIL.f) 
0 
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The stagnation point can be seen from Figure [12.14] by ascertaining the location 
where the velocity is zero. Due to the symmetry the location is on “solid” body on the 
x—coordinate at some distance from the origin. This distance can be found by looking 
the combined velocities as 


Qo Qo 
U, = => = 
o Oar " 27 Up 








(12.VIl.g) 


End Solution 








Pressure Distribution 


One advantage of the inviscid flow approach is the ability to have good estimates 
of the pressure and velocity distribution. These two (pressure and velocity distribution) 
are related via the Bernoulli’s equation. The explanation and use is based on a specific 
example and for a specific information. 

To illustrate this point the velocity distribution consider a doublet in uniform 
flow which was examined earlier. The velocity field is a function of «, y and hence to 
answer questions such as the location where the highest velocity or the highest velocity 
itself is required to find the maximum point. This operation is a standard operation in 
mathematics. However, in this case the observation of Figure [12.13] suggests that the 
height velocity is at the the line of the y—coordinate. The fundamental reason for the 
above conclusion is that the area symmetry around y coordinate and the fact that cross 
area shrink. 

The radial velocity is zero on the y- 
coordinate (due the symmetry and similar ar- 
guments) is zero. The tangential velocity on 
the “solid” body is 





Up = —2Up sind (12.168) 


The maximum velocity occurs at 


HUY 





dU, 
7 = —2Uy cosd = 0 (12.169) 
Fig. -12.15. Velocity field around a doublet 
The angle 7/2 and 37/2 are satisfying equa- jn uniform velocity. 


tion (12.169). The velocity as function of the 


radius is 


a 


2 
E Up (1 + = (12.170) 
r 





Ug = 


Where the negative sign is for 9 = 2/2 and the positive sign for 6 = 3727/2. That is the 
velocity on surface of the “solid body” is the highest. The velocity profile at specific 
angles is presented in Figure (12.15). 

Beside the velocity field, the pressure distribution is a common knowledge needed 
for many engineering tasks. The Euler number is a dimensionless number representing 
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the pressure and is defined as 


Po — Poo 
Eu = —|——= (12.171) 
3 p Uo" 


In inviscid flow (Euler's equations) as a sub set of Naiver-Stokes equations the energy 
conserved hence (see for discussion on Bernoulli equation), 


1 1 
Po =P+5pU" or Beara. pu: (12.172) 


Dividing equation (12.172) by Up” yields 


P-P 1 UV? Po -—P U? 
a = pag SSE (12.173) 
Uo 2° Uo 53 pUo Uo 








The velocity on the surface of the “solid” body is given by equation (12.168) Hence, 


Pyo-P 
5 =4 sin? 0 (12.174) 
3 PUo 





It is interesting to point that integration of the pressure results in no lift and no resistance 
to the flow. This “surprising” conclusion can by provided by carrying the integration of 
around the “solid” body and taking the a or y component depending if lift or drag is 
calculated. Additionally, it can noticed that symmetry play major role which one side 
cancel the other side. 


Example 12.8: 

Derive an expression for a two dimensional doublet angle to the x coordinate. from the 
superposition of a source and a sink with the same strength m and located a distance 
2a appart from each other. 


SOLUTION 


The superposition of the source and sink follows: 





(x,y) = x (1 Ve — acos6)” + (y — asin)” 





+ In /(a + acos 6)? + (yr asin’? | 


Let pp = 2ma then 





= li 
(x,y) = lim ea 





(1 Ve —acos6)” + (y—asin@)? 





+ In V(x + acos 6)? + (y+ asin? ) 
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From mathematical point of view this can be replaced by 








o(z,y) = ae (in y/(@ = acos0)* + (y—asindy 


~ Oa2nra 





+ In /(a + acos 6)? + oF asin) 





a=0 
The results of the latst equation after some manipolations can be summirized as 


fb xcosé+y sind 


20 x? + y? 





o(x,y) = 





End Solution 


12.3.1.1 Adding Circulation to a Cylinder 


The cylinder discussed in the previous sections was made from a dipole in a uniform 
flow field. It was demonstrated that in the potential flow has no resistance, and no lift 
due to symmetry of the pressure distribution. Thus, it was suggested that by adding 
an additional component that it would change the symmetry but not change the shape 
and hence it would provide the representation cylinder with lift. It turned out that this 
idea yields a better understanding of the one primary reason of lift. This results was 
verified by the experimental evidence. 

The linear characteristic (superposition principle) provides by adding the stream 
function of the free vortex to the previous the stream function for the case. The stream 


function in this case (see equation (12.159) is 


\ 7 
y= Uor sind (1 (=) ) s =- ns (12.175) 





It can be noticed that this stream function (12.175) on the body is equal to 
w(r = a) = 0. Hence, the shape of the body remains a circle. The corresponding radial 
velocity in cylindrical coordinates (unchanged) and is 


_ 1dy | a\2 
U, = = SE = Up cos (1 = (=) ) (12.176) 


The tangential velocity is changed (add velocity at the top and reduce velocity at the 
bottom or vice versa depending of the sign of the I’) to be 


OW : a\? T 
Us = - 5 = Up sind (1 in (*) ) +5 (12.177) 
As it was stated before, examination of the stream function y = 0 is constructed. 


As it was constructed and discussed earlier it was observed that the location of stag- 
nation stream function is on r = a. On this line, equation (12.175) can be written 
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as 


2 
0 = Uor sind (1 - (2) )+xms (12.178) 
r 


or 








sin 8 = 
Uo r 














(12.179) 








AnUg—a 1- (2) ~ AnUora ; (1) 
Fs z 














At the point r = a the ratio in the box is approaching 0/0 and to examine what happen 
to it L’Hopital’s rule can be applied. The examination can be simplified by denoting 
€ = (a/r)? =F and noticing that € = 1 at that point and hence 


1 


.. me. 4, é = 
Hee T-e7 hee = in —1 (12.180) 





Hence, the relationship expressed in equation (12.178) as 


. —T 


This condition (12.181) limits the value of maximum circulation on the body due to 
the maximum value of sin function. The doublet strength maximum strength can be 


The condition 
IT] <4aUoa (12.182) 


The value of doublet strength determines the stagnation points (which were 
moved by the free vortex so to speak). For example, the stagnation points for the 


value TP = —2.\/2— /3aUpa can be evaluated as 

















—r 
ase 
2V/2-vV3nUoa 54/3 
sin @ = = 124 
sin rea 5 ( 83) 


The solution for equation (theta, 0) (12.183) is 15° or 7/12 and 165° or 117/12. For 
various stagnation points can be found in similar way. 


448 CHAPTER 12. POTENTIAL FLOW 


The rest of the points of the stagnation stream lines are found from the equation 
(12.179). For the previous example with specific value of the ratio, [ as 


a\2 
Va—V8a ™ (>) 
27 L- (“) 
r 
There is a special point where the two points are merging 0 and 7. 


For all other points stream function can be calculated from equation (12.175) can 
be written as 





sin 0 = (12.184) 











w r a\2 T r 

—— =" sing (1- (5) 1 12.1 

Ug a a . 7 Satin a ( 5) 
or in a previous dimensionless form plus multiply by 7 as 

a 2 = 

rw = 1 Tr _ 

= 1 ] 12.186 
sin 0 7 ( (=) 2aUoa sin@ oe ( ) 


After some rearrangement of moving the left hand side to right and denoting [ = 








2 an 
Te along with the previous definition of y = 2n equation (12.186)) becomes 
TUQa 
3 PD 20 r Inr 
a 12.1 
a sin 6 sin 6 ( a) 


Note the sign in front the last term with the [’ is changed because the ratio in the 
logarithm is reversed. 

The stagnation line occur when n = 0 hence equation satisfied for all 
T = 1 regardless to value of the 6. However, these are not the only solutions. To obtain 


the solution equation (stagnation line) (12.187) is rearranged as 


217 nF 
6 =sin7! (aS) (12.188) 


1-7? 


Equation (12.187) has three roots (sometime only one) in the most zone and 
parameters. One roots is in the vicinity of zero. The second roots is around the one 
(1). The third and the largest root which has the physical meaning is obtained when 
the dominate term 7? “takes” control. 

The results are shown in Figure [12.16] ee el depicts the stream lines 
when the dimensionless vortex is below one. Figure depicts the limiting case 
where the dimensionless vortex is exactly one. Once the dimensionless vortex exceeds 
one, the stagnation points do touch the solid body. 


Example 12.9: 
This question is more as a project for students of Fluid Mechanics or Aerodynamics. 
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(a) Streamlines of doublet in uniform field (b) Boundary case for streamlines of dou- 
with stagnation point on the body. [ = blet in uniform field merged stagnation 
0.2 for this figure. points. 


Fig. -12.16. Doublet in a uniform flow with Vortex in various conditions. Typical condition for 
the dimensionless Vortex below on and dimensionless vortex equal to one. The figures were 
generated by the GLE and the program will be available on the on-line version of the book. 


The stream lines can be calculated in two ways. The first way is for the given n, the 
radius can be calculated from equation (12.187). The second is by calculating the angle 
for given r from equation (12.188). Examine the code (attached with the source code) 
that was used in generating Figures[12.16| and describe or write the algorithm what was 
used. What is the “dead” radius zones? 


Example 12.10: 
Expand the GLE provided code to cover the case where the dimensionless vortex is over 
one (1). 


Pressure Distribution Around the solid Body 


The interesting part of the above analysis is to find or express the pressure around 
the body. With this expression the resistance and the lift can be calculated. The body 
reacts to static pressure, as opposed to dynamic pressure, and hence this part of the 
pressure needed to be evaluated. For this process the Bernoulli's equation is utilized 
and can be written as 


1 
Py = Po — 5p (U,.? + Up”) (12.189) 


It can be noticed that the two cylindrical components were accounted for. The radial 
component is zero (no flow cross the stream line) and hence the total velocity is the 
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tangential velocity (see equation (12.177) where r = a) which can be written as 








Ug = 2Up sind + (12.190) 
27a 
Thus, the pressure on the cylinder can be written as 
1 . 2UoT sind [? 
P = Py — = p( 4Up’ sin? 0 4 12.191 
5( pee Ta a) ede 


Equation is a parabolic equation with respect to @ (sin@). The symmetry 
dictates that D'Alembert’s paradox is valid i.e that there is no resistance to the flow. 
However, in this case there is no symmetry around « coordinate (see Figure|12.16). The 
distortion of the symmetry around x coordinate contribute to lift and expected. The 
lift can be calculated from the integral around the solid body (stream line) and taking 
only the y component. The force elements is 


dF = —j-PndA (12.192) 


where in this case j is the vertical unit vector in the downward direction, and the 
infinitesimal area has direction which here is broken into in the value dA and the 
standard direction n. To carry the integration the unit vector n is written as 


n=icosé+jsin@ (12.193) 


The reason for definition or split (12.193) to take into account only the the vertical 
component. Using the above derivation leads to 





j-n = sind (12.194) 
The lift per unit length will be 
on 1 OUT sing r eq.2.194) 
L=-f i=) | tyes sind ad6 
0 2 TG An? a? 
(12.195) 


Integration of the sin@ in power of odd number between 0 and 277 is zero. Hence the 
only term that left from the integration (12.195) is 


pUoT 
Ta 


L= 





20 
/ sin? 0d0 = Up pI (12.196) 
0 


The lift created by the circulating referred as the Magnus effect which name after a 
Jewish scientist who live in Germany who discover or observed this phenomenon. In 
fact, physicists and engineers dismiss this phenomenon is “optical illusion.” However, 
the physical explanation is based on the viscosity and the vortex is the mechanism that 
was found to transfer the viscosity to inviscid flow. 
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In certain ranges the simultaneously translate and ro- Up—rw 
tation movement causes the lift of the moving object. This _—_ 
can be observed in a thrown ball with spin over 1000 rpm 
and speed in over 5 m/sec. In these parameters, the ball fos Uo 
iS moving in curved line to the target. To understand the — ir, 


reason for this curving, the schematic if the ball is drawn 
(Figure[12.17). The ball is moving to the right and rotating 
counter clockwise. The velocity at the top of the ball is re- 
duced due to the rotation while the velocity at the bottom 
of the ball is increased. According to Bernoulli's equation, 
reduction or increase of the velocity changes the static pres- 
sure. Hence, the static pressure is not symmetrical and it 
causes a force perpendicular to the ball movement. It can 
be noticed the direction of the rotation changes the direction of the forces. In addition 
to the change of the pressure, the resistance changes because it is a function of the 
velocity. In many ranges the increase of the velocity increase the resistance. Hence, 
there are two different velocities at the top and bottom. The resistance, as a function 
of the velocity, is different on the bottom as compared to the top. These two different 
mechanisms cause the ball to move in perpendicular direction to the flow direction. 

The circulation mimics the Magnus's effect and hence it is used in representative 
flow. In the above discussion it was used for body of perfect circular shape. However, it 
was observed that bodies with a very complicated shape such as airplane wing, the lift 
can be represented by of vortex. This idea was suggested independently by the German 
Martin Wilhelm Kutta from the numerical method of Runge-Kutta and by the Russian 
Nikolay Yegorovich Zhukovsky (Joukowski). Zhukovsky suggest that the dimensionless 
nature of vortex is controlling the any shape. The extension can be done by defining 
the circulation as 





Uotr w 


Fig. -12.17. Schematic to 
explain Magnus’s effect. 


r=$ U-ds= 4 U cos 6 ds (12.197) 
c c 


KuttaJoukowski theorem refers to 


pe go 5 
the equation — —— OO 
— 

fpr (12.198) 


The circulation of a ball or cylinder — Fig. -12.18. Wing in a typical uniform flow. 

is easy to imagine. Yet a typical air plane 

do not rotate. Perhaps, the representation 

of inviscid flow of with vortex can represent the viscous flow. For example flow airplane 
wing will have typical stream line such as shown in Figure [12.18] However, the viscous 
flow does not behaves in this fashion especially at the trailing part of the wing. The 
flow around the wing sheds vortexes because the sharp turn of the flow. The sheds 
vortexes existence is like the free vortexes since integral including these vortexes can be 
included in the calculations of the circulation (see equation (12.197). 
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12.4 Complex Potential 
12.4.1 Complex Potential and Complex Velocity 


The definition of Cauchy—Riemann equations can lead to the definition of the complex 
potential F(z) as following 


F(z) = d(@,y) +iv(a,y) (12.199) 


where z = 2+ 7y. This definition based on the hope that F' is differentiable and 
continuoug?| or in other words analytical. In that case a derivative with respect to z 
when z is real number is 





dF dF do .dy~ 
dz de de dz 


On the other hand, the derivative with respect to the z that occurs when z is pure 
imaginary number then 


(12.200) 





dF 1dF dF de dw 
= = = 12.201 
dz it dy ' dy dy = dy eeoon) 


Equations (12.200) and (12.201) show that the derivative with respect to z depends on 


the orientation of z. It is desired that the derivative with respect z will be independent 
of the orientation. Hence, the requirement is that the result in both equations must be 
identical. Hence, 


ad _ ay 
in = By (12.202) 

ao ay 

ay a ae 


In fact, the reverse also can be proved that if the Cauchy—Riemann equations condition 
exists it implies that the complex derivative also must be exist. 

Hence, using the complex number guarantees that the Laplacian of the stream 
function and the potential function must be satisfied (why?). While this method cannot 
be generalized three dimensions it provides good education purposes and benefits for 
specific cases. One major advantage of this method is the complex number technique 
can be used without the need to solve differential equation. The derivative of the F’ is 
independent of the orientation of the z and the complex velocity can be defined as 


dF 
W(z) = — (12.204) 
dz 
This also can be defined regardless as the direction as 
dF Oo. .Ow 
= — = — +i 12.2 
W(z) ae oe ine (12.205) 





8 An analytic function is a function that is locally given by a convergent power series. 
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Using the definition that were used for the potential and the stream functions, one can 
obtain that 


Gp = U2 ~ Uy (12.206) 
z 


The characteristic complex number when multiplied by the conjugate, the results 
in a real number (hence can be view as scalar) such as 


WW = (Uz —iUy) (Ur + iUy) = Uz” + Uy? (12.207) 


In Bernoulli's equation the summation of the squares appear and so in equation (12.207). 
Hence, this multiplication of the complex velocity by its conjugate needs velocity for 
relationship of pressure—velocity. 

The complex numbers sometimes are easier to handle using polar coordinates in 
such case like finding roots etc. From the Figure the following geometrical transforma- 
tion can be written 


U, = U, cos 6 — Ug sind (12.208) 
and 
U, =U, sin@ + Ug sind (12.209) 
Using the above expression in the complex velocity yields 
W = (U, cos 6 — Ug siné) — i (U; sin @ + Up cos 0) (12.210) 
Combining the r and 8 component separately 
W =U, (cos@ — isin0) — Ug (cosé — isin @) (12.211) 


It can be noticed the Euler identity can be used in this case to express the terms that, 
are multiplying the velocity and since they are similar to obtain 


W = (U, —iUg)e—® (12.212) 


Uniform Flow 


The uniform flow is revisited here with a connection to the complex numbers 
presentation. In the previous section, the uniform flow was present as the flow from 
the left to right. Here, this presentation will be expanded. The connection between 
the mathematical presentation to the physical flow is weak at best and experience is 
required. One can consider the flow that described by the function 


F(z) =cz=c(x£+i) (12.213) 


The the complex flow is 


454 CHAPTER 12. POTENTIAL FLOW 
The complex velocity was found to be represented as 
W=c=U,-iU, (12.215) 


There are three extreme cases that need to be examined. The first case is when c is a 
real number. In that case, it requires that U, = c which is exactly the case that was 
presented earlier. The case the constant is imaginary resulting in 


Uz —iUy = —t¢ (12.216) 
When it was chosen that the constant value is negative it yields 
Uy =e (12.217) 


This kind of flow is when the direction is upward and was not discussed in the standard 
presentation earlier. The third case, the constant is a complex number. In that case, 
the complex number is present in either polar coordinate for convenience or in Cartesian 
coordinate to be as 


F(z) =ce-*z (12.218) 
The complex velocity will be then 
W(z) =c cos@—ic sind (12.219) 


Hence the component of the velocity are 


Uy, = c cos 
(12.220) 


Uy =c sind 


This flow is the generalized uniform flow where the flow is in arbitrary angle with the 
coordinates. In general the uniform flow is described in two-dimensional field as 


F(z) =Uje~* z (12.221) 


This flow contains two extremes cases discussed earlier horizontal and vertical flow. 


Flow in a Sector 


The uniform flow presentation seem to be just repeat of what was done in the 
presentation without the complex numbers. In sector flow is an example where the 
complex number presentation starts to shine. The sector flow is referred to as a flow in 
sector. Sector is a flow in opening with specific angle. The potential is defined as 


F(z) =U 2” (12.222) 
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where n > 1 the relationship between the n and opening angle will be established in 
this development. The polar represented is used in this derivations as z = re’? and 
substituting into equation (12.222) provides 


F(z) =Uor” cos(n@) +1Uor” sin(n@) (12.223) 
The potential function is 
@ =Uor” cos(né) (12.224) 
and the stream function is 
w =Upor” sin(nd) (12.225) 


The stream function is zero in two extreme cases: one when the 6 = 0 and two when 
§ = 7 /n. The stream line where 7 = 0 are radial lines at the angles and 6 = 0 and 
6 = 1/n. The zone between these two line the streamline are defined by the equation 
of w = Upr” sin(n@). The complex velocity can be defined as the velocity along these 
lines and is 


W(z) =nUp gril =nUp pr—let (n-1)0 _ 
= nUpr"! cos(n) +inUgr”™ | sin(nd) e*® (12.226) 


Thus the velocity components are 

U, =nUpr" * cos(né) (12.227) 
and 

Up = —nUpr”* sin(n@) (12.228) 


It can be observed that the radial velocity is positive in the range of 0 < @ < =~ while 


it is negative in the range = <6 < 7. The tangential velocity is negative in the 


0 <@< 5. while it is positive in the range 5- <0 < = 

In the above discussion it was established the relationship between the sector 
angle and the power n. For n the flow became uniform and increased of the value of 
the power, m reduce the sector. For example if n = 2 the flow is in a right angle sector. 


Generally the potential of shape corner is given by 


F(z) =Up2” (12.229) 


Flow Around a Sharp Edge 


It can be observed that when n < 1 the angle is larger then 7 this case of flow 
around sharp corner. This kind of flow creates a significant acceleration that will be 
dealt in some length in compressible flow under the chapter of Prandtl-Meyer Flow. 
Here it is assumed that the flow is ideal and there is continuation in the flow and large 
accelerations are possible. 
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Fig. -12.19. Contour of two dimensional body with control volume. 


There is a specific situation where there is a turn around a a flat plate. In this 
extreme case is when the value of n < 0.5. In that case, the flow turn around the 27 
angle. In that extreme case the complex potential function is 


F(z) =cVz (12.230) 


If the value of c is taken as real the angle must be limited within the standard 360° and 
the explicit potential in polar coordinates is 


F(z) =cyre®?*? (12.231) 
The the potential function is 
0 
o=cyr cos 3 (12.232) 
The stream function is 
. 6 
w=cyr sin 5 (12.233) 


The streamlines are along the part the sin zero which occur at 6 = 0 and 0 = 27. 


12.5 Blasius’s Integral Laws 


In the previous sections it was shown that solid bodies can represented by elementary 
elements that that obey Laplace's Equation equation. It was shown that these bodies 
follow DAlemberts paradox. This can be observed by utilizing Bernoulli's equation 
to calculate the pressure distribution. Several parameters derived with these kind of 
calculation are related to the circulation. These important parameters are the focus 
of this section. To examine this point an two-dimensional arbitrary body is examined. 
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Suppose that this arbitrary body is enclosed by a control volume as depicted in the 
Figure ??. 

The lifting force and the resistance (force) are depended on the pressure distri- 
bution along the body and with the body surface contour. This analysis is attempted 
to find the what part the core contributor the these forces. The force can be utilize 
the momentum equation applied to the control volume. It can noticed that the body 
surface is actually a stream line where no flow accords. The force due to the pressure 
on body is eliminated because D’Alembert’s paradox. There is no force acting on the 
body because there is no shear stress. Hence the force on the body in the x coordinate 
can be written as 


—F,- Pdxz= ¢ pU, (Uz dy — Uy dx) (12.234) 


Cout out 


The right hand side is written from the observations the U,, contribute to the momen- 
tum while the the U,, detracts from the momentum. Under the same arguments the 
momentum equation can be written in the y direction as 


—Fy— Pdy= ¢ pu, (U, dy — U, dz) (12.235) 


Cout 


Equations (12.234) and (12.235) allow to solve the forces (resistance and the lift) as 


F, = §, Pdx+pU, (Uz dy — Uy dz) 


out 


i= $04 Pdy+ pu, (Uz dy — Uy dz) 


(12.236) 





The Bernoulli's equation can be used to eliminate the pressure from equation (12.236) 
as P+p (U,” +U,”)/2= Cp where Cz is a constant. 


F, =p §., (Us —U,") dy + Uz Uy da] 
Fy =—p §..., [(Ux* — Uy”) da + Uy Uy dy] 


(12.237) 


It can be noticed that the identity $C = 0 was used. It happened that equation can 
be represented by the complex velocity as 





Ist Blasius’ Theorem 


F, —iF, = if gw dz (12.238) 





This identity can be proved by carrying the expanding the terms in equation (12.240). 


W? dz -¢ (Uy, — iUy)* (dx + idy) = 


out 


¢ [ (Ux? — Uy) dx + 2Uz Uy dy +i (Uz? — Uy?) dx + 2U, Uy dy] (12.239) 


out 
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Which is the same as in equation It has to be emphasized the F), and Fy, 
are the forces that act on the through the center of mass. And the complex velocity 
W(z) is the velocity that determined also by the derivative of the complex potential. 
The evaluation of the integral is normally done by computed by using Cauchy's residue 
theorem. 

The 1% Blasius theorem is referred to the forces that act through the center of 
mass the same can done for the moment that act on the center of the mass. 





SSS] 


2nd Blasius’ 
a 5 fw a (12.240) 











12.5.1 Forces and Moment Acting on Circular Cylinder. 


The approach adapted in “Ideal Flow” was to find a solution specific shape and then 
convert any shape to the “solution” shape. The conversion of shapes is referred as 
conformal mapping. The chosen shape is the simplest as a cylinder. The complex 
potential of cylinder was given as 


W(z) =U (1 = =) (12.241) 


The velocity square in that case is 





2 2:2 4A ‘ T iUT 2 
oe © a*  iU iUTa (12.242) 


T 
ZA nz Amn z2 Tr 23 


W?(2) =U? 


z 


Utilizing the Blasius's first theorem reads 


F,—tky = . (27: > W? (residues in side the control volume) (12.243) 


According the theory, the residue contribution is due to the singular points of the form 
of c/z contribute. In the is case 


(20 ()) =-ipUT (12.244) 
TT 


This calculations show that there is no resistance force but the force in the y direction 
(the lift) is equal 








— Kutta-Joukowski Theorem — 
| Hi=— pur (12.245) 
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According to Kutta—Joukowski theorem there is no lift if there is no vortex. Interesting 
this fact was observed in creation of circulation (vortex) in many aviation devices. 
Furthermore, the direction of the circulation (clockwise or counterclockwise) determines 
the direction of the lift up or down. The examination of the moment on cylindrical shape 
can be done by Blasius second theorem. 


9) Pig) 44 . T 5 T 2 
Neo ao ae a ee (12.246) 


Zz 23 7 An? z mT 22 





The moment is depends on the residue. In this case there two terms the contribute to 
the residue. 


Pa Oneal See =) (12.247) 
~ 95 ea Vie aq = ‘ 


This result could be explained by the symmetry that there is no moment. 


12.5.2 Conformal Transformation or Mapping 


12.6 Unsteady State Bernoulli in Accelerated Coordinates 


12.7 Qualitative questions 


1) The potential function is given by 
d=2°-32y° (Question 12.a) 


Determine the the velocity components of this potential function. Calculate the 
stream function and sketch the stream function. 


2) A Wheel-type flow is a flow describe by the equation 
r . 
Us = Uo = (Question 12.b) 
0 
Where radial velocity is zero U;. = 0 and ro is typical dimension in this case. Demon- 
strate that such flow can be potential flow. Calculate the vorticity in this case. 
3) The stream line function is given by the equation 
wy=Uprt+ @o cot! = (Question 12.c) 
27 Yy 


Calculate the Cartesian components of the velocity field. Sketch the stream line and 
the stagnation points of the flow. 
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12.8 Additional Example 


Example 12.11: 
The velocity field is described the the equation 


U=-3yj +327 (12.Xl.a) 
Draw the streamlines. Is there a potential function? If so what the potential function. 


SOLUTION 


The streamlines can be determined from equation (??) and therefore 


dy Uy 3x x 
=— = = 12.Xl.b 
dx Uy, 3y y ( ) 


Equation (12.XI.b)) is a simple ODE that can be solved by direction integration as 





ydy+adz=0=>y' +272 =c (12.Xl.c) 


These stream lines are of description of the circular streamlines. 


End Solution 


Example 12.12: 
A two dimensional flow field is given as 


a Me Big OTT. a OME a8 gO 
Uy = 5s-ye +y Us = 5 an +y (12.XIl.a) 
Find the stream function and what is the line described by 1 = 0? 


SOLUTION 


The stream function can be be obtained by integration as 


o= fu, dy + f(a) +e (12.XII.b) 


and 


b= [Urdet fy) +e (12.XIl.c) 
The integration of the equation (12.XIl.c)) leads 





o= | Kye +i dy + f(z) +e= In (2? + y*) + f(z) +e (12.XIl.d) 


it can be noticed that x? + y? = r? and hence equation (??) can be written as 





o= In (7) + f(@)+e= Je In(r) + f(z) +e (12.XIl.e) 
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Hence, 
o= — In(r) + f(a) +e (12.XI1.f) 
In the same fashion it can be done for the other direction as 
co + In(r) + fly) +e (12.XIl.g) 
It is evident from equations (12.XII.f) (12.X1l.g) that 
f(x) = fly) =e (12.XiII.h) 
In summary the potential function is 
=f m(r) +e (12.XI1.i) 
27 


But when r = 1 the potential @ = 0 (otherwise ) hence c = 0. 
The radial velocity is 


Ob 100 : 
a EN ee Ee 12.XIl. 
or Or r 06 ( )) 
In this case the stream function found by 
Ow pb ig 
= -s ye 12.XII.k 
ap oq an ( ) 


In the same fashion it is done to in the @ direction as 


Loy _ _ op 
r Or Or 





0 (12.XII.1) 





Us 


Hence, f(r) = constant. Thus, 


ap 
27 


~ (12.248) 


End Solution 








Example 12.13: 
Uniform along the direction of the x coordinate needs several different different flows 
structures. Draw the streamline for these various situation. 


1. Source 3. Left Doublet 
2. Sink 4. Right Doublet 


Explain why the stream line looks the way the looks. 


SOLUTION 


The flow description of source and uniform flow is provided earlier by Rankine body what 
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Fig. -12.20. Uniform flow with a sink. 


is shown in Figure [12.14] The flow of an uniform flow around sink can be analyzed by 
looking the extreme situations. The flow at the far left (downstream) is not affected 
by the sink. The same argument can be said to the far right (downstream), the flow 
is not affected by the missing flow (sink) because it is divided by the infinite size of 
the uniform flow. From dimensional analyzed this situation is similar an infinitely weak 
sink in uniform flow. The flow at the right (downstream) is affected by the sink. The 
streamline are given by the equation of 


wy = U_r sind — cs 0 (12.XIll.a) 
20 


At the case of w = 0 the solid body that it is created is exact opposite of the of source 
and uniform flow. The situation is depicted in Figure 

Uniform flow with right doublet was described before. Uniform flow with left 
doublet (sink is upstream and source downstream) has different characteristic. 


End Solution 
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Table -12.1. Table of Basic Solutions to Laplaces' Equation 


Stream Function | Potential Function | Complex Potential 


Uniform Flow 
in x 


Uniform Flow 
in y 


Uniform Flow 
_Q, 
27 


Source 


Vortex r 


Doublet Eq. (12.120) 


Dipole 7 cos 


Stream Function Potential Function 
> —— —_ 


z direction 


Continued on next page 
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Table -12.2. Axisymetrical 3—-D Flow (continue) 


I Name si Stream Function Potential Function 
fName fw CT 


S Q cos @ Q 
ania A4nr A4nr 
8 2 

A4nr 











= 2) 2 2) 
Doublet vie 4 ee 











(a — a)? +y? +2? 


Doublet sin? eeaegy 
A4nr? 


Table -12.3. Table of Complex Potential for 2D Flow 





jo 
5 iy 3 \one® 
General Uniform see oe) 


Flow Voy 


Source in zo 


Sink in z 





Continued on next page 


12.8. ADDITIONAL EXAMPLE 


Table -12.3. Table of Complex Potential for 2D Flow (continue) 


Standard System 
[ame ____| Description __|_ Complex Potential 


Doublet in arbi- 
trary direction 


Dipole in x 


Dipole in y 


Dipole in general 
direction 





Vortex 


Straight Corner 





Continued on next page 
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Table -12.3. Table of Complex Potential for 2D Flow (continue) 


Standard System 


[Name ____| Description ____|__Complex Potential 


Sharp Corner 





Compressible Flow One Dimensional 


13.1 What is Compressible Flow? 


This Chapter deals with an introduction to the flow of compressible substances (gases). 
The main difference between compressible flow and “almost” incompressible flow is 
not the fact that compressibility has to be considered. Rather, the difference is in 
two phenomena that do not exist in incompressible flow. The first phenomenon is the 
very sharp discontinuity (jump) in the flow in properties. The second phenomenon is 
the choking of the flow. Choking is referred to as the situation where downstream 
conditions, which are beyond a critical value(s), doesn’t affect the flow. 

The shock wave and choking are not intuitive for most people. However, one 
has to realize that intuition is really a condition where one uses his past experiences 
to predict other situations. Here one has to build his intuition tool for future use. 
Thus, not only engineers but other disciplines will be able use this “intuition” in design, 
understanding and even research. 


13.2. Why Compressible Flow is Important? 


Compressible flow appears in many natural and many technological processes. Com- 
pressible flow deals, including many different material such as natural gas, nitrogen and 
helium, etc not such only air. For instance, the flow of natural gas in a pipe system, 
a common method of heating in the U.S., should be considered a compressible flow. 
These processes include flow of gas in the exhaust system of an internal combustion 
engine. The above flows that were mentioned are called internal flows. Compressible 
flow also includes flow around bodies such as the wings of an airplane, and is categorized 
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as external flow. 

These processes include situations not expected to have a compressible flow, such 
as manufacturing process such as the die casting, injection molding. The die casting 
process is a process in which liquid metal, mostly aluminum, is injected into a mold 
to obtain a near final shape. The air is displaced by the liquid metal in a very rapid 
manner, in a matter of milliseconds, therefore the compressibility has to be taken into 
account. 

Clearly, mechanical or aero engineers are not the only ones who have to deal with 
some aspects of compressible flow. Even manufacturing engineers have to deal with 
many situations where the compressibility or compressible flow understating is essen- 
tial for adequate design. Another example, control engineers who are using pneumatic 
systems must consider compressible flow aspects of the substances used. The com- 
pressible flow unique phenomena also appear in zoology (bird fly), geological systems, 
biological system (human body) etc. These systems require consideration of the unique 
phenomena of compressible flow. 

In this Chapter, a greater emphasis is on the internal flow while the external flow 
is treated to some extend in the next Chapter. It is recognized that the basic fluid 
mechanics class has a limited time devoted to these topics. Additional information 
(such as historical background) can be found in “Fundamentals of Compressible Flow” 
by the same author on Potto Project web site. 


13.3 Speed of Sound 








; Sound 
Most of compressible flow occurs at rela- d 
tive high velocity as compere to the speed < oe 
of sound. Hence, the speed of sound has ; P+dP 
to discussed initially. Outside the ideal p+dp 
gas, limited other situations will be dis- 
cussed. 


Fig. -13.1. A very slow moving piston in a still 
gas. 


13.3.1 Introduction 


People had recognized for several hundred years that sound is a variation of pressure. 
What is the speed of the small disturbance travel in a “quiet” medium? This velocity 
is referred to as the speed of sound and is discussed _first 

To answer this question consider a 
piston moving from the left to the right _dU 
at a relatively small velocity (see Figure 
(13.1). The information that the piston is 
moving passes thorough a single “pressure 
pulse.” It is assumed that if the velocity 
of the piston is infinitesimally small, the Fig. -13.2. Stationary sound wave and gas 
pulse will be infinitesimally small. Thus, moves relative to the pulse. 
the pressure and density can be assumed 








13.3. SPEED OF SOUND 469 


to be continuous. In the control volume it is convenient to look at a control volume 
which is attached to a pressure pulse (see Figure |13.2). Applying the mass balance 
yields 


pc=(p+dp)(c—du) (13.1) 
or when the higher term dU dp is neglected yields 


od = edp => dU = we (13.2) 


From the energy equation (Bernoulli's equation), assuming isentropic flow and neglect- 
ing the gravity results 


= 2 2 
(c “ . + =0 (13.3) 





neglecting second term (dU?) yield 
dP 


Substituting the expression for dU from equation (13.2) into equation (13.4) yields 


(13.5) 





An expression is needed to represent the right hand side of equation (13.5). For an ideal 
gas, P is a function of two independent variables. Here, it is considered that P = P(p, s) 
where s is the entropy. The full differential of the pressure can be expressed as follows: 


_ OP oP 


P=. 
d val 





ds (13.6) 


In the derivations for the speed of sound it was assumed that the flow is isentropic, 
therefore it can be written 
OF _.30F 
Op Op 





(13.7) 


Ss 


Note that the equation (13.5) can be obtained by utilizing the momentum equa- 
tion instead of the energy equation. 


Example 13.1: 
Demonstrate that equation (13.5) can be derived from the momentum equation. 
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SOLUTION 


The momentum equation written for the control volume shown in Figure is 





oF Jos U (p U dA) 
orl OOO 
(P+dP)-— P=(p+dp)(c— dU)? — pe? (13.8) 


Neglecting all the relative small terms results in 
~0 ~0 
dP = (p+dp) | 2 —2edt”+_—_aU — pe (13.9) 


And finally it becomes 
dP =c'dp (13.10) 


This yields the same equation as (13.5). 


End Solution 








13.3.2 Speed of Sound in Ideal and Perfect Gases 


The speed of sound can be obtained easily for the equation of state for an ideal gas (also 
perfect gas as a sub set) because of a simple mathematical expression. The pressure 
for an ideal gas can be expressed as a simple function of density, 9, and a function 
“molecular structure” or ratio of specific heats, & namely 


P = constant x p* (13.11) 
and hence 
P 
[OP tant x p* 

c= Op =k x constant x p*-! =kx —— (13.12) 

P 

=kx — 

p 


Remember that P/p is defined for an ideal gas as RT, and equation (13.12) can be 
written as 


is Ideal Gas Speed Sound 3 


c= VkRT (13.13) 





Example 13.2: 
Calculate the speed of sound in water vapor at 20|[bar] and 350°C, (a) utilizes the 
steam table, and (b) assuming ideal gas. 
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SOLUTION 


The solution can be estimated by using the data from steam tabld!| 


ae (13.14) 
° Ap s=constant 


k k 
At 20[bar] and 350°C: s = 6.9563 Ea p = 6.61376 I 
g 
k 
At 18[bar] and 350°C: s = 7.0100 lz ity | p = 6.46956 


|= § 
AS IE 


i: 
At 18[bar] and 300°C: s = 6.8226 cae | p = 7.13216 iy 


Kk 
After interpretation of the temperature: 
kJ 

At 18[bar] and 335.7°C: s ~ 6.9563 Fee 


a 
and substituting into the equation yields 


k 
p ~ 6.94199 Fa 
m 





200000 _ 24 = faa 


0.32823 sec 


SEC 


for ideal gas assumption (data taken from Van Wylen and Sontag, Classical Thermo- 
dynamics, table A 8.) 








c= VERT ~ v/1.327 x 461 x (350 4 273) ~ 771.5 [=] 


Note that a better approximation can be done with a steam table, and it --- 


End Solution 


13.3.3. Speed of Sound in Almost Incompressible Liquid 


Every liquid in reality has a small and important compressible aspect. The ratio of the 
change in the fractional volume to pressure or compression is referred to as the bulk 
modulus of the material. For example, the average bulk modulus for water is 2.2 x 10° 
N/m?. At a depth of about 4,000 meters, the pressure is about 4 x 10’ N/m?. The 
fractional volume change is only about 1.8% even under this pressure nevertheless it is 
a change. 

The compressibility of the substance is the reciprocal of the bulk modulus. The 
amount of compression of almost all liquids is seen to be very small as given in the Book 
“Fundamentals of Compressible Flow.” The mathematical definition of bulk modulus 
as following 


Br=p i (13.16) 





This data is taken from Van Wylen and Sontag “Fundamentals of Classical Thermodynamics” 2nd 
edition 
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In physical terms can be written as 


-Liquid/Solid Sound Speed —— 
ae a property = \2 (13.17) 
inertial property p 
For example for water 
2.2 x 10°N/m? 
= 4/ ——______ _ = 1493 
© \) 000k g/m ante 


This value agrees well with the measured speed of sound in water, 1482 m/s 
at 20°C’. A list with various typical velocities for different liquids can be found in 
“Fundamentals of Compressible Flow” by by this author. The interesting topic of sound 
in variable compressible liquid also discussed in the above book. It can be shown that 
velocity in solid and and slightly compressible liquid is expressed by In summary, the 
speed of sound in liquids is about 3 to 5 relative to the speed of sound in gases. 














13.3.4 Speed of Sound in Solids 


The situation with solids is considerably more complicated, with different speeds in 
different directions, in different kinds of geometries, and differences between transverse 
and longitudinal waves. Nevertheless, the speed of sound in solids is larger than in 
liquids and definitely larger than in gases. 

Young's Modulus for a representative value for the bulk modulus for steel is 160 
10° N /m?. A list of materials with their typical velocity can be found in the above 
book. 

Speed of sound in solid of steel, using a general tabulated value for the bulk 
modulus, gives a sound speed for structural steel of 


E 160 x 109N/m? 
7 iE i 7860K g/m3 i 








Compared to one tabulated value the example values for stainless steel lays between the 
speed for longitudinal and transverse waves. 


13.3.5 The Dimensional Effect of the Speed of Sound 


What is the significance of the speed of sound? This speed of sound determines what 
regime the flow will be. In Chapter [9] that Mach number was described as important 
parameter. It will be shown later in this Chapter that when Mach number is around 
0.25-0.3 a significant change occur in the situation of flow. To demonstrate this point, 
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consider a two dimensional situation where a particle is moving from the left to the right. 
A particle movement creates a pressure change which travels toward outside in equal 
speed relative to the particle. Figure[13.3|depicts an object with three different relative 
velocities. Figure [13.3{a) demonstrates that the whole surroundings is influenced by 
the object (depicted by red color). While Figure [13.3] (b) ) that there small zone a head 
object that is “aware” if the object arriving. In Figure[13.3] (c) ) the zone that aware of 
the object is practically zero. 





(a) Object travels at 0.005 of (b) Object travels at 0.05 of the speed of 
the speed of sound sound 





erererareians 


SORE 


ine 


AX wows Lows 


(c) Object travels at 0.15 of the speed of sound 


Fig. -13.3. Moving object at three relative velocities. The gray point in the first circle is the 
initial point the object. The finial point is marked by red circled with gray filled. Notice that 
the circle line thickness is increase with the time i.e the more green wider circle line thickness. 
The transition from the blue fresher lines to the green older lines is properly marked. 


In fact, when the object velocity is about or larger than the speed of sound then 
the object arrive to location where the fluid does not aware or informed about the object. 
The reason that in gas the compressibility plays significant role is because the ratio of 
the object or fluid velocity compared to speed of sound. In gases the speed of sound 
is smaller as compare to liquid and defendtly to solid. Hence, gases are media where 
compressebilty effect must be considered in realtionshp compressebilty. There are some 
how defined the Mach cone as the shape of object movement approaching to one. This 
shape has angle and it related to Mach angle. 
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13.4 Isentropic Flow 


In this section a discussion on a steady state flow through a smooth and without 
an abrupt area change which include converging— diverging nozzle is presented. The 
isentropic flow models are important because of two main reasons: One, it provides the 
information about the trends and important parameters. Two, the correction factors 
can be introduced later to account for deviations from the ideal state. 


13.4.1 Stagnation State for Ideal Gas Model 


It is assumed that the flow is quasi one-dimensional 


(that is the fluid flows mainly in one dimen- Aexit 
sion). Figure (13.4) describes a gas flow through A 


a converging—diverging nozzle. It has been found 


that a theoretical state known as the stagnation 
state is very useful in simplifying the solution and 





treatment of the flow. The stagnation state is a Pp=Po 

theoretical state in which the flow is brought into i Se 
. ia aS wa . Po < Subsonic 

a complete motionless conditions in isentropic pro- M<1 


cess without other forces (e.g. gravity force). Sev- 
eral properties that can be represented by this theo- 
retical process which include temperature, pressure, 
and density et cetera and denoted by the subscript 
“0” 








M > 1—~ Supersonic 





distance, x 


Fig. -13.4. Flow of a com- 
pressible substance (gas) through a 
converging—diverging nozzle. 


First, the stagnation temperature is calcu- 
lated. The energy conservation can be written as 
U2 

h+ a ho (13.18) 
Perfect gas is an ideal gas with a constant heat capacity, C,,. For perfect gas equation 
(13.18) is simplified into 


U2 
Cp T + 5 =CyTo (13.19) 
To is denoted as the stagnation temperature. Recalling from thermodynamic the rela- 
tionship for perfect gas R = C, — C, and denoting k = C, + C, then the thermody- 


namics relationship obtains the form 
CC, = = (13.20) 


and where R is the specific constant. Dividing equation (13.19) by (C,T) yields 


i % 
1 =. 13.21 
+30T T en 
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Now, substituting c? = k RT or T = c?/k R equation (13.21) changes into 


k RU? _ To 
2C,¢ EP 





1+ (13.22) 


By utilizing the definition of k by equation (2.24) and inserting it into equation (13.22) 
yields 


k-—1 U? To 
1+ —— — = — 13.23 
= 2 @2 T ( ) 


It very useful to convert equation (13.22) into a dimensionless form and denote 
Mach number as the ratio of velocity to speed of sound as 


(13.24) 





Inserting the definition of Mach number (13.24) into equation (13.23) reads 


(13.25) 





The usefulness of Mach number and 
equation can be demonstrated by the 
following simple example. In this example a gas 
flows through a tube (see Figure [13.5) of any 
shape can be expressed as a function of only 
the stagnation temperature as opposed to the 
function of the temperatures and velocities. 

The definition of the stagnation state 
provides the advantage of compact writing. For example, writing the energy equation 
for the tube shown in Figure[13.5|can be reduced to 





Fig. -13.5. Perfect gas flows through a 
tube. 


Q =C, (Ton — Toa) (13.26) 


The ratio of stagnation pressure to the static pressure can be expressed as the 
function of the temperature ratio because of the isentropic relationship as 


(13.27) 
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In the same manner the relationship for the density ratio is 





(13.28) 








New useful definitions are introduced for the case when M = 1 and denoted by su- 


perscript “x.” The special cases of ratio of the star values to stagnation values are 
dependent only on the heat ratio as the following: 

















as 
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um 
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coll 


ke (13.29) 


re 9 k—-1 
mic) 


Using all the definitions above relationship between the stagnation properties to star 


speed of sound are 
2To 
*_ lk 13.30 
ae das a uae) 


13.4.2 Isentropic Converging—Diverging Flow in Cross Section 

















The important sub case in this chapter 
is the flow in a converging—diverging noz- 
zle. The control volume is shown in Fig- 
ure (13.7). There are two models that as- 
sume variable area flow: First is isentropic 
and adiabatic model. Second is isentropic 
and isothermal model. Here only the 
first model will be described. Clearly, the 
stagnation temperature, Jo, is constant 
through the adiabatic flow because there Fig. -13.7. Control volume inside a converging- 
isn't heat transfer. Therefore, the stagna- diverging nozzle. 

tion pressure is also constant through the 

flow because the flow isentropic. Conversely, in mathematical terms, equation 
and equation are the same. If the right hand side is constant for one variable, it 
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Static Properties As A Function of Mach Number 
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Fig. -13.6. The stagnation properties as a function of the Mach number, k=1.4. 


is constant for the other. In the same vein, the stagnation density is constant through 
the flow. Thus, knowing the Mach number or the temperature will provide all that is 
needed to find the other properties. The only properties that need to be connected 
are the cross section area and the Mach number. Examination of the relation between 
properties can then be carried out. 


13.4.3. The Properties in the Adiabatic Nozzle 


When there is no external work and heat transfer, the energy equation, reads 
dh+U dU =0 (13.31) 


Differentiation of continuity equation, p4U = m = constant, and dividing by the 
continuity equation reads 


dp dA dU 
isis ipa eyeing 13.32 

+ A + ii 0 (13.32) 
The thermodynamic relationship between the properties can be expressed as 


P 
T ds = dh — — (13.33) 


For isentropic process ds = 0 and combining equations (13.31) with (13.33) yields 


dP 
—+UdU =0 (13.34) 
p 
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Differentiation of the equation state (perfect gas), P = pRT, and dividing the results 


by the equation of state (9 RT) yields 
dP dp aT 
A a eg oe 13. 
Pp : r (13.35) 


Obtaining an expression for dU/U from the mass balance equation (13.32) and using 


it in equation (13.34) reads 





dP dA d 
U? | | =0 (13.36) 


p Ao op 


Rearranging equation (13.36) so that the density, p, can be replaced by the static 
pressure, dP/p yields 


fil, 
dP dA dp dP dA ; dP 
OE ae | | Se 
ae (G+25) Plata (13.37) 


Recalling that dP/dp = c? and substitute the speed of sound into equation (13.37) to 








obtain 
dP uy? odA 
a 1- (=) =U <a (13.38) 
Or in a dimensionless form 
dP 2) _ dA 
a (1-M?) =U 7 (13.39) 


Equation (13.39) is a differential equation for the pressure as a function of the cross sec- 
tion area. It is convenient to rearrange equation (13.39) to obtain a variables separation 
form of 

pU? dA 


13.4.3.1 The pressure Mach number relationship 


Before going further in the mathematical derivations it is worth looking at the physical 
meaning of equation (13.40). The term pU?/A is always positive (because all the 
three terms can be only positive). Now, it can be observed that dP can be positive or 
negative depending on the dA and Mach number. The meaning of the sign change for 
the pressure differential is that the pressure can increase or decrease. It can be observed 
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that the critical Mach number is one. If the Mach number is larger than one than dP 
has opposite sign of dA. If Mach number is smaller than one dP and dA have the same 
sign. For the subsonic branch M < 1 the term 1/(1 — M7) is positive hence 


dA>0—dP>0 
dA<0=—dP <0 


From these observations the trends are similar to those in incompressible fluid. An 
increase in area results in an increase of the static pressure (converting the dynamic 
pressure to a static pressure). Conversely, if the area decreases (as a function of x) 
the pressure decreases. Note that the pressure decrease is larger in compressible flow 
compared to incompressible flow. 

For the supersonic branch M > 1, the phenomenon is different. For M > 1 the 
term 1/1 — M? is negative and change the character of the equation. 


dA>0=>dP<0 
dA<0=>dP>0 


This behavior is opposite to incompressible flow behavior. 

For the special case of M = 1 (sonic flow) the value of the term 1 — M? = 0 
thus mathematically dP — co or dA = 0. Since physically dP can increase only in a 
finite amount it must that dA = 0. 2] It must also be noted that when M = 1 occurs 
only when dA = 0. However, the opposite, not necessarily means that when dA = 0 
that M = 1. In that case, it is possible that dM/ = 0 thus the diverging side is in the 
subsonic branch and the flow isn't choked. 

The relationship between the velocity and the pressure can be observed from 


equation (13.34) by solving it for dU. 


dP 
dU = 


aor (13.41) 


From equation (13.41) it is obvious that dU has an opposite sign to dP (since the term 
PU is positive). Hence the pressure increases when the velocity decreases and vice 
versa. 

From the speed of sound, one can observe that the density, p, increases with 


pressure and vice versa (see equation (13.42)). 


1 
dp = saP (13.42) 


It can be noted that in the derivations of the above equations ((13.41) - (13.42), the 


equation of state was not used. Thus, the equations are applicable for any gas (perfect 
or imperfect gas). 





2It possible to claim that dP —+ oo and dA = 0 but it doesn’t change the fact the pressure increase 
must be finite and the same conclusion is obtained. 
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The second law (isentropic relationship) dictates that ds = 0 and from thermo- 


dP 
dynamics ds =0 = C, ge —R Pp and for perfect gas 


dT k-1dP 
T k P 
Thus, the temperature varies in the same way that pressure does. 
The relationship between the Mach number and the temperature can be obtained 
by utilizing the fact that the process is assumed to be adiabatic d7g = 0. Differentia- 
tion of equation (13.25), the relationship between the temperature and the stagnation 
temperature becomes 


(13.43) 


k-1 
dT) = 0 = dT (1 + “> + T(k—1)MdM (13.44) 


and simplifying equation (13.44) yields 


dT k—1)MdM 
7 = ey (13.45) 


k—1 
Lg 





13.4.3.2 Relationship Between the Mach Number and Cross Section Area 


The equations used in the solution are energy (13.45), second law (13.43), state (13.35), 
mass (13.32})°| Note, equation (13.39) isn't the solution but demonstration of certain 


properties of the pressure profile. 
The relationship between temperature and the cross section area can be obtained 
by utilizing the relationship between the pressure and temperature (13.43) and the 


relationship of pressure with cross section area (13.39). First stage equation (13.45) is 
combined with equation (13.43) and becomes 


(k-1) dP __(k-1)MaM 














= (13.46) 
k P i+ k 1 pe 
2 
Combining equation (13.46) with equation (13.39) yields 
pU? dA 
1 A 1—M?2 _ MdM (13.47) 
~ k-1 
0 1+ — — MM? 
2 
The following identify, pU? = k M P can be proved as 
M? 
—~ P 
bM? Pp =~ Re =k ia RT = pU” 13.48 
{" P=k —> pRT = kp pa pRT =p (13.48) 





3The momentum equation is not used normally in isentropic process, why? 
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Using the identity in equation (13.48) changes equation (13.47) into 


dA M?2-1 
= dM (13.49) 


a x (1 + <>) 


Equation (13.49) is very important 


because it relates the geometry (area) 
with the relative velocity (Mach num- 
ber). In equation (13.49), the factors 
M (1+ 54M?) and A are positive re- 
gardless of the values of M or A. There- 
fore, the only factor that affects relation- 
ship between the cross area and the Mach 
number is M? — 1. For M <1 the Mach 
number is varied opposite to the cross sec- 
tion area. In the case of MZ > 1 the Mach 
number increases with the cross section 
area and vice versa. The special case is 


when M = 1 which requires that dA = 0. Fig. -13.8. The relationship between the cross 


- wae . . 4 
This condition i dea that internal] flow section and the Mach number on the subsonic 
has to pass a converting-diverging device branch. 


to obtain supersonic velocity. This minimum area is referred to as “throat.” 

Again, the opposite conclusion that when dA = 0 implies that M = 1 is not 
correct because possibility of dMZ = 0. In subsonic flow branch, from the mathematical 
point of view: on one hand, a decrease of the cross section increases the velocity and 
the Mach number, on the other hand, an increase of the cross section decreases the 
velocity and Mach number (see Figure (13.8)). 











13.4.4 Isentropic Flow Examples 


Example 13.3: 

Air is allowed to flow from a reservoir with temperature of 21°C and with pressure of 
5[MPa] through a tube. It was measured that air mass flow rate is I[kg/sec]. At some 
point on the tube static pressure was measured to be 3[MPa]. Assume that process is 
isentropic and neglect the velocity at the reservoir, calculate the Mach number, velocity, 
and the cross section area at that point where the static pressure was measured. Assume 
that the ratio of specific heat is k = C,/C,y = 1.4. 


SOLUTION 


The stagnation conditions at the reservoir will be maintained throughout the tube 
because the process is isentropic. Hence the stagnation temperature can be written 





*This condition does not impose any restrictions for external flow. In external flow, an object can 
be moved in arbitrary speed. 
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Ty = constant and Py = constant and both of them are known (the condition at 

the reservoir). For the point where the static pressure is known, the Mach number 

can be calculated by utilizing the pressure ratio. With the known Mach number, the 

temperature, and velocity can be calculated. Finally, the cross section can be calculated 
with all these information. 

In the point where the static pressure known 

P  3[MPa| 


P= 


PB, Spal 





From Table (13.2) or from Figure (13.6) or utilizing the enclosed program, Potto-GDC, 
or simply using the equations shows that 


M T p A AxP F 
To po A* A*xPo F* 











With these values the static temperature and the density can be calculated. 


T = 0.86420338 x (273 + 21) = 254.076K 
PO 


“RP 5 x 10°[Pa] 
P 0 x a 
= — —— = 0.69428839 x 
P po RT 





J 
287.0 Ea x 294[K] 


= 41.1416 Fa 
m 


The velocity at that point is 


Cc 


—SN 
U = M Vk RT =0.88638317 x V1.4 x 287 x 254.076 ~ 283[m/sec| 





The tube area can be obtained from the mass conservation as 


A= ii = 8.26 x 1075[m3] 


For a circular tube the diameter is about 1[cm]. 


End Solution 








Example 13.4: 

The Mach number at point A on tube is measured to be M = Pl and the static pressure 
is 2|Bar]. Downstream at point B the pressure was measured to be 1.5[Bar]. Calculate 
the Mach number at point B under the isentropic flow assumption. Also, estimate the 
temperature at point B. Assume that the specific heat ratio k = 1.4 and assume a 
perfect gas model. 
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A 


SOLUTION 


With the known Mach number at point A all the ratios of the static properties to total 
(stagnation) properties can be calculated. Therefore, the stagnation pressure at point 
A is known and stagnation temperature can be calculated. 

At M = 2 (supersonic flow) the ratios are 


AP 
T p A F 
Mia] Ss |e | & lee e | 











With this information the pressure at point B can be expressed as 


from the table 


P D = P 2.0 

A B A : 

oe . 1B “A _ 0.12780453 x “~ = 0.17040604 
Py Po “Pa “15 


The corresponding Mach number for this pressure ratio is 1.8137788 and Tp = 
0.60315132 oe = 0.17040879. The stagnation temperature can be “bypassed” to 
calculate the temperature at point B 


M=2 M=1.81.. 
—<——_ ——_— 


To Tp 1 
Tg =T,x x 2 =250[K] x ————— x 0.60315132 ~ 271.42[K 
eae ame IK] x Os55n5556 * vs) 


End Solution 








Example 13.5: 

Gas flows through a converging—diverging duct. At point “A” the cross section area is 
50 [cm?] and the Mach number was measured to be 0.4. At point B in the duct the 
cross section area is 40 [cm?]. Find the Mach number at point B. Assume that the flow 
is isentropic and the gas specific heat ratio is 1.4. 


SOLUTION 


To obtain the Mach number at point B by finding the ratio of the area to the critical 
area. This relationship can be obtained by 


A A A 40 from the Table|13.2 
B B A oe ~ 

= = 1.59014 = 1.272112 
i Ag aay i 








5Well, this question is for academic purposes, there is no known way for the author to directly 
measure the Mach number. The best approximation is by using inserted cone for supersonic flow and 
measure the oblique shock. Here it is subsonic and this technique is not suitable. 

®This pressure is about two atmospheres with temperature of 250[K] 
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With the value of 4a from the Mg li from Potto-GDC two solutions can be 
obtained. The two possible solutions: the first supersonic M = 1.6265306 and second 
subsonic M = 0.53884934. Both solution are possible and acceptable. The supersonic 
branch solution is possible only if there where a transition at throat where M=1. 





T A AxP 
[um [zi[z2]a4[ez | aa xPo 


End Solution 





Example 13.6: 

Engineer needs to redesign a syringe for medical applications. They complained that 
the syringe is “hard to push.” The engineer analyzes the flow and conclude that the 
flow is choke. Upon this fact, what engineer should do with the syringe; increase the 
pushing diameter or decrease the diameter? Explain. 


SOLUTION 


This problem is a typical to compressible flow in the sense the solution is opposite the 
regular intuition. The diameter should be decreased. The pressure in the choke flow in 
the syringe is past the critical pressure ratio. Hence, the force is a function of the cross 
area of the syringe. So, to decrease the force one should decrease the area. 


End Solution 


13.4.5 Mass Flow Rate (Number) 


One of the important engineering parameters is the mass flow rate which for ideal gas 
is 


; P 

m=pUA=7,UA (13.50) 
This parameter is studied here, to examine the maximum flow rate and to see what is 
the effect of the compressibility on the flow rate. The area ratio as a function of the 
Mach number needed to be established, specifically and explicitly the relationship for 
the chocked flow. The area ratio is defined as the ratio of the cross section at any point 
to the throat area (the narrow area). It is convenient to rearrange the equation (13.50) 
to be expressed in terms of the stagnation properties as 


t(M,k) 
rej~ 


m P PU /k /T 1 PF uw fkP /To (13.51) 
A Py VkERTVRVT VIo V%& VREVT 
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Expressing the temperature in terms of Mach number in equation (13.51) results in 


k+1 
: / = ~3(k-1) 
ae ( ais ) (1 ge “) (13.52) 
A \ VERT» 2 


It can be noted that equation holds everywhere in the converging-diverging duct 
and this statement also true for the throat. The throat area can be denoted as by A*. 
It can be noticed that at the throat when the flow is chocked or in other words M = 1 
and that the stagnation conditions (i.e. temperature, pressure) do not change. Hence 


equation (13.52) obtained the form 
k+1 
Y kP k—1\72@-D 
mm (3 | (1+45+) (13.53) 











A* a) Hy 2 
Since the mass flow rate is constant in the duct, dividing equations (13.53) by equation 


(13.52) yields 
~ Mass Flow Rate Ratio 
k+1 
Al (* a a) 


= = (13.54) 
2 





Ax M 





Equation (13.54) relates the Mach number at any point to the cross section area ratio. 

The maximum flow rate can be expressed either by taking the derivative of equa- 
tion (13.53) in with respect to M and equating to zero. Carrying this calculation results 
at M =1. 


k+1 


rin Po k (k+1\~ 30 
——4 13. 
(i) ae Va( 2 ) ee 


For specific heat ratio, k = 1.4 














m Po 0.68473 
ae __ 13.56 
The maximum flow rate for air (R = 2872 _) becomes, 
kg k 
tin/To 
= 0.040418 13.57 
AP, ( ) 


Equation (13.57) is known as Fliegner’s Formula on the name of one of the first engineers 
who observed experimentally the choking phenomenon. It can be noticed that Fliegner’s 
equation can lead to definition of the Fliegner’s Number. 
50 Fn 
tien poe ee 
m To _ m kRTo = 1 m Co 1 
A*Po  VERA*Py VR A*Po Vk 








(13.58) 
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The definition of Fliegner’s number (Fn) is 
_ VRmco 
Fn = 
VR A* Po 


Utilizing Fliegner’s number definition and substituting it into equation (13.53) 
results in 


(13.59) 





Fliegner’s Number . 





k il — aE) 
Fn=kM (1 + =?) (13.60) 
and the maximum point for Fin at M = 1 is 
k+1\ 73-0 
Fnrn=k () (13.61) 


Example 13.7: 
Why F'n is zero at Mach equal to zero? Prove Fliegner number, Fn is maximum at 
M =1. 


Thus, 





RT) (m\” — Fn? ( A*Py\? 
oe (4) ~k (42) eee) 
Example 13.8: 


The pitot tube measured the temperature of a flow which was found to be 300°C. The 
static pressure was measured to be 2 [Bar]. The flow rate is 1 [kg/sec] and area of the 
conduct is 0.001 [m?]. Calculate the Mach number, the velocity of the stream, and 
stagnation pressure. Assume perfect gas model with k=1.42. 


SOLUTION 


This exactly the case discussed above in which the the ratio of mass flow rate to the area 
is given along with the stagnation temperature and static pressure. Utilizing equation 


(13.62) will provide the solution. 


RTo (“) 287 x 373 ( 1 





P2 \A/} — 200,000? 0.001 


According to Table the Mach number is about M = 0.74--- (the exact number 
does not appear here demonstrate the simplicity of the solution). The Velocity can be 
obtained from the 


2 
) = 2.676275 (13.VIIl.a) 


U =Mc=MVkKRT (13.VIII.b) 


The only unknown the equation (13.VIII.b) is the temperature. However, the tempera- 
ture can be obtained from knowing the Mach number with the “regular” table. Utilizing 
the regular table or Potto GDC one obtained. 
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M T A AxP F 
To Po A* A*xPo F* 








The temperature is then 
T = (287 + 300) x 0.89686 ~ 526.45K ~ 239.4°C (13.VIII.c) 


Hence the velocity is 





U = 0.74 x V1.42 x 287 x 526.45 ~ 342.76[m/sec] (13.VIII.d) 


In the same way the static pressure is 


P 
Py=P /z ~ 2/0.692 ~ 2.89[Bar] (13.VIll.e) 
0 


The usage of Table is only approximation and the exact value can be obtained 
utilizing Potto GDC. 


End Solution 


Example 13.9: 

Calculate the Mach number for flow with given stagnation pressure of 2 [Bar] and 27°C. 
It is given that the mass flow rate is 1 [kg/sec] and the cross section area is 0.01[m?]. 
Assume that the specific heat ratios, k =1.4. 


SOLUTION 


, ; \2 
To solve this problem, the ratio a (4) has to be found. 


A*Py)\? RT (m\* 287x300 / 1 \? 
= = ~ 0.021525 13.1X.a 
( AP ) Py? (3) 2000002 (sar) ( ) 





Pi 
a ~ 0.1467. In the table it translate into 





This mean that a 


T A AxP F 
[mil el[2|4{[s| A*xPo 





End Solution 
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Table -13.1. Fliegner’s number and other parameters as a function of Mach number 
j0.00|14B-06| 1.00 | oo | oo | oo | oo 
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Table -13.1. Fliegner’s number and other parameters as function of Mach number (continue) 
joo | 1035 fats | 1ase | oss | ora | o.si906_| 
joss fias7 iss | ra | ras | sao | 1004 | 
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Table -13.1. Fliegner’s number and other eae as function of Mach number ary 


Se eee 
0.67 | 67 1. | 1538 | | an | i | aaa | 

joso{ia6o fran | ser | ir | see | 1260 | 
joo {ior [ron | 2ei0 | rai | 47a | 320 | 
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Table -13.1. Fliegner’s number and other pases: as function of Mach number arc 


Se eee 
0.92 | | 35a 





joe | 2.283 | iss | 250 | 160 | 6ase | aaa 
joo | 2s71_ | 2008 | 3.500 | 1406 | sis | 4804 | 


Example 13.10: 

A gas flows in the tube with mass flow rate of 0.1 [kg/sec] and tube cross section is 
0.001[m?]. The temperature at chamber supplying the pressure to tube is 27°C. At 
some point the static pressure was measured to be 1.5/Bar]. Calculate for that point 
the Mach number, the velocity, and the stagnation pressure. Assume that the process 
is isentropic, k = 1.3, R = 287[j/kgK]. 





SOLUTION 


The first thing that need to be done is to find the mass flow per area and it is 


+ = 0.1/0.001 = 100.0[kg/sec/m?] 


It can be noticed that the total temperature is 300K and the static pressure is 1.5[Bar]. 
It is fortunate that Potto-GDC exist and it can be just plug into it and it provide that 


M T p A AxP F 
To PO A* A*xPo F* 








1.5302 


The velocity can be calculated as 





U = Mc=VkRTM =0.17 x V1.3 X 287 K 300X ~ 56.87[m/sec] 
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The stagnation pressure is 


Py = = 1.5/0.98116 = 1.5288[Bar] 


P/Po 


End Solution 


13.4.6 Isentropic Tables 


Table -13.2. Isentropic Table k = 1.4 


tet tatet a, 
[0.60 | 0.99284 | o.saoas | 118s | 0.78400 | o.os155_| 0.5837 | 
0.90 | os6os9 | o.6s7o4 | 1.009 | 0.50126 | 0.59650 | 0.53030 
0.96 | 0.00206 | 1.049 | 1.001 | 1.035 | o.966s3_| 1.013 | 
[0.09 | o.ooor2i] 1.012 | 1.0 | 1.008 | o.oa165_| 1.008 
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Table -13.2. Isentropic Table k=1.4 (continue) 


te f}o fat et = 
a 
[6.0 | 0.12195 | 0.00519 [53.18 | 0.000633 | o.o3s6s2 | 0.72136 | 
[8.0 | o72a6a] oor | 1.922 | o.ooo102 | o.o19a7s | 0.73510. 
[9.0 | o.ossi40] o.0o0sis | 3.3m+2 | 474s | 0.015504 | 0.73008, 











(Largest tables in the world can be found in Potto Gas Tables at www.potto.org) 
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13.4.7 The Impulse Function 


One of the functions that is used in calculating the 
forces is the Impulse function. The Impulse func- 
tion is denoted here as F’, but in the literature some 
denote this function as J. To explain the motiva- 
tion for using this definition consider the calculation 
of the net forces that acting on section shown in 
Figure (13.9). To calculate the net forces acting in 


the x-direction the momentum equation has to be 
applied Fig. -13.9. Schematic to explain the 


significances of the Impulse function. 


Fret = m(U2 — Uy) + Pp Ag — Pi Ai (13.63) 








The net force is denoted here as F;,.,. The mass conservation also can be applied to 
our control volume 


m= pA, = p2A2U2 (13.64) 
Combining equation (13.63) with equation (13.64) and by utilizing the identity in equa- 


tion (13.48) results in 








Fret = kP2AgM 2? — kP,A,M,? + Po Ag — Pi Ay (13.65) 
Rearranging equation (13.65) and dividing it by Pp A* results in 
f(M2) f(Mn1) 
f (Mp) BS ran) 
Fnet _ PrAaG | kMy2) — PA (1+kM,2) (13.66) 
PyA*  PoA* S12 7 Pye . 


Examining equation shows that the right hand side is only a function 
of Mach number and specific heat ratio, k. Hence, if the right hand side is only a 
function of the Mach number and & than the left hand side must be function of only 
the same parameters, M and k. Defining a function that depends only on the Mach 
number creates the convenience for calculating the net forces acting on any device. 
Thus, defining the Impulse function as 


F = PA(1+kM)’) (13.67) 
In the Impulse function when F’ (MM = 1) is denoted as F* 

F* = P*A* (1+k) (13.68) 
The ratio of the Impulse function is defined as 


see function (13.66) 











—_ 
F  P\A; (1+kM,’) i PA, P 1 
F* P*A* (14k) EP Poa | Te) (1 +k) 1209) 
Po 
“HY 
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This ratio is different only in a coefficient from the ratio defined in equation (13.66) 
which makes the ratio a function of k and the Mach number. Hence, the net force is 


k 
k+1\*" (fF: F 





To demonstrate the usefulness of the this function consider a simple situation of 
the flow through a converging nozzle. 


Example 13.11: 


1 
Consider a flow of gas into a converging 2 
nozzle with a mass flow rate of 1[kg/sec] r= 1[kg/sec] 
and the entrance area is 0.009[m?| and A, =0.009{m2] ‘Ap=0.003(m2] 


the exit area is 0.003[m?]. The stagnation P2=50[Bar] 
temperature is 400K and the pressure at 
point 2 was measured as 5|Bar]. Calcu- 
late the net force acting on the nozzle and 


pressure at point 1. 


Tp =400K 


Fig. -13.10. Schematic of a flow of a 
compressible substance (gas) through a 


Siaratont converging nozzle for example (13.11) 


The solution is obtained by getting the data for the Mach number. To obtained the 
Mach number, the ratio of P,A,/A* Pp is needed to be calculated. The denominator 
is needed to be determined to obtain this ratio. Utilizing Fliegner’s equation (13.57), 
provides the following 


mVRT 1.0 x 400 x 287 


APP = 
° ~~ 0.058 0.058 


~ 70061.76[N] 





and 


Az Pz _ 500000 x 0.003 01 





A*Py —-70061.76 


M T p A AxP F 
To PO A* A*xPo F* 








With the area ratio of 4 = 2.2121 the area ratio of at point 1 can be calculated. 


A, Ay At 0.009 
A FF e959, ye = 8 9997 
At A* Ay * 9.003 


And utilizing again Potto-GDC provides 
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M T p A AxP 
To Po A* A*xPo F* 











The pressure at point 1 is 


Py P. 
P, = Py 2 — =5.0 x 0.94934/0.99380 ~ 4.776[Bar] 
Pz Po 


The net force is obtained by utilizing equation (13.70) 


k 
Py A* k+1\F1 (FR F 
Fret = Po A 1+k)| —— — - — 
: = 2B Ay * \( 2 ) (5: r) 





1 
= 500000 x 55 x 2.4 x 1.2? x (2.1949 — 0.96666) ~ 614[kN] 


End Solution 


13.5 Normal Shock 


In this section the relationships between the two 





sides of normal shock are presented. In this discus- acaba i (ae 
sion, the flow is assumed to be in a steady state, —- Px ae 
Tx 9 Ty 


and the thickness of the shock is assumed to be 
very small. A shock can occur in at least two dif- 
ferent mechanisms. The first is when a large differ- 
ence (above a small minimum value) between the 
two sides of a membrane, and when the membrane 
bursts (see the discussion about the shock tube). 
Of course, the shock travels from the high pressure 
to the low pressure side. The second is when many sound waves “run into” each other 
and accumulate (some refer to it as “coalescing” ) into a large difference, which is the 
shock wave. In fact, the sound wave can be viewed as an extremely weak shock. In 
the speed of sound analysis, it was assumed the medium is continuous, without any 
abrupt changes. This assumption is no longer valid in the case of a shock. Here, the 
relationship for a perfect gas is constructed. 

In Figure[13.11]a control volume for this analysis is shown, and the gas flows from 
left to right. The conditions, to the left and to the right of the shock, are assumed to be 
uniforn|’| The conditions to the right of the shock wave are uniform, but different from 
the left side. The transition in the shock is abrupt and in a very narrow width. Therefore, 
the increase of the entropy is fundamental to the phenomenon and the understanding 
of it. 


Fig. -13.11. A shock wave inside a 
tube, but it can also be viewed as a 
one-dimensional shock wave. 





‘Clearly the change in the shock is so significant compared to the changes in medium before and 
after the shock that the changes in the mediums (flow) can be considered uniform. 
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It is further assumed that there is no friction or heat loss at the shock (because the 
heat transfer is negligible due to the fact that it occurs on a relatively small surface). It 
is customary in this field to denote x as the upstream condition and y as the downstream 
condition. 

The mass flow rate is constant from the two sides of the shock and therefore the 
mass balance is reduced to 


Px Uz = py Uy (13.71) 


In a shock wave, the momentum is the quantity that remains constant because 
there are no external forces. Thus, it can be written that 


P, — Py = (p2Uy” — py Uz”) (13.72) 


The process is adiabatic, or nearly adiabatic, and therefore the energy equation can be 
written as 





cS hs 
Cp Tz + —- = Cp Ty + - (13.73) 
The equation of state for perfect gas reads 
P=pRT (13.74) 


If the conditions upstream are known, then there are four unknown conditions 
downstream. A system of four unknowns and four equations is solvable. Nevertheless, 
one can note that there are two solutions because of the quadratic of equation (13.73). 
These two possible solutions refer to the direction of the flow. Physics dictates that 
there is only one possible solution. One cannot deduce the direction of the flow from the 
pressure on both sides of the shock wave. The only tool that brings us to the direction 
of the flow is the second law of thermodynamics. This law dictates the direction of the 
flow, and as it will be shown, the gas flows from a supersonic flow to a subsonic flow. 
Mathematically, the second law is expressed by the entropy. For the adiabatic process, 
the entropy must increase. In mathematical terms, it can be written as follows: 


Sy — 8x >0 (13.75) 


Note that the greater—equal signs were not used. The reason is that the process is 
irreversible, and therefore no equality can exist. Mathematically, the parameters are 
P,T,U, and p, which are needed to be solved. For ideal gas, equation (13.75) is 





fe P 
In {| k-—1) —>0 13.76 
(#)-@-1 2 (13.76) 

It can also be noticed that entropy, s, can be expressed as a function of the 
other parameters. These equations can be viewed as two different subsets of equations. 
The first set is the energy, continuity, and state equations, and the second set is the 
momentum, continuity, and state equations. The solution of every set of these equations 
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produces one additional degree of freedom, which will produce a range of possible 
solutions. Thus, one can have a whole range of solutions. In the first case, the energy 
equation is used, producing various resistance to the flow. This case is called Fanno flow, 
and Section [13.7] deals extensively with this topic. Instead of solving all the equations 
that were presented, one can solve only four (4) equations (including the second law), 
which will require additional parameters. If the energy, continuity, and state equations 
are solved for the arbitrary value of the T,, a parabola in the 7’ — s diagram will be 
obtained. On the other hand, when the momentum equation is solved instead of the 
energy equation, the degree of freedom is now energy, I.e., the energy amount “added” 
to the shock. This situation is similar to a frictionless flow with the addition of heat, 
and this flow is known as Rayleigh flow. This flow is dealt with in greater detail in 
Section (13.9). 

Since the shock has no heat transfer (a special case of Rayleigh flow) and there 
isn't essentially any momentum transfer (a special case of Fanno flow), the intersection 
of these two curves is what really happened in the shock. The entropy increases from 
point x to point y. 


13.5.1 Solution of the Governing Equations 
Equations (13.71), (13.72), and (13.73) can be converted into a dimensionless form. 


The reason that dimensionless forms are heavily used in this book is because by doing 
so it simplifies and clarifies the solution. It can also be noted that in many cases the 
dimensionless equations set is more easily solved. 
From the continuity equation substituting for density, p, the equation of 
state yields 
P, Py 


RT, 7? = ieee 


Squaring equation (13.77) results in 
P,? 2 P 
gVve = 2 
R?T, RT, 





Uy (13.77) 








Uy? (13.78) 


Multiplying the two sides by the ratio of the specific heat, k, provides a way to obtain 
the speed of sound definition/equation for perfect gas, c? = k RT to be used for the 
Mach number definition, as follows: 


ea 2 Hie 2 
= x SS 1 . 
T,kRT, T,RRT, ee) 
Caz 2 


Note that the speed of sound is different on the sides of the shock. Utilizing the 
definition of Mach number results in 
Pei .g Pe 
“MM,” = —M,,” is. 
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Rearranging equation (13.80) results in 
(ae oo ae eC ee 


Energy equation (13.73) can be converted to a dimensionless form which can be ex- 
pressed as 


k-1 k-1 
T, (1 a M,?) = T, (1 dee My?) (13.82) 
It can also be observed that equation (13.82) means that the stagnation temperature 
is the same, Toy = Tox: Under the perfect gas model, pU? is identical to k PM? 
because 


M? 
p 
P Ly? 
2 == | —__ | kRT=kPM2 13; 
Re | eT | 988) 
2 
Using the identity (13.83) transforms the momentum equation (13.72) into 
P, +k P, M,? = Py +k Py M,? (13.84) 
Rearranging equation (13.84) yields 
Py  1+kM,? 
a ees (13.85) 


Py 1+kM,? 


The pressure ratio in equation (13.85) can be interpreted as the loss of the static 
pressure. The loss of the total pressure ratio can be expressed by utilizing the relationship 
between the pressure and total pressure (see equation (13.27) as 


k 


‘a 


I 
P, (1 4 My?) k—1 


The relationship between M, and M, is needed to be solved from the above set of 
equations. This relationship can be obtained from the combination of mass, momentum, 


and energy equations. From equation (13.82)) (energy) and equation (13.81) (mass) 
the temperature ratio can be eliminated. 


k-1 
} —— M,’ 





(13.86) 
k-1 





k-1 


BMY? 


+ M4,” 
2 





(ext) 


P,M, 1 


4 (13.87) 





2 
to 
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Combining the results of (13.87) with equation (13.85) results in 


= one 
14+kM,2\? (M,\?1+ Me 


2 = 
Pek M, My 1+—-M,’ 








Equation (13.88) is a symmetrical equation in the sense that if M/,, is substituted with 
M,, and M, substituted with M,, the equation remains the same. Thus, one solution is 


M, = M, (13.89) 


It can be observed that equation is biquadratic. According to the Gauss Bi- 
quadratic Reciprocity Theorem this kind of equation has a real solution in a certain 
rangé°| which will be discussed later. The solution can be obtained by rewriting equa- 
tion (13.88) as a polynomial (fourth order). It is also possible to cross—multiply equation 
(13.88) and divide it by (M7 — My”) results in 







k-1 
14 (M,? + M,”) — kM,’ M,? =0 (13.90) 





2 


Equation (13.90)) becomes 


Shock Solution 





(13.91) 


The first solution is the trivial solution in which the two sides are identical and 
no shock wave occurs. Clearly, in this case, the pressure and the temperature from 
both sides of the nonexistent shock are the same, i.e. TJ, = Ty, Py, = Py. The second 
solution is where the shock wave occurs. 

The pressure ratio between the two sides can now be as a function of only a 


single Mach number, for example, M!/,,. Utilizing equation (13.85) and equation (13.91) 
provides the pressure ratio as only a function of the upstream Mach number as 


P, 2k 7 4g k-1 





or 


e k4+1 ~ B41 


(13.92) 








8Ireland, K. and Rosen, M. "Cubic and Biquadratic Reciprocity.” Ch. 9 in A Classical Introduction 
to Modern Number Theory, 2nd ed. New York: Springer-Verlag, pp. 108-137, 1990. 
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The density and upstream Mach number relationship can be obtained in the same 
fashion to became 


(13.93) 





The fact that the pressure ratio is a function of the upstream Mach number, /M,., pro- 
vides additional way of obtaining an additional useful relationship. And the temperature 
ratio, as a function of pressure ratio, is transformed into 


(13.94) 





In the same way, the relationship between the density ratio and pressure ratio is 


(13.95) 





which is associated with the shock wave. 


13.5.1.1 The Star Conditions 


The speed of sound at the critical condition can also be a good reference velocity. The 
speed of sound at that velocity is 


c=VkKRT* (13.96) 
In the same manner, an additional Mach number can be defined as 
U 
M*= a (13.97) 


13.5.2. Prandtl’s Condition 


It can be easily observed that the temperature from both sides of the shock wave is 
discontinuous. Therefore, the speed of sound is different in these adjoining mediums. 
It is therefore convenient to define the star Mach number that will be independent of 
the specific Mach number (independent of the temperature). 
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Shock Wave relationship 


M and P, /P. asa function of M 
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Fig. -13.12. The exit Mach number and the stagnation pressure ratio as a function of upstream 
Mach number. 
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=£~_“y (13.98) 


cc Cc 


eo eee e ee k+1 ye 
hol 2 kai” 2 Seat 





(13.99) 


Dividing the mass equation by the momentum equation and combining it with the 
perfect gas model yields 
C17 Cc 2 


ty = = 
kU, '~* kUp 


Combining equation (13.99) and (13.100) results in 


1 [k+1 .. k-1 1 [k+l k 
kal 2 D kUy| 2 





U5 (13.100) 








—1 
«| +U, = 5 U2| + U2 (13.101) 


After rearranging and dividing equation (13.101) the following can be obtained: 
U, U2 = c* (13.102) 
or in a dimensionless form 


M*, M*, =c*” (13.103) 


13.5.3 Operating Equations and Analysis 


In ia the Mach number after the shock, M,, and the ratio of the total 
pressure, Po,/Pox, are plotted as a function of the entrance Mach number. The working 
equations were presented earlier. Note that the M, has a minimum value which depends 
on the specific heat ratio. It can be noticed that the density ratio (velocity ratio) also 
has a finite value regardless of the upstream Mach number. 

The typical situations in which these equations can be used also include the 
moving shocks. The equations should be used with the Mach number (upstream or 
downstream) for a given pressure ratio or density ratio (velocity ratio). This kind of 
equations requires examining Table[13.3] for k; = 1.4 or utilizing Potto-GDC for for value 
of the specific heat ratio. Finding the Mach number for a pressure ratio of 8.30879 and 
k; = 1.32 and is only a few mouse clicks away from the following table. 

To illustrate the use of the 





above equations, an example is pro- Shock Wave relationship 
vided . PYP,, Py/Px and TT, as a function of M, 
120.0 —-— > 4] 4] 
110.0 ra 
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Fig. -13.13. The ratios of the static properties of 
the two cidec of the chock 
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M,, = 3, at a pressure of 0.5 [bar] and 
a temperature of 0°C' goes through a 
normal shock. Calculate the tempera- 
ture, pressure, total pressure, and ve- 
locity downstream of the shock. As- 
sume that k = 1.4. 


SOLUTION 


Analysis: 

First, the known information are 

M, = 3, P, = 1.5[bar] and T, = 

273K. Using these data, the total 

pressure can be obtained (through an isentropic relationship in Table (13.2), 1.e., Pox 
is known). Also with the temperature, T),, the velocity can readily be calculated. The 
relationship that was calculated will be utilized to obtain the ratios for the downstream 
of the normal shock. F = 0.0272237 => Pog = 1.5/0.0272237 = 55.1 [bar] 





Pos 


Ce = VERT, = V1.4 X 287 x 273 = 331.2m/sec 


Ty Py Py Poy 


Uy, = My X Cy = 3 X 331.2 = 993.6[m/ sec] 





Now the velocity downstream is determined by the inverse ratio of 


Py/ Px = Uz/Uy = 3.85714. 


Uy = 993.6/3.85714 = 257.6[m/sec] 





P. 

Poy = (F) x Pox = 0.32834 x 55.1[bar] = 18.09[bar] 
Ox 

End Solution 


When the upstream Mach number becomes very large, the downstream Mach 


number (see equation (13.91)) is limited by 








~0 





M,? = (13.104) 
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This result is shown in Figure}13.12| The limits of the pressure ratio can be obtained 
by looking at equation (13.85) and by utilizing the limit that was obtained in equation 


(13.104). 
13.5.4 The Moving Shocks 


In some situations, the shock wave is not stationary. This kind of situation arises in 
many industrial applications. For example, when a valve is suddenly [}] closed and a 
shock propagates upstream. On the other extreme, when a valve is suddenly opened 
or a membrane is ruptured, a shock occurs and propagates downstream (the opposite 
direction of the previous case). In addition to (partially) closing or (partially) opening of 
value, the rigid body (not so rigid body) movement creates shocks. In some industrial 
applications, a liquid (metal) is pushed in two rapid stages to a cavity through a pipe 
system. This liquid (metal) is pushing gas (mostly) air, which creates two shock stages. 
The moving shock is observed by daily as hearing sound wave are moving shocks. 

As a general rule, the moving shock can move downstream or upstream. The 
source of the shock creation, either due to the static device operation like valve operat- 
ing/closing or due to moving object, is relevant to analysis but it effects the boundary 
conditions. This creation difference while creates the same moving shock it creates 
different questions and hence in some situations complicate the calculations. The most 
general case which this section will be dealing with is the partially open or close wave. 
A brief discussion on the such case (partially close/open but due the moving object) 
will be presented. There are more general cases where the moving shocks are created 
which include a change in the physical properties, but this book will not deal with them 
at this stage. The reluctance to deal with the most general case is due to fact it is 
highly specialized and complicated even beyond early graduate students level. In these 
changes (of opening a valve and closing a valve on the other side) create situations in 
which different shocks are moving in the tube. The general case is where two shocks 
collide into one shock and moves upstream or downstream is the general case. A spe- 
cific example is common in die-casting: after the first shock moves a second shock is 
created in which its velocity is dictated by the upstream and downstream velocities. 








UL (UU) CV. . 
Px<Py Px <Py i: Py PyTy 
(a) Stationary coordinates. (b) Moving coordinates. 


Fig. -13.14. Comparison between stationary and moving coordinates for the moving shock. 


In cases where the shock velocity can be approximated as a constant (in the 





°lt will be explained using dimensional analysis what is suddenly open. 
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majority of cases) or as near constant, the previous analysis, equations, and the tools 
developed in this chapter can be employed. The problem can be reduced to the pre- 
viously studied shock, i.e., to the stationary case when the coordinates are attached 
to the shock front. In such a case, the steady state is obtained in the moving control 
value. 

For this analysis, the coordinates move with the shock. Here, the prime’ denotes 
the values of the static coordinates. Note that this notation is contrary to the conven- 
tional notation found in the literature. The reason for the deviation is that this choice 
reduces the programing work (especially for object-oriented programing like C++). An 
observer moving with the shock will notice that the pressure in the shock sides is 


P, =P, Py =P, (13.105) 
The temperatures measured by the observer are 
T, =Tr Ty =T, (13.106) 


Assuming that the shock is moving to the right, (refer to Figure [13.14) the velocity 
measured by the observer is 

Uy, =U, —Uy (13.107) 
Where U, is the shock velocity which is moving to the right. The “downstream” velocity 
is 

Uy =U,—Uy (13.108) 
The speed of sound on both sides of the shock depends only on the temperature and it 


is assumed to be constant. The upstream prime Mach number can be defined as 


i EE ey (13.109) 


Cr Cy 





It can be noted that the additional definition was introduced for the shock upstream 
Mach number, M,.. = Ue The downstream prime Mach number can be expressed as 


My = ae ae = Us — My = Mey — My (13.110) 
Cy Cy 


Similar to the previous case, an additional definition was introduced for the shock 
downstream Mach number, M,,. The relationship between the two new shock Mach 
numbers is 

Us cy Us 


Cx Cy Cy 


(13.111) 


ie 
Mex = [ar Moy 
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The “upstream” stagnation temperature of the fluid is 


(13.112) 














and the “upstream” prime stagnation pressure is 


k 
pad RI 
Pox = Py (1 + “> M,") (13.113) 


The same can be said for the “downstream” side of the shock. The difference between 
the stagnation temperature is in the moving coordinates 


Toy — The = 0 (13.114) 


13.5.5 Shock or Wave Drag Result from a Moving Shock 


It can be shown that there is no shock drag siaibadnninesatiie 
in stationary shockfor more information see speed of the object 

“Fundamentals of Compressible Flow, Potto 
Project, Bar-Meir any verstion”.. However, 
the shock or wave drag is very significant so 
much so that at one point it was considered 
the sound barrier. Consider the Figure [13.15] 
where the stream lines are moving with the ob- stream lines 

ject speed. The other boundaries are station- 

ary but the velocity at right boundary is not Fig. -13.15. The diagram that reexplains 
zero. The same arguments, as discussed be-_ the shock drag effect of a moving shock. 

fore in the stationary case, are applied. What 

is different in the present case (as oppose to the stationary shock), one side has in- 

crease the momentum of the control volume. This increase momentum in the control 

volume causes the shock drag. In way, it can be view as continuous acceleration of the 

gas around the body from zero. Note this drag is only applicable to a moving shock 

(unsteady shock). 

The moving shock is either results from a body that moves in gas or from a sudden 
imposed boundary like close or open valvg?>] In the first case, the forces or energies flow 
from body to gas and therefor there is a need for large force to accelerate the gas over 
extremely short distance (shock thickness). In the second case, the gas contains the 
energy (as high pressure, for example in the open valve case) and the energy potential 
is lost in the shock process (like shock drag). 








10 According to my son, the difference between these two cases is the direction of the information. 
Both case there essentially bodies, however, in one the information flows from inside the field to the 
boundary while the other case it is the opposite. 
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Stream tube ™~ 














Shock wave 


ell 
V1 Ivo < Vy 
Ba IP2 =P 
1 
a ke 





| Frictionless flow 
| Don py V2—p,V,? 


Development of shock (or wave) drag. 


Fig. -13.16. The diagram for the common explanation for shock or wave drag effect a shock. 
Please notice the strange notations (e.g. V and not U) and they result from a verbatim copy. 


For some strange reasons, this topic has several misconceptions that even appear 
in many popular and good textbookd!}| Consider the following example taken from 
such a book. 


Example 13.13: 

A book (see Figure|13.16) explains the shock drag is based on the following rational: The 
body is moving in a stationary frictionless fluid under one-dimensional flow. The left 
plane is moving with body at the same speed. The second plane is located “downstream 
from the body where the gas has expanded isotropically (after the shock wave) to the 
upstream static pressure.” The bottom and upper stream line close the control volume. 
Since the pressure is the same on the both planes there is no unbalanced pressure forces. 
However, there is a change in the momentum in the flow direction because (U, > U2). 
The force is acting on the body. There several mistakes in this explanation including 
the drawing. Explain what is wrong in this description (do not describe the error results 
from oblique shock). 


SOLUTION 


Neglecting the mistake around the contact of the stream lines with the oblique shock(see 
for retouch in the oblique chapter), the control volume suggested is stretched with time. 
However, the common explanation fall to notice that when the isentropic explanation 
occurs the width of the area change. Thus, the simple explanation in a change only 
in momentum (velocity) is not appropriate. Moreover, in an expanding control volume 
this simple explanation is not appropriate. Notice that the relative velocity at the front 
of the control volume U is actually zero. Hence, the claim of U; > Ug is actually the 
opposite, U; < Ug. 


End Solution 











1lSimilar situation exist in the surface tension area. 
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13.5.6 Qualitative questions 


1. In the analysis of the maximum temperature in the shock tube, it was assumed 
that process is isentropic. If this assumption is not correct would the maximum 
temperature obtained is increased or decreased? 


2. In the analysis of the maximum temperature in the shock wave it was assumed 
that process is isentropic. Clearly, this assumption is violated when there are 
shock waves. In that cases, what is the reasoning behind use this assumption any 
why? 


13.5.7 Tables of Normal Shocks, & = 1.4 Ideal Gas 


Table -13.3. The shock wave table for k = 1.4 
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Table -13.3. The shock wave table for k = 1.4 (continue) 
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Table -13.3. The shock wave table for k = 1.4 (continue) 


Ty Py Py Poy 
Py Pox 


F 


5.50 
55 
6.25 
6.50 
6.5 
7.00 
725 
750 
75 
8.0 
8.5 
8.50 
8.5 
0.25 
9.50 

0.5 
10.00 


13.6 Isothermal Flow 


In this section a model dealing with gas that flows through a long tube is described. 
This model has a applicability to situations which occur in a relatively long distance 
and where heat transfer is relatively rapid so that the temperature can be treated, for 
engineering purposes, as a constant. For example, this model is applicable when a 
natural gas flows over several hundreds of meters. Such situations are common in large 
cities in U.S.A. where natural gas is used for heating. It is more predominant (more 
applicable) in situations where the gas is pumped over a length of kilometers. 
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The high speed of the gas is ob- a 

tained or explained by the combination of flow P| Ko+ p Be. 

heat transfer and the friction to the flow. > 
: : fl 

For a long pipe, the pressure difference re- U \ (M) 

duces the density of the gas. For instance, — 

in a perfect gas, the density is inverse of 

the pressure (it has to be kept in mind that — Fig. -13.17. Control volume for isothermal flow. 

the gas undergoes an isothermal process. ). 

To maintain conservation of mass, the ve- 

locity increases inversely to the pressure. At critical point the velocity reaches the speed 

of sound at the exit and hence the flow will be choked!2| 








13.6.1 The Control Volume Analysis/Governing equations 


Figure |13.17| describes the flow of gas from the left to the right. The heat transfer up 
stream (or down stream) is assumed to be negligible. Hence, the energy equation can 
be written as the following: 


d 2 
g@ =cpdT + a = CpdTo (13.115) 
m 


The momentum equation is written as the following 


—AdP — Ty dAwetted area = 1 dU (13.116) 


where A is the cross section area (it doesn't have to be a perfect circle; a close enough 
shape is sufficient.). The shear stress is the force per area that acts on the fluid by the 
tube wall. The Awetted area is the area that shear stress acts on. The second law of 
thermodynamics reads 


oe pai. Be 
n 





=|] 1 13.117 
G "a. &£ hi ( ) 

The mass conservation is reduced to 
m = constant = pUA (13.118) 


Again it is assumed that the gas is a perfect gas and therefore, equation of state 
is expressed as the following: 


P=pRT (13.119) 





12 This explanation is not correct as it will be shown later on. Close to the critical point (about, 1/Vk, 
the heat transfer, is relatively high and the isothermal flow model is not valid anymore. Therefore, 
the study of the isothermal flow above this point is only an academic discussion but also provides the 
upper limit for Fanno Flow. 
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13.6.2 Dimensionless Representation 


In this section the equations are transformed into the dimensionless form and presented 
as such. First it must be recalled that the temperature is constant and therefore, 
equation of state reads 


dP dp 


balls 13.120 
a ( ) 
It is convenient to define a hydraulic diameter 
4xC tion A 
pee x Cross Section Area (13.121) 





wetted perimeter 


The Fanning friction factof!>| is introduced, this factor is a dimensionless friction factor 
sometimes referred to as the friction coefficient as 


Tw 





= >~— 13.122 
ae (13.122) 
Substituting equation (13.122) into momentum equation (13.116) yields 
Adx , (1 2. 
dP— —“#( — pu?) =pU du (13.123) 
Dy 2 


Rearranging equation (13.123) and using the identify for perfect gas M? = pU?/kP 
yields: 





y2 2 
dP Afdx ( ) _kPM*dU (13.124) 


P Dy 2 U 


The pressure, P as a function of the Mach number has to substitute along with velocity, 
U as 








i = eR Mr (13.125) 
Differentiation of equation (13.125) yields 
d(U?) =kR (M? dT +T d(M?”) ) (13.126) 
d(M?) d(U*) dT 
= 13.12 
M? U2 T sien) 
It can be noticed that dT’ = 0 for isothermal process and therefore 

d(M? d(U? 2U dU 2dU 

Ce a (se = = (13.128) 


M? U? U? U 


13|t should be noted that Fanning factor based on hydraulic radius, instead of diameter friction 
equation, thus “Fanning f” values are only 1/4th of “Darcy f” values. 
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The dimensionalization of the mass conservation equation yields 


| | 


dp dU _ dp , 2UdU _ dp , d(U?) 
p Up. WU? ~~ p 2 U? 





=0 (13.129) 


Differentiation of the isotropic (stagnation) relationship of the pressure (13.27) yields 








kM? 
dP dP dM? 
= =< i i 1p (13.130) 
1+ — — M? 
2 
Differentiation of equation (13.25) yields: 
k-1 k-1 

dTy = dT (1 + ur) res dM? (13.131) 


Notice that dTo 4 0 in an isothermal flow. There is no change in the actual temperature 
of the flow but the stagnation temperature increases or decreases depending on the Mach 
number (supersonic flow of subsonic flow). Substituting T’ for equation (13.131) yields: 











k-1 
To dM? M2 
dTy = - i We (13.132) 
(1 + =>) 
2 
Rearranging equation (13.132) yields 
dT, k—1)M? dM? 
Pa es (13.133) 


k—1\ M2 
7, 2(14 ) M 


By utilizing the momentum equation it is possible to obtain a relation between the 
pressure and density. Recalling that an isothermal flow (dT = 0) and combining it with 
perfect gas model yields 





dP dp 
gee 13.134 
Pp ; (13.134) 
From the continuity equation (see equation (13.128)) leads 
dM? 2dUu 
= — 13.135 
M? U ( ) 


The four equations momentum, continuity (mass), energy, state are described 
above. There are 4 unknowns (M,T, P, p}4jand with these four equations the solution 





14 Assuming the upstream variables are known. 
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is attainable. One can notice that there are two possible solutions (because of the 
square power). These different solutions are supersonic and subsonic solution. 
The distance friction, tate is selected as the choice for the independent variable. 








Thus, the equations need to be obtained as a function of ae The density is eliminated 
from equation (13.129) when combined with equation (13.134) to become 
dP dU 
see ee an 13.1 
P ii (13.136) 
After substituting the velocity (13.136) into equation (13.124), one can obtain 
P oA kP M? dP 
a pun =kPM? (13.137) 
P Dy 2 P 
Equation (13.137) can be rearranged into 
dP dp dU 1 dM? k M2 dx 
=— = = => 4 1 ml 
P p U 2 M? 2(1—k M7?) Ip e138) 


Similarly or by other paths, the stagnation pressure can be expressed as a function of 
4fL 


D 


k+1 
k M? (1 - — u?) 





dP, d 

= — 4fs (13.139) 
0 2(k M? -1) (1 + =u?) 

i k (1 —k) M? d 

ee ic!) = (13.140) 





To k-1 “SD 
°  2(1—kM?) (1+ an) 
The variables in equation (13.138) can be separated to obtain integrable form as follows 


L 1/ky 
| one =} Pe ie (13.141) 
> D m2 M2 





It can be noticed that at the entrance (x = 0) for which IM = M;<o (the initial velocity 
in the tube isn’t zero). The term a= is positive for any x, thus, the term on the other 
side has to be positive as well. To obtain this restriction 1 = k M*. Thus, the value 


M= F is the limiting case from a mathematical point of view. When Mach number 


larger than M > x it makes the right hand side of the integrate negative. The physical 
meaning of this value is similar to MM = 1 choked flow which was discussed in a variable 
area flow in Section [13.4 

Further it can be noticed from equation (13.140) that when M —> F the value 


of right hand side approaches infinity (co). Since the stagnation temperature (To) has 
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a finite value which means that d7y — oo. Heat transfer has a limited value therefore 
the model of the flow must be changed. A more appropriate model is an adiabatic flow 
model yet this model can serve as a bounding boundary (or limit). 

Integration of equation requires information about the relationship be- 
tween the length, x, and friction factor f. The friction is a function of the Reynolds 
number along the tube. Knowing the Reynolds number variations is important. The 
Reynolds number is defined as 

Re= ed (13.142) 

Lt 

The quantity U p is constant along the tube (mass conservation) under constant area. 
Thus, only viscosity is varied along the tube. However under the assumption of ideal 
gas, viscosity is only a function of the temperature. The temperature in isothermal 
process (the definition) is constant and thus the viscosity is constant. In real gas, the 
pressure effects are very minimal as described in “Basic of fluid mechanics” by this 
author. Thus, the friction factor can be integrated to yield 


(13.143) 





The definition for perfect gas yields M? = U?/k RT and noticing that T = 
constant is used to describe the relation of the properties at M = 1/\/k. By denoting 
the superscript symbol * for the choking condition, one can obtain that 























MM? 1/k 
Rearranging equation (13.144) is transformed into 
U 
a VkM (13.145) 
Utilizing the continuity equation provides 
pepue =» Pet (13.146) 
a py WVkM 
Reusing the perfect—gas relationship 
(13.147) 
Utilizing the relation for stagnated isotropic pressure one can obtain 
ike, 
Py P j1+5mM?7|*" 
o = 2 (13.148) 
Py Pe} 1454 
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2 





10 


10 











Fig. -13.18. Description of the pressure, temperature relationships as a function of the Mach 
number for isothermal flow. 


Substituting for fe equation (13.147) and rearranging yields 








k 
Py ty oe Gar ee a 
———— 1+ —M —— 13.149 
Pr Vk (ga) (1+ ) ee) 











And the stagnation temperature at the critical point can be expressed as 





k-1 
ie ee _ 
mn © 5 2k (i+! 1) . 


i, ee k-1 ~ 3k-1 
il ees 
+ ok 


These equations (13.145)-(13.150) are presented on in Figure (13.18). 


13.6.3. The Entrance Limitation of Supersonic Branch 





13.1 
5 (13.150) 











This setion deals with situations where the conditions at the tube exit have not arrived at 
the critical condition. It is very useful to obtain the relationships between the entrance 
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and the exit conditions for this case. Denote 1 and 2 as the conditions at the inlet and 
exit respectably. From equation (13.138) 


AfL 
D 


mary |. 


4fL  4fL 
D OD 








—1-kM? 1-kM,? | (4H) 
~ kM? kM M2 
(13.151) 





For the case that M, >> Mo and M, — 1 equation (13.151) is reduced into the 
following approximation 


~0 
— 
4fL 1—kM, 
—— = 2In(M) - 1 -—- ——.— 13.152 
p= 2n(Mi)-1- (13.152) 
Solving for MM, results in 
1 (4fL 
5x (pt! 
M,~ e2 ( ad ) (13.153) 


This relationship shows the maximum limit that Mach number can approach when the 
heat transfer is extraordinarily fast. In reality, even small Aft > 2 results in a Mach 
number which is larger than 4.5. This velocity requires a large entrance length to achieve 
good heat transfer. With this conflicting mechanism obviously the flow is closer to the 
Fanno flow model. Yet this model provides the directions of the heat transfer effects 
on the flow. 


Example 13.14: 


4fL 
Calculate the exit Mach number for pipe with ge = 3 under the assumption of the 


isothermal flow and supersonic flow. Estimate the heat transfer needed to achieve this 
flow. 


13.6.4 Supersonic Branch 


Apparently, this analysis/model is over simplified for the supersonic branch and does 
not produce reasonable results since it neglects to take into account the heat transfer 
effects. A dimensionless analysiq!>|demonstrates that all the common materials that the 
author is familiar which creates a large error in the fundamental assumption of the model 
and the model breaks. Nevertheless, this model can provide a better understanding to 
the trends and deviations from Fanno flow model. 

In the supersonic flow, the hydraulic entry length is very large as will be shown 
below. However, the feeding diverging nozzle somewhat reduces the required entry 
length (as opposed to converging feeding). The thermal entry length is in the order 





15This dimensional analysis is a bit tricky, and is based on estimates. Currently and ashamedly the 
author is looking for a more simplified explanation. The current explanation is correct but based on 
hands waving and definitely does not satisfy the author. 
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of the hydrodynamic entry length (look at the Prandtl numbef>], (0.7-1.0), value for 
the common gases.). Most of the heat transfer is hampered in the sublayer thus the 
core assumption of isothermal flow (not enough heat transfer so the temperature isn't 
constant) breaks dowr|*”] 

The flow speed at the entrance is very large, over hundred of meters per second. 
For example, a gas flows in a tube with aft = 10 the required entry Mach number 
is over 200. Almost all the perfect gas model substances dealt with in this book, the 
speed of sound is a function of temperature. For this illustration, for most gas cases 
the speed of sound is about 300[m/sec]. For example, even with low temperature like 
200K the speed of sound of air is 283[m/sec]. So, even for relatively small tubes with 
4f£P — 10 the inlet speed is over 56 [km/sec]. This requires that the entrance length 
to be larger than the actual length of the tub for air. 


UD 
Lentrance = 0.06 “35° (13.154) 


The typical values of the the kinetic viscosity, v, are 0.0000185 kg/m-sec at 300K and 
0.0000130034 kg/m-sec at 200K. Combine this information with our case of 4th = 10 


Lentrance 
—— = 250746268.7 
D 


On the other hand a typical value of friction coefficient f = 0.005 results in 


Linas — 10 — 
D  4x0.005 | a 





The fact that the actual tube length is only less than 1% of the entry length means that 
the assumption is that the isothermal flow also breaks (as in a large response time). If 
Mach number is changing from 10 to 1 the kinetic energy change is about a = 18.37 
which means that the maximum amount of energy is insufficient. 

Now with limitation, this topic will be covered in the next version because it 


provide some insight and boundary to the Fanno Flow model. 


13.6.5 Figures and Tables 


Table -13.4._ The Isothermal Flow basic parameters 


4fL P Po pe To 


0.03000 [785.97 28.1718 


is relating thermal boundary layer to the momentum boundary layer. 
See Kays and Crawford “Convective Heat Transfer” (equation 12-12). 








16 


520 





CHAPTER 13. COMPRESSIBLE FLOW ONE DIMENSIONAL 


Table -13.4._ The Isothermal Flow basic parameters (continue) 
0.07000 
0.08000 

0.09000 
0.10000 





0.20000 | 13.9747 
0.25000 
0.30000 
0.35000 
0.40000 
0.45000 
0.50000 
0.55000 
0.60000 
0.65000 
0.70000 
0.75000 
0.80000 
0.81000 
a.sis79 
0.82758 
0.88687 
osisis | a0 | 1.000 | 1.000 | 1.000 | 1.00 
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13.6.6 Isothermal Flow Examples 


There can be several kinds of questions aside from the proof questiong!>| Generally, 
the “engineering” or practical questions can be divided into driving force (pressure 
difference), resistance (diameter, friction factor, friction coefficient, etc.), and mass 
flow rate questions. In this model no questions about shock (should) ost] 

The driving force questions deal with what should be the pressure difference to 
obtain a certain flow rate. Here is an example. 


Example 13.15: 

A tube of 0.25 [m] diameter and 5000 [m] in length is attached to a pump. What 
should be the pump pressure so that a flow rate of 2 [kg/sec] will be achieved? Assume 
that friction factor f = 0.005 and the exit pressure is 1[bar]. The specific heat for the 


gas, k = 1.31, surroundings temperature 27°C, R = 290 Eecde Hint: calculate the 
maximum flow rate and then check if this request is reasonable. 


SOLUTION 


If the flow was incompressible then for known density, p, the velocity can be calculated 


by utilizing AP = eae In incompressible flow, the density is a function of the 


entrance Mach number. The exit Mach number is not necessarily 1/Vk i.e. the flow is 
not choked. First, check whether flow is choked (or even possible). 


. : 4fL 
Calculating the resistance, =5- 


4fL 4x0. 
f _ X 0.0055000 _ sng 





D 0.25 
Utilizing Table (13.4) or the Potto-GDC provides 


4fl P Po pe To 





| 0.01381 fo000 | 2074s | 2.5021 | 00 | o.soaas | 


The maximum flow rate (the limiting case) can be calculated by utilizing the 
above table. The velocity of the gas at the entrance U = cM = 0.04331 x 
V1.31 x 290 x 300 = 14.62 [4]. The density reads 








P  2,017,4 k 
jee 5 £23.19 J 


RT 290 x 300 m3 





18 The proof questions are questions that ask for proof or for finding a mathematical identity (normally 
good for mathematicians and study of perturbation methods). These questions or examples will appear 
in the later versions. 

19Those who are mathematically inclined can include these kinds of questions but there are no real 
world applications to isothermal model with shock. 
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The maximum flow rate then reads 


nx (0.25)7 


k 
th = pAU = 23.19 x x 14.62 © 16.9 |= 


SEC 
The maximum flow rate is larger then the requested mass rate hence the flow is not 
choked. It is note worthy to mention that since the isothermal model breaks around 
the choking point, the flow rate is really some what different. It is more appropriate to 
assume an isothermal model hence our model is appropriate. 
For incompressible flow, the pressure loss is expressed as follows 


Apne 





Now note that for incompressible flow U; = Uz = U and 4fh represent the ratio of 
the traditional hj2. To obtain a similar expression for isothermal flow, a relationship 
between M2 and MM, and pressures has to be derived. From equation one 
can obtained that 


P. 
Mz = M, = (13.XV.b) 
Py 


To solve this problem the flow rate has to be calculated as 


k 
tn = pAU = 2.0 |<] 
S€C 
P ,ku P, kU Fi 
a A = = — Ak M 
RT  k VkRT VkRT co * 
Now combining with equation (13.XV.b}) yields 
. Mo PAk 
n= ——— 
c 


m 





MC 2 x 337.59 


P,Ak — 190000 x **@2" x 1.31 





M2 


From Table (13.4) or by utilizing the Potto-GDC one can obtain 


4fL Pp Po p To 
To * 





| 0.10300 | 66.6779 | s.as26 | 5.249 | 00 | 0.89567 | 


The entrance Mach number is obtained by 


AfL 
aft = 66.6779 + 400 = 466.68 
1 





Hence, 
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P Po 2 To 
p* Po* p* To* 





| o.oo fiss6s | 2n.7678 | is.ssaa | 00 | o.soase | 


The pressure should be 
P = 21.76780 x 8.4826 = 2.566[Bar] 


Note that tables in this example are for & = 1.31 


End Solution 


Example 13.16: 

A flow of gas was considered for a distance of 0.5 [km] (500 [m]). A flow rate of 0.2 
[kg/sec] is required. Due to safety concerns, the maximum pressure allowed for the gas 
is only 10[bar]. Assume that the flow is isothermal and k=1.4, calculate the required 
diameter of tube. The friction coefficient for the tube can be assumed as 0.02 (A 
relative smooth tube of cast iron.). Note that tubes are provided in increments of 0.5 
[in| You can assume that the soundings temperature to be 27°C. 


SOLUTION 


At first, the minimum diameter will be obtained when the flow is choked. Thus, the 
maximum M;, that can be obtained when the Mg is at its maximum and back pressure 
is at the atmospheric pressure. 


Py 
1 2P, 


= 0.0845 


S| 


Now, with the value of M/ either by utilizing Table or using the provided program 
yields 





| 0.08450 | o4asi0 | ro.0018 | 6.2001 | 00 | 0.87625 | 





With ae = 94.431, the value of minimum diameter. 
AfL 4 x 0.02 x 500 : 
D of | ~Y 94.43 ~ 0.42359[m] = 16.68]in] 
D 





201t is unfortunate, but it seems that this standard will be around in USA for some time. 
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However, the pipes are provided only in 0.5 increments and the next size is 17[in] 
or 0.4318[m]. With this pipe size the calculations are to be repeated in reverse and 
produces: (Clearly the maximum mass is determined with) 








P PAMVk 
AU = pAMc = —~AM VERT = ———_ 
ie a aan VRT 


The usage of the above equation clearly applied to the whole pipe. The only point that 
must be emphasized is that all properties (like Mach number, pressure and etc) have 





to be taken at the same point. The new is 


4fL 4x 0.02 x 500 
= 0.4318 


D 


To check whether the flow rate satisfies the requirement 


~ 92.64 








108 x 7x0-4318" x 9.0853 x /14 
m= 4 = 50.3[kg/sec| 
287 x 300 
Since 50.3 > 0.2 the mass flow rate requirement is satisfied. 
It should be noted that P should be replaced by Po in the calculations. The speed 
of sound at the entrance is 








c= VERT = VIA x 287 X 300 & 347.2 [= 


and the density is 





a k 
p= P_ — 1,000,000 _ 1 6 4s) 


RT 287 x 300 © m3 
The velocity at the entrance should be 

U = M «c= 0.08528 x 347.2 = 29.6 [|] 

S€C 


The diameter should be 


| 4m 4 x 0.2 
D= = = 0.02 
T™Up i; x 29.6 x 11.61 vane 


Nevertheless, for the sake of the exercise the other parameters will be calculated. This 
situation is reversed question. The flow rate is given with the diameter of the pipe. It 
should be noted that the flow isn’t choked. 


End Solution 
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Example 13.17: 

A gas flows of from a station (a) with pressure of 20[bar] through a pipe with 0.4/m] 
diameter and 4000 [m] length to a different station (b). The pressure at the exit (station 
(b)) is 2[bar]. The gas and the sounding temperature can be assumed to be 300 K. 
Assume that the flow is isothermal, k=1.4, and the average friction f=0.01. Calculate 
the Mach number at the entrance to pipe and the flow rate. 


SOLUTION 


First, the information whether the flow is choked needs to be found. Therefore, at first 
it will be assumed that the whole length is the maximum length. 


AfL 


4x 0.01 x 4000 _ 
- = 


400 
0.4 





. 


with Apel = 400 the following can be written 


«[#[e[stf[sale 
D Ta*t pe prt 
0.0419 | 400.72021 0.87531 20.19235 20.19235 12.66915 








From the table /, ~ 0.0419 and —, = 12.67 


Po*t 


2 
eas gees ~ 2.21 [bar] 


Po 12.67 


The pressure at point (b) by utilizing the isentropic relationship (7 = 1) pressure ratio 
is 0.52828. 


pee 
(a) 
fete 


As the pressure at point (b) is smaller than the actual pressure P* < P than the actual 
pressure one must conclude that the flow is not choked. The solution is an iterative 
process. 


P,= = 2.21 x 0.52828 = 1.17[bar] 





1. Guess reasonable value of MM, and calculate 4fh 


2. Calculate the value of Age , by subtracting Age ae afb 


3. Obtain M2 from the Table ? or by using the Potto—GDC. 


Calculate the pressure, P2 bear in mind that this isn’t the real pressure but based 
“on the assumption. 
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Compare the results of guessed pressure Pz with the actual pressure and choose 
* new Mach number Mj accordingly. 


The process has been done and is provided in Figure or in a table obtained from Potto— 
GDC. 


4fL 4fL Po 
D Lcealle 





0.0419 | 0.59338 400.32131 400.00000 0.10000 


The flow rate is 


PWk 7 x D? uy 2000000 \/1.4 
i Tv 


aes VRT 4 /300 x 287 


x 0.2? x 0.0419 





~ 42.46[kg/sec| 


End Solution 


In this chapter, there are no examples on isothermal with supersonic flow. 


Table -13.5. The flow parameters for unchoked flow 


13.7 Fanno Flow 


This adiabatic flow model with friction is 

















flow p 
named after Ginno Fanno a Jewish engi- direction P P+AP 
neer. This model is the second pipe flow T \ (M) \ (M-+AM) 
model described here. The main restric- U 


tion for this model is that heat transfer 
is negligible and can be ignored This 
model is applicable to flow processes which 


No heat transer 





2lEven the friction does not convert into heat Fig. -13.19. Control volume of the gas flow in 
a constant cross section for Fanno Flow. 
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are very fast compared to heat transfer 

mechanisms with small Eckert number. 

This model explains many industrial flow 

processes which includes emptying of pressured container through a relatively short 
tube, exhaust system of an internal combustion engine, compressed air systems, etc. 
As this model raised from the need to explain the steam flow in turbines. 


13.7.1 Introduction 


Consider a gas flowing through a conduit with a friction (see Figure |13.19). It is 
advantages to examine the simplest situation and yet without losing the core properties 
of the process. The mass (continuity equation) balance can be written as 


m= pAU = constant (13.155) 


+ p,U, = py U2 


The energy conservation (under the assumption that this model is adiabatic flow 
and the friction is not transformed into thermal energy) reads 


et (13.156) 
U. U: : 
oy Ty + ed =T>o+ es 
2Cp 2 Cp 
Or in a derivative from 
U2 


Again for simplicity, the perfect gas model is assumed| 





P=pRT 
PP (13.158) 
pili  p2T 


It is assumed that the flow can be approximated as one-dimensional. The force 
acting on the gas is the friction at the wall and the momentum conservation reads 


—AdP — Ty dAy = mdU (13.159) 
It is convenient to define a hydraulic diameter as 


is= 4 x Cross cel Area (13.160) 
wetted perimeter 








22The equation of state is written again here so that all the relevant equations can be found. 
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Or in other words 


a Dy? 
4 





A= (13.161) 


It is convenient to substitute D for Dy and yet it still will be referred to the same name 
as the hydraulic diameter. The infinitesimal area that shear stress is acting on is 


dA, =n Ddx (13.162) 


Introducing the Fanning friction factor as a dimensionless friction factor which is some 
times referred to as the friction coefficient and reads as the following: 


Tw 


2 


By utilizing equation (13.155) and substituting equation (13.163) into momentum equa- 


tion (13.159) yields 


A Tw m 

—_——~ n un 

a D? 1 7 -—~ 
i dP —1 Ddx f gel =A pU dU (13.164) 


Dividing equation (13.164) by the cross section area, A and rearranging yields 


4 f dx 


dP 
D 





1 
pU*) =pUdU (13.165) 
2 


The second law is the last equation to be utilized to determine the flow direction. 


op) es Si (13.166) 


13.7.2. Non—Dimensionalization of the Equations 


Before solving the above equation a dimensionless process is applied. By utilizing the 
definition of the sound speed to produce the following identities for perfect gas 


U 2 U2 
2 = — = 
M*= ( =) i (13.167) 





sof 


Utilizing the definition of the perfect gas results in 


2 
M* = a (13.168) 
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Using the identity in equation (13.167) and substituting it into equation (13.164) and 


after some rearrangement yields 








pU? 
4fdx (1 2 pU? e > dU 
dP kPM* |) = —dU =kPM* — 13.169 
+ oe (akPM) = 5 pF (a800 
By further rearranging equation (13.169) results in 
dP 4fdzx (kM? dU 
= a 13.1 

P D ( 5 ) kM Uy (13.170) 


It is convenient to relate expressions of dP/P and dU/U in terms of the Mach number 
and substituting it into equation (13.170). Derivative of mass conservation (13.155) 
results in 


ay 
d dU? 
1 


The derivation of the equation of state (13.158) and dividing the results by equation of 


state (13.158) results 


dP dp dv 
— = — + — 13.172 
P p av ( ) 
Differentiating of equation (13.167) and dividing by equation (13.167) yields 
M? a dT 
aM) a a) (13.173) 





M? U? T 


Dividing the energy equation (13.157) by C;, and by utilizing the definition Mach number 
yields 





T (aryre (=) 


eH 
Cp 


aT (k-1)U? | (U? 
T ' ERT U2°\ 2 
i] 
aT k—-1... dU? 
M? - 
7 D pz 9 


Equations (13.170), (13.171), (13.172), (13.173), and (13.174) need to be solved. 


These equations are separable so one variable is a function of only single variable (the 


(13.174) 
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chosen as the independent variable). Explicit explanation is provided for only two vari- 
ables, the rest variables can be done in a similar fashion. The dimensionless friction, 
aft is chosen as the independent variable since the change in the dimensionless resis- 
tance, aff causes the change in the other variables. 
Combining equations (13.172) and (13.174) when eliminating dT’/T results 
dP — dp (k —1) M? dU? 
Pp 2 U2 
The term dp/ p can be eliminated by utilizing equation (13.171) and substituting it into 


equation (13.175) and rearrangement yields 


dP _1+(k—1)M? dU? 





(13.175) 








= 13.1 
>. 5 iE (13.176) 
The term dU?/U? can be eliminated by using (13.176) 
dP kM? (1+ (k—1) M?) 4fd 
= (1+ (k= 1) M*) 4 fide (13.177) 


P 2(1— M2) D 


asia a equation for Mach number, M variable is obtained by combining equation 


and (13.174) by eliminating dZ/T. Then dp/p and U are eliminated by 


ian equation (13.171) SET 171) and equation (13.175). The only variable that is left is P 
(or dP/P) which can be eliminated by utilizing equation (13.177) and results in 





4fdz (1—M?) dM? (13.178 
D k-1 ae) 
kM4(1+ <a M?) 
Rearranging equation (13.178) results in 
k-1 
k M? (1+ —— ue?) 
dM? ( 2 A fd 
= i de (13.179) 





M2 — 1— MM? D 


After similar mathematical manipulation one can get the relationship for the ve- 
locity to read 








dU kM? Afdz 
7% ai) D (13.180) 
and the relationship for the temperature is 
dT tIldc k(k—1)M*4f dx 
= = 13.181 
T 2c 2(1—M?) D eee) 
density is obtained by utilizing equations (13.180) and (13.171) to obtain 
d kM? Afd 
P= os (13.182) 





p 2(1— M2) D 
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The stagnation pressure is similarly obtained as 


dPy — kM? 4 fda 
Po 2 D 





(13.183) 
The second law reads 


ds = C, n(F) rin(S) (13.184) 


The stagnation temperature expresses as Ty = T(1+(1—k)/2M7). Taking derivative 
of this expression when M remains constant yields dT) = dT(1+ (1 — k)/2M7?) and 
thus when these equations are divided they yield 





dT /T = dTo/To (13.185) 


In similar fashion the relationship between the stagnation pressure and the pressure can 
be substituted into the entropy equation and result in 


dT dP, 


The first law requires that the stagnation temperature remains constant, (dT) = 0). 
Therefore the entropy change is 


ds (k—1) dP 








= 13.187 
Cp k Po ( ) 
Using the equation for stagnation pressure the entropy equation yields 
d k—-1)M? 4fd 
a a 1 (13.188) 


U. 2 D 


13.7.3. The Mechanics and Why the Flow is Choked? 


The trends of the properties can be examined by looking in equations through 
(13.187). For example, from equation (13.177) it can be observed that the critical 
point is when Mf = 1. When M < 1 the pressure decreases downstream as can be 
seen from equation because fdz and M are positive. For the same reasons, 
in the supersonic branch, M > 1, the pressure increases downstream. This pressure 
increase is what makes compressible flow so different from “conventional” flow. Thus 
the discussion will be divided into two cases: One, flow above speed of sound. Two, 
flow with speed below the speed of sound. 


13.7.3.1 Why the flow is choked? 


Here, the explanation is based on the equations developed earlier and there is no known 
explanation that is based on the physics. First, it has to be recognized that the critical 
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point is when M = 1. It will be shown that a change in location relative to this point 
change the trend and it is singular point by itself. For example, dP(@M = 1) = oo and 
mathematically it is a singular point (see equation (13.177). Observing from equation 
that increase or decrease from subsonic just below one M = (1 —.«) to above 
just above one M = (1+ €) requires a change in a sign pressure direction. However, 
the pressure has to be a monotonic function which means that flow cannot crosses over 
the point of M = 1. This constrain means that because the flow cannot “crossover” 
M = 1 the gas has to reach to this speed, M = 1 at the last point. This situation is 
called choked flow. 


13.7.3.2 The Trends 


The trends or whether the variables are increasing or decreasing can be observed from 
looking at the equation developed. For example, the pressure can be examined by look- 
ing at equation (13.179). It demonstrates that the Mach number increases downstream 
when the flow is subsonic. On the other hand, when the flow is supersonic, the pressure 
decreases. 

The summary of the properties changes on the sides of the branch 





13.7.4 The Working Equations 
Integration of equation (13.178) yields 








(13.189) 
A representative friction factor is defined as 
_ 1 Lmaz 
f= | fdx (13.190) 
Limax 0 


In the isothermal flow model it was shown that friction factor is constant through the 
process if the fluid is ideal gas. Here, the Reynolds number defined in equation (13.142) 
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is not constant because the temperature is not constant. The viscosity even for ideal gas 
is complex function of the temperature (further reading in “Basic of Fluid Mechanics” 
chapter one, Potto Project). However, the temperature variation is very limited. Simple 
improvement can be done by assuming constant constant viscosity (constant friction 
factor) and find the temperature on the two sides of the tube to improve the friction 
factor for the next iteration. The maximum error can be estimated by looking at the 
maximum change of the temperature. The temperature can be reduced by less than 
20% for most range of the specific heats ratio. The viscosity change for this change is 
for many gases about 10%. For these gases the maximum increase of average Reynolds 
number is only 5%. What this change in Reynolds number does to friction factor? That 
depend in the range of Reynolds number. For Reynolds number larger than 10,000 the 
change in friction factor can be considered negligible. For the other extreme, laminar 
flow it can estimated that change of 5% in Reynolds number change about the same 
amount in friction factor. With the exception of the jump from a laminar flow to 
a turbulent flow, the change is noticeable but very small. In the light of the about 
discussion the friction factor is assumed to constant. By utilizing the mean average 


theorem equation (13.189) yields 


(13.191) 





Equations (13.177), (13.180), (13.181), (13.182), (13.182), and ( on be 


solved. For example, the pressure as written in ee ea 176) is oe by 4f age ‘ 
and Mach number. Now equation (13.177) can cone term ait and describe the 
pressure on the Mach number. Dividing equation (13.177) in equation (13.179 (13.179) yields 








dP 

Pp 1+(k—1M? 

VE = — 4 dM? (13.192) 
2M? (1 4 ut) 

M2 2 


The symbol “x” denotes the state when the flow is choked and Mach number is equal 
to 1. Thus, 17 = 1 when P = P* equation (13.192) can be integrated to yield: 


(13.193) 
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534 
In the same fashion the variables ratios can be obtained 















































T 
== = = a (13.194) 
: 1+ —— M? 
2 
The density ratio is 
(13.195) 
The velocity ratio is 
(13.196) 
The stagnation pressure decreases and can be expressed by 
ak 
(tga) 
P 
0 
— P 
P 
a= P (13.197) 
Po Po ps 
P* 
YH 
2) Real 
(a) 


Using the pressure ratio in equation (13.193) and substituting it into equation (13.197) 
yields 


(13.198) 





aa k+1 
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D 
— P/P* 
-_; Po/Po* 








— T/T* 























Fig. -13.20. Various parameters in Fanno flow shown as a function of Mach number. 


And further rearranging equation (13.198) provides 


Stagnation Pressure R 








k-1 














2 
ale SN Oe aa (13.199) 
P* M k+1 : 
2 
The integration of equation (13.187) yields 
k+1 
k 
—s* k+1 
aS inte = (13.200) 
Cp 


k-1 
2M? (1+ an) 


The results of these equations are plotted in Figure 

The Fanno flow is in many cases shockless and therefore a relationship between 
two points should be derived. In most times, the “star” values are imaginary values 
that represent the value at choking. The real ratio can be obtained by two star ratios 


536 CHAPTER 13. COMPRESSIBLE FLOW ONE DIMENSIONAL 


as an example 








T 
T2 I |p 
-_ = 13.201 
RAF (13.201) 
yan 





A special interest is the equation for the dimensionless friction as following 











L Lintian L 
2 AFL [+ [+ 
— dr = — dz — — dx 13.202 
I D Ty D Leg D ( ) 
Hence, ee 
[fl Working Equation - 
| 
Alea te 4 fF Linax AfL 

(es) (Ee) Eo 


13.7.5 Examples of Fanno Flow 


Example 13.18: 
Air flows from a reservoir and enters a uniform pipe with a diameter of 0.05 [m] and length of 10 [m]. 














The air exits to the atmosphere. 08 
The following conditions prevail at D=0.05[m] 
the exit: P) = 1[bar] temperature Fos? seals 
Tz = 27°C Mz = 0.92%] Assume tps T,=27°C 
that the average friction factor to Pa=1([Bar] 











be f = 0.004 and that the flow 


from the hela heaia aa the Pipe Fig. -13.21. Schematic of Example} 13.18 . 
inlet is essentially isentropic. Estimate the total temperature and total pressure in the 


reservoir under the Fanno flow model. 


SOLUTION 


For isentropic, the flow to the pipe inlet, the temperature and the total pressure at the 
pipe inlet are the same as those in the reservoir. Thus, finding the star pressure and 
temperature at the pipe inlet is the solution. With the Mach number and temperature 
known at the exit, the total temperature at the entrance can be obtained by knowing 
the aft For given Mach number (/ = 0.9) the following is obtained. 


M 4fL P Po p U T 
D p= Po* p U* T 











23This property is given only for academic purposes. There is no Mach meter. 
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So, the total temperature at the exit is 


7 


. 300 
T l2 = T 
2 


~ 1.0327 





7 = 290.5[K] 





To “move” to the other side of the tube the 4fh is added as 


_ aft , 4ft| —_ 4X 0.004 x 10 


4fL| _ | 
2 PD \o 0.05 


+ 0.01451 ~ 3.21 





The rest of the parameters can be obtained with the new afk either from Table [13.6] 


by interpolations or by utilizing the attached program. 


M 4fL P Po Pp U | 
D Pp Po* p* U* T* 





Note that the subsonic branch is chosen. The stagnation ratios has to be added 
for M = 0.35886 


T A AxP F 
|u| aelei/ a] & | A*xPo 











The total pressure Po, can be found from the combination of the ratios as follows: 


— 
Pt| P 
P|, P 


Po 
P 





Poi =P 











1 


1 1 


1 


qT, 
= 

T 
i 


L 
2 I 


To 


To1 =T2 Tr 











1 1 


17 x —_ ~ 348K = 75°C 


1 
=300 x To3a7 * 147 * oz 


End Solution 


Another academic question/example: 
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Example 13.19: 








A system is composed of a convergent- Mx=? 
divergent nozzle followed by a tube with M,=3.0 | penne 
length of 2.5 [cm] in diameter and 1.0 [m] i as ee 

long. The system is supplied by a vessel. sue ‘ — 
The vessel conditions are at 29.65 [Bar], 400 | re noza* conditions 











K. With these conditions a pipe inlet Mach 

number is 3.0. A normal shock wave occurs Fig. -13.22. The schematic of Example 
in the tube and the flow discharges to the (13.19). 

atmosphere, determine: 


(a) the mass flow rate through the system; 

(b) the temperature at the pipe exit; and 

(c) determine the Mach number when a normal shock wave occurs [M,]. 
Take k = 1.4, R = 287 [J/kg] and f = 0.005. 


SOLUTION 


(a) Assuming that the pressure vessel is very much larger than the pipe, therefore the 
velocity in the vessel can be assumed to be small enough so it can be neglected. 
Thus, the stagnation conditions can be approximated for the condition in the 
tank. It is further assumed that the flow through the nozzle can be approximated 
as isentropic. Hence, To; = 400K and Po; = 29.65[Par)]. 


The mass flow rate through the system is constant and for simplicity point 1 is 
chosen in which, 
m=pAMc 


The density and speed of sound are unknowns and need to be computed. With 
the isentropic relationship, the Mach number at point one (1) is known, then 
the following can be found either from Table|13.6} or the popular Potto-GDC as 











AxP F 
M é{e{*} fs A*xPo 





0.65826 
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The temperature is 
Ti 
To1 


Using the temperature, the speed of sound can be calculated as 








cq = VERT = V1A X 287 X 142.8 © 239.54[m/sec] 


The pressure at point 1 can be calculated as 


P. 
P, = — Po, = 0.027 x 30 ~ 0.81[Bar] 
Poi 


The density as a function of other properties at point 1 is 


2 P| 84xt 2 45, ) ko 
PS RT|, 287x 1428 | m3 





The mass flow rate can be evaluated from equation (13.155) 


0252 k 
ator ee. 23 e599 he 88 | =| 
4 SEC 


First, check whether the flow is shockless by comparing the flow resistance and 
the maximum possible resistance. From the Table or by using the famous 
Potto—GDC, is to obtain the following 











M 4fL P Po p U T 
D Pp. Po* p* U* T* 





and the conditions of the tube are 


apt, 4X 0.005 x10 _ 
D 0.025 





Since 0.8 > 0.52216 the flow is choked and with a shock wave. 


The exit pressure determines the location of the shock, if a shock exists, by 
comparing “possible” P..;: to Pg. Two possibilities are needed to be checked; 
one, the shock at the entrance of the tube, and two, shock at the exit and 
comparing the pressure ratios. First, the possibility that the shock wave occurs 
immediately at the entrance for which the ratio for M,, are (shock wave Table 
13.3} 
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Ty Py Py Poy 
My Px Pox 





After the shock wave the flow is subsonic with “Mj "= 0.47519. (Fanno Flow 


Table |13.6) 


The stagnation values for M = 0.47519 are 


T A AxP F 
|u| e|2e|4 |e [ael F | 




















The ratio of exit pressure to the chamber total pressure is 


ul ul 


SN oe 
Py P, P* Py Poy Pox 
Po P* Py Poy Pow Po 
1 
= 1x 2.9549 x 0.8568 x 0.32834 x 1 


= 0.12476 





The actual pressure ratio 1/29.65 = 0.0338 is smaller than the case in which 
shock occurs at the entrance. Thus, the shock is somewhere downstream. One 
possible way to find the exit temperature, T> is by finding the location of the 
shock. To find the location of the shock ratio of the pressure ratio, a is needed. 
With the location of shock, “claiming” upstream from the exit through shock 
to the entrance. For example, calculate the parameters for shock location with 
known aft in the “y” side. Then either by utilizing shock table or the program, 
to obtain the upstream Mach number. 


The procedure for the calculations: 
Calculate the entrance Mach number assuming the shock occurs at the exit: 


1) a) set My = 1 assume the flow in the entire tube is supersonic: 


b) calculated M; 
Note this Mach number is the high Value. 
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Calculate the entrance Mach assuming shock at the entrance. 


a) Set Mz =1 
2) b) Add Are and calculated M/,' for subsonic branch 


c) Calculated MM, for My’ 


Note this Mach number is the low value. 


According your root finding algorithn|~4] calculate or guess the shock location 
and then compute as above the new M,. 


a) set My =1 

b) for the new age and compute the new M,,’ for the subsonic branch 
c) calculated M,,’ for the M,,’ 

d) Add the leftover of afk and calculated the 4, 


4) guess new location for the shock according to your finding root procedure and 
according to the result, repeat previous stage until the solution is obtained. 


4fL 4fL 
Mi My 





0.57010 


: ‘ F . ge APT 
(c) The way of the numerical procedure for solving this problem is by finding —,— 





up 
that will produce 14; = 3. In the process M, and M,, must be calculated (see 
the chapter on the program with its algorithms.). 


End Solution 








Supersonic Branch 


In Section it was shown that the isothermal model cannot describe ade- 
quately the situation because the thermal entry length is relatively large compared to 
the pipe length and the heat transfer is not sufficient to maintain constant temperature. 
In the Fanno model there is no heat transfer, and, furthermore, because the very limited 
amount of heat transformed it is closer to an adiabatic flow. The only limitation of the 
model is its uniform velocity (assuming parabolic flow for laminar and different profile 
for turbulent flow.). The information from the wall to the tube centef>| is slower in re- 
ality. However, experiments from many starting with 1938 work by Frosse{?9] has shown 
that the error is not significant. Nevertheless, the comparison with reality shows that 
heat transfer cause changes to the flow and they need/should to be expected. These 
changes include the choking point at lower Mach number. 





24VYou can use any method you wish, but be-careful second order methods like Newton-Rapson 
method can be unstable. 

25The word information referred to is the shear stress transformed from the wall to the center of the 
tube. 


?6See on the web http: //naca.larc.nasa.gov/digidoc/report/tm/44/NACA-TM-844. PDF 


542 CHAPTER 13. COMPRESSIBLE FLOW ONE DIMENSIONAL 
13.7.5.1 Maximum Length for the Supersonic Flow 


It has to be noted and recognized that as opposed to subsonic branch the supersonic 
branch has a limited length. It also must be recognized that there is a maximum 
length for which only supersonic flow can exist”’| These results were obtained from the 
mathematical derivations but were verified by numerous experimentg”>| The maximum 
length of the supersonic can be evaluated when M = oo as follows: 





A Diaus 1-M? | k+l kel yy? 
—4 n => 
D kM? © 2k 2 (1+ %1M?) 
- k+1, (k+1 
“ft (M > oo) ~ sae as in! = eS 








kxoo' 2k (k—1)00 


-1 k4+1, (k+1) 
In 
k 2k (k—1) 





= 4£4(M > 00, k = 1.4) = 0.8215 


4 fi Linax 
D 





= 4L4(M - 00, k = 1.4) = 0.8215 (13.204) 
The maximum length of the supersonic flow is limited by the above number. From the 


above analysis, it can be observed that no matter how high the entrance Mach number 
will be the tube length is limited and depends only on specific heat ratio, k. 


13.7.6 Working Conditions 








It has to be recognized that there are two regimes as(“57)<as(“52) 
that can occur in Fanno flow model one of subsonic ae D 
flow and the other supersonic flow. Even the flow / Larger => at 


in the tube starts as a supersonic in parts of the 
tube can be transformed into the subsonic branch. 
A shock wave can occur and some portions of the 
tube will be in a subsonic flow pattern. 

The discussion has to differentiate between 
two ways of feeding the tube: converging nozzle 
or a converging-diverging nozzle. Three parame- Fig. -13.23. The effects of increase of 
ters, the dimensionless friction, 4fh the entrance tft on the Fanno line. 

Mach number, Mj, and the pressure ratio, P2/P, 

are controlling the flow. Only a combination of these two parameters is truly indepen- 
dent. However, all the three parameters can be varied and some are discussed separately 
here. 











27Many in the industry have difficulties in understanding this concept. The author seeks for a nice 
explanation of this concept for non—fluid mechanics engineers. This solicitation is about how to explain 
this issue to non-engineers or engineer without a proper background. 

281f you have experiments demonstrating this point, please provide to the undersign so they can be 
added to this book. Many of the pictures in the literature carry copyright statements and thus can be 
presented here. 
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13.7.6.1 Variations of The Tube Length (*5") Effects 


In the analysis of this effect, it should be assumed that back pressure is constant and/or 
low as possible as needed to maintain a choked flow. First, the treatment of the two 


branches are separated. 


Fanno Flow Subsonic branch 


For converging nozzle feeding, increas- 
ing the tube length results in increasing the 
exit Mach number (normally denoted herein as 
Mp2). Once the Mach number reaches maxi- 
mum (M = 1), no further increase of the exit 
Mach number can be achieved with same pres- 
sure ratio mass flow rate. For increase in the 
pipe length results in mass flow rate decreases. 
It is worth noting that entrance Mach number 
is reduced (as some might explain it to reduce 
the flow rate). The entrance temperature in- 








Fig. -13.24. The effects of the increase of 
tLe on the Fanno Line. 


creases as can be seen from Figure[13.24] The velocity therefore must decrease because 
the loss of the enthalpy (stagnation temperature) is “used.” The density decrease be- 
cause p = i and when pressure is remains almost constant the density decreases. 
Thus, the mass flow rate must decrease. These results are applicable to the converging 


nozzle. 


In the case of the converging—diverging feeding nozzle, increase of the dimension- 


less friction, aff 


results in a similar flow pattern as in the converging nozzle. Once 


the flow becomes choked a different flow pattern emerges. 


13.7.6.2 Fanno Flow Supersonic Branch 


There are several transitional points that 
change the pattern of the flow. Point a 
is the choking point (for the supersonic 





branch) in which the exit Mach number 
reaches to one. Point b is the maximum 
possible flow for supersonic flow and is not 
dependent on the nozzle. The next point, 
referred here as the critical point c, is the 
point in which no supersonic flow is pos- 
sible in the tube i.e. the shock reaches 
to the nozzle. There is another point d, 
in which no supersonic flow is possible in 
the entire nozzle-tube system. Between 
these transitional points the effect param- 
eters such as mass flow rate, entrance and 
exit Mach number are discussed. 












Mj 
a 
| 
M 
m | 
M l bic 
2 | M=1 ? | 
all supersonic \ 
flow ! 
{ 
m = const —|mixed supersonic | 
| 





with subsonic 
flow with a shock 
between 


the nozzle 
is still 





Fig. -13.25. The Mach numbers at entrance 


and exit of tube and mass flow rate for Fanno 


Flow as a function of the 4. 
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At the starting point the flow is choked in the nozzle, to achieve supersonic flow. 
The following ranges that has to be discussed includes (see Figure|13.25): 


Ww 
fa) 


4f 


0 < aft << (4) O-a 
choking 
4f ) AfL (4 ) 
ee & oe (es a>b 
( D choking D DD shockless 
4f z) 4fL (: f ) 
== < = < (=> boc 
( D shockless 2 7 chokeless 
AfL AfL 
(4 =< a 5 < Co cco 
chokeless 


includes (see Figure|13.25): 


The 0-a range, the mass flow rate is constant because the flow is choked at the 
nozzle. The entrance Mach number, M, is constant because it is a function of the 
nozzle design only. The exit Mach number, Mz decreases (remember this flow is on 
the supersonic branch) and starts (44 = 0) as Mz = M,. At the end of the range a, 
Mz = 1. In the range of a— b the flow is all supersonic. 

In the next range a — b the flow is double choked and make the adjustment for 
the flow rate at different choking points by changing the shock location. The mass flow 
rate continues to be constant. The entrance Mach continues to be constant and exit 
Mach number is constant. 

4fL 


The total maximum available for supersonic flow b — b’, ( 5 ) , IS only a 
max 


theoretical length in which the supersonic flow can occur if nozzle is provided with a 
larger Mach number (a change to the nozzle area ratio which also reduces the mass 
flow rate). In the range b — c, it is a more practical point. 

In semi supersonic flow b — c (in which no supersonic is available in the tube but 
only in the nozzle) the flow is still double choked and the mass flow rate is constant. 
Notice that exit Mach number, Mg is still one. However, the entrance Mach number, 
My,, reduces with the increase of Jes 

It is worth noticing that in the a—c the mass flow rate nozzle entrance velocity 
and the exit velocity remains constant 7] 

In the last range ¢ — oo the end is really the pressure limit or the break of the 
model and the isothermal model is more appropriate to describe the flow. In this range, 
the flow rate decreases since (7 a M,f| 

To summarize the above discussion, Figures [13.25] exhibits the development of 
M,, Mz mass flow rate as a function of *££. Somewhat different then the subsonic 


D 
branch the mass flow rate is constant even if the flow in the tube is completely subsonic. 





29On a personal note, this situation is rather strange to explain. On one hand, the resistance increases 
and on the other hand, the exit Mach number remains constant and equal to one. Does anyone have 
an explanation for this strange behavior suitable for non—engineers or engineers without background in 
fluid mechanics? 

30Note that p; increases with decreases of M, but this effect is less significant. 
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Fanno Flow 
M, as a function of M, 
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Fig. -13.26. M, as a function M2 for various 4ff 


This situation is because of the “double” choked condition in the nozzle. The exit Mach 
Mg is a continuous monotonic function that decreases with 4fh The entrance Mach 
My, is a non continuous function with a jump at the point when shock occurs at the 
entrance “moves” into the nozzle. 


Figure|13.26] exhibits the 14, as a function of M2. The Figure was calculated by 
utilizing the data from Figure|13.20] by obtaining the aft for M2 and subtracting 
the given aff and finding the corresponding M,. 

The Figure (13.27) exhibits the entrance Mach number as a function of the Mo. 
Obviously there can be two extreme possibilities for the subsonic exit branch. Subsonic 


velocity occurs for supersonic entrance velocity, one, when the shock wave occurs at 
the tube exit and two, at the tube entrance. In Figure}13.27| only for ai* = 0.1 and 


4fh = 0.4 two extremes are shown. For Aft = 0.2 shown with only shock at the 


exit only. Obviously, and as can be observed, the larger Aft creates larger differences 
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Fanno Flow 


M, as a function of M, for the subsonic brench 





0.5 — _ 











Tue Jan 4 11:26:19 2005 


Fig. -13.27. M, as a function Mo for different —_ for supersonic entrance velocity. 
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between exit Mach number for the different shock locations. The larger fh larger My 
must occurs even for shock at the entrance. 

For a given 4fh below the maximum critical length, the supersonic entrance 
flow has three different regimes which depends on the back pressure. One, shockless 
flow, tow, shock at the entrance, and three, shock at the exit. Below, the maximum 


critical length is mathematically 


4fL 1 1+k G4) 
In 





a Ee” oe hea 


For cases of aft above the maximum critical length no supersonic flow can be over 
the whole tube and at some point a shock will occur and the flow becomes subsonic 
flow?}| EndFootNote 


13.7.7 The Pressure Ratio, P,/ P,, effects 


In this section the studied parameter is the variation of the back pressure and thus, the 
pressure ratio (.P2/ P,) variations. For very low pressure ratio the flow can be assumed 
as incompressible with exit Mach number smaller than < 0.3. As the pressure ratio 
increases (smaller back pressure, P2), the exit and entrance Mach numbers increase. 
According to Fanno model the value of afk is constant (friction factor, f, is indepen- 
dent of the parameters such as, Mach number, Reynolds number et cetera) thus the 
flow remains on the same Fanno line. For cases where the supply come from a reservoir 
with a constant pressure, the entrance pressure decreases as well because of the increase 
in the entrance Mach number (velocity). 

Again a differentiation of the feeding is important to point out. If the feeding 
nozzle is converging than the flow will be only subsonic. If the nozzle is “converging— 
diverging” than in some part supersonic flow is possible. At first the converging nozzle 
is presented and later the converging-diverging nozzle is explained. 


13.7.7.1_ Choking explanation for pressure variation/reduction 


Decreasing the pressure ratio or in actuality the back pressure, results in increase of the 
entrance and the exit velocity until a maximum is reached for the exit velocity. The 
maximum velocity is when exit Mach number equals one. The Mach number, as it was 
shown in Section[13.4| can increases only if the area increase. In our model the tube area 
is postulated as a constant therefore the velocity cannot increase any further. However, 
for the flow to be continuous the pressure must decrease and for that the velocity must 
increase. Something must break since there are conflicting demands and it result in a 
“jump” in the flow. This jump is referred to as a choked flow. Any additional reduction 
in the back pressure will not change the situation in the tube. The only change will be 
at tube surroundings which are irrelevant to this discussion. 

If the feeding nozzle is a “converging—diverging” then it has to be differentiated 


between two cases; One case is where the aft is short or equal to the critical length. 





31See more on the discussion about changing the length of the tube. 
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Fig. -13.28. The pressure distribution as a function of 4ft for a short 
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Fig. -13.29. The pressure distribution as a function of —,~ for a long =5-. 


The critical length is the maximum afb that associate with entrance Mach num- 
max 


ber. 


13.7.7.2 Short 4f L/D 


Figure [13.29] shows different pressure profiles for different back pressures. Before the 
flow reaches critical point a (in the Figure [13.29) the flow is subsonic. Up to this 
stage the nozzle feeding the tube increases the mass flow rate (with decreasing back 
pressure). Pressure between point a and point b the shock is in the nozzle. In this 
range and further reduction of the pressure the mass flow rate is constant no matter 
how low the back pressure is reduced. Once the back pressure is less than point b the 
supersonic reaches to the tube. Note however that exit Mach number, Mz < 1 and is 
not 1. A back pressure that is at the critical point c results in a shock wave that is at 
the exit. When the back pressure is below point c, the tube is “clean” of any shock??| 





321t is common misconception that the back pressure has to be at point d. 
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Fig. -13.30. The effects of pressure variations on Mach number profile as a function of ate 


when the total resistance arm = 0.3 for Fanno Flow. 


The back pressure below point c has some adjustment as it occurs with exceptions of 
point d. 


13.7.7.3. Long +54 


In the case of fh > 4fh reduction of the back pressure results in the same 
mar 
process as explained in the short aft up to point c. However, point c in this case is 


different from point c at the case of short tube = < 4fh . In this point the 


exit Mach number is equal to 1 and the flow is double shock. Further reduction of the 
back pressure at this stage will not “move” the shock wave downstream the nozzle. At 
point c or location of the shock wave, is a function entrance Mach number, MM, and 
the “extra” Age There is no analytical solution for the location of this point c. The 
procedure is (will be) presented in later stage. 


The Maximum Location of the Shock 


The main point in this discussion however, is to find the furthest shock location 
downstream. Figure }13.32| shows the possible A (465) as a function of retreat of 


the location of the shock wave from the maximum location. When the entrance Mach 
number is infinity, 14, = oo, if the shock location is at the maximum length, then shock 
at M; = 1 results in M, = 1. 

The proposed procedure is based on Figure [13.32] 
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Fig. -13.31. Pressure ratios as a function of age when the total 4fh = 0.3. 


i) Calculate the extra 4fh and subtract the actual extra 


the left side (at the max length). 


aft assuming shock at 


ii) Calculate the extra 4fh and subtract the actual extra aft assuming shock at 


the right side (at the entrance). 
iii) According to the positive or negative utilizes your root finding procedure. 


From numerical point of view, the Mach number equal infinity when left side 
assumes result in infinity length of possible extra (the whole flow in the tube is subsonic). 
To overcome this numerical problem, it is suggested to start the calculation from € 
distance from the right hand side. 











Let denote 
AfL AfL ATL 
A = 13.2 
( D ) D actual D sup ( ye) 
Note that aft is smaller than aft . The requirement that has to be satis- 
sup MAL go 


fied is that denote *44 as difference between the maximum possible of length 
retreat 


in which the supersonic flow is achieved and the actual length in which the flow is 
supersonic see Figure|13.33| The retreating length is expressed as subsonic but 





AfL 
D 


Af L 
D 


_ AfL 
~  D 





(13.206) 











retreat MAX og sup 
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4fL 4fL 


retreat D max 


D 


Fig. -13.32. The extra tube length as a function of the shock location, aif 





supersonic 


branch. 
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Mi mar 








Fig. -13.33. The maximum entrance Mach number, M, to the tube as a function of fh 
supersonic branch. 
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Figure |13.33] shows the entrance Mach number, M, reduces after the maximum 
length is exceeded. 


Example 13.20: 
Calculate the shock location for entrance Mach number M, = 8 and for {fh = 0.9 
assume that k = 1.4 (Mexiz = 1). 


SOLUTION 


The solution is obtained by an iterative process. The maximum et” fork = 


D 
1.4 is 0.821508116. Hence, fh exceed the maximum length 4fh for this entrance 


Mach number. The maximum for M; = 8 is aft = 0.76820, thus the extra tube 
is A (444) = 0.9 — 0.76820 = 0.1318. The left side is when the shock occurs at 


aft = 0.76820 (flow is choked and no additional aft). Hence, the value of left side 


is —0.1318. The right side is when the shock is at the entrance at which the extra aft 
is calculated for M; and M, is 


Ms 


With (M,)/ 


4f{L P Po p U T 
M fe [e[ me] ee] & | s | 











The extra A (445) is 2.442 — 0.1318 = 2.3102 Now the solution is somewhere 


between the negative of left side to the positive of the right sidd?3] 
In a summary of the actions is done by the following algorithm: 


(a) check if the Aft exceeds the maximum ae for the supersonic flow. 
max 


Accordingly continue. 





4fL 4fL  4fL 
(b) Guess £ = £ £ 
up max 


(c) Calculate the Mach number corresponding to the current guess of fh ; 
up 


(d) Calculate the associate Mach number, M,, with the Mach number, M,, calcu- 
lated previously, 





33What if the right side is also negative? The flow is chocked and shock must occur in the nozzle 
before entering the tube. Or in a very long tube the whole flow will be subsonic. 
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(e) Calculate 4fh for supersonic branch for the 


(f) Calculate the “new and improved” 4fh 
up 


i 4fL 
(g) Compute the “new —, 











down 


4fh against the old one. If it is satisfactory 
down 


(h) Check the new and improved 





stop or return to stage |b] 


Shock location is: 


4fL 4fL 





The iteration summary is also shown below 
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ee ae 
0 | osri26 | o2a5a | 1.3838 | 0.74064 | 0.90000. 
| 1 | o6270 | o.27sso | 1.5286 | 0.6019 | 0.90000 | 
| 6 | osriss | osvsis | 1.6673 | 0.61020 | 0.90000 | 
| 8 | ores | o.sa007 | 1.6600 | 0.64850 | 0.90000 | 
9 | osrora | oz | 1.6703 | 0.64830 | 0.90000. 


This procedure rapidly converted to the solution. 





End Solution 








13.7.8 The Practical Questions and Examples of Subsonic branch 


13.7.9 The Practical Questions and Examples of Subsonic branch 


The Fanno is applicable also when the flow isn't chokd?* In this case, several questions 
appear for the subsonic branch. This is the area shown in Figure|13.25]in beginning for 
between points 0 and a. This kind of questions made of pair given information to find 





34These questions were raised from many who didn’t find any book that discuss these practical 
aspects and send the questions to this author. 
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the conditions of the flow, as oppose to only one piece of information given in choked 
flow. There many combinations that can appear in this situation but there are several 
more physical and practical that will be discussed here. 


13.7.10 Subsonic Fanno Flow for Given i and Pressure Ratio 


This pair of parameters is the most 
natural to examine because, in most 


cases, this information is the only 4fL - ae 
provided information. For a given ——— sceie DP=P 
pipe (465), neither the entrance PMA 
Mach number nor the exit Mach hypothetical section 


number are given (sometimes the 

entrance Mach number is given see Fig. -13.34. Unchoked flow calculations showing the 
the next section). There is no known hypothetical “full” tube when choked. 

exact analytical solution. There are 

two possible approaches to solve this problem: one, by building a representative func- 

tion and find a root (or roots) of this representative function. Two, the problem can be 

solved by an iterative procedure. The first approach require using root finding method 

and either method of spline method or the half method or the combination of the two. In 

the past, this book advocated the integrative method. Recently, this author investigate 

proposed an improved method. 

This method is based on the entrance Mach number as the base. The idea based 
on the idea that the pressure ratio can be drawn as a function of the entrance Mach 
number. One of difficulties lays in the determination the boundaries of the entrance 
Mach number. The maximum entrance Mach number is chocking Mach number. The 
lower possible Mach number is zero which creates very large Aff The equations are 
solve for these large aft numbers by perturbation method and the analytical solution 
is 


(13.207) 





Equation is suggested to be used up to M; < 0.02. To have small overlapping 
zone the lower boundary is MM, < 0.01. 

The process is based on finding the pres- 
sure ratio for given aff pipe dimensionless 
length. Figure[13.35]exhibits the pressure ratio 
for fix aft as function of the entrance Mach 
number. As it can be observed, the entrance 
Mach number lays between zero and the max- 


imum of the chocking conditions. For example 














0.3 





00 Ol 02 03 04 05 06 
Mi 


Fig. -13.35. Pressure ratio obtained for a 
fix aff as a function of Mach number for 


k=1.4. 
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for a fixed pipe, afb = 1 the maximum Mach 
number is 0.50874 as shown in Figure}13.35]|by 
orange line. For a given entrance Mach num- 


ber, the pressure ratio, P,/P* and Age can 
1 
fg a AfL 
be calculated. The exit pipe length, “BD |, 


: : afl 
is obtained by subtracting the fix length —5- 


from af . With this value, the exit Mach number, M2 and pressure ratio P2/P* 


are calculated. Hence the pressure ratio, P;/P, can be obtained and is drawn in Figure 

Hence, when the pressure ratio, P)/P, is given along with given pipe, Aft the 
solution can be obtained by drawing a horizontal line. The intersection of the horizontal 
line with the right curve of the pressure ratio yields the entrance Mach number. This 
can be done by a computer program such Potto—-GDC (version 0.5.2 and above). The 
summary of the procedure is as the following. beginNormalEnumerate 


1) If the pressure ratio is P2/P, < 0.02 then using the perturbed solution the entrance 
Mach number is very small and calculate using the formula 





P, 
Py 


GF) 


If the pressure ratio smaller than continue with the following. 


M= (13.208) 





Calculate the ote 











2) for My, = 0.01 
1 
4fL AfL 
3) Subtract the given f from aft and calculate the exit Mach number. 
1 





4) Calculate the pressure ratio. 





5) Calculate the pressure ratio for choking condition (given 


6) Use your favorite to method to calculate root finding (In potto-GDC Brent’s method 
is used) 


Example runs is presented in the Figure[13.36] for aft = 0.5 and pressure ratio 
equal to 0.8. The blue line in Figure intersection with the horizontal line of 
P>/P, = 0.8 yield the solution of M ~ 0.5. The whole solution obtained in 7 iterations 
with accuracy of 107!2. 

In Potto-—GDC there is another older iterative method used to solve constructed 
on the properties of several physical quantities must be in a certain range. The first fact 
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0.9 | 
0.8 | 
0.7 | 
0.6 | 
0.5 | 

— M, 
0.4 + — nm, | 
0.3 a 
; zB 
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i, number of iteration 


4fL 


oo 0.5 and pressure ratio equal 0.8. 


Fig. -13.36. Conversion of solution for given 





is that the pressure ratio P2/P, is always between 0 and 1 (see Figure (13.34). In the 
figure, a theoretical extra tube is added in such a length that cause the flow to choke 
(if it really was there). This length is always positive (at minimum is zero). 

The procedure for the calculations is as the following: 


1) Calculate the entrance Mach number, M, assuming the aft = 4fh 


(chocked flow); 





Max 


Calculate the minimum pressure ratio (P2/P,),,. for M, (look at table 13.6) 


min 


2) Check if the flow is choked: 
There are two possibilities to check it. 
a) Check if the given aff is smaller than aft obtained from the given P,/P, or 


b) check if the (P2/P,) is larger than (P2/P,), 


min 


continue if the criteria is satisfied. Or if not satisfied abort this procedure and 
continue to calculation for choked flow. 


3) Calculate the M2 based on the (P*/P2) = (P;/P2), 


4) calculate A*tt based on Mo, 


5) calculate the new (P2/P,), based on the new f (465) ; (44),). 


(remember that A*it = (45) ). 


6) calculate the corresponding M; and Mo, 
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3.0 T 





Lo? Py ttt ot Prt tT rate FT fF 
Conversion occurs around 7-9 times 


M, 
BE in M, 4 
[ af J 

D 
[ PJP, J 
2.0 = Ase 4 





Pee Bsa pap sone dgntat oaeneneceiat : 
= | 
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October 8, 2007 


Fig. -13.37. The results of the algorithm showing the conversion rate for unchoked Fanno flow 


Z 2 AfL 2 
model with a given aft and pressure ratio. 


7) calculate the new and “improved” the Afft by 


P2 


(7) sen 
Coy ie Gee a @) oa 


Note, when the pressure ratios are matching also the A4ft will also match. 


8) Calculate the “improved/new” Mz based on the improve A*it 





9) calculate the improved afh as Aft = (+44) +A (+44) 
given 


10) calculate the improved 1, based on the improved ‘fh 


11) Compare the abs ((P2/P1),e — (P2/Pi)oiq ) and if not satisfied 
returned to stage until the solution is obtained. 


To demonstrate how this procedure is working consider a typical example of 
aft = 1.7 and P2:/P, = 0.5. Using the above algorithm the results are exhibited 
in the following figure. 

Figure[13.37|demonstrates that the conversion occur at about 7-8 iterations. With 
better first guess this conversion procedure converts much faster but at a certain range 
it is unstable. 
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13.7.11 Subsonic Fanno Flow for a Given \/, and Pressure Ratio 


This situation pose a simple mathematical problem while the physical situation occurs 
in cases where a specific flow rate is required with a given pressure ratio (range) (this 
problem was considered by some to be somewhat complicated). The specific flow rate 
can be converted to entrance Mach number and this simplifies the problem. Thus, 
the problem is reduced to find for given entrance Mach, Mj, and given pressure ratio 
calculate the flow parameters, like the exit Mach number, M2. The procedure is based 
on the fact that the entrance star pressure ratio can be calculated using M;. Thus, 
using the pressure ratio to calculate the star exit pressure ratio provide the exit Mach 
number, M2. An example of such issue is the following example that combines also the 
“Naughty professor” problems. 


Example 13.21: 
Calculate the exit Mach number for P)/P, = 0.4 and entrance Mach number M, = 
0.25. 


SOLUTION 


The star pressure can be obtained from a table or Potto-GDC as 


4fL P Po U T 
pe 





And the star pressure ratio can be calculated at the exit as following 





Pe PP yay 4.3546 = 1.74184 
P* P,P* ~ a 


And the corresponding exit Mach number for this pressure ratio reads 


4fL P Po U T 
p* 








A bit show off the Potto—GDC can carry these calculations in one click as 


4fL P2 





0.25000 0.60693 8.0193 0.40000 


End Solution 
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M, Fanno flow 


with comperison to Isothermal Flow 

















1 | i | 1 | i | i | 1 | i | 1 | L | i 
% 10 20 30 40 50 60 #70 80 90 100 
_4fL 
Wed Mar 9 11:38:27 2005 D 


Fig. -13.38. The entrance Mach number as a function of dimensionless resistance and com- 
parison with Isothermal Flow. 
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4fL 
As it can be seen for the Figure |13.38] the dominating parameter is f . The 


results are very similar for isothermal flow. The only difference is in small dimensionless 
wae ASL 
friction, 4fh 





13.7.12 More Examples of Fanno Flow 


Example 13.22: 

To demonstrate the utility in Figure [13.38 consider the following example. Find the 
mass flow rate for f = 0.05, L = 4[m], D = 0.02[m] and pressure ratio P2/P, = 
0.1, 0.3,0.5,0.8. The stagnation conditions at the entrance are 300K and 3{bar] air. 


SOLUTION 


First calculate the dimensionless resistance, 4fh 


4fL  4x0.05x4 _ 
D 0.02 a 


From Figure |13.38]| for P2/P, = 0.1 M, 0.13 etc. 
or accurately by utilizing the program as in the following table. 


40 





| 0.12728 | 1.0000 | 40.0000 _| 40.0000 | 00 | 0.11637 | 


Only for the pressure ratio of 0.1 the flow is choked. 


pM ta} e | & | we 








Therefore, T = To and is the same for the pressure. Hence, the mass rate is a 
function of the Mach number. The Mach number is indeed a function of the pressure 
ratio but mass flow rate is a function of pressure ratio only through Mach number. 
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The mass flow rate is 


2 
m=PAM,|/ a = 300000 x om x 0.127 x == ~ 0.48 (=) 





287 300 SEC 


and for the rest 


mh (72103) ~ 0.48 x O28 _ 9.468 (<2) 





0.1273 








SEC 
PoP; 0.1139 _ kg 
P2P. 0.07975 _ kg 


End Solution 


13.8 The Table for Fanno Flow 


Table -13.6. Fanno Flow Standard basic Table k=1.4 
0.03 
0.04 
0.05 
0.07 
0.08 
0.10 
0.20 
0.5 
0.30 
0.85 
0.40 








13.8. 





THE TABLE FOR FANNO FLOW 


Table -13.6. Fanno Flow Standard basic Table (continue) 
| 0.60 | o.sos2 | 1.7634 | 1ass2 | 1.5753 | o.634si| 11194 | 
[0.90 | oorast | r1201_| 1.0089 | 1.0934 | o.oraso| 1.0327 
[1.00 | 00 | 1.00000 | 1.000 | 1.000 | 1.00_| 1.000 
| 6.00 | o.72088 | o.06s75sf53.18 | 0.43565] 2.205 | 464 
[9.00 | a.77s09 | o.o20sis) 3.302 | 0.42060] 2.37 | o.o6o767_ 
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Table -13.6. Fanno Flow Standard basic Table (continue) 





13.9 Rayleigh Flow 


Rayleigh flow is a model describing a frictionless flow with heat transfer through a 
pipe of constant cross sectional area. In practice, Rayleigh flow isn't a really good 
model to describe real situations. Yet, Rayleigh flow is practical and useful concept in 
a obtaining trends and limits such as the density and pressure change due to external 
cooling or heating. As opposed to the two previous models, the heat transfer can be in 
two directions not like the friction (there is no negative friction). This fact creates a 
different situation as compared to the previous two models. This model can be applied 
to cases where the heat transfer is significant and the friction can be ignored. Flow of 
steam in steam boiler is good examle where Rayleigh flow can be used. 








13.9.1 Introduction 


The third simple model for 1—-dimensional 
flow with a constant heat transfer for fric- 


i ; : . | flow | Pe 
tionless flow. This flow is referred to in Pl direction 

the literature as Rayleigh Flow (see histor- 1) ___, heat transfer 7 
ical notes). This flow is another extreme a (in and out)! *? 


case in which the friction effects are ne- 

glected because their relative magnitute is Q 

significantly smaller than the heat transfer 

effects. While the isothermal flow model Fig. -13.39. The control volume of Rayleigh 
has heat transfer and friction, the main Flow. 

assumption was that relative length is en- 

ables significant heat transfer to occur between the surroundings and tube. In contrast, 
the heat transfer in Rayleigh flow occurs between unknown temperature and the tube 
and the heat flux is maintained constant. As before, a simple model is built around the 
assumption of constant properties (poorer prediction to case where chemical reaction 
take a place). 
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This model is used to roughly predict the conditions which occur mostly in sit- 
uations involving chemical reaction. In analysis of the flow, one has to be aware that 
properties do change significantly for a large range of temperatures. Yet, for smaller 
range of temperatures and lengths the calculations are more accurate. Nevertheless, 
the main characteristics of the flow such as a choking condition etc. are encapsulated 
in this model. 

The basic physics of the flow revolves around the fact that the gas is highly 
compressible. The density changes through the heat transfer (temperature change). 
Contrary to Fanno flow in which the resistance always oppose the flow direction, Rayleigh 
flow, also, the cooling can be applied. The flow acceleration changes the direction when 
the cooling is applied. 


13.9.2 Governing Equations 


The energy balance on the control volume reads 








Q = Cy (To2 — Tor) (13.210) 
The momentum balance reads 
A(P, — P2) = m(V2 — Vi) (13.211) 
The mass conservation reads 
piU, A = ppU2A =m (13.212) 
Equation of state 
P, P» 
ath = oT (13.213) 


There are four equations with four unknowns, if the upstream conditions are known (or 
downstream conditions are known). Thus, a solution can be obtained. One can notice 


that equations (13.211), (13.212) and (13.213) are similar to the equations that were 


solved for the shock wave. Thus, results in the same as before (13.85) 


(13.214) 





The equation of state (13.213) can further assist in obtaining the temperature ratio as 


2h Fa Pt 


= 13.215 
T, Pi pe ( ) 
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The density ratio can be expressed in terms of mass conservation as 























U2 
VERT: 
p. _ U2 __ VkRT, © Ma /T (13.216) 
2 U, U1 /kK RT. M, Ti 
VERT, : 
or in simple terms as 
Mz /T: 
pee Me (13.217) 
po Uy MVT 
or substituting equations (13.214) and (13.217) into equation (13.215) yields 
kM,? Mz [T: 
ae Ly (13.218) 
T, 14+kMo* MV T 


Transferring the temperature ratio to the left hand side and squaring the results gives 

















(13.219) 
The Rayleigh line exhibits two possible 
maximums one for dT’/ds = 0 and for 
ds/dT = 0. The second maximum can 
be expressed as dT'/ds = co. The second 
law is used to find the expression for the 
derivative. 
S1 — 82 T> k-1 Py 
C, =In T he In P, i newaiet i temperature entropy diagram 
(13.220) or Rayleigh line. 
1+kM;,?) M: —1, [1+kM21? 
Nee |) | = | + | (13.221) 
Cp (1+ k M2") My k 1+kM, 


Let the initial condition M,, and s; be constant and the variable parameters are Mo, 
and sg. A derivative of equation (13.221) results in 
1 ds 2(1— M”) 
Cp dM ~ M(1+kM?) 





(13.222) 
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Taking the derivative of equation (13.222) and letting the variable parameters be 75, 
and Mg results in 





dT 1—kM? 
aM => constant x (1+ & M2) (13.223) 
+ 
Combining equations (13.222) and (13.223) by eliminating dM results in 
dT M(1— kM?) 
= tant x 13.224 
ds A — M2)(1 + kM2)2 ( ) 


On T-s diagram a family of curves can be drawn for a given constant. Yet for every 
curve, several observations can be generalized. The derivative is equal to zero when 
1—kM? =0or M = 1/Vk or when M — 0. The derivative is equal to infinity, 
dT /ds = oo when M = 1. From thermodynamics, increase of heating results in increase 
of entropy. And cooling results in reduction of entropy. Hence, when cooling is applied 
to a tube the velocity decreases and when heating is applied the velocity increases. At 
peculiar point of M = 1/Vk when additional heat is applied the temperature decreases. 
The derivative is negative, dT'/ds < 0, yet note this point is not the choking point. The 
choking occurs only when M = 1 because it violates the second law. The transition to 
supersonic flow occurs when the area changes, somewhat similarly to Fanno flow. Yet, 
choking can be explained by the fact that increase of energy must be accompanied by 
increase of entropy. But the entropy of supersonic flow is lower (see Figure{13.40) and 
therefore it is not possible (the maximum entropy at M = 1.). 

It is convenient to refer to the value of MJ = 1. These values are referred to as 
the “star? values. The equation can be written between choking point and 
any point on the curve. 





Pressure Ratio 
PX 1+kM,? 




















ae eae (13.225) 
The temperature ratio is 
Pressure Ratio 
_ 2 
r = ne (- +e) (13.226) 
The stagnation temperature can be expressed as 
Tor _ is ( : >’) (13.227) 
ey 





35The star is an asterisk. 
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or explicitly 
— Stagnation Temperature Ratio — 


To,  2(1+%)M,? ba 25 | 
= i M 13.22 
i Cia te 228) 





The stagnation pressure ratio reads 


k-1 
P,{1+-— M,? 
Poi (14 ) 


- 2 
PPE) 





(13.229) 


or explicitly 
Stagnation Pressure Ratio 
k 


Pe olden 14+kM,2\* aa 
Py Ae eae (eas) se) 


13.9.3 Rayleigh Flow Tables and Figures 


The “star” values are tabulated in Table ??. Several observations can be made in 
regards to the stagnation temperature. The maximum temperature is not at Mach 
equal to one. Yet the maximum enetropy accurs at Mach equal to one. 





Table -13.7. Rayleigh Flow k=1.4 
me | s 
| 0.06 | 0.020529 | o.or7tio{_ 2388 | 1.205 | 0.00860 | 


[0.09 | o.oss616 | o.ssors| 237s | 1261 | ooise2 
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Table -13.7. Rayleigh Flow k=1.4 (continue) 


T To P Po pe 


0.25000 
0.50 
0.5 


0.65 
0.70 


oO ao |O oO 
oO co |;o IN 
o;lo Jo 


or 


* . . . . = 
—) 


a 
1 
al 
1 
1 
1 


1 
2 
3 
4 
5 
6 
1.7 
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Table -13.7. Rayleigh Flow k=1.4 (continue) 


| 6.0 | oorsasr | 0.53633 | 0.016603 | 38.95 | 1.681_| 


54.68 
75.4 
LOB 
[so | oot | ostesr | o.o2si00 | 1.41 
18E 
[9.0 | o.osseso | 0.51098 | o.ozo07e | 2.30 
5.004 
5.80 
LE 
3.204 





{1603 
[1605 
| 1.698 _| 


2 
2 
2 





13.9. RAYLEIGH FLOW 573 


Table -13.7. Rayleigh Flow k=1.4 (continue) 
8.0B+4 
LTB 
BABS 
6.0B+ 


L0B+6 
LOB +6 
[60.0 | o.oo0sis | oa9028 | o.000a76 | 2.5046 
38E+6 
SSE 


The data is presented in Figure |13.41 








13.9.4 Examples For Rayleigh Flow 


The typical questions that are raised in Rayleigh Flow are related to the maximum heat 
that can be transferred to gas (reaction heat) and to the maximum flow rate. 


Example 13.23: 

Air enters a pipe with pressure of 3|Bar] and temperature of 27°C at Mach number 
of M = 0.25. Due to internal combustion heat was released and the exit temperature 
was found to be 127°C’. Calculate the exit Mach number, the exit pressure, the total 
exit pressure, and heat released and transferred to the air. At what amount of energy 


the exit temperature will start to decrease? Assume C'p = 1.004 litte 
SOLUTION 


The entrance Mach number and the exit temperature are given and from Table ?? or 
from Potto—GDC the initial ratio can be calculated. From the initial values the ratio at 
the exit can be computed as the following. 


T To P Po a 
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Rayleigh Flow 


k=14 
4 TTtTtirt. T TUT TTT T 













aT ; 
L — T,/T, 
3° = pip 

; ~~ Pe 
p/p. 
@(M =e) 1.7143 


@(M =ce) 0.4898 








0.1 1 10 


Fri May 6 11:11:44 2005 


Fig. -13.41. The basic functions of Rayleigh Flow (k=1.4). 
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and 


Ty TT) Tb 400 
— = — — = 0.304 x — = 0.4 
Te = Te F = 0804 x Foy = 0.4053 


Tr To Pe Po a 
To* Po* p 


The exit Mach number is known, the exit pressure can be calculated as 








. ih 
P, =P. = 2.1341 = 2.901|B 
2 ra) P= 3X son69 * 3 901 ar] 


For the entrance, the stagnation values are 


M T p A AxP F 
To PO A* A*xPo F* 








The total exit pressure, Po, can be calculated as the following: 








asentropic 
Be Bee 1 
Pla 2 2 1.1992 = 3.08572[B 
Bat pp pr)" ooems la 


The heat released (heat transferred) can be calculated from obtaining the stagnation 
temperature from both sides. The stagnation temperature at the entrance, To, 


asentropic 


Ti 
To, = Ti ca = 300/0.98765 = 303.75[K] 


The isentropic conditions at the exit are 


T p A 








1.0220 


The exit stagnation temperature is 


asentropic 


Ti 
To, = Th 7 = 400/0.98765 = 407.12[K] 
2 
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The heat released becomes 


e = Cy (To, — To,) 1 x 1.004 x (407.12 — 303.75) = 103.78 | 


kJ 
seckg°C 


The maximum temperature occurs at the point where the Mach number reaches 
1/Vk and at this point the Rayleigh relationship are: 


T To P Po eo 
P* 





The maximum heat before the temperature can be calculated as following: 


EL Dye 300 
T, T* 0.3044 





x 1.0286 = 1013.7[K] 


Triad = Ty 


The isentropic relationships at the maximum energy are 


M T A AxP F 
To po A* A*xPo F* 











The stagnation temperature for this point is 


To 1013.7 
Ti = Tmax = = 1158.51) kK 
Oma i 08 








The maximum heat can be calculated as 


Q_ 7 7 kJ 
= Co (Lomax — Lo,) = 1 x 1.004 x (1158.51 — 303.75) = 858.18 fgsean 


Note that this point isn't the choking point. After this point additional heat results in 
temperature reduction. 


End Solution 


Example 13.24: 

Heat is added to the air until the flow is choked in amount of 600 [kJ/kg]. The exit 
temperature is 1000 [K]. Calculate the entrance temperature and the entrance Mach 
number. 


SOLUTION 


The solution involves finding the stagnation temperature at the exit and subtracting the 
heat (heat equation) to obtain the entrance stagnation temperature. From the Table 
or from the Potto-GDC the following ratios can be obtained. 
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M ey a A AxP F 
To Po A* A*xPo F* 








1.0000 | 0.83833] 0.63304) 1.0000 | 0.52825) 0.52828] 0.52898 


The stagnation temperature 

















To 1000 
To, =Ih—* = = 1200.0|K 
b= Ta = 83393 ~ 1200-014] 
The entrance temperature is 
To, Q/m 600 
=1 = 1200 ~ 0.5016 
To, To,Cp 1200 x 1.004 


It must be noted that To, = To". Therefore with Fo. _ 0.5016 either by using Table 
(13.7) or by Potto-GDC the following is obtained 


T To P Po po 
To* Po* pP 





To* 





| 0.34308 | o.sor6o | o.ta7sa | 2.0580 | 1.1805 | 0.24362 


Thus, entrance Mach number is 0.38454 and the entrance temperature can be 
calculated as following 


se 
T, = oe = 1000 x 0.58463 = 584.6[K] 


End Solution 


The difference between the supersonic branch to subsonic branch 


Example 13.25: 

Air with Mach 3 enters a frictionless duct with heating. What is the maximum heat 
that can be added so that there is no subsonic flow? If a shock occurs immediately at 
the entrance, what is the maximum heat that can be added? 


SOLUTION 


To achieve maximum heat transfer the exit Mach number has to be one, Mz = 1. 


Q 


m 





5 Ti 
= Cy (To, ~To,) = Cp" (1- 7) 
0 


The table for M = 3 as follows 


T To P Po a 


| 3.0000 | o.2s028 | o.ssaos | o.7ear | sazas | 1.5882_| 
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The higher the entrance stagnation temperature the larger the heat amount that 
can be absorbed by the flow. In subsonic branch the Mach number after the shock is 


Ty Py Py Poy 
My Fe | Fox 





With Mach number of M = 0.47519 the maximum heat transfer requires infor- 
mation for Rayleigh flow as the following 


or for subsonic branch 





T To P Po pe 
T To? P= Po* p 





1.8285 


It also must be noticed that stagnation temperature remains constant across shock 


wave. 


Q 1-To, 
™| subsonic __ To” J subsonic _ 1 — 0.65398 _ 


a (: 7) ~ 1— 0.65398 — 
m supersonic To" supersonic 


It is not surprising for the shock wave to be found in the Rayleigh flow. 














End Solution 


Example 13.26: 

One of the reason that Rayleigh flow model was invented is to be analyzed the flow in 
a combustion chamber. Consider a flow of air in conduct with a fuel injected into the 
flow as shown in Figure[13.42| Calculate 


13.9. RAYLEIGH FLOW 
what the maximum fuel—air ratio. Calculate Fuel 


injection 


the exit condition for half the fuel-air ratio. 
Assume that the mixture properties are of 





air. Assume that the combustion heat is seeps 
25,000[KJ/kg fuel] for the average temper- P, = 15[Bar] 
ature range for this mixture. Neglect the Ta > oni 


fuel mass addition and assume that all the 
fuel is burned (neglect the complications of 
the increase of the entropy if accrue). 


Fig. -13.42. Schematic of the com- 
bustion chamber. 


SOLUTION 


Under these assumptions, the maximum fuel air ratio is obtained when the flow is 
choked. The entranced condition can be obtained using Potto-GDC as following 


T To P Po pe 


0.30000 | 0.40887 | 0.34686 0.19183 
The choking condition are obtained using also by Potto-GDC as 
T T P P 
1.0000 1.0000 1.0000 1.0000 1.0000 1.0000 


And the isentropic relationships for Mach 0.3 are 


M T p A AxP F 
To PO A* A*xPo F* 














The maximum fuel-air can be obtained by finding the heat per unit mass. 


edskip 


Ti 
a Q = Cy (To2 aa To1) = Cpl (1 — x) 


~ m T* 


3:|O- 


e = 1.04 x 350/0.98232 x (1 — 0.34686) ~ 242.022[k J/kg] 


The fuel—air mass ratio has to be 


Mfuet -«-Meeded heat = 2442.02 


Mair combustion heat 25, 000 MONG Pune ae 
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If only half of the fuel is supplied then the exit temperature is 


 Q _ 0.5 x 242.022 
1 ny 


350/0.98232 ~ 472.656| hr 
ae + 350/ i 


The exit Mach number can be determined from the exit stagnation temperature as 
following: 

Ty _ To Toa 

T* To* Tor 
The last temperature ratio can be calculated from the value of the temperatures 


To 472.656 
22 _ 9 34 Se ee 
q — 034086 x 5-779 98039 


The Mach number can be obtained from a Rayleigh table or using Potto-GDC 


T To P Po po 





It should be noted that this example is only to demonstrate how to carry the 
calculations. 


End Solution 


Compressible Flow 2—Dimensional 


14.1 Introduction 


In Chapter[13]the discussed dealt with one-dimensional and semi one-dimensional flow. 
In this Chapter the focus is around the two diminsional effect which focus around the 
oblique shock and Prandtl—Meyer flow (in other word it focus around Theodor Meyer's 
thesis). This Chapter present a simplified summary of two chapters from the book 
“Fundamentals of Compressible Flow” by this author. 


14.1.1 Preface to Oblique Shock 


In Section |13.5} a discussion on a nor- 
mal shock was presented. A normal shock 
is a special type of shock wave. An- 
other type of shock wave is the oblique ————~ 
shock. In the literature oblique shock, nor- ——___* C 
mal shock, and Prandtl—-Meyer function 
are presented as three separate and dif- 
ferent issues. However, one can view all 
these cases as three different regions of a 
flow over a plate with a deflection section. 
Clearly, variation of the deflection angle from a zero (0 = 0) to a positive value results 
in oblique shock (see Figure[14.1). Further changing the deflection angle to a negative 
value results in expansion waves. The common representation is done by ignoring the 
boundaries of these models. However, this section attempts to show the boundaries 
and the limits or connections of these models. 





Fig. -14.1. A view of a straight normal shock 
as a limited case for oblique shock. 
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A normal shock occurs when there is a disturbance downstream which imposes 
a boundary condition on the flow in which the fluid/gas can react only by a sharp 
change in the flow direction. As it may be recalled, normal shock occurs when a wall is 
straight/flat (6 = 0) as shown in Figure[14.1|due to disturbance. When the deflection 
angle is increased, the gas flow must match the boundary conditions. This matching 
can occur only when there is a discontinuity in the flow field. Thus, the direction of the 
flow is changed by a shock with an angle to the flow. This shock is commonly referred 
to as the oblique shock. 


ie} 





Decreasing the deflection angle Prandtl 0 er ee 
. ines Voo(k) Meyer Oblique@max(k) 
also requires the boundary conditions a Function Shock 
to match the geometry. Yet, for a neg- — ———— ; > 
ative deflection angle (in this section's No Shock” Plane 
notation), the flow must be continu- als Inclination 


ous. The analysis shows that the flow 
velocity must increase to achieve this Fig. -14.2. The regions where oblique shock or 
requirement. This velocity increase is Prandti-Meyer function exist. Notice that both 


referred to as the expansion wave. As have a maximum point and a “no solution” zone, 
it will be shown in the next section, as Which is around zero. However, Prandtl-Meyer func- 


opposed to oblique shock analysis, the tion approaches closer to a zero deflection angle. 
increase in the upstream Mach number 
determines the downstream Mach number and the “negative” deflection angle. 

It has to be pointed out that both the oblique shock and the Prandtl—Meyer 
function have a maximum point for M/, — oo. However, the maximum point for the 
Prandtl—Meyer function is much larger than the oblique shock by a factor of more than 
2. What accounts for the larger maximum point is the effective turning (less entropy 
production) which will be explained in the next chapter (see Figure[14.2). 


14.1.1.1 Introduction to Zero Inclination 


Uin 1/2—0 0-0 


What happens when the inclination iy 
angle is zero? Which model is cor- 
rect to use? Can these two conflict- 
ing models, the oblique shock and the 
Prandtl—Meyer function, co-exist? Or 
perhaps a different model better de- 
scribes the physics. In some books 
and in the famous NACA report 1135 


it was assumed that Mach wave and Fig. -14.3. A typical oblique shock schematic. 
oblique shock co-occur in the same 


zone. Previously (see Section |13.5), 


it was assumed that normal shock occurs at the same time. In this chapter, the stabil- 
ity issue will be examined in greater detail. 
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14.2. Oblique Shock 


The shock occurs in reality in situations where the shock has three—dimensional effects. 
The three—dimensional effects of the shock make it appear as a curved plane. However, 
one-dimensional shock can be considered a representation for a chosen arbitrary accu- 
racy with a specific small area. In such a case, the change of the orientation makes 
the shock considerations two-dimensional. Alternately, using an infinite (or a two- 
dimensional) object produces a two-dimensional shock. The two-dimensional effects 
occur when the flow is affected from the “side,” i.e., the change is in the flow direction. 
An example of such case is creation of shock from the side by deflection shown in Figure 
14.3 

To match the boundary conditions, the flow turns after the shock to be parallel 
to the inclination angle schematicly shown in Figure [14.3] The deflection angle, 6, 
is the direction of the flow after the shock (parallel to the wall). The normal shock 
analysis dictates that after the shock, the flow is always subsonic. The total flow after 
the oblique shock can also be supersonic, which depends on the boundary layer and the 
deflection angle. 

The velocity has two components (with respect to the shock plane/surface). Only 
the oblique shock’s normal component undergoes the “shock.” The tangent component 
does not change because it does not “move” across the shock line. Hence, the mass 
balance reads 


p1 U1, = p2 V2, (14.1) 
The momentum equation reads 
Pr + pi Vin? = Pa + po U2” (14.2) 
The momentum equation in the tangential direction is reduced to 
Ui, = Ua (14.3) 
The energy balance in coordinates moving with shock reads 


Uy? Vag 
Cpl, + —S- = Op + 


Equations (14.1), (14.2), and (14.4) are the same as the equations for normal shock 


with the exception that the total velocity is replaced by the perpendicular components. 
Yet, the new relationship between the upstream Mach number, the deflection angle, 6, 
and the Mach angle, 6 has to be solved. From the geometry it can be observed that 





(14.4) 


yey ee (14.5) 
lt 
and 
tan( — 6) = Ven (14.6) 


584 CHAPTER 14. COMPRESSIBLE FLOW 2-DIMENSIONAL 


Unlike in the normal shock, here there are three possible pairg"| of solutions to 
these equations. The first is referred to as the weak shock; the second is the strong 
shock; and the third is an impossible solution (thermodynamically | Experiments and 
experience have shown that the common solution is the weak shock, in which the shock 
turns to a lesser extent?| 


tan 0 = Uin 
tan(9@—6) Un, 





(14.7) 


The above velocity-geometry equations can also be expressed in term of Mach number, 
as 





M 
sin 6 = ai (14.8) 
and in the downstream side reads 
M: 
sin(@ — 6) = oe (14.9) 


Equation (14.8) alternatively also can be expressed as 


M: 
cos 9 = Ti, (14.10) 


And equation (14.9) alternatively also can be expressed as 


My, 


cos (9 — 6) = i 
2 


(14.11) 


The total energy across a stationary oblique shock wave is constant, and it follows 
that the total speed of sound is constant across the (oblique) shock. It should be noted 
that although, U;, = U2, the Mach number is M4,, # M2, because the temperatures 
on both sides of the shock are different, T, 4 To. 

As opposed to the normal shock, here angles (the second dimension) have to 
be determined. The solution from this set of four equations, through (14.11), 
is a function of four unknowns of Mi, Mo, 0, and 6. Rearranging this set utilizing 
geometrical identities such as sina = 2sinacosa results in 


(14.12) 








1This issue is due to R. Menikoff, who raised the solution completeness issue. 

?The solution requires solving the entropy conservation equation. The author is not aware of 
“simple” proof and a call to find a simple proof is needed. 

3Actually this term is used from historical reasons. The lesser extent angle is the unstable angle 
and the weak angle is the middle solution. But because the literature referred to only two roots, the 
term lesser extent is used. 
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The relationship between the properties can be determined by substituting 
M;, sin @ for of M;, into the normal shock relationship, which results in 






(k=1) 





(14.13) 











P, k+1 





The density and normal velocity ratio can be determined by the following equation 






P2 a Uin (k +1)M,? sin? 6 






































= = 55 (14.14) 
PL Von (k — 1)M, sin* 0 + 2 
The temperature ratio is expressed as 
2k My? sin? 6 — (k— 1) [(k—1)M,? +2 
Tp _ 1 sin? @ ~(k~1) [(k-1)Mi" +2 (14.15) 
ig (k+1)? My 
Prandtl's relation for oblique shock is 
k-1 
On Uns = (oad = eT. u? (14.16) 


The Rankine—Hugoniot relations are the same as the relationship for the normal shock 


Py — P: P, — P; 
aaa (14.17) 
p2— pi P2— Pl 





14.2.1 Solution of Mach Angle 


Oblique shock, if orientated to a coordinate perpendicular and parallel shock plane is 
like a normal shock. Thus, the relationship between the properties can be determined by 
using the normal components or by utilizing the normal shock table developed earlier. 
One has to be careful to use the normal components of the Mach numbers. The 
stagnation temperature contains the total velocity. 

Again, the normal shock is a one-dimensional problem, thus, only one parameter 
is required (to solve the problem). Oblique shock is a two-dimensional problem and 
two properties must be provided so a solution can be found. Probably, the most useful 
properties are upstream Mach number, M, and the deflection angle, which create a 
somewhat complicated mathematical procedure, and this will be discussed later. Other 
combinations of properties provide a relatively simple mathematical treatment, and the 
solutions of selected pairs and selected relationships will be presented. 
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14.2.1.1 Upstream Mach Number, /, and Deflection Angle, 6 


Again, this set of parameters is, perhaps, the most common and natural to examine. 
Thompson (1950) has shown that the relationship of the shock angle is obtained from 
the following cubic equation: 











(14.18) 
where 
x = sin? 0 (14.19) 
and 
My? +2 
a= oes ie —k sin? 6 (14.20) 
M, 
aM? a1 RHI?  k-1 
ay = eg oe, =| sin? 6 (14.21) 
M, 4 M, 
cos? 6 
aa: (14.22) 


Equation (14.18) requires that 2 has to be a real and positive number to obtain 
a real deflection angl¢*| Clearly, sin @ must be positive, and the negative sign refers to 
the mirror image of the solution. Thus, the negative root of sin@ must be disregarded 

The solution of a cubic equation such as provides three root}| These 
roots can be expressed as 








vy =-—=a;, + (S + any (14.23) 











= 14.24 
eS 2 2 (i424) 











and 

















4 This point was pointed out by R. Menikoff. He also suggested that @ is bounded by sin~! 1/M, 
and 1. 

5The highest power of the equation (only with integer numbers) is the number of the roots. For 
example, in a quadratic equation there are two roots. 
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Where 


S=VWR+VD, (14.26) 


T=\VR-VD (14.27) 


and where the definition of the D is 





D=Q°+RPR (14.28) 
and where the definitions of @ and R are 
fs? 
ee (14.29) 
9 
and 
— 27a3 — 2a, 
Re 9a a2 7a3 ay (14.30) 


54 


Only three roots can exist for the Mach angle, 6. From a mathematical point of view, 
if D > 0, one root is real and two roots are complex. For the case D = 0, all the roots 
are real and at least two are identical. In the last case where D < 0, all the roots are 
real and unequal. 

The physical meaning of the above analysis demonstrates that in the range where 
D > 0 no solution can exist because no imaginary solution can exist D > 0 occurs 
when no shock angle can be found, so that the shock normal component is reduced 
to subsonic and yet parallel to the inclination angle. Furthermore, only in some cases 
when D = 0 does the solution have a physical meaning. Hence, the solution in the case 
of D = 0 has to be examined in the light of other issues to determine the validity of 
the solution. 

When D < 0, the three unique roots are reduced to two roots at least for the 
steady state because thermodynamics dictated] that. Physically, it can be shown that 
the first solution (14.23), referred sometimes as a thermodynamically unstable root, 
which is also related to a decrease in entropy, is “unrealistic.” Therefore, the first 
solution does not occur in reality, at least, in steady-state situations. This root has 
only a mathematical meaning for steady-state analysig®| 





®A call for suggestions, to explain about complex numbers and imaginary numbers should be in- 
cluded. Maybe insert an example where imaginary solution results in no physical solution. 

This situation is somewhat similar to a cubical body rotation. The cubical body has three sym- 
metrical axes which the body can rotate around. However, the body will freely rotate only around two 
axes with small and large moments of inertia. The body rotation is unstable around the middle axes. 
The reader can simply try it. 

8There is no experimental or analytical evidence, that the author has found, showing that it is 
totally impossible. The “unstable” terms can be thermodynamically stable in unsteady case. Though, 
those who are dealing with rapid transient situations should be aware that this angle of oblique shock 
can exist. There is no theoretical evidence that showing that in strong unsteady state this angle is 
unstable. The shock will initially for a very brief time transient in it and will jump from this angle to 
the thermodynamically stable angles. 
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These two roots represent 
two different situations. First, 
for the second root, the shock 
wave keeps the flow almost all the 
time as a supersonic flow and it 
is referred to as the weak solu- 
tion (there is a small section that 
the flow is subsonic). Second, the 
third root always turns the flow 
into subsonic and it is referred to 
as the strong solution. It should 
be noted that this case is where 
entropy increases in the largest 





Fig. -14.4. Flow around spherically blunted 30° cone- 
amount: cylinder with Mach number 2.0. It can be noticed that 


In summary, if an imaginary the normal shock, the strong shock, and the weak shock 
hand moves the shock angle start- coexist. 


ing from the deflection angle and 

reaching the first angle that satisfies the boundary condition, this situation is unstable 
and the shock angle will jump to the second angle (root). If an additional “push” is 
given, for example, by additional boundary conditions, the shock angle will jump to 
the third root)| These two angles of the strong and weak shock are stable for a two— 
dimensional wedge (see the appendix of this chapter for a limited discussion on the 
stability). 


14.2.2 When No Oblique Shock Exist or the case of D > 0 
14.2.2.1 Large deflection angle for given, M/; 


The first range is when the deflection angle reaches above the maximum point. For a 
given upstream Mach number, M;, a change in the inclination angle requires a larger 
energy to change the flow direction. Once, the inclination angle reaches the “maximum 
potential energy,” a change in the flow direction is no longer possible. As the alternative 
view, the fluid “sees” the disturbance (in this case, the wedge) in front of it and hence 
the normal shock occurs. Only when the fluid is away from the object (smaller angle) 
liquid “sees” the object in a different inclination angle. This different inclination angle 
is sometimes referred to as an imaginary angle. 


The Simple Calculation Procedure 


For example, in Figure and the imaginary angle is shown. The flow is 
far away from the object and does not ‘see’ the object. For example, for, 44; —> oo 


the maximum deflection angle is calculated when D = Q? + R? = 0. This can be done 





°See the discussion on the stability. There are those who view this question not as a stability 
equation but rather as under what conditions a strong or a weak shock will prevail. 
l0This material is extra and not recommended for standard undergraduate students. 
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The fluid doesn’t ’see’ 
the object 
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Fig. -14.5. The view of a large inclination angle from different points in the fluid field. 


by evaluating the terms a1, ag, and a3 for M, = oo. 


a, = —1—ksin?6 
_ (k +1)’ sin? 
7 4 

a3 = 0 


With these values the coefficients R and @ are 


(k +1) sin? 6 
4 





-9(4 + bs?) ( (2)(—)(1 + k sin? 6)? 


R= 





54 
and 


_ (L+k sin? 6)? 
am 9 


Solving equation (14.28) after substituting these values of Q and R provides series 
of roots from which only one root is possible. This root, in the case & = 1.4, is just 
above Omaz ~ (note that the maximum is also a function of the heat ratio, k). 

While the above procedure provides the general solution for the three roots, there 
is simplified transformation that provides solution for the strong and and weak solu- 
tion. It must be noted that in doing this transformation, the first solution is “lost” 
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supposedly because it is “negative.” In reality the first solution is not negative but 
rather some value between zero and the weak angle. Several researcher$*?] suggested 
that instead Thompson's equation should be expressed by equation (14.18) by tané 
and is transformed into 


k-1 k+1 
(1 + m2) tan é tan? 6 — (M,? — 1) tan? 6+ (1 + ) tanédtand+1=0 
(14.31) 
The solution to this equation (14.31) for the weak angle is 


Weak Angle Solution 






(14.32) 


Strong Angle Solution 


(14.33) 


where these additional functions are 








-1 il 
fi(Mi, 6) = ios =e (1 - > m') (1 - m') tan? d (14.34) 
and 
(M,? —1)°—9 (1 + <M) (1 + aos My? + m1!) tan? 6 
fo(M1, 6) = 


fi(Mi, 6)? 
(14.35) 


Figure (14.6) exhibits typical results for oblique shock for two deflection angle of 
5 and 25 degree. Generally, the strong shock is reduced as the increase of the Mach 





11A whole discussion on the history of this can be found in “Open content approach to academic 


writing” on http://www.potto.org/obliqueArticle.phpattheendofthebook. 
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Fig. -14.6. The three different Mach numbers after the oblique shock for two deflection angles 
of 5° and 25°. 


number while the weak shock is increase. The impossible shock for unsteady state is 
almost linear function of the upstream Mach number and almost not affected by the 
deflection angle. 


The Procedure for Calculating The Maximum Deflection Point 
The maximum angle is obtained when D = 0. When the right terms defined in 


(14.20)-(14.21), (14.29), and (14.30) are substituted into this equation and utilizing the 
trigonometrical identity sin? 6 + cos? 6 = 1 and other trigonometrical identities results 
in Maximum Deflection Mach Number’s equation in which is 


My? (k +1) (Min? +1) = 2(k Min* +2 Min? — 1) (14.36) 


This equation and its twin equation can be obtained by an alternative procedure pro- 
posed by someond!?| who suggested another way to approach this issue. It can be 
noticed that in equation (14.12), the deflection angle is a function of the Mach an- 
gle and the upstream Mach number, M4,. Thus, one can conclude that the maximum 
Mach angle is only a function of the upstream Much number, MM. This can be shown 
mathematically by the argument that differentiating equation and equating the 
results to zero creates relationship between the Mach number, M, and the maximum 
Mach angle, 6. Since in that equation there appears only the heat ratio k, and Mach 





12At first, it was seen as C. J.Chapman, English mathematician to be the creator but later an earlier 
version by several months was proposed by Bernard Grossman. At this stage, it is not clear who was 
the first to propose it. 
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number, Mj, O0naz is a function of only these parameters. The differentiation of the 


equation (14.12) yields 
k+1 k+1 
kM sin + (2- ( a My? *) an?sinto — (14 S20 a ) My? _) 


(k+ ae) 
4 


dtand _ 
do 





M,? sin? 6-1 





kM,‘ sin* 6 (i 1) 4 
(14.37) 


Because tan is a monotonous function, the maximum appears when @ has its maximum. 
The numerator of equation is zero at different values of the denominator. Thus, 
it is sufficient to equate the numerator to zero to obtain the maximum. The nominator 
produces a quadratic equation for sin? @ and only the positive value for sin? @ is applied 
here. Thus, the sin? @ is 





k 
—1+1 = 





1 
Mi? +,|(k+1) 





= ol 
1+ eat? + (Em) ] 


k M,? 





sin? Omazx = 
(14.38) 


Equation should be referred to as the maximum's equation. It should be noted 
that both the Maximum Mach Deflection equation and the maximum’s equation lead 
to the same conclusion that the maximum Mj, is only a function of upstream the 
Mach number and the heat ratio &. It can be noticed that the Maximum Deflection 
Mach Number’s equation is also a quadratic equation for Mj,,7. Once Mj,, is found, 
then the Mach angle can be easily calculated by equation (14-8). To compare these 
two equations the simple case of Maximum for an infinite Mach number is examined. 
It must be pointed out that similar procedures can also be proposed (even though it 
does not appear in the literature). Instead, taking the derivative with respect to 6, a 
derivative can be taken with respect to M,. Thus, 


dtan6é _ 
dM, 


and then solving equation (14.39) provides a solution for Maz. 
A simplified case of the Maximum Deflection Mach Number's equation for large 
Mach number becomes 


(14.39) 





el 
Min = = M, for M,>>1 (14.40) 


Hence, for large Mach numbers, the Mach angle is sin@ = / (for k=1.4), which 
makes 6 = 1.18 or 6 = 67.79°. 

With the value of @ utilizing equation (14.12), the maximum deflection angle can 
be computed. Note that this procedure does not require an approximation of M1, to 
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be made. The general solution of equation (14.36) is 





(14.41) 


Note that Maximum Deflection Mach Number’s equation can be extended to deal with 
more complicated equations of state (aside from the perfect gas model). 
This typical example is for those who like mathematics. 


Example 14.1: 

Derive the perturbation of Maximum Deflection Mach Number’s equation for the case 
of a very small upstream Mach number number of the form M, = 1+. Hint, Start 
with equation and neglect all the terms that are relatively small. 


SOLUTION 


The solution can be done by substituting (14, = 1+ €) into equation (14.36) and it 
results in 


(14.42) 





where the epsilon function is 





e(k) = (k? +. 2k +1) e44 (4k 48k44)08 
(14k? +. 12k —2)e? + (20h? + 8k—12)€4+9(k4+1)? (14.43) 
Now neglecting all the terms with € results for the epsilon function in 


e(k) ~ 9 (k +1)? (14.44) 


And the total operation results in 





Min =f EHDA S48 Ly (14.45) 
4k 

Interesting to point out that as a consequence of this assumption the maximum shock 

angle, @ is a normal shock. However, taking the second term results in different value. 

Taking the second term in the explanation results in 














” [9 (k+ 1)? + (2042 + 8k— 12)e-3+k4+2(1 + hye 
ln = 


14.4 
1k (14.46) 
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Note this equation (14.46) produce an un realistic value and additional terms are re- 
quired to obtained to produce a realistic value. 


End Solution 








14.2.2.2. The case of D>0or0>06 


The second range in which D > 0 is when 6 < 0. Thus, first the transition line in 
which D = 0 has to be determined. This can be achieved by the standard mathematical 
procedure of equating D = 0. The analysis shows regardless of the value of the upstream 
Mach number D = 0 when 6 = 0. This can be partially demonstrated by evaluating 
the terms a;, a2, and a3 for the specific value of AM, as following 


_M?+2 
= My, 
9M,2 +1 

jo See (14.47) 

: Mi 

1 

ag =-—yz 

M3 


With values presented in equations (14.47) for R and @ becoming 


M,242\ (2M,?2 +1 1 M,2+2\? 
ae ome Gee 
Re M, M, M, M, 




















54 
2 2 2 2/72 2 
9 (My* + 2) (2Mi* + 1) + 27My* — 2. My* (Mi* + 2) 
= 7 (14.48) 
54M, 
and 
(2+) eee) 
4 2 
Q= nat ‘i a (14.49) 


Substituting the values of Q and R equations (14.48) (14.49) into equation (14.28) 


provides the equation to be solved for 6. 


Fe (2m + ') (Me #2) ° 


M,4 M,? 
9 





+ 








=0 (14.50) 


9 (My? +2) (2M,? +1) +.27.M,? — 2 M,? (M,? +2)" ° 
54 M,° 
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The author is not aware of any analytical demonstration in the literature which shows 
that the solution is identical to zero for 6 = FI Nevertheless, this identity can be 
demonstrated by checking several points for example, M4, = 1.,2.0,00 and addtional 
discussion and proofs can be found in “Fundamentals of Compressible Flow” by this 
author. 
In the range where 6 < 0, the 
question is whether it is possible for 
an oblique shock to exist? The answer 
according to this analysis and stabil- 
ity analysis is no. Suppose that there 
is a Mach wave at the wall at zero 
inclination (see Figure (14.7). Obvi- 
ously, another Mach wave occurs af- 
ter a small distance. But because the / \ ae Hoo 
velocity after a Mach wave (even for 
an extremely weak shock wave) is re- 
duced, thus, the Mach angle will be Fig. -14.7. The Mach waves that are supposed to 
larger (ju2 > p11). If the situation be generated at zero inclination. 
keeps on occurring over a finite distance, there will be a point where the Mach number 
will be 1 and a normal shock will occur, according the common explanation. However, 
the reality is that no continuous Mach wave can occur because of the viscosity (bound- 
ary layer). In reality, there are imperfections in the wall and in the flow and there is 
the question of boundary layer. It is well known, in the engineering world, that there is 
no such thing as a perfect wall. The imperfections of the wall can be, for simplicity’s 
sake, assumed to be as a sinusoidal shape. For such a wall the zero inclination changes 
from small positive value to a negative value. If the Mach number is large enough and 
the wall is rough enough, there will be points where a weal{!4] weak will be created. 
On the other hand, the boundary layer covers or smooths out the bumps. With these 
conflicting mechanisms, both will not allow a situation of zero inclination with emission 
of Mach wave. At the very extreme case, only in several points (depending on the 
bumps) at the leading edge can a very weak shock occur. Therefore, for the purpose 
of an introductory class, no Mach wave at zero inclination should be assumed. 
Furthermore, if it was assumed that no boundary layer exists and the wall is 
perfect, any deviations from the zero inclination angle creates a jump from a positive 
angle (Mach wave) to a negative angle (expansion wave). This theoretical jump occurs 
because in a Mach wave the velocity decreases while in the expansion wave the velocity 
increases. Furthermore, the increase and the decrease depend on the upstream Mach 
number but in different directions. This jump has to be in reality either smoothed out 
or has a physical meaning of jump (for example, detach normal shock). The analysis 
started by looking at a normal shock which occurs when there is a zero inclination. 
After analysis of the oblique shock, the same conclusion must be reached, i.e. that the 





134 mathematical challenge for those who like to work it out. 
141t is not a mistake, there are two “weaks.” These words mean two different things. The first 
“weak’” means more of compression “line” while the other means the weak shock. 
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normal shock can occur at zero inclination. The analysis of the oblique shock suggests 
that the inclination angle is not the source (boundary condition) that creates the shock. 
There must be another boundary condition(s) that causes the normal shock. In the light 
of this discussion, at least for a simple engineering analysis, the zone in the proximity 
of zero inclination (small positive and negative inclination angle) should be viewed 
as a zone without any change unless the boundary conditions cause a normal shock. 
Nevertheless, emission of Mach wave can occur in other situations. The approximation 
of weak weak wave with nonzero strength has engineering applicability in a very limited 
cases, especially in acoustic engineering, but for most cases it should be ignored. 


14.2.2.3. Upstream Mach Number, M,, and Shock Angle, 0 


The solution for upstream Mach number, Mj, and shock angle, @, are far much simpler 
and a unique solution exists. The deflection angle can be expressed as a function of 
these variables as 

















k+1)M,? 
cot 6 = tan (6) ( aa z 1 (14.51) 
2(M,* sin“ 6 — 1) 
or 
2 M,? sin? 6 — 
er cot 6(M,“ sin” @ — 1) (14.52) 





24+ M,?(k+1-2sin? 6) 
The pressure ratio can be expressed as 


rre 


Py — 2kM,? sin? 6 —(k—1) 












































1a) k+1 ees) 
The density ratio can be expressed as 
p2 Ui, (kK +1) M,? sin? (14.54) 
pi Ua, (k—1) My? sin? 6 +2 
The temperature ratio expressed as 
To co? __ (2k M,” sin? 9 — (k — 1)) ((k — 1)My’ sin” 6 + 2) (14.55) 
Tr cy? (k +1) M;? sin? 6 
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The Mach number after the shock is 





(k —1)M,? sin? 6 + 2 


M,? sin(6 6) = 2k My? sin? 0 — = 1) 


(14.56) 














or explicitly 
2np ton2Q 2 2p 202 
it (k +1) My au 6 —4(M,* sin* 0 U(kMy ie 6+1) (14.57) 
(2k My’ sin? 6 — (k — 1)) ((k — 1) Mi’ sin? 6 + 2) 


The ratio of the total pressure can be expressed as 














(14.58) 








Po, _[ (k+1)My?sin20 "| k+1 |" 


Po, = | (k —1)M,*sin? 6 +2 2kM,? sin? 6 — (k — 1) 











Even though the solution for these variables, MM, and 6, is unique, the possible range 
deflection angle, 6, is limited. Examining equation (14.51) shows that the shock angle, 
@ , has to be in the range of sin~'(1/M,) > 6 > (7/2) (see Figure 14.8). The range 


of given 0, upstream Mach number My, is limited between oo and 4/1/sin? 0. 


14.2.2.4 Given Two Angles, 6 and 6 


It is sometimes useful to obtain a relationship where the two angles are known. The 
first upstream Mach number, M, is 





2 2 (cot 0 + tan 0) 




















M,* = 14.59 
sin 20 — (tan 6) (k + cos 26) ( ) 
The reduced pressure difference is 
2(P2 — P,) 2 sind sind 
= 14.60 
pU? cos(6 — 6) ( ) 
The reduced density is 
p2— pi sin 6 
= 14.61 
pe sin 8 cos(@ — 0) ( ) 


For a large upstream Mach number My and a small shock angle (yet not ap- 
proaching zero), 0, the deflection angle, 5 must also be small as well. Equation (14.51) 
can be simplified into 


k+1 


gx “Ts (14.62) 


IIe 


The results are consistent with the initial assumption which shows that it was an ap- 
propriate assumption. 
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Defection angle 
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Fig. -14.8. The possible range of solutions for different parameters for given upstream Mach 


numbers. 





Fig. -14.9. Color-schlieren image of a two dimensional flow over a wedge. The total deflection 


angel (two sides) is 2 
The image show the 


0° and upper and lower Mach angel are ~ 28° and ~ 30°, respectively. 
end-effects as it has thick (not sharp transition) compare to shock over 


a cone. The image was taken by Dr. Gary Settles at Gas Dynamics laboratory, Penn State 


University. 
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14.2.2.5 Flow in a Semi-2D Shape 


Example 14.2: 

In Figure|14.9| exhibits wedge in a supersonic flow with unknown Mach number. Exam- 
ination of the Figure reveals that it is in angle of attack. 1) Calculate the Mach number 
assuming that the lower and the upper Mach angles are identical and equal to ~ 30° 
each (no angle of attack). 2) Calculate the Mach number and angle of attack assuming 
that the pressure after the shock for the two oblique shocks is equal. 3) What kind are 
the shocks exhibits in the image? (strong, weak, unsteady) 4) (Open question) Is there 
possibility to estimate the air stagnation temperature from the information provided in 
the image. You can assume that specific heats, k is a monotonic increasing function of 
the temperature. 


SOLUTION 


Part (1) 


The Mach angle and deflection angle can be obtained from the Figure}14.9| With 
this data and either using equation (14.59) or potto-GDC results in 


Ms [Ms | Mw | % | % | 9 | oe 
2.24 





0 
20510 [2s%8] 0 [224 [oo ho | osm | 


The actual Mach number after the shock is then 


My, 0.76617 
M, = a = 0.839 
> sin(@— 6) sin(30 — 10) 





The flow after the shock is subsonic flow. 


Part (2) 


For the lower part shock angle of ~ 28° the results are 


Me [Ms | Mw | % | % | 9 | oe 





From the last table, it is clear that Mach number is between the two values of 2.9168 
and 2.6810 and the pressure ratio is between 0.96549 and 0.97172. One of procedure to 
calculate the attack angle is such that pressure has to match by “guessing” the Mach 
number between the extreme values. 


Part (3) 


The shock must be weak shock because the shock angle is less than 60°. 


End Solution 
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14.2.2.6 Close and Far Views of the Oblique Shock 


In many cases, the close proximity view pro- 
vides a continuous turning of the deflection 
angle, 6. Yet, the far view shows a sharp 
transition. The traditional approach to recon- 
cile these two views is by suggesting that the 
far view shock is a collection of many small 
weak shocks (see Figure |14.10). At the lo- 
cal view close to the wall, the oblique shock 
is a weak “weak oblique” shock. From the far 
view, the oblique shock is an accumulation of 
many small (or again weak) “weak shocks.” 
However, these small “shocks” are built or ac- 
cumulate into a large and abrupt change (shock). In this theory, the boundary layer 
(B.L.) does not enter into the calculation. In reality, the boundary layer increases the 
zone where a continuous flow exists. The boundary layer reduces the upstream flow 
velocity and therefore the shock does not exist at close proximity to the wall. In larger 
distance from the wall, the shock becomes possible. 





Fig. -14.10. A local and a far view of the 
oblique shock. 


14.2.2.7 Maximum Value of Oblique shock 


The maximum values are summarized in the following Table . 


Table -14.1. Table of maximum values of the oblique Shock k=1.4 


pM | 
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Table -14.1. Maximum values of oblique shock (continue) k=1.4 





It must be noted that the calculations are for the perfect gas model. In some cases, 
this assumption might not be sufficient and different analysis is needed. Henderson 
and Menikof{*| suggested a procedure to calculate the maximum deflection angle for 
arbitrary equation of stat 

When the mathematical quantity D becomes positive, for large deflection angle, 
there isn’t a physical solution to an oblique shock. Since the flow “sees” the obstacle, 
the only possible reaction is by a normal shock which occurs at some distance from the 
body. This shock is referred to as the detach shock. The detached shock's distance 
from the body is a complex analysis and should be left to graduate class and researchers 
in this area. 





Henderson and Menikoff ” Triple Shock Entropy Theorem” Journal of Fluid Mechanics 366 (1998) 
pp. 179-210. 

16 The effect of the equation of state on the maximum and other parameters at this state is unknown 
at this moment and there are more works underway. 
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Fig. -14.11. Oblique shock occurs around a cone. This photo is courtesy of Dr. Grigory Toker, 
a Research Professor at Cuernavaco University of Mexico. According to his measurement, the 
cone half angle is 15° and the Mach number is 2.2. 


14.2.2.8 Oblique Shock Examples 


Example 14.3: 

Air flows at Mach number (M,) or M, = 4 is approaching a wedge. What is the 
maximum wedge angle at which the oblique shock can occur? If the wedge angle is 
20°, calculate the weak, the strong Mach numbers, and the respective shock angles. 


SOLUTION 


The maximum wedge angle for (/, = 4) D has to be equal to zero. The wedge angle 
that satisfies this requirement is by equation (14.28}) (a side to the case proximity of 
5 =0). The maximum values are: 





4.000 0.97234 38.7738 66.0407 


To obtain the results of the weak and the strong solutions either utilize the equa- 
tion (14.28) or the GDC which yields the following results 


pM | Mss | Mw | om | om La 


End Solution 





Example 14.4: 
A cone shown in Figure|14.11|is exposed to supersonic flow and create an oblique shock. 
Is the shock shown in the photo weak or strong shock? Explain. Using the geometry 
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Oblique Shock 
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Fig. -14.12. Maximum values of the properties in an oblique shock. 


provided in the photo, predict at which Mach number was the photo taken based on 
the assumption that the cone is a wedge. 


SOLUTION 


The measurements show that cone angle is 14.43° and the shock angle is 30.099°. 
With given two angles the solution can be obtained by utilizing equation (14.59) or the 
Potto-GDC. 


pi [ms | mw | | om | > | Be | 





Because the flow is around the cone it must be a weak shock. Even if the cone was 
a wedge, the shock would be weak because the maximum (transition to a strong shock) 
occurs at about 60°. Note that the Mach number is larger than the one predicted by 
the wedge. 


End Solution 
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Fig. -14.13. Two variations of inlet suction for supersonic flow. 


14.2.3 Application of Oblique Shock 


One of the practical applications of the oblique shock is the design of an inlet suction 
for a supersonic flow. It is suggested that a series of weak shocks should replace one 
normal shock to increase the efficiency (see Figure Clearly, with a proper 
design, the flow can be brought to a subsonic flow just below MZ = 1. In such a case, 
there is less entropy production (less pressure loss). To illustrate the design significance 
of the oblique shock, the following example is provided. 


Example.14.5: . ee, 
The Section described in Figure[14.13] and a neglect 
air is flowing into a suction sec- 1 the detached 
tion at M = 2.0, P = 1.0[bar], and distance 
T = 17°C. Compare the different con- 
ditions in the two different configurations. 
Assume that only a weak shock occurs. 





SOLUTION 


Fig. -14.14. Schematic for Example 
The first configuration is of a normal shock fqrayich the results?°] are 


Ty Py Py Poy 








17In fact, there is general proof that regardless to the equation of state (any kind of gas), the entropy 
is to be minimized through a series of oblique shocks rather than through a single normal shock. For 
details see Henderson and Menikoff “Triple Shock Entropy Theorem,” Journal of Fluid Mechanics 366, 
(1998) pp. 179-210. 

18The results in this example are obtained using the graphical interface of POTTO-GDC thus, no 
input explanation is given. In the past the input file was given but the graphical interface it is no longer 
needed. 
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In the oblique shock, the first angle shown is 


pm [mh | mw | % | om | 6 | Be | 


and the additional information by the minimal info in the Potto-GDC is 


In the new region, the new angle is 7° + 7° with new upstream Mach number of 
M, = 1.7498 resulting in 


pM | Ms | Mow | [ae | oe | me 


And the additional information is 


An oblique shock is not possible and normal shock occurs. In such a case, the 
results are: 


Ty Py Py Poy 























With two weak shock waves and a normal shock the total pressure loss is 


Poa — Poa Po3 Poo 


= 0.98903 x 0.96524 x 0.99445 = 0.9496 





Por = Po3 Poo Poi 
The static pressure ratio for the second case is 


Py Pa P3 Po 


= 1.611 1.262 1.285 = 2.614 
P, ~ PsP, 6116 x 1.2626 x 1.285 6147 





The loss in this case is much less than in a direct normal shock. In fact, the loss 
in the normal shock is above than 31% of the total pressure. 


End Solution 
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Example 14. 


A supersonic Faw is approaching a very long two-dimensional 
bland wedge body and creates a detached shock at Mach 3.5 
(see Figure|14.15)). The half wedge angle is 10°. What is the 
10° 
My; 


requited “throat” area ratio to achieve acceleration from the 
subsonic region to the supersonic region assuming the flow is 
one-dimensional? 


Fig. -14.15. 
SOLUTION Schematic for Ex- 


ample (14-6). 


The detached shock is a normal shock and the results are 


Ty Py Py Poy 


Now utilizing the isentropic relationship for k = 1.4 yields 


mM | & | 4 | & | ooh 


Thus the area ratio has to be 1.4458. Note that the pressure after the weak shock is 
irrelevant to the area ratio between the normal shock and the “throat” according to the 
standard nozzle analysis. 








End Solution 


Example 14.7: 


The effects of a double wedge are ex- 
plained in the government web site as 
shown in Figure [14.16 Adopt this de- 
scription and assume that the turn of 6° is 
made of two equal angles of 3° (see Figure 
. Assume that there are no bound- 
ary layers and all the shocks are weak 
and straight. Perform the calculation for 
M, = 3.0. Find the required angle of 
shock BE. Then, explain why this descrip- 
tion has internal conflict. Fig. -14.16. Schematic of two angles 
turn with two weak shocks. 





SOLUTION 


The shock BD is an oblique shock with a response to a total turn of 6°. The conditions 
for this shock are: 
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pM [Ms | Mw | me | om | oo | re | 





The transition for shock AB is 


pM | Ms | Mow | [ae | oe | me 


For the shock BC the results are 


Pv [os [ome P= [ee 


And the isentropic relationships for MJ = 2.7049, 2.7008 are 


T Pp. A AxP 
| m | £€ | ¢ | 4 | & | A*xPo 











The combined shocks AB and BC provide the base of calculating the total pressure 
ratio at zone 3. The total pressure ratio at zone 2 is 


Pox _ For For _ 9 gogoa x 0.99879 = 0.997731283 
Poo  Po1 Poo 

On the other hand, the pressure at 4 has to be 
Py Ps Poa 
— = — — = 0.04290 x 0.99105 = 0.042516045 
Por Poa Por 


The static pressure at zone 4 and zone 3 have to match according to the government 
suggestion hence, the angle for BE shock which cause this pressure ratio needs to be 
found. To do that, check whether the pressure at 2 is above or below or above the 
pressure (ratio) in zone 4. 

fa = "on £2 = 0.997731283 x 0.04263 = 0.042436789 

Poo = Poo Poo 


Since Be < Fs a weak shock must occur to increase the static pressure (see Figure 


. ). T e increase has to be 





To achieve this kind of pressure ratio the perpendicular component has to be 
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Ty Py Py Poy 





The shock angle, @ can be calculated from 
6 = sin! 1.0008/2.7049 = 21.715320879° 


The deflection angle for such shock angle with Mach number is 


a 





2.7010 | o.soses] 2.7037 | 0.0 fer.72 | 0.02623 1.00000 


From the last calculation it is clear that the government proposed schematic of 
the double wedge is in conflict with the boundary condition. The flow in zone 3 will flow 
into the wall in about 2.7°. In reality the flow of double wedge will produce a curved 
shock surface with several zones. Only when the flow is far away from the double wedge, 
the flow behaves as only one theoretical angle of 6° exist. 


End Solution 


Example 14.8: 

Calculate the flow deflection angle and other parameters downstream when the Mach 
angle is 34° and P, = 3|bar], T; = 27°C, and U; = 1000m/sec. Assume k = 1.4 and 
R= 287J/Kgk. 


SOLUTION 
The Mach angle of 34° is below maximum deflection which means that it is a weak 
shock. Yet, the Upstream Mach number, Mj, has to be determined 
M = UO, 1000 
‘VERT 1.4 x 287 x 300 


Using this Mach number and the Mach deflection in either using the Table or the figure 
or POTTO-GDC results in 





= 2.88 





2.8800 | o.as269} 2.1280 | 0.0 fs4.00 _f15.78_| o.so127 


The relationship for the temperature and pressure can be obtained by using equation 


(14.15) and (14.13) or simply converting the /; to perpendicular component. 
My = M, sind = 2.88 sin(34.0) = 1.61 


From the Table (??) or GDC the following can be obtained. 
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Ty Py Py Poy 





The temperature ratio combined upstream temperature yield 
T> = 1.3949 x 300 ~ 418.5 
and the same for the pressure 
Pz = 2.8575 x 3 = 8.57 [bar] 


And the velocity 





Unz = My, VERT = 2.128,/1.4 x 287 x 418.5 = 872.6[m/sec] 


End Solution 


Example 14.9: 
For Mach number 2.5 and wedge with a total angle of 22°, calculate the ratio of the 
stagnation pressure. 


SOLUTION 


Utilizing GDC for Mach number 2.5 and the angle of 11° results in 


Poy 
pM. | My. | My | % | aw | 6 | me | 





End Solution 


Example 14.10: 

What is the maximum pressure ratio that can be obtained on wedge when the gas is 
flowing in 2.5 Mach without any close boundaries? Would it make any difference if the 
wedge was flowing into the air? If so, what is the difference? 


SOLUTION 


It has to be recognized that without any other boundary condition, the shock is weak 
shock. For a weak shock the maximum pressure ratio is obtained at the deflection 
point because it is closest to a normal shock. To obtain the maximum point for 2.5 
Mach number, either use the Maximum Deflection Mach number’s equation or the 
Potto-GDC 


Py Ty Poy 
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In these calculations, Maximum Deflection Mach's equation was used to calculate the 
normal component of the upstream, then the Mach angle was calculated using the 
geometrical relationship of 6 = sin7! Mi,/M,. With these two quantities, utilizing 
equation the deflection angle, 6, is obtained. 


End Solution 


Example 14.11: 










Consider the schematic shown in the fol- = ---------------+ 
lowing figure. Assume that the upstream stream line @ 
Mach number is 4 and the deflection an- 
gle is 6 = 15°. Compute the pressure ratio 
and the temperature ratio after the second 
shock (sometimes referred to as the reflec- 
tive shock while the first shock is called — Fig. -14.17. Schematic for Example 


the incidental shock). (i4-Tip. 


SOLUTION 





M,=4 


This kind of problem is essentially two wedges placed in a certain geometry. It is clear 
that the flow must be parallel to the wall. For the first shock, the upstream Mach 
number is known together with deflection angle. Utilizing the table or the Potto-GDC, 
the following can be obtained: 


[ate [Mi | Mw 










And the additional information by using minimal information ratio button in 
Potto—GDC is 


2.9200 


With a Mach number of M = 2.929, the second deflection angle is also 15°. 
With these values the following can be obtained: 





0.46152) 2.9290 |85.5851 27.0629 {15.0000 | 0.80382 


Ov 
Py 
Px 


Poy 
Mys |My, | % | ow | 6 | Be | 





2.0200 | o.s1a67] 2.2028 fsa.2808 |s2. 7822 


and the additional information is 
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Ty Poy 
Tx 








With the combined tables the ratios can be easily calculated. Note that hand calcula- 
tions requires endless time looking up graphical representation of the solution. Utilizing 
the POTTO-GDC which provides a solution in just a few clicks. 


Pe PP 

21 ee? = 47085 %16005 = 30026 
Py P2 Ps ‘ 

T Tp 

2h U2 = Pra 1760 — 9 630 
Tz; To T3 ‘ 





End Solution 





Example 14.12: 
A similar example as before but here Mach angle is 29° and Mach number is 2.85. 
Again calculate the downstream ratios after the second shock and the deflection angle. 


SOLUTION 


Here the Mach number and the Mach angle are given. With these pieces of information 
by utilizing the Potto-GDC the following is obtained: 


pm [ms | mw | me | om | o | ae 





| 2.8500 | oassa] 23575 | 00 faa.00 _fto.s1_| 0.96263 


and the additional information by utilizing the minimal info button in GDC provides 


r 


With the deflection angle of 6 = 10.51 the so called reflective shock gives the following 
information 


Mss | Mow | % | % [| 6 | Fe 











and the additional information of 
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Py Ty Poy 








Pi P, P» 

— = — — = 1.4089 x 1.3984 ~ 1.97 
Py. Py Be 

Ty T, T> 

hs ae Sy 2 x 1.3268 ~ 1.8021 
T, Ty Ts 3582 x 1.3268 80 


End Solution 








Example 14.13: 

Compare a direct normal shock to oblique shock with a normal shock. Where will the 
total pressure loss (entropy) be larger? Assume that upstream Mach number is 5 and 
the first oblique shock has Mach angle of 30°. What is the deflection angle in this case? 


SOLUTION 


For the normal shock the results are 


Ty Py Py Poy 


While the results for the oblique shock are 


| Ms | My | Mw | | em | 6 | ae 
5.0000 | 0.1152 3.0058 | 00 0.00 _bo.7 | 0.90 


And the additional information is 


The normal shock that follows this oblique is 


Ty Py Py Poy 
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The pressure ratios of the oblique shock with normal shock is the total shock in the 
second case. 


PR BP 

ao ae 10.374 ~ 27. 

BEBE 6375 x 10.37 7.36 
FD _ 9 5141 x 2.6858 ~ 6.75 
tT, i 


Note the static pressure raised is less than the combination shocks as compared to the 
normal shock but the total pressure has the opposite result. 


End Solution 


Example 14.14: 


A flow in a tunnel ends up with two de- 
flection angles from both sides (see the 
following Figure (14.14). For upstream 
Mach number of 5 and deflection angle 
of 12° and 15°, calculate the pressure 
at zones 3 and 4 based on the assump- 
tion that the slip plane is half of the dif. = ~-~---~--"--=~ Ly 

ference between the two deflection an- 

gles. Based on these calculations, ex- 

plain whether the slip angle is larger or Fig._-14.18. _ Illustration for Example 
smaller than the difference of the de- 414.14). 

flection angle. 






x 
slip plane 


SOLUTION 


The first two zones immediately after are computed using the same techniques that 
were developed and discussed earlier. 
For the first direction of 15° and Mach number =5. 


pM [me | Mw | om | mm [os | me 





And the additional conditions are 


Ty Poy 
Tx 








For the second direction of 12° and Mach number =5. 
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Poy 
PMc | My [Mw fom | mw | oo | ae | 





And the additional conditions are 


Py Ty Poy 








The conditions in zone 4 and zone 3 have two things that are equal. They are the 
pressure and the velocity direction. It has to be noticed that the velocity magnitudes in 
zone 3 and 4 do not have to be equal. This non—continuous velocity profile can occur 
in our model because it is assumed that fluid is non—viscous. 

If the two sides were equal because of symmetry the slip angle is also zero. It 
is to say, for the analysis, that only one deflection angle exist. For the two different 
deflection angles, the slip angle has two extreme cases. The first case is where match 
lower deflection angle and second is to match the higher deflection angle. In this case, 
it is assumed that the slip angle moves half of the angle to satisfy both of the deflection 
angles (first approximation). Under this assumption the conditions in zone 3 are solved 
by looking at the deflection angle of 12° + 1.5° = 13.5° which results in 


EA EACARS EEE 


with the additional information 


And in zone 4 the conditions are due to deflection angle of 13.5° and Mach 
number 3.8006. 


| Ms | Mrs | Mw | | em | oo | ae 


with the additional information 


Py Ty Poy 
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From these tables the pressure ratio at zone 3 and 4 can be calculated 





Pe Peta io Fi 1 1 
= = 1.6247 x 1.9791 ___ ___ ~ 1.18192 
Py P23 PPL Py 1.6963 1.6038 
To reduce the pressure ratio the deflection angle has to be reduced (remember that at 
weak weak shock almost no pressure change). Thus, the pressure at zone 3 has to be 
reduced. To reduce the pressure the angle of slip plane has to increase from 1.50 to a 
larger number. 


End Solution 








Example 14.15: 

The previous example gave rise to another question on the order of the deflection angles. 
Consider the same values as previous analysis, will the oblique shock with first angle of 
15° and then 12° or opposite order make a difference (M = 5)? If not what order will 
make a bigger entropy production or pressure loss? (No general proof is needed). 


SOLUTION 


Waiting for the solution 


End Solution 








14.2.3.1  Retouch of Shock Drag or Wave Drag 











Since it was established that the common stationary control 
explanation is erroneous and the steam volu 
lines are bending/changing direction when A ee ee 
they touching the oblique shock (compare U= 'U1 £0 
with Figure (13.15)). The correct expla- pA P. 

ae: : ee! a a 
nation is that increase of the momentum Al ‘A2 moving 
into control volume is either requires in- Peo \ _ ™N :P2 object 
crease of the force and/or results in accel- series Nae 


eration of gas. So, what is the effects of 
the oblique shock on the Shock Drag? Fig- 
ure[14.19]exhibits schematic of the oblique 
shock which show clearly that stream lines 
are bended. There two main points that 
should be discussed in this context are the 
additional effects and infinite/final structure. The additional effects are the mass start 
to have a vertical component. The vertical component one hand increase the energy 
needed and thus increase need to move the body (larger shock drag) (note the there 
is a Zero momentum net change for symmetrical bodies.). However, the oblique shock 
reduces the normal component that undergoes the shock and hence the total shock 
drag is reduced. The oblique shock creates a finite amount of drag (momentum and 
energy lost) while a normal shock as indirectly implied in the common explanation cre- 
ates de facto situation where the shock grows to be infinite which of course impossible. 


Fig. -14.19. The diagram that explains the 
shock drag effects of a moving shock consid- 
ering the oblique shock effects. 
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It should be noted that, oblique shock becomes less “oblique” and more parallel when 
other effects start to kick in. 


14.3. Prandtl-Meyer Function 
14.3.1 Introduction 
As discussed in Section [14.2] when the deflec- Flow 


tion turns to the opposite direction of the flow, aN ssitive eer eee 
the flow accelerates to match the boundary 
condition. The transition, as opposed to the 
oblique shock, is smooth, without any jump in 
properties. Here because of the tradition, the 
deflection angle is denoted as a positive when 
it is away from the flow (see Figure|14.21). In < 
a somewhat a similar concept to oblique shock 
there exists a “detachment” point above which Fig. -14.21. The definition of the angle for 
this model breaks and another model has to the Prandti—Meyer function. 
be implemented. Yet, when this model breaks 
down, the flow becomes complicated, flow separation occurs, and no known simple 
model can describe the situation. As opposed to the oblique shock, there is no lim- 
itation for the Prandtl-Meyer function to approach zero. Yet, for very small angles, 
because of imperfections of the wall and the boundary layer, it has to be assumed to 
be insignificant. 

Supersonic expansion and isentropic compression c 
(Prandtl-Meyer function), are an extension of the Mach line i 
concept. The Mach line shows that a disturbance in a field 
of supersonic flow moves in an angle of fz, which is defined 


as (as shown in Figure}14.22) 
Fig. -14.22. The angles of 


b= sin~! (zz) (14.63) the Mach line triangle. 










M2-1 


or 
1 1 


= tan > ————— 
. M!-1 


(14.64) 
A Mach line results because of a small disturbance in the wall contour. This Mach line 
is assumed to be a result of the positive angle. The reason that a “negative” angle is 
not applicable is that the coalescing of the small Mach wave which results in a shock 
wave. However, no shock is created from many small positive angles. 

The Mach line is the chief line in the analysis because of the wall contour shape 
information propagates along this line. Once the contour is changed, the flow direction 
will change to fit the wall. This direction change results in a change of the flow 
properties, and it is assumed here to be isotropic for a positive angle. This assumption, 
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6-d-Mach number relationship 
k=14 





45+ 





40 ------ 


6, deflection angle 
w 
Ss 
T 














@, shock angle 


December 4, 2007 


Fig. -14.20. The relationship between the shock wave angle, 0 and deflection angle, 6, and 
Mach number for k=1.4. This figure was generate with GDC under command ./obliqueFigure 
1.4. Variety of these figures can be found in the biggest gas tables in the world provided 
separately in Potto Project. 
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as it turns out, Is close to reality. In this chapter, a discussion on the relationship 
between the flow properties and the flow direction is presented. 


14.3.2 Geometrical Explanation 


The change in the flow direction is assume to be 
result of the change in the tangential component. 
Hence, the total Mach number increases. There- 
fore, the Mach angle increase and result in a change 
in the direction of the flow. The velocity compo- 
nent in the direction of the Mach line is assumed 
to be constant to satisfy the assumption that the 
change is a result of the contour only. Later, this 
assumption will be examined. The typical simplifi- 
cations for geometrical functions are used: 





Fig. -14.23. The schematic of the 
turning flow. 


dv ~sin(dv); 
cos(dv) ~1 


(14.65) 


These simplifications are the core reasons why the change occurs only in the perpen- 
dicular direction (dv << 1). The change of the velocity in the flow direction, dx 
is 


dx = (U + dU) cosy —U = dU (14.66) 


In the same manner, the velocity perpendicular to the flow, dy, is 





dy = (U + dU) sin(dv) = Udv (14.67) 
The tan pu is the ratio of dy/dx (see Figure (14.23)) 
dx dU 

t =—= 14.68 

Re dy Ody ae) 


The ratio dU/U was shown to be 








dU dM? 
Ty = Raa (14.69) 
2 M2 (1 + Se) 
Combining equations (14.68) and (14.69) transforms it into 
V M2 — 1dM? 
dv = (14.70) 


k-1 
2M? (1+ =m?) 
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After integration of equation (14.70) becomes 








Turnning Angle 


»(M) = = tan-! Ven (M2 —1) 
= (14.71) 


+ tan~! ,/(M2 — 1) + constant 





The constant can be chosen in a such a way that y= 0 at M =1. 


14.3.3 Alternative Approach to Governing Equations 


In the previous section, a simplified ver- 





sion was derived based on geometrical ar- back 

guments. In this section, a more rigorous a ye 7 
explanation is provided. It must be recog- ra oe Front 
nized that here the cylindrical coordinates = or ave el 
are advantageous because the flow turns oa os " 
around a single point. ~ 


For this coordinate system, the mass 
conservation can be written as 
O(prU,) n O(p Us) 
Or 06 





= (14.72) Fig. -14.24. The schematic of the coordinate 


, based on the mathematical description. 
The momentum equations are expressed as 


OU, | Ug OU, Us?  _10P __ Op 








= = 14. 
re ol r p Or p Or as) 
and 
OUs Uo OUs6 UU, _ 1 OP = Ce Op 
" Or ™ r 00 rrp 00 rp0e Ce) 


If the assumption is that the flow isn’t a function of the radius, 7, then all the derivatives 
with respect to the radius will vanish. One has to remember that when r enters to the 
function, like the first term in the mass equation, the derivative isn't zero. Hence, the 
mass equation is reduced to 


O (pUp) 
00 


Equation (14.75) can be rearranged as transformed into 


1 OU, 1 Op 
= 14. 
Us (u. 06 ) poo a 


pu, + 





=0 (14.75) 
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The momentum equations now obtain the form of 








Up Wy _ Us? _ 
. see - (14.77) 
0 (F -t) ~ 
Uo OU» Ug U, _ C Op 
r 00 Tr if 00 (14.78) 
y, (U8 _y.\ © 2 
°\90 ") op 0 


Substituting the term 18 from equation (14.76) into equation (14.78) results in 


OU fo OU» 
Up | —~— -—U,) = — (| U,+ 14.79 
d ( a0 ) ie ( + 6 an) 
or 
ou, OU, 
2 ON, 2 6 
Us (u.+ aE) c (u.+ =) (14.80) 
And an additional rearrangement results in 
(c? — Up”) (u. + a) =0 (14.81) 


From equation (14.81) it follows that 
Ug =c (14.82) 


It is remarkable that the tangential velocity at every turn is at the speed of sound! 

It must be pointed out that the total velocity isn’t at the speed of sound, but only 

the tangential component. In fact, based on the definition of the Mach angle, the 

component shown in Figure under U,, is equal to the speed of sound, M = 1. 
After some additional rearrangement, equation (14.77) becomes 


Uo (= 7 vo) ~0 (14.83) 





r 00 

If r isn't approaching infinity, oo and since Ug # 0 leads to 
OU, 

oo 


In the literature, these results are associated with the characteristic line. This analysis 
can be also applied to the same equation when they are normalized by Mach number. 
However, the non—dimensionalization can be applied at this stage as well. 





= Us (14.84) 
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The energy equation for any point on a stream line is 


Ue? +U,? 
h(6) + ce =ho (14.85) 
Enthalpy in perfect gas with a constant specific heat, k, is 


e(8)? 





1 
i (14.86) 


_ _ Rk = Cp 
h(®) = CpT = Cp BT = Gay a ral 
k 


and substituting this equality, equation (14.86), into equation (14.85) results in 


Pp Up? U,” 
+= : = (14.87) 


Utilizing equation (14.82) for the speed of sound and substituting equation (14.84) 


which is the radial velocity transforms equation (14.87) into 


OU,\* (AU, \? ‘ 
(Fr) (Sr) +e 
aa 

















— : = hy (14.88) 
After some rearrangement, equation (14.88) becomes 

k+1 (0U,\? 

— ( 56 ) + U,? = 2ho (14.89) 


Note that U, must be positive. The solution of the differential equation (14.89) incor- 
porating the constant becomes 


k-1 
= V 2ho sin | 04/ —— 14. 
U,=V onin = (14.90) 


which satisfies equation (14.89) because sin? @ + cos? 6 = 1. The arbitrary constant in 
equation (14.90) is chosen such that U,(@ = 0) = 0. The tangential velocity obtains 
the form 


OU, k-1 k-1 
Uo =c= OO = Eri V 2 ho cos (" = (14.91) 


The Mach number in the turning area is 


M? 





2 2 2 2 2 
we — ou ee (=) (14.92) 
Cc Us Us 
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Now utilizing the expression that was obtained for U, and Ug equations (14.91) and 


(14.90) results for the Mach number is 





1 =a 
M2 =14 + = tan? (" =) (14.93) 


or the reverse function for @ is 


(14.94) 





What happens when the upstream Mach number is not 1? That is when the 
initial condition for the turning angle doesn’t start with M = 1 but is already at a 
different angle. The upstream Mach number is denoted in this segment as Mstarting- 
For this upstream Mach number (see Figure (14.22)) 


tany = M hein -1 (14.95) 


The deflection angle v, has to match to the definition of the angle that is chosen here 
(@ = 0 when M = 1), so 


Ss 

ay 

S 
I 


6(M) ~~ 8(Mstarting) (14.96) 


(14.97) 





These relationships are plotted in Figure |14.26 


14.3.4 Comparison And Limitations between the Two Ap- 
proaches 


The two models produce exactly the same results, but the assumptions for the construc- 
tion of these models are different. In the geometrical model, the assumption is that the 
velocity change in the radial direction is zero. In the rigorous model, it was assumed 
that radial velocity is only a function of 6. The statement for the construction of the 
geometrical model can be improved by assuming that the frame of reference is moving 
radially in a constant velocity. 

Regardless of the assumptions that were used in the construction of these models, 
the fact remains that there is a radial velocity at U,.(r = 0) = constant. At this point 
(r = 0) these models fail to satisfy the boundary conditions and something else happens 
there. On top of the complication of the turning point, the question of boundary layer 
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arises. For example, how did the gas accelerate to above the speed of sound when 
there is no nozzle (where is the nozzle?)? These questions are of interest in engineering 
but are beyond the scope of this book (at least at this stage). Normally, the author 
recommends that this function be used everywhere beyond 2-4 the thickness of the 
boundary layer based on the upstream length. 

In fact, analysis of design commonly used in the industry and even questions 
posted to students show that many assume that the turning point can be sharp. At a 
small Mach number, (1 + €) the radial velocity is small €. However, an increase in the 
Mach number can result in a very significant radial velocity. The radial velocity is “fed” 
through the reduction of the density. Aside from its close proximity to turning point, 
mass balance is maintained by the reduction of the density. Thus, some researchers 
recommend that, in many instances, the sharp point should be replaced by a smoother 
transition. 


14.4. The Maximum Turning Angle 


The maximum turning angle is obtained when the 
starting Mach number is 1 and the end Mach num- 
ber approaches infinity. In this case, Prandtl-Meyer 
function becomes Sain oe 
Be" 1, ; Maximum 
Sy / turning 






—— Maximum Turning Angle 


k+1 

pa ] (14.98) Fig. -14.25. Expansion of Prandtl- 
Meyer function when it exceeds the 

maximum angle. 


T 
Vog = = 
2 








The maximum of the deflection point and the 
maximum turning point are only a function of the specific heat ratios. However, the 
maximum turning angle is much larger than the maximum deflection point because the 
process is isentropic. 

What happens when the deflection angel exceeds the maximum angle? The flow 
in this case behaves as if there is almost a maximum angle and in that region beyond 
the flow will became vortex street see Figure [14.25] 


14.5 The Working Equations for the Prandtl-Meyer Function 


The change in the deflection angle is calculated by 


Yy2-Wy4= v(M2) > v(M;) (14.99) 


14.6 d’Alembert's Paradox 
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Prandtl-Meyer Function 














100 T To T T 1 
/ ra # gf 
90 + iv 2 2 J 
/ if 2 
80 + / / of 7 
/ Ps / / 
70 + il is | 
=e if i) 
~ 6057 MM 1 
o eS 
mp 3507 iif 4 
q 40 if 
< r iy 4 
iy -——1ll =k 
30 Me ---- 1.2 1 
20 + i aS=5 (1.3 4 
y == 1A 
10+ 4 
. a 1.67 
10° 2 5 10! 2 5 10° 
M 


In ideal inviscid incompressible flows, the ——_ 

movement of body does not encounter any re- 

sistance. This result is known as d'Alembert’s 

Paradox, and this paradox is examined here. ——> 1 
Supposed that a two-dimensional 

diamond-shape body is stationed in a super- 

sonic flow as shown in Figure [14.27] Again, it Fig. -14.27. A simplified diamond shape 

is assumed that the fluid is inviscid. The net to illustrate the supersonic d’Alembert’s 








force in flow direction, the drag, is Paradox. 
w 
D=2(=(P- Ps) = w (Po — Ps) 


(14.100) 


It can be observed that only the area that “seems” to be by the flow was used 
in expressing equation (14.100). The relation between Pz and P, is such that the flow 
depends on the upstream Mach number, Mj, and the specific heat, &. Regardless in the 
equation of the state of the gas, the pressure at zone 2, P», is larger than the pressure 
at zone 4, Py. Thus, there is always drag when the flow is supersonic which depends on 
the upstream Mach number, Mj, specific heat, &, and the “visible” area of the object. 
This drag is known in the literature as (shock) wave drag. 


14.7 Flat Body with an Angle of Attack 
1 


Previously, the thickness of a body was shown to 3 
have a drag. Now, a body with zero thickness but 


with an angle of attack will be examined. As op- # 





e 
5 
‘slip plan? 
7 
6 


Fig. -14.28. The definition of attack 
angle for the Prandtl—Meyer function. 


7 aN 
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posed to the thickness of the body, in addition to 
the drag, the body also obtains lift. Again, the 
slip condition is such that the pressure in region 5 
and 7 are the same, and additionally the direction 
of the velocity must be the same. As before, the 
magnitude of the velocity will be different between 
the two regions. 


14.8 Examples For Prandtl—Meyer Function 


Fxample 14.1 
A wall is Ipcluaed with 20.0° an inclina- 


tion. A flow of air with a temperature of 
20°C and a speed of U = 450m/sec flows U =450 [m/sec] 
(see Figure|14.29). Calculate the pressure 
reduction ratio, and the Mach number af- 
ter the bending point. If the air flows in 
an imaginary two-dimensional tunnel with 
width of 0.1[m] what will the width of this 
imaginary tunnel after the bend? Calcu- Fig. -14.29. Schematic for Example 
late the “fan” angle. Assume the specific 

heat ratio is k = 1.4. 












T=20°C 





SOLUTION 


First, the initial Mach number has to be calculated (the initial speed of sound). 





c= VERT = V1.4 & 287 * 293 = 343.1m/sec 


The Mach number is then 


450 


this Mach number is associated with 


- iB. 
| um | » |e |e] gl] e# | 


The “new” angle should be 





V2 = 6.4449 + 20 = 26.4449° 


and results in 
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Tr 7 
Lee 
: 0. 





Note that Po; = Poo 


P, Po, Po _ 0.12734 
Pi, Py Poo 0.35603 





= 0.35766 


The “new” width can be calculated from the mass conservation equation. 


pi M, [Ti 
21M cy = poteMocg => tq = 41 — —1/ = 
P11 My Cy, P2%2lVl2C2 2 » as Ws T 


0.47822 1.31 /0.74448 
= all = wl 
t= 0.1 x 755944 * 2.0004 V 0.55497 ~ 71579 
Note that the compression “fan” stream lines are note and their function can be obtain 
either by numerical method of going over small angle increments. The other alternative 


is using the exact solutior|!9| The expansion “fan” angle changes in the Mach angle 
between the two sides of the bend 





fan angle = 63.4 + 20.0 — 52.6 = 30.8° 


End SU 
Reverse the example, and this time the pressure on both sides are given and the 
angle has to be obtaine 


Example 14.17: 


Gas with k, = 1.67 flows over bend (see Fig- 
ure|14.17). The gas flow with Mach 1.4 and 
Pressure 1.2[Bar]. It is given that the pres- 
sure after the turning is 1[Bar]. Compute 
the Mach number after the bend, and the 
bend angle. 








Fig. -14.30. Schematic for Example 
SOLUTION 14.5 





19|t isn’t really different from this explanation but shown in a more mathematical form, due to Landau 
and friends. It will be presented in the future version. It isn't present now because of the low priority 
to this issue. 

20This example is for academic understanding. There is very little with practicality in this kind of 
problem. 
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The Mach number is determined by satisfying the condition that the pressure down- 
stream and the Mach are given. The relative pressure downstream can be calculated by 
the relationship 


£2) POEL Dog) arabe 6 5R16 





Poy PP 12 





With this pressure ratio P = 0.2619 require either locking in the table or using the 
enclosed program. 


T 
Pm | » | & | € | 





For the rest of the calculation the initial condition is used. The Mach number 
after the bend is M = 1.4576. It should be noted that specific heat isn't k = 1.4 but 
k; = 1.67. The bend angle is 


Av = 9.1719 — 7.7720 ~ 1.4° 


Ap = 55.5479 — 54.4623 = 1.0° 


End Solution 


14.9 Combination of the Oblique Shock and Isentropic Ex- 
pansion 


Example 14.18: 

Consider two-dimensional flat thin plate at an angle of attack of 4° and a Mach number 
of 3.3. Assume that the specific heat ratio at stage is k = 1.3, calculate the drag 
coefficient and lift coefficient. 


SOLUTION 


For M = 3.3, the following table can be obtained: 


Jt vue 
| um | » | & |e] gl] e | 
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With the angle of attack the region 3 will be at v ~ 62.31 + 4 for which the following 
table can be obtained (Potto-GDC) 


T 
| um | » | & | z | 





On the other side, the oblique shock (assuming weak shock) results in 


Mss [Mew | & | & | 6 | oe 


and the additional information, by clicking on the minimal button, provides 


Py Ty Poy 
Px Tx 











The pressure ratio at point 3 is 


Ps _ #3 Pos Por _ 9 109 x 1 x 


1 
—— ~ 0.7238 
Pi, Pox Po Pr 0.01506 





The pressure ratio at point 4 is 


P3 
— =1.1157 
P, 





2 2 P. P. 
dr = ——_5 (Pu — P3) cosa = 5 s 5) cosa 
kP,M, kM, Py Py 


dr (1.1157 — 0.7238) cos 4° ~ .054 


~ 71.33.32 








2 Py P3\ , 2 ‘ 
da = 3 a 1.1157 — 0.7238) sin4° ~ . 
d EM? (3 2) sina 13332 (1.1157 — 0.7238) sin 0039 
This shows that on the expense of a small drag, a large lift can be obtained. Discussion 
on the optimum design is left for the next versions. 


End Solution 
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Psurroundings i 


expenssion 
Slip lines lines 


Fig. -14.31. Schematic of the nozzle and Prandtl-Meyer expansion. 


Example 14.19: 

To understand the flow after a nozzle consider a flow in a nozzle shown in Figure 
The flow is choked and additionally the flow pressure reaches the nozzle exit 
above the surrounding pressure. Assume that there is an isentropic expansion (Prandtl- 
Meyer expansion) after the nozzle with slip lines in which there is a theoretical angle 
of expansion to match the surroundings pressure with the exit. The ratio of exit area 
to throat area ratio is 1.4. The stagnation pressure is 1000 [kPa]. The surroundings 
pressure is 100[kPa]. Assume that the specific heat, k = 1.3. Estimate the Mach 
number after the expansion. 


SOLUTION 


The Mach number a the nozzle exit can be calculated using Potto-GDC which provides 


M T A AxP F 
To Po A* A*xPo F* 








Thus, the exit Mach number is 1.7285 and the pressure at the exit is 


Pex 
Pag = i = 1000 x 0.20096 = 200.96[k Pa] 
0 


This pressure is higher than the surroundings pressure and an expansion must occur. 
This pressure ratio is associated with a expansion angle that Potto-GDC provide as 


T 
pum | » | & | € | 





The final pressure ratio ultimately has to be 


Feurroundings = 100 


= idl 
Po 1000 
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Hence the information for this pressure ratio can be provided by Potto-GDC as 


mane 2 
| uw | » | s&s |e] gl] e# | 





The change of the angle is 
Aangle = 30.6147 — 20.0641 = 10.5506 
Thus the angle, ( is 
B = 90 — 10.5506 ~ 79.45 


The pressure at this point is as the surroundings. However, the stagnation pressure is 
the same as originally was enter the nozzle! This stagnation pressure has to go through 
serious of oblique shocks and Prandtl—Meyer expansion to match the surroundings stag- 
nation pressure. 


End Solution 


Multi-Phase Flow 


15.1 Introduction 


Traditionally, the topic of multi-phase flow is ignored in an introductory class on fluid 
mechanics. For many engineers, this class will be the only opportunity to be exposed 
to this topic. The knowledge in this topic without any doubts, is required for many 
engineering problems. Calculations of many kinds of flow deals with more than one 
phase or material flow}| The author believes that the trends and effects of multiphase 
flow could and should be introduced and considered by engineers. In the past, books 
on multiphase flow were written more as a literature review or heavy on the mathe- 
matics. It is recognized that multiphase flow is still evolving. In fact, there is not a 
consensus to the exact map of many flow regimes. This book attempts to describe 
these issues as a fundamentals of physical aspects and less as a literature review. This 
chapter provides information that is more or less in consensug?| Additionally, the nature 
of multiphase flow requires solving many equations. Thus, in many books the repre- 
sentations is by writing the whole set governing equations. Here, it is believed that the 
interactions/calculations requires a full year class and hence, only the trends and simple 
calculations are described. 





TAn example, there was a Ph.D. working for the government who analyzed filing cavity with liquid 
metal (aluminum), who did not consider the flow as two-phase flow and ignoring the air. As result, 
his analysis is in the twilight zone not in the real world. 

?Or when the scientific principles simply dictate. 
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15.2 History 


The study of multi-phase flow started for practical purposes after World War II. Initially 
the models were using simple assumptions. For simple models,there are two possibilities 
(1) the fluids/materials are flowing in well homogeneous mixed (where the main problem 
to find the viscosity), (2) the fluids/materials are flowing separately where the actual 
total loss pressure can be correlated based on the separate pressure loss of each of 
the material. If the pressure loss was linear then the total loss will be the summation 
of the two pressure losses (of the lighter liquid (gas) and the heavy liquid). Under 
this assumption the total is not linear and experimental correlation was made. The flow 
patterns or regimes were not considered. This was suggested by Lockhart and Martinelli 
who use a model where the flow of the two fluids are independent of each other. They 
postulate that there is a relationship between the pressure loss of a single phase and 
combine phases pressure loss as a function of the pressure loss of the other phase. It 
turned out this idea provides a good crude results in some cases. 

Researchers that followed Lockhart and Martinelli looked for a different map for 
different combination of phases. When it became apparent that specific models were 
needed for different situations, researchers started to look for different flow regimes 
and provided different models. Also the researchers looked at the situation when the 
different regimes are applicable. Which leads to the concept of flow regime maps. Taitle 
and Duckler suggested a map based on five dimensionaless groups which are considered 
as the most useful today. However, Taitle and Duckler’s map is not universal and it is 
only applied to certain liquid-gas conditions. For example, Taitle-Duckler’s map is not 
applicable for microgravity. 


15.3. What to Expect From This Chapter 


As oppose to the tradition of the other chapters in this book and all other Potto project 
books, a description of what to expect in this chapter is provided. It is an attempt 
to explain and convince all the readers that the multi-phase flow must be included 
in introductory class on fluid mechanicg>| Hence, this chapter will explain the core 
concepts of the multiphase flow and their relationship, and importance to real world. 
This chapter will provide: a category of combination of phases, the concept of 
flow regimes, multi-phase flow parameters definitions, flow parameters effects on the 
flow regimes, partial discussion on speed of sound of different regimes, double chok- 
ing phenomenon (hopefully), and calculation of pressure drop of simple homogeneous 
model. This chapter will introduce these concepts so that the engineer not only be able 
to understand a conversation on multi-phase but also, and more importantly, will know 
and understand the trends. However, this chapter will not provide a discussion of tran- 
sient problems, phase change or transfer processes during flow, and actual calculation 





3This author feels that he is in an unique position to influence many in the field of fluid mechanics. 
This fact is due to the shear number of the downloaded Potto books. The number of the downloads 
of the book on Fundamental of compressible flow has exceed more than 100,000 in about two and half 
years. It also provides an opportunity to bring the latest advances in the fields since this author does 
not need to “sell” the book to a publisher or convince a “committee.” 
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Fig. -15.1. Different fields of multi phase flow. 


of pressure of the different regimes. 


15.4 Kind of Multi-Phase Flow 


All the flows are a form of multiphase flow. The discussion in the previous chapters is 
only as approximation when multiphase can be “reduced” into a single phase flow. For 
example, consider air flow that was discussed and presented earlier as a single phase 
flow. Air is not a pure material but a mixture of many gases. In fact, many proprieties 
of air are calculated as if the air is made of well mixed gases of Nitrogen and Oxygen. 
The results of the calculations of a mixture do not change much if it is assumed that the 
air flow as stratified flovl'] of many concentration layers (thus, many layers (infinite) of 
different materials). Practically for many cases, the homogeneous assumption is enough 
and suitable. However, this assumption will not be appropriate when the air is stratified 
because of large body forces, or a large acceleration. Adopting this assumption might 
lead to a larger error. Hence, there are situations when air flow has to be considered as 
multiphase flow and this effect has to be taken into account. 

In our calculation, it is assumed that air is made of only gases. The creation 
of clean room is a proof that air contains small particles. In almost all situations, the 





4*Different concentration of oxygen as a function of the height. While the difference of the concen- 
tration between the top to button is insignificant, nonetheless it exists. 
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cleanness of the air or the fact that air is a mixture is ignored. The engineering accuracy 
is enough to totally ignore it. Yet, there are situations where cleanness of the air can 
affect the flow. For example, the cleanness of air can reduce the speed of sound. In 
the past, the breaks in long trains were activated by reduction of the compressed line 
(a patent no. 360070 issued to George Westinghouse, Jr., March 29, 1887). In a four 
(4) miles long train, the breaks would started to work after about 20 seconds in the last 
wagon. Thus, a 10% change of the speed of sound due to dust particles in air could 
reduce the stopping time by 2 seconds (50 meter difference in stopping) and can cause 
an accident. 

One way to categorize the multiphase is by the materials flows. For example, the 
flow of oil and water in one pipe is a multiphase flow. This flow is used by engineers 
to reduce the cost of moving crude oil through a long pipes system. The “average” 
viscosity is meaningless since in many cases the water follows around the oil. The 
water flow is the source of the friction. However, it is more common to categorize 
the flow by the distinct phases that flow in the tube. Since there are three phases, 
they can be solid—liquid, solid—gas, liquid—gas and solid—liquid—gas flow. This notion 
eliminates many other flow categories that can and should be included in multiphase 
flow. This category should include any distinction of phase/material. There are many 
more categories, for example, sand and grain (which are “solids” ) flow with rocks and 
is referred to solid—solid flow. The category of liquid—gas should be really viewed as the 
extreme case of liquid-liquid where the density ratio is extremely large. The same can 
be said for gas—gas flow. For the gas, the density is a strong function of the temperature 
and pressure. Open Channel flow is, although important, is only an extreme case of 
liquid-gas flow and is a sub category of the multiphase flow. 

The multiphase is an important part of many processes. The multiphase can 
be found in nature, living bodies (bio—fluids), and industries. Gas-solid can be found 
in sand storms, and avalanches. The body inhales solid particle with breathing air. 
Many industries are involved with this flow category such as dust collection, fluidized 
bed, solid propellant rocket, paint spray, spray casting, plasma and river flow with live 
creatures (small organisms to large fish) flow of ice berg, mud flow etc. The liquid-solid, 
in nature can be blood flow, and river flow. This flow also appears in any industrial 
process that are involved in solidification (for example die casting) and in moving solid 
particles. Liquid—liquid flow is probably the most common flow in the nature. Flow of 
air is actually the flow of several light liquids (gases). Many natural phenomenon are 
multiphase flow, for an example, rain. Many industrial process also include liquid-liquid 
such as painting, hydraulic with two or more kind of liquids. 


15.5 Classification of Liquid-Liquid Flow Regimes 


The general discussion on liquid-liquid will be provided and the gas-liquid flow will 
be discussed as a special case. Generally, there are two possibilities for two different 
materials to flow (it is also correct for solid—liquid and any other combination). The 
materials can flow in the same direction and it is referred as co—current flow. When the 
materials flow in the opposite direction, it is referred as counter—current. In general, 


15.5. CLASSIFICATION OF LIQUID-LIQUID FLOW REGIMES 635 


the co-current is the more common. Additionally, the counter—current flow must have 
special configurations of long length of flow. Generally, the counter—current flow has a 
limited length window of possibility in a vertical flow in conduits with the exception of 
magnetohydrodynamics. The flow regimes are referred to the arrangement of the fluids. 

The main difference between the liquid-liquid flow to gas-liquid flow is that gas 
density is extremely lighter than the liquid density. For example, water and air flow as 
oppose to water and oil flow. The other characteristic that is different between the gas 
flow and the liquid flow is the variation of the density. For example, a reduction of the 
pressure by half will double the gas volumetric flow rate while the change in the liquid 
is negligible. Thus, the flow of gas-liquid can have several flow regimes in one situation 
while the flow of liquid-liquid will (probably) have only one flow regime. 


15.5.1 Co—Current Flow 


In Co—Current flow, two liquids can have three main categories: vertical, horizontal, 
and what ever between them. The vertical configuration has two cases, up or down. 
It is common to differentiate between the vertical (and near vertical) and horizontal 
(and near horizontal). There is no exact meaning to the word “near vertical” or “near 
horizontal” and there is no consensus on the limiting angles (not to mention to have 
limits as a function with any parameter that determine the limiting angle). The flow 
in inclined angle (that not covered by the word “near”) exhibits flow regimes not much 
different from the other two. Yet, the limits between the flow regimes are considerably 
different. This issue of incline flow will not be covered in this chapter. 


15.5.1.1 Horizontal Flow 


The typical regimes for horizontal flow 
are stratified flow (open channel flow, ( 





and non open channel flow), dispersed Bela , 
bubble flow, plug flow, and annular flow. Heavy Liquid d 

For low velocity (low flow rate) of the 

two liquids, the heavy liquid flows on the Fig. -15.2. Stratified flow in horizontal tubes 
bottom and lighter liquid flows on the when the liquids flow is very slow. 

tof| as depicted in Figure This 

kind of flow regime is referred to as horizontal flow. When the flow rate of the lighter 
liquid is almost zero, the flow is referred to as open channel flow. This definition (open 
channel flow) continues for small amount of lighter liquid as long as the heavier flow can 
be calculated as open channel flow (ignoring the lighter liquid). The geometries (even 
the boundaries) of open channel flow are very diverse. Open channel flow appears in 
many nature (river) as well in industrial process such as the die casting process where 
liquid metal is injected into a cylinder (tube) shape. The channel flow will be discussed 
in a greater detail in Open Channel Flow chapter. 











5With the exception of the extremely smaller diameter where Rayleigh—Taylor instability is an im- 
portant issue. 
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As the lighter liquid (or the gas phase) flow rate increases (superficial velocity), 
the friction between the phases increase. The superficial velocity is referred to as the 
velocity that any phase will have if the other phase was not exist. This friction is one of 
the cause for the instability which manifested itself as waves and changing the surface 
from straight line to a different configuration (see Figure (15.3). The wave shape is 
created to keep the gas and the liquid velocity equal and at the same time to have 
shear stress to be balance by surface tension. The configuration of the cross section 
not only depend on the surface tension, and other physical properties of the fluids but 
also on the material of the conduit. 

As the lighter liquid velocity increases two 


things can happen (1) wave size increase, and (2) 
the shape of cross section continue to deform. (‘sim (‘sn 
Some referred to this regime as wavy stratified flow 
but this definition is not accepted by all as a cat- ~~ 


egory by itself. In fact, all the two phase flow are 

categorized by wavy flow which will proven later. Fig. -15.3. Kind of Stratified flow in 
There are two paths that can occur on the heavier horizontal tubes. 

liquid flow rate. If the heavier flow rate is small, 

then the wave cannot reach to the crown and the shape is deformed to the point that 
all the heavier liquid is around the periphery. This kind of flow regime is referred to as 
annular flow. If the heavier liquid flow rate is largel?| than the distance, for the wave 
to reach the conduit crown is smaller. At some point, when the lighter liquid flow 
increases, the heavier liquid wave reaches to the crown of the pipe. At this stage, the 
flow pattern is referred to as slug flow or plug flow. Plug flow is characterized by regions 
of lighter liquid filled with drops of the heavier liquid with Plug (or Slug) of the heavier 
liquid (with bubble of the lighter liquid). These plugs are separated by large “chunks” 
that almost fill the entire tube. The plugs are flowing in a succession (see Figure[15.4). 
The pressure drop of this kind of regime is significantly larger than the stratified flow. 
The slug flow cannot be assumed to be as homogeneous flow nor it can exhibit some 
average viscosity. The “average” viscosity depends on the flow and thus making it as 
insignificant way to do the calculations. Further increase of the lighter liquid flow rate 
move the flow regime into annular flow. Thus, the possibility to go through slug flow 
regime depends on if there is enough liquid flow rate. 


Choking occurs in compressible 5 ae 
g P Light Liquid Light Liquid 
(\ Heavy Liquid /) 


flow when the flow rate is above a cer- 
tain point. All liquids are compressible 

Fig. -15.4. Plug flow in horizontal tubes when 
the liquids flow is faster. 








to some degree. For liquid which the 
density is a strong and primary function 
of the pressure, choking occurs relatively 
closer/sooner. Thus, the flow that starts 
as a Stratified flow will turned into a slug 
flow or stratified wavy] flow after a certain distance depends on the heavy flow rate (if 





©The liquid level is higher. 
7Well, all the flow is wavy, thus it is arbitrary definition. 
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Fig. -15.5. Modified Mandhane map for flow regime in horizontal tubes. 


this category is accepted). After a certain distance, the flow become annular or the flow 
will choke. The choking can occur before the annular flow regime is obtained depend- 
ing on the velocity and compressibility of the lighter liquid. Hence, as in compressible 
flow, liquid-liquid flow has a maximum combined of the flow rate (both phases). This 
maximum is known as double choking phenomenon. 

The reverse way is referred to the process where the starting point is high flow 
rate and the flow rate is decreasing. As in many fluid mechanics and magnetic fields, 
the return path is not move the exact same way. There is even a possibility to return on 
different flow regime. For example, flow that had slug flow in its path can be returned 
as stratified wavy flow. This phenomenon is refer to as hysteresis. 

Flow that is under small angle from the horizontal will be similar to the horizontal 
flow. However, there is no consensus how far is the “near” means. Qualitatively, the 
“near” angle depends on the length of the pipe. The angle decreases with the length 
of the pipe. Besides the length, other parameters can affect the “near.” 

The results of the above discussion are depicted in Figure[15.5] As many things in 
multiphase, this map is only characteristics of the “normal” conditions, e.g. in normal 
gravitation, weak to strong surface tension effects (air/water in “normal” gravity), etc. 


15.5.1.2 Vertical Flow 


The vertical flow has two possibilities, with the gravity or against it. In engineering 
application, the vertical flow against the gravity is more common used. There is a dif- 
ference between flowing with the gravity and flowing against the gravity. The buoyancy 
is acting in two different directions for these two flow regimes. For the flow against 
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Fig. -15.6. Gas and liquid in Flow in verstical tube against the gravity. 


gravity, the lighter liquid has a buoyancy that acts as an “extra force” to move it faster 
and this effect is opposite for the heavier liquid. The opposite is for the flow with grav- 
ity. Thus, there are different flow regimes for these two situations. The main reason 
that causes the difference is that the heavier liquid is more dominated by gravity (body 
forces) while the lighter liquid is dominated by the pressure driving forces. 


Flow Against Gravity 


For vertical flow against gravity, the flow cannot start as a stratified flow. The 
heavier liquid has to occupy almost the entire cross section before it can flow because 
of the gravity forces. Thus, the flow starts as a bubble flow. The increase of the lighter 
liquid flow rate will increase the number of bubbles until some bubbles start to collide. 
When many bubbles collide, they create a large bubble and the flow is referred to as 
slug flow or plug flow (see Figure [15.6p. Notice, the different mechanism in creating 
the plug flow in horizontal flow compared to the vertical flow. 

Further increase of lighter liquid flow rate will increase the slug size as more 
bubbles collide to create “super slug”; the flow regime is referred as elongated bubble 
flow. The flow is less stable as more turbulent flow and several “super slug” or churn 
flow appears in more chaotic way, see Figure [15.6] After additional increase of “super 
slug” , all these “elongated slug” unite to become an annular flow. Again, it can be 
noted the difference in the mechanism that create annular flow for vertical and horizontal 
flow. Any further increase transforms the outer liquid layer into bubbles in the inner 
liquid. Flow of near vertical against the gravity in two-phase does not deviate from 
vertical. The choking can occur at any point depends on the fluids and temperature 
and pressure. 


15.5.1.3. Vertical Flow Under Micro Gravity 
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The above discussion mostly explained the 
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umn. The liquid flows through a trickle or 
channeled flow that only partially wets part 
of the tube. The interaction between the Fig. -15.7. A dimensional vertical flow map 
phases is minimal and can be considered as under very low gravity against the gravity. 
the “open channel flow” of the vertical con- 

figuration. As the gas flow increases, the liquid becomes more turbulent and some parts 
enter into the gas phase as drops. When the flow rate of the gas increases further, all 
the gas phase change into tiny drops of liquid and this kind of regime referred to as mist 
flow. At a higher rate of liquid flow and a low flow rate of gas, the regime liquid fills the 
entire void and the gas is in small bubble and this flow referred to as bubbly flow. In 
the medium range of the flow rate of gas and liquid, there is pulse flow in which liquid 
is moving in frequent pulses. The common map is based on dimensionless parameters. 
Here, it is presented in a dimension form to explain the trends (see Figure|15.7). In 
the literature, Figure [15.7] presented in dimensionless coordinates. The abscissa is a 
function of combination of Froude ,Reynolds, and Weber numbers. The ordinate is a 
combination of flow rate ratio and density ratio. 


Flow With The Gravity 


As opposed to the flow against gravity, this flow can starts with stratified flow. A 
good example for this flow regime is a water fall. The initial part for this flow is more 
significant. Since the heavy liquid can be supplied from the “wrong” point/side, the 
initial part has a larger section compared to the flow against the gravity flow. After the 
flow has settled, the flow continues in a stratified configuration. The transitions between 
the flow regimes is similar to stratified flow. However, the points where these transitions 
occur are different from the horizontal flow. While this author is not aware of an actual 
model, it must be possible to construct a model that connects this configuration with 
the stratified flow where the transitions will be dependent on the angle of inclinations. 


Gas Flow Rage 


15.6 Multi-Phase Flow Variables Definitions 


Since the gas-liquid system is a specific case of the liquid-liquid system, both will be 
united in this discussion. However, for the convenience of the terms “gas and liquid” 
will be used to signify the lighter and heavier liquid, respectively. The liquid-liquid (also 
gas-liquid) flow is an extremely complex three—dimensional transient problem since the 
flow conditions in a pipe may vary along its length, over its cross section, and with 
time. To simplify the descriptions of the problem and yet to retain the important 
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features of the flow, some variables are defined so that the flow can be described as 
a one-dimensional flow. This method is the most common and important to analyze 
two-phase flow pressure drop and other parameters. Perhaps, the only serious missing 
point in this discussion is the change of the flow along the distance of the tube. 


15.6.1 Multi-Phase Averaged Variables Definitions 


The total mass flow rate through the tube is the sum of the mass flow rates of the two 
phases 


m=mMmGg+tmr (15.1) 
It is common to define the mass velocity instead of the regular velocity because the 
“regular” velocity changes along the length of the pipe. The gas mass velocity is 
meg 


Go = mH (15.2) 


Where A is the entire area of the tube. It has to be noted that this mass velocity does 
not exist in reality. The liquid mass velocity is 


mr 


Gr 15.3 
ae (15.3) 
The mass flow of the tube is then 
m 
C= 15.4 
= (15.4) 


It has to be emphasized that this mass velocity is the actual velocity. 
The volumetric flow rate is not constant (since the density is not constant) along 
the flow rate and it is defined as 


zs Ec ies (15.5) 


PG 


Qe 


and for the liquid 
_ GL 
PL 


Qr (15.6) 


For liquid with very high bulk modulus (almost constant density), the volumetric flow 
rate can be considered as constant. The total volumetric volume vary along the tube 
length and is 


Q=QL+Qc (15.7) 


Ratio of the gas flow rate to the total flow rate is called the ‘quality’ or the “dryness 
fraction” and is given by 


ease 2c (15.8) 
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In a similar fashion, the value of (1 — X) is referred to as the “wetness fraction.” The 
last two factions remain constant along the tube length as long the gas and liquid 
masses remain constant. The ratio of the gas flow cross sectional area to the total 
cross sectional area is referred as the void fraction and defined as 


_ Aa 
~ A 


a (15.9) 
This fraction is vary along tube length since the gas density is not constant along the 
tube length. The liquid fraction or liquid holdup is 


A 
Ly =l-a= oe (15.10) 


It must be noted that Liquid holdup, Ly is not constant for the same reasons the void 
fraction is not constant. 

The actual velocities depend on the other phase since the actual cross section the 
phase flows is dependent on the other phase. Thus, a superficial velocity is commonly 
defined in which if only one phase is using the entire tube. The gas superficial velocity 
is therefore defined as 














Gq Xm 
Us — =—_ = Q 15.11 
“pa pGA - ( ) 
The liquid superficial velocity is 
Gr (1—X) m 
Us, = = = 15.12 
* PL pLA Qt ( ) 
Since Us, = Qr and similarly for the gas then 
Um =Usq + Ust (15.13) 


Where U,, is the averaged velocity. It can be noticed that U,, is not constant along 
the tube. 
The average superficial velocity of the gas and liquid are different. Thus, the ratio 
of these velocities is referred to as the slip velocity and is defined as the following 
U 
SLP = —2 (15.14) 
Uz, 
Slip ratio is usually greater than unity. Also, it can be noted that the slip velocity is not 
constant along the tube. 
For the same velocity of phases (SLZP = 1), the mixture density is defined as 


Pm = apa + (1— a) pr (15.15) 


This density represents the density taken at the “frozen” cross section (assume the 
volume is the cross section times infinitesimal thickness of dz). 
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The average density of the material flowing in the tube can be evaluated by 
looking at the definition of density. The density of any material is defined as p = m/V 
and thus, for the flowing material it is 


p= O (15.16) 


Where Q is the volumetric flow rate. Substituting equations (15.1) and (15.7) into 
equation (15.16) results in 


me mr 








Km+—-X)m Xm+(1—X)ni 
m+(1l— m m+ (1—- m 
Paverage = Ox +02 = A, a (i _ X)m (15.17) 
PG PL 
—_—_--—_—_—" 
Qe QL 


Equation (15.17) can be simplified by canceling the 7m and noticing the (1—X)+X =1 
to become 














(15.18) 
The average specific volume of the flow is then 
1 x 1-X 
Vaverage = = t ( ) =Xve+(1—-X)vr (15.19) 
Paverage PG PL 
The relationship between X and a is 
Ac 
. “——s 
ya me _ paUe Aa _ paUga 
metmrp, prpU,Ad—-a)+pgUgGAa prUr(l—a)+pauUaca 
—- 
Ar 
(15.20) 
If the slip is one SEP = 1, thus equation (15.20) becomes 
x= ‘= (15.21) 


pi (1 —a)+ peo 


15.7 Homogeneous Models 


Before discussing the homogeneous models, it is worthwhile to appreciate the complexity 
of the flow. For the construction of fluid basic equations, it was assumed that the flow 
is continuous. Now, this assumption has to be broken, and the flow is continuous 
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only in many chunks (small segments). Furthermore, these segments are not defined 
but results of the conditions imposed on the flow. In fact, the different flow regimes 
are examples of typical configuration of segments of continuous flow. Initially, it was 
assumed that the different flow regimes can be neglected at least for the pressure loss 
(not correct for the heat transfer). The single phase was studied earlier in this book 
and there is a considerable amount of information about it. Thus, the simplest is to 
used it for approximation. 
The average velocity (see also equation (15.13)) is 


_ Q1+Qe 
~ A 


It can be noted that the continuity equation is satisfied as 


Um = U,, + Usqg = Um (15.22) 


Averaged Mass Rate 













































ae (15.23) 
Example 15.1: 
Under what conditions equation (15.23) is correct? 
SOLUTION 
Under construction 
End Solution 
The governing momentum equation can be approximated as 
Uy, dP : 
m =—A ST, —Apmg sind (15.24) 
dx dx 
or modifying equation (15.24) as 
Averaged Momentum 
dP Ss m dU, , 
fee Als Aas ee ae 
The energy equation can be approximated as 
Averaged Energy 
(15.26) 


dx 


2 
d (tm + “e +92 sind) 





15.7.1 Pressure Loss Components 


In a tube flowing upward in incline angle @, the pressure loss is affected by friction loss, 
acceleration, and body force(gravitation). These losses are non-linear and depend on 
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each other. For example, the gravitation pressure loss reduce the pressure and thus the 
density must change and hence, acceleration must occur. However, for small distances 
(da) and some situations, this dependency can be neglected. In that case, from equation 
(15.25), the total pressure loss can be written as 





(15.27) 
Every part of the total pressure loss will be discussed in the following section. 
15.7.1.1_ Friction Pressure Loss 
The frictional pressure loss for a conduit can be calculated as 
z ° - ow (15.28) 





Where S is the perimeter of the fluid. For calculating the frictional pressure loss in the 
pipe is 





dP AT 
eg en ee 15.2 
dx f D 22) 
The wall shear stress can be estimated by 
2 
Tw = = (15.30) 


The friction factor is measured for a single phase flow where the average velocity is 
directly related to the wall shear stress. There is not available experimental data for 
the relationship of the averaged velocity of the two (or more) phases and wall shear 
stress. In fact, this friction factor was not measured for the “averaged” viscosity of the 
two phase flow. Yet, since there isn't anything better, the experimental data that was 
developed and measured for single flow is used. 

The friction factor is obtained by using the correlation 


=e (Gacne\" (15.31) 


Where C' and n are constants which depend on the flow regimes (turbulent or laminar 
flow). For laminar flow C = 16 and n = 1. For turbulent flow C' = 0.079 and n = 0.25. 
There are several suggestions for the average viscosity. For example, Duckler suggest 
the following 





— HeQe . BLL 
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Duckler linear formula does not provide always good approximation and Cichilli suggest 
similar to equation (15.18) average viscosity as 








Haverage = xX d-xX) (15.33) 
— + 
UG ML 
Or simply make the average viscosity depends on the mass fraction as 
bm = X pa + (1—X) pr (15.34) 
Using this formula, the friction loss can be estimated. 
15.7.1.2 Acceleration Pressure Loss 
The acceleration pressure loss can be estimated by 
dP dU», 
—~ | =7 15.35 
dx |, a dx ( ) 





The acceleration pressure loss (can be positive or negative) results from change of 
density and the change of cross section. Equation (15.35) can be written as 


df(om 
ame (=) (15.36) 


Or in an explicit way equation (15.36) becomes 


dP 
dx 











pressure loss due to pressure loss due to 
_ dP — ry? density change area change (15.37) 
dx |, 1d/fil 1 dA 
A dz Pm Pm A? dx 


There are several special cases. The first case where the cross section is constant, 
dA/ dx = 0. In second case is where the mass flow rates of gas and liquid is constant 
in which the derivative of X is zero, dX / dx = 0. The third special case is for constant 
density of one phase only, dp, / dx = 0. For the last point, the private case is where 
densities are constant for both phases. 


15.7.1.3. Gravity Pressure Loss 
Gravity was discussed in Chapter [4] and is 


dP 


ae} = 9Pm sin 0 (15.38) 


g 


The density change during the flow can be represented as a function of density. The 
density in equation (15.38) is the density without the “movement” (the “static” den- 
sity). 
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15.7.1.4 Total Pressure Loss 


The total pressure between two points, (a and b) can be calculated with integration as 
b 
dP 
AP : Oe (15.39) 
qa ax 


and therefore 
friction acceleration gravity 


— —_<—sN 
AP» = APasp + Pada +APa (15.40) 


bg 


15.7.2. Lockhart Martinelli Model 


The second method is by assumption that every phase flow separately One such popular 
model by Lockhart and Martinell(?| Lockhart and Martinelli built model based on the 
assumption that the separated pressure loss are independent from each other. Lockhart 
Martinelli parameters are defined as the ratio of the pressure loss of two phases and 
pressure of a single phase. Thus, there are two parameters as shown below. 


a dP dP 

Go di |pp/ dx 

Where the 7’P denotes the two phases and SG denotes the pressure loss for the single 
gas phase. Equivalent definition for the liquid side is 


Ge dP dP 
LO dx |pp/ dx 
Where the SI denotes the pressure loss for the single liquid phase. 


The ratio of the pressure loss for a single liquid phase and the pressure loss for a 
single gas phase is 





(15.41) 
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(15.42) 
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dP dP 
4) /= (15.43) 
dx|\g,/ d&@l gq 4 
where = is Martinelli parameter. 
It is assumed that the pressure loss for both phases are equal. 
dP dP 
| = (15.44) 
dx \oq d& lop 
The pressure loss for the liquid phase is 
dP 2f1 UL? p 
= 15.45 
dx ra Dr ( ) 








8This method was considered a military secret, private communication with Y., Taitle 
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For the gas phase, the pressure loss is 


dP| — 2fgUc" pi 
dx G De 





(15.46) 


Simplified model is when there is no interaction between the two phases. 
To insert the Diagram. 


15.8 Solid-Liquid Flow 


Solid-liquid system is simpler to analyze than the liquid-liquid system. In solid—liquid, 
the effect of the surface tension are very minimal and can be ignored. Thus, in this 
discussion, it is assumed that the surface tension is insignificant compared to the gravity 
forces. The word “solid” is not really mean solid but a combination of many solid par- 
ticles. Different combination of solid particle creates different “liquid.” Therefor,there 
will be a discussion about different particle size and different geometry (round, cubic, 
etc). The uniformity is categorizing the particle sizes, distribution, and geometry. For 
example, analysis of small coal particles in water is different from large coal particles in 
water. 

The density of the solid can be above or below the liquid. Consider the case 
where the solid is heavier than the liquid phase. It is also assumed that the “liquids” 
density does not change significantly and it is far from the choking point. In that case 
there are four possibilities for vertical flow: 


1. The flow with the gravity and lighter density solid particles. 
2. The flow with the gravity and heavier density solid particles. 
3. The flow against the gravity and lighter density solid particles. 


4. The flow against the gravity and heavier density solid particles. 


All these possibilities are different. However, there are two sets of similar char- 
acteristics, possibility, 1 and 4 and the second set is 2 and 3. The first set is similar 
because the solid particles are moving faster than the liquid velocity and vice versa for 
the second set (slower than the liquid). The discussion here is about the last case (4) 
because very little is known about the other cases. 


15.8.1 Solid Particles with Heavier Density ps > pz, 


Solid—liquid flow has several combination flow regimes. 

When the liquid velocity is very small, the liquid cannot carry the solid particles 
because there is not enough resistance to lift up the solid particles. A particle in 
a middle of the vertical liquid flow experience several forces. The force balance of 
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spherical particle in field viscous fluid (creeping flow) is 


gravity and buoyancy 





forces drag forces 
————_—_—_—_ $_——_—_—_— 
D? - D? 2 
sea 7 se (15.47) 


Where Cp, Is the drag coefficient and is a function of Reynolds number, Re, and D 
is the equivalent radius of the particles. The Reynolds number defined as 


U,D 
po’ (15.48) 
HL 
Inserting equating (15.48) into equation (15.47!) become 
— 4D 
f(Re) U;? = {2 gos ~ ps) (15.49) 
PL 


Equation relates the liquid velocity that needed to maintain the particle “float- 
ing” to the liquid and particles properties. The drag coefficient, Cp,, is complicated 
function of the Reynolds number. However, it can be approximated for several regimes. 
The first regime is for Re < 1 where Stokes’ Law can be approximated as 


24 
Cos = >: 15.50 
Doo Re ( ) 
In transitional region 1<Re<1000 
24 1 
= — (1+ 5 Re?/8 15.51 
Cow = Fe (14+ 5 Re!) (15.51) 


For larger Reynolds numbers, the Newton's Law region, C'p,,, is nearly constant as 
Cro = 0.44 (15.52) 


In most cases of solid-liquid system, the Reynolds number is in the second rangq)| For 
the first region, the velocity is small to lift the particle unless the density difference is 
very small (that very small force can lift the particles). In very large range (especially 
for gas) the choking might be approached. Thus, in many cases the middle region is 
applicable. 

So far the discussion was about single particle. When there are more than one 
particle in the cross section, then the actual velocity that every particle experience 
depends on the void fraction. The simplest assumption that the change of the cross 
section of the fluid create a parameter that multiply the single particle as 


Crcola = CDoo f(a) (15.53) 





lt be wonderful if flow was in the last range? The critical velocity could be found immediately. 
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When the subscript a@ is indicating the void, the function f(a) is not a linear function. 
In the literature there are many functions for various conditions. 

Minimum velocity is the velocity when the particle is “floating”. If the velocity is 
larger, the particle will drift with the liquid. When the velocity is lower, the particle will 
sink into the liquid. When the velocity of liquid is higher than the minimum velocity 
many particles will be floating. It has to remember that not all the particle are uniform 
in size or shape. Consequently, the minimum velocity is a range of velocity rather than 
a sharp transition point. 

As the solid particles are not 
pushed by a pump but moved by the 
forces the fluid applies to them. Thus, 
the only velocity that can be applied is 





Trasiton 







the fluid velocity. Yet, the solid particles & Packed 
can be supplied at different rate. Thus, na partialy 

‘ . : : =) Fully 
the discussion will be focus on the fluid solid Huicioud 
velocity. For small gas/liquid velocity, particles 






flow 





the particles are what some call fixed flu- 
idized bed. Increasing the fluid velocity 
beyond a minimum will move the parti- 
cles and it is referred to as mix fluidized 
bed. Additional increase of the fluid ve- 
locity will move all the particles and this 
is referred to as fully fluidized bed. For 
the case of liquid, further increase will 
create a slug flow. This slug flow is when slug shape (domes) are almost empty of the 
solid particle. For the case of gas, additional increase create “tunnels” of empty almost 
from solid particles. Additional increase in the fluid velocity causes large turbulence and 
the ordinary domes are replaced by churn type flow or large bubbles that are almost 
empty of the solid particles. Further increase of the fluid flow increases the empty spots 
to the whole flow. In that case, the sparse solid particles are dispersed all over. This 
regimes is referred to as Pneumatic conveying (see Figure[15.9). 

One of the main difference between the liquid and gas flow in this category is 
the speed of sound. In the gas phase, the speed of sound is reduced dramatically with 
increase of the solid particles concentration (further reading Fundamentals of Compress- 
ible Flow” chapter on Fanno Flow by this author is recommended). Thus, the velocity 
of gas is limited when reaching the Mach somewhere between 1/Vk and 1 since the 
gas will be choked (neglecting the double choking phenomenon). Hence, the length of 
conduit is very limited. The speed of sound of the liquid does not change much. Hence, 
this limitation does not (effectively) exist for most cases of solid—liquid flow. 


APtube 


Fig. -15.8. The terminal velocity that left the 
solid particles. 


15.8.2 Solid With Lighter Density ps < p and With Gravity 


This situation is minimal and very few cases exist. However, it must be pointed out 
that even in solid—gas, the fluid density can be higher than the solid (especially with 
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Slug or Turbulent Fast Pneumatic 
Plug Flow Regimes Fluidization Conveying 


Fig. -15.9. The flow patterns in solid-liquid flow. 


micro gravity). There was very little investigations and known about the solid-liquid 
flowing down (with the gravity). Furthermore, there is very little knowledge about the 
solid—liquid when the solid density is smaller than the liquid density. There is no known 
flow map for this kind of flow that this author is aware of. 

Nevertheless, several conclusions and/or expectations can be drawn. The issue of 
minimum terminal velocity is not exist and therefor there is no fixed or mixed fluidized 
bed. The flow is fully fluidized for any liquid flow rate. The flow can have slug flow 
but more likely will be in fast Fluidization regime. The forces that act on the spherical 
particle are the buoyancy force and drag force. The buoyancy is accelerating the particle 
and drag force are reducing the speed as 


nD? g(ps— pr) _ Coe D*p, (Us — Uz)? 
6 7 8 


From equation it can observed that increase of the liquid velocity will increase 
the solid particle velocity at the same amount. Thus, for large velocity of the fluid it 
can be observed that U,/Us — 1. However, for a small fluid velocity the velocity ratio 
is very large, Up /Us — 0. The affective body force “seems” by the particles can be in 
some cases larger than the gravity. The flow regimes will be similar but the transition 
will be in different points. 

The solid—liquid horizontal flow has some similarity to horizontal gas-liquid flow. 
Initially the solid particles will be carried by the liquid to the top. When the liquid 
velocity increase and became turbulent, some of the particles enter into the liquid core. 
Further increase of the liquid velocity appear as somewhat similar to slug flow. However, 
this author have not seen any evidence that show the annular flow does not appear in 
solid—liquid flow. 





(15.54) 
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Fig. -15.11. Counter—current flow in a can (the left figure) has only one hole thus pulse flow 
and a flow with two holes (right picture). 


15.9 Counter—Current Flow 


This discussion will be only on liquid-liquid systems (which also includes liquid-gas 
systems). This kind of flow is probably the most common to be realized by the masses. 
For example, opening a can of milk or juice. Typically if only one hole is opened on the 
top of the can, the liquid will flow in pulse regime. Most people know that two holes 
are needed to empty the can easily and continuously. Otherwise, the flow will be in a 
pulse regime. 

In most cases, the possibility to 
have counter—current flow is limited to 
having short length of tubes. In only 
certain configurations of the infinite long 
pipes the counter—current flow can exist. 
In that case, the pressure difference and 
gravity (body forces) dominates the flow. 
The inertia components of the flow, for 
long tubes, cannot compensate for the i 
pressure gradient. In short tube, the or Dripping | 
pressure difference in one phase can be = 
positive while the pressure difference in f (D/L, physical properties) 
the other phase can be negative. The 
pressure difference in the interface must ig. -15.10. Counter—flow in vertical tubes map. 
be finite. Hence, the counter—current 
flow can have opposite pressure gradient 
for short conduit. But in most cases, the heavy phase (liquid) is pushed by the gravity 
and lighter phase (gas) is driven by the pressure difference. 

The counter-current flow occurs, for example, when cavity is filled or emptied 
with a liquid. The two phase regimes “occurs” mainly in entrance to the cavity. For 
example, Figure [??| depicts emptying of can filled with liquid. The air is “attempting” 
to enter the cavity to fill the vacuum created thus forcing pulse flow. If there are two 
holes, in some cases, liquid flows through one hole and the air through the second 
hole and the flow will be continuous. It also can be noticed that if there is one hole 
(orifice) and a long and narrow tube, the liquid will stay in the cavity (neglecting other 
phenomena such as dripping flow.). 









Annular Extented 
_] Open 
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Fig. -15.12. Picture of Counter-current flow in liquid—gas and solid—gas configurations. The 
container is made of two compartments. The upper compartment is filled with the heavy phase 
(liquid, water solution, or small wood particles) by rotating the container. Even though the 
solid-gas ratio is smaller, it can be noticed that the solid—gas is faster than the liquid—gas flow. 


There are three flow regimed!9] that have been observed. The first flow pattern 
is pulse flow regime. In this flow regime, the phases flow turns into different direction 
(see Figure (15.12). The name pulse flow is used to signify that the flow is flowing in 
pulses that occurs in a certain frequency. This is opposed to counter—current solid—gas 
flow when almost no pulse was observed. Initially, due to the gravity, the heavy liquid is 
leaving the can. Then the pressure in the can is reduced compared to the outside and 
some lighter liquid (gas)entered into the can. Then, the pressure in the can increase, 
and some heavy liquid will starts to flow. This process continue until almost the liquid 
is evacuated (some liquid stay due the surface tension). In many situations, the volume 
flow rate of the two phase is almost equal. The duration the cycle depends on several 
factors. The cycle duration can be replaced by frequency. The analysis of the frequency 
is much more complex issue and will not be dealt here. 


Annular Flow in Counter—current flow 


The other flow regime is annular flow in 
which the heavier phase is on the periphery of Water 
the conduit (In the literature, there are some- Flow 
one who claims that heavy liquid will be in- 
side). The analysis is provided, but somehow Steam 
it contradicts with the experimental evidence. Flow 
Probably, one or more of the assumptions that 
the analysis based is erroneous). In very small Fig. -15.13. Flood in vertical pipe. 
diameters of tubes the counter—current flow is 
not possible because of the surface tension (see 





10Caution! this statement should be considered as “so far found”. There must be other flow regimes 
that were not observed or defined. For example, elongated pulse flow was observed but measured. This 
field hasn’t been well explored. There are more things to be examined and to be studied. 
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section ??). The ratio of the diameter to the 

length with some combinations of the physical 

properties (surface tension etc) determines the point where the counter flow can start. 
At this point, the pulsing flow will start and larger diameter will increase the flow and 
turn the flow into annular flow. Additional increase of the diameter will change the 
flow regime into extended open channel flow. Extended open channel flow retains the 
characteristic of open channel that the lighter liquid (almost) does not effect the heavier 
liquid flow. Example of such flow in the nature is water falls in which water flows down 
and air (wind) flows up. 

The driving force is the second parameter which effects the flow existence. When 
the driving (body) force is very small, no counter—current flow is possible. Consider 
the can in zero gravity field, no counter—current flow possible. However, if the can was 
on the sun (ignoring the heat transfer issue), the flow regime in the can moves from 
pulse to annular flow. Further increase of the body force will move the flow to be in 
the extended “open channel flow.” 

In the vertical co-current flow there are two possibilities, flow with gravity or 
against it. As opposed to the co—current flow, the counter—current flow has no possibility 
for these two cases. The heavy liquid will flow with the body forces (gravity). Thus it 
should be considered as non existent flow. 


15.9.1 Horizontal Counter—Current Flow 


Up to this point, the discussion was focused on the vertical tubes. In horizontal tubes, 
there is an additional flow regime which is stratified . Horizontal flow is different from 
vertical flow from the stability issues. A heavier liquid layer can flow above a lighter 
liquid. This situation is unstable for large diameter but as in static (see section ?? page 
??) it can be considered stable for small diameters. A flow in a very narrow tube with 
heavy fluid above the lighter fluid should be considered as a separate issue. 
When the flow rate of both fluids is very 
small, the flow will be stratified counter—current ZF a 


[Single phase 





Flow _ ua 


flow. The flow will change to pulse flow when the actrecing 
heavy liquid flow rate increases. Further increase " 4 
of the flow will result in a single phase flow regime. 
Thus, closing the window of this kind of flow. Thus, 
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this increase terminates the two phase flow possibil- 4 om 
ity. The flow map of the horizontal flow is different y of 
from the vertical flow and is shown in Figure|15.14 (D/L, physical properties) 


A flow in an angle of inclination is closer to verti- 

cal flow unless the angle of inclination is very small. Fig. -15.14. A flow map to explain the 
The stratified counter flow has a lower pressure loss horizontal counter—current flow. 

(for the liquid side). The change to pulse flow increases the pressure loss dramatically. 
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15.9.2 Flooding and Reversal Flow 


The limits of one kind the counter—current flow regimes, that is stratified flow are 
discussed here. This problem appears in nuclear engineering (or boiler engineering) 
where there is a need to make sure that liquid (water) inserted into the pipe reaching 
the heating zone. When there is no water (in liquid phase), the fire could melt or 
damage the boiler. In some situations, the fire can be too large or/and the water supply 
failed below a critical value the water turn into steam. The steam will flow in the 
opposite direction. To analyze this situation consider a two dimensional conduit with a 
liquid inserted in the left side as depicted in Figure [15.13] The liquid velocity at very 
low gas velocity is constant but not uniform. Further increase of the gas velocity will 
reduce the average liquid velocity. Additional increase of the gas velocity will bring it 
to a point where the liquid will flow in a reverse direction and/or disappear (dried out). 
A simplified model for this situation is for a 


two dimensional configuration where the liquid is <7 
flowing down and the gas is flowing up as shown D- ae 


in Figure}15.15} It is assumed that both fluids are h—+e || W 
flowing in a laminar regime and steady state. Ad- ye 
ditionally, it is assumed that the entrance effects L 


can be neglected. The liquid flow rate, Q ;, is un- 
known. However, the pressure difference in the (x 
direction) is known and equal to zero. The bound- ale ae a 
ary conditions for the liquid is that velocity at the : ne 
wall is zero and the velocity at the interface is the 
same for both phases Ug = Uz or Tile = Tilz- 
As it will be shown later, both conditions cannot 
coexist. The model can be improved by consider- 
ing turbulence, mass transfer, wavy interface, etd!4] 
This model is presented to exhibits the trends and the special features of counter-current 
flow. Assuming the pressure difference in the flow direction for the gas is constant and 
uniform. It is assumed that the last assumption does not contribute or change sig- 
nificantly the results. The underline rational for this assumption is that gas density 
does not change significantly for short pipes (for more information look for the book 
“Fundamentals of Compressible Flow” in Potto book series in the Fanno flow chapter. ). 
The liquid film thickness is unknown and can be expressed as a function of the 
above boundary conditions. Thus, the liquid flow rate is a function of the boundary 
conditions. On the liquid side, the gravitational force has to be balanced by the shear 
forces as 














Fig. -15.15. A diagram to explain the 
flood in a two dimension geometry. 





dg PEG (15.55) 





11The circular configuration is under construction and will be appeared as a separated article mo- 
mentarily. 
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The integration of equation (15.55) results in 


The integration constant, C, can be found from the boundary condition where Tzy(x = 
h) = 7%. Hence, 


T= prgh+Cy (15.57) 
The integration constant is then C; = 7; — pz gh which leads to 
Tay = pLg(x—h) +7; (15.58) 


Substituting the newtonian fluid relationship into equation (15.58) to obtained 


dU, 
HL =prg(«@—h) +7; (15.59) 
c 
or in a simplified form as 


dU, _ pig («—h) Tj 








15.60 
re si i (15.60) 
Equation (15.60) can be integrate to yield 
2 . 
y= 8 (5 = he) foe, (15.61) 
be \ 2 ML 


The liquid velocity at the wall, [U(a2 = 0) = OJ, is zero and the integration coefficient 
can be found to be 


C2 =0 (15.62) 


The liquid velocity profile is then 


(15.63) 





The velocity at the liquid—gas interface is 


_ th pr gh? 
LL 2 UL 








(15.64) 


The velocity can vanish (zero) inside the film in another point which can be 
obtained from 





2 , 
jas (5 he) poe (15.65) 
be \ 2 EL 
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The solution for equation (15.65) is 


27; 
LLY PL 





lau,=0 = 2 (15.66) 


The maximum « value is limited by the liquid film thickness, h. The minimum shear 
stress that start to create reversible velocity is obtained when x = h which is 








h? i 
0= es hn) mal (15.67) 
HL \ 2 LL 
_ hg pi 
—~ Tio => 5) 


If the shear stress is below this critical shear stress 7;g then no part of the liquid will have 
a reversed velocity. The notation of 7;, denotes the special value at which a starting 
shear stress value is obtained to have reversed flow. The point where the liquid flow 
rate is zero is important and it is referred to as initial flashing point. 

The flow rate can be calculated by integrating the velocity across the entire liquid 
thickness of the film. 


h h 2 
Q =| ae =} Ee (F _ he) i a) dx (15.68) 
w 0 0 LHL 2 ML 

Where w is the thickness of the conduit (see Figure |15.15). — Integration equation 


(15.68) results in 





2 
,—2 
w 6 UL 





It is interesting to find the point where the liquid mass flow rate is zero. This point can 
be obtained when equation is equated to zero. There are three solutions for 
equation (15.69). The first two solutions are identical in which the film height is h = 0 
and the liquid flow rate is zero. But, also, the flow rate is zero when 37; = 2ghpr. 
This request is identical to the demand in which 


(15.70) 





This critical shear stress, for a given film thickness, reduces the flow rate to zero or 
effectively “drying” the liquid (which is different then equation (15.67)). 
For this shear stress, the critical upward interface velocity is 


(15.71) 
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The wall shear stress is the last thing that will be done on the liquid side. The wall 
shear stress is 


Ti 








dU 0 2gh 1 
PLY GMPL 
= — = h)4 15.72 
TLle@wall LL ae Lg LL = (22 ) A a7 ( 5.7 ) 
xz=0 


Simplifying equation (15.72}/'| becomes (notice the change of the sign accounting for 
the direction) 
h 
TLl@wall = J — (15.73) 
Again, the gas is assumed to be in a laminar flow as well. The shear stress on gas 
side is balanced by the pressure gradient in the y direction. The momentum balance on 
element in the gas side is 
ATryq _ dP 


=> — 15.74 
dx dy aa) 





The pressure gradient is a function of the gas compressibility. For simplicity, it is 
assumed that pressure gradient is linear. This assumption means or implies that the 
gas is incompressible flow. If the gas was compressible with an ideal gas equation of 
state then the pressure gradient is logarithmic. Here, for simplicity reasons, the linear 
equation is used. In reality the logarithmic equation should be used (a discussion can be 
found in “Fundamentals of Compressible Flow” a Potto project book). Thus, equation 


(15.74) can be rewritten as 


dtryg AP AP 


dx Ay L 





(15.75) 


Where Ay = L is the entire length of the flow and AP is the pressure difference of the 
entire length. Utilizing the Newtonian relationship, the differential equation is 








dUg AP 
= — 15. 
de fed (15.76) 
Equation (15.76) can be integrated twice to yield 
AP 
Ug = a? +Ci2+Cr (15.77) 
Ug Lh 


This velocity profile must satisfy zero velocity at the right wall. The velocity at the 
interface is the same as the liquid phase velocity or the shear stress are equal. Mathe- 
matically these boundary conditions are 


Ug(x = D) =0 (15.78) 





LAlso noticing that equation (15.70) has to be equal gh pz to support the weight of the liquid. 
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and 
Ug(a = h) Ur(a@=h) (a) or (15.79) 
Ta(w@=h) =Tr(x=h) (b) 
Applying B.C. (15.78) into equation (15.77) results in 
AP AP 
Ug =0 = — D?+O,D+Cy = Cp = -—— D?+ CD (15.80) 
Lig L UG L 
Which leads to 
AP , 5 2 
= — —D —D 15.81 
leg He ee) (15.81) 
At the other boundary condition, equation (15.79})(a), becomes 
prgh? AP 149 2 
= he —D*°)+C, (h-D 15.82 
6 ut ug L ( ) 1 { ) ( ) 
The last integration constant, C’', can be evaluated as 
prgh? AP (h+D) 
Ci = 15.83 
* ur (h— D) Ug L ( ) 
With the integration constants evaluated, the gas velocity profile is 
AP h? (x — D AP (h+ D)(a—-—D 
pa AP. (q2_ pty 4 P9M@—D)_AP(AEDVE-D) as gg 
Ug L 6 pt (h— D) be L 


The velocity in equation (15.84) is equal to the velocity equation when (a = h). 
However, in that case, it is easy to show that the gas shear stress is not equal to the 
liquid shear stress at the interface (when the velocities are assumed to be the equal). 
The difference in shear stresses at the interface due to this assumption, of the equal 
velocities, cause this assumption to be not physical. 

The second choice is to use the equal shear stresses at the interface, condition 


(15.79)(b). This condition requires that 
dUg dU, 
— = wy, — 15.85 
He-7 = BLT (15.85) 


The expressions for the derivatives are 





gas side liquid side 
2hAP 2Qghor 
7 tHe C1 = aa (15.86) 


As result, the integration constant is 


Qgh 2hAP 
ipa ee (15.87) 
3 UG Lig L 
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The gas velocity profile is then 


AP 2ghpp 2hAP 
Uc = —— (xz? — D? +( ) xz—D 15.88 
: rer ) 3 UG pig L ( ) ( ) 





The gas velocity at the interface is then 





AP ,5 5 2ghp, 2hAP 
Vela. = eS (h? — D*) + ( 3 jlo ra ) (h— D) (15.89) 
This gas interface velocity is different than the velocity of the liquid side. The 
velocity at interface can have a “slip” in very low density and for short distances. The 
shear stress at the interface must be equal, if no special effects occurs. Since there 
no possibility to have both the shear stress and velocity on both sides of the interface, 
different thing(s) must happen. It was assumed that the interface is straight but is 
impossible. Then if the interface becomes wavy, the two conditions can co-exist. 
The wall shear stress is 


dUc (AS (ee = )) 
, _ _ ib 15.90 
Glewau = He dz |,_p re Lic L 3 UG lig L 2=D 








or in a simplified form as 


2AP(D—-h 2ghp 
Télewatt = . ae = (15.91) 





The Required Pressure Difference 


The pressure difference to 
create the flooding (drying) has 
to take into account the fact that 
the surface is wavy. However, as 
first estimate the waviness of the 
surface can be neglected. The es- 
timation of the pressure difference 
under the assumption of equal 
shear stress can be applied. In 
the same fashion the pressure dif- 
ference under the assumption the 
equal velocity can be calculated. 
The actual pressure difference can 
be between these two assump- 
tions but not must be between them. This model and its assumptions are too sim- 
plistic and the actual pressure difference is larger. However, this explanation is to show 
magnitudes and trends and hence it provided here. 

To calculate the required pressure that cause the liquid to dry, the total balance is 
needed. The control volume include the gas and liquid volumes. Figure[15.16| describes 








Fig. -15.16. General forces diagram to calculated the in 
a two dimension geometry. 
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the general forces that acts on the control volume. There are two forces that act 
against the gravity and two forces with the gravity. The gravity force on the gas can 
be neglected in most cases. The gravity force on the liquid is the liquid volume times 
the liquid volume as 


Volme 
w 


ax 
For =pg hL (15.92) 


The total momentum balance is (see Figure}15.16) 


A/w A/w force due to pressure 
“Ss -——s —s 
Fyp+°L tw. = L tw,+ DAP (15.93) 


Substituting the different terms into (15.93) result in 


(20% De) | ra _ 1p 9hPL . pap (15.94) 


Lh+L 
Pg 3 





Simplifying equation (15.94) results in 


ApgLh 
aa = (2h—D)AP (15.95) 
or 
_ 4pglh 
AE 5 Gh D) oa 


This analysis shows far more reaching conclusion that initial anticipation expected. 
The interface between the two liquid flowing together is wavy. Unless the derivations 
or assumptions are wrong, this analysis equation indicates that when D > 2h 
is a special case (extend open channel flow). 


15.10 Multi—Phase Conclusion 


For the first time multi-phase is included in a standard introductory textbook on fluid 
mechanics. There are several points that should be noticed in this chapter. There are 
many flow regimes in multi-phase flow that “regular” fluid cannot be used to solve 
it such as flooding. In that case, the appropriate model for the flow regime should 
be employed. The homogeneous models or combined models like Lockhart—Martinelli 
can be employed in some cases. In other case where more accurate measurement are 
needed a specific model is required. Perhaps as a side conclusion but important, the 
assumption of straight line is not appropriate when two liquid with different viscosity 
are flowing. 


The Mathematics Backgrounds for Fluid 
Mechanics 


In this appendix a review of selected topics in mathematics related to fluid mechanics is 
presented. These topics are present so that one with some minimal background could 
deal with the mathematics that encompass within basic fluid mechanics. Hence without 
additional reading, this book on fluid mechanics issues could be read by most readers. 
This appendix condenses material that spread in many various textbooks some of which 
are advance. Furthermore, some of the material appears in specialty books such as third 
order differential equations (and thus it is expected that the student is not familiar with 
this material.). There is very minimal original material which appears without proofs. 
The material is not presented in “educational” order but in importance order. 


A.1 Vectors 


Vector is a quantity with direction as oppose to 
scalar. The length of the vector in Cartesian co- 
ordinates (the coordinates system is relevant) is 








|= (U2 +02 +02 (Ad) 
Fig. -A.1. Vector in Cartesian coor- 


Vector can be normalized and in Cartesian coordi- ‘/nates system. 


nates depicted in Figure[A.1]where U, is the vector 
component in the x direction, Uy is the vector com- 
ponent in the y direction, and U, is the vector component in the z direction. Thus, the 
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unit vector is 
U Uy, 3 Uy 4 Uz i. 

= a4 j4 k A.2 
lor > jer’? je? * er ~ 


and general orthogonal coordinates 


U U; U2 Us 
a hi + he + 
JU] lee en? © er 





U = 


U = hs (A.3) 





Vectors have some what similar rules to scalars which will be discussed in the next 
section. 


A.1.1 Vector Algebra 


Vectors obey several standard mathematical operations which are applicable to scalars. 
The following are vectors, U, V, and W and for in this discussion a and Bb are scalars. 
Then the following can be said 


1.6(U4+V)4+W=(0U4+V4+W)=U0+(V+W) 
2,.U+V=V+U 

3. Zero vector is such that U +0 =U 

4. Additive inverse U -U =0 

5. a(U+V)=aU+aV 
6 


. a(bU) =abU 
The multiplications and the divisions have Ww 
somewhat different meaning in a scalar operations. Vv 


There are two kinds of multiplications for vectors. 
The first multiplication is the “dot” product which 
is defined by equation (A.4). The results of this 


multiplication is scalar but has no negative value L 
as in regular scalar multiplication. 
angle Fig. -A.2. The right hand rule, multi- 
regular scalar between plication of U x V results inW. 


multiplication vectors 


_—_o 
U-V= |U|-|V| cos(Z(U,V)) (A.4) 


The second multiplication is the “cross” product which in vector as opposed to 
a scalar as in the “dot” product. The “cross” product is defined in an orthogonal 


— 


coordinate (hi, his. and hg) as 
angle 


ein 
UxV =|U|-|V|sin(Z@,v) a (A.5) 
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where @ is the angle between U and V, and 7 is a unit vector perpendicular to both U 
and V which obeys the right hand rule. The right hand rule is referred to the direction 
of resulting vector. Note that U and V are not necessarily orthogonal. Additionally 
note that order of multiplication is significant. This multiplication has a negative value 
which means that it is a change of the direction. 
One of the consequence of this definitions in Cartesian coordinates is 
A2 A2 A2 


a =j =k =0 (A.6) 
In general for orthogonal coordinates this condition is written as 


— a —_~2 —_~z2 —_~z2 
hy xX hy =hy hg hg 0 (A.7) 








where hy is the unit vector in the orthogonal system. 
In right hand orthogonal coordinate system 


hy x ho = hg he x hy = —hg 
hg x hg = hy hg x hg = —hy (A.8) 
hg x hy = he hy x hg = —he 


The “cross” product can be written as 
U x V = (Us V3 — Us Va) hy + (Us Vi — U1 Va) ha + (U1 Vo — U2 Vi) hg (A.9) 


Equation (A.9} in matrix form as 


~~ 


hy hea hg 
UxV=1| Ue Us Us (A.10) 
V2 Vo V3 


The most complex of all these algebraic operations is the division. The multipli- 
cation in vector world have two definition one which results in a scalar and one which 
results in a vector. Multiplication combinations shows that there are at least four pos- 
sibilities of combining the angle with scalar and vector. The reason that these current 
combinations, that is scalar associated with cos@ vectors is associated with sin 6, is 
that these combinations have physical meaning. The previous experience is that help 
to define multiplication help to definition the division. The number of the possible 
combinations of the division is very large. For example, the result of the division can 
be a scalar combined or associated with the angle (with cos or sin), or vector with the 
angle, etc. However, these above four combinations are not the only possibilities (not 
including the left hand system). It turn out that these combinations have very littl] 





1This author did find any physical meaning these combinations but there could be and those the 
word “little” is used. 
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physical meaning. Additional possibility is that every combination of one vector element 
is divided by the other vector element. Since every vector element has three possible 
elements the total combination is 9 = 3 x 3. There at least are two possibilities how 
to treat these elements. It turned out that combination of three vectors has a physical 
meaning. The three vectors have a need for additional notation such of vector of vector 
which is referred to as a tensor. The following combination is commonly suggested 


U; U2 Us 
Vi Vi Vi 
_| Ui U2 U3 (A.11) 
V2 V2 V2 
U; U2 Us 
V3 V3 V3 








SIS 





One such example of this division is the pressure which the explanation is commonality 
avoided or eliminated from the fluid mechanics books including the direct approach in 
this book. 

This tenser or the matrix can undergo regular linear algebra operations such as 
finding the eigenvalue values and the eigen “vectors.” Also note the multiplying matrices 
and inverse matrix are also available operation to these tensors. 


A.1.2 Differential Operators of Vectors 


Differential operations can act on scalar functions as well on vector and vector func- 
tions. More differential operations can on scalar function can results in vector or vector 
function. In multivariate calculus, derivatives of different directions can represented as 
a vector or vector function. A compact presentation is a common way to handle the 
mathematics which simplify the calculations and explanations. One of these operations 
is nabla operator sometimes also called the “del operator.” This operator is a differential 
vector. For example, in Cartesian coordinates the operation is 

0 .0 30 


+k (A.12) 


Mea a Oz 





Where i, j, and k are denoting unit vectors in the x,y, and z directions, respectively. 
Many of the operations of vector world, such as, the gradient, divergence, the curl, and 
the Laplacian are based or could be constructed from this single operator. 


Gradient 

This operation acts on a scalar function and results in a vector whose components 
are derivatives in the principle directions of a coordinate system. A scalar function is a 
function that provide a valued based on the coordinates (in Cartesian coordinates x,y,z). 
For example, the temperature of the domain might be expressed as a scalar field. 


,OL .0T +07 
+k 


We et age pe 





(A.13) 
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Divergence 


The same idea that was discussed in vector section there are two kinds of multipli- 
cation in the vector world and two will be for the differential operators. The divergence 
is the similar to “dot” product which results in scalar. A vector domain (function) as- 
signs a vector to each point such as velocity for example, N, for Cartesian coordinates 
is 


N(2,y, 2) = No(a,y, 2)i+ Ny(2,y, 2) + Ne(2,y, )k (A.14) 
The dot product of these two vectors, in Cartesian coordinate is results in 


ON, 


ONy fe ON. 
Ox 


Oy Oz 


divN=V-N= 





(A.15) 


The divergence results in a scalar function which similar to the concept of the vectors 
multiplication of the vectors magnitude by the cosine of the angle between the vectors. 


Curl 


Similar to the “cross product” a similar operation can be defined for the nabla 
(note the “right hand rule” notation) for Cartesian coordinate as 








culN=VxN= ae oN 14 
Y . (A.16) 
ON; ON: 4 \ ONy ON; k 
Oz dz J?" \ Oa Oy 


Note that the result is a vector. 


Laplacian 


The new operation can be constructed from “dot” multiplication of the nabla. A 
gradient acting on a scalar field creates a vector field. Applying a divergence on the 
result creates a scalar field again. This combined operations is known as the “div grad” 
which is given in Cartesian coordinates by 





Vive. (A.17) 


This combination is commonality denoted as V2. This operator also referred as the 
Laplacian operator, in honor of Pierre-Simon Laplace (23 March 1749 — 5 March 1827). 


d‘Alembertian 


As a super-set for four coordinates (very minimal used in fluid mechanics) and it 
reffed to as d’'Alembertian or the wave operator, and it defined as 





1 0 
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Divergence Theorem 


Mathematicians call to or refer to a subset of The Reynolds Transport Theorem 
as the Divergence Theorem, or called it Gauss’ Theorem (Carl Friedrich Gauss 30 April 
1777 23 February 1855), In Gauss notation it is written as 


Jffv wav = (pN-nda (A.19) 
Vv A 


In Gauss-Ostrogradsky Theorem (Mikhail Vasilievich Ostrogradsky (September 
24, 1801 — January 1, 1862). The notation is a bit different from Gauss and it is 
written in Ostrogradsky notation as 


| (Get th) eedude= | [eet a+ eran (A.20) 
vy \Or Oy Oz > 


Note the strange notation of “” which refers to the area. This theorem is applicable 
for a fix control volume and the derivative can enters into the integral. Many engineering 
class present this theorem as a theorem on its merit without realizing that it is a subset 
of Reynolds Transport Theorem. This subset can further produces several interesting 
identities. If N is a gradient of a scalar field II(a, y, z) then it can insert into identity 
to produce 


fff (V -(V®)) dV = Sfp (Vv?) dV = {pve -ndA (A.21) 
V v ” 


Since the definition of V@ = N. 

Special case of equation for harmonic function (solutions Laplace equation 
seq”|Harminic functions) then the left side vanishes which is useful identity for ideal flow 
analysis. This results reduces equation, normally for steady state, to a balance of the 
fluxes through the surface. Thus, the harmonic functions can be added or subtracted 
because inside the volume these functions contributions is eliminated throughout the 
volume. 


A.1.3 Differentiation of the Vector Operations 


The vector operation sometime fell under (time or other) derivative. The basic of these 
relationships is explored. A vector is made of the several scalar functions such as 


R — fi(v1, 22, £3," - Ey + fo(@1, £2, 03,° -- )é5 + f3(@1,%2,03,°° - )é3 aay (A.22) 


where €; is the unit vector in the 7 direction. The cross and dot products when the come 
under differentiation can be look as scalar. For example, the dot product of operation 





2for more information 


http://math. fullerton. edu/mathews/c2003/HarmonicFunctionMod.html 
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R-S = («i+ y?j) - (sinai + exp(y)j) can be written as 


ahs) = £ («i + vi) : (sin w+ exp(y)i) ) 


It can be noticed that 


d(R:S)_ d(xsina + y? exp(y)) _ 


dt dt 





dz, dsinz dy? dy? 

aE ine + aE + ar exp(y) + ae CzPly) 
It can be noticed that the manipulation of the simple above example obeys the regular 
chain role. Similarly, it can done for the cross product. The results of operations of two 
vectors is similar to regular multiplication since the vectors operation obey “regular” 
addition and multiplication roles, the chain role is applicable. Hence the chain role 
apply for dot operation, 


d dR dS 
Cae Ota Re (A.23) 


And the the chain role for the cross operation is 


d dR dS 


It follows that derivative (notice the similarity to scalar operations) of 


d dR 

— (R- R) = 2R— 

dt at 

There are several identities that related to location, velocity, and acceleration. As in 
operation on scalar time derivative of dot or cross of constant velocity is zero. Yet, the 
most interesting is 


dU 


= (A.25) 


d 

qa Rx U)=UxU+Rx 
The first part is zero because the cross product with itself is zero. The second part is 
zero because Newton law (acceleration is along the path of R). 


A.1.3.1 Orthogonal Coordinates 


These vectors operations can appear in different orthogonal coordinates system. There 
are several orthogonal coordinates which appears in fluid mechanics operation which 
include this list: Cartesian coordinates, Cylindrical coordinates, Spherical coordinates, 
Parabolic coordinates, Parabolic cylindrical coordinates Paraboloidal coordinates, Oblate 
spheroidal coordinates, Prolate spheroidal coordinates, Ellipsoidal coordinates, Elliptic 
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cylindrical coordinates, Toroidal coordinates, Bispherical coordinates, Bipolar cylindrical 
coordinates Conical coordinates, Flat-ring cyclide coordinates, Flat-disk cyclide coordi- 
nates, Bi-cyclide coordinates and Cap-cyclide coordinates. Because there are so many 
coordinates system is reasonable to develop these operations for any for any coordi- 
nates system. Three common systems typical to fluid mechanics will be presented and 
followed by a table and methods to present all the above equations. 


Cylindrical Coordinates 


The cylindrical coordinates are common- 
ality used in situations where there is line of 
symmetry or kind of symmetry. This kind sit- 
uations occur in pipe flow even if the pipe is 
not exactly symmetrical. These coordinates re- 
duced the work, in most cases, because prob- 
lem is reduced a two dimensions. Historically, 
these coordinate were introduced for geometri- 
cal problems about 2000 years agq| The cylin- 
drical coordinates are shown in Figure[A.3] In Fig. -A.3. Cylindrical Coordinate System. 
the figure shows that the coordinates are r, 6, Z 
and z. Note that unite coordinates are denoted as 7, 6, and Z. The meaning of 7? 
and 7 are different. The first one represents the vector that is the direction of 7 while 
the second is the unit vector in the direction of the coordinate 7. These three different 
rs are some what similar to any of the Cartesian coordinate. The second coordinate 0 
has unite coordinate @. The new concept here is the length factor. The coordinate @ is 
angle. In this book the dimensional chapter shows that in physics that derivatives have 
to have same units in order to compare them or use them. Conversation of the angel 
to units of length is done by length factor which is, in this case, r. The conversion 
between the Cartesian coordinate and the Cylindrical is 


po=4/n* +y* 6 = arctan % g=2 (A.26) 











x 
The reverse transformation is 
x =r cosé y=r sind Z=2 (A.27) 
The line element and volume element are 
ds = yar? + (r d0)? + dz? der d0 dz (A.28) 
The gradient in cylindrical coordinates is given by 
Var OS 438 (A.29) 





3Coolidge, Julian (1952). "The Origin of Polar Coordinates”. American Mathematical Monthly 
59: 7885. |http://www-history.mcs.st-and.ac.uk/Extras/Coolidge_Polars.html) Note the ad- 
vantage of cylindrical (polar) coordinates in description of geometry or location relative to a center 
point. 
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The curl is written 











_f1ON, ONe\., [ON ONz\e 
VxN= (2 70 me e+ (SS me ) 6 (A.30) 
1 O(r No) ONo A 
r ( Or 06 )2 est) 
The Laplacian is defined by 
10 0 Lg? OP 
aan r Or (5) 7 r2 002° Az? whee) 


Spherical Coordinates 


The spherical coordinates system is a 
three-dimensional coordinates which is im- 
provement or further modifications of the cylin- 
drical coordinates. Spherical system used for 
cases where spherical symmetry exist. In fluid 
mechanics such situations exist in bubble dy- 
namics, boom explosion, sound wave propaga- 
tion etc. A location is represented by a ra- 
dius and two angles. Note that the first an- Fig. -A.4. Spherical Coordinate System. 
gle (azimuth or longitude) 6 range is between 
0 < 6 < 27 while the second angle (colati- 
tude) is only 0 < # < m. The radius is the distance between the origin and the location. 
The first angle between projection on x — y plane and the positive x-axis. The second 
angle is between the positive y—axis and the vector as shown in Figure[A.4] 

The conversion between Cartesian coordinates to Spherical coordinates 





x =r sind cosé y=rsing sind z=rcosd (A.33) 
The reversed transformation is 
r= Va? +y? + 22 o = arccos (=) (A.34) 


Line element and element volume are 





ds = lar? + (r cos6d0)* + (r sin@ dd)” dV =r’ sin0 dr d0 do (A.35) 
The gradient is 
O -l1l0 -~ 1 O 


a Tid , Crane Od eee) 





The divergence in spherical coordinate is 


1 O(N, 1 O(Nosiné@) 1 ONg 


-_N= T 
” r2 Or r sin @ 00 rsin@ O@ 





(A.37) 


670 APPENDIX A. MATHEMATICS FOR FLUID MECHANICS 


The curl in spherical coordinates is 
1 , 

0 (No sin 0) ON» cae 
rsin@ 0@ Od 


r \sin@ 0¢ Or r Or 00 


VxN= 





(A.38) 








The Laplacian in spherical coordinates is 


2 
v= 55 (Pz) 4 : og (sina) 4 pe (A.39) 








rar \" Or r2 sin @ 00 00 r2 sin? 0¢? 


General Orthogonal Coordinates 


There are several orthogonal system and gen- 
eral form is needed. The notation for the presenta- 
tion is required general notation of the units vectors 
is €; and coordinates distance coefficient is h; where 4 
i is 1,2,3. The coordinates distance coefficient is we 
the change the differential to the actual distance. a 
For example in cylindrical coordinates, the unit vec- 


tors are: 7, 9, and Z. The units ¢ and Z are units 

with length. However, 6 is lengthens unit vector Fig. -A.5. The general Orthogonal 
and the coordinate distance coefficient in this case with unit vectors. 

is r. As in almost all cases, there is dispute what 

the proper notation for these coefficients. In mathematics it is denoted as q while in 

engineering is denotes h. Since it is engineering book the A is adapted. Also note 

that the derivative of the coordinate in the case of cylindrical coordinate is 0@ and unit 

vector is 6. While the @ is the same the meaning is different and different notations 

need. The derivative quantity will be denoted by q superscript. 


The length of 


d 
dl? = S~ (hedg*)’ (A.40) 


i=1 
The nabla operator in general orthogonal coordinates is 
é; O é€2 O €3 O 


~ hy Oq! ho Oq? hg Oq? 





(A.41) 


Gradient 
The gradient in general coordinate for a scalar function T’ is the nabla operator 

in general orthogonal coordinates as 
_€& OT & OT , &3 OT 
a hy Oq! ho Oq? hg 0q? 





(A.42) 


A.1. VECTORS 671 





Fig. -A.6. Parabolic coordinates by user WillowW using Blender. 


The divergence of a vector equals 





1 a a a 
VN= es, i E (Nihahs) + 5 (Nahsln) + 55 (ahha) . (A43) 


For general orthogonal coordinate system the curl is 





VxN=> a | (h3 Ne) : see 


2 0 - 
ieee | eae N,)—- — 
hg hy Ee vam) Oq' oa a +5 
The Laplacian of a scalar equals 


v6 1 O [hoh3 0d ‘ O (hshi 06\ | O (hih2 Od 
~ Ayheh3 Oq! hy Oq! Oq? he Oq? Oq? hg Og? 


(A.45) 


(A.44) 





oe 
a (heNe) = D2 (h N; ) 
Oq a 





The following table showing the different values for selected orthogonal system. 
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Table -A.1. Orthogonal coordinates systems (under construction please ignore) 


Orthogonal 
coordinates Remarks 


systems 


standard 
common 


common 





A.2 Ordinary Differential Equations (ODE) 


In this section a brief summary of ODE is presented. It is not intent to be a replacement 
to a standard textbook but as a quick reference. It is suggested that the reader interested 
in depth information should read “Differential Equations and Boundary Value Problems” 
by Boyce de-Prima or any other book in this area. Ordinary differential equations are 
defined by the order of the highest derivative. If the highest derivative is first order the 
equation is referred as first order differential equation etc. Note that the derivatives are 
integers e.g. first derivative, second derivative etd] ODE are categorized into linear 
and non-linear equations. The meaning of linear equation is that the operation is such 
that 


aL (ui) +bL (ug) = L(auy + bu2) (A.46) 


An example of such linear operation LD = oe + 1 acting on y is ayn +y,. Or this 
operation on yz is aya + yo and the summation of operation the sum operation of 
L(y. + y2) = 4 +1 + yo. 





A.2.1 First Order Differential Equations 


As expect, the first ODEs are easier to solve and they are the base for equations of 
higher order equation. The first order equations have several forms and there is no one 
solution fit all but families of solutions. The most general form is 


du 
ag («. =) = 0 (A.47) 





4Note that mathematically, it is possible to define fraction of derivative. However, there is no 
physical meaning to such a product according to this author believe. 
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Sometimes equation (A.47) can be simplified to the first form as 


du 
a F(t,u) (A.48) 


A.2.2 Variables Separation or Segregation 


In some cases equation (A.48) can be written as F'(t,u) = X(t)U(u). In that case it 
is said that F’ is spreadable and then equation (A.48) can be written as 


du 
U(u) 


Equation can be integrated either analytically or numerically and the solution is 





= X(t)dt (A.49) 


du 
Tu) = f x(at (A.50) 


The limits of the integral is (are) the initial condition(s). The initial condition is the 
value the function has at some points. The name initial condition is used because the 
values are given commonly at initial time. 


Example A.1: 
Solve the following equation 


—=ut L.l.a 
ee (11a) 
with the initial condition u(t = 0) = uo. 


SOLUTION 


The solution can be obtained by the variable separation method. The separation yields 


d 
See ae (1.1.b) 
u 
The integration of equation (1.1.b)) becomes 
d as 
[? = pias In(u) +n(o) = 5 (1.1.c) 
u 
Equation (1.I.c)) can be transferred to 
u=ce (1.1.d) 


For the initial condition of u(0) = uo then 


2 


(1.l.e) 


u=uoet 


End Solution 
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A.2.2.1. The Integral Factor Equations 


Another method is referred to as integration factor which deals with a limited but very 
important class of equations. This family is part of a linear equations. The general form 
of the equation is 


dy 
WY g(2)y = m(c) (A551) 
xv 
Multiplying equation (A.51) by unknown function N(a) transformed it to 
dy 
N(x) | + N(e) (2) y = N(z)m(z) (A.52) 


What is needed from N(z:) is to provide a full differential such as 











dy d (N(x) g(x) y} 
N(x) —+N = OS A. 
(0) 2 + N(a) ole) y - (A.53) 
This condition (note that the previous methods is employed here) requires that 
d N(a) d N(a) 
Tee = No) ala) => Fer = ale) ae (A.54) 
Equation is integrated to be 
| s(e)a0 
In(N(a)) = J s(e)a0 = N(«) =e (A.55) 
Using the differentiation chain rule provides 
ge 
—~ 
dN i o(a)dx 
@) e a2) (A.56) 
dx 
which indeed satisfy equation (A.53/). Thus equation (A.52) becomes 
d|N 
ELE w) ae) Wl _ N(e) (a) (A.57) 
Multiplying equation (A.57) by da and integrating results in 
N() 9(@)y = i N(#) m(e) de (A.58) 
The solution is then 
/ Niaym(z) de 
1 g(a) LIE ee 
Qe 


A special case of g(t) = constant is shown next. 
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Example A.2: 
Find the solution for a typical problem in fluid mechanics (the problem of Stoke flow or 


the parachute problem) of 


dy 
me =| 
oo 


SOLUTION 
Substituting m(x) = 1 and g(x) = 1 into equation (A.59)) provides 
y=e* (e7? +c) =14+ce* 


End Solution 








A.2.3. Non-Linear Equations 


Non-Linear equations are equations that the power of the function or the function 
derivative is not equal to one or their combination. Many non linear equations can be 
transformed into linear equations and then solved with the linear equation techniques. 
One such equation family is referred in the literature as the Bernoulli Equationg?| This 
equation is 


non-linear 


part 
a +m(t)u=n(t) uP (A.60) 
The transformation v = u'~? turns equation (A.60) into a linear equation which is 
dv 
a + bp) m(t)u = (1 — p) nf) (A.61) 


The linearized equation can be solved using the linear methods. The actual solution is 
obtained by reversed equation which transferred solution to 


u=vP-) (A.62) 
Example A.3: 
Solve the following Bernoulli equation 
ae + tu=sin(t) uv? (1.1I1.a) 
dt 
SOLUTION 
The transformation is 
v=uw (1.1I1.b) 





5Not to be confused with the Bernoulli equation without the s that referred to the energy equation. 
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Using the definition (1.III.b)) equation (1.III.a)) becomes 


d 1l-—p 1—p 
—~ —~ 
2 eS = sin(t) (1.IIl.c) 
dt 
The homogeneous solution of equation (1.III.c) is 
_43 
And the general solution is 
3 private solution 
e(4 
u=@ 3 ee (1.1IL.e) 
je 3 sin (t) dt+e 
End Solution 
A.2.3.1 Homogeneous Equations 
Homogeneous function is given as 
d 
= = f(u,t) = f(au,at) (A.63) 


for any real positive a. For this case, the transformation of u = vt transforms equation 
(A.63)) into 

du 

t— +v= f(l1,v) (A.64) 

dt 
In another words if the substitution u = vt is inserted the function f become a function 
of only v it is homogeneous function. Example of such case uf = (u? — t3) /t? becomes 
ul = (v3 + 1). The solution is then 





du 
In|t] = | ———— A.65 
atl= fate (A.65) 
Example A.4: 
Solve the equation 
du u u* —i4 
— =sin (| — LIV. 
dt sin (7) + ( #4 ) ae) 
SOLUTION 
Substituting u = uT yields 
on =sin(v)+v*-1 (1.1V.b) 


dt 
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or 


d d 
to tu =sin(v) }u4—-1— >t =sin(v) +v*—1-v (1.1V.c) 


Now equation (1.IV.c) can be solved by variable separation as 


dv 
sin(v) +v4-1l-v 





=tdt (1.1V.d) 


Integrating equation (1.IV.d}) results in 


dv a 
= LIV. 
le ope mes Zz * ( :) 


The initial condition can be inserted via the boundary of the integral. 





End Solution 


A.2.3.2 Variables Separable Equations 


In fluid mechanics and many other fields there are differential equations that referred 
to variables separable equations. In fact, this kind of class of equations appears all over 
this book. For this sort equations, it can be written that 


du 


& = F(i)g(u) (A.66) 
The main point is that f(t) and be segregated from g(u). The solution of this kind of 
equation is 
du / 
Ss = t) dt A.67 
oto (A67) 
Example A.5: 
Solve the following ODE 
du 242 
aS yt 1.V.a 
a (1.V.a) 


SOLUTION 


Segregating the variables to be 


[3 =f? dt (1.V.b) 


Integrating equation (1.V.b) transformed into 


Lo 
—-i = 4+¢ (1.V.c) 
u 3 
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Rearranging equation (/1.V.cl) becomes 


—3 


=S -— 1.V. 
OB +c ( 4) 


End Solution 








A.2.3.3. Other Equations 


There are equations or methods that were not covered by the above methods. There 
are additional methods such numerical analysis, transformation (like Laplace transform), 
variable substitutions, and perturbation methods. Many of these methods will be even- 
tually covered by this appendix. 


A.2.4 Second Order Differential Equations 


The general idea of solving second order ODE is by converting them into first order 
ODE. One such case is the second order ODE with constant coefficients. 
The simplest equations are with constant coefficients such as 


d7u du 


In a way, the second order ODE is transferred to first order by substituting the one 
linear operator to two first linear operators. Practically, it is done by substituting e*¢ 
where s is characteristic constant and results in the quadratic equation 


as*+bs+s=0 (A.69) 


If b? > 4ac then there are two unique solutions for the quadratic equation and the 
general solution form is 


u=c et! + ce?! (A.70) 
For the case of b? = 4ac the general solution is 
u=cie"* +c ,te* (A.71) 


In the case of b? > 4ac, the solution of the quadratic equation is a complex number 
which means that the solution has exponential and trigonometric functions as 


u = cie** cos(Bt) + c2e** sin(Bt) (A.72) 


Where the real part is 


a= — (A.73) 
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and the imaginary number is 


V4ac— b? 
fa (A.74) 
2a 
Example A.6: 
Solve the following ODE 
du du 
2s janes = 1.Vl.a 
qa + ay tu 0 ( ) 
SOLUTION 
The characteristic equation is 
s?+75s+10=0 (1.VI.b) 


The solution of equation (1.VI.b) are —2, and —5. Thus, the solution is 


u=kype**+kye >! (1.VI.c) 


End Solution 


A.2.4.1_ Non—Homogeneous Second ODE 


Homogeneous equation are equations that equal to zero. This fact can be used to solve 
non-homogeneous equation. Equations that not equal to zero in this form 

d?u du 

a—, +b—+cu=l(a A.75 

qa t+ oa (x) (A.75) 
The solution of the homogeneous equation is zero that is the operation L(u;,) = 0, 
where L is Linear operator. The additional solution of L(u,) is the total solution as 

=0 


— 


— 
L (utotat) = L (un) +L (up) => Utotal = Un + Up (A.76) 


Where the solution u;, is the solution of the homogeneous solution and u,, is the solution 
of the particular function [(a). If the function on the right hand side is polynomial than 
the solution is will 


Utotal = Un + S- Up; (A.77) 


4= 1 


The linearity of the operation creates the possibility of adding the solutions. 
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Example A.7: 
Solve the non-homogeneous equation 
du du 5 
a =t+t 
TP 5 di + 6u + 
SOLUTION 
The homogeneous solution is 
u(t) = c, e?*§ +c e7* (1.VIl.a) 
the particular solution for t is 
6t+5 
t)= 1.VII.b 
u(t) = (1.VIL.b) 
and the particular solution of the ¢? is 
18¢? + 30t+19 
() = L.VIl.c 
u(t = (1.VIl.c) 
The total solution is 
?4+24t+1 
u(t) = Cj ette eet a Ot + 24t + 17 (1.VII.d) 


54 


End Solution 








A.2.5 Non-Linear Second Order Equations 
Some of the techniques that were discussed in the previous section (first order ODE) 
can be used for the second order ODE such as the variable separation. 
A.2.5.1 Segregation of Derivatives 
If the second order equation 
f(u,u, tt) =0 

can be written or presented in the form 

fi(u)i = fo (a) u (A.78) 


then the equation (A.78)) is referred to as a separable equation (some called it segregated 
equations). The derivative of a can be treated as a new function v and # = wi. Hence, 


equation (A.78) can be integrated 


[rcae= [awoa= [none (A.79) 
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The integration results in a first order differential equation which should be dealt with 
the previous methods. It can be noticed that the function initial condition is used 
twice; first with initial integration and second with the second integration. Note that 
the derivative initial condition is used once. The physical reason is that the equa- 
tion represents a strong effect of the function at a certain point such surface tension 
problems. This equation family is not well discussed in mathematical textbookg®] 


Example A.8: 
Solve the equation 





du . du\ du 
We sin ($) a" 


With the initial condition of u(0) = 0 and “ (t =0) = 0 What happen to the extra 
“dt”? 


SOLUTION 


Rearranging the ODE to be 


du du\ d (du 
— =sin| — ]—| — 1.VIIL. 
Vuxy sin ($) $(4) ( a) 
Thus the extra dt is disappeared and equation (1.VIII.al) becomes 


[vide = [sin (=) d (=) (1.VIII.b) 


and transformation to v is 


[ vidu= [ow (v) dv (1.VIll.c) 


After the integration equation (1.VIII.c) becomes 


2 d d 
: (u3 — uo?) = cos (v9) — cos (v) = cos (=) — cos (F) (1.VIII.d) 
Equation (1.VIII.d) can be rearranged as 


du ] = ( 
a resin 3 uo 


Using the first order separation method yields 


t uU 
; dt = / a (A.81) 
0 uo 


arcsin + cos (v9) 
HSS 


lw 


2 u3) + cos (v)) (A.80) 





=0 =1 





®This author worked (better word toyed) in (with) this area during his master but to his shame he 
did not produce any papers on this issue. The papers are still his drawer and waiting to a spare time. 
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The solution (A.81) shows that initial condition of the function is used twice while the 
initial of the derivative is used only once. 


End Solution 








A.2.5.2 Full Derivative Case Equations 


Another example of special case or families of second order differential equations which 
is results of the energy integral equation derivations as 


u-au ($+) (=) =0 (A.82) 


where a is constant. One solution is u = k, and the second solution is obtained by 








solving 
1 du 2 
= A. 
a (3) (Fa) (A683) 
The transform of v = ue results in 
1 dv dt 
—-=v— => — =vd A.84 
F er 7 ee (A.84) 


which can be solved with the previous methods. 
Bifurcation to two solutions leads 


t 1 5 du [2¢ 
ea +c 3 UV ae aE a + C1 (A.85) 


which can be integrated as 
[2t 2t a 
u= [+ —+¢ ara 48 ( t a) + C2 (A.86) 
a 3 \a 


A.2.5.3. Energy Equation ODE 























It is non-linear because the second derivative is square and the function multiply the 


second derivative. 
au du\? 
u (=) + (=) =0 (A.87) 


It can be noticed that that cz is actually two different constants because the plus minus 
signs. 


d du 
di (« x) =0 (A.88) 
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after integration 


du 
see A. 
are: 1 ( 89) 


Further rearrangement and integration leads to the solution which is 


ue 


ae ko (A.90) 


For non—homogeneous equation they can be integrated as well. 


Example A.9: 
Show that the solution of 


d?u du\? 
abs = 1.1X. 
(ae) + (Gi) vee ee 








is 
U 
q fg 
3 fl aes a (1.1X.b) 
=e 
V2 
U 
7 ar 
V3 | aa - (1.1X.c) 
: =e 


A.2.6 Third Order Differential Equation 


There are situations where fluid mechanicg"| leads to third order differential equation. 
This kind of differential equation has been studied in the last 30 years to some degree. 
The solution to constant coefficients is relatively simple and will be presented here. 
Solution to more complicate linear equations with non constant coefficient (function of 
t) can be solved sometimes by Laplace transform or reduction of the equation to second 
order Olivier Valled’] 

The general form for constant coefficient is 


du d?u du 


as +445 oer +cu=0 (A.91) 





The solution is assumed to be of the form of e%’ which general third order polonium. 
Thus, the general solution is depend on the solution of third order polonium. Third 





’The unsteady energy equation in accelerated coordinate leads to a third order differential equation. 
8“On the linear third-order differential equation” Springer Berlin Heidelberg, 1999. Solving Third 
Order Linear Differential Equations in Terms of Second Order Equations Mark van Hoeij 
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order polonium has always one real solution. Thus, derivation of the leading equation 
(results of the ode) is reduced into quadratic equation and thus the same situation exist. 


3? +a, 87 +a98+a3 =0 (A.92) 
The solution is 
a 
sy, = 73% + (S + T) (A.93) 
1 1 1, 
82 = — 301 — 5(S + T) + 5iv3(S —T) (A.94) 
and 
1 1 1, 
$3 = — 301 — 5(8+T)— 5iV3(S -T) (A.95) 
Where 
S=\VR+VD, (A.96) 
T= VR-VD (A.97) 


and where the D is defined as 
D=Q°+R (A.98) 
and where the definitions of Q and R are 


= 2 
Ox ea (A.99) 


and 


= 9a, a2 ion 27a3 coms 2a, 


R 
54 


(A.100) 





Only three roots can exist for the Mach angle, 6. From a mathematical point of view, 
if D > 0, one root is real and two roots are complex. For the case D = 0, all the roots 
are real and at least two are identical. In the last case where D < 0, all the roots are 
real and unequal. 

When the characteristic equation solution has three different real roots the solu- 
tion of the differential equation is 


sit 


u=c.e%* +c, e%* + ¢3 88" (A.101) 
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In the case the solution to the characteristic has two identical real roots 
u= (cr +egt)e8* +3 e? (A.102) 


Similarly derivations for the case of three identical real roots. For the case of only one 
real root, the solution is 


u = (c, sin b; + cg cos by) e™* + c3€8* (A.103) 


Where a, is the real part of the complex root and b; imaginary part of the root. 


A.2.7 Forth and Higher Order ODE 


The ODE and partial differential equations (PDE) can be of any integer order. Some- 
times the ODE is fourth order or higher the general solution is based in idea that 
equation is reduced into a lower order. Generally, for constant coefficients ODE can 
be transformed into multiplication of smaller order linear operations. For example, the 
equation 


d4 d* 
Gr u=0= (F-1)un0 (A.104) 
can be written as combination of 


& & a 
(sa 1) (sa 1)u=0 or (ja +1) (G-1)u=0 (A.105) 


The order of operation is irrelevant as shown in equation (A.105). Thus the solution 
of 





d2 
(s + 1) 0 (A.106) 
with the solution of 
d2 
(a 7 1) u=0 (A.107) 


are the solutions of (A.104). The solution of equation (A.106)) and equation (A.107) 


was discussed earlier. 
The general procedure is based on the above concept but is some what simpler. 
Inserting e%* into the ODE 


0” pe tO) te? 4 La +a 0 (A.108) 
yields characteristic equation 


0,8" +a, 78" tap, os? OC peta tag =O (A.109) 
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If The Solution of The Solution of 

Characteristic Equation Differential Equation Is 

all roots are real and different ee eee 

€.g. 81 

all roots are real but some are 

identical e.g. 8; =sg=-::=s,p | u= (cr t+ett---+cp oo este 

and some different erty e&kt2! + eprg e8kt2! 4... + Ep, e8r? 

C8. Sk41 F Sk+2 # Sk4p3°°* F Sn 

k/2 roots, are pairs of conjugate (cos(b; t) + sin(b; t)) e@!+ 

complex numbers of s; =a;+b; | ---+ (cos(b; t) + sin(b; t)) e?+ 

and some real and different -++ + (cos(by t) + sin(b; t)) e@**+ 

€.8. Ski1 x Sk42 x Skigct¢ # Sn | Ch41 esktit 4 Ch-2 esht2t a... Cn esnt 

k/2 roots, are pairs of conjugate} u = (cos(b; t) + sin(b; t)) ale 

complex numbers of s; = a; +), -- + (cos(b; t) + sin(b; t)) e® 

£ roots are similar and some real] --- + (cos(bg ¢) As t)) ere 

and different (oak + eppat tess tepget 1) ecettty 

C8. Se41 F Seo F Se13°°* F Sn | Ceo e%h+2" + cei3 estes! +++ + cp eon? 
Example A.10: 
Solve the fifth order ODE 

du d*u d?u du du 
-~—11 +57 149 —~ + 192 — —90u=0 1.X.a 
ats dt a3 dt? dt oy 

SOLUTION 


The characteristic equation is 
s° —11s*+57s? — 1495s? + 192s -90=0 (1.X.b) 


With the roots of the equation (1.X.b)) (these roots can be found using numerical 
methods or Descartes’ Rule) are 








$1.2. = 3431 
834 = 241 (1.X.c) 
S5 = 1 


The roots are two pairs of complex numbers and one real number. Thus the solution 
is 


u=cye' +e”? (cy sin(t) +¢3 cos (t)) + e8* (ca sin(3t) +5 cos(3t)) — (1.X.d) 


End Solution 
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A.2.8 A general Form of the Homogeneous Equation 
The homogeneous equation can be generalized to 


, au ee aii du _ 
kot qn tkt ea tet Knit a + hn u = oe (A.110) 





To be continue 


A.3 Partial Differential Equations 


Partial Differential Equations (PDE) are differential equations which include function 
includes the partial derivatives of two or more variables. Example of such equation is 

Fut, Uz,...) =0 (A.111) 
Where subscripts refers to derivative based on it. For example, uz, = gu Note that 
partial derivative also include mix of derivatives such as uzy. As one might expect PDE 
are harder to solve. 

Many situations in fluid mechanics can be described by PDE equations. Gener- 
ally, the PDE solution is done by transforming the PDE to one or more ODE. Partial 
differential equations are categorized by the order of highest derivative. The nature of 
the solution is based whether the equation is elliptic parabolic and hyperbolic. Nor- 
mally, this characterization is done for for second order. However, sometimes similar 
definition can be applied for other order. The physical meaning of the these definition is 
that these equations have different characterizations. The solution of elliptic equations 
depends on the boundary conditions The solution of parabolic equations depends on 
the boundary conditions but as well on the initial conditions. The hyperbolic equations 
are associated with method of characteristics because physical situations depends only 
on the initial conditions. The meaning for initial conditions is that of solution depends 
on some early points of the flow (the solution). The general second-order PDE in two 
independent variables has the form 


Axe Une + 2dgy Ury + Gyy Uyy +--: =0 (A.112) 


The coefficients dz2, Gzy, Gyy might depend upon "x" and "y". Equation (A.112) is 
similar to the equations for a conic geometry: 


Ane L? + Ogy LY + dy y? +++: =0 (A.113) 


In the same manner that conic geometry equations are classified are based on the 
discriminant a, —4dzz yy, the same can be done for a second-order PDE. The dis- 
criminant can be function of the x and y and thus can change sign and thus the 
characteristic of the equation. Generally, when the discriminant is zero the equation are 


called parabolic. One example of such equation is heat equation. When the discriminant 
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is larger then zero the equation is referred as hyperbolic equations. In fluid mechanics 
this kind equation appear in supersonic flow or in supper critical flow in open channel 
flow. The equations that not mentioned above are elliptic which appear in ideal flow 
and subsonic flow and sub critical open channel flow. 


A.3.1 First-order equations 


First order equation can be written as 


Ou Ou 
= Gy 7—- + dy >=—-T+... A.114 
OS On og TOY Oy ( ) 
The interpretation the equation characteristic is complicated. However, the physics 
dictates this character and will be used in the book. 
An example of first order equation is 


Ou Ou 
an + a 0 (A.115) 


The solution is assume to be u = Y(y) X(a) and substitute into the (A.115) results in 


OX (x) 
Ox 


Rearranging equation (A.116) yields 


1 OX(x) L OF a) 
Xia) os eae oe =0 (A.117) 


OY (y) 


Y(y) Dy 





+ X(x) 





=0 (A.116) 





A possible way the equation (A.117) can exist is that these two term equal to a 
constant. Is it possible that these terms not equal to a constant? The answer is no 
if the assumption of the solution is correct. If it turned that assumption is wrong the 
ratio is not constant. Hence, the constant is denoted as \ and with this definition the 
PDE is reduced into two ODE. The first equation is X function 











1 OX(x) _ 
tae = (A.118) 
The second ODE is for Y 
OY (y) 
a ay A.119 
Yu) dy sae 


Equations (A.119} and (A.118) are ODE that can be solved with the methods described 


before for certain boundary condition. 
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A.4_ Trigonometry 


These trigonometrical identities were set up by Keone Hon with slight modification 
1. sin(a + 8) = sinacos 6 + sin B cosa 


2. sin(a — 2) = sinacos 8 — sin B cosa 





3. cos(a + 8) = cosacos 6 — sinasin GB 
4. cos(a — 6) = cosacos 8 + sinasin 8 
tana + tan B 
5. t = 
ane?) 1-—tanatan 
t —t 
6. tan(a — 8) = os 





1+tanatan 


1. sin2a = 2sinacosa@ 


2. cos2a = cos? x — sin? x = 2cos? 7 —1=1-—2sin? x 





2 
3. tan 2a = eee 
1— tan“ a 
i 
4. sin 5 =e —— (determine whether it is + or - by finding the quadrant 


that 7 lies in) 


1 
5. cos 5 =+4/ eee (same as above) 


a 1 — cosa sin a 
6. tan = = - — 
2 sin a 1+ cosa 








for formulas 3-6, consider the triangle with 
sides of length a, b, and c, and opposite angles a, 
8, and ¥, respectively 


7 1 — 2cos(2a) 











1. si a 

in* a 5 

1+ 2cos(2a 
2. cos?a = Eafcori2e) b 
2 

sina sin sin ; Fig. -A.7. The tringle angles sides. 

3. = ne ao (Law of Sines) r clneae 
a 


4. c? =a? +b? — 2abcosy (Law of Cosines) 





5. Area of triangle = zabsiny 
6. Area of triangle = \/s(s — a)(s — b)(s —c), 
at+b+e , 
where s = ——~—— (Heron’s Formula) 


2 
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APPENDIX A. MATHEMATICS FOR FLUID MECHANICS 


SUBJECTS INDEX 
Subjects Index 


Symbols 
m—theory, 283 


A 

Abrupt expansion, 356 

absolute viscosity, 7, 8, 11, 12 

Accelerated system, 93 

Acceleration direct derivative, 250 

Acceleration, angular, 95 

Add Force, 238 

Add mass, 192, 238 

Add momentum, 192 

adiabatic nozzle, 445 

Aeronautics, 4 

angle of attack, 590 

Arc shape, 113 

Archimedes, 3 

Archimedes number, 321 

Archimedes principle, 117 

Area direction, 5 

Atmospheric pressure, 75 

Atwood number, 321 

Averaged kinetic energy, 213 

Averaged momentum energy, 213 

Averaged momentum velocity, 180 

Averaged velocity 
concentric cylinders, 276 
Correction factor, 213 
Integral Analysis, 193 
Integral analysis, 198 

Avi number, 318 


B 

Basic units, 294 

Bernoulli's equation, 219, 227, 437 

Bingham's complex model, 11 

Bingham's model, 11 

Blasius’s Integral, 424 

Body force, 69, 70, 72, 89, 91 
effective, 71 

Bond number, 321 

Boundary Layer, 163 
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Brinkman number, 321 
Buckingham’s theorem, 291 
Bulk modulus, 323 

bulk modulus, 24, 26 

Bulk modulus of mixtures, 29 
buoyancy, 3, 117-119 
buoyant force, 89, 128 


C 


Capillary number, 325 
Capillary numbers, 321 
Cauchy number, 321 
Cauchy—Riemann equation, 389 
Cavitation number, 321 
Choking flow, 435 
Circulation Concept, 397 
Co-current flow, 603 
Colebrook—White equation, 352 
Complex Potential, 420 
Complex Velocity, 420 
Complex velocity, 420 
Compressibility factor, 79, 92 
Compressible Flow, 435 
Compressible flow, 435 
Concentrating surfaces raise, 34 
Conduction, 208 
Conformal Transformation, 427 
Conservative force, 223 
Convection, 208 
Convective acceleration, 250 
converging—diverging nozzle, 442 
Correction factor, 88 
Counter—current 
Pulse flow, 620 
Counter—current flow, 603, 619 
Annular flow, 620 
Extended Open channel flow, 621 
Courant number, 321 
Cut—out shapes, 111 
Cylindrical Coordinates, 239 
Cylindrical coordinates 
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stream + potential function, 405 


D 
D’Alembert paradox, 4 
D’Alembert’s paradox, 413 
d'Alembert’s Paradox, 589 
d‘Alembertian Operator, 635 
Darcy friction factor, 481 
Dean number, 321 
Deborah number, 321 
deflection angle, 548 
deflection angle range, 563 
Deformable control volume, 150 
Density, 6 
definition, 6 
Density ratio, 88, 132 
detached shock, 568 
Differential analysis, 237 
dilettante, 11 
Dimension matrix, 306 
Dimensional analysis, 283 
Basic units, 285 
Parameters, 289 
Typical parameters, 320 
Dimensional matrix, 299 
Dimensionless 
Naturally, 294 
Dipole Flow, 404 
Discontinuity, 435 
Divergence Theorem, 636 
Double choking phenomenon, 605 
Doublet flow, 399 
Drag coefficient, 321 
Dynamics similarity, 307 


E 

Eckert number, 321 

Ekman number, 322 

Energy conservation, 207 

Energy Equation 
Linear accelerate System, 223 
Rotating Coordinate System, 224 
Accelerated System, 223 

Energy equation 
Frictionless Flow, 221 
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Simplified equations, 226 
Steady State, 221 
Entry length, 354 
Entry problem, 353 
Euler Equation, 341 
Euler equations, 237 
Euler number, 322, 326 
Existences of stream function, 391 
External forces, 178 


F 


Fanning Friction factor, 481 
fanno 
second law, 496 
Fanno flow 
Maximum length, 509 
fanno flow, 494, Aft 498 
choking, 499 
average friction factor, 500 
entrance Mach number calcula- 
tions, 508, 526 
entropy, 499 
shockless, 507 
star condition, 501 
Fanno flow trends, 499 
First Law of Thermodynamics, 207 
Fixed fluidized bed, 617 
Fliegner number, 454 
Flow first mode, 274 
Flow meter, 365 
Flow out tank, 210 
Flow rate 
concentric cylinders, 276 
Flow regime map, 600 
Flow regimes in one pipe, 604 
Fluid Statics 
Geological system, 97 
Fluids 
kinds gas, liquid, 5 
Forces 
Curved surfaces, 110 
Fourier law, 208 
Free expansion, 89, 90 
free falling, 123 
Free Vortex, 395 
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Friction velocity, 349 

Froude number, 322 
rotating, 327 

Fully fluidized bed, 617 


G 
Galileo number, 322, 327 
Gas dynamics, 4 
Gas-gas flow, 602 
Gauss-Ostrogradsky Theorem, 636 
Geometric similarity, 307 
Grashof number, 322 
Gravity varying 
Ideal gas, 91 
Real gas, 92 


H 

Harmonic function, 636 

Head loss, 347 

horizontal counter—current flow, 621 
Horizontal flow, 603 

Hydraulic diameter, 358 
Hydraulic Jump, see discontinuity 
Hydraulics, 4 

Hydraulics system, 30 
Hydrodynamics, 4 

Hydrostatic of real gas, 80 
Hydrostatic pressure, 69, 114 


l 
Ideal gas, 79 
Impulse function, 462 
Inclined manometer, 78 
Indexical form, 290 
Initial condition, 643 
Integral analysis 
big picture, 168 
small picture, 168 
Integral equation, 83 
Interfacial instability, 238 
Inverted manometer, 78 
isothermal flow 
entrance issues, 485 
entrance length limitation, 485 


maximum aff 484 
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table, 487 
Isotropic viscosity, 258 


K 

Kinematic, 3 

Kinematic boundary condition, 267 
Kinematic similarity, 307 

kinematic viscosity, 11 

Kolmogorov time, 323 
Kutta—Joukowski, 426 
KuttaJoukowski theorem, 419 


L 

Laminar Entry Length, 353 
Laplace Constant, 322 

Laplace number, 327 

Lapse rate, 90 

large deflection angle, 554 
Leibniz integral rule, 160 

Lift coefficient, 322 

Limitation of the integral approach, 219 
line of characteristic, 586 
Linear acceleration, 93, 94 
Linear operations, 642 

Liquid phase, 81 

Liquid—Liquid Regimes, 602 
Local acceleration, 250 
Lockhart martinelli model, 614 
Long pipe flow, 479 


M 

Mach angle, 441 

Mach cone, 441 

Mach number, 322, 443 
“Magnification factor’, 78 
Marangoni number, 322 

Mass velocity, 608 

maximum deflection angle, 557 
maximum turning angle, 589 
Metacentric point, 129 

Micro fluids, 264 

Minimum velocity solid—liquid flow, 616 
Minor losses, 359 

Mixed fluidized bed, 617 
Momentum Conservation, 177 
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Momentum conservation, 251 
Momentum equation 
Accelerated system, 179 
index notation, 256 
Morton number, 322 
Moving boundary, 266 
Moving surface 
Free surface, 267 
Moving surface, constant of integra- 
tion, 268 
Multi—phase flow, 599 
Multiphase flow against the gravity, 606 


N 
NACA 1135, 548 
Navier Stokes equations 

solution, 4 
Navier-Stokes equations, 237, 309 
Negative deflection angle, 548 
Neutral moment 

Zero moment, 128 
Neutral stable, 90, 128, 140, 141 
Newtonian fluids, 1, 8 
No-slip condition, 266 
Non-deformable control volume, 150 
Non-Linear Equations, 645 
normal components, 549 
Normal Shock 

Solution, 468 
Normal stress, 258 
Nusselt number, 317 
Nusselt’s dimensionless technique, 310 


O 
Oblique shock, 547 
oblique shock 
conditions for solution, 553 
normal shock, 547 
Prandtl—Meyer function, 547 
oblique shock governing equations, 550 
Ohnesorge number, 327 
Open channel flow, 603 
Orthogonal Coordinates, 637 
Oscillating manometer, 220 
Ozer number, 322 
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Pp 
Pendulum action, 138 
Pendulum problem, 290 
perpendicular components, 549 
Piezometric pressure, 72 
Pipe initial conditions, 354 
Pneumatic conveying, 617 
Poiseuille flow, 272 
Concentric cylinders, 274 
Polynomial function, 115 
Potential flow, 382 
Potential Flow Functions, 392 
Prandtl number, 323 
Prandtl-Meyer function 
small angle, 583 
Prandtl-Meyer flow, 582 
Prandtl-Meyer function 
tangential velocity, 586 
Pressure center, 106, 107 
pseudoplastic, 11 
Pulse flow, 620 
purely viscous fluids, 11 
Pushka equation, 27, 92, 99 
expansion, 97 


Q 


Quasi one dimensional, 356 


R 
Radiation, 208 
Rayleigh Flow 


negative friction, 531 
Rayleigh flow, 531 

second law, 534 

tables, 535 

two maximums, 534 
rayleigh flow, 531 

entrance Mach number, 542 
Rayleigh-Taylor instability, 139, 603 
Real gas, 79 
Return path for flow regimes, 605 
Reynolds number, 323, 324 
Reynolds Transport Theorem, 160 

Divergence Theorem, 636 
Rocket mechanics, 188 
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Rossby number, 323 


S 
Scalar function, 70, 110 
Second Law of Thermodynamics, 221 
Second viscosity coefficient, 263 
Sector flow, 422 
Segregated equations, 650 
sensitive pressure measurement, 77 
Sharp edge flow, 423 
Shear number, 323 
Shear stress 

initial definition, 7 
shear stress, 6 
Shock 

Limitations, 472 
Shock angle, 552 
shock wave, 464 

star velocity, 469 

table 

basic, 476 

trivial solution, 468 
Similitude, 285, 306 
Sink Flow, 393 
Slip condition range, 266 
Smooth pipe, 351 
Solid—fluid flow 

Gas dynamics aspects, 617 
Solid—fluid flow, 615 
Solid-liquid flow, 615 
Solid-solid flow, 602 
sonic transition, 449 
Source and sink flow, 399 
Source Flow, 393 
speed of sound 

ideal gas, 438 

liquid, 439 

solid, 440 

steam table, 439 
Speed of sound, what, 436 
Spherical coordinates, 93 
Spherical volume, 125 
Stability analysis, 88, 89 
stability analysis, 90, 117 

cubic, 128 
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Stability in counter—current flow, 621 

Stable condition, 89, 137 

Stagnation state, 442 

Star conditions, 469 

Stokes number, 323 

stratified flow, 603 

Stream function, 384 

Stream Function Cylindrical Coordi- 

nates, 405 

Stress tensor, 252 
Cartesian coordinates, 251 
symmetry, 252, 254 
transformation, 252 

strong solution, 554 

Strouhal number, 323 

substantial derivative, 250 

Sudden enlargement, see also Abrupt 

expansion 

Superficial velocity, 604 

Superposition of flows, 398 

Sutherland's equation, 12 


T 


Tank emptying parameters, 217 
Taylor number, 323 
Terminal velocity, 616 
Thermal pressure, 263 
Thermodynamical pressure, 263 
thixotropic, 11 
throat area, 449 
Torricelli’s equation, 219 
Total moment, 101 
Transformation matrix, 252 
Transition to continuous, 177 
Triangle shape, 113, 120 
Turbomachinary, 199 
Turbulence roughness, 351 
Turbulent Entry Length, 354 
Two-Phase 
Gas superficial velocity, 609 
Liquid holdup, 609 
Quality of dryness, 609 
Reversal flow, 622 
Slip velocity, 609 
Void Fraction, 609 
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Wetness fraction, 609 


U 

Uniform Flow, 392 

Unstable condition, 89 

Unsteady State Momentum, 187 
Upsteam Mach number, 562 


V 
Vapor pressure, 75 
Variables Separation 
1st equation, 647 
Vectors, 631 
Vectors Algebra, 632 
Vertical counter—current flow, 620 
Vertical flow, 603 
Viscosity, 9 
von Karman vortex street, 324 
Vorticity, 380 


WwW 

Watson’s method, 19 
Wave Operator, 635 
weak solution, 554 
Weber number, 323, 325 
Westinghouse patent, 602 


Y 


Young modulus, 323 
Young's Modulus, 440 


Z 


zero deflection angle, 561 
Zhukovsky, see also Joukowski 
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AUTHORS INDEX 
Authors Index 


B 

Bhuckingham, 4 
Blasiu, 4 

Blasius, 4 

Bossut, 4 

Brahms, 4 
Buckingham, 283, 285 


C 

Chezy, 4 
Cichilli, 613 
Coulomb, 4 


D 

d'Aubisson, 4 

Darcy, 4 

de Saint Venant, Barré, 237 
Dubuat, 4 

Duckler, 600, 613 

Dupuit, 4 


E 

Euler, 4 

Euler, Leonahard, 326 
Evangelista Torricelli, 219 


F 
Fabre, 4 

Fanning, 4 

Fourier Jean B. J., 284 
Froude, William, 4, 284 


G 
Ganguillet, 4 
Gauss, Carl Friedrich, 636 


H 

Hagen, 4 

Helmholtz, Hermann von, 4 
Henderson, 569 


K 
Kelvin, 4 
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Kirchhoff, 4 
Kutta, Martin Wilhelm, 419 
Kutta-Joukowski, 4 


L 

La Grange, 4 
Leibniz, 160 
Lockhart, 600 


M 

Manning, 4 

Martinelli, 284, 600 

Maxwell, 284 

Menikoff, 569 

Meyer, 4 

Mikhail Vasilievich Ostrogradsky, 636 


N 

Navier, Claude—Louis, 237 

Newton, 284 

Nikuradse, 4 

Nusselt, Ernst Kraft Wilhelm, 276, 283, 
285 


O 
Olivier Vallee, 653 


P 


Pierre-Simon Laplace, 636 
Poiseuille, Jean Louis, 272 
Poisseuille, 4 

Poisson, Simon-Denis, 237 
Prandtl, 4 


R 

Rankine, 4 

Rayleigh, 4, 139, 285 
Reiner, M., 323 

Reynolds, Osborne, 160, 285 
Riabouchunsky, 285 

Rose, 4 
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S 

Schmidt, 283 

Smeaton, John, 284 
Stanton, 4 

Stokes, George Gabriel, 237 
Strouhal, Vincenz, 336 


T 
Taitle, 600 

Taylor, G.I., 139 
Thompson, 552 

Torricelli, Evangelista, 219 


V 
Vaschy, Aiméem, 285 
Von Karman, 4, 324 


Ww 
Weisbach, 4 
Westinghouse, 602 
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Zhukovsky, Nikolay Yegorovich, 419 
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